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Foreword 



rd , 



This Technical Specification (TS) has been produced by the 3 Generation Partnership Project (3GPP). 

The present document specifies the stage 2 description for the fourth phase (see 3GPP TS 22.078 [6]) of the Customized 
AppUcations for Mobile network Enhanced Logic (CAMEL) feature within the 3GPP system. 

The contents of present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will then be re-released by the TSG 
with an identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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Scope 



The present document specifies the stage 2 description for the fourth phase (see 3GPP TS 22.078 [6]) of the Customized 
Apphcations for Mobile network Enhanced Logic (CAMEL) feature which provides the mechanisms to support 
services of operators which are not covered by standardized services even when roaming outside the HPLMN. 

The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to 
provide the subscribers with the operator specific services even when roaming outside the HPLMN. 

In the present document, the GSM Service Control Function (gsmSCF) is treated as being part of the HPLMN. The 
regulatory environment in some countries may require the possibility that the gsmSCF and the HPLMN are controlled 
by different operators, and the gsmSCF and the HPLMN are therefore distinct entities. 

The fourth phase of the CAMEL feature supports, in addition to the third phase of the CAMEL: 

- Interactions with Optimal Routing; 
Call Party Handling; 

DTMF Mid call procedure for Mobile Originated and Mobile Terminating calls; 

Inclusion of flexible tone injection; 

Provision of location information of called subscriber; 

Provide location information during ongoing call; 

- CAMEL control over MT SMS ; 

Notification of GPRS mobility management to CSE; 

Inclusion of ODB data in Any Time Modification; 

Enhancement of Any Time Interrogation and Provide Subscriber Information for PS Domain; 

Mobile Number Portability database interrogation; 

Criteria for the provision of location information during ongoing call; 

Enhanced Dialled Services; 

Enhancement to Establish Temporary Connection; 

CAMEL control of trunk originated calls. 

CAMEL applicability to IP -based multimedia services is introduced in the fourth phase of the CAMEL. It is specified in 
3GPPTS 23.278 [29]. 

CAMEL is not applicable to Emergency Setup (TS 12), i.e. if an Emergency call is requested, then the gsmSSF shall 
not be invoked. 

The mechanism described in the present document addresses especially the need for information exchange between the 
VPLMN or IPLMN and the HPLMN for support of operator specific services. Any user procedures for the control of 
operator specific services are outside the scope of the present document. Subscribers who have subscribed to operator 
specific services and therefore need the functional support of the CAMEL feature shall be marked in the HPLMN and 
VPLMN. In case a subscriber is marked to need CAMEL support, the appropriate procedures which provide the 
necessary information to the VPLMN or the HPLMN are invoked. It is possible for the HPLMN to instruct the VPLMN 
or IPLMN to interact with a gsmSCF which is controlled by the HPLMN. 

The specification of operator specific services is outside the scope of the present document. 
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1.1 Support of partial implementation of CAIVIEL phase 4 

A functional entity (VMSC, GMSC or SGSN) may support the complete CAMEL phase 4 functionality or, as a network 
option, it may support the complete CAMEL phase 3 functionality and a partial implementation of CAMEL phase 4. 

If a functional entity supports any part of CAMEL phase 4, then the HLR is informed of the CAMEL phase 4 CSIs 
supported. An SGSN may also indicate support of the Provide Subscriber Information IF. To indicate support of a 
specific CSI, a functional entity shall have the ability to trigger on any initial service event possible for that CSI. 

If a VMSC or GMSC supports any of the CAMEL phase 4 circuit switched CSIs (O-CSI, D-CSI, T-CSI or VT-CSI), 
then the gsmSCF is informed of the CAMEL phase 4 circuit switched functionalities offered. The gsmSCF shall not 
send information flows or parameters that conflict with the functionalities offered by the VMSC or GMSC. 

If a CAMEL subscriber attempts to register in a VMSC or SGSN which supports at least one CAMEL phase 4 CSI or 
the enhancement of Provide Subscriber Information IF, then the VMSC or SGSN indicates in the registration request to 
the HLR the phase of CAMEL which the VMSC or SGSN supports (at least phase 4). In addition, the VMSC or SGSN 
indicates which CAMEL phase 4 CSIs may be downloaded. An SGSN may also indicate support of the Provide 
Subscriber Information IF. 

If a GMSC supports at least one CAMEL phase 4 CSI, then the GMSC indicates in the Send Routeing Info to the HLR 
the phase of CAMEL which the GMSC supports (at least phase 4). In addition, the GMSC indicates which CAMEL 
phase 4 CSIs may be downloaded. 

If a VMSC/gsmSSF or GMSC/gsmSSF initiates contact with the gsmSCF using the Initial DP IF, or acknowledges a 
gsmSCF initiated contact using the Initiate Call Attempt ack IF, then the VMSC/gsmSSF or GMSC/gsmSSF indicates 
in the IF the CAMEL phase 4 functionalities offered to the gsmSCF. 

If a VLR initiates contact with the gsmSCF using a Mobility Management Event Notification IF, then the VLR or 
SGSN indicates in the IF the functionalities offered to the gsmSCF. 

1.1.1 CAIVIEL Phase 4 CSIs 

A network entity may indicate to the HLR an offer of support for the following CAMEL phase 4 CSIs: 

- CAMEL phase 4 O-CSI; 

- CAMEL phase 4 D-CSI; 

- CAMEL phase 4 T-CSI; 

- CAMEL phase 4 VT-CSI; 

- CAMEL phase 4 MT-SMS-CSI; 

- CAMEL phase 4 MG-CSI; 

CAMEL control of trunk originated calls; 

- Reporting of additional dialled digits. 



An SGSN may also indicate support of the CAMEL phase 4 Provide Subscriber Information IF. 

A functional entity (VMSC, GMSC or SGSN) may offer the CSIs in any combination appUcable for this entity. A 
functional entity shall indicate to the HLR all the CSIs it offers. The HLR may ignore the offer of the supported CSIs if 
they are not applicable for the sending entity, but it shall not reject the operation in this case. 

1 .1 .2 CAMEL Phase 4 Functionalities 

The CAMEL phase 4 functionaUties which may be offered to the gsmSCF are the following: 
Creating additional parties in a call. Creating a new call (Initiate Call Attempt); 
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Placing an individual call party on hold or moving an individual call party to Call Segment 1, when Call 
Segment 1 does not exist (Split Leg); 

Connecting an individual call party to the group (Move Leg); 

Releasing an individual call party (Disconnect Leg); 

Indication of the release of a call party or call segment (Entity Released); 

Enhancements for subscriber interactions with the gsmSCF (Disconnect Forward Connection With Argument); 

Inclusion of flexible tone injection (Play Tone); 

- DTMF Mid call procedure for MO and VT calls (DP 0_Mid_Call, DP T_Mid_Call); 
Provision of Charge Indicator at answer DP (Charge Indicator at DP 0_Answer, DP T_Answer); 

- Support of Alerting DP (DP 0_Term_Seized, DP Call_ Accepted); 

Provision of location information of subscriber at alerting DP (Location information at DP 0_Term_Seized, 
DP Call_ Accepted); 

Provision of location information during an ongoing call (DP 0_Change_Of_Position, 
DP T_Change_Of_Position); 

Interactions with Basic Optimal Routeing (Basic OR Interrogation Requested in Connect and Continue With 
Argument, Route Not Permitted in DP 0_Abandon); 

Warning tone enhancements (Burstlist for Audible Indicator); 

Enhancements of Call Forwarding indication (Forwarding Destination Number); 

Criteria for the provision of location information during ongoing call (Criteria for DP 0_Change_Of_Position 
and DP T_Change_Of_Position); 

Subscribed Enhanced Dialled services (see description below); 

Serving Network Enhanced Dialled Services (see description below); 

SCUDIF notification during active phase of the call (DP 0_Service_Change and T_Service_Change) ; and 

Collection of additional dialled digits (Arming Collectedlnfo DP as EDP-R). 

For the Subscribed Enhanced Dialled Services and Serving Network Enhanced Dialled Services, the following 
information flows apply in addition to the information flows allowed at TDP Analysed_Information since CAMEL 
phase 3: Apply Charging, Call Information Request, Cancel (all requests) and Request Report BCSM Event together 
with their acknowledgements and reportings. In addition, all the other offered CAMEL phase 4 functionalities apply 
also to the enhanced dialled services. 

A functional entity (VMSC or GMSC) may offer the functionalities in any combination applicable for this entity and 
applicable to the offered CSIs. 

A functional entity (VMSC or GMSC) shall indicate to the gsmSCF all the functionallities it offers. 
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Definitions and abbreviations 



3.1 Definitions 

For the purposes of the present document, the following terms and definitions apply: 

Basic Call State Model (BCSM): BCSM provides a high-level model of GMSC- or MSC/VLR-activities required to 
establish and maintain communication paths for users. As such, it identifies a set of basic call activities in a GMSC or 
MSCA'^LR and shows how these activities are joined together to process a basic call. 

Call Control Function (CCF): CCF is the Call Control Function in the network that provides call/service processing 
and control (see ITU-T Recommendation Q.1224 [44]). 

Call Party Handling (CPH) Information Flow: Any of the Disconnect Leg, Move Leg or Split Leg information 
flows. 

Call Segment: A call segment contains one or more legs that are controlled by the same CS_gsmSSF instance. The call 
parties in the same call segment can communicate with each other (using a conference bridge if necessary). Call 
segments are identified by a number, eg. CSIDl is the call segment with id number L 

Call Segment Association (CSA): A CSA contains one or more call segments. Legs can be moved between call 
segments within the CSA. There is a single CAP dialogue between the CSA and the gsmSCF. 

Detection Points (DP): points in processing at which notifications (to the service logic) can occur and transfer of 
control (to the gsmSCF) is possible are called Detection Points (DPs). 

Dialled Service CAMEL Subscription Information (D-CSI): D-CSI identifies the subscriber as having originating 
CAMEL dialled services. 

Forwarding MSC: MSC which is either an MSC invoking a standardized Call Forwarding supplementary service or 
Call Deflection supplementary service; or an MSC invoking a CAMEL based call forwarding service. 

Gateway MLC (GMLC): functional entity that allows external LCS Clients to request real-time information about a 
Mobile Station. The information that can be requested from the GMLC is: 

location of Mobile Station 

See 3GPP TS 23.271 [28] and 3GPP TS 25.305 [32] or 3GPP TS 43.059 [46] for information on the GMLC. 

Geodetic Information: information defining the location of a mobile station, coded according to ITU-T 
Recommendation Q.763 [43]. The derivation of this information from other information defining the location of a 
mobile station is a network operator option. If an entity derives the geodetic information it shall also provide the 
equivalent geographical information. 

Geographical Information: information defining the location of a mobile station, coded according to 3GPP 
TS 23.032 [13]. 

GPRS CAMEL Subscription Information (GPRS-CSI): GPRS-CSI identifies the subscriber as having GPRS 
CAMEL services. 

GPRS Dialogue: A dialogue between the gprsSSF and the gsmSCF. A single GPRS Dialogue may consist of one or 
more TCAP dialogues. Only one TCAP dialogue shall exists at one point in time for one gprsDialogue. 

GPRS Service Switching Function (gprsSSF): functional entity that interfaces the SGSN to the gsmSCF. The concept 
of the gprsSSF is derived from the IN SSF, but uses different triggering mechanisms because of the nature of the mobile 
network. 

GPRS Session: GPRS session starts when the GPRS subscriber attaches to the GPRS data network. It ends when the 
GPRS subscriber detaches from the GPRS data network. 

GSM Service Control Function (gsmSCF): functional entity that contains the CAMEL service logic to implement 
OSS. It interfaces with the gsmSSF, the gsmSRF, the GMLC and the HLR. 
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GSM Service Switching Function (gsmSSF): functional entity that interfaces the MSC or GMSC to the gsmSCF. The 
concept of the gsmSSF is derived from the IN SSF, but uses different triggering mechanisms because of the nature of 
the mobile network. 

GSM Specialised Resource Function (gsmSRF): functional entity which provides various specialized resources. It 
interfaces with the gsmSCF and with the MSC. This entity is defined in ITU-T Recommendation Q.1224 [44] with 
variations defined in the present document. 

Inter-connecting MSC:MSC which provides CAMEL support for incoming trunk calls. 

Location Information: indicates the location of the Mobile Station. The provision of location information is 
independent of the MS status. As part of the location information, an indication of the age of this information may be 
delivered. 

Mobile Originating Short Message Service CAMEL Subscription Information (MO-SMS-CSI): MO-SMS-CSI 
identifies the subscriber as having MO SMS CAMEL services. MO-SMS-CSI (CAMEL Phase 4) is identical to 
SMS-CSI (CAMEL Phase 3). 

Mobile Station State: similar to Subscriber State, but associated only with a Mobile Station, not with a subscriber. 

Mobile Terminating Short Message Service CAMEL Subscription Information (MT-SMS-CSI): MT-SMS-CSI 
identifies the subscriber as having MT SMS CAMEL services. 

Mobility Management event CAMEL Subscription Information (M-CSI): M-CSI identifies the subscriber as 
having Mobility Management event notification CAMEL services. 

Mobility Management event GPRS CAMEL Subscription Information (MG-CSI): MG-CSI identifies the GPRS 
subscriber as having Mobility Management event notification CAMEL services. 

NA (North American): prefix attached to certain information items used by North American PLMNs in connection 
with routing a call to a preferred or dialled long distance carrier. 

Network CAMEL Service Information (N-CSI): N-CSI identifies services offered on a per-network basis by the 
serving PLMN operator for all subscribers. 

Originating Basic Call State Model (O-BCSM): originating half of the BCSM. The O-BCSM corresponds to that 
portion of the BCSM associated with the originating party. 

Originating CAMEL Subscription Information (O-CSI): O-CSI identifies the subscriber as having originating 
CAMEL services. 

Point In Association (PIA): PIAs identify MSC/VLR or SGSN activities associated with one or more basic 
association/connection states of interest to OSS service logic instances. 

Point In Call (PIC): PICs identify MSC/VLR (GMSC) activities associated with one or more basic call/connection 
states of interest to OSS service logic instances. 

Service Key: Service Key identifies to the gsmSCF the service logic. The Service Key is administered by the HPLMN, 
and is passed transparently by the VPLMN/IPLMN to the gsmSCF. The Service Key is a part of the 
T/OA^T/D/GPRS/SMS/M-CSI. 

Serving MLC: functional entity that performs location information retrieval. 

Short Message Control Protocol (SM-CP): Protocol between tiie MSC or SGSN and the MS. This protocol, which is 
specified in 3GPP TS 24.01 1 [31], is used to carry RPDU elements between the MSC or SGSN and the MS. 

Short Message Service Centre (SMSC): also abbreviation SC is used for SMSC. 

Subscriber State: see 3GPP TS 22.078 [6]. 

Supplementary Service Notification CAMEL Subscription Information (SS-CSI): SS-CSI identifies the subscriber 
as having supplementary service invocation notification CAMEL services. 

Terminating Basic Call State Model (T-BCSM): terminating half of the BCSM. The T-BCSM corresponds to that 
portion of the BCSM associated with the terminating party. 
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Terminating CAMEL Subscription Information (in the GMSC) (T-CSI): T-CSI identifies the subscriber as having 
terminating CAMEL services in the GMSC. 

Translation Information Flag (TIF-CSI): TIF-CSI is a flag in the CAMEL subscriber data which indicates that when 
the subscriber registers a forwarded-to number, that the HLR shall not attempt to perform any translation, number 
format checks, prohibited FTN checks, call barring checks. 

Trunk Originated CAMEL Service Information (TO-CSI): TO-CSI identifies services offered by the PLMN 
operator to all incoming calls on a specific MSC trunk. 

USSD CAMEL Subscription Information (U-CSI): U-CSI identifies a set of subscriber specific mappings from a 
USSD service code to a gsmSCF address. 

USSD General CAMEL Service Information (UG-CSI): UG-CSI globally identifies a set of mappings from a USSD 
service code to a gsmSCF address. The global mapping applies to all HPLMN subscribers. If, for a particular service 
code, both U-CSI and UG-CSI are applicable then the U-CSI shall take precedence. 

VMSC Terminating CAMEL Subscription Information (VT-CSI): VT-CSI identifies the subscriber as having 
terminating CAMEL services in the VMSC. 



3.2 



Abbreviations 



Abbreviations used in the present document are listed in 3GPP TR 21.905 [1]. 

For the purposes of the present document, the following abbreviations apply: 

BCSM Basic Call State Model 

CAMEL Customized Applications for Mobile network Enhanced Logic 

CPH Call Party Handling 

CS Call Segment 

CS Circuit Switched 

CSA Call Segment Association 

CSG Closed Subscriber Group 

CSID Call Segment (followed by an identification Number e.g. CSIDl) 

DP Detection Point 

DTN Deflected To Number 

D-CSI Dialled Services CAMEL Subscription Information 

EDP Event Detection Point 

EDS Enhanced Dialled Services 

FTN Forwarded To Number 

GMLC Gateway MLC 

GMSC Gateway MSC 

GPRS General Packet Radio Service 

gprsSSF GPRS Service Switching Function 

GPRS-CSI GPRS CAMEL Subscription Information 

gsmSCF GSM Service Control Function 

gsmSRF GSM Specialised Resource Function 

gsmSSF GSM Service Switching Function 

HLR Home Location Register 

HPLMN Home PLMN 

ICA Initiate Call Attempt 

IE Information Element 

IF Information Flow 

IP Intelligent Peripheral 

IPLMN Interrogating PLMN 

LCS Location Services 

LSA Localised Service Area 

M-CSI Mobility Management event Notification CAMEL Subscription Information 

MF Mobile Forwarding 

MG-CSI Mobility Management event Notification GPRS CAMEL Subscription Information 

MLC Mobile Location Centre 

MNP Mobile Number Portability 
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MNP SRF Mobile Number Portability Signalling Relay Function 

MO Mobile Originating 

MO-SMS-CSI Mobile Originated Short Message Service CAMEL Subscription Information 

MSC Mobile service Switching Centre 

MT Mobile Terminating 

MT Mobile Terminating in GMSC 

MT-SMS-CSI Mobile Terminating Short Message Service CAMEL Subscription Information 

N-CSI Network CAMEL Service Information 

NA North American 

NNI Network Node Interface 

O-BCSM Originating Basic Call State Model 

O-CSI Originating CAMEL Subscription Information 

ODE Operator Determined Barring 

OR Optimal Routeing 

OSS Operator Specific Service 

PDP Packet Data Protocol 

PIC Point In Call 

PLMN Public Land Mobile Network 

SGSN Serving GPRS Support Node 

SLPI Service Logic Program Instance 

SM Short Message 

SM-CP Short Message Control Protocol 

SMF Service Management Function 

SMLC Serving MLC 

SMRSE Short Message Relay Service Element 

SMS Short Message Service 

SMSC Short Message Service Centre 

SMS-CSI Short Message Service CAMEL Subscription Information 

SS-CSI Supplementary Service Notification CAMEL Subscription Information 

T-BCSM Terminating Basic Call State Model 

T-CSI Terminating CAMEL Subscription Information (in the GMSC) 

TDP Trigger Detection Point 

TO-CSI Trunk Originated CAMEL Service Information 

TPDU Transfer Protocol Data Unit 

TIF-CSI Translation Information Flag 

U-CSI USSD CAMEL Subscription Information 

UG-CSI USSD General CAMEL Service Information 

UNI User Network Interface 

VLR Visitor Location Register 

VPLMN Visited PLMN 

VT Mobile Terminating in VMSC 

VT-CSI VMSC Terminating CAMEL Subscription Information 
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Circuit switched Call Control 



4.1 



Architecture 



4.1 .1 Functional Entities used for CAMEL 

This subclause describes the functional architecture needed to support CAMEL. Also the additions needed to the basic 
functionality are described. Figure 4. 1 shows the functional entities involved in calls requiring CAMEL support. The 
architecture is applicable to the forth phase of CAMEL. 



Home Network 




HLR '< 



MAP- 




.gsmSCF 
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<\ 
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> MS 




Home/Interrogating/Visited Network 

Figure 4.1 : Functional architecture for support of CAIVIEL 

HLR: For subscribers requiring CAMEL support, the HLR stores the information relevant to the current subscription 
regarding O-CSI, D-CSI, T-CSI, VT-CSI and TIF-CSI. The O-CSI is sent to the VLR at Location Update, on data 
restoration or if the O-CSI is updated by administrative action. The D-CSI is sent to the VLR at Location Update, on 
data restoration or if the D-CSI is updated by administrative action. The VT-CSI is sent to the VLR at Location Update, 
on data restoration or if the VT-CSI is updated by administrative action. The TIF-CSI is sent to the VLR at Location 
Update, on data restoration or if the TIF-CSI is updated by administrative action. The O/D/T-CSI is sent to the GMSC 
when the HLR responds to a request for routeing information. 

GMSC: When processing the calls for subscribers requiring CAMEL support, the GMSC receives an O/D/T-CSI from 
the HLR, indicating the GMSC to request instructions from the gsmSSF. The GMSC monitors on request the call states 
(events) and informs the gsmSSF of these states during processing, enabling the gsmSSF to control the execution of the 
call in the GMSC. 

MSC: When processing the calls for subscribers requiring CAMEL support, the MSC receives an O-CSI and / or D-CSI 
and / or VT-CSI from the VLR indicating the MSC to request instructions from the gsmSSF. The MSC monitors on 
request the call states (events) and informs the gsmSSF of these states during processing, enabling the gsmSSF to 
control the execution of the call in the MSC. 

VLR: The VLR stores the O-CSI, D-CSI, VT-CSI and TIF-CSI as a part of the subscriber data for subscribers roaming 
in the VLR area. 

gsmSSF: see subclause 3.1. 
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gsmSCF: see subclause 3.1. 
gsmSRF: see subclause 3.1. 

4.1 .2 Interfaces defined for CAMEL 

This subclause describes the different interfaces applicable to CAMEL. It specifies on a high level the functions specific 
to CAMEL. 

4.1.2.1 HLR - VLR interface 

This interface is used to send the CAMEL related subscriber data to the visited PLMN and for provision of MSRN. The 
interface is also used to retrieve subscriber status and location information of the mobile subscriber or to indicate 
suppression of announcement for a CAMEL service. 

4.1 .2.2 GMSC - HLR interface 

This interface is used at terminating calls to exchange routeing information, subscriber status, location information, 
subscription information and suppression of announcements. The CAMEL related subscriber data that is passed to the 
IPLMN is sent over this interface. 

4.1 .2.3 GMSC - gsmSSF interface 

This is an internal interface. The interface is described in the present document to make it easier to understand the 
handling of DPs (arming/disarming of DPs, DP processing etc.). 

4.1 .2.4 gsmSSF - gsmSGF interface 

This interface is used by the gsmSCF to control a call in a certain gsmSSF and to request the gsmSSF to establish a 
connection with a gsmSRF. Relationships on this interface are opened as a result of the gsmSSF sending a request for 
instructions to the gsmSCF or opened as a result of the gsmSCF sending a request to the gsmSSF to initiate a new call. 

4.1 .2.5 MSC - gsmSSF interface 

This is an internal interface. The interface is described in the present document to make it easier to understand the 
handling of DPs (arming/disarming of DPs, DP processing etc.). 

4.1 .2.6 gsmSCF - HLR interface 

This interface is used by the gsmSCF to request information from the HLR. As a network operator option the HLR may 
refuse to provide the information requested by the gsmSCF. 

4.1 .2.7 gsmSCF - gsmSRF interface 

This interface is used by the gsmSCF to instruct the gsmSRF to play tones/announcements to the users. 

4.1 .2.8 GMSC - MSC interface 

This interface is used to transfer control of a call from a VMSC back to a GMSC for optimal routeing. 
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4.2 Detection Points (DPs) 
4.2.1 Definition and description 

Certain basic call events may be visible to the GSM Service Control Function (gsmSCF). The DPs are the points in call 
at which these events are detected. The DPs for Mobile Originated Calls and Mobile Terminated Calls are described in 
subclauses 4.4.2 and 4.4.3. 

A DP can be armed in order to notify the gsmSCF that the DP was encountered, and potentially to allow the gsmSCF to 
influence subsequent handling of the call. If the DP is not armed, the processing entity continues the processing without 
gsmSCF involvement. 

Three different types of DPs are identified: 

Trigger Detection Point - Request (TDP-R). 

This detection point is statically armed and initiates a CAMEL control relationship when encountered and there 
is no existing relationship due to the same CSI. Processing is suspended when the DP is encountered. 

Event Detection Point - Request (EDP-R). 

This detection point is dynamically armed within the context of a CAMEL control relationship. Processing is 
suspended when encountering the DP and the gsmSSF waits for instructions from the gsmSCF. 

- Event Detection Point - Notification (EDP-N). 

This detection point is dynamically armed within the context of a CAMEL control relationship. Processing is not 
suspended when encountering the DP. 

The DPs are characterized in the following subclauses. 

4.2.1.1 Arming/disarming mechanism 

A DP may be statically armed or dynamically armed. 

The following arming rules apply: 

A DP for mobile terminating call handling is statically armed in the GMSC as a result of T-CSI delivery from 
the HLR. A DP for mobile terminating call handling is statically armed in the VMSC as a result of VT-CSI 
delivery from the VLR. A DP for forwarding leg handling is statically armed in the GMSC as result of O-CSI 
and/or D-CSI delivery from the HLR. A DP for mobile originating call or forwarded leg handling is statically 
armed in the VMSC as a result of O-CSI and/or D-CSI delivery from the VLR. 

A DP is dynamically armed by the gsmSCF within the context of a CAMEL control relationship (between the 
gsmSSF and the gsmSCF). 

A Request Report BCSM Event information flow for a detection point for a leg overwrites any previous Request 
Report BCSM Event information flow for that detection point for that leg. 

The following disarming rules apply: 

- A statically armed DP is disarmed when the O-CSI, D-CSI, T-CSI or VT-CSI that caused the DP to be statically 
armed is withdrawn in the HLR. Only TDP-Rs can be disarmed using this mechanism. 

If an armed EDP is met, then it is disarmed. 

If an EDP is met that causes the release of the related leg, then all EDPs related to that leg are disarmed. 

If a call is released, then all EDPs related to that call are disarmed. 

If an EDP is met, then other EDPs are disarmed, in accordance with the implicit disarming rule table 

(see subclause 4.4.4). 

If an EDP is armed, it can be explicitly disarmed by the gsmSCF by means of the Request Report BCSM Event 
information flow. 
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4.2.1.2 Criteria 

Criteria are the conditions that must be met in order for the gsmSSF to request instructions from the gsmSCF. 

4.2.1 .2.1 Criteria at DP Collectedjnfo 

The criteria for a mobile originating call are checked in the originating MSC. 

The criteria for a mobile forwarded call are checked in the forwarding MSC. 

For early forwarded calls in the GMSC, the HLR may decide not to include the DP Collectedjnfo trigger criteria in the 
subscriber data sent to the GMSC if the trigger criteria for the call are not met. 

For optimally routed late forwarded calls, the MSC may decide not to include the DP Collectedjnfo trigger criteria in 
the Resume Call Handling information flow sent to the GMSC, if the trigger criteria for the call are not met. 

The following criteria are applicable for DP Collectedjnfo: 

Destination number triggering criterion: The HLR may store a list of up to 10 destination numbers and/or up to 3 
number lengths. There is no restriction on the nature of address. There is no restriction on the numbering plan 
indicator. This criterion may be defined to be either "enabling" or "inhibiting". 

Basic service triggering criterion: The HLR may store a list of up to 5 basic service codes, each of which may 
represent an individual basic service or a basic service group. Compound basic service group codes, as defined in 
3GPP TS 29.002 [34], are not allowed for conditional triggering. This list is a triggering list. 

Forwarding triggering criterion: The HLR may store an indicator that triggering shall occur only for a call which 
has been subject to the Call Forwarding supplementary service. Call Deflection supplementary service or 
CAMEL call forwarding. This criterion may be defined to be either "enabling" or "inhibiting". 

For MO calls, triggering at DP Collectedjnfo shall be strictly based on the number received over the access network. 
No service selection information, such as * and # digits, or carrier selection information, dialled by the subscriber, shall 
be removed from the number before conditional triggering check takes place. 

For MF calls at the VMSC, triggering at DP Collectedjnfo shall be strictly based on the number received over the 
access network (the Deflected-to-Number in the case of Call Deflection), the Forwarded-to-Number retained in the 
VLR or the Destination Routing Address received in the Connect information flow from the gsmSCF during a 
Terminating CAMEL Service at the VMSC. 

No service selection information or carrier selection information shall be removed from the number before conditional 
triggering check takes place. 

For MF calls at the GMSC, triggering at DP Collectedjnfo shall be strictly based on the Forwarded-to-Number 
received from HLR, on the Destination Routing Address received in the Connect information flow from the gsmSCF 
during a Terminating CAMEL Service or on the Forwarded-to-Number received in the Resume Call Handling 
information flow. 

No service selection information or carrier selection information shall be removed from the number before conditional 
triggering check takes place. 

One or more DP criteria may be applicable. All applicable triggering criteria must be satisfied before the dialogue is 
established with the gsmSCF. 

If the destination number triggering criterion is enabling, then the gsmSSF may establish a dialogue with the gsmSCF 
if: 

the destination number matches one of the destination number strings defined in the list, or 

the length of the destination number matches one of the destination number lengths defined in the list. 

In this test the destination number matches one of the destination number strings in the list if: 

the nature of address of destination number is the same as the nature of address of the destination number string 
(The numbering plan indicator is not compared); 

the destination number is at least as long as the destination number string in the list, and 
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all the digits in the destination number string in the list match the leading digits of the destination number. 

If the destination number triggering criterion is inhibiting, then the gsmSSF may establish a dialogue with the gsmSCF 
if: 

the destination number does not match any of the destination number strings defined in the list, and 

the length of the destination number does not match any of the destination number lengths defined in the list. 

In this test the destination number matches one of the destination number strings in the list if: 

the nature of address of the destination number is the same as the nature of address of the destination number 
string (The numbering plan indicator is not compared); 

the destination number is at least as long as the destination number string in the list, and 

all the digits in the destination number string in the list match the leading digits of the destination number. 

The basic service triggering criterion is met if the basic service for the call matches a stored individual basic service 
code or is a member of the group defined by a stored basic service group code. For a SCUDIF call (see 3GPP TS 23.172 
[27]), the basic service triggering criterion is met if one or both the preferred basic service and the less preferred basic 
service for the call match a stored individual basic service code or is a member of the group defined by a stored basic 
service group code. For the purpose of this paragraph a general bearer service is a member of the corresponding bearer 
service group. 

If the forwarding triggering criterion is enabling, then the gsmSSF may establish a dialogue with the gsmSCF only if 
the call has been subject to CAMEL call forwarding or the Call Forwarding supplementary service. If the forwarding 
triggering criterion is inhibiting, then the gsmSSF may establish a dialogue with the gsmSCF only if the call has not 
been subject to CAMEL call forwarding or the Call Forwarding supplementary service. 

4.2.1 .2.2 Criteria at DP Analysed_lnformation 

4.2.1.2.2.1 General 

The criteria for a mobile originating call are checked in the originating MSC. The criteria for a mobile forwarded call 
are checked in the forwarding MSC. 

For early forwarded calls in the GMSC, the HLR shall always include the trigger criteria in the subscriber data sent to 
the GMSC because that the HLR can not check the criteria applicable at DP Analysed_Info, since the number that the 
criteria check shall be based on, may be modified by a Mobile Terminating or Mobile Forwarding Service Logic for this 
call. 

For optimally routed late forwarded calls, the MSC shall always include the trigger criteria in the Resume Call Handling 
information flow sent to the GMSC because the MSC can not check the criteria applicable at DP Analysed_Info, since 
the number that the criteria check shall be based on, may be modified by a Mobile Terminating or Mobile Forwarding 
Service Logic for this call. 

The following criteria are applicable for DP Analysed_Information: 

Destination number triggering criterion: The HLR may store a list of up to 10 destination numbers. There is no 
restriction on the nature of address. There is no restriction on the numbering plan indicator. 

NOTE: The order in which the destination number criteria are checked in the MSC or GMSC is not determined. 
Hence, overlapping destination number criteria (e.g. use of "0800" and "0800123" for two different 
services) should be avoided, because they lead to unpredictable behaviour (i.e. either service might be 
triggered). 

For MO calls, triggering at DP Analysed_Info shall be based on the called party number received over the access 
network or the Destination Routing Address in the Connect information flow from the gsmSCF during a Mobile 
Originating CAMEL Service. 

For MF calls at the VMSC, triggering at DP Analysed_Info shall be based on the number received over the access 
network (the Deflected-to -Number in the case of Call Deflection), the Forwarded-to-Number retained in the VLR, or 
the Destination Routing Address in the Connect information flow from the gsmSCF during a Mobile Terminated or 
Mobile Forwarded CAMEL Service. 
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For MF calls at the GMSC, triggering at DP Analysed_Info shall be based on the Forwarded-to-Number received from 
the HLR, on the Destination Routing Address received in the Connect information flow from gsmSCF during a Mobile 
Terminated or Mobile Forwarded CAMEL Service, or on the Forwarded-to-Number received in the Resume Call 
Handling information flow. 

For NP calls, triggering at DP Analysed_Info shall be based on the number received from gsmSCF. An NP call that is 
created in the VMSC or GMSC of the served subscriber may be subject to D-CSI service and N-CSI service. An NP 
call that is created in an MSC other than the VMSC or GMSC of the served subscriber, may be subject to N-CSI 
service. 

For NC calls, triggering at DP Analysed_Info shall be based on the number received from the gsmSCF. An NC call may 
be subject to N-CSI service. 

4.2.1 .2.2.2 Removal of information significant to tine serving entity 

In order to decide whether triggering shall take place, the trigger criteria need to be compared with the address 
information. Before the comparison takes place the following information shall be removed from the destination 
address information: 

Operator specific service selection information that is recognised and treated locally in the serving entity. This 
shall not lead to a change of the type of number indicator of the address information. 

Carrier selection information. If the removal of carrier selection information also removes international or 
national (trunk) prefixes (depending on regulatory requirements), then the type of number indicator of the 
address information shall be changed to "international number" or "national (significant) number" respectively. 
Otherwise the type of number indicator shall remain unchanged. 

The address information in a subsequent Initial DP information flow at DP Analysed_Info shall not contain the removed 
information, however in the further call handling the serving entity shall invoke the requested services (e.g. carrier 
selection). 

4.2.1.2.2.3 Number comparison 

The following procedure shall be performed for the comparison of the destination number triggering criterion and the 
address information in the given order. 

1 . The numbering plan indicators of the destination number triggering criterion and the destination number are 
ignored. 

2. The type of number/nature of address indicators of the destination number triggering criterion and the destination 
number are compared. If there is a match of the type of number indicator, then the check shall be performed by 
comparing the digits as defined in step 6. If there is no match of the type of number the comparison procedure 
shall continue as follows. 

3. If either or both of the address information and destination number triggering criterion includes a types of 
number/nature of address indicator other than "unknown", "national (significant) number" or "international 
number" then the destination number does not match the destination number triggering criterion. Otherwise the 
comparison procedure shall continue as follows. 

4. If there is a number (address information or destination number triggering criterion) with type of number/nature 
of address "unknown" this number shall be translated based on the numbering plan of the serving entity in either 
of the following ways: 

if the leading digits refer to an international prefix then those digits shall be removed and the type of 
number/nature of address shall be set to "international number". 

if the leading digits refer to a national (trunk) prefix then those digits shall be removed and the type of 
number/nature of address shall be set to "national (significant) number". 

If the leading digits refer neither to an international prefix nor to a national (trunk) prefix, then the destination 
number does not match the destination number triggering criterion. 
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If there is a match of the type of number/nature of address indicator after this number modification, then the 
check shall be performed by comparing the digits as defined in step 6, otherwise the comparison procedure shall 
continue as follows. 

5. If the type of number/nature of address of the address information or of the destination number triggering 
criterion is "national (significant) number" this number shall be translated based on the numbering plan of the 
serving entity to international format by adding the country code of the serving entity to the number string. After 
this modification the destination number triggering criterion and the destination number shall be in international 
format and shall be checked by comparing the digits as defined in step 6. 

6 If the number of digits in the address information are compared with the number of digits in the destination 
number triggering criterion, then there is a match if: 

the destination number is at least as long as the destination number string of the destination number 
triggering criterion, and 

all the digits in the destination number string of the destination number triggering criterion match the leading 
digits of the destination number. 

The check described in this subclause shall be repeated for every number contained in the destination number triggering 
criterion of the D-CSI until there is a match DP Analysed_Info is triggered, or until all the destination numbers have 
been checked without a match. In the latter case DP Analysed_Info is not triggered. 

The procedures for the destination number triggering criterion check for N-CSI are network specific. 

The modifications of the address information described in this subclause shall only be done for comparison purposes, 
i.e. they shall not affect the format of the destination address information sent in the Initial DP information flow. 

4.2.1 .2.3 Criteria at DP Route_Select_Failure 

The HLR may store a list of up to 5 cause values. 

The criteria for a mobile originating call are checked in the originating MSC. The criteria for a mobile forwarded call 
are checked in the forwarding MSC. 

For early forwarded calls in the GMSC, the HLR shall always include the trigger criteria in the subscriber data sent to 
the GMSC because the cause code received from ISUP is used in the trigger criteria check. The cause code is not 
known at the time of sending the O-CSI to the GMSC. 

For optimally routed late forwarded calls, the MSC shall always include the trigger criteria in the Resume Call Handling 
information flow sent to the GMSC because the cause code received from ISUP is used in the trigger criteria check. The 
cause code is not known at the time of sending the O-CSI to the GMSC. 

The following criteria are applicable for DP Route_Select_Failure: 

Release cause code. 

The trigger criteria are met if the cause code received from ISUP is equal to at least one of the cause codes in the trigger 
criteria list. For the purpose of trigger criteria check, the MSC performing the triggering check shall use the "cause 
value" field of the ISUP "cause indicators" parameter, as defined in ITU-T Recommendation Q.763 [43]. 

If an O-BCSM was already invoked and there is a relationship with the gsmSCF at that moment, then no additional 
relationship shall be initiated. 

4.2.1 .2.4 Criteria at DP Terminating_Attempt_Authorised 

The HLR may store a list of up to 5 basic service codes, each of which may represent an individual basic service or a 
basic service group. Compound basic service group codes, as defined in 3GPP TS 29.002 [34], are not allowed for 
conditional triggering. This list is a triggering list. 

The criteria for DP Terminating_Attempt_Authorised are checked in the HLR for the GMSC or in the VLR for the 
MSC. The HLR shall only include T-CSI in the CAMEL subscription information sent to the GMSC if the criteria are 
met. The VLR shall only include VT-CSI in the CAMEL subscription information sent to the MSC if the criteria are 
met. 
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The basic service criterion is met if the basic service for the call matches a stored individual basic service code or is a 
member of the group defined by a stored basic service group code. For a SCUDIF call (see 3GPP TS 23.172 [27]), the 
basic service triggering criterion is met if one or both the preferred basic service and the less preferred basic service for 
the call match a stored individual basic service code or is a member of the group defined by a stored basic service group 
code.For the purpose of this paragraph a general bearer service is a member of the corresponding bearer service group. 

4.2.1.2.5 Criteria at DP T_Busy and T_No_Answer 

The HLR may store a list of up to 5 cause values. 

The criteria for a mobile terminating call are checked in the GMSC or in MSC. 

For mobile terminating calls in the GMSC, the HLR shall include the trigger criteria in the subscriber data sent to the 
GMSC because the cause code received from ISUP is used in the trigger criteria check. The cause code is not known at 
the time of sending the T-CSI to the GMSC. 

If the Send Routeing Info ack information flow includes the Not Reachable FTN, then the HLR may decide not to 
include the trigger criteria, if the HLR has identified that T-CSI includes DP T_Busy with cause code Not Reachable. 

If the Send Routeing Info ack information flow includes the Not Reachable FTN and also T-CSI, including DP T_Busy 
with cause code, then the not reachable condition shall be mapped to an ISUP release code, which shall be used for the 
triggering check. 

For Mobile terminating calls in the VMSC, the trigger criteria are received in the VT-CSI from the HLR in the Insert 
Subscriber Data information flow. The triggering is based on the ISUP release cause code (call set up result). 

The following criteria are applicable for DP T_Busy and DP T_No_Answer: 

Release cause code. 

If the cause code is received from ISUP, then the trigger criteria are met if the cause code is equal to at least one of the 
cause codes in the trigger criteria list. For this check, the MSC shall use the "cause value" field of the ISUP "cause 
indicators" parameter, as defined in ITU-T Recommendation Q.763 [43]. 

If the cause code is received from MAP, then the trigger criteria are met if the cause code is equal to at least one of the 
cause codes in the trigger criteria list. For this check, the MSC shall use the cause values as defined in table 4. 1 . 

If the trigger criteria are satisfied, then the corresponding Service Logic shall be invoked. 

If a T-BCSM was already invoked and there is a relationship with the gsmSCF at that moment, then no additional 

relationship shall be initiated. 

When the Resume Call Handling information flow is received in the GMSC and the subscriber has T-CSI then the 
forwarding reason in the Resume Call Handling information flow shall be used to perform the trigger criteria check for 
DP T_Busy or DP T_No_Answer. If a match is found, then the corresponding Service Logic shall be invoked. 
If a T-BCSM was already invoked and there is a relationship with the gsmSCF at that moment, then no additional 
relationship shall be initiated. 

Table 4.1 : Mapping of Send Info For Incoming Call (SIFIC) ack, Send Routeing Info ack (SRI ack) or 
Resume Call Handling (RCH) to ISUP release causes for triggering criteria check 



SIFIC ack / SRI ack / RCH "forwarding reason" 


ISUP release cause number 


ISUP release cause name 


MS not reachable 


20 


Subscriber absent 


MS Busy 


17 


User busy 


Call deflection (note) 


21 


Call rejected 


No reply 


19 


No answer from user (user alerted) 


NOTE: Call Deflection is used only in the Resume Call Handling information flow, and in the VMSC. The same code 
point in the Send Routeing Info ack indicates CFU. However, the CPU invocation in the GMSC triggers the 
Terminating_Attempt_Authorised DP; thus the reason code mapping is not needed in the CPU case. 



4.2.1.3 Relationship 

If an armed DP is encountered, the gsmSSF provides an information flow via the already established relationship with 
the gsmSCF. 
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A relationship between the gsmSSF and the gsmSCF for the purpose of operator specific service processing is 
considered to be a CAMEL relationship. There are two types of CAMEL relationships: 

A CAMEL control relationship if the gsmSCF is able to influence the call processing via the relationship. 

A CAMEL monitor relationship if the gsmSCF is not able to influence the call processing via the relationship. 

4.2.2 DP processing rules 

The gsmSSF shall apply the following set of rules during DP processing to ensure a single point of control: 

EDPs are disarmed by the gsmSSF as they are encountered and reported to the gsmSCF, when the occurrence of 
another EDP causes the implicit disarming of the EDP or when the leg clears. 

A control relationship persists as long as there is 1 or more EDP-R armed for this portion of the call or if the 
Process CS_gsmSSF is in any state except Monitoring or Idle. 

A control relationship changes to a monitor relationship if the control relationship does not persist and: 

1 or more EDP-N is armed, or 

1 or more Call information Report is outstanding, or 

an Apply Charging Report is outstanding. 

If a control relationship does not persist and does not change to a monitor relationship then the relationship 
terminates. A monitor relationship terminates if there are neither EDP-Ns armed nor reports outstanding or if the 
call clears. 

4.3 Description of CAIVIEL Subscriber Data 

4.3.1 Originating CAIVIEL Subscription Information (0-CSI) 

This subclause defines the contents of the Originating CAMEL Subscription Information. 

4.3.1.1 TDPList 

The TDP List indicates on which detection point triggering shall take place. 

The following trigger detection points are possible: DP Collectedjnfo and DP Route_Select_Failure. 

4.3.1.2 gsmSCF address 

The gsmSCF address indicates the address to be used to access the gsmSCF for a particular subscriber. The address 
shall be an E.164 number to be used for routeing. Different gsmSCF addresses may be associated with different TDPs. 

4.3.1.3 Service Key 

The Service Key indicates to the gsmSCF the service logic to be used. Different Service Keys may be associated with 
different TDPs. 

4.3.1 .4 Default Call Handling 

The Default Call Handling indicates whether the call shall be released or continued as requested if there is an error in 
the gsmSSF to gsmSCF dialogue or if the call is subject to call gapping in the gsmSSF. A default call handling shall be 
associated with each Service Key. 

4.3.1.5 DP criteria 

The DP criteria indicate whether the gsmSSF shall request instructions from the gsmSCF. 
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4.3.1 .6 CAMEL Capability Handling 

CAMEL Capability Handling indicates the phase of CAMEL which is requested by the gsmSCF for the service. 

The HLR shall not include in a CSI which it sends to a VLR or GMSC any data for a CAMEL phase later than that 
which the CAMEL capability handling indicates. E.g. if the CAMEL Capability Handling indicates CAMEL phase 1 
then the HLR shall not send triggering criteria to the VLR. Different CSIs may contain different values of CAMEL 
Capability Handling. 

NOTE: If CAMEL is not supported or if a lower phase of CAMEL is supported in the VLR, the HLR can decide 
on a subscriber basis to apply ODB, perform normal call handling or perform operator specific handling 
(eventually support of a lower version of CSI). 

4.3.1.7 CSI State 

The CSI state indicates whether the O-CSI is active or not. 

4.3.1.8 Notification flag 

The notification flag indicates whether the change of the O-CSI shall trigger Notification on Change of Subscriber Data. 

4.3.2 Dialled Service CAMEL Subscription Information (D-CSI) 

This subclause defines the contents of the Dialled Service CAMEL Subscription Information. 

4.3.2.1 DP criteria 

The DP criteria indicate whether the gsmSSF shall request instructions from the gsmSCF. 

4.3.2.2 gsmSCF address 

The gsmSCF address indicates the address to be used to access the gsmSCF for a particular subscriber. The address 
shall be an E.164 number to be used for routeing. A gsmSCF address shall be associated with each DP criterion. 

4.3.2.3 Service Key 

The Service Key identifies to the gsmSCF the service logic to be used. A Service Key shall be associated with each DP 
criteria. 

4.3.2.4 Default Call Handling 

The Default Call Handling indicates whether the call shall be released or continued as requested if there is an error in 
the gsmSSF to gsmSCF dialogue or if the call is submitted to call gapping in the gsmSSF. A default call handling shall 
be associated with each DP criteria. 

4.3.2.5 CAMEL Capability Handling 

CAMEL Capability Handling indicates the phase of CAMEL which is requested by the gsmSCF for the service. 

NOTE: If CAMEL is not supported or if a lower phase of CAMEL is supported in the VLR, the HLR can decide 
on a subscriber basis to apply ODB, perform normal call handling or perform operator specific handling 
(eventually support of a lower version of CSI). 

4.3.2.6 CSI state 

The CSI state indicates whether the D-CSI is active or not. 
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4.3.2.7 Notification flag 

The notification flag indicates whether changes of the D-CSI shall trigger the Notification on Change of Subscriber 
Data. 

4.3.3 Network CAMEL Service Information (N-CSI) 

The N-CSI identifies services offered on a per-network basis by the serving PLMN operator for all subscribers and, if 
applicable, for all incoming trunk originated calls. This CSI shall be stored in the MSC. 

4.3.4 Translation Information Flag CAMEL Subscription Information 
(TIF-CSI) 

4.3.4.1 Translation Information Flag 

The TIF-CSI in the CAMEL Subscriber data indicates, 

when the subscriber registers a forwarded-to number, that the HLR shall not attempt to perform any translation, 
number format checks, prohibited FTN checks or call barring checks, (see 3GPP TS 23.082 [20]). 

when the subscriber invokes the Call Deflection supplementary service, that the VLR shall not attempt to 
perform any translation, number format checks, prohibited DTN checks, call barring checks, (see 3GPP 
TS 23.072 [16]). 

4.3.4.2 Notification flag 

The notification flag indicates whether the change of the TIF-CSI shall trigger Notification on Change of Subscriber 
Data or not. 

4.3.5 Terminating CAMEL Subscription Information (in the GMSC) (T-CSI) 

This subclause defines the contents of the Terminating CAMEL Subscription Information. 

4.3.5.1 TDP List 

The TDP List indicates on which detection point triggering shall take place. 

The following trigger detection points are possible: DP Terminating_Attempt_Authorised, DP T_Busy, and 
DP T_No_Answer. 

4.3.5.2 gsmSCF address 

The gsmSCF address indicates the address to be used to access the gsmSCF for a particular subscriber. The address 
shall be an E. 164 number to be used for routeing. Different gsmSCF addresses may be associated with different TDPs. 

4.3.5.3 Service Key 

The Service Key indicates to the gsmSCF the service logic to be used. Different Service Keys may be associated with 
different TDPs. 

4.3.5.4 Default Call Handling 

The Default Call Handling indicates whether the call shall be released or continued as requested if there is an error in 
the gsmSSF to gsmSCF dialogue or if the call is subject to call gapping in the gsmSSF. A default call handling shall be 
associated with each Service Key. 
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4.3.5.5 DP criteria 

The DP criteria indicate whether the gsmSSF shall request instructions from the gsmSCF. 

4.3.5.6 CAMEL Capability Handling 

CAMEL Capability Handling indicates the phase of CAMEL which is requested by the gsmSCF for the service. 

The HLR shall not include in a CSI which it sends to a GMSC any data for a CAMEL phase later than that which the 
CAMEL capability handling indicates. Different CSIs may contain different values of CAMEL Capability Handling. 

NOTE: If CAMEL is not supported or if a lower phase of CAMEL is supported in the GMSC, the HLR can 
decide on a subscriber basis to apply ODB, perform normal call handling or perform operator specific 
handling (e.g. support of a lower version of CSI). 

4.3.5.7 CSI state 

The CSI state indicates whether the T-CSI is active or not. 

4.3.5.8 Notification flag 

The notification flag indicates whether the change of the T-CSI shall trigger Notification on Change of Subscriber Data 
or not. 

4.3.6 VMSC Terminating CAMEL Subscription Information (VT-CSI) 

This subclause defines the contents of the Terminating CAMEL Subscription Information for the VMSC. 

4.3.6.1 TDP List 

The TDP List indicates on which detection point triggering shall take place. 

The following trigger detection points are possible: DP Terminating_Attempt_Authorised, DP T_Busy, and 
DP T_No_Answer. 

4.3.6.2 gsmSCF address 

The gsmSCF address indicates the address to be used to access the gsmSCF for a particular subscriber. The address 
shall be an E. 164 number to be used for routeing. Different gsmSCF addresses may be associated with different TDPs. 

4.3.6.3 Service Key 

The Service Key indicates to the gsmSCF the service logic to be used. Different Service Keys may be associated with 
different TDPs. 

4.3.6.4 Default Call Handling 

The Default Call Handling indicates whether the call shall be released or continued as requested if there is an error in 
the gsmSSF to gsmSCF dialogue or if the call is subject to call gapping in the gsmSSF. A default call handling shall be 
associated with each Service Key. 

4.3.6.5 DP criteria 

The DP criteria indicate whether the gsmSSF shall request the gsmSCF for instructions. 

4.3.6.6 CAMEL Capability Handling 

CAMEL Capability Handling indicates the phase of CAMEL which is requested by the gsmSCF for the service. 
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The HLR shall not include in a CSI which it sends to a VLR any data for a CAMEL phase later than that which the 
CAMEL capability handling indicates. 

NOTE: If CAMEL is not supported or if a lower phase of CAMEL is supported in the VLR, the HLR can decide 
on a subscriber basis to apply ODB, perform normal call handling or perform operator specific handling 
(eventually support of a lower version of CSI). 

4.3.6.7 CSI state 

The CSI state indicates whether the VT-CSI is active or not. 

4.3.6.8 Notification flag 

The notification flag indicates whether the change of the VT-CSI shall trigger Notification on Change of Subscriber 
Data or not. 

4.3.7 Other CAMEL data 

4.3.7.1 Location information/Subscriber state Interrogation 

This data indicates whether additional subscriber information shall be sent to the GMSC as part of the terminating call 
handling. 

an indication that the HLR shall send the location information of the called subscriber. 

- an indication that the HLR shall send the subscriber state of the called subscriber. 

4.3.7.2 gsmSCF address list for CSI 

The gsmSCF address list for CSI indicates a list of gsmSCF addresses to which Notification on Change of Subscriber 
Data is to be sent. This list is common to all CSI. 

4.3.8 Trunk Originated CAMEL Service Information (TO-CSI) 

The TO-CSI identifies services offered on a MSC basis by the serving PLMN operator for all incoming calls on a 
specific MSC trunk. This CSI shall be stored in the MSC. The contents of the TO-CSI is outside the scope of this 
specification. 

When processing trunk originating calls requiring CAMEL support, the TO-CSI informs the MSC to request 
instructions from the gsmSSF. The MSC monitors on request the call states (events) and informs the gsmSSF of these 
states during processing, enabling the gsmSSF to control the execution of the call in the MSC. 

Certain basic call events may be visible to the GSM Service Control Function (gsmSCF). The DPs are the points in call 
at which these events are detected. The DPs for Trunk Originated Calls are described in subclauses 4.4.2. 

Dynamic arming/ disarming rules for TO calls are specified in subclause 4.2. LL Static arming/ disarming of DP 
Collected_Info for TO calls shall use the following rules: 

A DP for trunk originating call is statically armed in the MSC as a result of TO-CSI for the specific MSC trunk. 

- A statically armed DP is disarmed when the TO-CSI that caused the DP to be statically armed is withdrawn from 
the MSC. 

TDP Criteria may be defined for the case when collection of dialled digits has been performed. Criteria may be based 
on the contents and/ or length of the dialled number, basic service, call type or other information at the discretion of the 
network operator, however this is outside the scope of this specification. 



DP processing rules for TO calls are defined in subclause 4.2.2. 
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4.4 Description of CAIVIEL BCSIVIs 
4.4.1 General Handling 

The BCSM is used to describe the actions in an MSC or GMSC or VMSC during originating, forwarded or terminating 
calls. 

The BCSM identifies the points in basic call processing when Operator Specific Service (OSS) logic instances 
(accessed through the gsmSCF) are permitted to interact with basic call control capabilities. 

Figure 4.2 shows the components that have been identified to describe a BCSM. 

Transition 



DP 



Point In Call (PIC) 



Figure 4.2: BCSM Components 

4.4.2 Originating Basic Call State Model (0-BCSM) 
4.4.2.1 Description of 0-BCSM 

The O-BCSM is used to describe the actions in an MSC during originating (MSC) , forwarded (MSC or GMSC) and 
trunk originating (MSC) calls. 

When encountering a DP the O-BCSM processing is suspended at the DP and the MSC or GMSC indicates this to the 
gsmSSF which determines what action, if any, shall be taken if the DP is armed. For gsmSCF initiated new calls the 
O-BCSM is initially suspended at DP Collectedjnfo. 
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0_Exception 




0_Change_Of_Position 



0_Service_ Change 



Basic Call transition 



Transitions for collection of additional dialled digits 



0_Mid_Call 

(Trunk Originating Calls only) 

NOTE: The DP 0_Busy also includes the 'not reachable' case. 

Figure 4.3: Originating BCSIVI for CAIVIEL 
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The table below defines the different DPs which apply to mobile originating and forwarded calls and trunk originating 
calls. 

Table 4.2: Description of 0-BCSM DPs in the MSC 



CAMEL Detection Point: 


DP Type 


Description: 


DP Collected_lnfo 


TDP-R, EDP-R 
(note 7) 


Indication that the 0-CSi is analysed, the gsmSCF has initiated a 
call attempt (in this case the DP is neither triggered nor reported) or 
additional digits have been collected. 


DP Analysed Information 


TDP-R (note 2) 


Availability of routeing address and nature of address. 


DP Route_Select_Failure 


TDP-R (note 3), 
EDP-N, EDP-R 


Indication that the call establishment failed. 


DP 0_Busy 


EDP-N, EDP-R 


Indication that: 

- a busy indication is received from the terminating party, 

- a not reachable event is determined from a cause IE in the ISUP 
Release message. 


DP 0_No_Answer 


EDP-N, EDP-R 


Indication that: 

- an application timer associated with the 0_No_Answer DP 
expires, 

- a no answer event is determined from a cause IE in the ISUP 
Release message. 


DP Term Seized 


EDP-N, EDP-R 


Indication that the called party is being alerted. 


DP 0_Answer 


EDP-N, EDP-R 


Indication that the call is accepted and answered by the terminating 
party. 


DP 0_Mid_Call 


EDP-N, EDP-R 


Indication that a service/service feature indication is received from 
the originating party (DTMF - note 4, note 5). 


DPO Change Of Position 


EDP-N 


Indication that the originating party has changed position (note 6). 


DP 0_Disconnect 


EDP-N, EDP-R 


A disconnect indication is received from the originating party or from 
the terminating party. 


DP 0_Abandon 


EDP-N, EDP-R 


Indication that a disconnect indication is received from the originating 
party during the call establishment procedure. 


DP Service Change 


EDP-N 


Indication that the bearer service has changed. 


NOTE 1 : The DPs are defined in ITU-T Recommendation 0.1224 [44]. 

NOTE 2: For TDP-R Analysed_lnformation new relationship to gsmSCF is opened. 

NOTE 3: DP Route_Select_Failure shall be reported as TDP-R when there is no relationship to gsmSCF. If a 

relationship to gsmSCF is already open, it shall be reported as EDP-R or EDP-N if armed so. DP 

Route_Select_Failure cannot be armed as TDP-R for Trunk Originating Calls. 
NOTE 4: DTMF is only applicable for the Mobile Originating or Trunk Originating Call in the VMSC. DTMF is not 

applicable at the 0_Alerting PIC. 
NOTE 5: Call Processing is suspended at DP 0_Mid_Call if a Call Party Handling information flow Is handled. However, 

the DP is not reported. 
NOTE 6: DP 0_Change_Of_Position is applicable only for the Mobile Originating Call in the VMSC. 
NOTE 7: DP Collected Info as a EDP-R is applicable only for Trunk Originating Calls. 



4.4.2.1.1 



Description of the call model (PICs) 



This subclause describes the call model for originating and forwarded calls. For each PIC a description can be found of 
the entry events, functions and exit events. 

It should be noted that although the names used for PICs match those used in ITU-T Recommendation Q.1224 [44] the 
specific descriptions differ. 



4.4.2.1.1.1 
Entry events: 



0_Null & Authorise_Origination_Attempt_Collect_lnfo 



Disconnection and clearing of a previous call (DP 0_Disconnect) or default handling of exceptions by 
gsmSSF/(G)MSC completed. 

Abandon event is reported from Analyse_Information or Routing and Alerting PIC. 

Exception event is reported. 

gsmSCF requests additional digits (DP Collectedlnfo or DP Analysedlnfo). 
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Actions: 

If entry event is "gsmSCF requests additional digits" then MSC starts collecting additional digits. 

Otherwise: 

Interface is idled. 

Mobile Originating call: 

SETUP information flow containing the dialled number is received from MS, preceeding call leg or 
originating exchange. 

The supplementary service "barring of all outgoing calls" is checked and invoked if necessary. 

The ODB category "barring of all outgoing calls" is checked and ODB is invoked if necessary. 

NOTE: the ODB category "barring of all outgoing calls when roaming" causes the HLR to send the 
category "barring of all outgoing call" if the VLR is not in the HPLMN. 

CUG checks done in the originating MSC/VLR are performed. 

Information being analysed e.g. O-CSI is analysed. 

Trunk Originating call: 

The initial information flow containing the complete dialled number or an initial information package/ 
dialling string is received from the trunk interface. 

Any operator specific service checks done in the originating MSC are performed. 

Information being analysed e.g., TO-CSI is analysed. 
Exit events: 
If entry event was "gsmSCF requests additional digits" then: 

- Additional digits collected. 

Inter-digit timer expires 

An exception condition is encountered. For example, collection of additional digits fails due to a lack of switch 
resources (e.g. no digit receivers are available) or calling party abandons call. 

Otherwise: 

Originating CSI is analysed. 

Trunk Originating CSI is analysed. 

An exception condition is encountered. For this PIC, if the call encounters one of these exceptions during the 
PIC processing, the exception event is not visible because there is no corresponding DP. Example exception 
condition: Calling party abandons call. 

4.4.2.1.1.2 Analysejnformation 

Entry events: 

Originating CSI is analysed. (DP Collected Info). 

Trunk Originating CSI is analysed (DP Collected Info). 

- Additional digits collected (DP Collected Info) in trunk originated call. 

The gsmSCF has initiated a call attempt (DP Collected_Info). In this case the DP has neither been triggered nor 
has it been reported. 
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New routeing information is received when the Busy event (DP 0_Busy), Route Select Failure event 

(DP Route_Select_Failure), Not Reachable event (DP 0_Busy) or No Answer event (DP 0_No_Answer) is 

reported from the Routing and Alerting PIC. 

New routeing information is received when the Disconnect event is reported from the 0_Active PIC. 
Actions: 

Compare the called party number with the dialled services information. 
Exit events: 

Availability of routeing address and nature of address. (DP Analysed_Information). 

An exception condition is encountered (e.g. invalid number); this leads to the 0_Exception PIC. 

The calling party abandons the call; this leads to the 0_Abandon DP. 

4.4.2.1.1.3 Routing 
Entry events: 

Availability of routeing address and nature of address. (DP Analysed_Information). 

Actions: 

Information is being analysed and/or translated according to dialling plan to determine routeing address. 

Routeing address being interpreted. 

Mobile Originating or forwarded call: Outgoing barring services and ODB categories not already applied are 
checked and invoked if necessary. 

Trunk Originating call: Any operator specific service checks in the originating MSC are performed. 

Exit events: 

An alerting indication (ISUP ACM) is received from the terminating party; this leads to the 0_Term_Seized DP. 

The attempt to select the route for the call fails; this leads to the Route_Select_Failure DP. 

A busy indication is received from the terminating party; this leads to the 0_Busy DP. 

A not reachable indication is received from the terminating party; this leads to the 0_Busy DP. 

A no reply indication is received from the terminating party or a no reply condition is determined at the MSC/ 
gsmSSF; this leads to the 0_No_Answer DP 

An indication is received from the terminating half BCSM that the call is accepted and answered by the 
terminating party; this leads to 0_Answer DP. 

The calling party abandons the call" this leads to the 0_Abandon DP. 

An exception condition is encountered; this leads to the 0_Exception PIC. 

4.4.2.1.1.4 0_Alerting 
Entry events: 

Called Party is being alerted (DP 0_Term_Seized). 
Continue is received in 0_Mid_Call DP. 

Actions: 

Call is being processed by the terminating half BCSM. Waiting for indication from terminating half BCSM that 
the call has been answered by terminating party. 
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Send a notification to the gsmSCF if the originating party changes position and DP 0_Change_Of_Position is 
armed. 

Exit events: 

An indication is received from the terminating half BCSM that the call is accepted and answered by the 
terminating party; this leads to the 0_Answer DP. 

A route select failure indication is received from the terminating party; this leads to the Route_Select_Failure 
DP. 

A busy indication is received from the terminating party; this leads to the 0_Busy DP. 

A not reachable indication is received from the terminating party; this leads to the 0_Busy DP. 

A no reply indication is received from the terminating party or a no reply condition is determined at the MSC/ 
gsmSSF; this leads to the 0_No_Answer DP. 

The calling party abandons the call; this leads to the 0_Abandon DP. 

An exception condition is encountered; this leads to the 0_Exception PIC. 

4.4.2.1.1.5 0_Active 

Entry events: 

Indication from the terminating half BCSM that the call is accepted and answered by the terminating party. 
(DP 0_Answer) 

Continue is received in 0_Mid_Call DP. 

Actions: 

Connection established between originating party and terminating party. Call supervision is provided. 

Send a notification to the gsmSCF if the originating party changes position and DP 0_Change_Of_Position is 
armed. 

Send a notification to the gsmSCF if the bearer is changed due to the SCUDIF and DP 0_Service_Change is 
armed. 

Call release is awaited. 

Exit events: 

A service/service feature request is received from the originating party (DTMF) or DP 0_Mid_Call is used for 
Call Party Handling (DP 0_Mid_Call). 

A disconnection indication is received from the originating party, or received from the terminating party via the 
terminating half BCSM (DP ©.Disconnect). 

An exception condition is encountered. 

4.4.2.1.1.6 0_Exception 

Entry events: 

An exception condition is encountered. In addition to specific examples listed above, exception events include 
any type of failure, which means that the normal exit events for a PIC can not be met. 



Actions: 



Default handling of the exception condition is being provided. This includes general actions necessary to ensure 
that no resources remain inappropriately allocated such as: 
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If any relationship exists between the gsmSSF and the gsmSCF, the gsmSSF shall send an error information 
flow closing the relationships and indicating that any outstanding call handling instructions will not run to 
completion. 

The (G)MSC/gsmSSF should make use of vendor-specific procedures to ensure release of resources within 
the (G)MSC/gsmSSF, so that line, trunk and other resources are made available for new calls. 

Exit events: 

Default handling of the exception condition by gsmSSF/(G)MSC completed. 

4.4.3 Terminating Basic Call State Model (T-BCSM) 
4.4.3.1 Description of T-BCSM 

The T-BCSM is used to describe the actions in a GMSC and in a VMSC during terminating calls. 

When encountering a DP the T-BCSM processing is suspended at the DP and the GMSC or VMSC indicates this to the 
gsmSSF which determines what action, if any, shall be taken if the DP is armed. 
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Figure 4.4: T-BCSM in the GIVISC or VIVISC 
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In the table below the different DPs (in the T-BCSM) are described. 



Table 4.3: Description of T-BCSM DPs in the GMSC or VMSC 



CAMEL Detection Point: 


DP Type 


Description: 


DP Terminating_Attempt_ 
Authorised 


TDP-R 


Indication that the T-CSI / VT-CSI is analysed. 


DP T_Busy 


TDP-R (note 2), 
EDP-N, EDP-R 


Indication that: 

- a busy indication is received from the destination exchange, 

- Busy event is determined in the visited MSC, 

- Not reachable or call establishment failure event is determined 
from the HLR response or upon a cause IE in the ISUP Release 
message. 


DP T_No_Answer 


TDP-R (note 2), 
EDP-N, EDP-R 


Indication that: 

- an application timer associated with the T_No_Answer DP 
expires 

- a no answer event is determined from a cause IE in the ISUP 
Release message. 


DP Call Accepted 


EDP-N, EDP-R 


Indication that the called party is being alerted. 


DPT Answer 


EDP-N, EDP-R 


Call is accepted and answered by terminating party. 


DP T_Mid_Call 


EDP-N, EDP-R 


Indication that a service/service feature is received from the 
terminating party (DTMF - note 3, note 4). 


DPT Change Of Position 


EDP-N 


Indication that the terminating party has changed position (note 5). 


DP T_Disconnect 


EDP-N, EDP-R 


A disconnect indication is received from the terminating party or from 
the originating party. 


DP T_Abandon 


EDP-N, EDP-R 


A disconnect indication is received from the originating party during 
the call establishment procedure. 


DP T Service Change 


EDP-N 


Indication that the bearer service has changed. 


NOTE 1 : The DPs are defined in ITU-T Recommendation Q.1224 [44]. 

NOTE 2: DP T_No_Answer and DP T_Busy shall be reported as TDP-R when there is no relationship to gsmSCF. If a 

relationship to gsmSCF is already open, it shall be reported as EDP-R or EDP-N if armed so. 
NOTE 3: DTMF is only applicable for the VMSC but not for the GMSC. DTMF Is not applicable at the T_Alerting PIC. 
NOTE 4: Call Processing is suspended at DP T_Mid_Call if a Call Party Handling information flow is handled. However, 

the DP is not reported. 
NOTES: DPT Change Of Position is applicable only for the Mobile Terminating Call in the VMSC. 



4.4.3.1.1 



Description of the call model (PICs) 



This subclause describes the call model for terminating calls in the GMSC and in the VMSC. For each PIC a description 
can be found of the entry events, functions, information available and exit events. 

It should be noted that although the names used for PICs match those used in ITU-T Recommendation Q.1224 [44] the 
specific descriptions differ. 



4.4.3.1.1.1 
Entry events: 



T Null 



Disconnection and clearing of a previous call (DP T_Disconnect) or default handling of exceptions by 
gsmSSF/GMSC or VMSC completed. 

Abandon event is reported from Terminating Call Handling PIC. 

- Exception event is reported. 
Actions: 

Interface is idled. 

If ISUP Initial Address Message is received, the appropriate information is analysed. 

- If the T-BCSM is in the GMSC, a Send Routeing Info information flow is sent to the HLR. 

- If the T-BCSM is in the VMSC, a Send Info For Incoming Call information flow is sent to the VLR. 
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- If the T-BCSM is in the GMSC: 

The supplementary services "barring of all incoming calls" and "barring of incoming calls when roaming" are 
checked in the HLR and invoked if necessary. 

The ODB categories "barring of all incoming calls" and "barring of incoming calls when roaming" are 
checked in the HLR and ODB is invoked if necessary. 

The supplementary service "CUG" is checked in the HLR and invoked if necessary. 

T-CSIA'T-CSI is received and analysed. 

Exit events: 

Response is received from HLR or VLR and terminating CSI (if available) is analysed. 

An exception condition is encountered. For this PIC, if the call encounters one of these exceptions during the 
PIC processing, the exception event is not visible because there is no corresponding DP. 

Example exception condition is: 

The calling party abandons call. 

4.4.3.1 .1 .2 Terminating Call Handling 

Entry events: 

Response is received from HLR or VLR and terminating CSI (if available) is analysed 
(DP Terminating_Attempt_Authorised). 

New routeing information is received when a Busy or not reachable event (DP T_Busy) or a No Answer event 
(DP T_No_Answer) is reported from the Terminating Call Handling PIC. 

New routeing information is received when a Disconnect event is reported from the T_Active PIC. 

NOTE: The HLR may use MAP signalling to indicate to the GMSC before the call is extended to the destination 
VMSC that the terminating party is not reachable, or the destination VMSC may use telephony signalling 
to indicate to the GMSC after the call has been extended to the destination VMSC that the terminating 
party is not reachable. 

Actions: 

The response from the HLR or VLR is analysed. 

Routeing address and call type are interpreted. The next route or terminating access is selected. 

The Call Forwarding supplementary service is invoked if necessary. 
Exit events: 

The call is accepted and answered by terminating party; this leads to the T_Answer DP. 

An indication is received that the called party is being alerted; this leads to the Call_Accepted DP. 

An exception condition is encountered; this leads to the T_Exception PIC. Example exception conditions: the 
call setup to the MSC or GMSC was not successful. 

The calling party abandons the call; this leads to the T_Abandon DP. 

The terminating access is busy in the VMSC or a busy indication is received from the destination exchange in 
the GMSC; this leads to the T_Busy DP. 

A not reachable event detected or failure of attempt to select the route for the terminating leg in the GMSC fails 
or the MS cannot be reached in the VMSC; this leads to the T_Busy DP. 

The no reply timer expires; this leads to the T_No_Answer DP. 
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4.4.3.1.1.3 T_Alerting 
Entry events: 

Called party is being alerted (DP Call_Accepted) 

Continue is received in T_Mid_Call DP. 

Actions: 

Waiting for the call to be answered by terminating party. 

The Call Forwarding supplementary service is invoked if necessary. 

Send a notification to the gsmSCF if the terminating party changes position and DP T_Change_Of_Position is 
armed. 

Exit events: 

The call is accepted and answered by terminating party; this leads to the T_Answer DP. 

An exception condition is encountered; this leads to the T_Exception PIC. Example exception conditions: the 
call setup to the MSC or GMSC was not successful. 

The calling party abandons the call; this leads to the T_Abandon DP. 

A busy indication (UDUB) is received from the destination exchange; this leads to the T_Busy DP. 

A not reachable event is detected or the attempt to select the route for the terminating leg in the GMSC fails or 
the MS cannot be reached in the VMSC; this leads to the T_Busy DP. 

The no reply timer expires; this leads to the T_No_Answer DP. 

A Call Party Handling information flow is executed; this leads to the T_Mid_Call DP. 

4.4.3.1.1.4 T_Active 
Entry events: 

Indication that the call is accepted and answered by the terminating party. (DP T_Answer). 

Continue is received in T_Mid_Call DP. 

Actions: 

Connection established between originating party and terminating party. Call supervision is being provided. 

Send a notification to the gsmSCF if the terminating party changes position and DP T_Change_Of_Position is 
armed. 

Send a notification to the gsmSCF if the bearer is changed due to the SCUDIF and DP T_Service_Change is 
armed. 

Wait for call release. 

Exit events: 

A disconnection indication is received from the terminating party, or received from the originating party via the 
originating half BCSM; this leads to the T_Disconnect DP. 

An exception condition is encountered. In addition to the specific examples listed above, exception events 
include any type of failure that means that the normal exit events for a PIC cannot be met. 

A service/service feature request is received from the called party (DTMF) or a Call Party Handling information 
flow is executed; this leads to the T_Mid_Call DP. 
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4.4.3.1.1.5 TException 

Entry events: 

An exception condition is encountered. In addition to the specific examples listed above, exception events 
include any type of failure, which means that the normal exit events for PIC cannot be met. 

Actions: 

Default handling of the exception condition is being provided. This includes general actions necessary to ensure 
that no resources remain inappropriately allocated such as: 

If any relationship exists between the gsmSSF and the gsmSCF, the gsmSSF shall send an error information 
flow closing the relationships and indicating that any outstanding call handling instructions will not run to 
completion. 

The GMSC or VMSC / gsmSSF should make use of vendor-specific procedures to ensure release of 
resources within the GMSC or VMSC / gsmSSF, so that line, trunk and other resources are made available 
for new calls. 

Exit events: 

Default handling of the exception condition by gsmSSF/GMSC is completed. 

4.4.4 Rules for Implicit Disarming of Event Detection Points 

The tables below give the rules for implicit disarming of event detection points. 

Implicit EDP disarming rules are specified in the tables below for Originating BCSM and Terminating BCSM 
respectively. Each table specifies which EDP's shall be disarmed (i.e. MonitorMode set to Transparent) if/when each 
EDP is encountered, irrespective of the EDP's Monitor Mode (Transparent, Notify And Continue, or Request). 

When EDPs armed with MonitorMode 'Request' (EDP-Rs) are encountered, any implicit EDP disarming shall take 
place before reporting the EDP and transiting the gsmSSF to the Waiting_For_Instruction state (if not already 
suspended in the Waiting_For_Instruction state). 

If the BCSM has encountered DP 0/T_Answer then an originator release must be detected as a DP 0/T_Disconnect. 

The table entry 'X' means that if the DP is encountered (independently of arming and reporting to the gsmSCF) the 
marked DP is implicitly disarmed. 

It shall be possible to rearm explicitly an implicitly disarmed DP, e.g. for follow on call. 
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Table 4.4: Implicit disarmed DPs in the O-BCSIVI 
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Note 1 If the Automatic Rearm IE was present in the Request Report BCSM Event information flow for the 

0_Change_Of_Position DP, 0_Service_Change or the 0_Mid_Call DP and armed as EDP-N, then the 
DP shall be automatically rearmed by the gsmSSF when it is encountered. 



Table 4.5: Implicit disarmed DPs in the T-BCSIUI 
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T Service Change (note 1) 
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Note 1 If the Automatic Rearm IE was present in the Request Report BCSM Event information flow for the 

T_Change_Of_Position DP, T_Service_Change or the T_Mid_Call DP and armed as EDP-N, then the DP 
shall be automatically rearmed by the gsmSSF when it is encountered. 
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4.4.5 BCSM Modelling of Call Scenarios 



This subclause describes how the BCSMs defined above are used to model CS call scenarios. For each scenario the 
used and unused BCSMs involved in the call are shown. 

In some cases these models may have an allocation to physical nodes different from that shown. However, the physical 
separation of the logical functions shown shall not impact the modelling. This subclause describes the call scenarios 
without optimal routeing. If optimal routeing is invoked then the physical configurations may be different from those 
shown, but the modelling is not changed. 

CAMEL may be applied simultaneously and independently for each subscriber involved in a call. This is not shown in 
these scenarios. 

Subscribers other than those being served by CAMEL may be either PSTN subscribers, other subscribers or any other 
addressable subscriber. 



4.4.5.1 



Mobile Originated Call 



For the call from A to B, an instance of the O-BCSM will be created in the MSC (labelled "O(A-B)"). If the A-party has 
an active O-CSI or D-CSI, or the MSC has an active N-CSI, and the trigger criteria, if present, are fulfilled, then a 
CAMEL control relationship with gsmSCF(l) shall be established. 



A-Party 




CAMEL relationship 




B-Party 



Figure 4.5: BCSM Scenario for IVIobile Originated Call 



4.4.5.2 



Mobile Terminated Call at the GMSC or VMSC 



For the call from A to B, an instance of the T-BCSM will be created in the GMSC (labelled "T(A-B)") and an instance 
of the T-BCSM will be created in the VMSC (labelled "T(A-B)"). 

If the B-party has an active T-CSI in the GMSC and the trigger criteria, if present, are fulfilled, then a CAMEL control 
relationship between the GMSC and the gsmSCF(l) shall be established. If the B-party has an active VT-CSI in the 
VMSC and the trigger criteria, if present, are fulfilled, then a CAMEL control relationship between the VMSC and the 
gsmSCF(2) shall be established. 

The relationships with gsmSCF (1) and gsmSCF(2) may exist simultaneously. The two gsmSCF endpoints of the 
relationships are treated independently. 

The nodes gsmSCF (1) and gsmSCF (2) may be the same or different entities. 
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CAMEL relationship 



CAMEL relationship 



A-Party 




B -Party 



4.4.5.3 



Figure 4.6: BCSM Scenario for IVIobile Terminated Calls at the GMSC or VMSC 



Call Forwarding at the GMSC or VMSC 



If the B-party has an active T-CSI in the GMSC or VT-CSI in the VMSC and the trigger criteria, if present, are fulfilled, 
then a CAMEL control relationship between the GMSC or VMSC and the gsmSCF(l) shall be established. 

Following processing at the GMSC or VMSC the call will be extended to the VMSC serving the B-party. This VMSC 
may be physically integrated with the GMSC. 

A new call leg to a "C" party shall be created if: 

a Call Forwarding supplementary service or Call Deflection supplementary service forwards the call to C. An 
instance of the O-BCSM O(B-C) will be created for the forwarding leg. If the B-party has an active O-CSI or 
D-CSI in the GMSC or VMSC, or the GMSC or VMSC has an active N-CSI, and the trigger criteria, if present, 
are fulfilled, then a CAMEL control relationship between the GMSC or VMSC and the gsmSCF(2) shall be 
established. If the GMSC or VMSC receives the 'Suppress O-CSI' parameter, then O-CSI shall not be used for 
the forwarding leg or deflecting leg; or 

a CAMEL service in a control relationship with T(A-B) performs a CAMEL-based call forwarding by using a 
Connect information flow. An instance of the O-BCSM O(B-C) will be created for the forwarding leg. If the 
B-party has an active O-CSI or D-CSI in the GMSC or VMSC, or the GMSC or VMSC has an active N-CSI, and 
the trigger criteria, if present, are fulfilled, then a CAMEL control relationship between the GMSC or VMSC 
and the gsmSCF(2) shall be established. The O-CSI shall be used for the forwarding leg only if the last Connect 
information flow includes the "O-CSI applicable" flag. 

The relationship with gsmSCF (1) and the relationship with gsmSCF(2) may exist simultaneously. The two 
relationships are treated independently at the GMSC. The instance of the BCSM T(A-B) and the instance of the BCSM 
O(B-C) are linked by an internal interface which is assumed to behave in a similar way to an ISUP interface. 

The nodes gsmSCF (1) and gsmSCF (2) may be the same or different physical entities. 
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gsmSCF(l) 



CAMEL relationship (1) 



Internal "ISUP- 
like" interface 



gsmSCF (2) 



A-Party 



C-Party 



CAMEL relationship (2) 




o 
o 



B-Party 

"surrogate" 



4.4.5.4 



Figure 4.7: BCSM Scenario for Call Forwarding at the GMSC or VMSC 



gsmSCF Initiated Call 



When the gsmSCF wishes to originate a new call, the gsmSCF establishes communication with the network using CAP 
signalling. When the gsmSCF wishes to originate a new leg within an existing call, the gsmSCF uses the already 
established communication with the gsmSSF. It sends an Initiate Call Attempt information flow which shall contain the 
address of the called party. Afterwards the gsmSCF shall instruct the gsmSSF to continue with the call processing. The 
MSC constructs an ISUP Initial Address Message using the parameters received from the gsmSCF and sends it to the 
destination exchange. 

The O-BCSM for the gsmSCF initiated call to B (labelled "O(M-B)") is invoked on request of the gsmSCF. A control 
relationship with gsmSCF (1) is created for the initiation of a new call. 

NOTE: The term ISUP is used to denote UNI or NNI signalling system used in a given network. 




B-Party 



4.4.5.5 



Figure 4.8: BCSM Scenario for gsmSCF Initiated New Call 



Trunk Originated Call 



For the call from A to B, an instance of the O-BCSM will be created in the MSC (labelled "O(A-B)"). If the MSC has 
an active TO-CSI for the trunk on which the call has originated, or an active N-CSI, and the trigger criteria (if present) 
are fulfilled, then a CAMEL control relationship with gsmSCF(l) shall be established. 
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A- Party 




B- Party 



Figure 4.4.5.5.1 : BCSM Scenario for Trunin Originated Call 

4.4.6 Leg Handling 

A call may consist of several call parties with each party connected to the call, e.g. there may be a calling party and 
several called parties. 

From a call handling point of view it is necessary to distinguish between a leg, which is a concept internal to the call 
handling model, and a connection, which is the external link to the party. A connection to the call party will be set up 
using telephony (e.g. IS UP) or radio access signalling. The outgoing leg already exists when the connection is set up. 
On the other hand, if a connection is released, e.g. because the destination user is busy, the leg still exists, and the 
gsmSCF can send a Connect Information Flow to connect this leg to another call party. 

4.4.6.1 Leg is created 

For the purposes of the formal description, one or more legs are created in the following cases: 

When a call is to be established, i.e. when an incoming Setup or ISUP lAM is being handled or when a call is to 
be forwarded, the incoming leg (legl) and the outgoing leg (leg2) are created before the first CS_gsmSSF 
process is invoked for that call in this MSC. In particular, this applies before the Call Control Function (CCF) 
sends DP_Collected_Info (for originating, forwarded or deflected calls) or 
DP_Terminating_Attempt_Authorised (for terminating calls) to the CS_gsmSSF process; 

When the CS_gsmSSF process receives an Initiate Call Attempt Information Flow, an outgoing leg is created. 

4.4.6.2 Leg continues to exist 

For the purposes of the formal description, a leg continues to exist in the following cases: 

The CCF sends any DP to the CS_gsmSSF the leg will continue to exist at least until the CS_gsmSSF instructs 
the CCF to continue its processing for the leg; 

A connection to a called party is not successful and the gsmSCF sends a new Connect Information Flow for that 

leg; 

A called party releases her connection and the gsmSCF sends a new Connect Information Flow for that leg; 
- The CS_gsmSSF processes either of the Call Party Handling Information Flows Move Leg and Split Leg; 
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4.4.6.3 



Leg is released 



Before a leg is released the corresponding connection is released. All outstanding reports for the leg are sent to the 
gsmSCF and the corresponding call records are closed. 

For the purposes of the formal description, a leg ceases to exist when any of the following events occurs: 

The calling party releases the connection, the CCF sends a DP to the CS_gsmSSF and the CCF receives 
Int_Continue or Int_Continue_With_Argument from the CS_gsmSSF process; 

A connection to a called party is not successful (DPs Route_Select_Failure, 0_Busy, 0_No_Answer, T_Busy 
and T_No_Answer), the CCF sends a DP to the CS_gsmSSF and the CCF does not receive Int_Connect for that 
outgoing leg from the CS_gsmSSF; 

The called party releases her connection, the CCF sends a DP to the CS_gsmSSF and the CCF does not receive 
Int_Connect for that outgoing leg from the CS_gsmSSF; 

The CCF receives Int_Disconnect_Leg from the CS_gsmSSF; 

The timer Tcp expires for a leg and the condition "Release if duration exceeded" is true for that leg; 

The CCF receives Int_Release_Call from the CS_gsmSSF. 

If a call is released, either on instruction from the CS_gsmSSF or on normal call handling without any CAMEL 
interaction, then all legs involved in the call cease to exist. 



4.4.6.4 



Leg is moved 



A leg can be moved from one call segment (source call segment) to another call segment (target call segment) as a 
result of a Move Leg or Split Leg information flow. When the CS A_gsmSSF receives a Split Leg Information Flow it 
creates a new call segment and moves the specified leg into this call segment. When the CSA_gsmSSF receives a Move 
Leg Information Flow it moves the specified leg into call segment 1 . 

A leg is no longer contained in the source call segment when the source CS_gsmSSF receives Int_Export_Leg_ack 
from the CCF. 

A leg is contained in the target call segment when the target CS_gsmSSF receives Int_Import_Leg_ack from the CCF. 



4.5 



Procedures for CAMEL 



The SDLs in the present document illustrate how CAMEL modifies the normal call handling. They do not attempt to 
show all the details of call handling in nodes that support CAMEL. Relevant parts of 3GPP TS 23.018 [12] apply in 
addition to these SDLs. For example, some inputs leading to unsuccessful call attempts are not shown on these 
diagrams - corresponding clauses in 3GPP TS 23.018 [12] apply. 

Note that in some SDL processes and procedures the Release information flow may be sent on both an access interface 
and an inter-switch interface. If the message is sent on a UNI, its effect is the same as a Release transaction information 
flow. 

The text in this clause is a supplement to the definition in the SDL diagrams; it does not duplicate the information in the 
SDL diagrams. 

4.5.1 Overall SDL architecture 

The following mapping from the SDL procedures to the Intelligent Network concepts apply: 



SDL process 


Description 


SDL process 
specification 


CSA_gsmSSF 


Call Segment Association (CSA). The CSA SDL process distributes the CAP 
operations to the appropriate Call Segment(s). 


3GPP TS 23.078 


CS gsmSSF 


Call Segment (CS). Controls one or more BCSMs. 


3GPP TS 23.078 


OCH_MSC 


0-BCSM in VMSC for Mobile Originating call controlling both Leg 1 and 
Leg 2. 


3GPPTS 23.018 
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SDL process 


Description 


SDL process 
specification 




If CAP Disconnect Leg (leg 2) is received at the initial detection point 
(Collected_lnfo), then the call is not routed to the destination and the process 
calls the procedure CAMEL_0CH_LEG1_MSC to control Leg 1 . 
If Answer is received, the process spawns the child process 
CAMEL_0CH_LEG2_MSC to control Leg 2 and calls the procedure 
CAMEL_0CH_LEG1_MSC to control Leg 1 . The handling of the legs after 
answer is completely separate. 




MT_GMSC 


T-BCSM in the GMSG controlling both Leg 1 and Leg 2. 

If GAP Disconnect Leg (leg 2) is received at the initial detection point 

(Terminating_Attempt_Authorised), then the call is not routed to the 

destination and the process spawns the child process 

CAMEL_MT_LEG1_GMSC to control Leg 1 . The process MT_GMSC 

terminates. 

If Answer is received, the process spawns the child process 

CAMEL MT LEG1 GMSC to control Leg 1 and calls the procedure 

CAMEL_MT_LEG2_GMSC to control Leg 2. The handling of the legs after 

answer is completely separate. 


3GPPTS 23.018 


MT_CF_MSC 


0-BCSM in the redirecting MSC for Call Forwarding supplementary service, 
or Call Deflection supplementary service, or for CAMEL-based call 
forwarding. This process controls both Leg 1 and Leg 2. 
If CAP Disconnect Leg (leg 2) is received at the initial detection point 
(Collected Info), then the call is not routed to the destination and the process 
calls the procedure CAMEL_MT_CF_LEG1_MSC to control Leg 1 . 
If Answer is received, the process spawns the child process 
CAMEL_MT_CF_LEG2_MSC to control Leg 2 and calls the procedure 
CAMEL_MT_CF_LEG1_MSC to control Leg 1 . The handling of the legs after 
answer is completely separate. 


3GPPTS 23.018 


ICH_MSC 


T-BCSM in the VMSC controlling both Leg 1 and Leg 2. 

If CAP Disconnect Leg (leg 2) is received at the initial detection point 

(Terminating_Attempt_Authorised), then the call is not routed to the 

destination and the process spawns the child process 

CAMEL_ICH_LEG1_MSC to control Leg 1 . The process ICH_MSC 

terminates. 

If Answer is received, the process spawns the child process 

CAMEL_ICH_LEG1_MSC to control Leg 1 and calls the procedure 

CAMEL_ICH_LEG2_MSC to control Leg 2. The handling of the legs after 

answer is completely separate. 


3GPPTS 23.018 


TO_MSC 


0-BCSM in the inter-connecting MSC for trunk originated calls. This process 
controls both Leg 1 and Leg 2. 

If CAP Disconnect Leg (leg 2) is received at the initial detection point 
(Collected Info), then the call is not routed to the destination and the process 
calls the procedure CAMEL_T0C_LEG1_MSC to control Leg 1 . 
If Answer is received, the process spawns the child process 
CAMEL_MT_CF_LEG2_MSC to control Leg 2 and calls the procedure 
CAMEL_T0C_LEG1_MSC to control Leg 1 . The handling of the legs after 
answer is completely separate. 
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Assisting IVISC 


The process in the MSC to handle an assist request. 


3GPP TS 23.078 


CAMEL_ICA_MSC 


0-BCSM for gsmSCF initiated new call, or for new party set-up. This process 
controls the new leg. 


3GPP TS 23.078 



The following general rules apply: 

1 There is only one CSA per CAP dialogue. 
The CSA controls one or more Call Segments. 



2 
3 

4 
5 



A Call Segment controls one or more BCSMs. Due to Call Party Handling, legs may be moved from one Call 
Segment to another and new Call Segments may be created. When legs are moved they take their properties with 
them, i.e. armed EDPs and pending reports. 

Legs are not moved between BCSMs. 

The active legs in the same Call Segment have a voice connection. They hear each other and the same in-band 
tone and announcements. The following exceptions exist: 
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Apply Charging IF: the warning tone associated with the Apply Charging IF is played to a single call party in 
the Call Segment. 

Play Tone IF: the flexible tone from the Play Tone IF may be played to a single call party in the Call 
Segment. 



The following diagrams shows the overall architecture for the SDL diagrams. 



gsmSRF 



Mobile 
Station 



CAP relay interface 



Internal interface 



A interface 



gsmSCF 



CAP interface 



gsmSSF] 



CSA_gsmSSF 



Internal Interface 



CS_gsmSSF 



Internal interface 



OCH MSC 



ISUP interface 



Destination 
Exchange 



Figure 4.9-1 : Outgoing case (gsmSSF relay) 
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Figure 4.9-2: Outgoing case (direct path gsmSCF to gsmSRF or assist with relay) 
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Figure 4.9-3: Terminating GIUISC case (gsmSSF relay) 
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Figure 4.9-4: Terminating GMSC case (direct path gsmSCF to gsmSRF or assist with relay) 
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Figure 4.9-5: Terminating VIUISC case (gsmSSF relay) 
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Figure 4.9-6: Terminating VMSC case (direct path gsmSCF to gsmSRF or assist with relay) 
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Figure 4.9-7: Assisting case 
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Figure 4.9-8: gsmSCF initiated call case (gsmSSF relay) 
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Figure 4.9-9: Trunk Originating case (gsmSSF relay) 



4.5.2 Handling of mobile originated calls 



4.5.2.1 



Handling of mobile originated calls in the originating MSC 



The functional behaviour of the originating VMSC is specified in 3GPP TS 23.018 [12]. The procedures specific to 
CAMEL are specified in this subclause: 

- Procedure CAMEL_OCH_MSC_INIT; 

- Procedm-e CAMEL_MO_Dialled_Services; 

- Procedure CAMEL_OCH_MSC_ ALERTING; 

- Procedure CAMEL_OCH_MSC_ ANSWER; 

- Procedure C AMEL_OCH_MSC 1 ; 

- Procedure CAMEL_OCH_MSC2; 

- Procedure C AMEL_OCH_MSC_DISC 1 ; 

- Procedure CAMEL_OCH_MSC_DISC2; 

- Procedure CAMEL_OCH_MSC_DISC3; 

- Procedure CAMEL_OCH_MSC_DISC4; 

- Procedure CAMEL_Disconnect_CTR_SRF; 

- Procedure CAMEL_OCH_ETC; 

- Procedure CAMEL_OCH_CTR; 

- Procedure CAMEL_Start_TNRy; 
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- Procedure CAMEL_Stop_TNRy; 

Procedure CAMEL_Store_Destination_Address; 

- Procedure CAMEL_Modify_CUG_Info; 

- Procedure CAMEL_N_CSI_CHECK_MSC; 

- Procedure CAMEL_OCH_LEGl_MSC; 

- Procedure CHECK_DIGIT_STRING_MSC; 

- Process CAMEL_OCH_LEG2_MSC; 

- Process CAMEL_OCH_RECONNECT_MSC; 

- Procedure CAMEL_EXPORT_LEG_MSC; 

- Process CAMEL_0_CHANGE_OF_POSITION_MSC; 

- Procedure CAMEL_0_SCUDIF_MSC. 

NOTE: Procedure CAMEL_OCH_MSC_DISC3 applies to CAMEL Phase 1 only. 

The procedure Send_Access_Connect_If_Required is specified in 3GPP TS 23.018 [12]. 

The procedure CAMEL_OCH_LEGl_MSC supervises the originating party only. The process 
CAMEL_OCH_LEG2_MSC supervises the terminating party only. Hence, signals from the BSS are received by the 
procedure CAMEL_OCH_LEGl_MSC and signals from the destination exchange are received by the process 
CAMEL_OCH_LEG2_MSC. 

The following paragraphs give details on the behaviour of the MSC in the procedures CAMEL_OCH_MSC_INIT, 
CAMEL_OCH_ETC, CAMEL_OCH_ANSWER and CAMEL_Store_Destination_Address. 

4.5.2.1 .1 Actions of the MSC on receipt of lnt_Error 

The MSC checks the default Call Handling parameter in the relevant CSI. 

If the default call handling is release call, a Release is sent to the MS and an Abort to the VLR. The MSC then releases 
all call resources and the procedure CAMEL_OCH_MSC_INIT ends. 

If the default call handling is continue call, the MSC continues processing without CAMEL support. It sends 
Send_Info_For_Ougoing_Call to the VLR and waits in state Wait_For_MO_Call_Result. 

4.5.2.1 .2 Actions of the MSC on receipt of lnt_Continue 

The MSC continues processing without any modification of call parameters. At DP Analysed_Information it sends Send 
Info For Ongoing Call information flow to the VLR and waits in state Wait_For_MO_Call_Result. 

4.5.2.1 .3 Actions of the MSC on receipt of lnt_Continue_With_Argument 

The MSC continues processing with modified call parameters. The MSC shall replace the call parameters by the 
information received in the Int_Continue_With_Argument signal. Call parameters which are not included in the 
Int_Continue_With_Argument signal are unchanged. 

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

4.5.2.1 .4 Actions of the MSC on receipt of lnt_Connect 

The MSC continues processing with modified call parameters. The MSC shall transparently modify the call parameters 
with the received information. The MSC then sends a PROGRESS message to the MS. Call parameters which are not 
included in the Int_Connect signal are unchanged. 
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Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

The network signalling system shall indicate that this is an internal network number. 

At DP Collected_Information the MSC sets the O-CSI suppression parameter. If D-CSI and N-CSI are not present, the 
MSC sends a Send Info For Outgoing Call to the VLR and waits in state Wait_For_MO_Call_Result. 

At DP Analysed_Information it sets the D-CSI suppression parameter, sends a Send Info For Outgoing Call to the VLR 
and waits in state Wait_For_MO_Call_Result. 

4.5.2.1 .5 Actions of the MSC on receipt of lnt_Release_Call 

A Release is sent to the MS, an abort to the VLR and a Release is sent to the destination exchange. The release cause 
received in the Int_Release_Call signal is used. The MSC then releases all call resources and the procedure 
CAMEL_OCH_MSC_INIT ends. 

4.5.2.1 .6 Actions of the MSC on receipt of lnt_Disconnect_Leg (Leg 2) 

If the MSC receives Int_Disconnect_Leg (Leg 2) signal from the gsmSSF, in response to an Initial DP information 
flow, the MSC will continue the handling of the calling party (Legl) without routeing the call to a destination. 

4.5.2.1 .7 Actions of the MSC on receipt of lnt_Apply_Warning_Tone 

This section applies to all call cases. The MSC will play a tone to the indicated leg or call segment. 
The following special cases exist when there is already an existing tone to a leg or call segment: 

1 If the MSC is playing a tone to a leg and the Int_Apply_Warning_Tone instructs the MSC to play a tone for 
another leg (in the same or a different call segment), then the tones will be played independently; 

2 The tones for different call segments are independent; 

3 If the MSC is playing a tone to a leg and the Int_Apply_Warning_Tone instructs the MSC to play another tone 
for that leg, then the MSC will stop the existing tone and the latter tone will be played for that leg. 

4 If the MSC is playing a tone to a call segment and the Int_Apply_Warning_Tone instructs the MSC to play 
another tone for that call segment, then the MSC will stop the existing tone and the latter tone will be played for 
that call segment. 

5 If the MSC is playing a tone for the call segment and the Int_Apply_Warning_Tone instructs the MSC to play 
another tone for a leg in that call segment, then the particular leg shall hear (as an MSC option) either: 

a The latter tone only, or 

b Two tones. As an MSC option, the two tones may be played in parallel or in a sequence. 

The other leg(s) shall keep hearing the (old) call segment tone. 

6 If the MSC is playing a tone for a leg and the Int_Apply_Warning_Tone instructs the MSC to play another tone 
for that call segment, then the particular leg shall either hear (as an MSC option): 

a The latter tone only, or 

b Two tones. As an MSC option, the two tones may be played in parallel or in a sequence. 

The other leg(s) shall start hearing the new call segment tone. 

4.5.2.1 .8 Action of the MSC in procedure CAMEL_OCH_MSC_ANSWER 

If the MSC received a destination address from the GMSC in the ISUP Answer or Connect Message, the MSC relays 
the destination address to the gsmSSF in the Int_DP_0_Answer signal. 

NOTE 1: The sending of e-parameters by the gsmSCF after receiving the DP_0_Answer indication may be to late. 
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NOTE 2: If the MO call is not subject to Basic OR, then the destination address is generated by the MSC. If the 

MO call is subject to Basic OR, the MSC will receive a destination address from the GMSC in the ISUP 
Answer or Connect Message. 

4.5.2.1 .9 Action of the MSC in procedure CAMEL_OCH_ETC 

In procedure CAMEL_OCH_ETC (sheet 2) the MSC will remain in the Wait_For_Assisting_Answer state until it 
receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for 
every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is 
between PLMNs. 

NOTE: This means that it may not be possible to access an SRF which does not generate an ISUP Answer 

Message (ANM). 

If a Progress Message is sent towards the MS the progress indicator shall indicate "In Band Information". 

4.5.2.1.10 Procedure CAMEL_0CH_LEG1_MSC 

The Int_DTMF_Digit_Received information flow is received from an internal process in the MSC that receives DTMF 
signalling from the MS. The handling of the internal process that receives DTMF signalling is out of scope of the 
present document. The playing of the received DTMF tones to the other parties in the call segment is out of scope of the 
present document. 

4.5.2.1 .1 1 Process CAMEL_0_CHANGE_OF_POSITION_MSC 

The signals HANDOVER COMPLETE and HANDOVER PERFORMED are specified in 3GPP TS 48.008 [39]. 
Signals RELOCATION REQUEST ACKNOWLEDGE, LOCATION REPORT and LOCATION REPORTING 
COMMAND are specified in 3GPP TS 25.413 [33]. 

4.5.2.1 .12 Procedure CAMEL_Start_TNRy 

The recommended value range in the gsmSSF for the default TNRy timer for CAMEL handling is 10 seconds to 3 
minutes. 

The CSE provided TNRy value is applied only once per outgoing leg. The decision "TNRy received?" decision box 
goes to "No" branch if the TNRy duration has been used for once and no new timer value has been received since 
previous call of this procedure. 

The task box "Cancel TNRy received" ensures that the gsmSCF provided timer is applied only once per call leg. The 
task box prevents the use of previously received timer value from the gsmSCF in subsequent calls (e.g. as in the case of 
a follow-on call). 

For example: The gsmSCF arms 0_No_Answer EDP and also sent a TNRy timer duration. The call fails and EDP 
0_No_Answer is reported to the gsmSCF. The gsmSCF sends a Connect (i.e. follow-on call), and also arms EDP 
0_No_Answer, but this time, with no TNRy timer duration included. The gsmSSF does not use the TNRy timer 
previously provided by the gsmSCF. Instead, the network" s default TNRy timer is used if available for the follow-on 
call. 
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Procedure CAMEL OCH MSC INIT 
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Figure 4.10-1 : Procedure CAMEL_OCH_MSC_INIT (sheet 1) 
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Procedure CAMEL OCH MSC IN IT 



/* Procedure in the MSC to perform i 
CAMEL handling for an outgoing 
call request 7 
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Figure 4.10-2: Procedure CAMEL_OCH_MSC_INIT (sheet 2) 
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Procedure CAMEL_OCH_MSCJNIT 

/* Procedure in the MSC to performi \ 
CAMEL handling for an outgoing 
call request */ 
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Figure 4.10-3: Procedure CAMEL_OCH_MSC_INIT (sheet 3) 
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Procedure CAMEL_OCH_MSCJNIT 
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CAMEL handling for an outgoing 
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Figure 4.10-4: Procedure CAMEL_OCH_MSC_INIT (sheet 4) 
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Procedure CAMEL MO Dialled Services 
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Figure 4.11-1 : Procedure CAMEL_MO_Dialled_Services (sheet 1) 
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Procedure CAMEL MO Dialled Services 
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process CAMEL dialled services! 
for mobile originated calls 7 ; 
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Figure 4.11-2: Procedure CAMEL_MO_Dialled_Services (sheet 2) 
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Procedure CAMEL MO Dialled Services 
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Figure 4.11-3: Procedure CAMEL_MO_Dialled_Services (sheet 3) 
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Procedure CAMEL_SDS_MOJNIT 

/* Procedure in the MSC to perform i -^ 
CAMEL handling for a subscribed 
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Figure 4.12-1 : Procedure CAMEL_SDS_MO_lnit (sheet 1) 
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Procedure CAMEL_SDS_MOJNIT 
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Figure 4.12-2: Procedure CAMEL_SDS_MO_INIT (sheet 2) 
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Procedure CAMEL_SDS_MOJNIT 

/* Procedure in the MSC to perform i -^ 
CAMEL handling for a subscribed 
Dialled Service */ 



f A, 

pP_Analysed_lnfp 



lnt_Disconngct 
_Leg(leg2) 



lnt_DisconnecY 
_Leg_ack / 



Leg2_Disconnected 



3(4) 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



DP_Analysed_lnfo, 
Leg2_Disconnected 



lnt_Establistv 
Tempo raryJx^ 
Connection 



lnt_Connect/ro_ 
Resource \ 



CAMEL OCH ETC CAMEL OCH CTR 




No 



Yes 



Result := 
fail 




Figure 4.12-3: Procedure CAMEL_SDS_MO_INIT (sheet 3) 
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Procedure CAMEL_SDS_MOJNIT 

/* Procedure in the MSC to perform i\ 
CAMEL handling for a subscribed 
Dialled Service */ 



4(4) 



/* Signals to/from the left are ^ 

to/from the BSS; signals to/from the right are 
to/from the gsmSSF. 7 



Leg2_Disconnected 



^Release 
transaction 



CAMEL_OCH 
MSC DISC4 



Int Continue 



Result :: 
Abort 



lnt_Continu^ lnt_Disconnect lnt_Releas; 
With_Argurhent _Leg(leg1)\ ,Call 



Int Error 



Modify call i^, Disconnk^t 
parameters witfi |_gq gj,|^ 
received iriformation' I 



Result := 
Leg1_only 



Result 
Fail 




Figure 4.12-4: Procedure CAMEL_SDS_MO_INIT (sheet 4) 
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Procedure CAMEL_NDS_MOJNIT 

r N 

/* Procedure in the MSC to perform i -^ 

CAMEL handling for a network 

Dialled Service for mobile originated calls*/ 



Result^ 
Pass 





CAMEL_ 

Invocation 

:= True 




Yes 



Reference 
st^reif? 

No 

Allocate Call 
Reference Number 



Store Original 
Call Parameters 



lnt_lnvoke_ \ 

gsmSSF > 
(N-CSI) / 

I ^ ^ 

' Wait_for_ \ 
gsmSSFJnvoked 



lnt_gsmSSF/ 
Invoked ^ 



lnt_DP_ 

Analysed_ 

Info 

f ^- 

,' DP_ 

i Analysed, 

V Info 



1(4) 



/* Signals to/from the right are 
to/from the gsmSSF. 7 



y Release 
transaction 



lnt_0_Exceptid 



Result:^ 
Abort 




Figure 4.13-1 : Procedure CAMEL_NDS_MO_INIT (sheet 1) 
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Procedure CAMEL_NDS_MOJNIT 

r N 

/* Procedure in the MSC to perform i -^ 

CAMEL handling for a network 

Dialled Service for mobile originated calls*/ 



2(4) 



/* Signals to/from [\^ 

the right are to/from the gsmSSF if 
not otherwise stated. */ 



/ DP_ 
I Analysed, 
V Info 



lnt_Release/ 
Call ^ 



Int Error 




Int Continui 



,0, 



Yes 



Result:^ 
Fail 



Result:= 
Pass 





Int Connect< 



CAMEL_ 
_Modify_ 
CUG Info 



'Modify call 

parameters with 

re ;eived informatic i n' 



Result:^ 
Pass 




lnt_Continue, 
_With_ \ 
Argument 



y Release 
transaction 



PAMEL_OCH 
MSC DISC4 



Result:= 
Abort 




Figure 4.13-2: Procedure CAMEL_NDS_MO_INIT (sheet 2) 
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Procedure CAMEL_NDS_MOJNIT 

r N 

/* Procedure in the MSC to perform i -^ 

CAMEL handling for a network 

Dialled Service for mobile originated calls*/ 



pP_Analysed_lnfp 

V , J 



lnt_Disconngct 
_Leg(leg2) 



lnt_Disconnecb 
_Leg_ack / 



Leg2 Disconnected 



lnt_Establistv 
Temporary^ 
Connection 



cMmel och etc 



No 



3(4) 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



DP_Analysed_lnfo, 
Leg2_Disconnected 



lnt_Connect/ro_ 
Resource \ 



CAMEL OCH CTR 




Yes 



Result := 
fail 




Figure 4.13-3: Procedure CAMEL_NDS_MO_INIT (sheet 3) 
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Procedure CAMEL_NDS_MOJNIT 

/* Procedure in the MSC to perform i \ 

CAMEL handling for a network 

Dialled Service for mobile originated calls*/! 



4(4) 



/* Signals to/from the left are ^ 

to/from the BSS; signals to/from the right are 
to/from the gsmSSF. 7 



Leg2_Disconnected 



^Release 
transactior 



(I;amel__och 

MSC DISC4 



Int ContinKfe 



Result :: 
Abort 



lnt_Continu^ lnt_Disconnect lnt_Releas6 
|With_Argument ,_Leg(leg1)\ Call 



Int Error 



'Modify call 

parameters with 

received iriformatibn' 



lnt_Disconnect_ 
Leg_ack 



Result := 
Leg1_only 



Result : 
Fail 




Figure 4.13-4: Procedure CAMEL_NDS_MO_INIT (sheet 4) 
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Procedure CAMEL OCH MSC ALERTING 



1(3) 



/* Procedure in the MSC to i 
inform the gsmSSF that the 
call is in the alerting phase 7 



/* Signals to/from the left are K 
to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. */ 



No 



Result:= 
pass 



. J From destination 
exchange 





J To destination 
exchange 



DP_0_Term_Seiz^d 



J From destination 
exchange 



' Internal 



Answer 



Int Release< 



Result=: 
Answer 



Release 




To destination u 
exchange 



Int Continue 



Result:= 
pass 



> Release 



Release 



Int DP O Ab#idon 



TNRy 
expired 



Release 



Result:^ 
Release 





lnt_continue/ 
WithArgument 



IDP_0_Abandor| 



Int continue 



3ase cause 
no answer from user ? 



No 



CAMEL_OCH 
MSC1 



Yes 



i:amel_och 

MSC2 



Release 



Fail 




Reconnect 



Continue, 
Release 



Result:^ 
fail 



Result:^ 
Release 



Result:= 
reconnect 






Figure 4.14-1 : Procedure CAMEL_OCH_MSC_ALERTING (sheet 1) 
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Procedure CAMEL OCH MSC ALERTING 



/* Procedure in the MSC to i 
inform the gsmSSF that the 
call is in the alerting phase 7 



To destination u__Reiease 
exchange 



DP_0_Term_Seized 



Int Error 



2(3) 



/* Signals to/from the left are K 
to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. */ 



lnt_Continu^ 
With_Argumfeqt 




Figure 4.14-2: Procedure CAMEL_OCH_MSC_ALERTING (sheet 2) 
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Procedure CAMEL OCH MSC ALERTING 



3(3) 



/* Procedure in the MSC to i 
inform the gsmSSF that the 
call is in the alerting phase 7 



/* Signals to/from the left are ^ 
to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. */ 



DP O Term Seized 



lnt_Establistr/ 
Temporary^ 
Connection 



CAMEL OCH ETC 



Result:= 
fail 




Fail 



lnt_Connect/fo_ 
Resource \ 



CAMEL OCH CTR 




ELSE 



Answer 



Result:^ 
Answer 



Figure 4.14-3: Procedure CAMEL_OCH_MSC_ALERTING (sheet 3) 
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Procedure CAMEL OCH MSC ANSWER 



1(3) 



/* Procedure in the MSC to 
handle an outgoing call 7 



/* Signals to/from the left are ^ 
to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. 7 




Int DP O Answer 



AnswerReceived 
True 



|DP O Answer; 

'V . / 



Int Continue 



Int Releas 



> Release 



Release 



J From destination 
exchange 



Result:: 
pass 




Release 



Release 



(I;amel_och 

MSC DISC1 



(I;amel_och 

MSC DISC2 



Handling 



To destination 
exchange 





Yes 



„ CAMEL Handling 

Yes '~r" 



. No 

Release 



Yes 



AnswerReceived 
False 



Result:: 
fail 



Result:= 
reconnect 





Figure 4.15-1 : Procedure CAMEL_OCH_MSC_ANSWER (sheet 1) 
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Procedure CAMEL OCH MSC ANSWER 



2(3) 



/* Procedure in the MSC to 
handle an outgoing call 7 



/* Signals to/from the left are ^ 
to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. 7 



DP O Answer 



Int Error 



No 




lnt_Continu^ 
With_Argument 



Default call handling 
continue call ? 



Yes 



Release 



Result:= 
Pass 



To destination L_jReiease 
exchange ' 




Result:: 
fail 




Figure 4.15-2: Procedure CAMEL_OCH_ANSWER (sheet 2) 
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Procedure CAMEL_OCH_MSC_ANSWER 

j/* Procedure in the MSC lo\ 
handle an outgoing call 7 



3(3) 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



DP O Answer 



lnt_Establisti 
Temporary^ 
CianneclLori 



C/\MEL OCH E"'C 



lnt_Connect_To_ 
Resource \ 



CAMEL OCH CTR 




No 



Yes 



Result:: 
fail 




Figure 4.15-3: Procedure CAMEL_OCH_ANSWER (sheet 3) 
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Procedure CAMEL_0CH_MSC1 

I N 

/* Procedure in the MSC in the i '^ 
case of CAIVIEL handling to 
connect a call at DP Busy, 
Route select failure. 7 



Yes 




to the gsmSSF 
of 0-CSI 



f DP_Route__ 
I _Select_ 
V Failure 



lnt_DP_Rout( 
_Select_ 
Failure 



to the gsmSSF 
of EDS dialogue 



f DP_Route_ ^ 
! _Select_ 
V Failure EDS J 



Int Connect< 



CAMEL_ 
_Modify_ 
CUG Info 



Int Continue 



1(3) 



Signals to/from [\ 

the right are to/from the gsmSSF if 
not otherwise stated. 



Busy, 
Subscriber Absent 



No 



Int DP O Bus; 



Result := 
continue 



I DP_0_Busy 

'\ J 




l"|-p°n'inu^, Int Error 
With_Argumeqt ~ 



Int ReleaselCall 



Else 




Modify call 

parameters with 

reseived information 




Busy 
Subscriber Absent 




Result := 
Continue 




Figure 4.16-1: Procedure CAMEL_0CH_MSC1 (sheet 1) 
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Procedure CAMEL_0CH_MSC1 

I N 

/* Procedure in the MSC in the i '^ 
case of CAIVIEL handling to 
connect a call at DP Busy, 
Route select failure. 7 



2(3) 



Signals to/from [\ 

the right are to/from the gsmSSF if 
not otherwise stated. 



DP_0_Busy, 

DP Route Select Failure 



Int Connect< 



lnt_Continuef 



CAMEL_ 
_Modify_ 
CUG Info 



Modify call 

parameters with 

received information 



Result:^ 
reconnect 



lnt_Continui 
With_Argumbrt 



Int Error 



lnt_ReleaselCall 



Result:^ 
continue 




Figure 4.16-2: Procedure CAMEL_0CH_MSC1 (sheet 2) 
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Procedure CAMEL_0CH_MSC1 

I N 

/* Procedure in the MSC in the i '^ 
case of CAIVIEL handling to 
connect a call at DP Busy, 
Route select failure. 7 



3(3) 



> Release 



Int DP O Abandon 



DP_0_Abandor| 



Int continue 



Signals to/from the left are ^ 

to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. 



DP_0_Busy 

DP_Route_Select_Failure 

DP Route Select Failure EDS 



lnt_Establislv 
Temporary^ 
Connection 



CAMEL OCH ETC 



lnt_Connect/ro_ 
Resource \ 



CAMEL OCH CTR 




lnt_Corrtinui 
With_Argumi 



Yes 



Result := 
continue 




Figure 4.16-3: Procedure CAMEL_0CH_MSC1 (sheet 3) 
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Procedure CAMEL_0CH_MSC2 

:/* Prodecudure in the MSC to[\, 

I connect a call at DP 

; No Answer 7 ; 



1(3) 



Result:^ 
continue 



Signals to/from ^ 

the right are to/from the gsmSSF if 
not otherwise stated. 




Int DP O N> Answer 



Dlf_0_No_Ansv*er 



X 



Int Connect 



Int Continue 



CAMEL_ 
_Modify_ 

r.\ in Infn 



F 
rec 



Modify call 
arameters witf 

pjvpii infnrmattnn 



Result:= 
reconnect 



X 



lnt_ContinL 
With_Argurn^nt 

r 



Int Error 



1 



Int Releasfe Call 



Result:^ 
release 




Figure 4.17-1 : Procedure CAMEL_0CH_MSC2 (sheet 1) 
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Procedure CAMEL OCH MSC2 



/* Prodecudure in the MSC to 
connect a call at DP 
No Answer */ 



DP_0_No_Answer 



> Release 



Int DP O AbaRdon 



IDP O Abandon 



v_ 



Int continue 



Result:= 
fail 




2(3) 



Signals to/from the left are [\ 

to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. 



lnt_Continu^ 
With_Argumkjt 



Figure 4.17-2: Procedure CAMEL_0CH_MSC2 (sheet 2) 
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Procedure CAMEL_0CH_MSC2 

/* Prodecudure in the MSC to i \ 
connect a call at DP 
No Answer */ 



DP O No Answer 



lnt_Establistr/ 
Temporary^ 
Connection 



CAMEL OCH ETC 



No 



i 



P O No Answer 



3(3) 



Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 



lnt_Connect/fo_ 
Resource \ 



CAMEL OCH CTR 




Yes 



Result:^ 
release 




Figure 4.17-3: Procedure CAMEL_0CH_MSC2 (sheet 3) 
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Procedure CAMEL_0CH_MSC_DISC1 

r N 

/* Procedure in the MSC to perform i ^^ 
handling for a call release 7 



No 



. gsmSSF 

~"~~~4rivoked^ 



Yes 

lnt_DP_ 

0_Disconnectx 
/* legld = ^y 



DP_ 
Disconnect 1' 



Int Error 



Int ReleaselCall 



Int Continue 



lnt_Continu^ 
With_Argumfeqt 



1(1) 



/* Signals to/from [^ 

the right are to/from the gsmSSF 
if not otherwise stated. */ 



Release 



. J From destination 
exchange 



lnt_DP_ \ 
0_Disconnect/ 
/' legld = 2 y 



I \ 

i:jiP_0_Disconne(!;t 



lnt_Continu^ 
With_Argument 



Int Continue 



Int Error 



result := 
normal_ 
handling 



result:= 
CAMEL_ 
handling 





Int ReleaseCall 



Figure 4.18-1: Procedure CAMEL_0CH_MSC_DISC1 (sheet 1) 
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Procedure CAMEL OCH MSC DISC2 



1(2) 



/* Procedure in the MSC to perform i ^^ 
handling for a call release 7 



result := 
normal_ 
handling 




> Release 



lnt_DP_ \ 
0_Disconnect/ 
/' legid = 1 y 



DP_0_ 
Disconnect 1 



Int Error 



/* Signals to/from the left are [\ 
to/from the BSS or the process 
MT_GMSC; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. */ 



No 



n may have a value , 

of 2 or higher 




lnt_DP_ \ 
_0_Disconnec^ 
/* legld = n T 



DP_0_ 
Disconnect n 



Int Continue 



lnt_Continu^ 
With_ArgumeQt 



lnt_Release/ 
Call ^ 



Int error 



Int Continue 



lnt_Continue 
With_Argumeqt 



Int Release<Call 



-^f 



result:= 
CAMEL_ 
handling 



result:= 
normal_ 
handling 




Int Connects 



CAMEL_ 
_Modify_ 
CUG Info 



Modify call 

parameters with 

received information 



Answer Received 
False 



Result:= 
reconnect 



Figure 4.19-1: Procedure CAMEL_0CH_MSC_DISC2 (sheet 1) 
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Procedure CAMEL_0CH_MSC_DISC2 

r N 

/* Procedure in the MSC to perform i ^^ 
handling for a call release 7 



DP_0_ 
Disconnect n 



lnt_EstablistT/ 
Temporary^ 
Connection 



cWmel och etc 




No 



DP_0_ 
Disconnect n j 



Result= 
fail? 



2(2) 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



lnt_Connect/ro_ 
Resource \ 



CAMEL OCH CTR 



Yes 



Result:^ 
release 




Figure 4.19-2: Procedure CAMEL_0CH_MSC_DISC2 (sheet 2) 
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Procedure CAMEL_0CH_MSC_DISC3 

[ N 

/* Procedure in the originating VMSC ' \ 

to tiandle premature release of a CAIVIEL call*/i 



No 





Yes 

Int^O^ \ 
^Exception / 




to gsmSSF 



CAM0D3_1(1) 



Figure 4.20-1 : Procedure CAMEL_0CH_MSC_DISC3 (sheet 1) 
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Procedure CAMEL_0CH_MSC_DISC4 

r N 

/* Procedure in the MSC to perform i ^^ 
CAMEL handling for a call release */ 



1(1) 



No 




/* Signals to the right are to 
the gsmSSF */ 




Int DP O Abaiidon 



,' \ 

pP_0_Abandor1 



Int continue 



lnt_Continu^ 
With_Argumetnt 




Figure 4.21-1 : Procedure CAMEL_0CH_MSC_DISC4 (sheet 1) 
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Procedure CAMEL_Disconnect_CTR_SRF 

Procedure in the MSC i '^ 

to handle releasing of the SRF 
in a Connect To Resource situation 



lnt_Disconnecl 
SRF 



Await_SRF_ j 
Disconnection ,' 



Release 



lnt_SRF_ 
Released 




1(1) 



Signals to/from the right are 
to/from the SRF; 



Figure 4.22-1: Procedure CAMEL_Disconnect_CTR_SRF (sheet 1) 
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Procedure CAMEL OCH ETC 



1(4) 



Procedure in the MSC 
to handle a temporary 
connection 



True 



lnt_TC_ 
Released 



Release 



Release 



Result:^ 
pass 




Signals to/from the left are to/from [ 

the BSS; 

signals to/from the right are 

to/from the gsmSSF; 

if not otherwise stated. 



Initial 
Address 



3end_Alerting_ 
lf_Required 



ToCAMEL_ 
\ Assisting_MSC 
orSRF 



J Procedure defined 
in 3GPPTS 23.018 



I Wait_For_ 
!Assisting_ACM 



> Release 



Answer 
eceived 



ToCAMEL_ 
>ssisting_MSC 
orSRF 



-^ To SELF 



Release 



Int ETC Failei 



False 



Int DP O Abahdon 



Result:^ 
pass 



|DP_0_Abandor| 




Int continue 



lnt_Continui 
With_Argumi 



Release 



ToCAMEL_ 
^Assisting_MSC 
orSRF 



Result:^ 
fail 




From CAMEL_ 
^Assisting_MSC 
orSRF 



Figure 4.23-1 : Procedure CAMEL_OCH_ETC (sheet 1) 
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Procedure CAMEL OCH ETC 



2(4) 



Procedure in the MSC 
to handle a temporary 
connection 



Wait_For_ 
Assisting_ACM 



Signals to/from the left are to/from ^ 

the BSS; 

signals to/from the right are 

to/from the CAI\/IEL_Assisting_MSC or SRF. 



Address 
Complete 



Connect 



Wait_For_ 

Assisting_ 

Answer 



Procedure defined 
in 3GPPTS 23.018 





Answer 



Bothway 

thromh connectidrr 

required? 



Yes 



No 



3end_Access_ 

Connect_ 

If Required 



Progress 



No 



.--Bothway-., 
trough connectidn 
required? 

Yes , 



Progress 



3end_Access_ < procedure defined 
connect , -^ ggpp -pg 23.018 
If Required | 1 



lnt_Temporary, 
Connection y 
Established/ 



( Temporary_ 
I Connection_ 
V Established j 



Figure 4.23-2: Procedure CAMEL_OCH_ETC (sheet 2) 
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Procedure CAMEL OCH ETC 



3(4) 



Procedure in the MSC 
to handle a temporary 
connection 




false 



lnt_TC_ 
Released 



Release 



Release 



Result:= 
pass 




lnt_DP_0_ 
Abandon 



P_0_Abandoh 



ToCAMEL_ 
^ Assisting_MSC 
orSRF 



J To SELF 



Signals to/from the left are to/from[ 

the BSS; 

signals to/from the right are 

to/from the gsmSSF; 

if not othenwise stated. 



Tempo raryConnectionEstablished 
Wait_For_Assisting_Answer 



Release 



lnt_TC_ 
Released 



Result:= 
pass 




I From CAMEL_ 
\ AssistingMSC 
orSRF 



lnt_Disconne6t_ 

Fonward_ 

O nnne r 



lnt_TC_ 
Released 



To CAMEL_ 

Assisting_MSC ^-Release 
or SRF : 



Result:= 
pass 




lnt_Disconnect_ 
Forward_ / 
ConnectionX 
With_Argumfeiit 



Figure 4.23-3: Procedure CAMEL_OCH_ETC (sheet 3) 
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Procedure CAMEL OCH ETC 



4(4) 



Procedure in the MSC 
to handle a temporary 
connection 



Signals to/from the left are to/from [ 

the BSS; 

signals to/from the right are 

to/from the gsmSSF; 

if not otherwise stated. 



Tempo rary_Connection_Established, 
Wait_For_Assisting_ACM , 
Wait_For_Assisting_Answer 



_j From outgoing leg. 
ISUP 



Release 



lnt_TC_ 
Released 



Release 



Answer 



Connect 



Release 



ToCAMEL_ 

Assisting_MSC 

orSRF 



lnt_TC_ 
Released 



Release 



ToCAMEL_ 
^Assisting_MSC 
orSRF 



To SELF 



Result:= 
Answer 



Result:^ 
pass 





Figure 4.23-4: Procedure CAMEL_OCH_ETC (sheet 4) 
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Procedure CAMEL_OCH_CTR 

r r> 

Procedure in the originating MSC l\ 
to liandle a Connect To Resource 
operation 



1(5) 



lnt_SRF_ / 
Connectio(t_ " 
Failure, ^ 



J from SRF 



Int CTR Faited 



Result:= 
pass 




Signals to/from the left are [\ 

to/from the BSS; 

signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 



lnt_lnvoke_ 
SRF 



I Await_SRF_'; 
I Initialisation ; 



lnt_SRF_ / 
Connected^ 



Connect SRF to 
the call 



J To SRF 



J from SRF 



Send_Alerting _ J Procedure defined 
lf_Required ' in 3GPP TS 23.01 8 




Yes 



3end_Access 
Connect_lf_ 
required 



J Procedure defined 
in 3GPPTS 23.018 



Int SRF Connected 



relay 



Figure 4.24-1 : Procedure CAMEL_OCH_CTR (sheet 1) 
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Procedure CAMEL_OCH_CTR 

I N 

Procedure in the originating MSC ' \ 
to liandle a Connect To Resource 
operation 



2(5) 



Release 



Int SRF Released 



Result:: 
pass 




Signals to/from the left are Q 

to/from the BSS; 

signals to/from the right are to/from 
the gsmSSF if not othenwise stated. 



Relay 



' From SRF 



lnt_Disconn^t_ 
Forward_ "C 
Connection \ 



lnt_Disconnect_ 
Forward_ 
Connection^ 
With_Argument 



> Release 



CAlyiELDiscon nect_ 
CTR SRF 



To SELF 



Int SRF Released 



Result:= 
pass 




True 




CAlvlELDisconnect 
CTR SRF 




-Release 



0P_O_Abando(i 

' DFC / 



lnt_Continu^ 
With_Argument 



Int continue 



Wai[_For_Disconnpct_ 
Forward_Connection 



lnt_Disconnect_ 
Forward_Connection 



CAlyiEL Disconn 
CTR SRF 



ct_ 



Int SRF Released 



Result:: 
Fail 




Figure 4.24-2: Procedure CAMEL_OCH_CTR (sheet 2) 
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Procedure CAMEL_OCH_CTR 

I N 

Procedure in the originating MSC l\ 
to handle a Connect To Resource 
operation 



3(5) 



Signals to/from the right are to/from[ 

thegsmSSF. 

Signals to/from the left are to/from 

theSRF. 



Relay 



lnt_Play_ 
Announce! 



nt 



lnt_Play_. 
Announcehient 



lnt_Prompt/ 
And_Colle^ 
User Inforrnltion 



lnt_Prompt_ 
And_Collect_ 
x_User Information 



Jnt_Specialized_ 
Ressource_Report 



lnt__Prompt_ 
>And_Collect__ 
User Infonmation ack 



lnt_Specialized_ 
Ressource Keport 



lnt_Prompt\ 

And_Collect/ 
Userlnfornfation ack 



Relay 



Figure 4.24-3: Procedure CAMEL_OCH_CTR (sheet 3) 
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Procedure CAMEL_OCH_CTR 

I N 

Procedure in the originating MSC i \ 
to handle a Connect To Resource 
operation 



Aw^it_SRF_lnitialis^tion 



True 




C/> 



EL_Disconnei(;t_ 
CTR SRF 



Int SRF Released 



Release 



J To SELF 



Result :: 
pass 




4(5) 



Signals to/from the left are ^ 

to/from the BSS; 

signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 



False 



Int DP O Abandon 



DP_0_Abandoh 
1 _SRF ;' 



Int continue 



lnt_Continue 
With_Argume<it 



CAMEL_Disconn4qt_ 
CTR SRF 



Int SRF Released 



Result := 
Fail 




Figure 4.24-4: Procedure CAMEL_OCH_CTR (sheet 4) 
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Procedure CAMEL_OCH_CTR 

I N 

Procedure in the originating MSC i \ 
to handle a Connect To Resource 
operation 



Release 



CAM E L_Disconn4ct_ 
CTR SRF 



Int SRF Released 



jlease 



To SELF ' Release 



Results 
pass 




Answer 



Ck\ 



EL_Disconn£i(;t_ 
CTR SRF 



Int SRF Released 



Result:= 
Answer 




5(5) 



Signals to/from the left are [^ 

to/from the BSS; 

signals to/from the right are to/from 
the gsmSSF if not otherwise stated 



Relay, 

Await SRF Initialisation 



_j From outgoing leg. 
ISUP 



Connect 



Figure 4.24-5: Procedure CAMEL_OCH_CTR (sheet 5) 
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Procedure CAMEL_Start_TNRy 

Prodedure in MSC to starti \ 
the timer TNRy 




J DP 0_No_Answer or 
DPT No Answer armed? 



Start TNRy 

witli received 

time v alue 



Cancel 
"TNRy received' 




No 



_^TNRy defatJit 
value available? 

"l Yes 



$tart TNRy with 
default value 



1(1) 



Figure 4.25-1 : Procedure CAMEL_Start_TNRy (sheet 1) 
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Procedure CAMEL_Stop_TNRy 



Procedure in the MSC' ' 
to stop the timer TNRy 




Stop TNRy 




No 



No 



1(1) 



Figure 4.26-1 : Procedure CAMEL_Stop_TNRy (sheet 1) 
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Procedure CAMEL Store Destination Address 



1(1) 



Procedure in the MSC to '_, 
store the destination address 
for an originating call leg, 
roaming leg or forwarding leg 



Procedure CAMEL_Store_Destination_Addresi 
FPAR IN OR, Forwarding 




Store destination address 

(Destination address, 

OR, Forwarding) 




Figure 4.27-1 : Procedure CAMEL_Store_Destination_Address (sheet 1) 
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Procedure CAMEL_Modify_CUG_lnfo 



1(1; 



/* Procedure in the MSC to modify CUG :\, 
information for tfie call as instructed 
by tfie gsmSCF via tfie gsmSSF. 7 



(U) 



Yes 



Remove CUG 
parameters 

frnm fall infn 





Yes 



Non-OUG call 
present in SII2? 



No 



If botfi Interlock Code and Outgoing 
Access are received from gsmSCF, 
then both parameters shall be used 
for this call. 




Yes 



CUG Interlock 
present? 



No 



Modify CUG 
tlarameters wit(i 

roro\\ior\ infn 





CUG Outgoing 
Access present? 



No 




Figure 4.28-1 : Procedure CAMEL_Modify_CUG_lnfo (sheet 1) 
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Procedure CAMEL_N_CSLCHECK_MSC 

/* Procedure in the MSC to check i ':, 
the N-CSI and set the N-CSI available; 
parameter for SIFOC accordingly.*/ 




-CST 

prQwsion^dT' 

Yes 



Set N-CSI availal)le 
parameter 




No 



1(1) 



Figure 4.29-1 : Procedure CAMEL_N_CSI_CHECK_MSC (sheet 1) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



1(13) 



/* Signals to/from the left are to/from the BSS ^ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 



lnt_MidCalL\ 
Criteria_Request 



lnt_MidCal|- 
Criteria 



IntCancelx 
MidCall 



J Wait_For_ i 
MidCall Criteria 



lnt_MidCalk; 
Criteria acK 



lnt_MidCall/ 
Criteria noMtive 
response A 



Store MidCall 
Criteria 



MidCall armed 
:= True 



MidCall armed 
:= False 



Store MidCall 
Criteria 



MidCall armed 
:= True 



MidCall armed 
:= False 



Clear Digit 
String 



Stop Interdigit 
Timer 




Figure 4.30-1 : Procedure CAMEL_0CH_LEG1_MSC (sheet 1) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



2(13) 



/* Signals to/from the left are to/from the BSS ^ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 




ToVLR 



j Wait_For_ 
ACM 



Address 
Complete 



Connect 



See 3GPPTS 23.018 



j^end_Alerting 
lf_Required 




Yes 



Release 
Transaction 




jToSubs_FSM 
See 3GPPTS 23.01? 



ToSubs_FSM L Call Setup 

See 3GPPTS 23.018 ' Failed 



Wait_For_ 
Answer 




Figure 4.30-2: Procedure CAMEL_0CH_LEG1_MSC (sheet 2) 
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Procedure CAMEL OCH LEG1 MSC 



/* A procedure in the MSC to ' \ 

handle leg 1 in a CPH configuration. 7' 



Wait_For_Answer, 
DP_0_MidCalLAIerting 



>ECT 
Request 



To Subs_FSM 

See 3GPPTS 23.018 



ECT 
Request 



Yes 



To Subs_FSM 

See 3GPPTS 23.018 



_Call Setup 
Failed 




From gsmSSF [- -i lnt_MidCall / 

' / I 



Store CW treatment 
indicator for this call 
if received in SI 12 



3(13) 



/* Signals to/from the left are to/from the BSS [\ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 



Wait_For_ 
Answer 



Answer 




Handle_AoC 
MO MSC 



$end_Access 

Connect_lf_ 

R equired 



J See 3GPPTS 23.018 



J See 3GPPTS 23.018 




CbrMTect^errf? 

I Wait_For_ ; 
1 Connect Ack; 



.Connect 
Ack 



MS connected 
:= True 



Call 
established^ 



jToSubs_FSM 
See3GPPTS23.01J 



Wait_For_ 
Clear 



Figure 4.30-3: Procedure CAMEL_0CH_LEG1_MSC (sheet 3) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



4(13) 



/* Signals to/from the left are to/from the BSS ^ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 



Wait_For_ACM, 
Wait_For_Answer, 
Wait_For_Con nect_Ack, 
DP_0_MidCalLAIerting 



^Release 
transactiori 



Int^Disconpect 
Leg 



iI;amel_och 

MSC DISC4 



Release 
transactiori 



lnt_Disconnee,t 
Leg ack / 



ToSubs_FSM L Call Setup 

See 3GPPTS 23.018 ' Failed 




jDP_0_MidCall| 
' _Alerting 



Answer / 1 From gsmSSF 

I L 



Int Mid Calf: 



pP^O^MidCali 
1 _Alerting I 



IntRelease 
Call ^ 



Release 
transactiori 



Wait_For_Answer, 
DP_0_MidCalLAIerting 



Figure 4.30-4: Procedure CAMEL_0CH_LEG1_MSC (sheet 4) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



5(13) 



/* Signals to/from the left are to/from the BSS ^ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 



Wait_For_Clear, 

DP O MidCall Active 



^Release 
transactiori 



lnt_Releasi 
Call 



lnt_Disconpect_ 
Leg 



IntExport^ 
Leg 



Release 
transactiori 




UUS_MSC_ 
pheck_UUS1 
LIUi 




Release 
transactiori 



cAmel_export 

LEG MSC 



lnt_Disconnect_ 
Leg ack / 



jToSubs_FSM 
See 3GPPTS 23.01? 



■(esult= 

^asst--^ 

No 

Yes 

- I 

lnt_gsmSSF 
Jnstance 

)P_OJVIidCairi ( 3 

Active f 

To Process 
'CAMEL O CHANGE OF POSITION MSC 




' See 3GPPTS 23.087 



Figure 4.30-5: Procedure CAMEL_0CH_LEG1_MSC (sheet 5) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



6(13) 














No 








Yes 


Hold 
reject 




^rocess_Holc 
_Request 



See 3GPP TS 23.083 



/* Signals to/from the left are to/from the BSS 
Signals to/from the right are to/from the Process 
Subs_FSM (See 3GPP TS 23.018). */ 



Wait_For_Clear, 

DP O MidCall Active 



^ Retrieve 
request 




>ECT 
request 



,MPTY 
request 



ECT 
request 



Yes 



No 



Firtocess_RetrieMe 
_Request 



Retrieve 
reject 



MPTY 
request 



Figure 4.30-6: Procedure CAMEL_0CH_LEG1_MSC (sheet 6) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



-BCIE 



See 3GPP TS L 
23.172 



> MODIFY 



Modify bearer (inactive) 

and 

radio parameters 



To destination 
exchange 



■ codec modification 

■ target codec 



BICC ARM 



7(13) 



/* Signals to/from the left are to/from the BSS K 
Signals to/from the right are to/from the Process 
Subs_FSM (See 3GPP TS 23.018). 7 



j Wait_For_Clear, 

I DP O MidCall Active 



BICC APM< 



MODIFY 



' From destination exchange 



codec modification 
target codec 



;See3GPPTS 
23.172 



Modify bearer (inactive) 

and 

radio parameters 



-BCIE 



Figure 4.30-7: Procedure CAMEL_0CH_LEG1_MSC (sheet 7) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



-BCIE 



See 3GPP TS 
23.172 



Modify bearer 
(active) 



success 



To destination 
exchange 



MODIFY 
COMPLETE 



BICCAPM 



CAMEL_0_ 
SCUDIF MSC; 



8(13) 



/* Signals to/from the left are to/from the BSS K 
Signals to/from the right are to/from the Process 
Subs_FSM (See 3GPP TS 23.018). 7 



Wait_For_Clear, 

DP O MidCall Active 



J From destination exchange 



BICC APM< 



MODIFY 
COMPLETE 



success 



jSeeSGPPTS 
23.172 



_ Modify bearer 
(active) 



-BCIE 



Figure 4.30-8: Procedure CAMEL_0CH_LEG1_MSC (sheet 8) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



9(13) 



Int ContinKfe 



Int Contini/e 



/* Signals to/from the left are to/from the BSS ^ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 



P_0_MidCall, 
Active 



lnt_ContinL 
With Argurngnt 



Int Error 



Continue 




_^efault CS 
landlir 



Wait_For_ 
Clear 



Release 



Release 

transactiori 




ibP_0_MidCali, 
1 _Alerting ; 



lnt_ContinL 
With Argument 



Int Error 



Continue 




Wait_For_ 
Answer 



Release 



Release 
transactiori 




Figure 4.30-9: Procedure CAMEL_0CH_LEG1_MSC (sheet 9) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



10(13) 



Int MidCalt; 



/* Signals to/from the left are to/from the BSS ^ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 



DP_0_MidCal LActive, 
Wait For Clear 



From MSC process 




Interdigit Timeout ^ start Interdigit 
is specified in , Timer 
Mid Call Criteria I I 



Add Digit to 
Digit String 



Trigger 




Continue 



Stop Interdigit 
Timer 



Stop Interdigit 
Timer 



lnt_DP_0_ 
MidCall 



Clear Digit 
String 



Clear Digit 
String 



DP_0_ 

MidCall 

Active 



Figure 4.30-10: Procedure CAMEL_0CH_LEG1_MSC (sheet 10) 
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Procedure CAMEL_0CH_LEG1_MSC 

I N 

/* A procedure in the MSC to i^_^ 

handle leg 1 in a CPH configuration. */ 



11(13) 



/* Signals to/from the left are to/from the BSS K 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated */ 



DP_0_MidCall_Active, 
Wait For Clear 



Internal 



lnt_DP_0_ 
MidCall 



Clear Digit 
String 



DP_0_ \ 

IVIidCall I 

Active I 



Interdigit 
'Timer 
expires 




Yes 



Clear Digit 
String 



Length of Digit String less than 
minimum number of digits? 



Figure 4.30-11: Procedure CAIVIEL_0CH_LEG1_l\flSC (sheet 11) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



12(13) 



/* Signals to/from the left are to/from the BSS ^ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 



DP_0_MidCalLAIerting 



lnt_EstablislC 

Temporary 

ConnectionX 



lnt_Connect_To_ 
Resource \ 



C>\MEL OCH Etc C 



To SELF 




MEL OCH C""R 



Result? 

Answer 



ELSE 



Fail 



Result := 
Answer 



Call Setup 
Failed 



;ToSubs_FSM 
See 3GPP TS 23.018 



Answer 




Figure 4.30-12: Procedure CAMEL_0CH_LEG1_MSC (sheet 12) 
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Procedure CAMEL_0CH_LEG1_MSC 

/* A procedure in the MSC to l\ 

handle leg 1 in a CPH configuration. *!' 



13(13) 



/* Signals to/from the left are to/from the BSS ^ 
Signals to/from the right are to/from the gsmSSF 
unless otherwise stated 7 



DP O MidCall Active 



lnt_Establis)/ 
Temporary 
M nn \ 



IntConnect^To^ 
Resource \ 



C/\MEL OCH ETC C/\MEL OCH C""R 



Wait For ACM 



lnt_Establis: 

Temporary^ 
Connection 



lnt_Connect_To_ 
Resource \ 



C/\MEL OCH ETC C 




MEL OCH C""R 



ELSE 



Fail 



Call Setup 
Failed 



;ToSubs_FSM 
See3GPPTS23.01J 




Figure 4.30-13: Procedure CAMEL_0CH_LEG1_MSC (sheet 13) 
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procedure CHECK_DIGIT_STRING_MSC 

r N 

/* A procedure in the MSC to check entered digits to see\ 
if the IVIidCall trigger criteria is met. 7 



1(1) 




Last digit(s) in Digit String : 
Cancel digit String? 



No 



Length of Digit String = 
length of Start Digit String? 



)rgit Strin 



Result := 
Abort 



StMJ^igit String? 
Yes 



Result := 
Continue 



Number of digits in Digit String 
Maximum number of digits 



Result := 
Trigger 



Enjl-ofreply digit No 



String preserjt-tfr 
MidCall triggefcriteria? 




Yes 



Yes 




Last digit(s) in Digit String : 
End of reply digit string? 



Length of Digit String less than 
minimum number of digits? 




Yes 



Result := 
Trigger 



No 



Result := 
Continue 




Figure 4.31-1: Procedure CHECK_DIGIT_STRING_MSC (sheet 1) 
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Process CAMEL_0CH_LEG2_MSC 

I r> 

/* A procedure in the MSC to i \ 
handle leg 2 of an active call. 7 



1(2) 



/* Signals to/from the left are to/from the gsmSSF [ 
Signals to/from the right are to/from the destination 
exchange unless otherwise stated 7 




Store Leg2 
Information 



Wait_For 
Clear 



Wait_For_Clear, 

DP O MidCall Active 



Release 



^lnt_Release 
Call 



UUS_MSC_ 

Check_UUS1 

UUI 



Release 



CAMEL_OCH 
MSC DISC2 




No 



J See 
3GPPTS 23.087 



Yes 



Reconnect 
:= True 

^ ^ 

bAMEL_OCHl 

RECONNECf 

MSC 




Reconnect 





Fail 



^lnt_Disconnfect 
Leg 



Release 



Jnt_Export 
Leg 



CAMEL_EXPOFiT 
LEG MSC 



>lnt MidCall 



lnt_Disconnect_ 
Leg ack 




DP_0_ 
': MidCall Active;' 



Int Error 




>lnt Continue 



Continue 



Release 



^lnt_Continu(i 
With Argum snt 



Release 



Wait_For 
Clear 



Figure 4.32-1 : Process CAMEL_0CH_LEG2_MSC (sheet 1) 
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Process CAMEL_0CH_LEG2_MSC 

I r> 

/* A procedure in the MSC to i \ 
handle leg 2 of an active call. 7 



lnt_Establish. 
> Tempo rary_ 
Connection 



CAMEL OCH ETC 



2(2) 



/* Signals to/from the left are to/from the gsmSSF ^ 
Signals to/from the right are to/from the destination 
exchange unless otherwise stated */ 



DP O MidCall Active 



y lnt_Connect_To_ 
Resource 



CAMEL OCH CTR 



Figure 4.32-2: Process CAMEL_0CH_LEG2_MSC (sheet 2) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



132 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_OCH_RECONNECT_MSC 

/* A procedure in the MSC to handle a i ^^ 
reconnection after leg 2 disconnects */ 



1(9) 



/* Signals to/from the right are 
to/from the destination exchange .*/ 



Result := 
Fail 




CAMEL_MO_ 
DIALLED SERVICtES 



No 




MCiBILE NUMBER 



F'ORTABILITY 
IN OQoD 



- - ^ See 3GPP TS 23.066 



Initial 
Address 



Destination address := 
lAM .Called Party Number 



CAMEL_Store. 
Destination 
Address 



(False, False) 



IWait_For_ACM| 

V I 



Figure 4.33-1: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 1) 
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Procedure CAMEL_OCH_RECONNECT_MSC 

/* A procedure in the MSC to handle a i ^^ 
reconnection after leg 2 disconnects */ 



Wait_For_ 
ACM 



Address 
Complete 



CAMEL_ 
Start_TNRy 



UTU2CNT ■- 



CAMEL_OCH 
N/SC ALERTINCfi 




Reconnect 



Wait_For_ 
Answer 



Fail, 
Release 



Result ■- 
Reconnect 



Result : 
Fail 




2(9) 



/* Signals to/from the right are 
to/from the destination exchange .*/ 



Connect 



Answer 




Figure 4.33-2: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 2) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



134 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_OCH_RECONNECT_MSC 

/* A procedure in the MSC to handle a i ^^ 
reconnection after leg 2 disconnects */ 



3(9) 



Wait_For_ 
ACM 



Release 



Yes 




CAMEL_OCH 
MSC1 




Result ■- 
Reconnect 




/* Signals to/from the right are 
to/from the destination exchange .*/ 




Release cause = 
no answer from user? 



No 



Result : 
Fail 



Figure 4.33-3: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 3) 
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Procedure CAMEL_OCH_RECONNECT_MSC 

/* A procedure in the MSC to handle a i ^^ 
reconnection after leg 2 disconnects */ 



4(9) 



Result := 
Reconnect 



/* Signals to/from the right are 
to/from the destination exchange .*/ 



Wait_For_ 
Answer 



Answer 




CAMEL_Stop 
_TNRy 



GAMEL_OCH 
MSC ANSWER 



Reconnect \^ Fail 
Result? 



Pass 



Handle_AoC_ 
MO MSC 



JSee3GPPTS23.018 



Store CW treatment 
indicator for this leg 
if received in S 112 



Result :-- 
Pass 



Result : 
Fail 




Figure 4.33-4: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 4) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



136 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_OCH_RECONNECT_MSC 

/* A procedure in the MSC to handle a i ^^ 
reconnection after leg 2 disconnects */ 



5(9) 



Release cause = 
no answer from user? 



/* Signals to/from the right are 
to/from the destination exchange .*/ 



_ DP_0_MidCall_Alerting, 
Wait For Answer 



Release 



Internal 



_TNRy 
Expired 




Release 




Yes 



CAMEL_OCH 
MSC1 



Result = 
connect? 



Yes 



Yes 



CAMEL_OCH 
MSC2 



Result = 
Reconnec 



No 



No 



Result = 
Fail 



Result ■- 
Reconnect 



Result : 
Fail 




Figure 4.33-5: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 5) 
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Procedure CAMEL OCH RECONNECT MSC 



6(9) 



/* A procedure in the MSC to handle a 
reconnection after leg 2 disconnects */ 



/* Signals to/from the right are K 
to/from the destination exchange; 
Signals to/from the left are 
to/from the gsmSSF .7 



DP_0_MidCalLAIerting, 
Wait_For_ACM, 
Wait For Answer 



>lnt_Disconnpct 
Leg 



Jnt_Release 
Call 



Release 



Release 



lnt_Disconnpct 
Leg ack 



Result : 
Fail 




Figure 4.33-6: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 6) 
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Procedure CAMEL OCH RECONNECT MSC 



/* A procedure in the MSC to handle a 
reconnection after leg 2 disconnects */ 



^lnt_Export 
Leg 




\MEL_EXPOFIT 
LEG MSC 



Yes 



Result := 
Fail 




>lnt Error 



^-Default calt 
^^landling 



Release 



Release 



Result : 
Fail 




DP_0_MidCall_Alerting, 
Wait For Answer 



>lnt MidCall 



DP_0_MidCall| 
_Alerting ! 



>lnt Continue 



Continue 



7(9) 



/* Signals to/from the right are K 
to/from the destination exchange; 
Signals to/from the left are 
to/from the gsmSSF .7 



jlnt_Continue 
With Argument 



Answer 



Wait_For_ 
Answer 



Figure 4.33-7: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 7) 
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Procedure CAMEL OCH RECONNECT MSC 



8(9) 



/* A procedure in the MSC to handle a 
reconnection after leg 2 disconnects */ 



/* Signals to/from the right are ^ 
to/from the destination exchange; 
Signals to/from the left are 
to/from the gsmSSF .7 



DP_0_MidCall_Alerting 



lnt_Establish 
> Tempo rary_ 
Connection 



>lnt_Connect 
Resource 



To 



CAMEL OCH ETC CAMEL OCH CTR 




Result := 
Answer 



To SELF ' Answer 



ELSE 



Fail 




Figure 4.33-8: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 8) 
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Procedure CAMEL OCH RECONNECT MSC 



9(9) 



/* A procedure in the MSC to handle a 
reconnection after leg 2 disconnects */ 



/* Signals to/from the right are ^ 
to/from the destination exchange; 
Signals to/from the left are 
to/from the gsmSSF .7 



DP O MidCall Active 



lnt_Establish 
> Tempo rary_ 
Connection 



Jnt_Connect_To_ 
Resource 



CAMEL OCH ETC CAMEL OCH CTR 



Figure 4.33-9: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 9) 
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Procedure CAMEL EXPORT LEG MSC 



1(2) 



!/* A procedure in the MSC to i 

: change the call segment for a leg. ' 



/* Signals to/from the left are to/from the old gsmSSF|^ 
Signals to/from the right are to/from the new gsmSSF 
unless otherwise stated 7 



(O 



Wait_For_ 
lmport_Leg 



lnt_lmport 
Leg 



Answer 



Store new 
gsmSSF 

ingtannp 



From destination exchange. 
Can only occur if Move Leg or 
Split Leg is performed on 
ICA-call during alerting phase. 



lnt_lmport 
Leg acl< 



lnt_Export 
Leg ack 



Result:= 
Pass 




Figure 4.34-1 : Procedure CAMEL_EXPORT_LEG_MSC (sheet 1) 
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Procedure CAMEL_EXPORT_LEG_MSC 

/* A procedure in the MSC to i\ 
change the call segment for a leg. */> 



2(2) 



/* Signals to/from the left are to/from the BSS. ^ 
Signals to/from the right are to/from the originating 
of destination exchange.*/ 



I Wait_For_ 
I Import^Leg 



This can be received if the 
procedure was called from 
CAMEL_0CH_LEG1_MSC or 
CAMEL ICH LEG2 MSC 



^Release 
Transaction 



Release 



This can be received if the 
^ procedure was not called from 
CAMEL_0CH_LEG1_MSC or 
CAMEL ICH LEG2 MSC 



Result:: 
Fail 




Figure 4.34-2: Procedure CAMEL_EXPORT_LEG_MSC (sheet 2) 
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Process CAMEL CHANGE OF POSITION MSC 



1(1) 



/* Process to handle handover indication within IVISC */ 



/* Signals to/from left are to/from the handover K 

process in MSC; signals to/from right are to/from either 
CAMEL_0_CHANGE_OF_POSITION_MSCor 
CAMEL T CHANGE OF POSITION MSC. V 



Null 



No 




Yes 



RELOCATION_REQUEST_ACKNOWLEDGE, 

HANDOVER_COMPLETE, 

HANDOVER_PERFORMED 

ProcGSS 

CAMEL_0_CHANGE_OF_POSITION_MSCor 
CAMEL_T_CHANGE_OF_POSITION_MSC 
exists for this subscriber? 



Relay signal 



Null 



Figure 4.35-1 : Process CAMEL_CHANGE_OF_POSITION_MSC (sheet 1) 
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Process CAMEL O CHANGE OF POSITION MSC 



1(2) 



/* Process in the MSC to handle i\ 
location information of the MO call */" 



/* Signals to/from left are to/from the process [\ 
CAMEL_CHANGE_OF_POSITION_MSC; 
signals to/from the right are to/from the gsmSSF, 
unless otherwise stated. */ 



Idle 



lnt_lnvoke_ / 
0_Change_Of_ 
Position_MS(\ 
/lonitot' Mode) 




Notify & continue 



Store 

criteria 

if present 



No 



bscriber 
Currently in UMJS — 
raBio-oebft^? 



Yes 



Idle 



LOCATION^ 

REPORTING: 

CONTROL 



^ToRNC 
Request type :="change of service area" 



Position_ 
Monitoring 



lnt_gsmSS[y_ 
Instance \ 



J From Procedure 
CAMEL OCH LEG1 MSC 



Store new 

gsmSSF 

instance 



Position_ 
Monitoring 



Figure 4.36-1 : Process CAMEL_0_CHANGE_OF_POSITION_MSC (sheet 1) 
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Process CAMEL O CHANGE OF POSITION MSC 



/* Process in the MSC to handle i\ 
location information of the MO call */" 



Position_ 
Monitoring 



RELOCATION 
>REOUEST 
ACKNOWLEDGE 



' From RNC 



^LOCATION 
REPORT 



(iheck_Criteria_. 
Change_Of_Posi|bn 




LOCATION, 
REPORTING, 
, CONTROL 



To RNC 
I Request type:= 
"change of service area" 



/* Signals to/from left are to/from the process [\ 
CAMEL_CHANGE_OF_POSITION_MSC; 
signals to/from the right are to/from the gsmSSF, 
unless otherwise stated. */ 



HANDOVER_COMPLETE, 
HANDOVER PERFORMED 



Obtain current 
position 



No 



Position_ 
Monitoring 



lrrt_lnvoke_ / 
0_Change_Of_ 
Position_MSC\ 
("Transterent") 



No Sdgscriber^ 
currently in UMTS 



raoio network? 
I Yes 

/location, 
< reporting: 

\ CONTROL 



Idle 



To RNC 

Request type:="stop" 



2(2) 



Figure 4.36-2: Process CAMEL_0_CHANGE_OF_POSITION_MSC (sheet 2) 
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Procedure Check_Criteria_Change_Of_Position 

/* Procedure in the MSC to check i _^ 
the criteria of reporting handover 
event to gsmSCF via CS_gsmSSF 7 



Result : 
Fail 




add 



met criterioh 
to met criteria 
list 



Result : 
Pass 



No 




Yes 




No 



No 



No 



1(1) 



Result : 
Pass 



Figure 4.37-1: Procedure Check_Criteria_Change_Of_Position (sheet 1) 
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Procedure CAMEL_0_SCUDIF_MSC 

/* Procedure in the MSC to i \ 

inform tlie gsmSSF tliat tlie bearer service of the' 
call has changed 7 



1(1) 



/* Signals to/from the left are K 
to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. */ 



No 



Result:= 
pass 





Int^DPjO^ 

Service_Ch9rige( Ieg1 



Result:= 
pass 




Figure 4.38-1 : Procedure CAMEL_0_SCUDIF_MSC (sheet 1) 
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4.5.2.2 Handling of mobile originating calls in the originating VLR 

The functional behaviour of the originating VLR is specified in 3GPP TS 23.018 [12]. The procedure specific to 
CAMEL are specified in this subclause: 

- Procedure CAMEL_OCH_VLR; 

- Process CAMEL_Reconnected_Call_VLR. 
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Procedure CAMEL OCH VLR 



Procedure in tfie VLR i\ 

to handle an outgoing call setup 



Result:= 
pass 




1(1) 



/* Signals to/from the left are 
to/from the MSC 7 




0-CSI or D-CSI present 
or N-CSI available received? 







r:?\ 




\/ 




Yy 


{ Wait for ^ 
I SIF0C_2 , 


















> Abort 

/ 
/ 




\ Send Info 
/For Outgo 
/ Cal 


ng 














Result:= 
fail 




Result:= 
pass 






Figure 4.39-1 : Procedure CAIVIEL_OCH_VLR (sheet 1) 
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Process CAMEL Reconnected Call VLR 



1(1) 



Process in the VLR i\ 
to handle Send_lnfo_ 
For Reconnected Call 



Signals to/from the left are 
to/from the MSC. 



Idle 



Send Info -or 
^Reconnected 
_Call 



Check_OG_ ] Check ODB and SS barring. 
Barring " i Specified in 3GPP TS 23.018 




<Send Info 
Reconn 
Call A ck 



Figure 4.40-1 : Process CAMEL_Reconnected_Call_VLR (sheet 1) 
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4.5.3 Retrieval of routeing information 

4.5.3.1 Retrieval of routeing information in the GMSC 

The functional behaviour of the GMSC is specified in 3GPP TS 23.018 [12]. The procedures specific to CAMEL are 
specified in this subclause: 

- Procedure CAMEL_Set_ORA_Parameters; 

- Procedure CAMEL_MT_GMSC_INIT; 

- Procedure CAMEL_MT_MSC_ALERTING; 

- Procedure CAMEL_MT_GMSC_ANSWER; 

- Procedure C AMEL_MT_GMSC_DISC 1 ; 

- Procedure CAMEL_MT_GMSC_DISC2; 

- Procedure CAMEL_MT_GMSC_DISC3; 

- Procedure CAMEL_MT_GMSC_DISC4; 

- Procedure CAMEL_MT_GMSC_DISC5; 

- Procedure CAMEL_MT_GMSC_DISC6; 

- Procedure CAMEL_MT_CTR; 

- Procedure CAMEL_MT_ETC; 

- Procedure CAMEL_Start_TNRy; 

- Procedure CAMEL_Stop_TNRy; 

- Procedure CAMEL_MT_GMSC_Notify_CF; 

- Procedure CAMEL_MT_LEG2_GMSC; 

- Process CAMEL_MT_LEG1_GMSC; 

- Procedure CAMEL_MT_RECONNECT_GMSC; 

- Procedure CAMEL_T_SCUDIF_MSC. 

NOTE: Procedure CAMEL_MT_GMSC_DISC3 applies to CAMEL Phase 1 only. 

The procedure Send_ACM_If_Required is specified in 3GPP TS 23.018 [12]. 

The procedure CAMEL_MT_LEG2_GMSC supervises the terminating party only. The process 
CAMEL_MT_LEG1_GMSC supervises the originating party only. Hence, signals from the destination exchange are 
received by the procedure CAMEL_MT_LEG2_GMSC and signals from the originating exchange are received by the 
process CAMEL_MT_LEG1_GMSC. 

The following paragraphs give details on the behaviour of the GMSC in the procedure CAMEL_MT_GMSC_INIT. 

4.5.3.1 .1 Action of the GMSC on receipt of lnt_Release_Call 

An ISUP Release message is sent to the originating exchange and resources are released. 

4.5.3.1 .2 Action of the GMSC on receipt of lnt_Error 

The GMSC checks the default call handling parameter in the T-CSI. 

If the default call handling is release call, an ISUP Release message is sent to the originating exchange. The MSC then 
releases all call resources and the procedure CAMEL_MT_GMSC_INIT returns result=fail. 
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If the default call handling is continue call, the MSC continues call handling without CAMEL support. 

4.5.3.1 .3 Action of the GMSC on receipt of lnt_Continue 

If an FTN has been stored then the information received from the HLR is used to overwrite the corresponding call 
parameters. Note that the MSISDN is replaced by the FTN as the called party number. The redirection counter is 
incremented. 

If no FTN has been stored then a Send Routeing Info information flow including a T-CSI suppression parameter is sent 
to the HLR. The Send Routing Info information flow includes an indication of which CAMEL Phases are supported by 
the GMSC/gsmSSF. 

4.5.3.1 .4 Action of the GMSC on receipt of lnt_Continue_With_Argument 

If an FTN has been stored then the information received from the HLR is used to overwrite the corresponding call 
parameters. The MSISDN is replaced by the FTN as the called party number. The redirection counter is incremented. 

If no FTN has been stored then a Send Routeing Info information flow including a T-CSI suppression parameter is sent 
to the HLR. The Send Routing Info information flow includes an indication of which CAMEL phases are supported by 
the GMSC/gsmSSF. 

The MSC shall replace the call parameters by the information received in the Int_Continue_With_Argument signal. 
Call parameters which are not included in the Int_Continue_With_Argument message are unchanged. 

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

4.5.3.1 .5 Action of the GMSC on receipt of lnt_Connect 

If the Destination Number received from the gsmSCF (via the gsmSSF) is the same as the ISUP called party number, 
i.e. the MSISDN, the following parameters, if received, are used to overwrite the corresponding ISUP parameters (for 
mapping see 3GPP TS 29.078 [36]): Calling Partys Category and Generic Number. If received, the Announcement 
Suppression Indicator is stored. The further processing is described in subclause 4.5.3. L3 with the addition that the 
Announcement Suppression indicator, if stored, is sent to the HLR in the Send Routeing Info message. 

If: 

the Destination Number received from the gsmSCF (via the gsmSSF) is not the same as the stored ISUP called 
party number, i.e. the MSISDN, and 

a CUG active indication was received from the HLR, and 

CUG information was received in the ISUP lAM for the incoming call; 

then an exception event is reported to the process CS_gsmSSF, an ISUP Release Message is sent to the originating 
exchange. The MSC then releases all call resources and the procedure CAMEL_MT_GMSC_INIT returns result=fail. 

Otherwise the following parameters, if received, are used to overwrite the corresponding ISUP parameters (for mapping 
see 3GPP TS 29.078 [36]): Destination Number, Calling Partys Category, Generic Number, Original Called Party ID, 
Redirecting Party ID and Redirection Information. Call parameters that are not included in the Int_Connect signal are 
unchanged. 

As a network operator option loop prevention mechanisms may cause the redirection information to be ignored or 
modified (e.g., if the Redirection counter has been decreased). 

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

The network signalling system shall indicate that this is an internal network number. 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 153 ETSI TS 123 078 V10.1.0 (2012-01) 

4.5.3.1 .6 Action of the GMSC on receipt of Send_Routeing_lnfo Negative Response (in 
state Wait_For_Routeing_lnfo_2) 

An exception event is reported to the process CS_gsmSSF. If the Announcement Suppression indicator has been 
received from the gsmSCF (via the gsmSSF) any announcements or tones shall be suppressed. 

4.5.3.1 .7 Action of the GMSC on receipt of Send_Routeing_lnfo ack with MSRN (in state 
Wait_For_Routeing_lnfo_2) 

An ISUP lAM with the MSRN as the called party number is constructed. 

4.5.3.1 .8 Action of the GMSC on receipt of Send_Routeing_lnfo ack with FTN (in state 
Wait_For_Routeing_lnfo_2) 

The information received from the HLR is used to overwrite the corresponding call parameters (for details see 3GPP 
TS 23.018 [12]). The redirection counter is incremented. 

4.5.3.1 .9 Action of the GMSC on receipt of Send_Routeing_lnfo ack with 0-CSI and/or 
D-CSI and FTN (at state Wait_For_Routeing_lnfo_2) 

The information received from the HLR is used to overwrite corresponding call parameters. The redirection counter is 
incremented. The Called Party Number is set to the FTN. The O-CSI and/or D-CSI is stored. 

4.5.3.1 .10 Action of the GMSC in procedure CAMEL_MT_ETC 

In the procedure CAMEL_MT_ETC (sheet 2) the GMSC will remain in the Wait_For_Assiting_Answer state until it 
receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for 
every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is 
between PLMNs. 

NOTE: This means that it may not be possible to access an SRF which does not generate an ISUP Answer 

Message (ANM). 

If a Progress Message is sent towards the MS the progress indicator shall indicate "In Band Information". 

4.5.3.1 .1 1 Action of the GMSC in procedure CAMEL_MT_GMSC_Notify_CF 

The Forwarding reason is taken from the Send Routeing Info ack information flow (for early call forwarding) or the 
Resume Call Handling information flow (for Optimal Routeing of Late Call Forwarding). 

The Int_DP_T_No_Answer signal and Int_DP_T_Busy signal include a parameter to indicate that the call has 
encountered conditional call forwarding. The gsmSSF will transfer this parameter to the Event Report BCSM 
information flow which it sends to the gsmSCF. 

4.5.3.1 .12 Action of the MSC on receipt of lnt_Disconnect_Leg (Leg 2) 

If the MSC receives Int_Disconnect_Leg (Leg 2) signal from the gsmSSF, in response to an Initial DP information 
flow, the MSC will continue the handling of the calling party (Legl) without routeing the call to a destination. 
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Procedure CAMEL_Set_ORA_Parameters 

/* Procedure in the GMSC ^\ ,^ 

to set CAMEL parameters for | I 

the procedure ObtainRouteingAddress. *) ^ 



Call referenoe 

^ Number>-' 

alldeated? 

-Mo- 



Allocate Call 
reference numbfer 



Yes 




1(1) 



Figure 4.41-1 : Procedure CAMEL_Set_ORA_Parameters (sheet 1) 
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Procedure CAMEL MT GMSC INIT 



/* Process in the GMSC l_. 
to perform CAMEL handling 
for a terminating call request */ 



1(8) 




/* Signals to/from the right are to/from 
the gsmSSF. */ 



Yes 



No 



CAMEL information 
Received in SRIack? 



T-CSI 



set 
CSI=T-CSI 



lnt_lnvoke 
gsmSSF 
(T-C SI) ' 



' wait_for;_ \ 
gsmSSFJnvok0d 




Yes 



5ontenfi 
SRIack 



T-CSI 

0-CSI and/or 
D-CSI 



T-CSI 
FTN 



Set 
CSI=T-CSI 



Set 
CSI=T-CSI 



Store 0-CSI 
and/or D-CSI 



Store FTN 




yes 



No 




Result:= 
MSRN 



Result:= 
GSM FTN 



No 

Result:= 
Fail 






FTN 
T-CSI 

0-CSI and/or 
D-CSI 



Set 
CSI=T-CSI 



FTN 

0-CSI and/or 

D-CSI 



Set 
CSI=0-CSI 
and/o r , D-CSI 



Store 0-CSI 
and/or D-CSI 
&FTN 



set redirection 
information 



Result:= 
GSM FTN 




Figure 4.42-1 : Procedure CAMEL_MT_GMSC_INIT (sheet 1) 
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Procedure CAMEL MT GMSC INIT 



/* Process in the GMSC |\ 
to perform CAMEL handling 
for a terminating call request *l\ 



j waitJor_ '; 
gsmSSFJnvok^d 



lnt_gsmSSP_ 
Invoked \ 



Answer_Receivecl 
False 



lnt_DP_Termination 
attemptAuthorized 



D/^_Terminatior^_ 
I attempt^ I 
V A Lithprized i 



lnt_DJsconnect_ 

Leg(leg2)\ 



lnt_Disconneqt_ 
Leg_ack 



Le02_Disconnected 



Int Continue 



2(8) 



Signals to/from the left are to/from[\ 
the orginating exchange; 
signals to/from the right are to/from 
the gsmSSF 



> Release 



lnt_T_Exception 



Result:= 
aborted 




lnt_ContinL 
With_Argument 



'Modify call 

parameters with 

received ir i formatilon' 



Result := 
Leg1_only 




Figure 4.42-2: Procedure CAIVIEL_l\flT_GIVISC_INIT (sheet 2) 
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Procedure CAMEL MT GMSC INIT 



3(8) 



/* Process in the GMSC |\ 
to perform CAMEL handling 
for a terminating call request */ 



D;^_Terminatiort_ 
, _Attempt_ : 
■ A uthorised ' 



Signals to/from the left are to/from[\ 

the orginating exchange; 

signals to/from the right are to/from 

the gsmSSF; 

if not otherwise stated. 



lnt_Continue;^ 
_With_ C 
_A rgLirTient \ 



Int Continde 



redi 



Modify call 
Parameters with 



on 





Modify call 

parameters 

with received 



i nforrn ation. 




Yes 



SetT-CSI 
suppression 



CLLMT_ 
GMSC 



MT/Roarr^ing 
Retry supported 



J See 3GPPTS 23.081 




Yes 



/Clear MT ._ 
Roaijiing Retry 

y No 

Yes 



Send 

Routeing 

Jnfo- 



Wair_For_ 
_Routeing 
Inf o ? 



jToHLR 



Int Conned 



Send_ACM_ J Procedure defined 
lf_Required '^ in 3GPPTS 23.018 



Yes DeStina" 




Origiriak^ Yes 

CalleiiParty Suljscribed 
Td^UG? 

No 



CAMEL_ 
_Modify_ 
CUG Info 




Modify call 

parameters 

with received 



No CUG in 

received ji: 
incomk^gcall? 

Yes 



information 



FTN:= 

Destination Routing 
A ddress I 



Result:= 
CAMEL FTN 



lnt_Exceptioi 



Result:: 
fail 





Figure 4.42-3: Procedure CAIVIEL_l\flT_GIVISC_INIT (sheet 3) 
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Procedure CAMEL MT GMSC INIT 



4(8) 



/* Process in the GMSC l\ 
to perform CAMEL handling 
for a terminating call request */ 



> Release 



lnt_DP_ 
T Abandoi 



Dp T Abandoiii 



Int continu 



Result:= 
aborted 




Signals to/from the left are to/fromQ 

the originating exchange; 

signals to/from the right are to/from 

thegsmSSF; 

if not otherwise stated. 



DP_Termination_Attempt_Authorised, 
Leg2_Disconnected 



Le02_Disconnected 



lnt_Disconnect__ 
Leg(leg1)\ 



lnt_Disconneet_ 
Leg_ack / 



lnt_Continu^ 
With_Argument 



DP_Termination_Attempt_Authorised, 
Leg2 Disconnected 



Int ReleaseCall 




-t:eg2_Disconnected? 
Yes 





Default Call 
Handling = Continue 
Call? 



Figure 4.42-4: Procedure CAMEL_MT_GMSC_INIT (sheet 4) 
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Procedure CAMEL_MT_GMSC_INIT 

/* Process in the GMSC ^ _, 
to perform CAMEL handling 
for a terminating call request */ 



lnt_Establish_ 

TemporarK 

Connection\ 



CylMEL MT ETC 



No 



5(8) 



Signals to/from the right are to/from 
thegsmSSF. 



DP_Termination_Attempt_Authorised, 

DP_T_Busy, 

Leg2_Disconnected 



lnt_ConneGLTo_ 
Resource \ 



CWMEL MT CTR 




Yes 



Result:: 
fail 




Figure 4.42-5: Procedure CAMEL_MT_GMSC_INIT (sheet 5) 
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Procedure CAMEL_MT_GMSC_INIT 

r N 

Process in the GMSC |\ 
to perform CAMEL handling^ 
for a terminating call request| 



Wait_For_ 

Route ing_ 

Info 2 



Send Routeing 

Info f-^--FromHLR 

Negative Resp onse 



lnt_DP_T_Busy 



_busy 



DP_T_Busy 



\_ 



6(8) 

Signals to/from the right are to/fromK 

thegsmSSF; 

if not otherwise stated. 



Int Release Call 



Result:= 
Fail 




Figure 4.42-6: Procedure CAMEL_MT_GMSC_INIT (sheet 6) 
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Procedure CAMEL_MT_GMSC_INIT 

/* Process in the GMSC ^ _, 
to perform CAMEL handling 
for a terminating call request 7 



7(8) 



/* Signals to/from the left are to/from[ 

the orginating exchange; 

signals to/from the right are to/from 

thegsmSSF; 

if not otherwise stated. 7 



Send Routi 
Info Ack 
/*FTN,7 



' Wait_For_ 
_Routeing_ 
\ Info ? 



'From HLR 



Send Routeing 
Info Ack 

/*FTN,0-CSr' 
and/or D-CSI 7 



r J From HLR 



Send Rout 
Info Ack 
/* MRRN 7 



tejng j 



From HLR 



Store 0-CSI 
and/or D-CSI 



Set redirection 
information 



Result:= 
GSM FTN 



Result:= 
MSRN 





Figure 4.42-7: Procedure CAMEL_MT_GMSC_INIT (sheet 7) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



162 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_MT_GMSCJNIT 

/* Process in the GMSC ^\ 
to perform CAMEL handling 
for a terminating call request */ 



DP_T_busy 



> Release 



Int Releaa 



Int T Abandon 



Result:: 
fail 



lnt_T_Excep|ton 



P_T_Abandoh 




Result:: 
fail 




8(8) 



Signals to/from the left are to/from^ 

the orginating exchange; 

signals to/from the right are to/from 

thegsmSSF; 

If not otherwise stated. 



Int Error < Int Contin^ l"L^°"''"^- 



With_Argument 



Int Connect 




Figure 4.42-8: Procedure CAMEL_MT_GMSC_INIT (sheet 8) 
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Procedure CAMEL MT MSC ALERTING 



1(3) 



/* Procedure in the MSC to i ;^ 
inform the gsmSSF that the 
call is in the alerting phase */ 



Answer 



/* Signals to/from the left are to/from [\ 
the originating exchange; 
signals to/from the right are to/from 
the terminating exchange if not 
otherwise stated. 7 



No 



gsmSSF 

~"~~~4civoked^ 



Results 
pass 



Yes 




lnt_DP_Call 
_Accepted 



> ^ to gsmSSF 



Dff_T_Call_Accepted 



^from gsmSSF 



Connect 



lnt_Continu^_ _ 
With_ArgumSrit 



Int continue 



Int Release< 



From BSS 



, _j From destination 
exchange 



Release 



Result=: 
Answer 



Result:^ 
pass 



Result:= 
release 






Figure 4.43-1 : Procedure CAMEL_MT_MSC_ALERTING (sheet 1) 
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Procedure CAMEL MT MSC ALERTING 



2(3) 



/* Procedure in the MSC to i ;^ 
inform the gsmSSF that the 
call is in the alerting phase */ 



/* Signals to/from the left are to/from [ 
the originating exchange; 
signals to/from the right are to/from 
the terminating exchange if not 
otherwise stated. */ 



From destination l . 
exchange 



DR_T_Call_Accepted 



' Internal 





lnt_Continue_ 
With_ArgumV|t 



Fail 



Reconnect 




Continue, 
Release 



Result:^ 
fail 



Result:= 
release 






Figure 4.43-2: Procedure CAMEL_MT_MSC_ALERTING (sheet 2) 
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Procedure CAMEL MT MSC ALERTING 



3(3) 



/* Procedure in the MSC to i ;^ 
inform the gsmSSF that the 
call is in the alerting phase */ 



/* Signals to/from the left are to/from [ 
the originating exchange; 
signals to/from the right are to/from 
the terminating exchange if not 
otherwise stated. */ 





V 






DP_T_Call_Accepted 


















-/! ^ From gsmSSF 

































lnt_Establish/^ 
Temporary V ' 
Connection \ 


--' 


lnt_Connect/fc 
Resource \ 


















c 


;amel_mt_ 


_ET 


: c 


AMEL_MT_CTR 






























// 














Fail 






Answer 


\ 


ELSE 


Result := 
fail 






Result ■- 
Answer 








/ 
















\ 








/ 


(/;) 




1 


] 



Figure 4.43-3: Procedure CAMEL_MT_MSC_ALERTING (sheet 3) 
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Procedure CAMEL MT GMSC ANSWER 



1(3) 



/* Process in the GMSC li 

to handle a 

terminating call request */ 



/* Signals to/from the left are to/from[ 
the originating exchange; 
signals to/from the right are to/from 
the terminating exchange if not 
otherwise stated. 7 



no 



Result:: 
pass 




lnt_DP_T_AnSwer- - ^ to gsmSSF 




Answer Received 
True 



|DPT Answer] 

I J 



Int Release- - 



Release 



-|n;-pontin^_ Int contin 
With_Argurhent ^ 



> Release 



CAMEL_MT 
(3MSC DISC 



J from gsmSSF 



^ net; 

jAivia^i 



Yes Yes J No 
Resulti\ \ .,--'Resulti 




Yes 



CAMELhandlirig? ' CAMEL_handling? 



No 



Release 



Result:= 
release 



Result:= 
pass 



Result:: 
fail 



No 



Result:= 
release 



Ariswer Received 
False 



Result:= 
reconnect 








Figure 4.44-1 : Procedure CAMEL_MT_GMSC_ANSWER (sheet 1) 
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Procedure CAMEL MT GMSC ANSWER 



2(3) 



/* Process in the GMSC li 

to handle a 

terminating call request */ 



Release 



Result:= 
release 




/* Signals to/from the left are to/from[ 
the originating exchange; 
signals to/from the right are to/from 
the terminating exchange if not 
otherwise stated. 7 



DP T Answer 



Int Error 



No 




Default call handling 
continue call ? 



Yes 



Results 
Pass 




Figure 4.44-2: Procedure CAMEL_MT_GMSC_ANSWER (sheet 2) 
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Procedure CAMEL_MT_GMSC_ANSWER 

/* Process in the GMSC ^ \ 

to handle a 

terminating call request */ 



3(3) 



lnt_Establisti 
Temporary^ 
CiannsctLori 



MEL MT El" 



No 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



DP T Answer 



lnt_Connect_To_ 
Resource \ 



CAMEL MT CTR 




Yes 



Result:: 
fail 




Figure 4.44-3: Procedure CAMEL_MT_GMSC_ANSWER (sheet 3) 
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Procedure CAMEL_MT_GMSC_DISC1 

i/* Process in the GMSC^\ 

to handle a 

terminating call request 7 



1(1) 



Int Error 



Result:= 
HormaLhandlinti 




'°^smSSI 
ivoked^- 



Yes 



lnt_DP_ \ 
TDisconneCT 
/*l e gld,= 1/7 



t Disconnect .I 



Int Release Call Int Continue 



Int Continue 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. */ 



Release 



From destination 
^ exchange or process 
MT CF MSC 



lnt_DP_ \ 
TDisconnecrf 
/*legld,= ?/7 



DP_ 
iT Disconneo 



Int Error 



Int Releas^Call 



CAM 



Result:= 
EL_Handlir)g 




Figure 4.45-1: Procedure CAMEL_MT_GMSC_DISC1 (sheet 1) 
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Procedure CAMEL_MT_GMSC_DISC2 

i/* Process in the GMSC^\ 

to handle a 

terminating call request 7 



Result:= 
riormaLhandlinh 




Int Connect 



Answer Received 
False 



CAMEL_ 
_Modify_ 
'"' JnicL 



Modify call 

parameters with 

received i n formatio 



Result:= 
reconnect 





1(2) 

/* Signals to/from the left are |\ 
to/from the originating exchange; 
signals to/from the right are 
to/from the gsmSSF 
if not othenwise stated. 7 



, ^tes 

lnt_^DP_ \ 
T_Disconnect 

riegld,= ?/7 



J Disconnect 2 



Int Error < Int Releas/call Int Continue I?,V5°"''"'C- . > Release 

- _ v_ _ H With_Argument / 



Result:= 
riormaLhandlinh 




lnt_DP_ ^ 
T_Disconne 



DP_ 
T Disconnect' 



Int Continue 



lnt_Contin 
With_Argurn^nt 



Int Error 



Int ReleaseCall 



Result:= 
C^MEL handling 




Figure 4.46-1 : Procedure CAMEL_MT_GMSC_DISC2 (sheet 1) 
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Procedure CAMEL_MT_GMSC_DISC2 

i/* Process in the GMSC^\ 

to handle a 

terminating call request 7 



DPI T Disconnect 2 



lnt_Establisl/ 
TemporaryXConnection 



CylMEL MT ETC 



No 



DP^T_Disconneqt_2 



Result= 
fail? 



lnt_Connec1^ 
To_RessoLH:ce 



CAMEL MT CIR 



Yes 



Result:: 
fail 




2(2) 



/'Signals to/from 

the right are to/from the 

gsmSSF.7 



Figure 4.46-2: Procedure CAMEL_MT_GMSC_DISC2 (sheet 2) 
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Procedure CAMEL_MT_GMSC_DISC3 

Procedure in the GMSC to handle \ 
premature release of a CAMEL call 



CAMTD3_1(1) 



No 




lnt_T_ 
Exception 



-^TogsmSSF 





Figure 4.47-1 : Procedure CAMEL_MT_GMSC_DISC3 (sheet 1) 
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Procedure CAMEL_MT_GMSC_DISC4 

/* Procedure in the GMSC^\ 

to handle a ' z' 

terminating call request */ I ( 



1(3) 



Int Connect 



CAMEL_ 
_Modify_ 
CUG Info 



Modify call 

fbarameters with 

received ir i formatlon 



Result:= 
reconnect 




/* Signals to/from the left are to/from[ 
the orginating exchange; 
signals to/from the right are to/from 
the gsmSSF. 7 



Result:: 
fail 



No 



gsmSSF 
tnyoked 



Yes 




lnt_DP_T_Busy 



DP_T_Busy 



m 



Int Continue 



lnt_Continu^ 
With_Argurnent 



Int Error 



Result:: 
fail 




Int Release Call 



Figure 4.48-1 : Procedure CAMEL_MT_GMSC_DISC4 (sheet 1) 
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Procedure CAMEL_MT_GMSC_DISC4 

/* Procedure in the GMSC^\ 

to handle a 

terminating call request */ 

DP_T_Busy 



2(3) 



Signals to/from the right are to/from| 
the gsmSSF if not otherwise stated. 



lnt_Establisl/ 

TemporarK 

Connectionx 



CAMEL MT ETC 



No 



lnt_ConneclLTo_ 
Resource \ 



CAMEL MT CIR 




Yes 



Result:: 
fail 




Figure 4.48-2: Procedure CAMEL_MT_GMSC_DISC4 (sheet 2) 
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Procedure CAMEL_MT_GMSC_DISC4 








3(3) 


/* Procedure in tlie GMSC > \ 

to handle a 

terminating call request */ 






Signals to/from the left are to/from[\ 
the orginating exchange; 
signals to/from the right are to/from 
thegsmSSF. 




DP_T_Busy 

V /' 














> Release 

/ 














lnt_DP_T_A^ 


andon 




\/ 




[i)P_T_Abandoh 




















lnt_continue 




lnt_Continu^ 
With_Argu)Tient 






/ 








\ 






Result:= 
fail 






(^ 









Figure 4.48-3: Procedure CAMEL_MT_GMSC_DISC4 (sheet 3) 
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Procedure CAMEL_MT_GMSC_DISC5 

I Process in the GMSC h 

jto handle a 

; terminating call request : 



1(3) 



Signals to/from the right are to/from |^ 

thegsmSSF; 

if not otherwise stated. 



No 



Result:= 
continue 



Release 





No 



Yes 



Release 



Jt 



Dip_T_No_AnsvJer 



X 



Int Connect 



H 



lnt_ContinL 
With_ArgurHgnt 

E 



Int Continue 



CAMEL_ 
_Modify_ 

r.\ \a Infn 



Modify call 
darameters witli 

UiypH infnrmaltnn 




Int Error 



Result:= 
release 




Result:= 
release 




; To process 
;MT CF MSC 



1 



lnt_Relea; 

r 



Call 



Figure 4.49-1 : Procedure CAMEL_MT_GMSC_DISC5 (sheet 1) 
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Procedure CAMEL_MT_GMSC_DISC5 

Process in the GMSC l\ 
to handle a 
terminating call request 



DPTNoAnsvyer 



lnt_Establish_ 

TemporarK 

Connectionx 



CAMEL MT ETC 



No 



DPTNoAnsWer 



lnt_ConneclLTo_ 
Resource \ 



CAMEL MT CIR 




Yes 



Result:= 
release 




2(3) 



Signals to/from the right are to/from 
the gsmSSF if notothenwise stated. 



Figure 4.49-2: Procedure CAMEL_MT_GMSC_DISC5 (sheet 2) 
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Procedure CAMEL_MT_GMSC_DISC5 

Process in the GMSC l\ 
to handle a 
terminating call request 



)P T 



DP T No Answer 



> Release 



Int DP T Abandon 



P_T_Abandoh 



Int continue 



lnt_ContinL 
WithArgument 



Result:: 
fail 




3(3) 



Signals to/from the left are to/from^ 

the orginating exchange; 

signals to/from the right are to/from 

the gsmSSF; 

If not otherwise stated. 



Figure 4.49-3: Procedure CAMEL_MT_GMSC_DISC5 (sheet 3) 
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Procedure CAMEL_MT_GMSC_DISC6 

i/* Process in the GMSC^\ 

to handle a 

terminating call request 7 



No 



Result:= 
continue 




1(1) 



/* Signals to/from the right are to/from[ 

thegsmSSF; 

if not otherwise stated. 7 




Yes 



Int DP T Aliandon 



[:j)P_T_Abandon 



Int continue 



lnt_Continue_ 
WithArgument 



Result:: 
fail 




Figure 4.50-1 : Procedure CAMEL_MT_GMSC_DISC6 (sheet 1) 
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Procedure CAMEL MT ETC 



1(4) 



Procedure in the GMSC 
to handle a temporary 
connection 



True 



lnt_TC_ 
Released 



Release 



Release 



Result:^ 
pass 




Signals to/from the left are to/from [ 
the originating exchange; 
signals to/from the right are 
to/from the gsmSSF; 
if not otherwise stated. 



Initial 
Address 



Send_ACM_ 
lf_Required 



I Wait_For_ 
,Assisting_ACM 



To CAMEL_ 

Assisting_MSC 

orSRF. 



Procedure defined 
in 3GPPTS 23.018 



> Release 



Answer 
eceived 



ToCAMEL_ 
>ssisting_MSC 
orSRF 



J To SELF 



Release 



From CAMEL_ 
^Assisting_MSC 
orSRF 



Int ETC Failei 



False 



Int DP T Abandon 



Result:^ 
pass 



|DP_T_Abandor 

''V 




Int continue 



lnt_Continui 
With_Argumi 



Release 



ToCAMEL_ 
^Assisting_MSC 
orSRF 



Result:^ 
fail 




Figure 4.51-1 : Procedure CAMEL_MT_ETC (sheet 1) 
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Procedure CAMEL MT ETC 



Procedure in the GMSC 
to handle a temporary 
connection 



Signals to/from the left are to/from ^ 

the originationg exchange; 

signals to/from the right are 

to/from the CAMEL_Assisting_MSC or SRF. 



2(4) 



[ Wait_For_ i 
iAssisting_ACM; 



Address 
Complete 



Connect 



Wait_For 

Assisting 

Answer 




36thwa 
through connecti^rr 
requi r 



J Procedure defined 
in 3GPPTS 23.018 




No 



Send_ACM_ 
lf_Required 




Progress 



Procedure defined 
in3GPPTS23.018 



lnt_Temporarv 
Connection y 
Established/ 



Send_Network 

Connect_lf_ 

Required 



Procedure defined 
in 3GPPTS 23.018 



/ Tempo rary_ 
I Connection_ 
V Established 



Figure 4.51-2: Procedure CAMEL_MT_ETC (sheet 2) 
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Procedure CAMEL MT ETC 



3(4) 



Procedure in the GMSC 
to handle a temporary 
connection 



Signals to/from the left are to/from [ 
the orinating exchange; 
signals to/from the right are 
to/from the gsmSSF; 
if not otherwise stated. 



Tempo rary_Connection_Established 
Wait_For_Assisting_Answer 



> Release 



Release 



FromCAMEL_ 
'Assisting_MSC 
orSRF 



lnt_Disconne; 

Forward_ 

Connection 




True 



false 



lnt_TC_ 
Released 



lnt_TC_ 
Released 



lnt_DP_T_ 
Abandon 



Result:^ 
pass 



ToCAMEL_ 

Assisting_MSC 

orSRF 



Release 



lnt_TC_ 
Released 



Release 



f 



\ 



IDP T Abandon 




Result:= 
pass 




Release 



Result :: 
pass 



ToCAMEL_ 
^Assisting_MSC 
orSRF 



-^ To SELF 




Figure 4.51-3: Procedure CAMEL_MT_ETC (sheet 3) 
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Procedure CAMEL MT ETC 



4(4) 



Procedure in the GMSC 
to handle a temporary 
connection 



Signals to/from the left are to/from [ 
the orinating exchange; 
signals to/from the right are 
to/from the gsmSSF; 
if not otherwise stated. 



Temporary_Connection_Established, 

Wait_For_Assisting_ACM, 

Wait_For_Assisting_Answer 



Release 



\ J From outgoing leg. 
-^ 'ISUP 



Connect 



Answer 



Connect 



From outgoing leg 
MSinVMSC. [ 

BSSAPorRANAP 



lnt_TC_ 
Released 



Release 



ToCAMEL_ 
^Assisting_MSC 
orSRF 



Result := 
Answer 



lnt_TC_ 
Released 




Release 



Release 



To CAMEL_ 

Assisting_MSC 

orSRF 



To SELF 



Result :: 
pass 




Figure 4.51-4: Procedure CAMEL_MT_ETC (sheet 4) 
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Procedure CAMEL_MT_CTR 

Procedure in the GMSC to handle^ 
a Connect To Resource operation 



lnt_SRF_ / 
Connectiottr " 
Failure, IX 



J from SRF 



Int CTR Faifed 



Result:= 
continue 




1(5) 



Signals to/from the left are [\ 

to/from the originating exchange; 
signals to/from the right are to/from 
the gsmSSF if not othenwise stated. 



lnt_lnvoke_ 
SRF 



Await_SRF_i 
., Initialisation,,! 



lnt_SRF_ / 
Connected^ 



QonnectSRFtci 
the call 



J To SRF 



From SRF 



Send_ACM_ _ J Procedure defined 
lf_Required in 3GPP TS 23.018 




Yes 



$end_Networl<. 
Connect_lt 
luired 



R equi 



J Procedure defined 
in 3GPPTS 23.018 



Int SRF Connected 



relay 



Figure 4.52-1 : Procedure CAMEL_MT_CTR (sheet 1) 
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Procedure CAMEL_MT_CTR 

I N 

Procedure in the GMSC to handle i '^ 
a Connect To Resource operation 1 



2(5) 



Relay 



Signals to/from the left are Q 

to/from the originating exchange; 
signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 



Release 



' From SRF 



Int SRF Released 



Result:= 
pass 




lnt_Disconnei 

Forward_ 

Connection 



EL_Disconn£i(;t_ 
CTR SRF 



Int SRF Released 



Result:= 
pass 



jiease 




True 



EL_Disconn4tt_ 
CTR SRF 




To SELF 



Release 



'DP_T_Abandon 
1 ^DFC 



lnt_Continu^ 
With_Argumkit 



Int continue 



Wait_For_Disconn^ct_ 
Forward Connection 



lnt_Disconnect_ 
Fonward Cohinection 



CA M E L_D isconn4(pt_ 
CTR SRF 



Int SRF Released 



Result:= 
Fail 




Figure 4.52-2: Procedure CAMEL_MT_CTR (sheet 2) 
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Procedure CAMEL_MT_CTR 

I N 

Procedure in the GMSC to handle ^ 
a Connect To Resource operation 



3(5) 



Signals to/from the right are to/from[ 

thegsmSSF. 

Signals to/from the left are to/from 

theSRF. 



Relay 



lnt_Play_ / 
Announcement 



lnt_Prompt/ 

And_Colle&L 

LforrrStion 



lnt_Play_ 
Announcehient 




Jnt_Specialized_ 
Ressource_Report 



lnt_Prompt_ 
And Collect 



mation 



lnt_Specialized_ 
RessourceJ^eport 



Z User_ 

lnt_Prompt^ 
And Collect, 



lnt_Prompt_ 
>And_Collect_ 

Jnforimation ack 



nation ack 



Relay 



Figure 4.52-3: Procedure CAMEL_MT_CTR (sheet 3) 
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Procedure CAMEL_MT_CTR 

Procedure in the GMSC to handle' \ 
a Connect To Resource operation 



4(5) 



Signals to/from the left are l\ 

to/from the originating exchange; 
signals to/from the right are to/from 
the gsmSSF if not otherwise stated 



Await SRF Initialislation 



> Release 



True 




CA|vlEL_Disconn^ct_ 
CTR SRF 



Int SRF Released 



To SELF 



Release 



Result : 
pass 




False 



Int DP T Aoandon 



P_T Abandoh 
SRF 



Int continue 



lnt_Continue_ 
With_Argument 



CA|VIEL_Disconn^ct_ 
CTR SRF 



Int SRF Released 



Result : 
Fail 




Figure 4.52-4: Procedure CAMEL_MT_CTR (sheet 4) 
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Procedure CAMEL_MT_CTR 

I N 

Procedure in the GMSC to handle i '^ 
a Connect To Resource operation 1 



From outgoing leg. 
ISUP 



- - Release 



C/.l 



EL_Disconne(;t_ 
CTR SRF 



Int SRF Released 



3iease 



To SELF I Release 



Result :■- 
pass 




5(5) 



Signals to/from the left are K 

to/from the originating exchange; 
signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 



Relay, 

Await SRF Initialisation 



Connect 



Answer 



From outgoing leg 
MSinVMSC. [ 

BSSAPorRANAP 



CAM E L_Disconn4?t_ 
CTR SRF 



Int SRF Released 



Result ■- 
Answer 




J From outgoing leg. 
ISUP 



Connect 



Figure 4.52-5: Procedure CAMEL_MT_CTR (sheet 5) 
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Procedure CAMEL_MT_GMSC_Notify_CF 



1(2) 



/* Procedure in the GMSC > \ 
to notify the gsmSSF that 
a call has encountered 
conditional call forwarding */ 



Yes 





No 



/* Signals to/from the left arefX 
to/from the originating MSC; 
signals to/from the right are 
to/from the gsmSSF 
unless marked othenwise V 



CFNRy 



ELSE 



CD 



CFB, 
CFNRc 




FTN as a result of 

the first SRI and TDP 12 

has been triggered? 



Int^DP^ \ 
T_No_Answ©r 
(CF) , / 



lnt_DP_ 
T_Busy(CF; 



DP T CCF 



Yes 



Result := 
Continue 











> Release 

/ 






lnt_DP_T \ 
Abandon / 


\ 


/ 



lnt_ 
Continue 



lnt_Continu 

_With_ 

_ArgurTient 



lnt_^ 
Connect 




lnt_Releasj 
Call 



CAMEL_ 

Modify^ 

CUG Info 



DP T Abando 



T 



'Modify call 'Modify call 

parameters with parameters with 

ren leivftd informati on' rec leived irifnrmati on' 



Int continue 



lnt_Continue_ 
With_Argument 



To proces 
MT CF MSC 



CF 
cancelled 



Destirration numt^er = 
catledMSISDN? 

Yes 



To proces 
MT CF MSC 



No 



CF 

cancelled 



Release call 
resources 



Release call 
resources 



Result:= 
Fail 



Result:= 
Continue 



Result;= 
Reconnect 



Result:= 
Release 







Figure 4.53-1 : Procedure CAMEL_MT_GMSC_Notify_CF (sheet 1) 
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Procedure CAMEL_MT_GMSC_Notify_CF 



/* Procedure in the GMSC > ^ 
to notify the gsmSSF that 
a call has encountered 
conditional call fonwarding 7 



To process l_ CF 

MT CF MSC' cancelled 



Release call 
resources 



Result:= 
Release 




Yes 



Result:= 
Continue 




2(2) 



/* Signals from the right areL 

from thegsmSSF, 

unless marked otherwise 7 




Default call handling : 
continue call ? 



Figure 4.53-2: Procedure CAMEL_MT_GMSC_Notify_CF (sheet 2) 
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Procedure CAMEL_MT_LEG2_GMSC 

/* A procedure in the GMSC to i \ 
handle leg 2 of an active call. 7 



1(3) 



/* Signals to/from the left are to from the gsmSSF;^ 
Signals to/from the right are to/from the destination 
exchange; unless otherwise stated. 7 



Wait^For_ 
Clear 



Wait^For_Clear, 
DP T MidCall Active 




Release 



lnt_Releas|e 
Call 



Jnt_Disconhect 
Leg 



Jnt_Export 
Leg 



CAMEL_MT 
(3MSC Disci 



Release 



Release 



lnt_Disconhect_ 
Leg ack 



0AMEL_EXPORT 
_LEG_MSC 





Yes 




CAMEL_MT_ 
ECONNECT 

niyiso 




N° Result 
^"--^assZ 



Yes 

pP_T^MidCall; 
Active 



Reconnect ^^-^"^ Fail 
Result? 




>lnt Continue 



Pass 




Wait_For_ 
Clear 




^ lnt_Contin 
With Argu 



ue 
rnent 



>lnt MidCall 



Int Error 



3B"efSufe„. 
d^dlipg""^ 



Release 
Release 



f A 

I Wait^For^^ \ 
Clear 




Figure 4.54-1 : Procedure CAMEL_MT_LEG2_GMSC (sheet 1) 
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Procedure CAMEL_MT_LEG2_GMSC 

/* A procedure in the GMSC to i \ 
handle leg 2 of an active call. 7 



lnt_Establi 

^Temporary 

i^onnectiorri 



3h 



CAMEL MT ET 



2(3) 



/* Signals to/from the left are to from the gsmSSF;^ 
Signals to/from the right are to/from the destination 
exchange; unless otherwise stated. 7 



DP T MidCall Active 



^ lnt_Connect 
Resource 



To 



MEL MT CTR 



Figure 4.54-2: Procedure CAMEL_MT_LEG2_GMSC (sheet 2) 
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Procedure CAMEL_MT_LEG2_GMSC 

/* A procedure in the GMSC to i \ 
handle leg 2 of an active call. 7 



3(3) 



Wait_For_Clear, 
DP T MidCall Active 



>BICCAPM 



BICC ARM 



I > ^ From originating/destination exchange 



codec modification 
target codec 



> BICC ARM 



;See3GPPTS 
23.172 



Modify bearer 
(inactive) 



success 



jSeeSGPPTS 
23.172 



Modify bearer 
(active) 



\ JTo destination/originating 
I exchange 



codec modification 
target codec 



BICC ARM 



success 



CAMEL_T_ 
SCUDIF MSC; 



Figure 4.54-3: Procedure CAMEL_MT_LEG2_GMSC (sheet 3) 
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Process CAMEL_MT_LEG1_GMSC 

/* A process in the GMSC to ^\ 

handle leg 1 in a CPH configuration. */ " 



1(5) 



Active 



Wait_For_ 
Clear 



See3GPPTS23.018 



See3GPPTS23.018 



/* Signals to/from the left are to/from ^ 

the originating exchange; Signals to/from the right 
are to/from the gsmSSF unless otherwise stated. */ 



Store Leg1 
information 




Wait_For_ 
ACM ! 



Address 
Complete 



Connect 



$end_Network_ 

Connect_if_ 

Required 



Send_ACM_ 
lf_Required 



Wait_For_ j Wait_For_ 

Answer I \ Clear / 



JSee3GPPTS23.018 



Answer 



Send_Answer_ 
lf_Required 



Wait_For_ 
Clear 



Figure 4.55-1 : Process CAMEL_MT_LEG1_GMSC (sheet 1) 
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Process CAMEL_MT_LEG1_GMSC 

/* A process in the GMSC to ^\ 

handle leg 1 in a CPH configuration. */ " 



> Release 



CAMEL_MT 
GMSC DISCS 



From gsmSSF ^ 



Answer j- 

i 



Int Error 



lnt_Disconnect 
Leg 



Release 



lnt_Disconnec 
Leg_ack 



2(5) 



/* Signals to/from the left are to/from ^ 

the originating exchange; Signals to/from the right 
are to/from the gsmSSF unless otherwise stated. */ 



Wait_For_ACM, 

Wait_For_Answer, 

DP_T_MidCall_Alerting 



DP_T_MidCall 
! _Alerting 




Int Continui 



Continue 



Wait_For 
Answer 



lnt_Release/ 
Call ^ 



Release 



Wait_For_Answer, 
DP_T_MidCall_Alerting 



lnt_Continu^ 
With ArgurPCTit 



Int MidCalh 



DP_T_MidCall 
_Alerting j 



Figure 4.55-2: Process CAMEL_MT_LEG1_GMSC (sheet 2) 
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Process CAMEL_MT_LEG1_GMSC 

/* A process in the GMSC to ^\ 

handle leg 1 in a CPH configuration. */ " 



3(5) 




> Release 



CAMEL_MT_ 
GMSC DISC1 



Int Error 





/* Signals to/from the left are to/from ^ 

the originating exchange; Signals to/from the right 
are to/from the gsmSSF unless otherwise stated. */ 



Wait_For_Clear, 

DP T MidCall Active 



lnt_Release/ 
Call 



Release 



' DP_T_MidCall 
\ Active 



Int Corrtinu 



efault Caff 
andling--'' 



Continue 



Release 



Release 



Wait_For 
Clear 



lnt_Disconnpct 
Leg 



Release 



lnt_Export 
Leg 



CAMEL_EXPOBlr 
LEG MSC 



lnt_Disconneci 
Leg ack 




Yes 




DP_T_MidCallj 
I _Active I 



lnt_Continu^ 
With Argument 



Int MidCall < 



Figure 4.55-3: Process CAMEL_MT_LEG1_GMSC (sheet 3) 
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Process CAMEL_MT_LEG1_GMSC 

/* A process in the GMSC to ^\ 

handle leg 1 in a CPH configuration. */ " 



4(5) 



/* Signals to/from the left are to/from ^ 

the originating exchange; Signals to/from the right 
are to/from the gsmSSF unless otherwise stated. */ 



DP_T_MidCall_Alerting 



lnt_Establislv 
Tempo raryA^ 
Connection 



lnt_Connect/ro_ 
Resource \ 



To SELF 



CAMEL MT ETC CAMEL MT CTR 




Result := 
Answer 



-Answer 



Fail 



ELSE 



Figure 4.55-4: Process CAMEL_MT_LEG1_GMSC (sheet 4) 
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Process CAMEL_MT_LEG1_GMSC 

/* A process in the GMSC to l\ 

handle leg 1 in a CPH configuration. *!' 



5(5) 



/* Signals to/from the left are to/from ^ 

the originating exchange; Signals to/from the right 
are to/from the gsmSSF unless othenwise stated. 7 



DP T MidCall Active 



lnt_Establis|:i_ 

Temporary\^ 
Connectionx 



lnt_ConneclLTo_ 
Resource \ 



CAMEL MT ETC CAMEL MT CTR 



Wait For ACM 



lnt_Establis|/ 
Temporaryx^ 
Connection \ 



lnt_Connect_To_ 
Resource \ 



CAMEL MT ETC CAMEL MT CTR 




ELSE 



Fail 



Figure 4.55-5: Process CAMEL_MT_LEG1_GMSC (sheet 5) 
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Procedure CAMEL_MT_RECONNECT_GMSC 

/* A procedure in the GMSC to handle a i \ 
reconnection after leg 2 disconnect. */ 1 



1(7) 



See 3GPP TS 23.079 ' 



See3GPPTS23.018' 



Fail, 
Aborted 



Result : 
Fail 




Pass, 
Forward 



Initial Address 
(Routeing 
Address) / 



(:AMEL_Store 

Destination_ 

Address 



(OR, False) 



Wait_For_ 
ACM 



pR_Set_ORA. 
Parameters 



/* Signals to/from the right are to/from 
the destination exchange. */ 



Obtain_Routeing_Address 
(Called party address. Reference address, 
OR, Own PLMN, Routeing address. 
Destination address. Result) 




Routeing 
Number 



Initial Addresk 
(Routeing y 
Address) / 



Figure 4.56-1: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 1) 
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Procedure CAMEL_MT_RECONNECT_GMSC 

/* A procedure in the GMSC to handle a i \ 
reconnection after leg 2 disconnect. */ 1 



2(7) 



Reconnect 



/* Signals to/from the right are to/from 
the destination exchange. */ 



Wait_For_ 
ACM 



Address 
Complete 



Connect 



CAMEL_Start 
_TNRy 



CAMEL_MT_ 
SC ALERTINCfi 



Answer 




Fail, Release 



Result : 
Fail 



Answer 




CAMEL_Stop 
_TNRy 



CAMEL_MT_ 
GMSC ANSWEf^ 



Reconnect 




Fail, Release 



Result := 
Reconnect 



Set destination 

address 

parameter 



Result :-- 
Pass 



Result : 
Fail 






Figure 4.56-2: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 2) 
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Procedure CAMEL_MT_RECONNECT_GMSC 

/* A procedure in the GMSC to handle a i \ 
reconnection after leg 2 disconnect. */ 1 



Fail 



Result := 
Fail 




Wait_For_ACM, 
Wait_For_Answer 






j 












Resume / 
Call < 
Handling \ 



Resume call 
■- True 



OR_Handle 
RCH 



Reconnect 




Pass 



Result := 
Reconnect 



Wait_For 
ACM 




3(7) 



/* Signals to/from the right are to/from 
the destination exchange. */ 



' See 3GPPTS 23.079 



Refuse 



Figure 4.56-3: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 3) 
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Procedure CAMEL_MT_RECONNECT_GMSC 

/* A procedure in the GMSC to handle a i \ 
reconnection after leg 2 disconnect. */ 1 



4(7) 



Wait_For_Answer, 
DP_T_MidCall_Alerting 



TNRy 
Expired 



' Internal 



Release 



Release 



Yes 



No 




CAMEL_MT_ 
3MSC DISC4 



Yes 



Yes 



Result := 
Fail 




No 



Result ■- 
Reconnect 



Result : 
Fail 




/* Signals to/from the right are to/from [\ 
the destination exchange; Signals 
to/from the left are to/from the gsmSSF. 
unless otherwise stated. */ 



Wait_For_ACM, 

Wait_For_Answer, 

DP_T_MidCall_Alerting 



^lnt_Release 
Call 



^lnt_Disconnect 
Leg 



Release 



Release 




Release cause 
= No answer 
from user? 



lnt_Disconnect 
Leg ack 



Figure 4.56-4: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 4) 
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Procedure CAMEL_MT_RECONNECT_GMSC 

/* A procedure in the GMSC to handle a i \ 
reconnection after leg 2 disconnect. */ 1 



5(7) 



Release 



Release 



Result := 
Fail 




Jnt_Export 
Leg 



MEL_EXPOFIT 
LEG MSC 




Yes 




>lnt Continue 



Continue 



/* Signals to/from the right are to/from 
the destination exchange; 
Signals to/from the left are to/from 
thegsmSSF. 7 



Wait_For_Answer, 
DP_T_MidCall_Alerting 



'DP_T_MidCaHj 
I _Alerting ' 



^lnt_Continue 
With Argument 



Wait_For_ 
Answer 



>lnt MidCall 



Answer 



/ Resume Call / 
Handling / 



Figure 4.56-5: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 5) 
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Procedure CAMEL_MT_RECONNECT_GMSC 

/* A procedure in the GMSC to handle a i \ 
reconnection after leg 2 disconnect. */ 1 



6(7) 



/* Signals to/from the right are to/from 
the destination exchange; 
Signals to/from the left are to/from 
thegsmSSF. 7 



DP_T_MidCall_Alerting 



lnt_Establish. 
> Tempera ry_ 
Connection 



^lnt_Connect_To_ 
Resource 



c;amel mt etc camel mt ctr 



To SELF 




Fail 




ELSE 



Figure 4.56-6: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 6) 
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Procedure CAMEL_MT_RECONNECT_GMSC 

/* A procedure in the GMSC to handle a i \ 
reconnection after leg 2 disconnect. */ 1 



7(7) 



lnt_Establish_ 
> Temporary^ 
Connection 



CIAMEL MT ETC 



/* Signals to/from the right are to/from 
the destination exchange; 
Signals to/from the left are to/from 
thegsmSSF. 7 



DP T MidCall Active 



^ lnt_Connect 
Resource 



To 



CAMEL MT CTR 



Figure 4.56-7: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 7) 
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Procedure CAMEL_T_SCUDIF_MSC 

/* Procedure in the MSC to i\ 

inform tlie gsmSSF tliat tlie bearer service of the' 
call has changed 7 



1(1) 



/* Signals to/from the left are K 
to/from the BSS; signals to/from 
the right are to/from the gsmSSF if 
not otherwise stated. */ 



No 



Result:= 
pass 





Int^OPJlX 

Service_Charige( Ieg2 ] 



Result:= 
pass 




Figure 4.57-1: Procedure CAMEL_T_SCUDIF_MSC (sheet 1) 
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4.5.3.2 Retrieval of routeing information in the HLR 

The functional behaviour of the HLR is specified in 3GPP TS 23.018 [12]. The procedures specific to CAMEL are 
specified in this subclause: 

- Procedure CAMEL_HLR_INIT; 

- Procedure CAMEL_CSI_Check_HLR; 

- Procedure CAMEL_0_CSI_CHECK_HLR; 

- Procedure CAMEL_D_CSI_CHECK_HLR; 

- Procedure CAMEL_T_CSI_CHECK_HLR; 

- Procedure CAMEL_CHECK_SII2_CDTI. 

The procedure CAMEL_Provide_Subscriber_Info is specified in subclause 4.5.9. 
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Procedure CAMEL HLR INIT 



Procedure in the HLR to l\ 
handle a request for routeing 
information for an MT call. 



Nd 



No 



N& 



No 




Yes 

Trig^ring criteria 




Yes 

Triggering criteria_ 
"fulfilled? 



Yes 

/ISC- 
l^u "sopports CAiyifiL 
^hase^ 

Yes 

suppcSfted^SIs 

for^AMEL phasS^T 

sufficieffl? 



No 
GW1SC\^ 
"^upiports CAMEL 
phases 

J Yes 

CAMEL phas&3_ 
sufficien 




"^tJpports CAMtL 
"pTiase^^ 




Yes 

CAMEL plTase,2 



sufficient? 




No 
/ISC\^ 
"^opports CAMtL 
phase 1 

J Yes 

CAMEL phasej_ 
"^"sufficiejit?''' 

No 




No 



No 



Yes 



Yes 



Yes 



Yes 



1(2) 



Result:: 
pass 




Figure 4.58-1 : Procedure CAMEL_HLR_INIT (sheet 1) 
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Procedure CAMEL_HLRJNIT 

I r> 

Procedure in the HLR to l\ 
handle a request for routeing 
information for an MT call. 



2(2) 




ODB 

Set negative 
response: 
Call Barred 



Continue 



to 



Normal call 
ing accordii 



handl 



8 



m 



Network 
specific 



etwork specifip 
handling 



Result:: 
fail 



Result:= 
pass 




The network specific handling 

shall include the result of the procedure 

CAMEL_HLR_INIT (fail, pass) 



Figure 4.58-2: Procedure CAMEL_HLR_INIT (sheet 2) 
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Procedure CAMEL_CSI_Check_HLR 

/* This procedure in the HLRi '^ 
to perform the handling for a 
forwarded CAMEL call. */ 



QAMEL_^T_CS|I 
CHECK HL 




^-Resull 
^T-CSI/ 
aotiye? 
Yes T 



C(AMEL_0_CE 
CHECK HLF 



No 



CAMEL_D_CS 
CHECK HLF 



Result:= 
CSI active 



Result:= 
CSI not active 





1(1) 



Figure 4.59-1 : Procedure CAMEL_CSI_Check_HLR (sheet 1) 
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Procedure CAMEL O CSI CHECK HLR 



/* Procedure in the HLR to check i\ 
the 0-CSI and set the 0-CSI 
parameter for SRI ack accordingly. */ 



1(1) 




Set 0-CSI 

parameter 

(note 1 , note 2) 




Note 1 : 

In case of GSM call fonwarding, as an implementation option, the HLR may perform conditional triggering check 

for DP Collected Info services in 0-CSI. 

If the check passes, 0-CSI shall be sent to the GMSC without conditional triggering criteria for DP Collected info 

If the check fails, DP Collected Info triggers shall not be sent to the GMSC. 

Note 2: 

The HLR shall not send 0-CSI data to the GMSC if the GMSC does not support O-CSI or the CAMEL phase 

indicated in CAMEL Capability Handling of 0-CSI. 



Figure 4.60-1: Procedure CAMEL_0_CSI_CHECK_HLR (sheet 1) 
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Procedure CAMEL_D_CSLCHECK_HLR 

/* Procedure in the HLR to check i\ 
the D-CSI and set the D-CSI 
parameter for SRI ack accordingly. */ 




present and active? 
Yes 



Set D-CSI 

parameter 

(s e e N ot e 1 ) 




No 



1(1) 



Note 1 : K 

The HLR shall not send D-CSI data to the GMSC if the GMSC does not support D-CSI or the CAMEL phast 
indicated in CAMEL Capability Handling of D-CSI. 



Figure 4.61-1 : Procedure CAMEL_D_CSI_CHECK_HLR (sheet 1) 
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Procedure CAMEL T CSI CHECK HLR 



/* Procedure in the HLR to ' ' 

check the T-CSI and set the SRI ack 
parameter accordingly 7 




No 

'Criteria" 
No "^aoDlicable? 



reCrtured? 
Yes 

rec|uested Domain:: 
circuit switched 



CAMEL_Provido_ 
!:ubscriber Info 



Set T-CSI 
parameter 



Result:= 
T-CSI active 




1(1) 



No 



Yes 



No 



Result:= 
continue 




Figure 4.62-1 : Procedure CAMEL_T_CSI_CHECK_HLR (sheet 1) 
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Procedure CAMEL_CHECK_SII2_CDTI 

/* Procedure in the HLR or MSC to ^\ 
determine if tlie SII2 allows or disallows 
invocation of Call Forwarding or Call 
Deflection. 7 



1(1) 



Yes 




Call Diversion Treatment 
Indicator present in SII2? 



Call Diversion Treatment 
Indicator set to Call 
Diversion allowed? 




Yes 



Result : 
Fail 



Result :: 
Pass 




Figure 4.63-1: Procedure CAMEL_CHECK_SII2_CDTI (sheet 1) 
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4.5.3.3 Handling of provide roaming number request in the VLR 

The functional behaviour of the VLR is specified in 3GPP TS 23.018 [12]. The procedure specific to CAMEL is 
specified in this subclause: 

- Procedure CAMEL SET SOA. 
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Procedure CAMEL_SET_SOA 

Procedure in the VLR to set the^^ 
suppression of announcement 
indicator as required for this call 



No 



Suppression ot 
announcement 




Suppression of 

""afyjouncemefrt 

reCfuired? 

Yes 

Suppression of 
announcement 
required:=true 




1(1) 



Figure 4.64-1 : Procedure CAMEL_SET_SOA (sheet 1) 
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4.5.4 Handling of mobile terminating calls 

4.5.4.1 Handling of mobile terminating calls in the terminating VMSC 

The functional behaviour of the terminating VMSC is specified in 3GPP TS 23.018 [12]. 

The behaviour specific to CAMEL is: 

the inclusion of the O-CSI and/or D-CSI parameter in the Perform Call Forwarding information flow sent to the 
process MT_CF_MSC if O-CSI and/or D-CSI was received in the Send Info For Incoming Call ack information 
flow; 

the requirement to suppress the connection of announcements or tones if the VLR includes the suppression of 
announcements parameter in the Send Info For Incoming Call negative response information flow. 

The processes and procedures specific to CAMEL are specified in this subclause: 

- Procedure CAMEL_ICH_VLR; 

- Procedure CAMEL_0_CSI_Check_VLR; 

- Procedure CAMEL_D_CSI_Check_VLR; 

- Procedure CAMEL_VT_CSI_Check_VLR; 

- Procedure CAMEL_ICH_MSC_INIT; 

- Procedure CAMEL_MT_VMSC_Notify_CF; 

- Procedure CAMEL_ICH_LEG2_MSC; 

- Procedure CAMEL_ICH_LEG2_CF_MSC; 

- Process CAMEL_ICH_LEG1_MSC; 

- Procedure CAMEL_ICH_RECONNECT_MSC; 

- Process CAMEL_T_CHANGE_OF_POSITION_MSC. 

The procedure CAMEL_ICH_LEG2_MSC supervises the terminating party only. The procedure 
CAMEL_ICH_LEG2_CF_MSC supervises the forwarded-to party only. The process CAMEL_ICH_LEG1_MSC 
supervises the originating party only. Hence, signals from the BSS are received by the procedure 
CAMEL_ICH_LEG2_MSC, signals from the destination exchange are received by the procedure 
CAMEL_ICH_LEG2_CF_MSC and signals from the originating exchange are received by the process 
CAMEL_ICH_LEG1_MSC. 

4.5.4.1 .1 Action of the VMSC in procedure CAMEL_MT_VMSC_Notify_CF 

The Forwarding reason is taken from the Complete Call information flow from the VLR. 

The Int_DP_T_No_Answer signal and Int_DP_T_Busy signal include a parameter to indicate that the call has 
encountered conditional call forwarding. The gsmSSF will transfer this parameter to the Event Report BCSM 
information flow which it sends to the gsmSCF. 

4.5.4.1 .2 Action of MSC on receipt of lnt_Disconnect_Leg (Leg 2) 

If the MSC receives Int_Disconnect_Leg (Leg 2) signal from the gsmSSF, in response to an Initial DP information 
flow, the MSC will continue the handling of the calling party (Legl) without routeing the call to a destination. 
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4.5.4.1 .3 Procedure CAMEL_ICH_LEG2_MSC 

The Int_DTMF_Digit_Received information flow is received from an internal process in the MSC that receives DTMF 
signalling from the MS. The handling of the internal process that receives DTMF signalling is out of scope of the 
present document. The playing of the received DTMF tones to the other parties in the call segment is out of scope of the 
present document. 

4.5.4.1 .4 Process CAMEL_T_CHANGE_OF_POSITION_MSC 

The signals HANDOVER COMPLETE and HANDOVER PERFORMED are specified in 3GPP TS 48.008 [39]. 
Signals RELOCATION REQUEST ACKNOWLEDGE, LOCATION REPORT and LOCATION REPORTING 
COMMAND are specified in 3GPP TS 25.413 [33]. 
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Procedure CAMELJCH_VLR 

/* This procedure is called in i \ 
ICH_VLR (in 3GPP TS 23.018) 7' 



> Abort 



Result:= 
FAIL 




VJVfgCA/LR 
supports 
lel 



No 




Continue 

CAMEL 

Handling 



/ Wait Jo r_ \ 
\ _SIFIC_2 I 



Send Info 
Incoming 



Results 
Pass 



For 
Call 




1(1) 



/* Signals to/from the left 
are to/from the MSC. 7 



Result:= 
Pass 




Figure 4.65-1 : Procedure CAMEL_ICH_VLR (sheet 1) 
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Procedure CAMEL_0_CSLCHECK_VLR 

I r> 

Procedure in the VLR to check i\ 
the 0-CSI and set the 0-CSI 
parameter for SIFIC ack accordingly.! 




Xes^ 



Set 0-CSI 
parameter 




No 



1(1) 



Figure 4.66-1: Procedure CAMEL_0_CSI_Check_VLR (sheet 1) 
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Procedure CAMEL D CSI CHECK VLR 



/* Procedure in the VLR to check i \ 
the D-CSI and set the D-CSI ^ 

parameter for SI FIG ack accordingly. *) 




No 



1(1) 



Figure 4.67-1 : Procedure CAMEL_D_CSI_Check_VLR (sheet 1) 
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Procedure CAMEL VT CSI CHECK VLR 



/* Procedure in the VLR to ' \ 

check the VT-CSI and set the SIFIC ack| 
parameter accordingly 7 



Check basic service code criteria^ 
Check VT-CSI in VMSC-B 




Yes 



Set VT-CSI 
parameter 



Result:: 
CCH 




1(1) 



No 



Yes 



No 



No 



Result:= 
continue 




Figure 4.68-1 : Procedure CAMEL_VT_CSI_Check_VLR (sheet 1) 
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Procedure CAMEL_ICH_MSCJNIT 

/* Process in the VMSC-B^\ 

to handle a 

terminating call request 7 



set 
CSI=VT-CSI 



lnt_lnvoke 
gsmSSF 

l( VT-C SI) / 



I waitLjor_ \ 
gsmSSFJnvok^d 



1(5) 



/* Signals to/from the right are to/fro 
the gsmSSF 7 



Figure 4.69-1 : Procedure CAMEL_ICH_MSC_INIT (sheet 1) 
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Procedure CAMELJCH_MSCJNIT 

/* Process in the VMSC-B^\ 

to handle a 

terminating call request */ 



j wait_for_ ; 
gsmSSFJnvoked 











lnt_gsmSSI^ 
Invoked \ 






CalLActive := 
False 







lnt_DP_Termi,nation 
Attempt_Autc)rized 



DPTermination 
I Attempt_ ! 
- A Lito r ized J 



lnt_Disconnect_ 

Leg(leg2)\ 



lnt_Disconneqt 
Leg_ack 



f \ 

Led2 Disconnected 



2(5) 



/* Signals to/from the left are to/from[ 
the orginating exchange; 
signals to/from the right are to/from 
the gsmSSF */ 



> Release 



lnt_T_Exceptfen 



Result:= 
aborted 




Int Continue 



e 



lnt_Continue_ 
WithArgument 



'Modify call 

parameters with 

redoived iriformatilon' 



Result := 
Leg1_only 




Figure 4.69-2: Procedure CAMEL_ICH_MSC_INIT (sheet 2) 
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Procedure CAMEL ICH MSC INIT 



/* Process in the VMSC-B l\ 

to handle a 

terminating call request 7 



lnt_Continue_ 
_With_ < 
ArgnmftntX 



redi 



Modify call 
Parameters with 



ton 



Set VT-CSI 
suppression 



Result:= 
MSRN 




QI^Termination 
i _Attempt„ ; 
\ Authorised 



Int Continue 




^ 



Yes 



Modify call 
parameters 
with received 



inforni ation. 



3(5) 



/* Signals to/from the left are to/from[ 

the orginating exchange; 

signals to/from the right are to/from 

thegsmSSF; 

if not otherwise stated. 7 



Int Connect 



Send_ACM_ 
lf_Required 



Dest ination Numt^r = 
caHe^JVISipmi? 

No 



\ Procedure defined 
in3GPPTS23.018 




^^.Ofiginal^^^^ Yes 

Calletl Party Subscribed 

ToQUG? 



No 



CAMEL_ 
_Modify_ 
CUG Info 



No jCtfGirlfo 
^--receivedjrjX 
incofninq call? 



Modify call 

parameters 

with received 



inforniation 



FTN:= 

Destination Routing 

Address 



Yes 



lnt_Exceptio 



Result:= 
Reconnect 



Result:: 
fail 





Figure 4.69-3: Procedure CAMEL_ICH_MSC_INIT (sheet 3) 
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Procedure CAMEL ICH MSC INIT 



4(5) 



/* Process in the VMSC-B 

to handle a 

terminating call request */ 



> Release 



lnt_DP_ 
T Abandon 



PPJ 



P T Abandoi 



Int contini 



Result:= 
aborted 




/* Signals to/from the left are to/from[ 

the orginating exchange; 

signals to/from the right are to/from 

thegsmSSF; 

if not otherwise stated. */ 



DP_Termination_Attempt_Authorised, 
Leg2_Disconnected 



Le^2_Disconnecled 



DP Termination Attempt_Authorised, 
Leg2_Disconnected 




lnt_Continue_ 
WithArgument 



Result:= 
Aborted 




Default Call 
Handling = Continue 
Call? 



Figure 4.69-4: Procedure CAMEL_ICH_MSC_INIT (sheet 4) 
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Procedure CAMELJCH_MSCJNIT 

/* Process in the VMSC-B^\ 

to handle a 

terminating call request */ 



lnt_Establishl 

TemporarK 

Connections 



CAMEL MT ETC 



No 



5(5) 



/* Signals to/from the right are to/from[ 
the gsmSSF. 7 



DP_Termination_Attempt_Authorised, 

DP_T_Not_Reachable, 

Leg2_Disconnected 



lnt_ConnecLTo_ 
Resource \ 



CAMEL MT CIR 




Yes 



Result:: 
fail 




Figure 4.69-5: Procedure CAMEL_ICH_MSC_INIT (sheet 5) 
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Procedure CAMEL_MT_VMSC_Notify_CF 



/* Procedure in the VMSC l\ 
to notify the gsmSSF that 
a call has encountered 
conditional call forwarding 7 



1(2) 




/* Signals to/from the left are[ 
to/from the VMSC; 
signals to/from the right are 
to/from the gsmSSF 
unless marked otherwise 7 



'gsmSSF 
invoked? 

Yes 



No 



CFNRy 



lnt_DP_ \ 
T_No_Answre^ 

I (OF) / 




CFB, 

CFNRc, 

CD 



Result := 
Continue 




> Release 



lnt_Continu@_ 
_With^ < 
_A rgur r ient\ 



Int Continue 



lnt_DP_T_ 
Abandon 



Dp T Abandon 



Int Connect 



CAMEL_ 
_Modify_ 
CUG Info 



lnt_Release^ 
Call \ 



red! 



'Modify call 
barameters with 



Int Continue 



lnt_Continue_ 
With_Argum,ent 



To process | ^CF 

MT CF MSC' cancelled 



Release call 
resources 



Result:: 
Fail 



Ion 



Modify call 
barameters with 



Release 



To process L _ CF 

MT CF MSC' cancelled 



Release call 
resources 



Result:= 
Continue 



Result:= 
Reconnect 



Result:: 
Fail 







Figure 4.70-1 : Procedure CAMEL_MT_VMSC_Notify_CF (sheet 1) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



229 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_MT_VMSC_Notify_CF 



2(2) 



/* Procedure in the VMSC l _ 
to notify the gsmSSF that 
a call has encountered 
conditional call fonwarding 7 



/* Signals to/from the left are[ 
to/from the VMSC; 
signals to/from the right are 
to/from thegsmSSF 
unless marked otherwise 7 



No 



Release 




Default call handling : 
continue call ? 



To process L _ CF 

MT CF MSC' cancelled 



Release call 
resources 



Yes 



Result:: 
Fail 



Result:= 
Continue 





Figure 4.70-2: Procedure CAMEL_MT_VMSC_Notify_CF (sheet 2) 
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Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 



1(9) 



/* Signals to/from the left are to/from the gsmSSF;[ 
Signals to/from the right are to/from the BSS; 
unless otherwise stated. 7 



lnt_MidCalL 
Criteria_Request 



j Wait_For_ i 
MidCall Criteria 



^lnt_MidCalL 
Criteria ack 



lnt_MidCalL 
^Criteria negative 
response " 



Jnt_MidCall 
Criteria 



Store MidCall 
Criteria 



MidCall armed 
:= True 



^ lnt_Cancel 
MidCall 



MidCall armed 
:= False 



Store MidCall 
Criteria 



MidCall armed 
:= True 




MidCall armed 
:= False 



Clear Digit 
String 



Stop Interdigit 
Timer 



Figure 4.71-1 : Procedure CAMEL_ICH_LEG2_MSC (sheet 1) 
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Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 





Release / 
transaction 



CAMEL_MT_ 

GMSC disc:! 




Yes 



See 3GPPTS 23.087 



See 3GPPTS 23.093 



To Subs_FSM 

See 3GPPTS 23.018 



UUS_MSC_ 
Oheck_UUS1 

uui L 



CBS_Checl< 
Last Call 



-Call cleared 




2(9) 



/* Signals to/from the left are to/from the gsmSSF;[ 
Signals to/from the right are to/from the BSS; 
unless otherwise stated. 7 



Wait_For_Clear, 
DP T MidCall Active 



lnt_Release 
Call 



Release 
transaction 




Jnt_Disconnect 
Leg 



Release 
transaction 




lnt_Disconnect_ 
Leg ack 



Figure 4.71-2: Procedure CAMEL_ICH_LEG2_MSC (sheet 2) 
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Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 



3(9) 

/* Signals to/from the left are to/from the Subs_FSM|\ 
(See 3GPP TS 23.018); Signals to/from the right are 
to/from the BSS; unless otherwise stated. */ 



Wait_For_Clear, 
DP T MidCall Active 



Hold 
Request 



/Hoi 
s^pportei 




Retrieve 
Request 



ECT 

request 



IMPTY 
request 



No 

Hold 
reject 




ECT 

request 



MPTY 
request 



Yes 



rocess_Holc 
_Request 



Yes 



Pi)ocess_RetrieMe 
_Request 



No 



Retrieve 
reject 



See 3GPP TS 23.083 



Figure 4.71-3: Procedure CAMEL_ICH_LEG2_MSC (sheet 3) 
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Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 



-BCIE 



SeeSGPPTS 
23.172 



Modify bearer (inactive) 

and 

radio parameters 



To originating 
exchange 



codec modification 
■ target codec 



MODIFY 



BICC APM 



4(9) 



/* Signals to/from the left are to/from the Subs_FSM[ 
(See 3GPP TS 23.018); Signals to/from the right are 
to/from the BSS; unless otherwise stated. 7 



Wait_For_Clear, 
DP T MidCall Active 



>BICCAPM- 



MODIFY 



^ From originating exchange 



codec modification 
target codec 



; SeeSGPPTS 
23.172 



Modify bearer (inactive) 

and 

radio parameters 



BCIE 



Figure 4.71-4: Procedure CAMEL_ICH_LEG2_MSC (sheet 4) 
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Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 



BCIE 



See 3GPP TS 
23.172 



MODIFY 
COMPLETI 



Modify bearer 
(active) 



To originating ^ 
exchange 



success 



BICC ARM 



CAMEL_T 
SCUDIF MSO 



5(9) 



/* Signals to/from the left are to/from the Subs_FSM[ 
(See 3GPP TS 23.018); Signals to/from the right are 
to/from the BSS; unless otherwise stated. 7 



Wait_For_Clear, 
DP T Mid Call Active 



>BICCAPM 



MODIFY 
COMPLETI 



' From originating exchange 



success 



;See3GPPTS 
23.172 



Modify bearer 
(active) 



-BCIE 



Figure 4.71-5: Procedure CAMEL_ICH_LEG2_MSC (sheet 5) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



235 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 



6(9) 




/* Signals to/from the left are to/from the gsmSSF;[ 
Signals to/from the right are to/from BSS; 
unless otherwise stated. 7 



Wait_For_Clear, 
DP T MidCall Active 



DP_T^MidCall| 
Active i 



, lnt_Export 
Leg 



>lnt MidCalil 



>lnt Continue 



,MEL_EXPORT 
LEG_MSC 



No 



ftesult= 
^PasS/-^ 

Yes 

lnt_gsmS^F 
Instance 



P_T_MidCall 
Active 



t 
J 



' To ProcGSS 

' CAMEL T CHANGE OF POSITION MSC 




pAMELJCH_ 
RECONNECT 

J MSC L 



Reconnect .,--^"~~-\ Fall 
Result? 





y lnt_Contin 
With Argu 



ue 
rnent 



>lnt Error 



^°^m8itc^ 

d^dlipg"' 
Release 



Release 
transaction 



! ^ 

I Wait_For 1 

I Clear 





Figure 4.71-6: Procedure CAMEL_ICH_LEG2_MSC (sheet 6) 
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Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 



7(9) 



/* Signals to/from the left are to/from the gsmSSF;[ 
Signals to/from the right are to/from BSS; 
unless otherwise stated. 7 



DP_T_MidCalLActive, 
Wait For Clear 



From MSC process ^ 



Int DTMF 




False 



Interdigit Timeout 
is specified in 
MidCall Criteria 



Start Interdigit 
Timer 



Add Digit to 
Digit String 



(tHECK_DIGIT 
STRING MSC; 



Trigger ^\ Continue 
^ Result? ^ 



Stop Interdigit 
Timer 



Abort 

Stop Interdigit 
Timer 



lnt_DP_T_^ 
MidCall 



Clear Digit 
String 



Clear Digit 
String 



DP_T_ 
MidCall 
V Active 



Figure 4.71-7: Procedure CAMEL_ICH_LEG2_MSC (sheet 7) 
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Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 



8(9) 



/* Signals to/from the left are to/from the gsmSSF;[ 
Signals to/from the right are to/from BSS; 
unless otherwise stated. 7 



DP_T_MidCalLActive, 
Wait For Clear 



Internal 



Interdigit 
> Timer 
expires 



No StartSfring 
pfes^t in Mi^Gall 
triggfer-cfiteria? 

Yes 



Length of Digit String less 
than length of Start String? 




Length of Digit String less than 
minimum number of digits? 



Yes 



lnt_DP_T_ 
Mid Call 



Clear Digit 
String 



Clear Digit 
String 



DP_T_ 

MidCall 
Active 



Figure 4.71-8: Procedure CAMEL_ICH_LEG2_MSC (sheet 8) 
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Procedure CAMEL_ICH_LEG2_MSC 

r N 

/* A procedure in the MSC to i\ 
handle leg 2 of an active call. *} 



lnt_Establi3h_ 

^Temporary 
Connection 



MEL MT ET 



9(9) 



/* Signals to/from the left are to/from the gsmSSF;L 
Signals to/from the right are to/from BSS; 
unless otherwise stated. 7 



DP T MidCall Active 



^lnt_Connect 
Resource 



To 



CAMEL MT CTR 



Figure 4.71-9: Procedure CAMEL_ICH_LEG2_MSC (sheet 9) 
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Procedure CAMELJCH_LEG2_CF_MSC 

I N 

/* A procedure in the MSC to i \ 
handle a forwarded leg 2 of 
an active call. */ 



1(2) 



/* Signals to/from the left are to/from the gsmSSF; | 
Signals to/from the right are to/from MT_CF_MSC; 
unless otherwise stated. 7 




Wait_For 

_Fon«ard 

Clear 



Release 




Disco nnsct 



Wait_For_Forward_Clear, 
DP T MidCall Active 



^lnt_Release 
Call 



CAMEL_MT_ 

3MSC disc; 



Release 



Release 





lnt_Disconn^ct_ 
Leg ack 



Yes 



CAMELJCH 
RECONNECT 
MSC 



Reconnect 






> Int Continu(i 



Wait_For 

_Forward 

V Clear y 




^lnt_Export 
Leg 



MEL_EXPOFIT 
LEG MSC 




Yes 



DP_T_MidCall | 
Active 



^lnt_Continuf! 
With Argument 



Continue 



>lnt MidCall 



DP_T_MidCall'; 
Active 




> Int Error 



Default CalK 
iandling---^ 



Wait_For 

_Forward 

Clear 



Release 




Figure 4.72-1 : Process CAMEL_ICH_LEG2_CF_MSC (sheet 1) 
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Procedure CAMELJCH_LEG2_CF_MSC 

r N 

/* A procedure in the MSC to i \ 
handle a forwarded leg 2 of 
an active call. */ 



2(2) 



lnt_Establish. 
> Tempo rary_ 
Connection 



CIAMEL MT ETC 



/* Signals to/from the left are to/from the gsmSSF; 
Signals to/from the right are to/from MT_CF_MSC; 
unless otherwise stated. */ 



DP T MidCall Active 



, lnt_Connect 
Resource 



To 



CAMEL MT CTR 



Figure 4.72-2: Process CAMEL_ICH_LEG2_CF_MSC (sheet 2) 
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Process CAMEL_ICH_LEG1_MSC 

/* A process in the MSC to i\ 

handle leg 1 of a CPH configuration. */" ^ 



Active 



Wait_For_ 
Clear 



See3GPPTS23.018 



See3GPPTS23.018 



Store Leg1 
information 




Set-up 



Abort 



Wait_For_ 
Alerting 



Alerting 



Send_ACM_ 
lf_Required 



Wait_For_ 
Answer 



Answer 



Send_Answer 
lf_Required 



{ \, 

Wait_For_ 

Clear 



1(5) 



/•Signals to/from the left are to/from the GMSC; ^ 
Signals to/from the right are to/from the gsmSSF; 
unless otherwise stated. */ 



JTo VLR 



Connect 



Send_Network 

Connect_lf_ 

Required 



--^See3GPPTS 23.018 



Wait_For_ 
Clear 



Figure 4.73-1 : Process CAMEL_ICH_LEG1_MSC (sheet 1) 
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Process CAMELJCH_LE 


G1. 


_MSC 










2(5) 


/* A process in the MSC to 




/'Signals to/from the left are to/from the GMSC; ^ 


handle leg 1 of a CPH configuration. */ 






Signals to/from the right are to/from the gsmSSF; 
unless otherwise stated. */ 










/ \ 




Wait For Alerting, 












Wait For Answer, 










/ 




DP_T_MidCall_Alerting 




NroI 


sase 






lnt_Disconn^_ 




Int Release/ 












Leg 


\ 




Call 


r^ 






CAME 


L_MT_ 






( Release 


^ Release 








3MSC_DISCe 






















Int Disc 


onnecK 














Leg_ack / 










/ 








/ 


/ 

\ 








^FromgsmSSF 




DP T 
I _Ale 


MidCalll 
rting ) 


'' 


Wait For Answer, 
DP_T_MidCall_Alerting 






/ ' / 
^ - Answer 


Int Continue( 


—y 


!nt_Con 


tinu^ 




Int Mid 


3all< 






/ 






\ 


With Argumew 




\ 
























\ 


■' 




' \ 












DP T MidCalll 










\ 


/ 


i _Alerting I 










< 




1 \ 
Wait For 






. Answer 







Figure 4.73-2: Process CAMEL_ICH_LEG1_MSC (sheet 2) 
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Process CAMEL_ICH_LEG1_MSC 

/* A process in the MSC to i\ 

handle leg 1 of a CPH configuration. */" 



> Release 



CAMEL_MT_ 
GMSC DISC1 



Int ContinueC 



lnt_Export 
Leg 



MEL_EXPOR!ir 
LEG MSC 



No 




Yes 



jDP_T_MidCall_ 
Active 



DP_T_MidCall 
Active 



lnt_Continu^ 
With Argument 



/•Signals to/from the left are to/from the GMSC; ^ 
Signals to/from the right are to/from the gsmSSF; 
unless otherwise stated. */ 



Wait_For_Clear, 

DP T MidCall Active 



Int MidCall < 



Wait_For_ 
Clear 



Int Error 




^-JHandling 
Release 

Release 



lnt_Release/ 
Call 



Release 



lnt_Disconngct 
Leg 



Release 



lnt_Disconnecl 
Leg ack 



; DP_T_MidCall| 
_Alerting I 



Int Error 



Continue 



Wait_For_ 
Answer 




Release 



3(5) 



Figure 4.73-3: Process CAMEL_ICH_LEG1_MSC (sheet 3) 
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Process CAMEL_ICH_LEG1_MSC 

/* A process in the MSC to i\ 

handle leg 1 of a CPH configuration. */" 



4(5) 



/•Signals to/from the left are to/from the GMSC; ^ 
Signals to/from the right are to/from the gsmSSF; 
unless otherwise stated. */ 



DP_T_MidCall_Alerting 



lnt_Establislv 
Temporary^ 
Connection 



lnt_Connect/to_ 
Resource \ 



CAMEL MT ETC CAMEL MT CTR 



To SELF 




Result := 
Answer 



Answer 



ELSE 



Fail 



Figure 4.73-4: Process CAMEL_ICH_LEG1_MSC (sheet 4) 
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Process CAMELJCH_LEG1_MSC 

/* A process in the MSC to l\ 

handle leg 1 of a CPH configuration. */ 



5(5) 



/'Signals to/from the left are to/from the GMSC; ^ 
Signals to/from the right are to/from the gsmSSF; 
unless otherwise stated. 7 



DP T MidCall Active 



lnt_Establis 
Temporary^ 
Connection 



lnt_Connect£To_ 
Resource \ 



CAMEL MT ETC CAMEL MT CTR 



Wait For ACM 



Int^Establisf/ 
Temporary\^ 
Connection \ 



lnt_Connect_To_ 
Resource \ 



lEL MT ETC CAMEL MT CTR 




Fail 



ELSE 



Figure 4.73-5: Process CAMEL_ICH_LEG1_MSC (sheet 5) 
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Procedure CAMELJCH_RECONNECT_MSC 

r N 

/* A proecedure in the MSC to handle i \ 
a reconnection after leg 2 disconnect 7 



1(7) 



Jnt_Release 
Call 



Send Info Foix 
MT Reconnmed 
Call nega tive\ 
response 



Abort 



lnt_ 
Exception 



Result := Fail 




/* Signals to/from the right are to/from the VLR; ^ 
Signals to/from the left are to/from the gsmSSF; 
unless otherwise stated. */ 



Send Info FoV-^ 
MT Reconnected 
Call 



,' Wait_For_ \ 
I Reconnected 
V Call Result 



Send Info For 
MT ReconnMted 
Callack \ 




^lnt_Disconn^ct 
Leg 



Abort 



lnt_Disconn^ct 
Leg ack 



Result := Fail 




Figure 4.74-1 : Procedure CAMEL_ICH_RECONNECT_MSC (sheet 1) 
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Procedure CAMELJCH_RECONNECT_MSC 

r N 

/* A proecedure in the MSC to handle i \ 
a reconnection after leg 2 disconnect 7 



2(7) 



Result ■- 
Reconnect 



/* Signals to/from the right are to/from the VLR; ^ 
Signals to/from the left are to/from the gsmSSF; 
unless otherwise stated. */ 




Set 
redirection 
information 



Activate_ 
CF Process 




--^SeeSGPPTS 23.018 



No 



Yes 



CAMEL_MT 
GMSC DISC4 



Yes 




No 



Result ■- 
Fail 




Initial 

Address 

Message 



(pAMEL_Store 
Destination_ 

Address 
(FalselTrue) 



J To process MT_CF_MSC 
(3GPPTS 23.018) 



Wait_For_ | 
Forward ACM! 



Figure 4.74-2: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 2) 
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Procedure CAMELJCH_RECONNECT_MSC 

r N 

/* A proecedure in the MSC to handle i \ 
a reconnection after leg 2 disconnect 7 



' From gsmSSF 



lnt_Disconngct 
Leg 



Release 



lnt_Release/ 
Call ^ 



Release 



lnt_Disconnect" 
Leg ack / 



To gsmSSF 



Fail, 
Release 



Result : 
Fail 




Wait_For_ | 
Forward ACM ; 



Address 
Complete 



CAMEL_MT 
IMISC ALERTNG 




Answer 



Pass 



' Wait_For_ j 
Forward Answer 




3(7) 



/* Signals to/from the right are to/from 
the destination exchange; 
Signals to/from the left are to/from 
the process MT_CF_MSC; 
unless otherwise stated. */ 



Connect 




> Release 



CAMEL_MT_ 
GMSC DISC4 



Yes 



Reconnect 




No 



Result := 
Reconnect 



Result := 
Fail 





Figure 4.74-3: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 3) 
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Procedure CAMELJCH_RECONNECT_MSC 

r N 

/* A proecedure in the MSC to handle i \ 
a reconnection after leg 2 disconnect 7 



4(7) 



Wait_For_Forward_Answer, 
DP_T_MidCall_Alerting 



^lnt_Disconnect 
Leg 



^lnt_Release 
Call 



Release 



Release 



lnt_Disconnpct 
Leg ack 



Result : 
Fail 




No 



/* Signals to/from the right are ^ 
to/from the destination exchange; 
signals to/from the left are 
to/from the gsmSSF. */ 



' Wait_For_ | 
Forward Answer 



Release 



CAMEL_MT_ 
GMSC DISC4 



Answer 



CAMEL_MT_ 
CiMSC ANSWeiR 



Result := 
=connep 

Yes 



Reconnect 




Result := 
Reconnect 



Result := 
Pass 






Fail, 
Release 



Result : 
Fail 




Figure 4.74-4: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 4) 
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Procedure CAMELJCH_RECONNECT_MSC 

r N 

/* A proecedure in the MSC to handle i \ 
a reconnection after leg 2 disconnect 7 



5(7) 



Jnt_Export 
Leg 



MEL_EXPOFIT 
LEG MSC 




Yes 




>lnt Continue 



Continue 



Release 



Release 



Result : 
Fail 




/* Signals to/from the right are [ 
to/from the destination exchange; 
signals to/from the left are 
to/from the gsmSSF. */ 



j Wait_For_Forward_Answer, 

! DP_T_MidCall_Alerting 



'DP_T_MidCaHj 
I _Alerting ' 



^lnt_Continue 
With Argument 



I Wait_For_ 
Forward Answer 



>lnt MidCall 



Answer 



Figure 4.74-5: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 5) 
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Procedure CAMELJCH_RECONNECT_MSC 

r N 

/* A proecedure in the MSC to handle i \ 
a reconnection after leg 2 disconnect 7 



6(7) 



/* Signals to/from the right are ^ 
to/from the destination exchange; 
signals to/from the left are 
to/from the gsmSSF. */ 



DP_T_MidCall_Alerting 



lnt_Establish_ 
>Temporary_ 
Connection 



> lnt_Connect_To_ 
Resource 



To SELF 



c;amel mt etc camel mt ctr 




Result ■- 
Answer 



Answer 



ELSE 



Fail 




Figure 4.74-6: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 6) 
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Procedure CAMELJCH_RECONNECT_MSC 

r N 

/* A proecedure in the MSC to handle i \ 
a reconnection after leg 2 disconnect 7 



7(7) 



/* Signals to/from the right are ^ 
to/from the destination exchange; 
signals to/from the left are 
to/from the gsmSSF. */ 



DP T MidCall Active 



lnt_Establish. 
> Tempo rary_ 
Connection 



^lnt_Connect_To_ 
Resource 



CIAMEL MT ETC CAMEL MT CTR 



Figure 4.74-7: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 7) 
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Process CAMEL T CHANGE OF POSITION MSC 



1(2) 



/* Process in the MSC to transfer i ^^ 
location information to the gsmSSF */ 



/* Signals to/from left are to/from the process [\ 
CAMEL_CHANGE_OF_POSITION_MSC; 
signals to/from the right are to/from the gsmSSF, 
unless otherwise stated. */ 



Idle 



lnt_lnvoke_ / 
T_Change_CT_ 
Position_MSC\ 
(MonitoI'Mode) 



Yes 



Notify & continue 



Store 

criteria 

if present 



Subscriber 

TMrently in UI\AT& 

radiojietwork 




Other 



Badio connection 
established?''^ 



No 



Yes 



/ WaiLFoTy^ 

Rbdio_Connectioi!i_ 

V Established j 



Position_ 
Monitoring 



Int Continui 



lnt_lnvoke_ /^ 
T_Change_CM_ 
Position_MSO\ 
("Trans i faarent") 



locationL 
reporting: 

CONTROL 



jToRNC 

■ ' Request type:="change of service area" 



Position_ 
Monitoring 



Idle 



lnt_gsmSSF/ 
Instance \ 



Store new 

gsmSSF 

instance 



Position_ 
Monitoring 



_ J From Procedure 

CAMEL ICH LEG2 MSC 



Figure 4.75-1 : Process CAMEL_T_CHANGE_OF_POSITION_MSC (sheet 1) 
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Process CAMEL T CHANGE OF POSITION MSC 



/* Process in the MSC to transfer i ^^ 
location information to the gsmSSF */ 



Position_ 
IVIonitoring 



RELOCATION 
> REQUEST 
ACKNOWLEDGE 



' From RNC 



^LOCATION 
REPORT 



(iheck_Criteria_. 
Change_Of_Posi|bn 




LOCATION, 
REPORTING, 
, CONTROL 



To RNC 
I Request type:= 
"change of service area" 



/* Signals to/from left are to/from the process [\ 
CAMEL_CHANGE_OF_POSITION_MSC; 
signals to/from the right are to/from the gsmSSF, 
unless otherwise stated. */ 



HANDOVER_COMPLETE, 
HANDOVER PERFORMED 



Obtain current 
position 



No 



Position_ 
Monitoring 



lnt_lnvoke_ / 
T_Change_Qf_ 
Position_MSO\ 
("Transterent") 



No Sdgscriber^ 

currently in UMTS 

raoio network? 
I Yes 

/location, 
< reporting: 

\ CONTROL 



Idle 



To RNC 

Request type:="stop" 



2(2) 



Figure 4.75-2: Procedure CAMEL_T_CHANGE_OF_POSITION_MSC (sheet 2) 
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4.5.4.2 Handling of mobile terminating calls in the VLR 

The functional behaviour of the terminating VLR is specified in 3GPP TS 23.018 [12]. The process specific to CAMEL 
is specified in this subclause: 

Process Reconnected_MT_Call_VLR. 

The behaviour specific to CAMEL is: 

the inclusion of the O-CSI and/or D-CSI parameter in the Send Info For Incoming Call ack information flow if 
the call is to be forwarded and O-CSI and/or D-CSI is included in the subscriber data for that subscriber in the 
VLR; 

the inclusion of the suppression of announcements parameter in the Send Info For Incoming Call negative 
response information flow if it was received in the Provide Roaming Number information flow from the HLR. 
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Process Reconnected MT CALL VLR 



/* Process in the VLR to i\ 

handle a request for information 

for a reconnected incoming (IVIT) call *l\ 



CUG info provided 
for incoming call? 



CUG provisioned 
for called subscriber? 



Idle 



Send Info -or 
>MT Reconnected 
_Call 




Set negative 
response: 
CUG reject 



Send Info For MT 
Reconnected 
^all negative 
resaonse 



Idle 



RMTC_VLR1(1) 



/* Signals to/from the left 
are to/from the MSC. 7 



Set result: 
Fonward 



Set 
fonwarding 
information 



CAM 



EL_0_CS 
CHECK VLR 



CAM 



EL_D_CSI 
CHECK VLR 



Send Info =or MT 
Reconnecied 
/all ack 



Figure 4.76-1 : Process Reconnected_MT_Call_VLR (sheet 1) 
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4.5.5 Handling of forwarded calls 



The handling of forwarded calls in the GMSC or the terminating VMSC is specified in 3GPP TS 23.018 [12]. The 
processes and procedures specific to CAMEL are specified in this subclause. 

- Procedure CAMEL_Check_ORLCF_VMSC; 

- Procedure CAMEL_CF_MSC_INIT; 

- Procedure CAMEL_CF_MSC_ALERTING; 

- Procedure CAMEL_CF_MSC_ANSWER; 

- Procedure CAMEL_CF_ETC; 

- Procedure CAMEL_CF_CTR; 

- Procedure CAMEL_MT_CF_LEG1_MSC; 

- Process CAMEL_MT_CF_LEG2_MSC; 

- Procedure CAMEL_MF_RECONNECT_MSC. 

The procedure CAMEL_MT_CF_LEG1_MSC supervises the originating party only. The process 
CAMEL_MT_CF_LEG2_MSC supervises the forwarding-to party only. Hence, signals from the originating exchange 
are received by the procedure CAMEL_MT_CF_LEG1_MSC and signals from the destination exchange are received 
by the process CAMEL_MT_CF_LEG2_MSC. 

A mobile terminated call can be forwarded either in the GMSC (indicated by provision of Forwarded-To-Number from 
the HLR or gsmSCF) or in the MSC (indicated by provision of Forwarded-To-Number from the VLR). 

4.5.5.1 Procedure CAMEL_CF_MSCJNIT: handling of 
lnt_Contlnue_With_Argument 

The received parameters are used to overwrite the corresponding ISUP parameters (for mapping see 3GPP 

TS 29.078 [36]). Call parameters which are not included in the Int_Continue_With_Argument signal are unchanged. 

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

4.5.5.2 Procedure CAMEL_CF_MSCJNIT: handling of lnt_Connect 

The received parameters are used to overwrite the corresponding ISUP parameters (for mapping see 3GPP 
TS 29.078 [36]. Call parameters which are not included in the Int_Connect signal are unchanged. 

As a network operator option, loop prevention mechanisms may cause the redirection information to be ignored or 
modified (e.g., if the Redirection counter has been decreased). 

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original 
Called Party Number and Redirecting Party ID to be ignored or modified. 

The network signalling system shall indicate that this is an internal network number. 

4.5.5.3 Procedure CAMEL_CF_MSCJNIT: handling of lnt_Disconnect_Leg (Leg 2) 

If the MSC receives Int_Disconnect_Leg (Leg 2) signal from the gsmSSF, in response to an Initial DP information 
flow, the MSC will continue the handling of the calling party (Legl) without routeing the call to a destination. 

4.5.5.4 Action of the MSC in procedure CAMEL_CF_MSC_ANSWER 

If the MSC received a destination address from the GMSC in the ISUP Answer or ISUP Connect Message then the 
MSC relays the destination address to the gsmSSF in the Int_DP_0_Answer signal. 
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4.5.5.5 Action of the MSC in procedure CAMEL_CF_ETC 

In procedure CAMEL_CF_ETC (sheet 2) the GMSC or terminating VMSC will remain in the 
Wait_For_Assisting_Answer state until it receives an ISUP Answer Message (ANM) or timeout occurs. This is to 
ensure that a call record is always generated for every successful establishment of a temporary connection to a gsmSRF, 
especially in the case where the connection is between PLMNs. 

NOTE: This means that it may not be possible to access an SRF which does not generate an ISUP Answer 

Message (ANM). 
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Procedure CAMEL_Check_ORLCF_VMSC 

/* Procedure in the VMSC to check which CSIs^\ 
have to be included in RCH for Optimal 
Routeing of Late Fonwarded calls*/ 



1(2) 



If No 0-CSI or D-CSI is 
present in VLR, then non- 
CAMELORLCF shall be 
invoked. 



If the required CAMEL 
Phases are not supported 
by GMSC, then Forwarding 
shall be done in the VMSC. 
(note 1 , 2) 



This check is needed only if 
CAMEL Phase 4 is requested. 
The supported CAMEL Phase 4 
CSIs in GMSC, is indicated in 
"Offered CAMEL4 CSIs in 
Interrogating nodenE, in MAP 
PRN from HLR. 



If DP Collected Info 
criteria are fulfilled, then 
the DP Collected Info 
shall be included in RCH. 
Othenwise, DP Collected 
Info shall not be included 
in RCH. 




Notes L 

1. When CAMEL Capability 
handling is not present in 0-CSI, 

it is assumed to be CAMEL Phase 1 . 

2. When GMSC Supported 
CAMEL Phases was not received 
from HLR (in PRN), it is assumed 
to be CAMEL Phase 1 . 



'Mark DP Collectedjnfo for 

inclusion in RCH 

(no criteria shall be included 

in RCH)' 



DP Route Select Failure, 
if available, shall be 
included in RCH. 




'ryiark DP Route_Select_ 
Fc.ilure for inclusion in RCH' 





Figure 4.77-1 : Procedure CAMEL_Check_ORLCF_VMSC (sheet 1) 
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Procedure CAMEL_Check_ORLCF_VMSC 

I r> 

/* Procedure in the VMSC to check which CSIs i \ 
have to be included in RCH for Optimal 
Routeing of Late Forwarded calls*/ 



D-CSi, if available, shall l _ 
be Included in RCH 




'Mark D-CSI for 
nclusion in RCH 



Reult := ORLCF 




2(2) 



Figure 4.77-2: Procedure CAMEL_Check_ORLCF_VMSC (sheet 2) 
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Procedure CAMEL_CF_Dialled_Services 

Procedure in the MSC to i "^ 

process CAMEL dialled services 
for forwarded calls 



Reconnect was received in 
a dialogue due to..? 



D-CSI 




Result:= 
Fail 





N-CSI 




ELSE 



CAMEL_ 
SDS CF INIT 



Fail 





CAMEL_ 
NDS CF INIT 





Result:^ 
Pass 




Abort 



1(1) 



/* Signals to/from the left are 
to/from the origination Exchange. 7 



Leg1_only 



Abort 



Leg1_only 



qAMEL_OCH 
MSC DISC4 



Result:= 
Abort 



Result:^ 
Leg1_only 





Figure 4.78-1 : Procedure CAMEL_CF_Dialled_Services (sheet 1) 
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Procedure CAMEL CF MSC IN IT 



1(4) 



/* Procedure in the MSC to 
handle a fonwarded call */ 



No 



Result:: 
pass 




Yes 



Int Error 



Release 



Result:: 
fail 




/* Signals to/from the left are to/fromL 
the process MT_GMSC / ICH_MSC; 
signals to/from the right are to/from 
the process gsmSSF if not 
otherwise stated. 7 




Yes 

^^ypeof 
Torwardic 

Connect 

Connect without 

-CKJSI ApplicaBte 

Irfdlcator 

No 



Call forwarding or 
Call Deflection 



Coniniis-With Argument Yes 

witKSuppressp<;S1-^ 

Indicate 



NiD 



Result := 
pass 



lnt_lnvoke gsmSSF 
(O-CSI) / 




Wait_For_ 
_gsmSSF_ 
Invnkeri 



lnt_gsmSSf 
Invoked 



Answer Received 
False 



>CF Cancelled 



lnt_DP_ \ 
_Collected_ 
_lnfo / 

, \/ 

DP_ 
_Collected_ 
V Info 



lnt_0_Excepflon 



Result:= 
cancelled 




Figure 4.79-1 : Procedure CAMEL_CF_MSC_INIT (sheet 1) 
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Procedure CAMEL CF MSC IN IT 



2(4) 



/* Procedure in the MSC to 
handle a fonwarded call */ 



/* Signals to/from the left are to/from[ 
the process MT_GMSC / ICH_MSC; 
signals to/from the right are to/from 
the process gsmSSF if not 
otherwise stated. 7 



Default Call 
Handling = Continue 
Call? 



Lep|2_Disconnected 



D[f'_CollectedJnfo, 
Leg2_Disconnected 



lnt„Disconr»ect_ 
Leg(leg1)\ 



DP_ 
Collected^ 
Infn 



Int Releas4_Call Int Error 



Int Continue 



lnt_Disconnect_ 
Leg_ack / 




Release 



Yes 



Result:: 
fail 




Result:= 
pass 




lnt_Continu 
_With_ 
Argnrnent 



Int Conneet 



CAMEL_ 

Modify_ 

CUG Info 



CAMEL_ 

_Modify_ 

_CUG_lnf o I 

' Mod if y cal I ' Mod if y cal I 

l|)arameters with parameters with 

re rjeived infnrmatil ^n' re rleivfid infnrmatil in 



'Destination 

address := 

Called Party 

Number' 



Figure 4.79-2: Procedure CAMEL_CF_MSC_INIT (sheet 2) 
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Procedure CAMEL_CF_MSCJNIT 

/* Procedure in the MSC lo"[\ 
handle a forwarded call 7 



3(4) 



/* Signals to/from the right are to/from[; 
the gsmSSF if not otherwise stated. */ 



I DPI ^> 
1 _Collected. 
V Info 



lnt_Disconnect_ 
Leg(leg2)\ 



lnt_EstablisJ 
Tempo ran 
Connection 



lnt_Disconne<;t_ 
Leg^ack 



Leg2_Disconnected 



MEL CF ETC 




DP_Collected_lnfo, 
Leg2_Disconnected 



lnt_ConneGf_To_ 
Resource \ 



MEL CF CTR 













nt 




^-^esult=\ 
^.^aii?,,-^ 




lnt_Contin^ 




lnt_Continue_ 
With_Argume 






\, 


No 










/ 








Yes 




f 

rec 


'Modify call 
)arameters witf 
fiived infnrmati 


1 
on' 


Result:= 
fail 
















\ 








Result := 
Leg1_only 




\ 




/ 


J 


(S^\ 








vy 



Figure 4.79-3: Procedure CAMEL_CF_MSC_INIT (sheet 3) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



265 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_CF_MSCJNIT 

/* Procedure in the MSC lo"[\ 
handle a forwarded call 7 



4(4) 



/* Signals to/from the left are to/from ^ 
the process MT_GMSC / ICH_MSC; 
signals to/from the right are to/from 
the gsmSSF; if not otherwise stated. */ 



DI]'_Collected_lnfo, 
Leg2_Disconnected 



> Release 



Int DP O Abandon 



f \ 

[iP_0_Abandoh 



Int continue 



lnt_Continue_ 
WithArgument 



Result:: 
fail 




Figure 4.79-4: Procedure CAMEL_CF_MSC_INIT (sheet 4) 
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Procedure CAMEL_SDS_CFJNIT 

/* Procedure in the MSC to perform i -^ 
CAMEL handling for a subscribed 
Dialled Service */ 



Result^ 
Pass 




1(4) 



/* Signals to/from the left are to/from the parent process; 
signals to/from the right are to/from the gsmSSF. 7 




Yes 



Allocate Call 
Reference Number 



Store Original 
Call Parameters 



lnt_lnvoke 
gsmSSF " 
(D-CSI) 




I Wait_for_ 
^smSSFJnvoked 



lnt_gsmSSFr; 
Invoked ^ 



lnt_DP_ 

Analysed, 

Info 



' DP_ 

1 Analysed, 
V Info 



>CF 
cancelled 



lnt_0_Exceptia 



Result:^ 
Abort 




Figure 4.80-1 : Procedure CAMEL_SDS_CF_INIT (sheet 1) 
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Procedure CAMEL_SDS_CFJNIT 

/* Procedure in the MSC to perform i -^ 
CAMEL handling for a subscribed 
Dialled Service */ 



2(4) 



/* Signals to/from the left are to/from the parent process; 
signals to/from the right are to/from the gsmSSF. 7 








( DP_ 
Analysed 

Info 


\ 






























Int Release/ 
Call \ 


lnt_Error <( 




lnt_Continug^ 






Int Continue / 
_With_ C 
Argument \ 




Int Connect/ >'^^ ,, . 
\ / cancelled 










Yes 








/ 














\ 








B^taulTfcall 
hSf^ling = continti 


\ 




CAMEL_ 

Modify 

CUG Info 




CAMEL OCH 
MSC_DISC4 




e / 






No 
















'Modify call 

parameters with 

re;eivedinformati(in' 




































Result:^ 
Fail 




Result:= 
Pass 




Result:^ 
Pass 




Result:= 
Abort 




Figure 4.80-2: Procedure CAMEL_SDS_CF_INIT (sheet 2) 
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Procedure CAMEL_SDS_CFJNIT 

/* Procedure in the MSC to perform i -^ 
CAMEL handling for a subscribed 
Dialled Service */ 



f A, 

pP_Analysed_lnfp 



lnt_Disconngct 
_Leg(leg2) 



lnt_DisconnecY 
_Leg_ack / 



Leg2_Disconnected 



3(4) 



/* Signals to/from the left are to/from the parent process; 
signals to/from the right are to/from the gsmSSF. 7 



DP_Analysed_lnfo 
Leg 2_D i sco nnected 



lnt_Establistv 
TemporaryJx^ 
Connection 



CMVIEL CF ETC 



No 



DP_Analysed 
Info 



lnt_Connect/ro_ 
Resource \ 



C^MEL CF CTF^ 




Yes 



Result:= 
fail 




Figure 4.80-3: Procedure CAMEL_SDS_CF_INIT (sheet 3) 
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Procedure CAMEL_SDS_CFJNIT 

/* Procedure in the MSC to perform i\ 
CAMEL handling for a subscribed 
Dialled Service */ 



4(4) 



/* Signals to/from the left are to/from the parent process; 
signals to/from the right are to/from the gsmSSF. 7 



Leg2_Disconnected 



,CF 
cancelled 



Int Continue 



CAMEL_OCH 
MSC DISC4 



Result := 
Abort 



lnt_Contini, 
With 



Int Disconnect 



i_Argurnent _Leg(leg1)\ 



Int Error 



lnt_Releasi 
Call 



'Modify call mt Disco nn^t 

parameters witfi Leg ack 7" 
re rieived infnrmatih n' ^1="- / 



Result := 
Leg1_only 



Result : 
Fail 




Figure 4.80-4: Procedure CAMEL_SDS_CF_INIT (sheet 4) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



270 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_NDS_CFJNIT 

/* Procedure in the MSC to perform i ^^ 

CAMEL handling for a network " 

Dialled Service for mobile originated calls */ 



1(4) 



/* Signals to/from the left are to/from the parent process; 
signals to/from the right are to/from the gsmSSF. 7 



Result^ 
Pass 





Yes 



Allocate Call 
eference Number 



Store Original 
Call Parameters 



lnt_lnvoke_ 

gsmSSF 

(N-CSI) 



' Wait_for_ 
gsmSSFJnvokefl 



lnt_gsmSSF^ 
Invoked 



lnt_DP_ 

Analysed_ 

Info 



DP_ 

Analysed, 

Info 




CF 
cancelled 



lnt_0_Exception 



Result:^ 
Abort 




Figure 4.81-1 : Procedure CAMEL_NDS_CF_INIT (sheet 1) 
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Procedure CAMEL_NDS_CFJNIT 

/* Procedure in the MSC to perform i ^^ 

CAMEL handling for a network " 

Dialled Service for mobile originated calls */ 



2(4) 



/* Signals to/from the left are to/from the parent process; 
signals to/from the right are to/from the gsmSSF. 7 



/ DP_ 

I Analysed, 
V Info 



lnt_Release/ 
Call ^ 



Int Error 




Int Continui 



,0, 



Yes 



Result:^ 
Fail 



Result:= 
Pass 





lnt_Continue, 
_With_ \ 
Argument 



Int Connect< 



CAMEL_ 
_Modify_ 
CUG Info 



'Modify call 

parameters with 

re ;eived informatic i n' 



Result:^ 
Pass 




>CF 
cancelled 



i:amel_och 

MSC DISC4 



Result:^ 
Abort 




Figure 4.81-2: Procedure CAMEL_NDS_CF_INIT (sheet 2) 
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Procedure CAMEL_NDS_CFJNIT 

/* Procedure in the MSC to perform i ^^ 

CAMEL handling for a network " 

Dialled Service for mobile originated calls */ 



I \ 

bP_Analysed_lnfb 



3(4) 



lnt_Disconngct 
_Leg(leg2) 



lnt_Disconneci 
_Leg_ack 



L?g2_Disconnect^d 



/* Signals to/from the left are to/from the parent process; 
signals to/from the right are to/from the gsmSSF. 7 



DP_Analysed_lnfo 
Leg2_Disconnected 



lnt_Establishz 
Temporary^ 
Connection 



CMVIEL CF ETC 



No 



DP_Analysed 
_lnfo /' 



lnt_Connect/ro_ 
Resource \ 



CMVIEL CF CTF^ 




Yes 



Result:= 
fail 




Figure 4.81-3: Procedure CAMEL_NDS_CF_INIT (sheet 3) 
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Procedure CAMEL_SDS_CFJNIT 

/* Procedure in the MSC to perform i\ 
CAMEL handling for a subscribed 
Dialled Service */ 



4(4) 



/* Signals to/from the left are to/from the parent process; 
signals to/from the right are to/from the gsmSSF. 7 



Leg2_Disconnected 



,CF 
cancelled 



Int Continue 



CAMEL_OCH 
MSC DISC4 



Result := 
Abort 



lnt_Contini, 
With 



Int Disconnect 



i_Argurnent _Leg(leg1)\ 



Int Error 



lnt_Releasi 
Call 



'Modify call mt Disco nn^t 

parameters witfi Leg ack 7" 
re rieived infnrmatih n' ^1="- / 



Result := 
Leg1_only 



Result : 
Fail 




Figure 4.81-4: Procedure CAMEL_NDS_CF_INIT (sheet 4) 
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Procedure CAMEL CF MSC ALERTING 



1(3) 



/* Procedure in the MSC to handle 
a fowarded call */ 



Answer 



Result=: 
Answer 





Int Release< 



Release 



Result=: 
release 



/* Signals to/from the left K 
are to/from the process 
MT_GMSC / ICH_MSC; 
signals to/from the right 
are to/from the terminating 
exchange. 7 



- ^tothegsmSSF 



J from the 
gsmSSF 



Result:= 
pass 



Df^ O Term Seized 



Internal 



Int continue 



> Release 



Release 



TNRy 
expired 



Int DP O Abahdon 



Release 




DP O Abandon 



lnt_Continu^ 
With_Argumeqt 



Int continue 



No 



i:amel_och 

MSC1 



Yes 



i:amel_och 

MSC2 



Release 



Reconnect 




Continue, 
Release 



Result:^ 
fail 



Result:^ 
release 



Result:= 
reconnect 






Figure 4.82-1: Procedure CAMEL_CF_MSC_ALERTING (sheet 1) 
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Procedure CAMEL CF MSC ALERTING 



/* Procedure in the MSC to handle 
a fowarded call */ 



( \ 

DP_0_Term_Seizfed 



/* Signals to/from the left K 
are to/from the process 
MT_GMSC / ICH_MSC; 
signals to/from the right 
are to/from the terminating 
exchange. 7 



Int Error 



lnt_Continue 
With_Argurrifent 




Default call handling : 
continue call ? 



Yes 



Release 



Result:= 
release 



Result:= 
Pass 




From the gsmSSF 



2(3) 



Figure 4.82-2: Procedure CAMEL_CF_MSC_ALERTING (sheet 2) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



276 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL CF MSC ALERTING 



/* Procedure in the MSC to handle 
a fowarded call */ 



/* Signals to/from the left K 
are to/from the process 
MT_GMSC / ICH_MSC; 
signals to/from the right 
are to/from the terminating 
exchange. 7 



lnt_Establish/ 
Tempera ryj^ 
Connection \ 



CAMEL CF ETC 



Fail 



Result : 
fail 




DP O Term Seized 



^ From gsmSSF 



lnt_ConnectZro_ 
Resource \ 



CAMEL CF CTF^ 




Result ■- 
Answer 



ELSE 



3(3) 



Figure 4.82-3: Procedure CAMEL_CF_MSC_ALERTING (sheet 3) 
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Procedure CAMEL CF MSC ANSWER 



1(3) 



/* Procedure in the MSC to handle' 
a fowarded call 7 



/* Signals to/from the left^ 
are to/from the process 
MT__GMSC/ICH_MSC; 
signals to/from the right 
are to/from the terminating 
exchange. 7 



No 



Result=pass 




lnt_0_Answei^ ^ to the gsmSSF 




Ariswer Received 
True 



J from the 
gsmSSF 



|DP_0_Answei 

'V / 



Int Release- - 



Int contim 



Release 



Ch 



Release 



EL_OCH MSC 
DISC 1 



Result:= 
release 



Result:=pass 




CAMEL_OCH_ 
DISC 2 



Yes 



esult= 




CAIVEL handling?^, \, CAMEL handting 
^S YosYes ~ ''^ 



No 

/-^Result>\ 
AMEL handting? 



Ln- 

Release 



Result:=fail 



No 



Ariswer Received 
False 



Result:= 
release 



Result:= 
reconnect 




Figure 4.83-1 : Procedure CAMEL_CF_MSC_ANSWER (sheet 1) 
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Procedure CAMEL CF MSC ANSWER 



2(3) 



/* Procedure in the MSC to handle' 
a fowarded call 7 




/* Signals to/from the leftK 
are to/from the process 
MT_GMSC/ICH_MSC; 
signals to/from the right 
are to/from the terminating 
exchange. 7 



lnt_Contin 
With_Argurnent 



Default call handling 
continue call ? 



Result:= 
release 



From thegsmSSF 



Figure 4.83-2: Procedure CAMEL_CF_MSC_ANSWER (sheet 2) 
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Procedure CAMEL_CF_MSC_ANSWER 

/* Procedure in the MSC to handle' ^ 
a fowarded call 7 



3(3) 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



DP O Answer 



lnt_Establis):i 
Temporary^ 
-ConneclLon 



CAMEL CF ETC 



No 



lnt_Connect_To_ 
Resource \ 



CAMEL CF CT^ 




Yes 



Result:: 
fail 




Figure 4.83-3: Procedure CAMEL_CF_MSC_ANSWER (sheet 3) 
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Procedure CAMEL CF ETC 



/* Procedure in the MSC 
to handle a temporary 
connection 7 




Result := 
pass 




To CAMEL_ 

Assisting_MSC 

orSRF 



-^ To SELF 



ToCAMEL_ 
'Assisting_MSC 
orSRF 



J Procedure defined 
in 3GPPTS 23.018 



False 



Int DP O Abahdon 



I \ 

bP O Abandon 



Int continue 



1(4) 



/* Signals to/from the left are to/from | 
the process MT_GMSC / ICH_MSC; 
signals to/from the right are 
to/from the gsmSSF; 
if not otherwise stated. */ 



Release 



From CAMEL_ 
^ Assisting_MSC 
orSRF 



Int ETC Failed 



Results 
pass 




lnt_Continui 
With_Argumi 



nfeqt 



Release 



ToCAMEL_ 
\ Assisting_MSC 
orSRF 



Result:^ 
fail 




Figure 4.84-1 : Procedure CAMEL_CF_ETC (sheet 1) 
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Procedure CAMEL_CF_ETC 

/* Procedure in the MSC i '^ 
to handle a temporary 
connection 7 



2(4) 



/* Signals to/from the left are to/from [\ 

the process MT_GMSC / ICH_MSC; 
signals to/from the right are 
to/from the CAMEL_Assisting_MSC or SRF. */ 



I Wait_For_ j 
!Assisting_ACM;' 



Address 
Complete 



Connect 



[ Wait_For_ 
I Assisting_ 
V Answer 



Answer 



3othway\^ 
thfomh connegtidrr 
resuirecJ? 




Yes 



Send_Answer_ 
lf_Required 



No 



Send_ACM_ 
lf_Required 



J Procedure defined / 
in 3GPPTS 23.018 



lnt_TemporaiY 
Connection y 
Established/ 



No 



Progress 



3othvra 

ttirough connectidn 

required? 

„ Yes 



^ 



Send_Network_ 

Connect_lf_ 

Required 



J Procedure defined 
in 3GPPTS 23.018 



Tempo rary_ 
Connection_ 
Established 



Procedure defined 
in 3GPPTS 23.018 



Figure 4.84-2: Procedure CAMEL_CF_ETC (sheet 2) 
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Procedure CAMEL_CF_ETC 

/* Procedure in the MSC i \ 
to handle a temporary 
connection 7 



3(4) 



/* Signals to/from the left are to/from | 
the process MT_GMSC / ICH_MSC; 
signals to/from the right are 
to/from the gsmSSF; 
if not otherwise stated. */ 



_ Tempo rary_Connection_Established 
Wait_For_Assisting_Answer 



> Release 



Release 



From CAMEL_ 
\ Assisting_MSC 
orSRF 



lnt_Disconne0(_ 
Fon«ard_ \ 
Connection \ 




True 



false 



lnt_TC_ 
Released 



lnt_TC_ 
Released 



lnt_TC_ 
Released 



lnt_DP_0_ 
Abandon 



Result:^ 
pass 



To CAMEL_ 

Assisting_MSC 

orSRF 



Release 



r 



DP O Abandon 





Result:= 
pass 



Release 



Release 



ToCAMEL_ 
'Assisting_MSC 
orSRF 



-^ To SELF 




Result := 
pass 




Figure 4.84-3: Procedure CAMEL_CF_ETC (sheet 3) 
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Procedure CAMEL_CF_ETC 

/* Procedure in the MSC i \ 
to handle a temporary 
connection 7 



4(4) 



/* Signals to/from the left are to/from | 
the process MT_GMSC / ICH_MSC; 
signals to/from the right are 
to/from the gsmSSF; 
if not otherwise stated. */ 



Temporary_Connection_Established, 

Wait_For_Assisting_ACM, 

Wait_For_Assisting_Answer 



From outgoing leg. u 
ISUP 



Release 



Answer 



Connect 



lnt_TC_ 
Released 



Release 



lnt_TC_ 
Released 



Release 



ToCAMEL_ 
^ Assisting_MSC 
orSRF 



To SELF I ! Release 



Result :: 
pass 



Result:^ 
Answer 





ToCAMEL_ 
'Assisting_MSC 
orSRF 



Figure 4.84-4: Procedure CAMEL_CF_ETC (sheet 4) 
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Procedure CAMEL_CF_CTR 

/* Procedure in the MSC ' \ 

to handle a Connect To Resource 
operation 7 



lnt_SRF_ 
Connectio 
Failure 



^from SRF 



Int CTR Faited 



Resutt:= 
pass 




1(5) 

/* Signals to/from the left are l\ 

to/from the process MT_GMSC / ICH_MSC; 
signals to/from the right are to/from 
the gsmSSF if not otherwise stated. */ 



lnt_lnvoke 
SRF 



'- >-^ToSRF 



Await_SRF_' 

Initialisation ,' 



lnt_SRF_ / 
Connected^ 



J from SRF 



C;o 



nnectSRFtct 
the call 



Send_ACM_ 
lf_Required 



_ J Procedure defined 
in 3GPPTS 23.018 



ffough^,^ 
3onnectioj>" 
required? 

No 



Yes 



Send 



Network 
Connect_lt 
required 



J Procedure defined 
in 3GPPTS 23.018 



Int SRF Connected 



relay 



Figure 4.85-1 : Procedure CAMEL_CF_CTR (sheet 1) 
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Procedure CAMEL_CF_CTR 

/* Procedure in the MSC i '^ 

to handle a Connect To Resource" 
operation 7 



2(5) 



/* Signals to/from the left are K 

to/from the process MT_GMSC / ICH_MSC; 
signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



Relay 



Release 



' From SRF 



lnt_Disconnej 

Forward_ 

Connection 



Int SRF Released 



CA 



EL_Disconn^tL 
CTR SRF 



Result:^ 
pass 




To SELF 



Int SRF Released 



Result :: 
pass 




> Release 



True 




\/IEL_Disconn£i(;t_ 
CTR SRF 



lnt_DP_0_ 

Abandon 

/*leglD7 



- -i Release 



P_0_Abandori 
DFC 



Int continue 



lnt_Continue_ 
With_ArgumW 



Wait_For_Disconn^ct_ 
Forward Connection 



lnt_Disconnect_ 
Forward Cohnection 



C/> 



EL_Disconnei(;t_ 
CTR SRF 



Int SRF Released 



Result := 
Fail 




Figure 4.85-2: Procedure CAMEL_CF_CTR (sheet 2) 
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Procedure CAMEL_CF_CTR 

/* Procedure in the MSC ^\ 

to handle a Connect To Resource 
operation 7 



3(5) 



lnt_Play_ / 
Announcement 



lnt_Play_ 
Announceknent 



/* Signals to/from the right are to/fromL 

thegsmSSF. 

Signals to/from the left are to/from 

theSRF. 7 



Relay 



lnt_Prompt/ 

And_Colle&L 

foonStion 




Jnt_Specialized_ 
Ressource_Report 



lnt_Prompt_ 
And Collect 



mation 



lnt_Specialized_ 
Ressource Keport 



Relay 



/ i lsa r_ 



lnt_Prompt_ 
>And_Collect_ 

u'_lnformation ack 



lnt_Prompt\ 
And Collect^ 




ation ack 



Figure 4.85-3: Procedure CAMEL_CF_CTR (sheet 3) 
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Procedure CAMEL_CF_CTR 

/* Procedure in the MSC i \ 

to handle a Connect To Resource 
operation */ 



True 



\^EL_Disconn4(;t_ 
CTR SRF 



Int SRF Released 



To SELF L_jReiease 



Result := 
pass 




Await_SRF_lnitialis4tion 




4(5) 



/* Signals to/from the left are [\ 

to/from the process MT_GMSC / ICH_MSC; 
signals to/from the right are to/from 
the gsmSSF if not otherwise stated. */ 



False 



Int DP O Abandon 



jDP_0_Abandort 

SRF ; 



Int continue 



lnt_Continu^ 
With_Argumfent 



C/il 



EL_Disconne(;t_ 
CTR SRF 



Int SRF Released 



Result : 
Fail 




Figure 4.85-4: Procedure CAMEL_CF_CTR (sheet 4) 
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Procedure CAMEL_CF_CTR 

/* Procedure in the MSC i \ 

to handle a Connect To Resource 
operation */ 



Release 



CAM E L_Disconne(;t_ 
CTR SRF 



Int SRF Released 



To SELF 



Release 



Result :■- 
pass 




Answer 



5(5) 



/* Signals to/from the left are ^ 

to/from the process MT_GMSC / ICH_MSC; 
signals to/from the right are to/from 
the gsmSSF if not otherwise stated. */ 



Relay, 

Await SRF Initialisation 



\ J From outgoing leg. 
^ ||SUP 



Connect 



CAM E L_Di sconn4i;t_ 
CTR SRF 



Int SRF Released 



Result := 
Answer 




Figure 4.85-5: Procedure CAMEL_CF_CTR (sheet 5) 
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Procedure CAMEL_MT_CF_LEG1_MSC 

/* A procedure in the MSC to i\ 
handle leg 1 of a forwarded call. */ 



1(7) 



/* Signals to/from the left are to/from [^ 
the parent process; Signals to/from 
the right are to from the gsmSSF; 
unless otherwise stated. 7 



Active 



Wait_For 
Clear 




Perform call 
forwarding ack 



Wait_For_ 
lAM 



> Initial 
Address 



Wait_For_ 
ACM 



cancelled 



CAMEL_OCH 
MSC DISC4 




Figure 4.86-1 : Procedure CAMEL_MT_CF_LEG1_MSC (sheet 1) 
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Procedure CAMEL_MT_CF_LEG1_MSC 

/* A procedure in the MSC to '_, 
handle leg 1 of a forwarded call. */ 



2(7) 



Address 
Complete 



Address 
Complete 



Wait_For_ 
Answer 



Answer 



Answer 



Wait_For_ 
Clear 



/* Signals to/from the left are to/from 
the parent process; Signals to/from 
the right are to from the gsmSSF; 
unless otherwise stated. */ 



Wait_For_^ 
ACM 



Connect 



Connect 



I \ 

,' Wait_For_ | 

I Clear 



Figure 4.86-2: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 2) 
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Procedure CAMEL_MT_CF_LEG1_MSC 

/* A procedure in the MSC to i\ 
handle leg 1 of a forwarded call. */ 



3(7) 



> Release 



(t;AMEL_OCH 
MSC DISC4 



Int ContinKie 



^Pj 



P_0_MidCal 
Alerting j 



lnt_Continue 
With Argurrient 



/* Signals to/from the left are to/from 
the parent process; Signals to/from 
the right are to from the gsmSSF; 
unless otherwise stated. */ 



Wait_For_ACM, 

Wait_For_Answer, 

DP_0_MidCalLAIerting 



lnt_Disconnect_ 
Leg \ 



Release 



lnt_Disconnect_ 
Leg_ack 



-^'- 




Int Error 



C°"ti"u^ Default^. 
^^"-Handlir: 

Release 



Wait_For_ 
Answer 




lnt_Releas6 
Call 



Release 



Wait_For_Answer, 
DP_0_MidCalLAIerting 



Int MidCalf: 



jbP_0_MidCall 
\ Alerting I 



Figure 4.86-3: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 3) 
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Procedure CAMEL_MT_CF_LEG1_MSC 

/* A procedure in the MSC to i\ 
handle leg 1 of a forwarded call. */ 



4(7) 



/* Signals to/from the left are to/from 
the parent process; Signals to/from 
the right are to from the gsmSSF; 
unless otherwise stated. */ 




^1 Wait_For__Clear, 

' DP O MidCall Active 



> Release 



ii;amel_och 

MSC DISC1 



IntReleasG 
Call ^ 



Release 



lnt_Disconpect 
Leg 



Release 



lnt_Export^ 
Leg 



qAMEL_EXPOI 
LEG MSC 



lnt_Disconnect 
Leg ack / 






Yes 



iDP_0_MidCal 
1 Active 



Int Continue 



pP_0_MidCali, 
' Active 



lnt_Continue 
With ArgurWit 



Int Error 



Continue 



l^ault ca 
"~N4andling" 

T Release 



Release 



Wait_For_ ] 

1 Clear i 




Int MidCaK 



Figure 4.86-4: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 4) 
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Procedure CAMEL_MT_CF_LEG1_MSC 

/* A procedure in the MSC to i\ 
handle leg 1 of a forwarded call. */ 



5(7) 



/* Signals to/from the left are to/from 
the parent process; Signals to/from 
the right are to from the gsmSSF; 
unless otherwise stated. */ 




To SELF ' — Answer 



Figure 4.86-5: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 5) 
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Procedure CAMEL_MT_CF_LEG1_MSC 

/* A procedure in the MSC to i\ 
handle leg 1 of a forwarded call. */ 



6(7) 



lnt_^Establish_ 

Temporary\^ 
Connectionx 



CAMEL CF ETC 



lnt_Establisf 
Temporary^ 
Connectioa 



/* Signals to/from the left are to/from 
the parent process; Signals to/from 
the right are to from the gsmSSF; 
unless otherwise stated. */ 



DP O MidCall Active 



lnt_Connect_To_ 
Resource \ 



CAMEL CF CTR 



Wait For ACM 



lnt_Connect_To_ 
Resource 




Fail 




Figure 4.86-6: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 6) 
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Procedure CAMEL_MT_CF_LEG1_MSC 

/* A procedure in the MSC to i\ 
handle leg 1 of a forwarded call. */ 



7(7) 



/* Signals to/from the left are to/from 
the parent process; Signals to/from 
the right are to from the gsmSSF; 
unless otherwise stated. */ 



Wait_For_Clear, 

DP O MidCall Active 



J From originating/destination 
exchange 



>BICCAPM- 



codec modification 
target codec 



> BICC ARM success 



BICC ARM 



J To Destination/originating 
exchange 



codec modification 
target codec 



1 BICC ARM 



CAMEL_0_ 
SCUDIF MSC; 



success 



Figure 4.86-7: Procedure CAMEL_MT_CF_LEG1_MSC (sheet 7) 
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Process CAMEL_MT_CF_LEG2_MSC 

/* A process in the MSC to i -^ 

handle leg 2 of a forwarded call. */" 



Store Leg2 
information 



Wait_For 
Clear 




Release 



CAMEL_OCH 
MSC DISC2 




Result = 
Reconnect^' 

Yes 



CAMEL_MF_ 

RECONNECT 

MSC 



Reconnect ^^"~~~\ Fail 
Result? 



Pass 





Wait_For 
Clear 



jlnt_Release 
Call 



Release 



1(2) 



/* Signals to/from the left are to/from the gsmSSF; [ 
Signals to/from the right are to/from the destination 
exchange; unless otherwise stated. */ 



Wait_For_Clear, 

DP O MidCall Active 



Jnt_Disconnpct 
Leg 



Release 



Jnt_Export 
Leg 



CAMEL_EXPOBlr 
LEG MSC 



lnt_Disconnpct 
Leg ack 





Yes 



jDP_0_MidCall; 
Active 



>lnt Continues 



^ lnt_Continuo 
With Argum snt 



Continue 



>lnt MidCall 



Int Error 



Wait_For 
Clear 




"~~~~tlandling 
Release 



Figure 4.87-1 : Process CAMEL_MT_CF_LEG2_MSC (sheet 1) 
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Process CAMEL_MT_CF_LEG2_MSC 

/* A process in the MSC to i -^ 

handle leg 2 of a forwarded call. */" 



lnt_Establish. 
> Tempera ry_ 
Connection 



CMVIEL CF ETC 



2(2) 



/* Signals to/from the left are to/from the gsmSSF; [ 
Signals to/from the right are to/from the destination 
exchange; unless otherwise stated. */ 



DP O MidCall Active 



, lnt_Connect 
Resource 



To 



C^MEL CF CTF^ 



Figure 4.87-2: Process CAMEL_MT_CF_LEG2_MSC (sheet 2) 
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Procedure CAMEL_MF_RECONNECT_MSC 

/* A procedure in the MSC to handle i"^ 
a reconnection after leg 2 disconnects */ 



CAMEL_CF 
d)ialled Servicefe 



Abort 



Result := 
Fail 




CAMEL_OCH 
MSC1 



No 



--^sult^^ 
Fieconneet^ 

Yes 



Result := 
Reconnect 




1(6) 



/* Signals to/from the right are 
to/from the destination exchange. 7 



Pass 



M(;iBILE_NUMBgp 

FPORTABILITY 

IN OQoD 



' See 3GPP TS 23.066 



Initial Address 



$AMEL_Store 

Destination_ 

Address 



(BOR: 



True) 



Wait_For 
ACM 



Figure 4.88-1: Procedure CAMEL_MF_RECONNECT_MSC (sheet 1) 
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Procedure CAMEL_MF_RECONNECT_MSC 

/* A procedure in the MSC to handle i"^ 
a reconnection after leg 2 disconnects */ 



2(6) 



Fail, 
Release 



Result := Fail 



Address 
Complete 



CAMEL_Start 
_TNRy 



CAMEL_CF_ 
ISC ALERTINffi 



Answer 




Answer 



CAMEL_Stop 
_TNRy 



CAMEL_CF 
ItISC ANSWEF^ 



Fail, 
Release 




/* Signals to/from the right are 
to/from the destination exchange. 7 



Wait_For 

ACM j 



Connect 



Reconnect 



Result := 
Reconnect 




Reconnect 



Result := 
Pass 



Result := 
Reconnect 




Figure 4.88-2: Procedure CAMEL_MF_RECONNECT_MSC (sheet 2) 
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Procedure CAMEL_MF_RECONNECT_MSC 

/* A procedure in the MSC to handle i"^ 
a reconnection after leg 2 disconnects */1 



_ Wait_For_Answer, 
DP_0_MidCall_Alerting 



'TNRy 
Expired 



Release 



' Internal 



CAMEL_OCH 
MSC2 




Yes 



Result := 
Reconnect 



Result : 
Fail 




Release 



Yes 



No 



CAMEL_OCH 
MSC1 




Yes 



CAMEL_Stop 
_TNRy 



Result ■- 
Reconnect 



3(6) 



/* Signals to/from the right are [^ 
to/from the destination exchange 
unless otherwise stated. */ 



Wait_For_ACM, 
Wait_For_Answer, 
DP_0_M idCall_Alerting 



lnt_Release/ 
Call ^ 



' From gsmSSF 



Release 




Release Cause 
= No answer 
from user 



Result : 
Fail 




Figure 4.88-3: Procedure CAMEL_MF_RECONNECT_MSC (sheet 3) 
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Procedure CAMEL_MF_RECONNECT_MSC 

/* A procedure in the MSC to handle i"^ 
a reconnection after leg 2 disconnects */ 



4(6) 



/* Signals to/from the right are [ 
to/from the destination exchange; 
signals to/from the left are 
to/from thegsmSSF 
unless otherwise stated. */ 




Wait_For_Answer, 
DP_0_M idCall_Alerting 



>lnt MidCall 



Yes 



Result : 
Fail 




iDP_0_MidCair; 
1 _Alerting 



Release 




>lnt Continu(i 



^lnt_Continu(i 
With Argument 



Continue 



/ Answer 

/ 



Wait_For_ 
Answer 



Figure 4.88-4: Procedure CAMEL_MF_RECONNECT_MSC (sheet 4) 
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Procedure CAMEL_MF_RECONNECT_MSC 

/* A procedure in the MSC to handle i"^ 
a reconnection after leg 2 disconnects */ 



5(6) 



/* Signals to/from the right are ^ 
to/from the destination exchange; 
signals to/from the left are 
to/from thegsmSSF 
unless otherwise stated. */ 



DP_0_M idCall_Alerting 



lnt_Establish. 
^Temporary 
Connection 



>lnt_Connect_To_ 
Resource 




To SELF 



Answer 



ELSE 



Fail 




Figure 4.88-5: Procedure CAMEL_MF_RECONNECT_MSC (sheet 5) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



303 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_MF_RECONNECT_MSC 

/* A procedure in the MSC to handle i"^ 
a reconnection after leg 2 disconnects */ 



6(6) 



/* Signals to/from the right are ^ 
to/from the destination exchange; 
signals to/from the left are 
to/from thegsmSSF 
unless otherwise stated. */ 



DP O MidCall Active 



lnt_Establish_ 
> Tempo rary_ 
Connection 



^ lnt_Connect 
Resource 



To 



C^MEL CF ET(^ CMVIEL CF CTF^ 



Figure 4.88-6: Procedure CAMEL_MF_RECONNECT_MSC (sheet 6) 
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4.5.6 Handling of gsmSCF initiated calls 
4.5.6.1 Handling of gsmSCF initiated calls in the MSC 

Handling of gsmSCF initiated calls in the MSC involves the following process and procedures: 

- Process CAMEL_ICA_MSC; 

- Procedure CAMEL_ICA_MSC_ALERTING; 

- Procedure CAMEL_ICA_MSC_ANSWER; 

- Procedure CAMEL_ICA_MSC1; 

- Procedure CAMEL_ICA_MSC2; 

- Procedure CAMEL_ICA_Dialled_Services. 

The Process CAMEL_ ICA_MSC handles both gsmSCF initiated new calls and gsmSCF initiated new parties. 
The following paragraphs give details on the behaviour of the MSC in the process CAMEL_ICA_MSC. 

4.5.6.1 .1 Actions of the MSC on receipt of lnt_Error 

The process CAMEL_ICA_MSC returns to idle. 

4.5.6.1 .2 Actions of the MSC on receipt of lnt_Continue 

The MSC continues processing without any modification of call parameters. 

4.5.6.1 .3 Actions of the MSC on receipt of lnt_Continue_With_Argument 

The MSC continues processing with modification of call parameters. 

4.5.6.1 .4 Actions of the MSC on receipt of lnt_Disconnect_Leg 

A Release is sent to the destination exchange if required. The release cause received in the Int_Disconnect_Leg signal is 
used. The process CAMEL_ICA_MSC returns to idle. 

4.5.6.1 .5 Actions of the MSC on receipt of lnt_Release_Call 

A Release is sent to the destination exchange if required. The release cause received in the Int_Release_Call signal is 
used. The MSC then releases all call resources and the process CAMEL_ ICA_MSC returns to idle. 
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Process CAMEL_ICA_MSC 

I N 

/* A process in the MSC to handle i \ 
a gsmSCF initiated new call or 
new party set-up. */ 



1(9) 



/* Signals to/from the right are to/from [ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless othenwise stated. */ 



/* The ICA Default Call Handling indicates | 
whether the call shall be released or continued 
as requested. */ 



No 




Store call reference 

number and 
gsmSCF Address 



Yes 



Is ICA creating a new 
party in an existing call? 



Yes 




Release Call 



Was original call 
created using ICA? 



No 




Default Call Handling of 
CSI initiating CAP dialogue 



ICA Default 

Call Handling := 

Release Call 



Continue Call 



ICA Default 

Call Handling := 

Continue Call 



Intjnitiate 
Call Attemp 
^ack 



DP_ 

Collected_ 

Info 



Figure 4.89-1 : Process CAMEL_ICA_MSC (sheet 1) 
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Process CAMEL_ICA_MSC 

I N 

/* A process in the MSC to handle i \ 
a gsmSCF initiated new call or 
new party set-up. */ 



2(9) 



/* Signals to/from the right are to/from [ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless othenwise stated. */ 



DP_ 

Collected_ 

Info 



^lnt_Continue 
With Argument 



CAMEL_ 
_Modify_ 
CUG Info 



'Modify call 

parameters with 

received information' 



>lnt Error 



Idle 



No 



Set N-CSI available 
parameter (for SIFICA) 



No 




Is ICA creating a new 
party in an existing call 
in the VMSC of the served 
subscriber? 



-^ToVLR 



Wait_For 
ICA_Call_ 
V Result 



'From VLB 



Complete 
Call 




Send Info / 
iFor ICA Nemtive 
[Response "x 



lnt_0_Exception 



lnt_Release/ 
Call ^ 



Abort 



- J To VLR 



Idle 



Figure 4.89-2: Process CAMEL_ICA_MSC (sheet 2) 
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Process CAMEL_ICA_MSC 

I N 

/* A process in the MSC to handle i \ 
a gsmSCF initiated new call or 
new party set-up. */ 



3(9) 




/* Signals to/from the right are to/from [ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless othenwise stated. */ 




Reconnect:^ 
True 



Is ICA creating a new party in 
an existing call in the VMSC of 
the served subscriber? 



ToVLR 



From VLR 



Complete 
Call 



Send Info For^ 
ICA / 



Wait_For 

ICA_Call_ 

Result2 



Send Info / 
-For ICA Ne^tive 
Response "x 



lnt_Release/ 
I Call ^ 



'Destination 

address := 

Called Party 

Number' 



Int O Exception 



Abort 



-J To VLR 



CAMEL_Store_. 

D(;3tination_Addr(;^s 

(False, False) 



Idle 



JAM 



iWait_For_ACM| 



Figure 4.89-3: Process CAMEL_ICA_MSC (sheet 3) 
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Process CAMEL_ICA_MSC 

I N 

/* A process in the MSC to handle i \ 
a gsmSCF initiated new call or 
new party set-up. */ 



4(9) 



/* Signals to/from the right are to/from [ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless othenwise stated. */ 



( Wait_For 
1 _ACM 



Address 
Complete 



CAMEL_Start 
_TNRy 



Connect 



Fail 



Reconnect 



Idle 



CAMEL_Stop 
_TNRy 




CAMEL_Stop 
_TNRy 




Reconnect ^^^-^^^^^ Pass 
Result 



Fail 




Idle 



Wait_For 
_Clear / 



Figure 4.89-4: Process CAMEL_ICA_MSC (sheet 4) 
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Process CAMELJCA_MSC 

I h 

r A process in the MSC to handle l\ 
a gsmSCF initiated new call or 
new party set-up. 7 



>lnt MidCall 



bP_0_MidCall 
\ ^Alerting ; 



>lnt MidCall 



5(9) 



/* Signals to/from the right are to/from ^ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless otherwise stated. 7 



Wait_For_Answer, 
DP_0_MidCalLAIerting 



^ lnt_Export 
Leg 



0AMEL_EXPORT 
_LEG_MSC 




jDP_0_MidCal 
_Alerting 



J 



^ lnt_Export 
Leg 



aAMEL_EXPOnT 
_LEG_MSC 




TNRy 
expired 



' Internal 



Release 



No 




Wait_For_Clear, 

DP O MidCall Active 



Release 



No 



AMEL_OCI 
MSC DISC 




Figure 4.89-5: Process CAMEL_ICA_MSC (sheet 5) 
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Process CAMEL_ICA_MSC 

I N 

/* A process in the MSC to handle i \ 
a gsmSCF initiated new call or 
new party set-up. */ 



6(9) 



/* Signals to/from the right are to/from [ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless othenwise stated. */ 



Wait_For_ACM, 
Wait_For_Answer, 
DP_0_M idCall_Alerting 



Release 





Release cause = 

No answer from user? 



Yes 



Wait_For_ACM, 
Wait_For_Answer, 
Wait_For_Clear, 
DP_0_MidCall_Alerting, 
DP O MidCall Active 



Jnt_Release 
Call 



jDP_0_MidCall 
_Alerting i 



Int Error 



iDP_0_MidCair; 
I Active 



>lnt Error 



Release 



Idle 




Release 



Release 



Continue 




Wait_For_ 
Answer 



Release 



Idle 



Continue 



Wait_For_ 
Clear 



Figure 4.89-6: Process CAMEL_ICA_MSC (sheet 6) 
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Process CAMEL_ICA_MSC 

I N 

/* A process in the MSC to handle i \ 
a gsmSCF initiated new call or 
new party set-up. */ 



7(9) 



/* Signals to/from the right are to/from [ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless othenwise stated. */ 



>lnt_Disconnpct 
Leg 



Wait_For_ACM, 
Wait_For_Answer, 
Wait_For_Clear, 
DP_0_M idCall_Alerting, 
DP O MidCall Active 



f \ 
] 


Wait For ICA Call Result, 
Wait_For_ICA_Call_Result2 








\ lnt_Disconnect 
/Leg 







Release 



Abort 



J To VLR 



lnt_Disconnpct 
Leg ack 



Idle 



^ From gsmSSF 



-/ Answer 



jDP_0_MidCallj 
_Alerting ; 



Argum snt 




jDP_0_MidCallj 
_Active I 



>lnt Continuf! 



^lnt_Continuo 
With Argument 



Wait_For_ 
Clear 



Figure 4.89-7: Process CAMEL_ICA_MSC (sheet 7) 
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Process CAMEL_ICA_MSC 

r N 

/* A process in the MSC to handle' \ 
a gsmSCF initiated new call or 
new party set-up. */ 



8(9) 



/* Signals to/from the right are to/from L\ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless othenwise stated. */ 



DP_0_MidCall_Alerting 



lnt_^ Establish, 
^Temporary_ 
Connection 



lnt_Connect_To_ 
Resource 



To SELF 



CAVIEL OCH ETC CAMEL OCH CTR 




Answer 



ELSE 



Fail 



Figure 4.89-8: Process CAMEL_ICA_MSC (sheet 8) 
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Process CAMEL_ICA_MSC 

I N 

/* A process in the MSC to handle i \ 
a gsmSCF initiated new call or 
new party set-up. */ 



lnt_Establish. 
^Temporary 
Connection 



CAMEL OCH ETC 



9(9) 



/* Signals to/from the right are to/from [ 
the destination exchange; Signals to/from 
the left are to/from the gsmSSF; 
unless othenwise stated. */ 



DP O MidCall Active 



, lnt_Connect 
Resource 



To 



CAMEL OCH CTR 



Figure 4.89-9: Process CAMEL_ICA_MSC (sheet 9) 
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Procedure CAMEL_ICA_MSC_ALERTING 

:/* Procedure in the MSC to t\ 
i inform tine gsmSSF tliat tine ; 
icall is in the alerting phase 7 ! 



1(3) 



/* Signals to/from the left are to/from the gsmSSF; |^ 
Signals to/from the right are to/from the destination 
exchange; unless otherwise stated. 7 



No 



Result:= 
Pass 





Yes 



lnt_DP_0. 
Term Sei; 



:ed 



DP_0_Term 
Seized 



Internal 



Answer 



Int Continje 



Result:= 
Answer 



Int Release 



Release 



Release 



Results 
Pass 




TNRy 
Expired 



Release 



Results 
Fail 




Yes 



No 



CAMELJCA 
MSC1 




OAMELJCA 
_MSC2 

=1 



Reconnect 



Result 



Continue, 

Release, 

Fail 



Result:= 
Fail 




Result:= 
Reconnect 

1 



Figure 4.90-1: Procedure CAMEL_ICA_MSC_ALERTING (sheet 1) 
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Procedure CAMEL_ICA_MSC_ALERTING 

:/* Procedure in the MSC to t\ 
i inform the gsmSSF that the ; 
icall is in the alerting phase 7 ! 



2(3) 



Release Call 



Release 



Result:= 
Fail 



DP_0_Term 
Seized 



lnt_Export 



Leg 



C \M 



EL_Expor|t 
Leg_MSC 




No 



Yes 



(DP_0_Term] 
I _Seized ) 



/* Signals to/from the left are to/from the gsmSSF; |^ 
Signals to/from the right are to/from the destination 
exchange; unless otherwise stated. 7 



DP_0_Term 
Seized 



Int Error 



1. 



Int Continje 



With_ArgL 




ICA Default Call Handling 



Continue Call 



ment 



Result:= 
Pass 




P. 


i&ie^e caLJss. 


Yes 




No ailsi^ 


fransrtT 
No 


ser? 








:;amel ica 

_MSC1 




:amel ica 

_MSC2 






/ 




















Conti 


nue 




Reconr 


ect 






Result := 
Fail 




Result := 
Reconnect 






f 









Figure 4.90-2: Process CAMEL_ICA_MSC_ALERTING (sheet 2) 
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Procedure CAMELJCA_MSC_ALERTING 

I N 

/* Procedure in the MSC to i -^ 
inform the gsmSSF that the " 
call is in the alerting phase 7 



3(3) 



/* Signals to/from the left are to/from the gsmSSF; [ 
Signals to/from the right are to/from the destination 
exchange; unless otherwise stated. */ 



lnt_Establish_ 
>Temporary_ 
Connection 



CAMEL OCH ETC 



Fail 



Result : 
fail 




DP O Term Seized 



>lnt_Connecl_To_ 
Resource 



CWMEL OCH CTR 




Result ■- 
Answer 



ELSE 



Figure 4.90-3: Process CAMEL_ICA_MSC_ALERTING (sheet 3) 
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Procedure CAMEL ICA MSC ANSWER 



1(3) 



!/* Procedure in the MSC to ; 
i inform tine gsmSSF tliat tine 
I call has been answered. 7 



/* Signals to/from the left are to/from the gsmSSF; |^ 
signals to/from the right are to/from the destination 
exchange unless otherwise stated. 7 



(U) 



No 



Result:= 
Pass 





Yes 



Int DP O 



Answer 



DP O Answe 



lnt_Contin^e y^^^Sl^r^'""^'''^' 





Release 



AMEL_OCI- 
VISC DISCS 




Result:^ 
Reconnect 




Figure 4.91-1 : Procedure CAMEL_ICA_MSC_ANSWER (sheet 1) 
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Procedure CAMELJCA_MSC_ANSWER 

/* Procedure in the MSC lo\ 
inform the gsmSSF that the 
call has been answered. 7 



Release Call 



jDP_0_Answer 

V I 



>lnt Error 



2(3) 



/* Signals to/from the left are to/from the gsmSSF; [ 
signals to/from the right are to/from the destination 
exchange unless othenwise stated. 7 



Release 



Result:: 
Fail 




ICA Default Call Handling 



Continue Call 



Results 
Pass 




DP O Answer! 

1 



>lnt_Export..Leg 



CAMEL_Expor^ 
_Leg_MSC 



(t;AMEL_OCH 
MSC DISC^ 




Yes 




^^sult 
Heconnect 



Yes 



/ 


DP_0_Answer 


V / 



No 



Result := 
Reconnect 



Result : 
Failt 




Figure 4.91-2: Process CAMEL_ICA_MSC_ANSWER (sheet 2) 
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Procedure CAMELJCA_MSC_ANSWER 

/* Procedure in the MSC lo\ 
inform the gsmSSF that the 
call has been answered. 7 



3(3) 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



DP O Answer 



IntEstablisti 
Temporary^ 
-ConneclLon 



C/\MEL OCH E""C 



No 



lnt_Connect_To_ 
Resource \ 



CAMEL OCH CTR 




Yes 



Result:: 
fail 




Figure 4.91-3: Process CAMEL_ICA_MSC_ANSWER (sheet 3) 
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Procedure CAMEL ICA MSC1 



/* Procedure in the MSC in tine ;\ 
case of CAMEL Jiandling to ; 

connect a call at DP 0_Busy and! 
DP Route Select Failure. 7 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated.*/ 







lnt_DP_RoCH.e_ 
_Select_ 



pp_0_Busy 



DP_Route_ 
_Select_ 

Failiirg 



DP_0_Busy, 

DP Route Select Failure 



Int Connect 



Int Continue 



lnt_Contin 
With_Argu>ngnt 



Int Error 



Int Releagfe Call 



CAMEL_ 
_Modify_ 

f.llf^ Infn 



Modify call 
darameters witf 

rpftpjvprl infnrmaltnn 



Result:= 
Reconnect 



T 



Result:= 
Continue 



No 



Result:= 
Continue 




Figure 4.92-1 : Procedure CAMEL_ICA_MSC1 (sheet 1) 
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Procedure CAMEL_ICA_MSC2 

I /* Prodecu/re in the MSC to \\ 

i connect a call at DP O No Answer 7: 



i(i; 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated.*/ 




Int DP O Nb Answer 



3l|'_0_No_Ans\Ai 



Int Connect 



Int Continije 



CAMEL_ 
_Modify_ 

nun Infn 



Modify call 
darameters witf 

leiverl infnrmattnn 



Result:= 
Reconnect 



H 



lnt_Contini 
With_Argu>Kgnt 

I 



Int Error 



Result:^ 
Continue 




^ 



Int Release Call 



No 



Result:= 
Continue 

=1 



Figure 4.93-1 : Procedure CAMEL_ICA_MSC2 (sheet 1) 
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Procedure CAMEL ICA Dialled Services 



/* Procedure in tlie IVISC to ' '_ 
process CAMEL dialled services 
for gsmSCF initiated calls or 
gsmSGF initiated call parties 7 



Reconnect was received in 
a dialogue due to .. ? 



N-GSI 





Yes 




CAMELJCA_ 
MSG1 



True False 



D-CSI 



^^^^sult^\ 


Yes 




Heqonn^Gt? 
No 








Result:= 
Fail 




Reconnects 
True 








c 



ELSE 

D-GST^-. 
guppressBct?' 

I No 



1(1) 



/* Signals to/from the right 
are to/from the VLR. 7 




Abort 



Figure 4.94-1: Procedure CAMEL_ICA_Dialled_Services (sheet 1) 
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4.5.6.2 Handling of gsmSCF initiated calls in the VLR 

Handling of gsmSCF initiated calls in the VLR involves the following process and procedures: 
- Process CAMEL ICA VLR. 
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Process CAMELJCA_VLR 

/* A process in the VLR to handle' \ 
a gsmSCF initiated call set-up. */ 



1(2) 



/* Signals to/from the left 
are to/from the MSC */ 



Yes 



Send Info 
for ICA 



OCB 

"kifipressect?^ 

1"no 



No 




See 3GPPTS 23.018 



_NP leg is created 
^within VTcattf 



Yes 



Yes 



ICo r "non-CQG call" 
providedby gsmSCF? 

No 



OG_CUG_ 
Check 




For the current process, procedure 
Get_LLSubscriptionJnfo_MO_VLR 
shall not perform the COLP check for 
the call. 



Get_LL 

ubscription 

nfn MO VI F ; 



See 3GPPTS 23.018. 
^OG_CUG_Checkuses MO 
CUG Call Authorisation 
Function in VLR, specified in a 
table in 3GPP TS 23.085. For 
this call to OG_CUG_Check, 
VLR shall use the column 
indicated by "No CUG Info", 
under the header "Information 
provided by calling user". 



J See 3GPPTS 23.018 



Send Info for ICA 
negative response 




Idle 



Figure 4.95-1 : Process CAMEL_ICA_VLR (sheet 1) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



325 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Process CAMELJCA_VLR 

/* A process in the VLR to handle' \ 
a gsmSCF initiated call set-up. */ 



2(2) 



See 3GPPTS 23.018 




/* Signals to/from the left 
are to/from the MSC */ 



D-CSI present 

and/or N-CSI available received? 



Complete Call 



j WaitJor__ \ 
SIFICA 2 



.Send Info 
for ICA 



Yes 




> Abort 



Check_OG_ 
Barring 




esult ■■ 
J barred? 

No 



Yes 




Complete 
Call 



Send Info for ICA 
negative response 



Idle 



Idle 



Figure 4.95-2: Process CAMEL_ICA_VLR (sheet 2) 
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4.5.7 Handling of mobile calls in the gsmSSF 

Handling of mobile calls in the gsmSSF involves the following processes and procedures: 

- Process CS_gsmSSF; 

Procedures and process Check_Criteria; 
Procedure Connect_To_Resource; 
Procedure Handle_AC; 
Procedure Handle_ACR; 
Procedure Handle_CIR; 
Procedure Handle_CIR_leg; 
Procedure Complete_FCI_record; 
Procedure Complete_all_FCI_records; 
Procedure Handle_SCI; 

- Process CSA_gsmSSF; 

Procedure Handle_0_Answer; 

Procedure Handle_T_Answer. 

The detailed error handling for the process CS_gsmSSF and the associated procedures is specified in 3GPP 
TS 29.078 ([36]). 

4.5.7.1 Call duration control 

4.5.7.1 .1 Information flow for call duration control 

The following diagram shows the handling of the different timers that are used in the process CS_gsmSSF and in the 
procedures Handle_AC, Handle_ACR, Handle_CIR. Timers Tssf, Tcp, Tsw, Tw and DELTA are defined in the process 
CS_gsmSSF. 
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ERBCSM 
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gsmSSF/MSC 



Tsw 





ACR 






AC(Tcp2) 






ACR 






RRBGSM 






CONNECT 






AC(Tcp3) 


> 



Tcp1 



Delta 
Tcp2-Delta 



Tsw 



Tcp3 



ANSWER 



RELEASE 



SETUP 



ALERT 



ANSWER 



RELEASE 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



MSC / TE 



Figure 4.96: Information flow for call control duration 

The following diagram shows an example of the handling of call duration control for CPH configurations. 
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CSE 



AC(Tcp1) 




asmSSF/MSC 








CSA 




CS1 




CON 








SL(legld=2, CSId=2) 




ExpU 


'■Q 


\ 






AM^/I 


Tcp 


r 








CS2 

ExpLea/ 


iCl< 


ACR(Tcpr,legActive=F) 








SL ReturnResult 




Ex 














pL( 






CTRWA/PAC 




igAcK 


CTRWA/PA 








PAC-Result 












SRR 








DFCWA 












DFCWA 








ML(legld=2) 




Irr 


pL 


^ 






ML ReturnResult 




Imp 


=^ 








jAc 


i 

1 1 
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ImpLegAck 

Start 
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AC(Tcp2)/CUE 
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ACR(Tcp2) 








2 - Delta 



























Figure 4.96a: information fiow for caii controi duration in CPIH configurations 
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4.5.7.1.2 



Audible indicators for call duration control 



The gsmSCF may instruct the gsmSSF to play either a fixed sequence of tones or a variable sequence of tones with the 
Apply Charging information flow. The gsmSCF may also instruct the gsmSSF to play a variable sequence of tones with 
the Play Tone information flow. 

For the case of the fixed sequence of tones, the gsmSSF shall play a single sequence of three tones. The duration of 
each of the tones shall be 200 milliseconds with an intertone interval of 200 milliseconds. This shall be played 
30 seconds before the end of a call period. For the case of a variable sequence of tones, or a burst list, the gsmSCF shall 
indicate the number of tones per burst, the number of bursts to be played, the tone duration, interval between the tones 
and the interval between the bursts. In addition, the gsmSCF shall indicate in the Apply Charging information flow, the 
warning time before call period expiry at which the playing of the burst list shall start. Figure 4.97 provides a graphical 
representation of the variable burst list in the case where there are three tones per burst and three bursts in the burst list. 
The Warning Period in figure 4.97 applies to the Apply Charging information flow only. 

End of 

call 

period 

' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' i ► 



Tone i 
Duration ! 



Tone 
I Duration ! 



I Tone 
I Duration 



-^^4->i< — M-M- 



Tone 
Interval 



Tone 
Interval 



Tone I 
Duration \ 



\ Tone 
: Duration ! 



Tone 
I Duration ! 



-N^— M — M— M — ►N-N 



Tone 
Interval 



Tone 
Interval 



Tone j 
Duration \ 



Tone 
I Duration \ 



\ Tone 
: Duration 



-N^— M — M— N*- 



Tone 
Interval 



Tone 
Interval 



Burst 



Burst 
Interval 



Burst 



Burst 
Interval 



Burst 



Burst List 
Wartiitig Period 



Figure 4.97: Representation of burst list 



4.5.7.2 The gsmSCF control of e-values 



4.5.7.2.1 



Procedure Handle SCI 



There are independent Tariff Switch Timers for the control of the call duration Tsw(pty) and for the gsmSCF control of 
e-values Tsw(SCI). The gsmSCF control of e-values is via the Send Charging Information information flow. 

The following terminology has been used for e-parameters: 

Applicable and in use. The set of e-parameters is currently applicable in the MSC and the set has been sent to the 
MS. 

Applicable but waiting. The set of e-parameters is currently applicable in the MSC but the set has not yet been 
sent to the MS. 

Applicable but not in use. The set of e-parameters is currently applicable in the MSC but it cannot be sent to the 
MS, e.g. because the Advice of Charge supplementary service is not subscribed. 

Stored. The set of e-parameters is not yet appUcable. The stored set of e-parameters becomes applicable when a 
tariff switch occurs. 



The table below defines the actions of the Procedure Handle_SCI. 

Table 4.6: Handling of SCI in the gsmSSF 



received Tsw(SCI) 
and set of 



Primary dialogue (note 1) 



no active call / SRF connection 



active call / SRF connection 



Secondary 
dialogue 
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e-parameters in tlie 

SCI information 

flow 


Tsw(SCI) not 

running and no 

e-parameters 

stored 


Tsw(SCI) 

running and 

e-parameters 

stored 


Tsw(SCI) not 

running and no 

e-parameters 

stored 


Tsw(SCI) 

running and 

e-parameters 

stored 


(note 2, 8) 


Tsw(SCI) 
not received 


1 set 


send 1 St set to 
MSC 


stopTsw(SCI); 

discard stored set; 

send 1 St set to 

MSC 


send 1 St set to 
MSC 


stopTsw(SCI); 
discard stored 

set; 
send 1 St set to 

MSC 


send 1 St set to 
MSC 


Tsw(SCI) 
not received 


2 sets 


error 


error 


error 


error 


error 


Tsw(SCI) 
received 


1 set 


error 


error 


store 1 St set; 
start Tsw(SCI) 


stopTsw(SCI); 
discard stored 

set; 

store 1 St set; 

start new 

Tsw(SCI) 


error 


Tsw(SCI) 
received 


2 sets 


send 1 St set to 

MSC, 
store 2nd set; 
start Tsw(SCI) 


stopTsw(SCI); 

discard stored set; 

send 1 St set to 

MSC; 

store 2nd set; 

start new 

Tsw(SCI) 


error 


error 


send 1 St set to 

MSC; 
store 2nd set; 
start Tsw(SCI) 


NOTE 1 : Primary dialogue: The primary dialogue is initiated due to TDP Collected_lnfo, TDP Analysedjnformation, or 
TDP Route_Select_Failure, TDP Terminating_Attempt_Authorised, TDP T_Busy or TDP T_No_Answer. A 
dialogue initiated due to TDP Analysedjnformation is only the primary dialogue, if there is no ongoing 
dialogue due to TDP Collected_lnfo. 

NOTE 2: Secondary dialogue: The secondary dialogue is initiated due to TDP Analysedjnformation. 

NOTE 3: The condition "active call / SRF connection" is true if there is at least one active leg in this call (CSA) or if an 
SRF is connected to a Call Segment in this CSA. Incoming legs are active after an answer is sent and before 
the leg begins to release. Outgoing legs are active after an answer is received and before the leg is begins to 
release. 

NOTE 4: If the gsmSSF sends a set of e-parameters to the MSC this will ovenwrite the current set of e-parameters in the 
MSC, if e-parameters are applicable in the MSC. 

NOTE 5: The MSC shall store the received e-parameters to be sent subsequently to the MS. The MSC shall send these 
e-parameters to the MS in a Connect message or in a Facility message. 

NOTE 6: Secondary dialogue gsmSCF can only give e-parameter(s)/Tsw(SCI) when they have not previously been 
provided by the primary dialogue gsmSCF. After secondary dialogue gsmSCF gives e-parameter(s) / 
Tsw(SCI), Primary dialogue gsmSCF shall not give further on-line charging instructions (i.e. Send Charging 
Information). 

For D-CSI, this is ensured by service subscription restriction by a home network operator. For N-CSI, this is 
ensured by a roaming agreement between the home network operator and the visited network operator or is 
only applicable within a home network. 

NOTE 7: When a gsmSCF relationship is closed then the stored e-parameters given by that dialogue are discarded. Any 
Tariff Switch timer (Tsw(SCI)) is also stopped when the gsmSCF relationship is closed. If the gsmSCF has 
given any e-parameters which are not stored but which are applicable (regardless of whether they are 
applicable and in use, applicable but waiting, or applicable but not in use) when the gsmSCF relationship is 
closed, those e-parameters are also valid after the gsmSCF relationship is closed. If any subsequent CAP 
dialogues give e-parameters those new e-parameters shall ovenwrite the applicable e-parameters given by the 
preceding CAP dialogues. 

NOTE 8: The secondary dialogue is not applicable to VT calls. 

NOTE 9: Service Logic designers shall take care when using SCI in both primary dialogue and secondary dialogue, if 
these dialogues use different versions of CAMEL. In such a case it is e.g. possible that a Tariff Switch timer 
(Tsw(SCI)) information received in the primary dialogue is overwritten by a Tariff Switch timer (Tsw(SCI)) 
information received in the secondary dialogue. 



4.5.7.2.2 



Process Tsw For SCI 



The process Tsw_For_SCI exists per call. That is there is one process instance per CSA. The Tariff Switch Timers for 
the gsmSCF control of e-values Tsw(SCI). 
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Process Tsw For SCI 



1(2) 



/* Signals to/from the left are to/from the MSC of the leg ^ 

concerned (the CAMEL subscriber); signals to/from the right 
are to/from the process CS_gsmSSF of the leg concerned 
(the CAMEL subscriber. 7 



/* Timers used in the TswForCSI process: 



A 



Tsw(SCI): Timer for tariff switch for the gsmSCF controlled e-values. 
At the expiration of this timer, a new tariff for the gsmSCF controlled e-values shall be started 

The CS_c|smSSF related to leg of the CAMEL subscriber is setting the timer Tsw(SCI) 
in the procedure Handle_SCI). 

The timer Tsw(SCI) is stopped on release of the leg of the CAMEL subscriber or 
when the relationship to the gsmSCF is closed. 

7 



Idle 



Set Timer 



Start 
Tsw(SCI) 



J with received value 



Running 



Figure 4.98-1 : Process Tsw_For_SCI (sheet 1) 
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Process Tsw For SCI 



2(2) 



/* Sgnals to/from the left are tcVfrom the MSC of the leg 
concerned (the CAMEL subsaiber) ; signals tc/f rom the right 
are to/from the process CS_gsmSSF of the leg concerned 
(the CAMEL subscriber. V 



Running 



Internal 



_Tsw(SCI) 
expired 



Stop Timer 



Set Timer 




No 



No stored e-parameters l_ ^^ stored 
exist after this setting ' 1 e-parameters 




No 



This provokes the MSC 
to send e-parameters to [ 
the CAMEL subscriber. 



Send_e_ 
Parameters 



Restart 
Tsw(SCI) 



J with received value 



Running 



Idle 



Figure 4.98-2: Process Tsw_For_SCI (sheet 2) 
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4.5.7.3 Behaviour of the gsmSSF in the process CS_gsmSSF 

The following paragraphs give details on the behaviour of the gsmSSF in the process CS_gsmSSF. 

4.5.7.3.1 Actions of the gsmSSF on receipt of CAP_Request_Report_BCSM_Event (in the 
state WaitingForJnstructions) 

The process CS_gsmSSF arms the requested EDP, if the arming rules are fulfilled and returns to the state 
W ai ting_For_Ins tructio ns . 

The gsmSCF may request EDPs for any one or more of Answer, Busy, No Answer, Abandon, Route Select Failure and 
Disconnect event for a party in the call. 

4.5.7.3.2 Actions of the gsmSSF on receipt of CAPContinue (in the state 
WaitingForJnstructions) 

An Int_Continue signal is sent to instruct the GMSC or MSC to continue the call set-up with the original call 
parameters. 

4.5.7.3.3 Actions of the gsmSSF on receipt of CAP_Release_Call (in the state Monitoring) 

When a control relationship exists between the gsmSCF and gsmSSF (at least one EDP-R is armed), the gsmSCF may 
spontaneously instruct the gsmSSF to release the call at any time using the Release Call information flow. The Release 
Call information flow shall not be sent from the gsmSCF if only monitor relationship exists between the gsmSSF and 
the gsmSCF. 

4.5.7.3.4 Actions of the gsmSSF on receipt of lnt_DP_T_Busy or lnt_DP_T_No_Answer 
including the parameter Call Fonwarded (in the state Monitoring) 

If the handling of Int_DP_T_Busy signal or Int_DP_T_No_Answer signal including the parameter Call Forwarded 
leads to the gsmSSF sending a CAP_Event_Report_BCSM to the gsmSCF, the gsmSSF shall include the parameter Call 
Forwarded in the Event Specific Information BCSM. 

4.5.7.4 Outstanding Request Counter and Rules for CAMEL 

In the following the rules on handling of the 'outstanding requests' variables in the process CS_gsmSSF are given. They 
are storing the number of required resumptions. 

1) There shall be one outstanding requests variable ORC_Leg (leglD) per leg to handle TDP-R and EDP-R reports 
and ICA. 

2) In addition there shall be one outstanding requests variable ORC_CS (CSID) per call segment to handle the CPH 
IFs. 

3) A leg will only be resumed if the ORC_Leg (leglD) variable for this leg and the ORC_CS (CSID) for the call 
segment containing the leg are 0. 

4) Events that cause the suspension of the call processing are signalling events armed as TDP-Rs or EDP-Rs, or the 
processing of a CPH IF (Disconnect Leg, Split Leg or Move Leg) or Initiate Call Attempt sent by the gsmSCF. 

a) For TDP-R or EDP-R events the number of required resumptions relative to the associated leg will be 
incremented by 1 . For TDP-R, the associated leg is always leg 2. 

b) For CPH IFs the number of required resumptions per call segment will be set to one if it is still 0. Otherwise 
the number of resumptions remains unchanged. For Split Leg the number of required resumptions for each of 
the source call segment and the target call segment will be set to one if it is still 

c) For ICA the number of required resumptions relative to the associated leg will be set to 1 . 

5) In addition the CS_gsmSSF stores information about the events (DP with the associated leg, CPH) that require 
resumption and keep track of the order of events for TDP-Rs and EDP-Rs for each leg . The order of 
resumptions for a leg shall be the order in which the suspension events occured for that leg. 
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6) For DP event resumption Continue with Argument with leglD or Continue are valid. If not otherwise stated 
below, for each received resumption the number of required resumption for that leg will be decremented by 1 if 
it was a valid resumption for the event that has to be handled first. Decrementing of the outstanding requests 
variables does not go below 0. 

7) For CPH resumption Continue with Argument with CSID is valid. On receipt of the resumption the number of 
required resumptions for that call segment will be set to 0. 

8) For ICA resumption Continue with Argument with Legid is valid. On receipt of the resumption the number of 
required resumptions for that Leg will be set to 0. 

9) If Continue with Argument with neither LegID nor CSID is received, then the number of resumptions required 
for the leg that was reported will be decremented by 1 . If reporting is performed on more than one leg, then the 
related leg will be selected following the sequence of the reporting. 

10) If Continue is received, then the number of resumptions required for the leg that was reported will be 
decremented by 1 . If reporting is performed on more than one leg, then the related leg will be selected following 
the sequence of the reporting. 

1 l)The processing of a Connect with a LegID causes the number of required resumptions for that leg to be 
decremented by 1 . The processing of a Connect without a LegID causes the number of resumptions for the 
LegID = 2 to be set to 0. 

12) The processing of Tssf expiry and of TC Abort causes the number of resumptions required to be set to and the 
call processing to be resumed. All stored resumption events are discarded. 

13) On receipt of a Disconnect Leg the number of resumptions required for the corresponding leg is set to 0. 

14) If Release Call is used, nothing needs to be resumed. 



4.5.7.5 Process CS_gsmSSF and procedures 
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Process CS_gsmSSF 

'/* Invocation of CS_gsmSSF V[\ 



r Timers used in tlie CS_gsmSSF process: 
Tssf: Application timer in the ssf. 



1(63) 



A 



The following timers are applicable for call legs as well as for the connected SRF (srf ID). 
That is 'pty' may be a leg ID or an srf ID. 
Tcp{pty): Timer for call period. 

This timer measures the duration of a call period. 
Tsw(pty): Timer for tariff switch. 

At the expiration of this timer, a new tariff shall be started. 
Tw{pty): Warning timer. 

At the expiration of this timer, a warning tone shall be played to the CAMEL subscriber. 

For the New Call case (NC-call) the first party created shall receive the tone. 
DELTA{pty): time, measured in the CS_gsmSSF, elapsed 
(i) between the time an ApplyChargingReport operation is sent to the gsmSCF and the time an 

ApplyCharging operation is received from the gsmSCF for that pty. Or 
(ii) between the precautionary start of DELTA measurement and the time an ApplyCharging operation 

is received from the gsmSCF for that pty. 

Tccd(pty): Control of call duration timer. 
This timer supervises if after sending of ACR a new AC is received for that pty. 
Tccd has a value range of 1 to 20 seconds. 



Ranges for the default values for Tssf. 

- non user interaction Tssf timer value: 

- user interaction Tssf timer value: 

V 



1 second to 20 seconds 
1 minute to 30 minutes 



Figure 4.99-1 : Process CS_gsmSSF (sheet 1) 
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Process CS_gsmSSF 

'/* Invocation of CS_gsmSSF V[\ 



2(63) 



/* Decision box definitions (1 ) [^ 

'armed TDPs for tliis CSI?' 

It is questioned wlietlier or not tlie ongoing call can encounter further TDPs whicfi are 

indicated in the current CSI. 

'Call to be released?' 

It is checked whether or not the part of the call that is controlled by this CS_gsmSSF process instance 
will be released immediately after CS_gsmS8F has responded; i.e. this part of the call will not send 
any signals further on to the CS_gsmSSF. 

*/ 



/* Decision box definitions (2) ^ 

The following decisions are used by procedures in CCF 

'gsmSSF invoked?' 

Is the CS_gsmSSF process in any state other than Idle? 

*/ 



Note to the task box "Perform implicit disarming of DPs"; 



A 



If DP 0_Change_Of_Position and/or DP T Change_Of_Position are disarmed by this task, then 

the CS_gsmSSF sends 

lnt_lnvoke_0_Change_Of_Position_MSC to the CAMEL_0_CHANGE_OF_POSITION_MSC and/c^r 

lnt^lnvoke_T_Change_Of_Position_MSC to the CAMEL_T^CHANGE_OF_POSITION_MSC 

with the parameter "Transparent, respectively. 

V 



/* Information per each leg: K 

The following information is present for each leg: 

- The timers applicable per leg: Tcp{pty), Tsw{pty), Tw(pty), DELTA(pty) and Tccd{pty). 

- AC(pty) pending 

- ACR(pty) sent 

- Call Information Request (leglD) 

- Logical call record for FCI (leglD) 
-ORC_Leg(leglD) 

If a leg is split or moved into another call segment, then also the following information for this leg shall be move{J 
together with this leg: 

- Call Information Request (leglD) 

- Logical call record fpr FCI (leglD) 
-ORC^Leg(leglD) 

7 



Figure 4.99-2: Process CS_gsmSSF (sheet 2) 
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Process CS_gsmSSF 



3(62) 



/* Invocation of CS_gsmSSF *, 



/* Signals to/from the left are to/from the MSC; 
signals to/from the right are to/from the process 
CSA_gsmSSF unless otherwise marked. 7 




Idle 
pRC_CS(CSID) :=0 



Idle 




Intjnvoke 
gsmSSF 



lnt_lnvoke 
>gsmSSF 
(VT-CSI)J 



lnt_lnvoke 
/gsmSSF 



-> 



Intjnvoke 
>gsmSSF 
(N-CSI) 



-^ 



lnt_lnvoke 

gsmSSF 

(T(p-CSI) 



Arm DP 



lnt_gsmS$F 
Invoked 



■''wait_For_ 
! _Request 



The received CSI states 

whether DP Collectedjnfo 

or DP Analysedjnformation 

or DP Route_Select_Failure 

or DP T_Busy 

or DP T_No_Answer 

or DP Terminating_Attempt_ 

Authorised shall be armed 

as TDP. 



Figure 4.99-3: Process CS_gsmSSF (sheet 3) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



4(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Idle 



_Except 



D^Excpption, 
tion 



Int Continue 



Idle 



lnt_DP 
lnt_DP 
lnt_DP 
lnt_DP 
lnt_DP 
lnt_DP 
lnt_DP 
lnt_DP 
lnt_DP 
lnt_DP 
Int DP 



P_Answer, 

TAnswer, 

Analysedjnfo, 

P_Term_Seized, 

CalLAccepted, 

0_MidCall, 

T_MidCall, 

P_Change_Of_Position , 

T_Change_Of_Position, 

P_Bearer_Change, 

JBearerChange 



Intjnvoke^ 
gsmSSF 



lnt_gsmSSF 
Invoked 



/ Wait_For_ \ 
I ICA_Or_ ! 
V lmport_l eg /' 



Figure 4.99-4: Process CS_gsmSSF (sheet 4) 
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Process CS_gsmSSF 



/* Invocation of CS_gsmSSF 'l\ 

i 




h/lore_Digit!i 



1 _Request 



5(63) 



Wait_For_ 
! _Request 



/* Signals to/from the left are to/from the MSC; b. 
signals to/from the right are to/from the process 
CSA_gsmSSF unless othenwise marked. 7 



lntJP_Route_Select_Failure, 

lnt_DP_T_Busy, 

Int DP T No Answer 



lnt_DP_ 

_Analysed_ 

Information 



Idle 



C leckCriteria 
Unsuccessful 




Yes 



Yes 



Pass 




No 



Check_Criteria_ 
_AnalysedJnf(i 



Check_Criteria_ 

Jor_TOC 
( DPAna l ysedj 



naly 

ffJat 



-IUtore_Digits 



lnt_Collecl ^^sult> 

Information ^\nass' 

4J^umber_bf_DigilSf./'' 



I nform ation) 



No 




Int Continue 



Idle 



Yes 



Any other CAMEL dialogue active 
for the current leg OR more than on 
outgoing leg within this leg ? 




Figure 4.99-5: Process CS_gsmSSF (sheet 5) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



6(62) 



/* Signals to/from the left are to/from the MSC; K 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. 7 



Wait_For_ j 
_Request \ 



lnt_DP_ 
^Terminatihg^ 
_Attempt_ 
Authorized 



lnt_T_Exception, 
lnt_0_Exception 




^Terminating^ 
J'Vttempt_ 
Authorized_ 
armsd?' 



Yes 



Int Continue 




Int Continue 



No 



lnt_DP_0_Answer, 

lnt_DP_T_Answer, 

lnt_DP_0_Term_Seized , 

lnt_DP_CalLAccepted, 

lnt_DP_0_MidCall, 

lnt_DP_T_MidCall, 

lnt_DP_0_Bearer_Change, 

lnt_DP_T_Bearer_Change 



Check_Gap_ 
Criteria 



Wait_For_ 
_Request 



Idle 




No 




Figure 4.99-6: Process CS_gsmSSF (sheet 6) 
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Process CS_gsmSSF 

7* Invocation of CS_gsmSSF V[\ 



7(62) 



r Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 





'SetTssf to default 

non user interaction 

Tssf timer interval 

and restart Tssf 



'SetTssf to default 

non user interaction 

Tssf timer interval 

and restart Tssf 




Application_\ 
Begin / 



Application_> 
Begin / 



Apply Gap 
treatment 
if present 



'Set Control 
Relationship' 



'Set Control 
Relationship' 



Int InitialDP 



Int InitialDP 



Waiting_for_ 

Instructions^ 

fnrns 



Int Continue 



ledTDPs 
^his csir 



Int Relea^eCall 



Yes 



j Wait_For_ i j 
I _Request ,' i 



No 



Idle 



I Waiting_for_ 
! Instructions 



Gap treatment depends on 
the info received in the 
Call Gap message (i.e. 
tone/announce, cause, etc.) 



Oustanding Call Information Report := 
For all new legs, i.e. Ieg1 and Ieg2: 

ACR{leglD) sent := false 

AC{leglD) pending := false 
For the leg on which the TDP occurs 

ORC_Leg (leglD) := 1 
For all other legs of the CS 

ORC_Leg (leglD) := 



Default Call Handling : 
Continue Call? 



Figure 4.99-7: Process CS_gsmSSF (sheet 7) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



8(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Wait_For_ 
Request 




lnt_DP_0_Abandon, 
lnt_DP_T_Abandon, 
lnt_DP_0_No_Answer, 
lnt_DP_0_Busy 



Number of legs in this CS 
(including leg being released) 




ELSE 



To MSC process of 
remaining leg 



To MSC process of 
leg being released 



lnt_Releas!e 
Call 



Int 


DP 


Abandon, 


Int 


DP 


T Abandon, 


Int 


DP 


Route Select Failure, 


Int 


DP 


No Answer, 


Int 


DP 


T No Answer, 


Int 


DP 


Busy, 


Int 


DP 


J_Busy 



Int Continue 



Idle 



Figure 4.99-8: Process CS_gsmSSF (sheet 8) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



9(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Idle, 
Wait_For_Request 



lnt_DP_0_i \ lnt_DP_Tj 
^_Disconnect /_Disconnect 
/* l e gl D 7 / /* l e gl D 7 




Yes 



CS contains only two legs 
(before DP Disconnect) 
and each leg has its own 
MSC process? 



Int Releasee 



to MSC for remaining leg 



Int Continue- 



to MSC for leg being released 



Idle 



Figure 4.99-9: Process CS_gsmSSF (sheet 9) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



10(62) 



/* Signals to/from the left are to/from the MSC; 
unless otherwise marked. 7 



WaitingForJn St ructions, 
Monitoring 



,lnt_MidCalL 
Criteria_Request 



yiidCall 
irmed?' 



No 



Yes 



lnt_MidCaL 
Criteria ack 



Idle, 
Wait_For_Request 



,lnt_MidCalL 
Criteria_Request 



lnt_MidCalL 
Criteria 
^ negative response 



Figure 4.99-10: Process CS_gsmSSF (sheet 10) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



1 1 (62) 



/* Signals to/from the left are to/from the MSC; K 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. 7 



lnt_lmport^ 
Leg 



lnt_lmport_ 
Leg 



l'Wait_For_^SL?i 
lrnport_Leg_ack 




Jnt_lmport_ 
Leg_ack 



lnt_lmport_ 
Leg_ack , 



jWaitingFor 
' ICA Ack 



Intjnitiatej 

^ Call Attempt 

ack 



For the new leg: 

ACR(leglD) sent := false 

AC(leglD) pending := false 

ORC_Leg{leglD) := 1 
FortheCSID 

ORC_CS(CSID) := 
Oustanding Call Information Report 



LpdateSignalling 
(for the current 
Call Segment) 



to all legs in the [ 
call segment 



lnt_lnitiate \ 
Call Attempt 
-ack , / 



Int MidCall 



Set Tssf to default 

non-user interaction 

Tssf t im er v alue and 

restar: Tssf 



9RC_CS (CSiq) 



Waiting_For 
Instructions I 



Set Tssf to default 

non-user interaction 

Tssf t im er v alue and 

restar: Tssf 



j Waiting_For_ 
\ Instructions 



Figure 4.99-11: Process CS_gsmSSF (sheet 11) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



12(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



WaitingJor_ | 
, Instructions ! 



>lnt DP O 'Answer 



lnt_Leg Statb 
Report (actiw 



^n 



Handle_0. 
swer (leglD) 



F'erform implicit 
dsarming of DPs 



lnt_Event_ 
_Report_BCS)\ 
(Notify & continue) 



Disarm this DP 

F'erform implicit 

disarming of DPs 



j WaitingFor j 
1 Instructions i 



>lnt DP T Answer 



lnt_Leg State 
Report (activ! 



Handle_T 
.nswer (leglD) 



LipdateSignallirpg 
(for the curen 
Call Segment 



No 



No 




Yes 

InLEvent^X 

_Report_BCSM 

(Interrupted) 



Disarm this DP 
F'erform implicit 
llsarming of DPs 



OFIC 
OFIC 



Leg (leg ID) 
_Leg (leg ID) 



Set Tssf to default 

non user interaction 

Tssf tim er v alue and 

restart Tssf 



Figure 4.99-12: Process CS_gsmSSF (sheet 12) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



13(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



jWaiting_For_| 
1 Instructions ] 



lnt_DP_ 
CalLAccepted 



DP T_Change_Of_Position is armed AND 

the process CAMEL_T_CHANGE_OF_POSITIN_MSC is 

in the "Waiting_For_Radio_Connection_Established" state? 



To process CAMEL_T_CHANGE_OF_POSITION_MSC 




^lnt_DP_0_. 
Term Seized 



No 



Int Continue 



lnt_Leg status 
report (alertifig) 



LpdateSignallirhh 
(for the current 
(ball vSegmentI 



No 



No 



lnt_Event_ 
_Report_BC£ 
(Notify ,& Ceintinue) 




lnt_Event^\ 

_Report_BCSl\/l 

(Interrupted) 



F'erform implicit 
d sarming of DPs 



Disarm this DP 

F'erform implicit 

disarming of DPs 



Disarm this DP 

F'erform implicit 

disarming of DPs 



OFIC 
OFIC 



Leg (leg ID) 
:_Leg (leg ID) 



+1 



Sot Tssf to defaLilt 
non user interaction 
Tssf t ime r v alue and 
-rest^^Tssf 

Waiting_For_ 
1 Instructions 



Figure 4.99-13: Process CS_gsmSSF (sheet 13) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



14(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Waiting_For_j 
Instructions ,' 



This signal will only be 
received from the MSC 
if the DP is armed for the leg 
and the triggering criteria are met. 



lnt_DP_0_MidCall, 
Int DP T MidCall 




True 



Yes 



lnt_Event_\ 
Report_BCSIVI 
(Notify & continue) 



Automatit 
"""-Rearm? 




lnt_Event_\ 

Report_BCSIVt 

(Interrupted/ 



Disarm this DP 



Disarm this DP 



OFIC 



OFIC 



:_Leg (leglD) := 
:_Leg (leglD) +1 



Set Tssf to default 

non user interaction 

Tssf timer value and 

restart Tssf 



lnt_Cancel_ 
MidCall 



Waiting_For_ 
Instructions 



Figure 4.99-14: Process CS_gsmSSF (sheet 14) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



u 



lnt_Apply_ 
Charging 



Handle_AC 
(pty) 



Set Tssf to last 
sed time interval 
and re start Ts sf 



jWaitingFor i 
! Instructions ;' 



15(62) 

/* Signals to/from the left are to/from the MSC; [\ 
signals to/from the right are to/from the process 
CSAgsmSSF unless othenwise marked. */ 



j WaitingJor_ ; 
Instructions ' 



lnt_CalL 
lnformation\Request 



Set Tssf to last 
used time interval 
and re start Ts sf 



store request 



lnt_CanceK(AII) 



Disarm all 
EDPs 



Cancel all 
reports 



Set Tssf to last 

used time interval" 

and re start T ss' 



The following timers 

I shall be stopped: 

Top, Tsw, Tw, Tdelta, Toed. 



Outstanding Call Information Report:= 
Outstanding Call Information Report +1 



Figure 4.99-15: Process CS_gsmSSF (sheet 15) 
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Process CS_gsmSSF 

:/* invocation of CS_gsmSSF */[ 



16(60) 



Waiting_for_| 
Instructions) 



/* Signals to/from tine left are to/from the IVISC; ^ 
signals to/from tfie rigfit are to/from tfie process 
CSA_gsmSSF unless otherwise marked. 7 



lnt_Connei 
(LegID) 



lnt_Connepflo 
Resource 



Stop Tssf 




Stop Tssf 



Yes 



No 



;onnect_To. 
Resource 



Leg Active 
:= FALSE 



.SE 




Contin 





Complete_ 
FCLrecord 

(I eyin) 



(Connect in WFI) 



: If LegID is not included, 
ithen Leg2 is assumes 



Start Top 
(srfID) 



No 



ORG 



Yes 




fail 



Handle_ACF 
(srfID) 



:=0 



_Leg (leglD) 
_Leg (leglD) 




0=!C_Leg (leglCl.jFor the LeglD2 of the 



i single Call Segment 



Start Tw(srflD: 



Set Tssf to las 
u sed time interval 



Set Tssf to use' 
i nteraction time 
JaJMP and rpsta 






Return apprf 
error to the 
r.c;A 



Driate 



Set Tssf to las 
time inter\ al 

r\ roQtart TgQ- 



used 



in 



T 



Waiting_For_j 
, Instructions) 



/ Waiting_For^ 
_End_Of_ 

Ikor Intorantirjn 



(Waiting_For_j 
Instructions ) 




DP 


List (Connect in WFI) = ( 


[\ 


DP 


No answer of LegID, 




DP 


T No answer of LegID, 




DP 


Busy of LegID, 




DP 


T Busy of LegID, 




DP 


Route Select Failure of LegID, | 


DP 


Disconnect of LegID, 




DP 

) 


_T_Disconnect of LegID 





Figure 4.99-16: Process CS_gsmSSF (sheet 16) 
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Process CS_gsmSSF 

:/* invocation of CS_gsmSSF 7[\ 



17(60) 



Waiting_for_| 
Instructions! 



/* Signals to/from tine left are to/from the IVISC; ^ 
signals to/from tfie rigfit are to/from tfie process 
CSA_gsmSSF unless otherwise marked. 7 



Int Contin 



Stop Tssf 



in DP_List 

(Continue in WFI 1) ly. 




DP_0_Disconnect of Ieg1 
DP_T_Disconnect of Ieg1 



lnt_Leg_Stalus 
_Report (dis«!onnect) 



in DP 

(Continlue in WFI 2) 



Complete_ 
FCI_record 

(nnt |pg1 




lnt_Leg_Stalus 
_Report (disronnect) 



Handle_CIR 
Ieg(leg1) 



See section 
4.5.7.4 



for all leglDs of 
the current 
Call Segment 



lnt_Leg_Status 
_Report (dis<!onnect) 



Complete_ 

FCI_record 

( i ppD 



Yes 



ht^ndle_CIR_lf^ 
(not legl 

^ — 



ORC_Leg (leglD) := 
ORC_Leg (leglD) - 1 




(Waiting_For_| 
_lnstructions) 



DP 


List (Continue in WFI 1) = 


ih 


DP 


No answer, 




DP 


T No answer, 




DP 


Busy, 




DP 


T Busy, 




DP 


Route Select Failure, 




DP 


Disconnect not of leg 1 




DP 

) 


_T_Disconnect not of leg 1 





DP_List (Continue in WFI 2) = (|\ 
DP_0_Abandon, 
DP T Abandon 



ELSE 




Figure 4.99-17: Process CS_gsmSSF (sheet 17) 
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Process CS_gsmSSF 

:/* invocation of CS_gsmSSF 7[\ 



18(63) 



Waiting_for_| 
Instructions) 



/* Signals to/from tine left are to/from the IVISC; ^ 
signals to/from tfie rigfit are to/from tfie process 
CSA_gsmSSF unless otherwise marked. 7 



lnt_Continu 
With_ArgiJ«nent 
(ipr i innrn.QNn or nothing) 



lnt_Continue_With_Argument 
contains LeglDorCSID? 




DP 


List (ContinueWithArgument 


bi 


inWFI 1) = ( 




DP 


Route Select Failure, 




DP 


Busy, 




DP 


T Busy, 




DP 


No Answer, 




DP 


T No Answer, 




DP 


Disconnect, 




DP 


T Disconnect, 




DP 


Abandon, 




DP 

) 


_T_Abandon 





neither LegID nor 
C SID included CSID 





(cSIDJ 



LegID 




See section 
4.5.7.4 



i OI!C_Leg(leglD) 
!OFC_Leg(leglD) 



Yes 



Yes 



Set Tssf to las see section 
used time inter\al 4.5.7.4 

jinri restart Tsglf 



I 




: for the single CS 



Yes 



; CRC_Leg(legl[)) 
!:=CRC_Leg(leglD)-1 



Waiting_For_j 
Instructions) 



other DP or suspended 
duetoCPH 




JMo 



n DP_List 
(ContinueWithArgument in WFI 1) 



lnt_Leg_Status 
Report (dis<!onnect) 



Figure 4.99-18: Process CS_gsmSSF (sheet 18) 
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Process CS_gsmSSF 

:/* invocation of CS_gsmSSF */[ 



19(63) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSA_gsmSSF unless otherwise marked. 7 



No further legs 




DP 


List (ContinueWithArgument 


^ 


inWFI 1) = ( 




DP 


Route Select Failure, 




DP 


Busy, 




DP 


T Busy, 




DP 


No Answer, 




DP 


T No Answer, 




DP 


Disconnect, 




DP 


T Disconnect, 




DP 


Abandon, 




DP 

) 


_T_Abandon 





Figure 4.99-19: Process CS_gsmSSF (sheet 19) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



20(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 




No 



Yes 



Monitoring 



Arjyfern^imcig 
^iTied EDPor^ 
repolt^ending? 



No 



Yes 



'Set Monitor 
Relationship' 



Application, 
End 



(pomplete_alL_ 
FCI records 




Yes 



No 



Idle 



Figure 4.99-20: Process CS_gsmSSF (sheet 20) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



21 (62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



jWaiting_For_j 
1 Instructions \ 



lnt_Establis> 

Temporar 

Connection 



Stop Tssf 



lnt_Establi 

Temporary 

^ Connection 



3h 



Avvait_Temporary_ 
I Connection^ | 
Estahlishmeol 



LegActive := FALSE 



For any pending AC 




False 



Jnt_Apply_ 
Charging_Re^ort 



Handle CIR 



lnt_Temporary_ 

Connection_ 

Established 




>lnt TC Released >lnt ETC Failed Oomplete_all^ 
^ ^ / ~ ~ FCI records 



LegActive := FALSE ^ 



Handle_ACR 
(srflD) 



Yes 

Start 
Tcp{srflD) 



Application_" 
End / 



Error ETC faited 



lnt_Release_ 
Call 




u 



Set Tssf to last 

sed time interval 

and re start Ts sf 



Stop Tssf 



l'Waiting_For_; 
I Instructions ,' 



Idle 



Set Tssf to use' 
interaction timer 




/ Waiting_For_ 
! _End^Of_ 
V Temporary 
Connection 



To all MSC processes 
associated with this 
call segment 



Figure 4.99-21 : Process CS_gsmSSF (sheet 21) 
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Process CS_gsmSSF 

/* Invocation of CS_gsmSSF 



21bis(63) 



/* Signals to/from tlie left are to/from the MSC;L 
signals to/from the right are to/from the process 
CSA_gsmSSF unless othenwise marked. */ 



Monitoring 



yVaitlng_For_ 
I Instructions 



^lnt_DP_ |lnt_^Collec{/ 

Collected ' Information InformatiorK 



ELSE 



DP armed 
MegID?- 



'int_CollecL 
Information ^ 

(NLimber_ of_dlgits 



EDP-R 



Number_of_dlglts Is set 
based on the 

DP_Collected_lnformation 
EDP arming. 



Stop Tssf 



lnt_Event_\ 

_Report_BCSM 

(Interrupted) 



C'RC_Leg (leglD) := 



Perform implicit 
disarming of DPs., 



D sarm this DP. 

Perform implicit 

dlsarmiimoiUEs. 



Monitoring 



The service logic is assumed 

not to perform any call party handling 

prior to collecting all digits. 

Thus, CS or other leg counters do not 

need any settings. 



Set Tssf to default 



non 

Tssfl 



user interaction 



timer 



restart 



Tssf 



'ali.ie artid 



CiRC_Leg (leglD) := 1 



Monitoring 



Waitlng_For_ 
I Instructions 



Figure 4.99-21 A: Process CS_gsmSSF (sheet 21 A) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



22(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Waiting_For_ 
1 Instructions 



lnt_Reques)/; 
_ReportBC^M_ 
Event \ 



u 



Set Tssf to last 

sed time interval 

and re start Ts sf 



No 




Error 

Unexpected 
LDataValU' 



Else 



0_Change_ 
Of Position 



T_Change_ 
Of Position 



0_MidCall, 
T MidCall 




Intjnvokel 
0_Change_Of_ 
^ PositionMSC 
(Mcmitor Mode) 



Intjnvoke 
T_Change_Of^ 
^ Po sition_ M SC 
(Mcmitor Mode) 



lnt_MidCall 
Cancel 



Yes 



lnt_MidCalL 
Criteria 




/* Signal lntJnvoke_0_Change_Of_Position_MSC is sent 
to the process CAMEL_0_Change_Of_Position_MSC; 
Signal lntJnvoke_T_Change_Of_Position_MSC is sent 
to the process CAMEL_T_Change_Of_Position_MSC. */ 



Figure 4.99-22: Process CS_gsmSSF (sheet 22) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



23(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Waiting_for_ j 
, ^Instructions,' 



LegActive := FALSE ^ 



For any pending AC 




lnt_Apply 
Charging_Re^oi|1 



False 



Handle CIR 



(pomplete_alL. 
FCI records 



Abort 



Stop Tssf 



Timer expiw 
Tssf ^ 



Abort 



' Internal 



Int Error 



(Domplete_all^ 
FCI records 



'Default call 
handling = contlrnre^ 
calir' 
T Yes 



No 




No 



Idle 



Figure 4.99-23: Process CS_gsmSSF (sheet 23) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



24(62) 

/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless othenwise marked. */ 



Waitingjorjnstructions, 
Waiting_forJnstructions_For_DS 



Int Reset Timer 



SetTssfto 
lnt_Reset_Tim^r 
time interval an 

restart Tssf 



Figure 4.99-24: Process CS_gsmSSF (sheet 24) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



25(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



DP T_Change_Of_Position is armed AND 

the process CAMEL_T_CHANGE_OF_POSITIN_MSC is 

in the Waiting_For_Radio_Connection_Established" state? 



Monitoring 



^lnt_DP_ 
Call_Acceri)ted 



^lnt_DP_0. 
Term 



Seized 




Yes 



To process CAMEL_T_CHANGE_OF_POSITION_MSC ^ - \ lnt_Continue 



lnt_Leg status 
report (alerting) 



LipdateSignalling 
(for the current 
Call Segment) 




Figure 4.99-25: Process CS_gsmSSF (sheet 25) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



26(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 




No 



No 



DP armed 



lnt_Event_ 
_Report^BCS 
(Notify & Cdntinue) 




Iferform implicit 
sarming of DPs 




Disarm this DP 

F'erform implicit 

disarming of DPs 



lnt_Event_\^ 

_Report_BCSM 

(Intertupted) 



Disarm this DP 
F'erform implicit 
d isarming of DPk 



Any remaining 

armed EDPs or 

outstanding report? C|RC_Leg (legl[|) 



Set Tssf to default 
non user interaction 
Tssf time r , v alue and 



restar|^Tssf 

j Waiting_For_ 
Instructions 



Figure 4.99-26: Process CS_gsmSSF (sheet 26) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



Monitoring 



>lnt DP O 



Answer 



lnt_Leg_Stattis 
_Report (active) 



Handle_0_ 

/knswer (leglD^ 



27(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Int DP T ^nswer 



lnt_Leg_Stattis 
_Report (active) 



Handle_T 
nswer (leglDb 



LpdateSignalliriib 
(for the current 
Call Segment) 




Figure 4.99-27: Process CS_gsmSSF (sheet 27) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



28(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Perform implicit 
i sarming of DPs 



lnt_Event_^ 
_Report_BCSl\ 
4Motify.& continue) 



Disarm this DP 

F'erform implicit 

disarming of DPs 




Any remaining armed 
EDPs or 
outstanding report? 




No 



No 



DP armed\ 
"^^-for leglD?^ 




Yes 



lnt_Event_ 
_Report_BC£ 




Disarm this DP 
Perform implicit 
llsarming of DPs 



CiRC_Leg (legiq)) 
:=1 



Set Tssf to default 

non user interaction 

Tssf t im er v alue and 

restajj^Tssf 

Waiting_For_ j 
Instructions 



Figure 4.99-28: Process CS_gsmSSF (sheet 28) 
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Process CS_gsmSSF 
















29(62) 


:/* Invocation of CS_gsmSSF * 




Monitoring 

I i 




/* Signals to/from the left are to/from the MSC; |\ 
signals to/from the right are to/from the process 
CSA_gsmSSF unless otherwise marked. 7 




















Int DP No Answer, 
Int DP T No Answer, 
Int DP Busy, 
Int DP T Busy, 
lnt_DP_Route_Select_Failure 




\ 








EDP N 


/ 


<|pp type^ 


EDP_R 




























Int Event \ 
Report BC3 

fMntify X CAr\ 


inue) 


Not armed for LegID 






f 




S. 
















lnt_Leg_St\ 
_Report (di^ 


\^ 






Handle_ACR 




annect) 






















Handle_ACR 


.\ 






/I 










LegActive := ; 














FALSE i 






Handle CIR 
leg (Ieg2) 






















F 
d 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 
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signals to/from the right are to/from the process 
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signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 
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Figure 4.99-31 : Process CS_gsmSSF (sheet 31) 
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/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 
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Figure 4.99-33: Process CS_gsmSSF (sheet 33) 
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/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 
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Figure 4.99-35: Process CS_gsmSSF (sheet 35) 
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signals to/from the right are to/from the process 
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Figure 4.99-37: Process CS_gsmSSF (sheet 37) 
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Figure 4.99-39: Process CS_gsmSSF (sheet 39) 
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/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 
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Figure 4.99-41 : Process CS_gsmSSF (sheet 41) 
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/* Signals to/from the left are to/from the process ^ 

Generic_SRF; signals to/from the right are to/from 
the Process CSA^smSSF unless otherwise marked. 7 
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/* Signals to/from the left are to/from the IVISC; K 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. 7 
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44(62) 



/* Signals to/from the left are to/from the MSC;I\ 
signals to/from the right are to/from the process 
CSAgsmSSF unless othen/vise marked. 7 



^lnt_DP_0_Change_ 
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Figure 4.99-44: Process CS_gsmSSF (sheet 44) 
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/* Signals to/from the left are to/from the MSC;I\ 
signals to/from the right are to/from the procej;s 
CSAgsmSSF unless othen/vise marked. 7 



^lnt_DP_T_Change_ 
Of Position 




Monitoring, 
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/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 
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lnLDP_Ol 
>_Disconnect 
JliegI D V 
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lnt_DP_0^ 
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/* Signals to/from the left are to/from the MSC; LX 
signals to/from the right are to/from the process 
CSAgsmSSF unless othenwise marked. */ 



Monitoring, 

Waiting for End_Of_Temporary_Connection, 

Waiting_for_End_Of_UserJnteraction, 

Waitingforjnstructions, 
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lnt_DP^T_, 
Abandon 



^-^fP arme^ 
^as^P:! 



No 



Yes 



F'erform implicil 
disarming of DFJs 



lnt_Event_\ 
_Report_BCSM 
(Notif y & Continue) 



Handle_ACR 
(leglD) 



^ LegActive := FALSE 



andle_CIR 
leg (leglD) 



No 



F'erform implicil 
disarming of DPs 



lnt_Event_\ 

_Report_BC^ 

-(Interrupted) 



Set Tssf to default 

non user interaction 

timer value and 

restart Tssf 






OFtC_Leg (leglD) 
ORC_Leg (leglD) + 1 



Release Leg^ 



Release [ 
Both Legs 



' Waiting_for_ 
', Instructions 



; Number of legs in this CS 
(including leg being released) 




Continue I 

Releasing Legs 



Figure 4.99-47: Process CS_gsmSSF (sheet 47) 
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Process CS_gsmSSF 

7* Invocation of CS_gsmSSF V[\ 



48(63) 



/* Signals to/from the left are to/from the IVISC; K 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. 7 



To MSC Process of I 
the leg being released 



LegActive := FALSE ^ - - 





Int Continue 



Handle ACR 



Stop Tssf 



To MSC Process of I / 
the leg being released ^ 



(leglD) 



Int Continue 



Hlbndle_CIR_l4fa 
(leglD) 



To MSC Process of^ 
last remaining leg 



lnt_Release_ 
Call 



Complete_ 
FCLrecord 

( i ftq i n) 



For last remaining leg 



I lnt_Leg_Status_ 

Report (disconnect) 



For the released leg' 



lnt_Leg_Status 
_Report (disconnect) 



For all pending ACs.^_ 
LegActive := FALSE < 



Handle ACR 



Handle CIR 



Complete_all| 
FCI records 



For the released leg- - - '"^-^^9-/^" t. 
^' _Report (disconnect) 



Application, 
End 




Idle 



Stop Tssf 



Int Continue 



Figure 4.99-48: Process CS_gsmSSF (sheet 48) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



49(62) 



lnt_ / 

Furnish_Cnarging 
information \ 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



WaitingForJnstructions, 

Waiting_For_End_Of_Temporary_Connection, 

Waiting_For_End_Of_UserJnteraction, 

Waiting_ForJnstructions_For_DS, 

Waiting_For_End_Of_Temporary_Connection_For_DS, 

Waiting_For_End_Of_UserJnteraction_For_DS. 



u 



Set Tssf to last 
sed time interval 
and re start Ts sf 



Non-completed CAMEL 
logical call record 
exists for this leglD? 




logical 



Not present, 
"Ovenwrite" 



Append free forn-iat 

(Jata to existing 

logical call record 



Ovbrwrite all CAMeL 

logical call record 
d ata w ith t hi s FG I d ata 



Write FCI data 
in CAMEL logical 
call record 



Figure 4.99-49: Process CS_gsmSSF (sheet 49) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



50(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



WaitingForJnstructions, 
WaitingForJnstructionsJorDS, 
Waiting_For_End_Of_UserJnteraction, 
Waiting_For_End_Of_Temporary_Connection 



lnt_Send^/ 
Charging_lhfprmation 



u 



Set Tssf to last 
sed time interval 
and re start Ts sf 



Handle SCI --^See subclause 4.5.7.2 



Figure 4.99-50: Process CS_gsmSSF (sheet 50) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



51 (62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Monitoring 



lnt_PlayTofle 



Int Apply J This provokes the MSC to playing tones 
Warning Tone ^*° *^^ indicated call segment or leg. 
, ^ I See subclause 4.5.2.1.7. 



WaitingForJnstructions 



lnt_PlayToqe 



Int Apply J This provokes the MSC to playing tones 
Warning Tone ^^° ^'^^ indicated call segment or leg. 
, ^ I See subclause 4.5.2.1.7. 



u 



Set Tssf to last 
sed time interval 
and re start T ssf 



Figure 4.99-51 : Process CS_gsmSSF (sheet 51) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



388 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



52(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Waiting_for_End_Of_Temporary_Connection, 
Waiting_for_End_Of_UserJnteraction 



Tccd(pty) 
expired 




lnt_Disconnect_ 
Forward_ 
nections 



Handle CIR 



(Domplete_all 
PC I record 



Int Release 



Stop Tssf 



Application, 
End 



Idle 



' Internal 



To all MSC processes 
i associated with this 
call segment 



'CS Failure 



_Tw{pty) 
expired 



lnt_Apply_\ 
Warning_Top^ 

(pty) , y 



lnt_Apply 
Warning^Tone 

i(ifigin), 



/ lnt_Apply_ 
\ Warning_Tone 
MJe^ lD) ! 



This provokes the MSC to play a tone. 
See subclause 4.5.2.1 .7. 



Figure 4.99-52: Process CS_gsmSSF (sheet 52) 
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Process CS_gsmSSF 

r N 

/* Invocation of CS_gsmSSF */i 



53(63) 



/* Signals to/from the left are to/from the MSC; K 
signals to/from the right are to/from the process 
CSA_gsmSSF unless otherwise marked. 7 



Internal^ -TCP(P^) 
expired 



Handle_ACR 
(pty) 



Set Tssf to lasl 
time interval 



u:3ed 



Start Tccd 



jLegActive :=TRUE 




Waiting_for_End_Of_Temporary_Connection, 
Waiting_for_End_Of_User_lnteraction 



JLegActive := FALSE; 
'CallReleasedAtTcpExpiry' present; 



Yes 

Release last 
legofCS? 

1^ No 



For all pending AGs. 

LegActive := FALSE; ^ 

'Cal IReleasedAtTcpExpiry' presentj 

Yes 



Handle_ACR 

(pty) 



lnt_ 

Apply_Chargihg_ 

Report 



Handle_CIR_leg(pty) 



lnt_Disconnect_ 
Forward_ 
Xonnections 



Complete. 

lflCI_record(pt^l 




To all MSC processes 
associated with this ^ 
call segment 



srfID 



Handle CIR 



(pomplete_all_ 
FCI record 



Int Release 



Int Release 



_Statu,s 



/ lnt_Disconnect_ 
\^ Forward_ 
\Connections 



lnt_Leg. 

Report (disconnect) ket Tssf to lasl 
\ u^ed time interval 

St 

Set Tssf to last 
uped time interval 

sf 



Stop Tssf 



' Waiting_for_ 
' Instructions 



Application_ 
End 



Idle 



Figure 4.99-53: Process CS_gsmSSF (sheet 53) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



54(62) 

/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless othenwise marked. 7 



Waiting_for_End_Of_Temporary_Connection, 
Waiting_for_End_Of_User_lnteraction 



Tsw(pty) 
expired 



' Internal 



val 



Store curent 
ue of Tcp{ptV) 



Figure 4.99-54: Process CS_gsmSSF (sheet 54) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



55(62) 



Int Connect 



Stop Tssf 



Int Connect 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



^Waiting_for_ , 
iJnstructions ,' 
V f or , PS '^ 



Int Continrije 



lnt_Continue 
_With^ \ 
_Argurnent 



lnt_ 
Released 



Stop Tssf 



Stop Tssf 



Stop Tssf 



Int Continue 



Application, 
End 



Complete_all 
FCI Records 



Idle 



lnt_Continue_ 

_With_ 

-_ Arg umeni 



Int Release Call 



Figure 4.99-55: Process CS_gsmSSF (sheet 55) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



56(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Waiting_for_ ', 
JnstructionsJ 
V for ns J 



lnt_Conneorio 
Resource 



Stop Tssf 



Connect_To_ 
Resource 




fail 



pass 

Set Tssf to use' 
interaction timer 




u 



Set Tssf to last 

sed time interval 

and re start Ts sf 



WaitingFor 
End Of 



Return appr 
error to the 



Driate 



1 Iser^ JnteractinnF orDS CSA asmSSF 



I Waiting_For_ i 
lnstructions_For JDS 



lnt_Establis 
Temporal 
nnnentifin 



r* 
b 



Stop Tssf 



lnt_Establibh 
Temporary 
Connection 

\/ ^ 

Avvait_Temporary_ 

Connection_ 
Establish,ment PS 



lnt_TempcJrary_ 
>Connection_ 
-Established 



Set Tssf to use' 
interaction timer 




/WaitingFoi^; 

, _End_Of_ ; 

V Temporary/ 

Connection For DS 



Int ETC Failed 



Error ETC faited 



Set Tssf to last 

used time interval 

and re start Ts sf 



j Waiting_For_'i 
Instructions For DS 



Figure 4.99-56: Process CS_gsmSSF (sheet 56) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



Internal 



57(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



^Waiting_for_, 
iJnstructions ,' 
V Fo r , PS ~^ 



Timer expi 
Tssf 



Abort 



^ lnt_DP_0. 
Abandon 



Stop Tssf 



Int Error 



Int ContinU - - ^ 1° MSC process of 

' the leg being released 



(pomplete_alL_ (Domplete_all^ 
FCI records FCI records 



Application^ 
End 



Idle 



Figure 4.99-57: Process CS_gsmSSF (sheet 57) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



58(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



V\/aiting_for_EnCl_ 

_Of_User_ ! 
Interactio n Fo r/ PS 



lnt_Disconriject_ \ 
FonwardCcxmection 



,lnt_SRF_ 
Released 



lnt_Play_ / 
AnnouncePnent 



lnt_Disconnect_ 
Forward Connection 



^ 



SRF_Release^ 
Pending_DS^2 



Jnt_SRF_ 
Released 



Set Tssf to default 

non user interaction 

time interval and 

restart Tssf 



■ Waiting_For_j 
Instructions ForDS 



lnt_Prompt^ 

_Collect_User_ 

Inforrriationx 



lnt_Cancel 
{lnvoke_l 



lnt_Reset_ 
Timer 



Relay the ope ration 
totheSRF / 



toSRF 



Set Tssf to last 
used time interval 



V\/aiting_for_EnCl_ 

, _Of_User_ ; 
InteractiorLEot/ DS 




Set Tssf to 
Iht Reset Timdr 



r e start Tssf 



Figure 4.99-58: Process CS_gsmSSF (sheet 58) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



59(62) 



/* Signals to/from the left are to/from the process ^ 

Generic_SRF; signals to/from the right are to/from 
the Process CSA^smSSF unless otherwise marked. 7 



VVaiting_for_Enc^_ 

, _OfJJser_ ; 
Interactio n Fo r DS 



Jnt_Cancelled_ 
error 



Jnt_Cancel_ 
Failed error 



from SRF 



lnt_Prompt_& 
^_Collect_User 
Information 



fii^ulf- 



lnt_Specialised_ 
^Resource_ 
Re port 



Relay the operation/ 
result/error tCKhe from SRF 
!CSA nsmSCF 



VYaitingJor_End_ 

1 ^Of_User_ I 
Interactio n Fo r DS 



Timer expiry! 
Tssf \ 



' Internal 



Abort 



lnt_Disconnect_ 
Forward Connection 



SRF_Releasei 
\ Pending_DS / 



>lnt SRF Released 



Int Error 



(pomplete_alL 
FCi record 



Figure 4.99-59: Process CS_gsmSSF (sheet 59) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF *h 



60(62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



VVaitingforEnd^ 

_;Of_Temporary!^ 

Cohnectio n Fo r 'DS 



>lnt TC fiJleased In^-Disconn^t 
- - ForwardConnection 



lnt_Disconhect_ 

Forward_ 

Donnectioih 



[TC_Release_j 
Pending_DS_2 



>lnt_TC_ 
Released 



Set Tssf to default 
non-user interaction 
Tssf t ime r , v alue and 



restart Tssf 



j WaitingFor i 
Instructions For'DS 



lnt_Reset_ 
Timer 



Set Tssf to 
lht_Reset_Tim^r 

restart Tssf 



Tssf expin 



' Internal 



Abort 



lnt_Disconihect_ 
Forward C:onnection 



{TC_Release 
\ Pending_DS 



Int TC Released 



Int Error 



(pomplete^aN 
FCI record 



Idle 



Figure 4.99-60: Process CS_gsmSSF (sheet 60) 
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Process CSjsmSSF 

7* Invocation of CS_gsmSSF 7^ 



61 (62) 



/* Signals to/from the left are to/from the MSC; ^ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Waiting_for_End_Of_Temporary_Connection_For_DS, 
Waiting_for_End_Of_UserJnteraction_For_DS 



,lnt_DP_0_^ 
Abandon 



Stop Tssf 



Int Continue -To MSC process of 
~ the leg being released 



(pomplete_alL_ 
FCI records 



Application_\ 
End / 



Idle 



Figure 4.99-61 : Process CS_gsmSSF (sheet 61) 
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Process CS_gsmSSF 

7* Invocation of CS_gsmSSF V[\ 



lnt_Reque^ 
ML 



lnt_Error_ 
Not_Allowed_Due_ 
To User Interaction 



lnt_Reque: 
SL 



62(62) 



r Signals to/from the left are to/from the MSC; [\ 
signals to/from the right are to/from the process 
CSAgsmSSF unless otherwise marked. */ 



Waiting_for_End_Of_Temporary_Connection, 
Waiting_for_End_Of_UserJnteraction, 
SRFrelease pending, 
Await_Temporary_Connection_Establishment 



lnt_RequeslL 

DL \ 



Monitoring, 

Waiting _For_lnstructions 



lnt_Reque; 
ML 



lnt_Requei 
SL 



'^- 



lnt_Requei 
DL 



lnt_Allowed_No_ 
User Interaction 



Figure 4.99-62: Process CS_gsmSSF (sheet 62) 
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Procedure Check_Criteria_Collected_lnfo 

I r> 

/* Procedure to check l\ 
the criteria in the gsmSSF 7 




No 



Yes 




Yes 



No 



Yes ^\met? 




No 

inbJiJiting critferipn 
No ^\.met?,^-^ 




No 



Yes 



^ Eisic service 

Yes Criterion 




No 



Yes 



Yes 



iling criteria 
^met?/ 



No 



No 



JnbitJiting criferion 
^met?^ ' 



1(1) 



Yes 



No 



Yes 



Result:= 
pass 



Result:: 
fail 





Figure 4.100-1 : Procedure Check_Criteria_Collected_lnfo (sheet 1) 
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Procedure Check_Criteria_Analysed_lnfo 



/* Procedure to check i^ 
the criteria in the gsmSSF */ 



Caiied number matches 
string defined in criterion? 




Yes 



No 




Yes 



Results 
pass 



Result:= 
fail 





No 



1(1) 



Figure 4.101-1: Procedure Check_Criteria_Analysed_lnfo (sheet 1) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



401 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure Check_Criteria_Unsuccessful 

I r> 

/* Procedure to check l _^ 
the criteria in the gsmSSF 7 



lnt_DP_Route_Select_Failure, 

lnt_DP_T_Busy, 

Int DP T No Answer 



Indicateo 
armed ?'^ 



No 



~~~B^rr 



Yes 



Release Caus^ 
cfttecion e>cists? 



Yes 



No 



Result:= 
pass 




Release^use matches 
valge defined-^r^ 



crit 
Yes 



No 



Result:= 
pass 



Result:: 
fail 





1(1) 



Figure 4.102-1 : Procedure Check_Criteria_Unsuccessful (sheet 1) 
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Procedure Connect_To_Resource 

r N 

This procedure is called, when the i "^ 
Connect To Resource request is received. 



1(1) 



/* Signals to/from the left are to from the 
Call Control Function in the MSC. */ 





/ lnt_Connect_ 
\ To_Resource 






\/ 






^wait_Resource_ 
, Connection J 
























\lnt_SRF 
/Connected 


\lnt_CTR_F£iiled 












result:^ 
pass 


result := 
fail 







Figure 4.103-1 : Procedure Connect_To_Resource (sheet 1) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



403 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure Handle_AC 

r This procedure shows the handling in' 
the gsmSSF for the operation CAP 
Apply Charging. */ 
FPAR IN pty LeglD_or_srflD 



Yes 




Stop Tccd(pty) 



True 



No 




No 



Tw(pty):=0 



No 




Start Tsw(pty) 



Stop delta{pty) 
measurement 



Tcp{pty):= 
T(;p{pty)-delta(pJy) 




Pone to fee^ 
played^-^ 

"Tves 

Tw(pty):= 
Tcp-Warning tin"! 




Set Tw(pty) to 

the minimal 

positive value 




No 




No 



Ap{pty) pending:: 
true 



the minimal positive 
lvalue for a timer is 
implementation dependent 



1(1) 




Figure 4.104-1 : Procedure Handle_AC (sheet 1) 
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Procedure Handle ACR 



i(i; 



/*This procedure is only called at the 
end of connection to an outgoing leg, 
a temporary connection or a connection 
to a SRF when the call can be continued 
FPAR IN pty LeglD_or_srflD 




/* Signals to/from the right are to/from 
the Process CSA_gsmSSF. 7 



) 



lnt_ 
Apply_Char9Jhg:: 

Rppnrt 



A(p (pty) pendinq:= 
false 




Value of LegActive in ACR is 
defined in the calling process 
(process 'gsmSSF'). 



Figure 4.105-1 : Procedure Handle_ACR (sheet 1) 
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Procedure Handle_CIR 

/* Procedure in the gsmSSF to ' \ 
handle Call Information Report. 7' 





leglD := 1 



^eglD ifr- 
iisCS> 

Yes 

|Handle_CIRJ 
\h (leg<leglD:.) 



^^5Je0^legre^^ 
in this Cf' 



Yes 



leglD := 
leglD + 1 




1(1) 



Figure 4.106-1 : Procedure Handle_CIR (sheet 1) 
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Procedure Handle_CIR_leg 

/* Procedure in the gsmSSF Iq[\ 
handle Call Information Report 
for the specified leg. 7 
;FPAR IN LegID LegType; 



1(1) 



/* Signals to/from the right are to/from 
the Process CSA^gsmSCF. */ 



Oytsandihg-Call 
Infofmgition Report>l 

Yes 



Outsanding Call Information Report:= 
Outsanding Call Information Report -1 




lnt_CalL ^ 
Information 
Report / 




No 



No 



Figure 4.107-1: Procedure Handle_CIR_leg (sheet 1) 
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Procedure Complete_FCI_record 

/* Procedure in the gsmSSF to i\ 

write Furnish Charging Information 
data to CDRforthe specified LeglD. */ 
;FPAR IN LeglD LegType; 



1(1) 



Non-completed Logical 
CAMEL call record 
exists for this LeglD? 




complete CAMEL, 
logical call record 




Figure 4.108-1 : Procedure Complete_FCI_record (sheet 1) 
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Procedure Complete_all_FCI_records 

/* Procedure in the gsmSSF to l\ 

write Furnisli Charging Information 
data to CDR for all LeglDs in this CS. Vl 





leg ID := 1 




Yes 

Complete_ 
FCLrecord 
l ( l eg< l eg i n>) 



No 



leg > legtl 
in4his C5 

Yes 



leg ID := 
leglD + 1 




1(1) 



Figure 4.109-1 : Procedure Complete_all_FCI_records (sheet 1) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



409 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure Handle_0_Answer 

/* Procedure in the gsmSSF ' \ 
to handle notification of 
originating answer from the IVISC */ 
FPAR IN leg Id LegType 



tart DELTA(ptl) 



False 




True 
$tartTcp{leglD) 




Start Tw( leg ID 



Set Destination 

address=storecl 

Destination 



address 



Set indicators= 
stored indicators 




1(1) 



Figure 4.110-1 : Procedure Handle_0_Answer (sheet 1) 
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Procedure Handle T Answer 



/* Procedure in the gsmSSF ' _, 

to handle notification of 
terminating answer from the MSC */ 
FPAR IN leg Id LegType 



Start DELTA(pt;) 



False 




True 
$tartTcp{leglD) 




Set Destinatior 

address=storeql 

Destination 



address 



Set indicators^ 
stored indicator^ 




1(1) 



/* Signals to/from the left are [\ 
to/from the MSC. *l 



Figure 4.111-1: Procedure Handle_T_Answer (sheet 1) 
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ELSE 



Procedure UpdateSignalling 

/* This procedure updates the signalling i _^ 

status of the incoming leg (Leg 1), if available 

to be at least in the status of any other 

outgoing leg in this CS. 

This procedure is called after the 

successful move of a leg or on receipt 

of an Alerting or Active DP. 7 



Leg status: ^ 

set-up: Initial Address sent (ISUP) or Setup send and Call confirmed received (access 
alerting: Address Complete or Alerting sent or received on this leg 
active: Answer, Connect (ISUP) or Connect (access) sent or received 



1(1) 



/* Signals to the left are to the MSC process 
which handles Leg 1 . 7 




alerting 



set-up 



No 



^CS contains^ 
least one 
active lea"?- 




Yes 

HandleOAnswer/ 

HandleTAnswer 

J (legini) L 



,CS contains~at 

least one 

alerting leg? 

No 



Yes 



Yes 



HandleOAnswer/ 
HandleTAnswer 

(legini) 




Connect (ISUP) or 
Connect (access) 



Answer (ISUP) or 
Connect (access) 



Address Complete (ISUP) or 
Alerting (access) 



Figure 4.112-1: Procedure UpdateSignalling (sheet 1) 
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4.5.7.6 Process gsmSSF_SSME_FSM and procedures 

One process is instantiated for each Call Gap information flow received from a gsmSCF. 



Process gsm_SSME_SSF 



1(2) 



Timers used in tine gsmSSIVIESSF process: 

Tcgd : Timer for call gapping duration (set with the Gap duration parameter) 

Timers used in the CS_gsmSSF and gsmSSMESSF processes: 
Tcgi : Timer for call gapping interval (set with the Gap interval parameter) 

7 



Idle 



lnt_GallGap- ^ From CSA_gsmSSF 



gsmSCF and MSC belong 
to the same PLIVIN ? 



Gap context with same 
criteria and gsmSCF address 
(if available) already exists ? 




Togsm_SSME_SSF 
process that handles the 
old Call Gapping context 



Figure 4.113-1 : Process gsm_SSIVIE_SSF (sheet 1) 
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Process gsm_SSME_SSF 



Internal 



Tcgi 
expiry 



CG Reject : 
False 



Active 



Active i r ^From CS_gsmSSF r ^ Internal 



Trigger 
Tcgi 



Start Tcgi 



CG Reject 
True 



Tcgd 
expiry 



Remove 
CallGap 



Clear Call Gapping 

Context (i.e. remove 

timers and criteria) 



■ n r 



Idle 



NOTE: The timer Tcgi is started for the 
^ first time after the first call encountering 
the call gapping criteria is met. 



2(2) 



Figure 4.113-2: Process gsm_SSME_SSF (sheet 2) 
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Procedure Store_Call_Gap_Criteria 



1(1) 



/* store parameters received in 
the CallGap operation */ 




OG 



CG Int ■- false 
Reject := falsfe 



Result 
:= Fail 



. J See subclause 4.6.2. for 
the exact use of this parameter 

else 



Sei Tcgd with netwc^rk 
specific value 




store Gap Criteria, 

gsmSCF address 

(if present) and 

Gap Treatment 



Result 
:= Pass 




Set Tcgd with 
received value 



. J See subclause 4.6.2. for 
the exact use of this parameter 



else 



CG Int := true 
CG Reject 



false 



Set Tcgi with 
received value 



NOTE: CG Int and CG Reject internal variables are initiated with False value. 

Figure 4.114-1 : Procedure Store_Call_Gap_Criteria (sheet 1) 
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Procedure Check_Gap_Criteria 



1(1) 



/* Check if the Call Gap is i\ 
applicable. 7 



One Call Gapping 
context active? 



V/IPLMNisthe 
subscriber's HPLMN? 



gsmSCF address of 
the CSI is the same 
asthegsmSCF 
address stored 
along the Gap 
Criteria? (note) 

Call parameters 
match with Call Gap 
criteria? 



CG Reject = True ? 



/* NOTE: this check is applicable [\ 
only if the gsmSCF address was 
present in the CallGap operation. 7 




Result 
:= fail 




Result 
:= pass 



/* Signals to the right are 
to the gsm_SSME_SSF. 7| 



Figure 4.115-1 : Procedure Check_Gap_Criteria (sheet 1) 
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Procedure Check Criteria for TOC 



1(1) 



/* Procedure to check i^ 
the criteria in the gsmSSF^ 
for 1runl< originated calls 7 



Called Number length < 
Minimum numberof digits? 



Yes 



Called Number is 
complete? 
(I.e. ST digit 
is included) 




No 



Yes 



Result:: 
fail 




Result:= 
More_Digits 




FPAR: t\ 

Detection Point 
name /number 



Note: \\ 

This procedure is vendor specific. 
It is presented here for modelling 
purposes only. 



This may been 
^number range and/or trunk group 
and/or DP, etc, basis. 




No 



^es 
^febling crrtBfion 
" . met?^ 




Yes 




No 



Jnhiblfing criteri on 
,,met?^ 



Result:= 
pass 



Result:= 
fail 





4.5.7.7 



Figure 4.115A-1 : Procedure Check_Criteria_for_TOC (sheet 1) 



Process CSA_gsmSSF and procedures 



The call gap information flow can only be received for an opened transaction between the CSA_gsmSSF and the 
gsmSCF. 



ETSI 



3GPP TS 23.078 version 10.1.0 Release 10 



417 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



1(23) 



/* TASK definition: 

The ApplicationBegin signal opens a new relationship with the gsmSCF. 

The Application_End or Abort signal terminates the relationship with the gsmSCF. 

*/ 



/* TASK definition: b^ 

The relay of operation and signals implies a "CAP..." <-> "lnt_..." conversion. 
"CAP..." operations are used between the CSAgsmSSF process and the gsmSCF. 
"Int_..." signals are used between the CSAgsmSSF process and the CS_gsmSSF process. 

7 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CSAgsmSSF; signals to/from the right 
are to/from the gsmSCF. 7 



K 




CS:=0 



Clear all CSID, 

LegID and LegID istate 

variables 



Idle 



J Application 
Begin 



Application 
Begin 



Applicatio 
Begin 



j Wait_For_ 
IDP 



Wait_For_ 
ICA 



Figure 4.116-1 : Process CSA_gsmSSF (sheet 1) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



Wait^For_ 
IDP 



Jnt_lnitial_ 
DP 



Move 



Leg_Allowed 
= False 



Assign LeglDI 
to originating 
party 



LeglDI _state 
:= Set-up 



Assign LeglD2 
to terminating 
party 



LeglD2_state 
:= Set-up 



Add LeglDI 
and LeglD2 
L1DJ_ 



CS ;=1 



CAP InitalDI 



One CS 



2(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



Wait_For_ 
ICA 



CAPJnitia|e_ 
Call Attempt 



Mq)ve_Leg_Allov\^ed 
:= True 




Figure 4.116-2: Process CSA_gsmSSF (sheet 2) 
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Process CSA_gsmSSF 



3(23) 



/* A process in tine gsmSSF tol^ 
co-ordinate the Call Segments 
for a call. */ 



/* Signals to/from the left are to/fromi 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



One CS 





\ 






CAP_Cont{nue 


CAP_Discofifiect_ 
Forward_ \ 
Connection^ 


CAP_Coll«/ 
InformatiorK 








A 




\ 




/ 






Relay the 
operation 















One CS 



Figure 4.116-3: Process CSA_gsmSSF (sheet 3) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



4(23) 



> Abort 



Abort 




/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



One CS 



Application 
End 



Applicatio 
End 




Yes 



No 



Application 
End 



No 




Yes 



One CS 



To current | / lnt_Release_ 

Call Segment ' \ Call 




Yes 



Idle 



CSID1 contains more 
than one leg? 



Figure 4.116-4: Process CSA_gsmSSF (sheet 4) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



5(23) 



One_CS, 
Multiple_CS 




/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



CAPConnectToResource, 

CAPDisconnectForwardConnectionWithArgument, 

CAPEstablishTemporaryConnection, 

CAPPIayAnnouncement, 

CAPPrompt&CollectUserlnformation, 

CAP ResetTimer 



Yes 



Relay the operation to the 
Process CS_gsmSSF 
for the indicated CS ID 



CAP Error 



One_CS, 
Multiple_CS 



Or Party To Charge 



Relay the operation to the 
Process CS_gsmSSF 
for the CS containing 
the indicated LegID 




CAPCalllnformationRequest, 
CAPFurnishCharginglnformation, 
CAPRequestReportBCSMEvent, 
CAPSendCharginglnformation 



Figure 4.116-5: Process CSA_gsmSSF (sheet 5) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



6(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



Is "no LegID" allowed ? 
/* See subclause 4.6.2.9 
Continue With Argument */ 



One_CS, 
Multiplexes 



CAP_Contirfue_ 
With_Argument 





Neither LegID norCSID 



LegID 



CSID 



CAP_Continue_ 
With_Argument 



No 



CAP Error 



LegID" 
^alid?^ 



Yes 



CAP_Conti 
With_Argument 




nue 



CAP Error 



Relay the operation to the 
I Process CS_gsmSSF 
for the single CS 



Relay the operation to the 
Process CS_gsmSSF 
for the CS containing 
the indicated LegID 



Yes 



CAPContLnue 
With_ArgumenF 



Relay the operation to the 
Process CS_gsmSSF 
for the indicated CS ID 



Figure 4.116-6: Process CSA_gsmSSF (sheet 6) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



7(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



( One_CS, 
' Multiplexes 



CAP_ 
PlayTone 




LegID ,^>^^ CSID 
^ ^eratio 




Yes 

CAP_ 
PlayTone 



CAP Error 



Relay the operation to the 
Process CS_gsmSSF 
for the CS containing 
the indicated LegID 




Relay the operation to the 
Process CS_gsmSSF 
for the indicated CS ID 



Figure 4.116-7: Process CSA_gsmSSF (sheet 7) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



8(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



^ 



One_CS, 
Multiplexes 



CAP_Appl)j(Charging 



CAP_CallGiap 



Legimjt^.^^ No 

SRFConnectioriie 

>aiid? 

Yes 



Relay the operation to the 
Process CS_gsmSSF 
for the CS containing 
the indicated Leg ID or 
SRF Connection 




lnt_CallGap 



To gsm_SSME_SSF 



Figure 4.116-8: Process CSA_gsmSSF (sheet 8) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



9(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



One_CS, I 
Multiple_CS ; 



CAP Conrtect 



No Leg To Be Connected 



Is "no Leg To Be Connected" 

allowed ? 

/* See subclause 4.6.2.6 Connect 7 




LegID 
^alidZ 



Leg To Be Connected 
No 




Yes 



No 



CAP Error 



Update 
LeglDxstate 
to Set-up 



Relay the operation to the Process 
CS_gsmSSF for the CS containing 
the indicated LegID, or to the single 
call segment if no Leg To Be Connected 
was indicated. 



Int Connect CAP Error 



If no Leg To Be Connected is 
' ^ included in the operation, then 
LeglD2 is assumed. 



Figure 4.116-9: Process CSA_gsmSSF (sheet 9) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



10(23) 



One_CS, j 
Multiple_CS I 



CAP_lnitiate_ 
|CalLAttemf>t 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 




,lnt_gsmSSF 
Invoked 



Assign leglDx 
to terminating 
party 



leglDx_state 
:= Set-up 



Add new leg 
to new CSID 
record 



CS := CS + 1 



lnt_lnitiate| 
Call Attempt 




Figure 4.116-10: Process CSA_gsmSSF (sheet 10) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



427 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



r 



One_CS, j 
Multiple_CS ] 



CAP_Discpnnect_ 
Leg 



lnt_Request 
DL 



/ Wait_For_ \ 
Userjnteractioh 
J:Response_Sl 



Jnt_Allowecl_No_ 
Userjnteraction 




Disconnect I 
IslotLeg ID 2? 

Yes 

Mc^ve_Leg_AI low^ed 
:= True 



lnt_Discon 
Leg 



Wait_For_^ 
DL ack 



necj _ J To CS containing 

leg to be disconnected 



Jnt_Disconnect 
Leg ack 



CAP_Discortnect 
Leg ack 




1 1 (23) 



/* Signals to/from the left are to/from [\ 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. 7 



lnt_Error_I^Jot_ 
^AIIowed_due_To 
User Interaction 



CAP Error 




No 



One_CS ; I Multiplexes 



Figure 4.1 16-11: Process CSA_gsmSSF (sheet 11) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



12(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



One_CS, \ 
Multiple_CS ! 



CAP_Release_ 
Call 



To all 
current CSs 



lnt_Release 
Call 



To all CS 



Int Cancel 




Relay the operation to the 
^ Process CS_gsmSSF 
for the indicated CSID 



Figure 4.116-12: Process CSA_gsmSSF (sheet 12) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



13(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



( One_CS, 
\ Multiple_CS 



CAP_Split Leg 

(Leg to be split, new CS) 




i-eg to be splj* 
kCSIDI? 



Leg to be splits 
in active phase? 

Tno 



Yes 



CAP Error 



To source CS 




Yes Leg to b^^fjlit No 
frkalerting or in 
active-ph^se? 



Yes 




Yes 



lnt_Reque3t 
SL 



/ Wait_For^ \ 
llJserJnteractioh 



CAP Error 



lnt_ErrorJ^lot_ 
^AIIowecl_due_To 
User Interaction 



Jnt_Allowep_No_ 
Userjnteraction 



CAP Error 





Figure 4.116-13: Process CSA_gsmSSF (sheet 13) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



To target CS 




Wait_For 
Jnvoke 



From target CS 



To source CS 



To target CS 



\lnt_gsmSSF 
/Invoked 



lnt_Export.. 
Leg 



lnt_lmport.. 
Leg 



' Wait^For 
lmport_ack_Sli. 



14(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CSjsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



Figure 4.116-14: Process CSA_gsmSSF (sheet 14) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



CSID1 contains more 
than one leg? 



Default Call Handling 
= Continue Call ? 



To all Call Segments 
except CSID1 



T0CSIDI 



15(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



One_CS, 
Multiple_CS ! 



Abort 



lAfr\^^"^^'~ ^To all Call Segments 

(All) 




Yes 




Yes 




Yes 



lnt_Release_ 
Call 



Int Continue 




lnt_Releas_e ^To all 

Call Call Segments 



Figure 4.116-15: Process CSA_gsmSSF (sheet 15) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



16(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



One_CS, 
Multiple_CS 



lnt_Apply 
^WarningTone 

-im 1 




lnt_Apply 

^Charging_ 

R eport 



lnt_CalL 

Mnformatioh 

Report ! 



lnt_Cance 
^Failed 
error 



CAP_Apply\ 
Charging_ 
Report / 



CAP_CalO 
lnformation_ 
Report / 



CAP_CancK 
Failed 7 



error 



:xE 



< To the CS_gsmSSF of the party (leglD) 
i which receives the warning tone. 
This is the CAMEL subscriber. In the NC case 
the first party created will receive the warning tone. 



Does the party which receives the 
warning tone exist and is this leg active? 



One„CS, j 
Multiple_CS 1 



^lnt_Cance led 
error 



CAP_Cance 
error 



>lnt Error 



CAP Error 



Jnt_Error 
ETC failed 



lnt_Error 
'' Unexpected 
Oafa Valut 



CAP Error 
ETC failed , 



CAPError 
Unexpected 
Data Valu 



Figure 4.116-16: Process CSA_gsmSSF (sheet 16) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



17(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 



One_CS, 
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Figure 4.116-17: Process CSA_gsmSSF (sheet 17) 
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Process CSA_gsmSSF 
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Figure 4.116-18: Process CSA_gsmSSF (sheet 18) 
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Process CSA_gsmSSF 

/* A process in the gsmSSF to l 
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Figure 4.116-19: Process CSA_gsmSSF (sheet 19) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



20(23) 



/* Signals to/from the left are to/from K 
one or more instances of the process 
CS_gsmSSF; signals to/from the right 
are to/from the gsmSCF. */ 
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Figure 4.116-20: Process CSA_gsmSSF (sheet 20) 
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Process CSA_gsmSSF 

/* A process in the gsmSSF to l 
co-ordinate tine Call Segments 
for a call. */ 
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Figure 4.116-21 : Process CSA_gsmSSF (sheet 21) 
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Process CSA_gsmSSF 
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one or more instances of the process 
CSjsmSSF; signals to/from the right 
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Figure 4.116-22: Process CSA_gsmSSF (sheet 22) 
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Process CSA_gsmSSF 

/* A process in the gsmSSFtO' _ 
co-ordinate tlie Call Segments 
for a call. 7 



23(23) 
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Figure 4.116-23: Process CSA_gsmSSF (sheet 23) 
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4.5.8 Assisting case 

Assisting case involves the following processes: 
- CAMEL_Assisting_MSC, 
Assisting_gsmSSF. 
The detailed error handling for these 2 processes is specified in 3GPP TS 29.078 [36]. 
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Figure 4.117-1 : Process CAMELAssistingMSC (sheet 1) 
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Process CAMEL_Assisting_MSC 
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Figure 4.117-2: Process CAMEL_Assisting_MSC (sheet 2) 
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Process CAMEL_Assisting_MSC 
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Figure 4.117-3: Process CAMEL_Assisting_MSC (sheet 3) 
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Process assisting_gsmSSF 

/* Invocation of assisting gsmSSF */[\ 
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Figure 4.118-1 : Process Assisting_gsmSSF (sheet 1) 
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Process assisting_gsmSSF 

/* Invocation of assisting gsmSSF */[\ 
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Figure 4.118-2: Process Assisting_gsmSSF (sheet 2) 
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Process assisting_gsmSSF 
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Figure 4.118-3: Process Assisting_gsmSSF (sheet 3) 
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Process assisting_gsmSSF 
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Figure 4.118-4: Process Assisting_gsmSSF (sheet 4) 
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Process assisting_gsmSSF 
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Figure 4.118-5: Process Assisting_gsmSSF (sheet 5) 
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Process assisting_gsmSSF 
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Figure 4.118-6: Process Assisting_gsmSSF (sheet 6) 
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4.5.9 Procedure CAMEL_Provide_SubscriberJnfo 

The procedure CAMEL_Provide_Subscriber_Info is called either during Retrieval of routeing information in the HLR 
or as a result of reception of the Any Time Interrogation information flow from the gsmSCF. 

The HLR sends a Provide Subscriber Info information flow to the VLR or SGSN dependent on the setting of the 
parameter "requested domain" received from the calling process. 

If the VLR or SGSN returns a Provide Subscriber Info ack information flow, then the HLR uses the received 
information to set the Subscriber Info to be returned to the calling process. 

As a network option, the HLR may use the information received from the VLR, such as Cell Id, Location Area Id or 
Service Area Id, to derive the Location Number and/or Geographical Information. The HLR may use the information 
received from the SGSN, such as Cell Id, Location Area Id, Service Area Id or Routeing Area Identity, to derive the 
Location Number and/or Geographical Information. This mapping is network-specific and outside the scope of the 
present document. 

NOTE: The handling in the VLR of Provide Subscriber Info is defined in 3GPP TS 23.018 [12]. The handling in 
the SGSN of Provide Subscriber Info is defined in clause 1 1 . 
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Figure 4.119-1 : Procedure CAMEL_Provide_Subscriber_lnfo (sheet 1) 
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Figure 4.119-2: Procedure CAMEL_Provide_Subscriber_lnfo (sheet 2) 
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4.5.1 CAMEL specific Inandling of location updating and data restoration 

When requesting a location update or data restoration the VLR shall indicate to the HLR which CAMEL phases it 
supports and which CAMEL phase 4 CSIs can be downloaded. 

The HLR may then send CAMEL subscription data to the VLR or, if some different handling is required, data for 
substitute handling. The CAMEL subscription data sent by the HLR shall comply with the indication of supported 
CAMEL phases and supported CAMEL phase 4 CSIs as received from the VLR. 

When the location update has been completed, the MSC/VLR in which the subscriber is registered after the location 
update shall check the M-CSI. If a Mobility Management notification to the gsmSCF is required for this subscriber, 
then the MSC/VLR shall send the notification to the gsmSCF. 

Refer to subclause 9.2.1 for a description of M-CSI and the conditions under which a notification shall be sent. 

4.5.1 1 Cross pinase compatibility 

To avoid a case by case fallback between the gsmSSF and the gsmSCF, the gsmSSF shall use the CAP phase 
corresponding to the CAMEL phase negotiated on the HLR- VLR interface when it opens a dialogue with the gsmSCF. 
The HLR-VLR negotiation of CAMEL phase is per subscriber. 

4.5.12 Handling of North American Carrier Information 

The following procedures apply only when the HPLMN of the CAMEL subscriber and either the VPLMN (for a mobile 
originated or forwarded call) or the IPLMN (for a mobile terminated call or forwarded call) are both North American. A 
gsmSCF may then provide the gsmSSF with any of the following North American (NA) carrier related information 
items. 

NA Carrier Information; 

NA Originating Line Information; 

NA Charge Number. 

A gsmSSF shall use the received information items both to select any long distance carrier needed for the call and to 
provide certain information needed by this carrier. Any required information items not received shall be defaulted to 
those that would normally apply to the call in the absence of an interaction with a gsmSCF. 

If any NA information item received from the gsmSCF is found to be invalid, the gsmSSF may either, as an operator 
option, release the call or behave as if the invalid information item had not been sent. 

If the carrier specified in the Carrier parameter is not supported in the VPLMN or IPLMN, the gsmSSF may either, as 
an operator option, release the call or substitute for the unsupported carrier a preferred carrier of the VPLMN or 
IPLMN. 

Support of the NA Originating Line Information and Charge Number parameters is an operator option in a VPLMN 
based on roaming agreements with the operators of other PLMNs, A gsmSSF may ignore these items when received 
from certain or all gsmSCFs located in other PLMNs and replace them with the corresponding default items for an MO, 
MF, MT or VT call. 

4.5.13 Handling of trunk originated calls 

The handling of trunk originated calls in the inter-connecting MSC is specified in 3GPP TS 23.018 [12] subclause 7.5. 
The processes and procedures specific to CAMEL are specified in this subclause. 

- Procedure CAMEL_TOC_Dialled_Services; 

- Procedure CAMEL_TOC_MSC_INIT; 

- Procedure CAMEL_NDS_TOC_INIT; 

- Procedure CAMEL_TOC_LEGl_MSC. 
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The procedure CAMEL_TOC_LEGl_MSC supervises the originating party only. The process 

CAMEL_MT_CF_LEG2_MSC supervises the called-to party only. Hence, signals from the originating exchange are 
received by the procedure CAMEL_TOC_LEGl_MSC and signals from the destination exchange are received by the 
process CAMEL_MT_CF_LEG2_MSC. 

4.5.13.1 Procedure CAMEL_TOC_Dialled_Services 

Void 

4.5.13.2 Procedure CAMEL_TOC_MSCJNIT 

Sheet 1 : Decision 'First procedure call': The procedure call formal parameter (FPAR) values 'First' or 'NotFirst' indicate 
whether the gsmSSF instance has been invoked for this call at the Collected_Information DP. 

First_ The gsmSSF has not been invoked. 

NotFirst: The gsmSSF has been invoked earlier and the gsmSSF is waiting for additional digits. The gsmSSF 
may not have triggered a CAP dialogue to gsmSCF. 

4.5.13.3 Procedure CAMEL_NDS_TOCJNIT 

Sheet 1: Decision 'First procedure call': The procedure call formal parameter (FPAR) values 'First' or 'NotFirst' indicate 
whether the gsmSSF instance has been invoked for this call at Analysed_Information DP. The dialled services invoke a 
different instance of gsmSSF than at the Collected_Information DP. 

First_ The gsmSSF has not been invoked. 

NotFirst: The gsmSSF has been invoked earlier and the gsmSSF is waiting for additional digits. The gsmSSF 
may not have triggered a CAP dialogue to gsmSCF. 

4.5.13.4 Procedure CAMEL_T0C_LEG1_MSC 

Void 
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Procedure CAMEL TOC Dialled Services 



Proced ire in the MSC to i > 
process CAM EL dialled service^ 
fortrunk originated calls 



Result:= 
Fail 




Pass 



CAMEL_ 
DS_TOCl 

Fir?;t/NntFirRt^l 




Result:= 
Pass 




1(1) 



/* Signals to/from the left are 
to/from the orignation Exchange. */ 



FPAR: 

See subclause 4.5. x.1 



Abort 



AMEL_OCH 
MSC DISC4 



Result := 
Abort 




Leg1_only 



More_Diijts 



Result:= 
Leg1_only 



Result:= 
More_Digts 





Figure 4.119A-1 : Procedure CAI\flEL_TOC_Dialled_Services (sheet 1) 
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Procedure CAMEL_TOC_MSCJNIT 

r Procedure in the MSC to i^ 

handle a trunk originated call */l /-- 



No 

Result:= 
pass 




Int Error 



Release 



Result:^ 
fail 





re fere 



Store original 
call parameters; 



I lnt_lnvoke gSmSSF 
(TO-CSI) / 



IKmvje 



r Signals to/from the left are to/fromL 
the originating exchange; 
signals to/from the right are to/from 
the process gsmSSF if not 
othenn/ise stated. */ 



1(5) 



FPAR: 

See subclause 4.5.x.2| 



NotFirst 




> Release 



lnt_0_Exeptk3n 



Result ■- 
Cancelled 




Figure 4.119B-1 : Procedure CAI\flEL_TOC_l\flSC_INIT (sheet 1) 
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Procedure CAMEL_TOC_MSC_INIT 

/* Procedure in the MSC to [. 
handle a trunk origin at ed call 7, 



2(5) 



r Signals to/from the left are to/fromK 
the originating exchange; 
signals to/from the right are to/from 
the process gsmSSF if not 
otherwise stated. 7 



Le^JDisconnected 



lnt_Disconprect_ 
L£g(leg1)\ 



DP_Collected_lnfo, 
Leg2_Disconnected 



Int Release Call Int Error 



lnt_DisconneQt_ 
Leg_ack 



Yes 



^^^ Legal ^ 
Disconnected? 




Default Call 
Handling = Continue 
Call? 



DP_ 
Collected. I 
Jxio J 



Int Contin 



lnt_Continue_ 
_With_ C 
_ArgNrTient \ 



Int Connei 



CAMEL_ 
_Modify_ 
CUG I nfo 



Modify call 
darameters with 



Release 



Results 
fail 



Yes 




CAMEL_ 

_Modify_ 

l _CUG_ l nfo 

'Modify call 
parameters wittji 



'Destination 

address := 

Called Party 

Number' 



Results 
pass 




Figure 4.119B-2: Procedure CAI\flEL_TOC_l\flSC_INIT (sheet 2) 
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Procedure CAMEL_TOC_MSC_INIT 

/* Procedure in the MSC to [. 
handle a trunk origin at ed call 7, 



I _Collected_ 
V Unto 



lnt_Disconnect_ 
I Leg (Ieg2)\ 



lnt_Establisii 
Tempo rar^N^ 
Connection- 



lnt_Disconrifect_ 
lLeg_ack / 



C/kMEL CF ETC 



Leg2_Disconnectbd 



Int ContinK(e 



lnt_Contir 
With_ArgurTient 



:inu^ 
gumeni 



Mo 



'Modify call 

barameters with 

rec bived informatib n' 



Result := 
Leg1_only 




3(5) 



/* Signals to/from the right are to/from 
the gsmSSF if not otherwise stated. 7 



DP_Collected_lnfo, 
Leg2_Disconnected 



lnt_Connept_To_ 
Resource \ 



C'^EL CF CtR 




Yes 



Result: 
fail 




Figure 4.119B-3: Procedure CAI\flEL_TOC_l\flSC_INIT (sheet 3) 
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Procedure CAMEL TOG MSC INIT 



4(5) 



/* Procedure in the MSC to i^ 
handle a trunk origin ated call *7 



i DP_ ^ 
1 _Collected_ ! 
V Jnto J 



\r Signals to/from the left are to/fro nA 
the originating exchange; 
signals to/from the right are to /from 
the process gsmSSF if not 
otherwise stated. 7 



Input to be handed I sAM / 
in the TO_MSC \ lAddltionaldigits) 
23.018 process | ' ' 



lnt_Collect/lnformation 
(NumberokDigts) 



Result := 
More_Digits 



Figure 4.119B-4: Procedure CAIVIEL_TOC_l\flSC_INIT (sheet 4) 
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Procedure CAMEL_TOC_MSC_INIT 

/* Procedure in the MSC to [. 
handle a trunk origin at ed call 7, 



5(5) 



/* Signals to/from the left are to/front\ 
the originating exchange; 
signals to/from the right are to/from 
the process gsmSSF if not 
otherwise stated.*/ 



DP_Collected_lrlfo, 
Lep2_Disconnected 



> Release 



Int DP O Abandon 



f \ 

li)P_0_Abandoh 

''> ^ I 



Int contini 



lnt_Continu^ 
With_ArguWnt 



Results 
fail 




Figure 4.119B-5: Procedure CAI\flEL_TOC_l\flSC_INIT (sheet 5) 



ETSI 



3GPP TS 23.078 version 10.1.0 Release 10 



461 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSC to i^ 

handle leg 1 of a trunk originated call. */ 



8(9) 



/* Signals to/fro m the left are to/from the MSC K 
Sig nals to'from the right are to /from the gsmSSF 
unless otherwise stated 7 



DP_0_MidCall_Active, 
Wait For Clear 



From MSC process I 

(in-band signal is detected} 



Jnt_DTMFi 
' Digit_Received 



I nterdigit Timeout 
is specified in ^ 
MidCall Criteria 



Trigger 




False 



Continue 



Abort 



Stop Inteidigit 
Timer 



lnt_DP_0_ 
MidCall 



Clear Digit 
String 



f DP_0_ \ 

! MidCall ! 
\ _Antive J 



Stop Interdigit 
Timer 



Clear Digit 
String 



Figure 4.119B-6: Procedure CAMEL_TOC_MSC_INIT (sheet 6) 
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Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSC to i^ 

handle leg 1 of a trunk originated call. */ 



9(9) 



r Signals to/from the left are to/from the MSC K 
Signals to/ftom the right are to/from the gsmSSF 
unless otherwise stated 7 



DP_0_MidCall_Active, 
Wait For Clear 



\ Interdigit 
Internak---) Timer 



expires 



No StaftString 



"l^resent in MidCall 
trigger criteria? 

Yes 



Length of Digit String less 
than length of Start String? 





Length of Digit String less than 
minimum number of digits? 



Yes 



lnt_DP_0_ 
MidCall 



Clear Digit 
String 



( DP_0_ 

! MidCall 
V _Active J 



Clear Digit 
String 



Figure 4.119B-7: Procedure CAMEL_TOC_MSC_INIT (sheet 7) 
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Procedure CAMEL_NDS_TOC_INIT 

I : 

/* Procedure in the MSC to perform 

CAMEL handling for a networl< 

Dialled Service for trunk originated calls */ 



1(5) 




/* Signals to/from the left are to/from |\ 

the originating exchange; 

signals to/from the right are to/from the gsmSSF. */ 



FPAR: 

See subclause 4.5.x 



C^-Reference . 
Number stored^ 

I Mo 



Result= 
Pass 



Allocate Call 
Reference Number 




Store Original 
Call Parameters 




l'^Wait_for_ 
gsttnSSFJnvokei 



lnt_gsmS: 
Invoked 



Release 



lnt_DP_ 

Analysed_ 

Infn 



lnt_0_ExceDtion 



Result:= 
Abort 



DP_ 
Analysed_ 
Jnfo — 




Figure 4.119C-1 : Procedure CAIVIEL_NDS_TOC_INIT (sheet 1) 
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Procedure CAMEL_NDS_TOC_INIT 

I (> 

/* Procedure in the MSC to perform i 
CAMEL handling for a network ^ 

Dialled Service for trunk originated calls 7 



2(5) 



/* Signals to/from the left a re to/from K 

the originating exchange; 

signals to /from the right are to/from the gsmSSF. 7 



DP_ 
Analysed_ j 

V Info J 



lnt_Release_ 
Call \ 



Int Error 



Int Continue 



lnt_Conthui^ 
_With_ < 
_ArgurTient \ 



'Default call 
handling = contirtue^ 
"ca^l^' 

No 



Yes 



Int Connect 



CAMEL_ 
_Modify_ 
CIJG Info 



Results 
Fail 



Result:= 
Pass 



'Modify ca 
darameters with 



Result:^ 
Pass 






> Release 



tAMEL_OCH 
Vise DISC4 



Result: = 
Abort 




Figure 4.119C-2: Procedure CAI\flEL_NDS_TOC_INIT (sheet 2) 
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Procedure CAMEL_NDS_TOC_INIT 

I (> 

/* Procedure in the MSC to perform i 
CAMEL handling for a network ^ 

Dialled Service for trunk originated calls 7 



3(5) 



/* Signals to/from the left a re to/from K 

the originating exchange; 

signals to /from the right are to/from the gsmSSF. 7 



DP_Analysed_ln;fo 

'V , J 



lnt_Disconp^ct 
_Leg{leg2)\ 



lnt_Disconnect 
_Leg_ack / 



Le^_Disccin necked 



DP_Analysed_lnfo 
ljeg2_Disconnected 



lnt_Establish_ 

TemporaryC 

nnnneptinnx 



CAMEL CF ETC 



Mo 



DP_Analysed 
Info 

\ - 



lnt_Connept_To_ 
Resource \ 



C/^MEL CF CTR 




Yes 



Results 
fail 




Figure 4.119C-3: Procedure CAI\flEL_NDS_TOC_INIT (sheet 3) 
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Procedure CAMEL_NDS_TOC_INIT 

/* Procedure in the MSC to perform i ^ 
CAMEL handling for a network ^ 

Dialled Service for trunk originated calls */ 



4(5) 



DP_ \ 
_Analysed_ j 
Irnfo j 



In put to be handled 
intheTO_MSC ' 
23.018 process 



_ _/ SAM / 
(Additionaldlgits) 



lnt_CollecMiiformation 
(Number_o^,^Digits) 



Result := 
Mae_Digits 



Figure 4.119C-4: Procedure CAI\flEL_NDS_TOC_INIT (sheet 4) 



ETSl 



3GPP TS 23.078 version 10.1.0 Release 10 



467 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_NDS_TOCJNIT 

r u 

r Procedure i n the MSC to perform i " 
CAMEL handling for a network ^ 

Dialled Service for trunk originated calls 7 



5(5) 



r Signals to/from the left are to/from K 

Itie originating exchange; 

signals to/from the right are to/from the gsmSSF. V 



Leg2_Disconnected 



> Release 



Int Continae E^*^ , ^Discori^ct , ^rror 
^ With_Argument _Leg(leg1)\ - 



(:;AMEL_0CH 
MSC DISC4 



Result :-- 
Abort 



'Modify call 
parameters with 



lnt_Disconnect_ 
LegLack / 



Result := 
Leg1_only 



Result : 
Fail 




lnt_Releasj 
Call 



Figure 4.119C-5: Procedure CAI\flEL_NDS_TOC_INIT (sheet 5) 
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Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSCto i 

handle leg 1 of atrunkaiginated call. % 



/* Signals to/ffomthe left areto/ffDm[ 
the originating exchange; 
Signals to/from 

the right are to from the gsmSSF; 
unless otherwise stated. 7 



1(7) 



Active 



Wait_For 
Clear 




( Wait_For_ \ 
ACM ) 



Figure 4.119D-1 : Procedure CAI\flEL_T0C_LEG1_IVISC (sheet 1) 



ETSI 



3GPP TS 23.078 version 10.1.0 Release 10 



469 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSC to i^ 

handle leg 1 of a trunk originated call. *l, 



2(7) 



Address 
ComplelB 



Address 
Complete 



Wait_For_ 
Answer 



Answer 



Answer 



Wait_For_ 
Clear 



r Signals to/from the left are to/from K 

the originating exchange; 

Signals to/from 

the right are to from the gsmSSF; 

unless otherwise stated. */ 



Wait_For_ 
ACM 



Connect 



Connect 



( Wait_For_ 
Clear 



>SAM 



(ttAMEL_Store. 

Destination_ 

Address 



: ^ See TS 23.078 



(False, False) 



SAM 



Wait_For_ 
ACM 



Figure 4.119D-2: Procedure CAI\flEL_T0C_LEG1_IVISC (sheet 2) 
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Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSCto i 

handle leg 1 of atrunkaiginated call. % 



3(7) 



> Release 



(:amel_och 

MSC DISC4 



)P_0_MidCan 
_Alerting 



Int Continue 



-J 



lnt_Continue 
With Argurhent 

Continue 



Wait_For_ 
Answer 



r Signals to/from the left are to/from K 

the originating exchange; 

Signals to/from 

the right are to from the gsmSSF; 

unless otherwise stated. */ 



Wait_For_ACM, 

Wait_For_Answer, 

DP_0_MidCall_Alerting 



lnt_Discorpect_ 

^g \ 



Release 



lnt_Discomect_ 
Leg_ack / 




Int Error 




d^ndling-^ 
Release 




Release 




lnt_ Release 
Call \ 



Release 



Wait_Fa_Answer, 

D P_0_MidCall_Alerting 



Int MidCal 



DP_0_MidCal 
i _Alerting ,' 



Figure 4.119D-3: Procedure CAI\flEL_T0C_LEG1_IVISC (sheet 3) 
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Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSCto i 

handle leg 1 of atrunkaiginated call. % 



4(7) 



/* Signals to/from the left are to/from K 

the originating exchange; 

Signals to/from 

the rightaretofromthegsmSSF; 

unless otherwise stated. 7 




Wait_For_Clear, 

DP O MidCall Active 



> Release 



lnt_Releas 
Call 



(:amel_och 

Vise DISC1 



Int Continue 



lnt_DisconjTect 
Leg 



lnt_Export , 

I Leg 



Release 



Release 



lnt_Disconnect 
Leg ack / 



CnMEL_EXPORT 
_LEG_MSC 





P_0_MidCallj 

_Active 

, J 




Yes 



DP_0_MidCali, 
Active J 



lnt_Contin(ie 
With Argumont 



Continue 



Wait_Fa_ 
Clear 




Int MidCal 



Figure 4.11 9D-4: Procedure CAI\flEL_T0C_LEG1_IVISC (sheet 4) 
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Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSCto i 

handle leg 1 of atrunkaiginated call. % 



5(7) 



r Signals to/from the left are to/from K 

the originating exchange; 

Signals to/from 

the right are to from the gsmSSF; 

unless otherwise stated. */ 



DP_0_MidCall_Alerting 



lnt_Establish^ 
Temporaryx 
Connection ^, 



lnt_ConneGt_To_ 
Resource \ 



CAMEL CF ETC C/MVIEL CF CTR 




Result? 

Answer 

Result ■- 
Answer 



To SELF I — Answer 



ELSE 



Fail 




Figure 4.119D-5: Procedure CAI\flEL_T0C_LEG1_IVISC (sheet 5) 
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Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSCto i 

handle leg 1 of atrunkaiginated call. % 



lnt_EstablislC 
Temporar^ 
nnm RT.tinn \ 



C^MEL CF ETC 



lnt_Establish^ 

Temporary( 

Connection\ 



6(7) 



/* Signals to/from the left are to/from K 

the originating exchange; 

Signals to/from 

the rightaretofromthegsmSSF; 

unless otherwise stated. 7 



DP O MidCall Active 



lnt_Connep1_To_ 
Resource 



Ci\MEL CF CtR 



Wait For ACM 



lnt_Connepf_To_ 
Resource \ 




Figure 4.119D-6: Procedure CAI\flEL_T0C_LEG1_IVISC (sheet 6) 
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Procedure CAMEL_T0C_LEG1_MSC 

/* A procedure in the MSCto i 

handle leg 1 of atrunkaiginated call. % 



7(7) 



r Signals to/from the left are to/from K 

the originating exchange; 

Signals to/from 

the right are to from the gsmSSF; 

unless otherwise stated. */ 



Wait_For_Clear, 

DP O MidCall Active 



\ From aiginating/destination 
] I exchange 



>BICCAPIV1^ 



■ codec modification 

■ target codec 



> BICC ARM success 



\ To Destination/originating 
exchange 



BICC APM 



■ codec modification 

■ target codec 



iBICCAPM 



success 



CAMEL_0 
CUDIF M 



sc; 



Figure 4.119D-7: Procedure CAI\flEL_T0C_LEG1_IVISC (sheet 7) 



4.6 Description of information flows 

This clause contains the detailed description of the information flows used by CAMEL for Circuit Switched call 
control. 

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Specific conditions (S), mutually 
Exclusive (E), Optional (O) or not applicable (-) for each different traffic case applicable to the following CSI; 

- MO Mobile Originating caU in the VMSC (O-CSI, D-CSI or N-CSI dialogue); 
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- MF Mobile Forwarded call in the VMSC or the GMSC as in figure 4.7 (O-CSI, D-CSI or N-CSI dialogue); 

- MT Mobile Terminating call in the GMSC (T-CSI dialogue); 

- VT Mobile Terminating call in the VMSC (VT-CSI dialogue); 
NC gsmSCF initiated new call; 

NP gsmSCF initiated new party in an existing call; 

- TO Trunk Originating call in the MSC (TO-CSI or N-CSI dialogue). 

If the IBs in one table apply in all the possible cases listed above or no distinction is needed, then the IBs are marked in 
the "Status" column. 

An 'M' IE shall always be included for the corresponding traffic case. A 'C IE shall be included if the sending entity has 
the necessary information to populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' 
column of the definition table. When a set of 'E' lEs is shown in the definition of an Information Flow or compound IE, 
only one of those lEs may be included. An 'O' IE may be included or omitted as required by the service logic. A '-' IE 
shall always be omitted for the corresponding traffic case. This categorization is a functional classification, i.e. it 
defines the requirements for the stage 2 information, it is not a stage 3 classification to be used for the ASN. 1 syntax of 
the protocol. 

The distinction between MO, MF, MT, VT, NC, NP and TO calls is not applicable to all Information Flows. 

The following principles apply for the handling of the lEs by the receiving entity: 

The gsmSSF shall functionally support all lEs which can be sent to it. 

The gsmSCF may silently discard any IE which it does not functionally support. 

The gsmSRF shall return an error if it does not functionally support an IE which it receives. 

The HLR may silently discard any IE which it does not functionally support. 
Details of errors and exceptions to these rules are specified in are specified in 3GPP TS 29.078 [36]. 

4.6.1 gsmSSF to gsmSCF information flows 
4.6.1.1 Activity Test ack 

4.6.1.1.1 Description 

This IF is the response to the Activity Test. 

4.6.1.1.2 Information Elements 

This IF contains no information elements. 



4.6.1.2 



Apply Charging Report 



4.6.1.2.1 Description 

This IF is used by the gsmSSF to report to the gsmSCF the information requested in the Apply Charging IF. 



4.6.1.2.2 



Information Elements 



Information element name 


Status 


Description 


Call Result 


M 


This IE contains the charging information provided by the gsmSSF. 



Call Result contains the following information elements: 
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Information element name 


Status 


Description 


Time Duration Cliarging Result 


M 


Tliis IE is described in a table below. 



Time Duration Charging Result contains the following information elements: 



Information element name 


Status 


Description 


Time Information 


M 


This IE is described in a table below. 


Party To Charge 


M 


This IE is received in the related Apply Charging IF to correlate the result to 
the request. This IE shall be a copy of the corresponding IE received in the 
Apply Charging IF. 


ACh Charging Address 


M 


This IE identifies the call party to which the Apply Charging Report IF applies. 
This IE is described in a table below. 


Leg Active 


M 


This IE indicates whether the call leg is active or not. When the ACR is sent 
because of a change in CPH configuration legActive=FALSE shall be used. 


Call Leg Released At Tcp Expiry 


S 


This IE is an indication that the gsmSSF has released the call leg or the 

Temporary Connection or SRF Connection, due to Tcp expiry. 

It shall be present when Apply Charging Report is sent due to Tcp expiry and 

the gsmSSF has released the call leg or the Temporary Connection or SRF 

Connection (because 'Release If Duration Exceeded' was present in the Apply 

Charging IF). 

In all other cases, this IE shall be absent. 



Time Information contains the following information elements: 



Information element name 


Status 


Description 


Time If No Tariff Switch 


S,E 


This IE shall be present if no tariff switch has occurred since the reception of 

the first Apply Charging IF for the connection to the Called Party, the 

Temporary Connection, or the gsmSRF connection, otherwise it shall be 

absent. 

If Answer was detected for the connection to the Called Party, the Temporary 

Connection or the gsmSRF connection, then the elapsed time since detection 

of Answer shall be reported. 

For a change in a CPH configuration the particular time when the legs in a CS 

are connected shall be taken as Answer. 

If answer was not detected, it shall be set to "0". 


Time If Tariff Switch 


S,E 


This IE shall be present if a tariff switch has occurred since the reception of 
the first Apply Charging IF for the connection to the Called Party, the 
Temporary Connection, or the gsmSRF connection, otherwise it shall be 
absent. 



ACh Charging Address contains the following information elements: 



Information element name 


Status 


Description 


Leg ID 


E 


This IE indicates that the Apply Charging Report IF applies to the specified 
leg. 


SRF Connection 


E 


This IE indicates that the Apply Charging Report IF applies to the Temporary 
Connection or SRF Connection 



4.6.1.3 



Call Information Report 



4.6.1.3.1 



Description 



This IF is used to send specific call information for a single call party to the gsmSCF as requested by the gsmSCF in a 
previous Call Information Request IF. 



4.6.1.3.2 



Information Elements 



information element name 


Status 


Description 


Requested Information List 


M 


This IE specifies the requested information. 


Leg ID 


M 


This IE indicates the party in the call for which information shall be collected. 
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4.6.1 .4 Disconnect Leg ack 

4.6.1.4.1 Description 

This IF is the successful response to the Disconnect Leg IF. 

4.6.1.4.2 Information Elements 

This IF contains no information elements. 



4.6.1.5 



Entity Released 



4.6.1.5.1 



Description 



This IF is used to inform the gsmSCF about the release of a logical entity (CS or BCSM) caused by exception or errors. 
It is sent by the CS A FSM if this information cannot be conveyed within an TC_ABORT or TC_END because the TC 
dialogue has to be kept because of other existing logical entities (CS or BCSM) in this CS A which are not affected by 
this error/exception. This IF is not sent if the last CS was released. 

The IF Entity Released is not used if the release of the entity can be reported through other IFs, e.g. Event Report 
BCSM, Call Information Report. 



4.6.1.5.2 



Information Elements 



Information element name 



Status 



Description 



CS Failure 



This IE indicates that an CS has been released. 



BCSM Failure 



This IE indicates that a leg has been released. 



CS Failure contains the following information elements: 



Information element name 


Status 


Description 


Call Segment ID 


M 


This IE identifies the released CS. 


Cause 


C 


This IE indicates the cause for releasing the CS. The Cause may be used by 
the gsmSCF to decide how to continue the call handling. 



BCSM Failure contains the following information elements: 



Information element name 


Status 


Description 


Leg ID 


M 


This IE identifies the released leg. 


Cause 


C 


This IE indicates the cause for releasing the leg. The cause may be used by the 
gsmSCF to decide handling. 



4.6.1.6 



Event Report BCSM 



4.6.1.6.1 



Description 



This IF is used to notify the gsmSCF of a call-related event (i.e. BCSM events as answer and disconnect) previously 
requested by the gsmSCF in a Request Report BCSM Event IF. 



4.6.1.6.2 



Information Elements 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Event Type BCSM 


M 


M 


M 


M 


M 


M 


M 


This IE specifies the type of event that is reported. 


Event Specific 
Information BCSM 


C 


C 


C 


C 


C 


C 


C 


This IE indicates the call related information specific to the 
event. 


Leg ID 


M 


M 


M 


M 


M 


M 


M 


This IE indicates the party in the call for which the event is 
reported. 
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Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Misc Call Info 


M 


M 


M 


M 


M 


M 


M 


This IE indicates the DP type. 



If the Event Type BCSM IE contains either 0_Answer or T_Answer, then the Event Specific Information BCSM IE 
contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Destination Address 


M 


M 


M 


M 


M 


M 


M 


This IE specifies the destination address for the call leg. 
The NatureOfAddress indicator may contain a national- 
specific value. For some national-specific 
NatureOfAddress indicator values the length of the digit 
part of destination address may be zero. 


OR 


- 


C 


C 


- 


- 


- 


- 


This IE indicates that the call was subject to basic Optimal 
Routeing as specified in 3GPP TS 23.079 [19]. 


Fonwarded Call 


- 


M 


C 


C 


- 


- 


- 


This IE indicates that the call has been subject to a Call 
Forwarding supplementary service. 


Charge Indicator 


S 


S 


S 


S 


S 


S 


S 


This IE specifies the value which will be stored in the Call 
Data Record. See ITU-T Recommendation Q.763 [43]. 


Ext-Basic Service 
Code 


S 


S 


S 


S 






S 


This IE is used for SCUDIF calls. 
It indicates the type of basic service, i.e. teleservice or 
bearer service. It indicates the service active at answer for 
the SCUDIF call (as defined in 3GPP TS 23.172 [27]). 


Ext-Basic Service 
Code 2 


s 


s 


S 


S 






s 


This IE is used for SCUDIF calls. 

It indicates the type of basic service, i.e. teleservice or 

bearer service. It indicates the service which is not active 

at answer for the SCUDIF call (as defined in 3GPP 

TS 23.172 [27]). 

It shall be present if the negotiation of the SCUDIF 

services resulted in both basic services for the SCUDIF 

call. Otherwise shall be absent. 



If the Event Type BCSM IE contains either 0_Mid_Call or T_Mid_Call, then the Event Specific Information BCSM IE 
contains the following information element: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Midcall Info 


M 


- 


- 


M 


- 


- 


M 


This IE is described in a table below. 


MidCall Info contains the following information elements: 


Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


DTMF Digits 
Completed 


S,E 






S,E 






S,E 


This IE contains the detected mid-call digits. 

This IE shall be present when triggering takes place after 

the minimum number of digits has been detected. 


DTMF Digits Timeout 


S,E 






S,E 






S,E 


This IE contains the detected mid-call digits. 

This IE shall be present when triggering takes place 

before the minimum number of digits has been detected. 



If the Event Type BCSM IE contains one of Route_Select_Failure, 0_Busy, 0_Disconnect or T_Disconnect, then the 
Event Specific Information BCSM IE contains the following information element: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Cause 


C 


C 


C 


C 


C 


C 


C 


This IE indicates the cause. 
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If the Event Type BCSM IE contains T_Busy, then the Event Specific Information BCSM IE contains the following 
information elements: 



Information element name 


IVIO 


MF 


WIT 


VT 


NC 


NP 


Description 


Cause 


- 


- 


C 


c 


- 


- 


This IE indicates the cause. 


Call forwarded 






c 


c 






This IE indicates that the call may be 

forwarded by the appropriate Call 

Forwarding supplementary service or Call 

Deflection supplementary service. 

If T_Busy is reported from the GMSC, then 

this IE shall be present in the following 

cases: 

- The event is triggered by the reception of 
an FTN in the 2""* Send Routeing Info ack 
from the HLR; 

- The event is triggered by the reception of 
the Resume Call Handling information flow 
from the VMSC. 

If T_Busy is reported from the VMSC, then 
this IE shall be present in the following 
cases: 

- The event is triggered by the invocation 
of conditional call fonwarding (Busy or 
Not_Reachable); 

- The event notification is triggered by the 
invocation of Call Deflection. 


Route Not permitted 






s 








This IE indicates that the further call setup 
will not take place in this GMSC due to the 
rules of basic optimal routeing. See 3GPP 
TS 23.079 [19]. 


Forwarding Destination Number 






c 


c 






This IE contains the Fonwarded-to-Number 
or the Deflected-to-Number. It shall be 
present if the Call Forwarded IE is present. 
Otherwise, it shall be absent. 



If the Event Type BCSM IE contains T_No_Answer, then the Event Specific Information BCSM IE contains the 
following information elements: 



Information element name 


MO 


MF 


MT 


VT 


NC 


NP 


Description 


Call Forwarded 






C 


C 






This IE indicates that the call may be 

forwarded by the appropriate Call 

Forwarding supplementary service. 

If T_No_Answer is reported from the GMSC, 

then this IE shall be present in the following 

cases: 

- The event is triggered by the reception of 
the Resume Call Handling information flow 
from the VMSC. 

If the T_No_Answer is reported from the 
VMSC, then this IE shall be present in the 
following cases: 

- The event is triggered by the invocation 
of conditional call fonwarding (No Answer). 


Forwarding Destination Number 






C 


c 






This IE contains the Forwarded-to-Number 
or the Deflected-to-Number. It shall be 
present if the Call Forwarded IE is present. 
Otherwise, it shall be absent. 



If the Event Type BCSM IE contains Call_Accepted or 0_Term_Seized, then the Event Specific Information BCSM IE 
contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Location Information 


C 


- 


- 


C 


- 


- 


- 


See subclause 4.6.1 .8 with VLR Number IE as '- (not 
applicable)'. 
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NOTE If gsmSCF does not arm DP 0_Change_Of_Position, then the Location Information reported at 

DP 0_Term_Seized may be the same as the Location Information reported at DP Collected_Information, 
even when the subscriber has changed location between DP Collected Information and 
DP 0_Term_Seized. 

If the Event Type BCSM IE contains 0_Change_Of_Position or T_Change_Of_Position, then the Event Specific 
Information BCSM IE contains the following information elements: 



Information element name 


IVIO 


MF 


MT 


VT 


NC 


NP 


Description 


Location Information 


c 


- 


- 


C 


- 


- 


See subclause 4.6.1 .8 witli VLR Number IE 
as '- (not applicable)'. 


Met DP Criteria List 


s 






s 






This IE is described in a table below. 
It carries the list of criteria that were 
triggered and met for the reporting of the 
change of position event. 
It shall be present if change of position 
control info was received in the request. 



Met DP Criteria List contains a list of up to 10 instances of the following information element: 



Information element name 


MO 


MF 


MT 


VT 


NC 


NP 


Description 


Met DP Criterion 


M 






M 






Each Met DP Criterion IE is one of the 6 
possibilities indicated in the table below. If 
multiple instances of the Met DP Criterion IE 
have the same value, this is not an error. 



Each instance of the Met DP Criterion IE contains one of the following information elements: 



Information element name 


MO 


MF 


MT 


VT 


NC 


NP 


Description 


Cell Global ID 


E 






E 






This IE indicates that the mobile station 
performed handover across the boundary of 
the cell specified in this IE. Furthermore it 
indicates whether the handover was into or 
out of the cell. 


Service Area ID 


E 






E 






This IE indicates that the mobile station 
performed handover across the boundary of 
the service area specified in this IE. 
Furthermore it indicates whether the 
handover was into or out of the service 
area. 


Location Area ID 


E 






E 






This IE indicates that the mobile station 
performed handover across the boundary of 
the location area specified in this IE. 
Furthermore it indicates whether the 
handover was into or out of the location 
area. 


Inter-System Handover 


E 






E 






This IE indicates that the mobile station 
performed inter-system handover. 
Furthermore it indicates whether the 
handover was from GSM to UMTS or from 
UMTS to GSM. 


Inter-PLMN Handover 


E 


- 


- 


E 


- 


- 


This IE indicates that the mobile station 
performed inter-PLMN handover. 


Inter-MSC Handover 


E 


- 


- 


E 


- 


- 


This IE indicates that the mobile station 
performed inter-MSC handover. 



If the Event Type BCSM IE contains 0_Abandon, then the Event Specific Information BCSM IE contains the 
following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Route Not Permitted 


- 


S 


- 


- 


- 


- 


- 


This IE indicates that the further call setup will not take 
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Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


















place in this MSC due to tlie rules of basic optimal 
routeing. See 3GPP TS 23.079 [19]. 



If the Event Type BCSM IE contains one of 0_Service_Change or T_Service_Change, then the Event Specific 
Information BCSM IE contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Ext-Basic Service 
Code 


IVI 


M 


M 


M 


- 


- 


M 


Tliis IE indicates the new basic service code after a 
successful bearer service modification. 


Nature of Service 
Cliange 


c 


C 


C 


C 






C 


This IE indicates the nature of the service change (User 
initiated service change or network initiated service 
change). Shall be present if available. 


Initiator of Service 
Cliange 


IVI 


M 


M 


M 


- 


- 


M 


This IE indicates the initiator of the service change (A 
side or B side) 



If the Event Type BCSM IE contains 0_No_Answer, then the Event Specific Information BCSM IE is not included. 

If the Event Type BCSM IE contains Collected_Info, then the Event Specific Information BCSM IE contains the 
following information elements: 



Information element 
name 


TO 


Description 


Called Party Number 


M 


The contents of the Called Party Number parameter are as follows: 

Nature of address indicator - set to the same value as the Called Party Number 

parameter sent in InitialDP: 

Numbering plan indicator - set to the same value as the Called Party Number 

parameter sent in InitialDP; 

Address signals: 

If "N" relevant digits, or more, have been collected and the end of pulsing 

signal (ST) has not been received, then all relevant digits shall be 

reported plus a filler digit, if necessary (note 1) 

If the end of pulsing signal (ST) has been received then all relevant digits 

shall be reported, plus the end of pulsing signal and a filler digit, if 

necessary (note 1 ) 

If the inter-digit timer expires in the MSC then all relevant digits shall be 

reported plus a filler digit, if necessary (notes 1 & 2). 

Note 1 : The relevant digits are the digits originally reported in InitialDP plus any additional 

relevant digits collected as a result of the Collectlnformation operation(s). 

Note 2: If the inter-digit timer expires before any additional relevant digits have been 

collected then the digits reported are the same as those previously reported in InitialDP or 

EventReportBCSM. 

Note 3: Some dialled digits may not be relevant for reporting. Relevant digits are 

determined by operator defined rules in the MSC, e.g. operator specific service selection 

information may not be reported. The MSC/ gsmSSF compares "N" against the digits to be 

reported. 



4.6.1 .7 Initiate Call Attempt ack 

4.6.1.7.1 Description 

This IF is the successful response to the Initiate Call Attempt IF. 

4.6.1.7.2 Information Elements 



Information element name 


NC 


NP 


Description 


Supported CAMEL Phases 


M 


M 


This IE indicates the CAMEL Phases supported. 
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Information element name 


NC 


NP 


Description 


Offered CAMEL4 Functionalities 


IVI 


IVI 


This IE is described in subclause 4.6.1 .8. 

This IE indicates the CAIVIEL phase 4 functionalities offered. 



4.6.1.8 



Initial DP 



4.6.1.8.1 



Description 



This IF is generated by the gsmSSF when a trigger is detected at a DP in the BCSM, to request instructions from the 

gsmSCF. 



4.6.1.8.2 



Information Elements 



(Note: lEs in the NC columns in this IF may need further study.) 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Additional Calling Party 
Number 


C 


C 


C 


C 




C 


C 


This IE contains the calling party number provided by 
the access signalling system of the calling user or 
received from the gsmSCF due to the previous CAMEL 
processing. 


Called Party Number 


c 


M 


M 


M 




M 


M 


This IE contains the number used to identify the called 
party in the forward direction. 

For MO and MF calls this IE is used in the case of TDP 
Route_Select_Failure (this is the destination number 
used to route the call) and in the case of TDP Busy and 
TDP No Reply (this is the MSISDN when the destination 
number used for the call is an MSRN, or in the case of 
unsuccessful call establishment received from the HLR 
via the MAP interface, otherwise it is the number used to 
route the call). 

For VT calls when there is no fonwarding pending this is 
the MSISDN received in the Provide Roaming Number; 
if the MSISDN is not available, the basic MSISDN is 
used. 

For the MT and VT call case when there is call 
forwarding or call deflection pending, this is the 
MSISDN, i.e. not the fonwarded-to or deflected-to 
number. 

If the Initial DP IF is sent at TDP Route_Select_Failure 
or TDP Analysedjnformation then the NatureOf Address 
indicator may contain a national-specific value. For 
some national-specific NatureOfAddress indicator 
values the length of the digit part of the destination 
address may be zero. 

For TO calls this IE is used to identify the called party in 
the forward direction. It is used in the case of TDP 
Collected_lnformation and TDP Analysed_lnformation. 
The number contained in this IE shall be the relevant 
digits, for reporting purposes, of the number received in 
the telephony signalling system call establishment 
message (e.g. ISUP lAM). The number may or may not 
include the end of pulsing signal (ST). 
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Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Called Party BCD 
Number 


c 














This IE contains the number used to identify the called 
party in the fonward direction. It is used for an MO call in 
all cases except in the case of TDP 
Route_Select_Failure. 

For the TDP Collected_lnformation, the number 
contained in this IE shall be identical to the number 
received over the access network. It may e.g. include 
service selection information, such as * and # digits, or 
carrier selection information dialled by the subscriber. 
For the TDP Analysed_lnformation, the number 
contained in this IE shall be the dialled number received 
over the network access or received from a gsmSCF in 
a Connect IF, Service selection information, such as * 
and # digits may be present (see subclause 4.2.1 .2.2); 
carrier selection information dialled by the subscriber is 
not present. 


Calling Party Number 


M 


C 


C 


C 


- 


C 


c 


This IE carries the calling party number to identify the 
calling party or the origin of the call. 


Calling Partys 
Category 


M 


C 


C 


c 


- 


C 


c 


This IE indicates the type of calling party (e.g., operator, 
pay phone, ordinary subscriber). 


CallGap Encountered 


C 


C 


C 


c 




C 


c 


This IE indicates the type of gapping which has been 
applied to the related call. 

This IE shall be present only if a call gapping context is 
applicable to the Initial DP IF. 


Call Reference 
Number 


M 


M 


M 


M 




M 


M 


This IE may be used by the gsmSCF for inclusion in a 
network optional gsmSCF call record. It has to be 
coupled with the identity of the MSC which allocated it in 
order to define unambiguously the identity of the call. 
For MO calls, the call reference number is set by the 
serving VMSC and included in the MO call record. 
For MT calls, the call reference number is set by the 
GMSC and included in the RCF call record in the GMSC 
and in the MT call record in the terminating MSC. 
For VT calls, the call reference number is set by the 
GMSC and included in the RCF call record in the GMSC 
and in the MT call record in the terminating MSC. 
For MF calls, the call reference number is set by the 
GMSC and included in the CF record in the forwarding 
MSC. 

For the setting of the Call Reference Number for NP 
calls, see the corresponding call case above (MO, MT, 
VTorMF). 

For TO calls, the call reference number is set by the 
inter-connecting MSC. 


Cause 


C 


C 


C 


c 








This IE indicates the cause specific to the armed BCSM 
DP event. This IE is applicable to 
DP Route_Select_Failure and DP TBusy. The cause 
may be used by the gsmSCF to decide how to continue 
the call handling. 


Event Type BCSM 


M 


M 


M 


M 




M 


M 


This IE indicates the armed BCSM DP event, resulting 
in the Initial DP IF. For the TO traffic case this will be 
"Collectedlnformation" or "Analysedlnformation". 


IMSI 


M 


M 


M 


M 




S 




This IE identifies the mobile subscriber. 
For the NP case, the IMSI is mandatory if the new party 
is initiated in an MO, MF, MT, or VT call, otherwise it 
shall be absent. 


IP SSP Capabilities 


C 


C 


C 


c 




c 


c 


This IE indicates which SRF resources are supported 
within the gsmSSF and are available. If this IE is absent, 
it indicates that no gsmSRF is attached and available. 


Location Information 


M 


- 


C 


M 


- 


- 


- 


This IE is described in a table below. 


Location Number 


M 


C 


C 


C 






c 


For mobile originated calls this IE represents the 
location of the calling party. For all other call scenarios 
this IE contains the location number received in the 
incoming ISUP signalling. 
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Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


MSC Address 


M 


M 


M 


M 




M 


M 


For MO calls, the MSC Address carries the international 

E.1 64 address of the serving VMSC. 

For MT calls, the MSC Address carries the international 

E.1 64 address of the GMSC. 

For VT calls, the MSC Address carries the international 

E.1 64 address of the serving VMSC. 

For MF calls, the MSC Address carries the international 

E.1 64 address of the forwarding MSC. 

For NP case, see the corresponding call case above 

(MO, MT, VT or MF). 

For TO calls, the MSC Address carries the international 

E.1 64 address of the inter-connecting MSC. 


GMSC Address 




M 




M 




S 




For MF calls, the GMSC Address carries the 
international E.1 64 address of the GMSC. 
For VT calls, the GMSC Address carries the 
international E.1 64 address of the GMSC. 
For NP calls, the GMSC Address is mandatory if the 
new party is initiated in an MF call or in a VT call, 
otherwise it shall be absent. The GMSC Address carries 
the international E.1 64 address of the GMSC. 


Carrier 


S 


S 


S 


S 




S 


S 


This IE is described in a table below. 

This IE may be present when the VPLMN and the 

HPLMN of the subscriber are both North American. 

For MO calls, this IE shall identify any carrier that was 

explicitly selected by the calling subscriber. If no carrier 

was explicitly selected, this IE shall contain the calling 

subscriber's subscribed carrier. 

For MT and VT calls, the IE shall contain the carrier 

subscribed to by the called subscriber. 

For MF calls, the IE shall contain the carrier subscribed 

to by the forwarding subscriber. 

For TO calls, this IE shall identify any carrier that was 

explicitly selected by the calling party or redirecting 

party, as received from the telephony signalling system 

(e.g. ISUP lAM). 


Original Called Party 
ID 


C 


c 


c 


C 






C 


This IE carries the dialled digits if the call has met call 
forwarding on the route to the gsmSSF. This IE shall 
also be sent if it was received from the gsmSCF due to 
previous CAMEL processing. 


Redirecting Party ID 


c 


c 


c 


c 






C 


This IE indicates the directory number the call was 
redirected from. This IE shall also be sent if it was 
received from the gsmSCF due to previous CAMEL 
processing. 


Redirection Information 


c 


c 


c 


c 


- 


- 


C 


This IE contains forwarding related information, such as 
the redirection counter. 


Service Key 


M 


M 


M 


M 




M 


M 


This IE indicates to the gsmSCF the requested CAMEL 
Service. It is used to address the required application 
within the gsmSCF. 


Subscriber State 






C 


c 








This IE indicates the status of the MS. The states are: 

- CAMEL Busy: The MS is engaged on a transaction 
for a mobile originating or terminated circuit-switched 
call. 

- Network Determined Not Reachable: The network 
can determine from its internal data that the MS is not 
reachable. 

- Assumed Idle: The state of the MS is neither 
"CAMEL Busy" nor "Network Determined Not 
Reachable". 

- Not provided from VLR. 


Time And Timezone 


M 


M 


M 


M 


- 


M 


M 


This IE contains the time that the gsmSSF was 
triggered, and the time zone in which gsmSSF resides. 
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Information element 
name 


MO 


IWF 


MT 


VT 


NC 


NP 


TO 


Description 


Call Forwarding SS 
Pending 






C 


C 








If the Initial DP IF is sent from the GMSC, then this IE 
shall be present in the following cases: 

- The GMSC has received an FTN in the 1st Send 
Routeing Info ack IF from the MLR. 

- The GMSC has received an FTN in the 2nd Send 
Routeing Info ack IF from the MLR and no relationship 
with the gsmSCF exists at that moment. 

- The GMSC has received the Resume Call Handling 
IF from the VMSC and no relationship with the gsmSCF 
exists at that moment. 

If the Initial DP IF is sent from the VMSC, then this IE 
shall be present in the following cases: 

- Conditional call forwarding is invoked and no 
relationship with the gsmSCF exists at that moment. 

- Call Deflection is invoked and no relationship with 
the gsmSCF exists at that moment. 


Fonwarding Destination 
Number 






C 


c 








This IE contains the Forwarded-to-Number or the 
Deflected-to-Number. It shall be present if the Call 
Forwarding SS Pending IE is present, otherwise it shall 
be absent. 


Service Interaction 
Indicators Two 


C 


c 


C 


c 




c 


c 


The IE is described in a table below. 

This IE is present if it is received in the ISUP message 

or due to previous CAMEL processing. 


CUG Index 


c 


- 


- 


- 


- 


C 


- 


See 3GPP TS 23.085 [221 for details of this IE. 


CUG Interlock Code 


c 


c 


c 


c 




c 


c 


This IE shall be set according to 3GPP TS 23.085 [22] 
unless modified by the gsmSCF via the Connect or 
Continue With Argument IFs. 


Outgoing Access 
Indicator 


c 


c 


c 


c 




c 


c 


This IE shall be set according to the 3GPP 

TS 23.085 [22] unless modified by the gsmSCF via the 

Connect or Continue With Argument IFs. 


MS Classmark 2 


c 














This IE contains the MS classmark 2, which is sent by 
the MS when it requests access to setup the MO call or 
responds to paging in the CS domain. 


IMEI (with software 
version) 


c 














This IE contains the IMEISV (as defined in 3GPP 
TS 23.003 [7]) of the ME in use by the served 
subscriber. 


Supported CAMEL 
Phases 


M 


M 


M 


M 


M 


M 


M 


This IE indicates the CAMEL Phases supported by the 
GMSC or the VMSC. 


Offered CAMEL4 
Functionalities 


M 


M 


M 


M 


M 


M 


M 


This IE is described in a table below. 

This IE indicates the CAMEL phase 4 functionalities 

offered by the GMSC or the VMSC. 


Bearer Capability 


M 


C 


C 


c 




C 


C 


This IE indicates the bearer capability connection to the 
user. For a SCUDIF call (as defined in 3GPP TS 23.1 72 
[27] this IE indicates the Bearer Capability of the 
preferred service. 


Bearer Capability 2 


C 


C 


C 


c 


- 


- 


c 


This IE indicates the bearer capability of the less 
preferred service for a SCUDIF call. 


Ext-Basic Service 
Code 


C 


C 


C 


c 




C 


c 


This IE indicates the basic service, i.e. teleservice or 
bearer service. For a SCUDIF call this IE indicates the 
basic service of the preferred service 


Ext-Basic Service 
Code 2 


C 


C 


C 


c 


- 


- 


c 


This IE indicates the basic service of the less preferred 
service for a SCUDIF call. 


High Layer 
Compatibility 


C 


C 


C 


c 




C 


c 


This IE indicates the high layer compatibility, which will 
be used to determine the ISDN-teleservice of a 
connected ISDN terminal. For a SCUDIF call this IE 
indicates the high layer compatibility of the preferred 
service. 


High Layer 
Compatibility 2 


c 


C 


C 


c 


- 


C 


c 


This IE indicates the high layer compatibility of the less 
preferred service for a SCUDIF call. 


Low Layer 
Compatibility 


c 


C 


C 


c 




C 


c 


This IE indicates the low layer compatibility, which will 
be used to determine the ISDN bearer capability of a 
connected ISDN terminal. For a SCUDIF call this IE 
indicates the Low Layer Compatibility of the preferred 
service. 
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Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Low Layer 
Compatibility 2 


C 


C 


C 


c 


- 


C 


c 


This IE indicates the low layer compatibility of the less 
preferred service for a SCUDIF call. 


Enhanced Dialled 
Services Allowed 


s 


s 






s 


s 


s 


This IE indicates that the gsmSCF may use the 
Enhanced Dialled Services (EDS). 
This IE shall be included if and only if all of following four 
conditions are fulfilled: 

- this IF is sent due to triggering on DP 
Analysed_lnformation; and 

- the EDS functionality is offered for this call (as 
indicated in the Offered CAI\/IEL4 Functionalities); and 

- there is no more than one outgoing leg within this 
call; and 

- there is no other CAMEL dialogue active for the leg 
for which this IF is sent. 


User-to-User Service 
activation request 





















This IE may be sent if it is received in a call control 
message. See 3GPP TS 23.087 [45], 3GPP TS 24.008 
[30], and ETSI EN 300 356-1 [40] for details of this IE. 


User-to-User 
Information 





















This IE may be sent if it is received in a call control 
message. See 3GPP TS 23.087 [45], 3GPP TS 24.008 
[30], and ETSI EN 300 356-1 [40] for details of this IE. 


Collect Information 
Allowed 














s 


This IE indicates whether the gsmSCF is allowed to use 
Collect Information for the armed BCSM DP event. This 
IE shall only be included when the armed BCSM DP 
event is "Collectedlnformation" or 
"Analysedlnformation". 
Note: This IE shall only be included for the 
"Analysedlnformation" BCSM DP event if the "Enhanced 
Dialled Services Allowed" IE is also present. 



Offered CAMEL4 Functionalities contains the following information elements: 



Information element name 


Status 


Description 


Initiate Call Attempt 


S 


This IE indicates that the gsmSCF may send to the gsmSSF the Initiate Call 
Attempt IF. 


Split Leg 


S 


This IE indicates that the gsmSCF may send to the gsmSSF the Split Leg IF. 


Move Leg 


s 


This IE indicates that the gsmSCF may send to the gsmSSF the Move Leg IF. 


Disconnect Leg 


s 


This IE indicates that the gsmSCF may send to the gsmSSF the Disconnect 
Leg IF. 


Entity Released 


s 


This IE indicates that the gsmSSF will send to the gsmSCF the Entity Released 
IF, when appropriate. 


DFC With Argument 


s 


This IE indicates that the gsmSCF may send to the gsmSSF the Disconnect 
Forward Connection With Argument IF. 


Play Tone 


s 


This IE indicates that the gsmSCF may send to the gsmSSF the Play Tone IF. 


DTMF Mid Call 


s 


This IE indicates that the gsmSCF may instruct the gsmSSF to arm the 
0_MidCall or T_MidCall DP. The gsmSCF may instruct the gsmSSF to 
automatically re-arm the DP, when encountered. 


Charging Indicator 


s 


This IE indicates that the Charge Indicator IE may be present in the Event 
Report BCSM IF reporting the Answer or T Answer DP. 


Alerting DP 


s 


This IE indicates that the gsmSCF may instruct the gsmSSF to arm the 
Term Seized or Call Accepted DP. 


Location At Alerting 


s 


This IE indicates that the Location Information IE shall be present (if available) 
in the Event Report BCSM IF reporting the Term Seized or Call Accepted 
DP. 


Change Of Position DP 


s 


This IE indicates that the gsmSCF may instruct the gsmSSF to arm the 
0_Change_Of_Position or T_Change_Of_Position DPs. The gsmSCF may 
instruct the gsmSSF to automatically re-arm the DP, when encountered. 


OR Interactions 


s 


This IE indicates that the gsmSCF may send to the gsmSSF the Basic OR 
Interrogation Requested IE in the Connect or Continue With Argument IF. 
This IE indicates that the Route Not Permitted IE may be present in the Event 
Report BCSM IF reporting the Abandon DP. 


Warning Tone Enhancements 


s 


This IE indicates that the gsmSCF may send to the gsmSSF the Burstlist IE 
(within the Audible Indicator IE) in an Apply Charging IF. 


CF Enhancements 


s 


This IE indicates that the Forwarding Destination Number IE may be present in 
the Event Report BCSM IF reporting the T Busy or T No Answer DP. 
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Information element name 


Status 


Description 


Criteria for Cliange Of Position 
DP 


S 


This IE indicates that the gsmSCF may send to the gsmSSF in the Request 
Report BCSM Event IF criteria for reporting the report of 
Change Of Position or T Change Of Position. 


Subscribed Enlianced Dialled 
Services 


S 


This IE indicates that Subscribed Enhanced Dialled Services is offered. 


Serving Network Enhanced 
Dialled Services 


s 


This IE indicates that Serving Network Enhanced Dialled Services is offered. 


Service Change DP 


s 


This IE indicates that the gsmSCF may instruct the gsmSSF to arm the 
0_Service_Change or T_Service_Change DPs. The gsmSCF may instruct the 
gsmSSF to automatically re-arm the DP, when encountered. 


Collect Information 


s 


This IE indicates that the gsmSCF may instruct the gsmSSF to arm the 
Collectedlnfo EDP and order the MSC to collect a specific number of additional 
dialled digits. 



Location Information is defined in 3GPP TS 23.018 [12]. The following differences apply: 



Information element name 


IVIO 


IMF 


MT 


VT 


NC 


NP 


Description | 


Location Number 


- 


- 


C 


C 


- 


- 


See 3GPPTS 23.018 f1 21 




Service area ID 


C,E 


- 


C,E 


C,E 


- 


- 


See 3GPPTS 23.018 [12] 




Cell ID 


C,E 


- 


C,E 


C,E 


- 


- 


See 3GPPTS 23.018 [12] 




Geographical information 


C 


- 


C 


C 


- 


- 


See 3GPPTS 23.018 [12] 




Geodetic information 


C 


- 


C 


C 


- 


- 


See 3GPPTS 23.018 [12] 




VLR number 


M 


- 


C 


M 


- 


- 


See 3GPPTS 23.018 [12] 




Age Of location information 


M 


- 


C 


C 


- 


- 


See 3GPPTS 23.018 [12] 




Current Location Retrieved 


- 


- 


- 


- 


- 


- 


Not applicable 


Location area ID 


C,E 


- 


C,E 


C,E 


- 


- 


See 3GPP TS 23.003 [7]. 


Selected LSA Identity 


S 




S 


S 






This IE indicates the LSA identity associated 
with the current position of the MS. It shall 
be present if the LSA ID in the subscriber 
data matches the LSA ID of the current cell. 
In the case of multiple matches the LSA ID 
with the highest priority shall be present. 
See 3GPPTS 23.073 [18]. 
This IE shall be present if available and 
SoLSA is supported, otherwise it shall be 
absent. 


User CSG Information 


C 


- 


C 


- 


- 


- 


See 3GPPTS 23.060 [15]. 



Carrier contains the following information elements: 



Information element 
name 


MO 


IMF 


MT 


VT 


NC 


NP 


TO 


Description 


Carrier Identification 
Code 


M 


M 


M 


M 


- 


M 


M 


This IE uniquely identifies a North American long distance 
carrier. 


Carrier Selection 
Information 


M 


M 


M 


M 




M 


M 


This IE indicates the way the carrier was selected, i.e.: 

- dialled 

- subscribed 



Service Interaction Indicators Two contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Forward Service 
Interaction Indicator 


C 


C 


C 


C 


- 


C 


c 


This IE is described in a table below. 


HOLD Treatment 
Indicator 


c 


- 


- 


c 


- 


C 


- 


This IE indicates whether the CAMEL subscriber can 
invoke HOLD for the call. 


CW Treatment 
Indicator 


c 


- 


- 


c 


- 


c 


- 


This IE indicates whether CW can be applied for a call to 
the CAMEL subscriber whilst this call is ongoing. 


ECT Treatment 
Indicator 


c 


- 


- 


c 


- 


c 


- 


This IE indicates whether the call leg can become part of 
an ECT call initiated by the CAMEL subscriber. 
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Forward Service Interaction Indicator contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Conference Treatment 
Indicator 


C 


c 


c 


c 


- 


c 


c 


Tliis IE indicates whether the call leg can become part of 
a MPTY call initiated by the called subscriber. 


Call Diversion 
Treatment Indicator 


c 


c 


c 


c 




c 


c 


This IE indicates whether the call can be fonwarded using 
the Call Forwarding or Call Deflection supplementary 
services. 



4.6.1.9 



Move Leg ack 



4.6.1.9.1 Description 

This IF is the successful response to the Move Leg IF. 

4.6.1.9.2 Information Elements 

This IF contains no information elements. 

4.6.1.10 Split Leg ack 

4.6.1.10.1 Description 

This IF is the successful response to the Split Leg IF. 

4.6.1.10.2 Information Elements 

This IF contains no information elements. 

4.6.2 gsmSCF to gsmSSF information flows 
4.6.2.1 Activity Test 



4.6.2.1.1 



Description 



This IF is used to check for the continued existence of a relationship between the gsmSCF and gsmSSF. If the 
relationship is still in existence, then the gsmSSF will respond. If no reply is received, then the gsmSCF will assume 
that the gsmSSF has failed in some way and will take appropriate action. 

4.6.2.1.2 Information Elements 

This IF contains no information elements. 



4.6.2.2 



Apply Charging 



4.6.2.2.1 Description 

This IF is used to instruct the gsmSSF to apply charging mechanisms to control the call duration. 



4.6.2.2.2 



Information Elements 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


ACh Billing Charging 
Characteristics 


M 


M 


M 


M 


M 


M 


M 


This IE specifies the charging related information to be 
provided by the gsmSSF and the conditions on which this 
information has to be provided back to the gsmSCF. 
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Information element 
name 


IVIO 


MF 


MT 


VT 


NO 


NP 


TO 


Description 


Party To Charge 


M 


M 


M 


M 


M 


M 


M 


This IE shall be reflected in the corresponding IE of the 
Apply Charging Report IF. This IE has no effect on the 
charging procedures in the MSC. 


ACh Charging Address 


M 


M 


M 


M 


M 


M 


M 


This IE identifies the call party to which the Apply 

Charging IF applies. 

This IE is described in a table below. 



ACh Billing Charging Characteristics contains the following information element: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Time Duration 
Charging 


M 


M 


M 


M 


M 


M 


M 


This IE is described in a table below. 



Time Duration Charging contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Max Call Period 
Duration 


M 


M 


M 


M 


M 


M 


M 


This IE indicates the maximum call period duration timer. 


Tariff Switch Interval 























This IE indicates the tariff switch time until the next tariff 
switch applies for this call leg. 


Release If Duration 
Exceeded 























This IE indicates that the call leg, SRF connection or 
Temporary connection shall be released when the Max 
call Period Duration expires. The cause used in the 
Release IF shall be "normal unspecified". 
The default handling is to continue the call. 


Audible Indicator 





- 

















This IE is described in a table below. 



Audible Indicator IE contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Tone 


E 




E 


E 


E 


E 


E 


This IE indicates that a fixed sequence of tones shall be 
played to the CAMEL subscriber. In the NC case, the first 
party created will receive the warning tone. In the TO case 
the calling party will receive the warning tone. If present, 
this IE indicates that 30 seconds before the Max Call 
Period Duration timer expires, a fixed sequence of tones 
consisting of 3 tones of 900 Hz, with a 200 milliseconds 
tone duration and a 200 milliseconds intertone duration 
shall be played. 


Burstlist 


E 




E 


E 


E 


E 


E 


This IE is described in the table below. 
This IE indicates a variable sequence of bursts that shall 
be played during the call period to the CAMEL subscriber. 
In the NC case, the first party created will receive the 
warning tone. In the TO case the calling party will receive 
the warning tone. 



Burstlist IE contains the following information elements: 



Information element name 


Status 


Description 


Warning Period 


M 


This IE indicates the time, before the Max Call Period Duration timer expires, 
when the Play Burst List IE shall start. 


Number Of Bursts 


M 


This IE indicates the number of bursts to be played. There may be up to three 
bursts. 


Burst Interval 


M 


This IE indicates the time interval between successive bursts. 


Number Of Tones In Burst 


M 


This IE indicates the number of tones to be played in each burst. There may 
be up to three tones per burst. The tone is fixed to 900 Hz. 


Tone Duration 


M 


This IE indicates the duration of a tone in a burst. 


Tone Interval 


M 


This IE indicates the time interval between successive tones in a burst. 
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NOTE Service logic designers should note that the total duration of the Burst List should not exceed the 
WarningPeriod IE, otherwise an incomplete Burst List will be played to the served party. 

ACh Charging Address contains the following information elements: 



Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Leg ID 


E 


E 


E 


E 


E 


E 


E 


This IE indicates tliat tine Apply Cliarging IF applies to the 
specified leg. 


SRF Connection 


E 


E 


E 


E 


E 


E 


E 


This IE indicates that the Apply Charging IF applies to the 
Temporary Connection or SRF Connection 



4.6.2.3 



Call Gap 



4.6.2.3.1 



Description 



This IF is used to activate/modify/remove a call gap mechanism in the gsmSSF. The call gap mechanism is used to 
reduce the rate at which specific service requests are sent to a gsmSCF. 

A Call Gap IF can only be sent on an opened dialogue between a gsmSCF and a gsmSSF. 

It is possible to have several call gapping conditions applicable to the same gsmSSF (i.e. each conditions was activated 
for a defined Service (identified by the service Key) by a defined gsmSCF (identified by the gsmSCF address). 



4.6.2.3.2 



Information Elements 



Information element name 


Status 


Description 


Gap Criteria 


M 


This IE specifies the criteria for a call to be subject to call gapping. 


Gap Indicators 


M 


This IE indicates the gapping characteristics. 


Control Type 





This IE indicates the reason for activating call gapping. 

The value "gsmSCF Overloaded" indicates that an automatic congestion 

detection and control mechanism in the gsmSCF has detected a congestion 

situation. 

The value "Manually Initiated" indicates that the service and/or network/service 

management centre has detected a congestion situation, or any other situation 

that requires manually initiated controls. 

The Control Type "Manually Initiated" will have priority over a "gsmSCF 

Overloaded" call gap. 

Note that Non-IN controlled traffic control mechanism can also apply to an 

exchange with the gsmSSF functionality. As the non-IN controlled traffic 

control is within the MSC, this traffic control has implicit priority over the IN 

controlled traffic control. The non-IN controlled traffic control may also have 

some influence on the IN call. Therefore it is recommended to take measures 

to coordinate several traffic control mechanisms. The non-IN controlled traffic 

control and co-ordination of several traffic control mechanisms are out of the 

scope of the present document. 


Gap Treatment 





This IE indicates how calls that were rejected due to the call gapping condition 
and have Default Call Handling as "Release Call" shall be treated. 



Gap Criteria contains one of the following information elements: 



Information element name 


Status 


Description 


Basic Gap Criteria 


0,E 


This IE is a choice of various basic criteria. 


Compound Gap Criteria 


0,E 


This IE is a choice of various criteria including a gsmSCF ID. 



Compound Gap Criteria contains the following information elements: 



Information element name 


Status 


Description 


Basic Gap Criteria 


M 


This IE is a choice of various criteria. 


gsmSCF ID 





This IE contains the address of the gsmSCF which initiated the Call Gapping. 
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Basic Gap Criteria contains one of the following information elements: 



Information element name 


Status 


Description 


Called Address 


0,E 


This IE contains a string of digits. For each call attempt where the leading 
digits of the dialled number match this specific value, the call gapping 
treatment shall be applied to the call. 


Service 


0,E 


This IE contains a service key value. For each call attempt where the service 
key match this specific value, the call gapping treatment shall be applied to the 
call. 


Called Address And Service 


0,E 


This IE contains a specific string of digits and a service key value. For each 
call attempt where the leading digits of the dialled number and the service key 
of a call match these specific values, the call gapping treatment shall be 
applied to the call. 


Calling Address And Service 


0,E 


This IE contains a specific string of digits and a service key value. For each 
call attempt where the leading digits of the calling party number and the 
service key match these specific values, the call gapping treatment shall be 
applied to the call. 



Gap Indicators contains the following information elements: 



Information element name 


Status 


Description 


Duration 


M 


This IE specifies the total time interval during which call gapping for the 

specified gap criteria will be active. 

A duration of indicates that gapping is to be removed. 

A duration of -2 indicates a network specific duration. 

Other values indicate the duration in seconds. 


Interval 


M 


This IE specifies the minimum time between calls being allowed through. 

An interval of indicates that calls meeting the gap criteria are not to be 

rejected. 

An interval of -1 indicates that all calls meeting the gap criteria are to be 

rejected. 

Other values indicate the interval in milliseconds. 



Gap Treatment contains one of the following elements: 



Information element name 


Status 


Description 


Information To Send 


0,E 


This IE indicates an announcement or a tone to be sent to the calling party. At 
the tone or announcement, the call shall be released. 


Release Cause 


0,E 


If the call is to be released, this IE indicates the specific cause value to be sent 
in the Release IF. See ETSI EN 300 356-1 [40] for the coding. 



Information To Send contains one of the following elements: 



Information element name 


Status 


Description 


In-band Info 


0,E 


This IE specifies the in-band information to be sent. 


Tone 


0,E 


This IE specifies a tone to be sent to the end-user. 



In-band Info contains the following information elements: 



Information element name 


Status 


Description 


Message ID 


M 


This IE is described in a table below. 

This IE indicates the message(s) to be sent. 


Message Duration 





This parameter indicates the maximum time in seconds that the message shall 
be played/repeated. ZERO indicates endless repetition. 



Message Id contains the following element: 



Information element name 


Status 


Description 


Elementary Message ID 





This IE indicates a single announcement. 
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4.6.2.4 Call Information Request 

4.6.2.4.1 Description 



This IF is used to request the gsmSSF to record specific information about a single call party and report it to the 
gsmSCF (with a Call Information Report IF). 



4.6.2.4.2 



Information Elements 



Information element name 


Status 


Description 


Requested Information Type List 


M 


Tliis IE is described in a table below. 

This IE specifies a list of specific items of information which are requested. 


Leg ID 


M 


This IE indicates the party in the call for which the information shall be 
collected. 



Requested Information Type List contains the following information elements: 



Information element name 


Status 


Description 


Call Attempt Elapsed Time 





This IE indicates that the Call Attempt Elapsed Time is requested in the Call 

Information Report. 

Call Attempt Elapsed Time is the duration between the end of the CAMEL 

processing initiating call setup (Connect, Continue or Continue With Argument 

IF) and the received answer indication from the called party side. 

For the Calling Party, the value of Call Attempt Elapsed Time in the Call 

Information Report shall be set to 0. 


Call Stop Time 





This IE indicates that the Call Stop Time is requested in the Call Information 

Report. 

Call Stop Time is the time stamp when the connection is released. 


Call Connected Elapsed Time 





This IE indicates that the Call Connected Elapsed Time is requested in the 

Call Information Report. 

Call Connected Elapsed Time is the duration between the received answer 

indication from the called party side and the release of the connection. 

For a Calling Party, it indicates the duration between the sending of the Initial 

DP IF and the release of that party. 


Release Cause 





This IE indicates that the Release Cause for the call party is requested in the 
Call Information Report. 



4.6.2.5 



Cancel 



4.6.2.5.1 Description 

This IF is used by the gsmSCF to request the gsmSSF to cancel all EDPs and reports. 

4.6.2.5.2 Information Elements 



information element name 


Status 


Description 


All Requests 


M 


This IE indicates that all active requests for the Event Report BCSM, Apply 
Charging Report and Call Information Report IFs shall be cancelled. 



4.6.2.5A 



Collect Information 



4.6.2.5A.1 



Description 



This IF is used to instruct the gsmSSF to collect additional dialled digits from the calling party and report them to the 
gsmSCF. The use of this operation is only appropriate for a call which has not yet left the set-up phase. 

NOTE: It is advisable to avoid the use of gsmSCF-initiated user interaction while additional digits are being 

collected. Interaction with a Specialised Resource Function (SRF) may result in an ACM being sent to the 
originating node which will prevent any further dialled digits being sent. 
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NOTE: If the gsmSCF sends CAP Connect before the dialling is complete then no further digits can be collected 
from the calling party. 

4.6.2.5A.2 Information Elements 

This IF contains no information elements. 



4.6.2.6 



Connect 



4.6.2.6.1 



Description 



This IF is used to request the gsmSSF to perform the call processing actions to route a call to a specific destination. To 
do so, the gsmSSF may use destination information from the calling party and existing call set-up information 
depending on the information provided by the gsmSCF. 

The gsmSCF shall not send this IF when there is a CSA with a single call segment which includes only leg 1. 



4.6.2.6.2 



Information Elements 



Information element 
name 


IWO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Alerting Pattern 


- 


- 








- 


- 


- 


This IE indicates the kind of Alerting Pattern to be 
applied. 


Calling Partys 
Category 























This IE indicates the type of calling party (e.g., operator, 
pay phone, ordinary subscriber). 


Destination Routing 
Address 


M 


M 


M 


M 


M 


M 


M 


This IE contains the called party number towards which 
the call is to be routed. 

The NatureOfAddress indicator may contain a national- 
specific value. For some national-specific 
NatureOfAddress indicator values the length of the digit 
part of the destination address may be zero. The 
gsmSCF may use national-specific NatureOfAddress 
indicator va\ues of the gsmSSF country. 


Generic Number 























This IE contains the generic number. Its used to convey 
the additional calling party number, which e.g. could be 
used to modify the calling line ID presented to the called 
user. 


Carrier 























This IE is described in a table below. 


NA Originating Line 
Information 























This IE identifies the type of number in the Charge 
Number (e.g. subscriber versus PLMN operator 
number). 


Charge Number 























This IE identifies the chargeable number for the usage 
of a North American carrier. 


O-CSI Applicable 


- 


- 








- 


- 


- 


This IE indicates that the O-CSI, if present shall be 
applied on the outgoing leg. 


Suppress N-CSI 


- 


- 


- 


- 


- 


- 





This IE indicates that N-CSI, if present, shall be 
suppressed for the trunk originated call. 


Original Called Party 
ID 























This IE carries the dialled digits if the call has met call 
forwarding on route to the gsmSSF or is forwarded by 
the gsmSCF. 


Leg To Be Connected 


s 


s 


s 


s 


s 


s 


s 


This IE indicates the leg to which the Connect IF 

applies. 

The gsmSCF shall include this IE if: 

- The CSA has more than one call segment, or 

- The CSA has a single call segment, which contains: 

- one leg, which is not leg 2; or 

- two legs, which are not leg 1 and leg 2, or 

- more than two legs. 

Otherwise this IE may be present or absent as required 

by the service logic. 

This IE shall not indicate Ieg1 . 


Redirecting Party ID 























This IE indicates the directory number the call was 
redirected from. 
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Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Redirection Information 























This IE contains forwarding related information, such as 
redirecting counter. 


Suppression Of 
Announcements 




















This IE indicates that announcements or tones 
generated as a result of unsuccessful call establishment 
shall be suppressed. 


Service Interaction 
Indicators Two 























This IE is described in a table below. 


CUG Interlock Code 























See 3GPP TS 23.085 [221 for details of this IE. 


Outgoing Access 
Indicator 























See 3GPP TS 23.085 [22] for details of this IE. 


Basic OR interrogation 
requested 





















This IE indicates that a Basic Optimal Routeing 
interrogation is requested for the call. If Basic Optimal 
Routeing is successful, this will be reported to the 
gsmSCF in the Answer event report. 
This IE shall be ignored if the VMSC associated with the 
gsmSSF does not support Basic Optimal Routeing. 
This IE shall be ignored if it is received in a gsmSSF 
which is handling the MF call case in the GMSC function 
of the forwarding subscriber. 



Carrier contains the following information elements: 



Information element 
name 


IVIO 


IVIF 


IVIT 


VT 


NC 


NP 


TO 


Description 


Carrier Identification 
Code 


M 


M 


M 


M 


M 


M 


M 


This IE uniquely identifies a North American long 
distance carrier. 


Carrier Selection 
Information 


M 


M 


M 


M 


M 


M 


M 


This IE indicates the way the carrier was selected e.g.: 

- dialled; 

- subscribed. 



Service Interaction Indicators Two contains the following information elements: 



Information element 
name 


IVIO 


IVIF 


MT 


VT 


NC 


NP 


TO 


Description 


Forward Service 
Interaction Indicator 























This IE is described in a table below. 


Backward Service 
Interaction Indicator 














- 


- 





This IE is described in a table below. 


HOLD Treatment 
Indicator 





- 


- 





- 


- 


- 


This IE allows the gsmSCF to disallow the invocation of 
HOLD by the CAMEL subscriber. 


CW Treatment 
Indicator 


















This IE allows the gsmSCF to disallow the invocation of 
CW for a call to the CAMEL subscriber whilst this call is 
ongoing. 


ECT Treatment 
Indicator 


















This IE allows the gsmSCF to disallow the call leg to 
become part of an ECT call initiated by the CAMEL 
subscriber. 


Connected number 
treatment indicator 














- 


- 





This IE indicates the treatment of the connected number 
at the originating side. 


Non-CUG Call 























This IE indicates that no parameters for CUG should be 
used for the call (i.e. the call should be a non-CUG call). 
Shall be absent if one or more of CUG Interlock Code 
and Outgoing Access Indicator is present in the IF. 



Forward Service Interaction Indicator contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Conference Treatment 
Indicator 






















This IE allows the gsmSCF to disallow the call leg to 
become part of a MPTY call initiated by the CAMEL 
subscriber. 


Call Diversion 
Treatment Indicator 

















- 





This IE allows the gsmSCF to disallow the Call 
Forwarding or Call Deflection supplementary services 
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Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


















for this call. 


Calling Party 
Restriction Indicator 























Tliis IE allows the gsmSCF to mark the CLI as 
Restricted for the call. 



Backward Service Interaction Indicator contains the following information elements: 



Information element 
name 


MO 


IWF 


MT 


VT 


NC 


NP 


TO 


Description 


Conference Treatment 
Indicator 






















This IE allows the gsmSCF to disallow the call leg to 
become part of a MPTY call initiated by the calling 
subscriber. 


Call Completion 
Treatment Indicator 






















This IE allows the gsmSCF to disallow a CCBS request 
to be made for the call. See also 3GPP TS 23.093 [26] 
for description. 



4.6.2.7 



Connect To Resource 



4.6.2.7.1 Description 

This IF is used to connect a call from the gsmSSF to a gsmSRF. 



4.6.2.7.2 



Information Elements 



Information element name 


Status 


Description 


Resource Address 


M 


This IE indicates the address of the gsmSRF to which the connection shall be 
established. It is described in a table below. 


Service Interaction Indicators 
Two 





This IE indicates whether or not a bothway through connection is required 
between the call segment and the calling party. When there is no calling party 
connected to the call segment, then the gsmSSF shall ignore this IE, if 
received. The handling when this IE is not present is defined in ETSI 
EN 301 070-1 ([41]). 


Call Segment ID 


M 


This IE indicates the call segment to be connected to the resource. The 
subsequent user interaction shall apply to all parties connected to the call 
segment. 



Resource Address contains the following information elements: 



Information element name 


Status 


Description 


IP Routing Address 


E 


This IE indicates the routeing address to set up a connection between the call 
segment and the gsmSRF. 


None 


E 


This IE indicates that the call segment shall be connected to a predefined 
gsmSRF. 



4.6.2.8 



4.6.2.8.1 



Continue 



Description 



This IF requests the gsmSSF to proceed with call processing at the DP at which it previously suspended call processing 
to await gsmSCF instructions. The gsmSSF completes DP processing, and continues basic call processing (i.e. proceeds 
to the next point in call in the BCSM) without substituting new data from the gsmSCF. 

The gsmSCF may send this operation only when there is a CSA with a single call segment which includes: 

only leg 1 , or 

only leg 2, or 

leg 1 and leg 2 but no other legs. 
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4.6.2.8.2 Information Elements 

This IF contains no information elements. 

4.6.2.9 Continue With Argument 



4.6.2.9.1 



Description 



This IF requests the gsmSSF to continue the call processing with modified information at the DP at which it previously 
suspended call processing to await gsmSCF instructions or to continue call processing after a Call Party Handling IF 
was received. The gsmSSF completes DP processing if necessary, and continues basic call processing (i.e. proceeds to 
the next point in call in the BCSM) with the modified call setup information as received from the gsmSCF. 

This IF may also be used to continue call processing after an Initiate Call Attempt IF and Call Party Handling IF. 

The gsmSCF can send modified call information at DP Collected_Info and at DP Analysed_Info, as listed in the MO 
and MF columns in subclause 4.6.2.9.2. 

The gsmSCF can send modified call information at DP Termination_Attempt_Authorised, as listed in the MT and VT 

columns in subclause 4.6.2.9.2. 

The gsmSCF can send modified call information immediately after sending an Initiate Call Attempt IF, as listed in the 
NC and NP columns in subclause 4.6.2.9.2. 

The gsmSCF can send modified call information at DP Collected_Info and at DP_Analysed_Info, as listed in the TO 
column in subclause 4.6.2.9.2. 

In all other cases. Continue With Argument shall contain no other IE than Leg ID or Call Segment ID. 

When this IF is used to resume the processing of an Initiate Call Attempt IF, then a Leg ID shall be included and Call 
Segment ID shall be absent. 

When this IF is used to resume the processing of a Call Party Handling IF, then a Call Segment ID shall be included and 
Leg ID shall be absent. 

When this IF is used to resume processing after an EDP-R or TDP-R, then a Leg ID shall be included and Call Segment 
ID shall be absent. The following exception exists: if this IF is used to resume processing after an EDP-R or TDP-R in 
one of the following scenarios: 

the CSA has one Call Segment only, which includes leg 1 only; 

the CSA has one Call Segment only, which includes leg 2 only; 

the CSA has one Call Segment only, which includes leg 1 and leg 2, but no other legs; 

then, the Leg ID may be present or absent, as required by the Service Logic. 



4.6.2.9.2 



Information Elements 



Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Alerting Pattern 


- 


- 











- 


- 


This IE indicates the kind of Alerting Pattern to be applied. 


Calling Partys 
Category 























This IE indicates the type of calling party (e.g., operator, 
pay phone, ordinary subscriber). 


Generic Number 























This IE contains the generic number. It is used to convey 
the additional calling party number, which e.g. could be 
used to modify the calling line ID presented to the called 
user. 


Carrier 























This IE is described in a table below. 


NA Originating Line 
Information 























This IE identifies the type of number in the Charge 
Number (e.g. subscriber versus PLMN operator number). 


Charge Number 























This IE identifies the chargeable number for the usage of 
a North American carrier. 
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Information element 
name 


MO 


IWF 


MT 


VT 


NC 


NP 


TO 


Description 


Suppression Of 
Announcements 




















This IE indicates that announcements or tones generated 
as a result of unsuccessful call establishment shall be 
suppressed. 


Service Interaction 
Indicators Two 























This IE is described in a table below. 


CUG lnterlocl< Code 








- 


- 











See 3GPP TS 23.085 [22] for details of this IE. 


Outgoing Access 
Indicator 








- 


- 











See 3GPP TS 23.085 [22] for details of this IE. 


Basic OR Interrogation 
Requested 















o,s 





This IE indicates that a Basic Optimal Routeing 

interrogation is requested for the call. If Basic Optimal 

Routeing is successful, this will be reported to the 

gsmSCF in the Answer event report. 

This IE shall be ignored if the VMSC associated with the 

gsmSSF does not support Basic Optimal Routeing. 

This IE shall be ignored if it is received in a gsmSSF 

which is handling the MP call case in the GMSC function 

of the forwarding subscriber. 

For an NP call leg, this IE can only be included if the 

original call was an MO or NC call. 


Leg ID 


0,E 


0,E 


0,E 


0,E 


0,E 


0,E 


0,E 


This IE indicates the party for which call processing is to 
be resumed. 


Call Segment ID 


0,E 


0,E 


0,E 


0,E 


0,E 


0,E 


0,E 


This IE indicates the call segment for which call 
processing is to be resumed. 


Suppress 0-CSI 


- 


- 








- 


- 


- 


This IE indicates that 0-CSI shall be suppressed for the 
forwarding leg or deflecting leg. 


Suppress D-CSI 

















This IE indicates that D-CSI shall be suppressed for the 
new call leg. This IE can only be included if this IE is sent 
to the VMSC or GMSC of the CAMEL subscriber. 


Suppress N-CSI 


- 


- 


- 


- 











This IE indicates that N-CSI shall be suppressed for the 
new call leg or trunk originated call. 


Suppress Outgoing 
Call Barring 

















This IE indicates that Outgoing Call Barrings for the 
created leg shall be suppressed. This IE can only be 
included if the Initiate Call Attempt IF is sent to the VMSC 
of the CAMEL subscriber. 



Carrier contains the following information elements: 



Information element 
name 


IVIO 


IVIF 


IWT 


VT 


NC 


NP 


TO 


Description 


Carrier Identification 
Code 


M 


M 


M 


M 


M 


M 


M 


This IE uniquely identifies a North American long distance 
carrier. 


Carrier Selection 
Information 


M 


M 


M 


M 


M 


M 


M 


This IE indicates the way the carrier was selected, i.e.: 

- dialled 

- subscribed 



Service Interaction Indicators Two contains the following information elements: 



Information element 
name 


IVIO 


IVIF 


m 


VT 


NC 


NP 


TO 


Description 


Forward Service 
Interaction Indicator 























This IE is described in a table below. 


Backward Service 
Interaction Indicator 














- 


- 





This IE is described in a table below. 


HOLD Treatment 
Indicator 





- 


- 





- 


- 


- 


This IE allows the gsmSCF to disallow the invocation of 
HOLD by the CAMEL subscriber. 


CW Treatment 
Indicator 


















This IE allows the gsmSCF to disallow the invocation of 
CW for a call to the CAMEL subscriber whilst this call is 
ongoing. 


ECT Treatment 
Indicator 


















This IE allows the gsmSCF to disallow the call leg to 
become part of an ECT call initiated by the CAMEL 
subscriber. 


Connected Number 
Treatment Indicator 














- 


- 


- 


This IE indicates the treatment of the connected number 
at the originating side. 
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Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Non-CUG Call 




















This IE indicates tliat no parameters for CUG sliould be 
used for tlie call (i.e. the call should be a non-CUG call). 
This IE shall be absent if one or more of CUG Interlock 
Code and Outgoing Access Indicator are present in the IF. 



Forward Service Interaction Indicator contains the following information elements: 



Information element 
name 


MO 


IWF 


MT 


VT 


NC 


NP 


TO 


Description 


Conference Treatment 
Indicator 























This IE indicates whether the call leg can become part of 
a MPTY call initiated by the called subscriber. 


Call Diversion 
Treatment Indicator 























This IE indicates whether the call can be fonwarded using 
the Call Forwarding or Call Deflection supplementary 
services. 


Calling Party 
Restriction Indicator 























This IE allows the gsmSCF to mark the CLI as Restricted 
for the call. 



Backward Service Interaction Indicator contains the following information elements: 



Information element 
name 


MO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Conference Treatment 
Indicator 














- 


- 





This IE indicates if the call leg can become part of a 
MPTY call initiated by the calling subscriber. 


Call Completion 
Treatment Indicator 














- 


- 





This IE indicates whether a CCBS request can be made 
for the call. See also 3GPP TS 23.093 [26] for description. 



4.6.2.10 



Disconnect Forward Connection 



4.6.2.10.1 Description 
This IF is used: 

to disconnect a connection with a gsmSRF previously established with a Connect To Resource IF; 

to disconnect an initiating gsmSSF from an assisting gsmSSF and its associated gsmSRF. The IF is sent to the 
initiating gsmSSF. 

4.6.2.10.2 Information Elements 

This IF contains no information elements. 

4.6.2.1 1 Disconnect Forward Connection With Argument 

4.6.2.11.1 Description 

This IF is used in the following two cases: 

1) To clear a connection to a gsmSRF: This IF is used to explicitly disconnect a connection to a resource (gsmSRF) 
established previously with a Connect To Resource or an Establish Temporary Connection IF. It is used for a 
forward disconnection from the gsmSSF. 

2) To clear a connection to an assisting SSF: This IF is sent to the non-assisting SSF of a pair of SSFs involved in 
an assist procedure. It is used to disconnect the temporary connection between the initiating SSF and the 
assisting SSF. 



4.6.2.11.2 



Information Elements 



information element name Status 



Description 
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Call Segment ID 


M 


This IE indicates the call segment in the call to be disconnected from the 
resource or the temporary connection. 



4.6.2.12 Disconnect Leg 



4.6.2.12.1 



Description 



This IF is used to request the gsmSSF to release a specific leg associated with the call at any phase. All other legs in this 
call are retained. If the last leg of the call segment is disconnected, then the call segment is deleted. 



4.6.2.12.2 



Information Elements 



Information element name 


Status 


Description 


Leg To Be Released 


M 


This IE indicates the party in the call to be released. 


Release Cause 





This IE indicates to the gsmSSF the reason for releasing the identified party. 
This may be used by the MSC or GMSC for generating specific tones to the 
party to be released or to fill in the "cause" IE in the Release IF. 



4.6.2.13 Establish Temporary Connection 



4.6.2.13.1 



Description 



This IF is used to create a connection between an initiating gsmSSF and an assisting gsmSSF as a part of the assist 
procedure. It can also be used to create a connection between a gsmSSF and a gsmSRF. 



4.6.2.13.2 



Information Elements 



Information element name 


Status 


Description 


Assisting SSP IP Routing 
Address 


M 


This IE indicates the destination address of the gsmSRF or assisting gsmSSF 
for the assist procedure. As a network operator option, the Assisting gsmSSF 
IP Routing Address may contain embedded within it, a "Correlation ID" and 
"gsmSCF ID", but only if "Correlation ID" and "gsmSCF ID" are not specified 
separately. 


Correlation ID 





This IE is used for: 

- the correlation of dialogues from the initiating gsmSSF-> gsmSCF with 
dialogues from gsmSRF -> gsmSCF; 

- the correlation of dialogues from the initiating gsmSSF-> gsmSCF with 
dialogues from assisting gsmSSF -> gsmSCF. 


Carrier 





This IE is described in a table below. 


NA Originating Line Information 





This IE identifies the type of number in the Charge Number (e.g. subscriber 
versus PLMN operator number). 


Charge Number 





This IE identifies the chargeable number for the usage of a North American 
carrier. 


gsmSCFID 





This IE indicates the gsmSCF identifier. 


Service Interaction Indicators 
Two 





This IE indicates whether or not a bothway through connection is required 
between the call segment and the calling party. When there is no calling party 
connected to the call segment, then the gsmSSF shall ignore this IE, if 
received. The handling when this IE is not present is defined in ETSI 
EN 301 070-1 [41]. 


Call Segment ID 


M 


This IE indicates the call segment to be connected to the resource. The 
subsequent user interaction shall apply to all parties connected to the call 
segment. 


Original Called Party ID 





This IE may be used to identify the original called party. If present, it shall be 
included in the ISUP lAM for the Temporary Connection. Support of this IE in 
the gsmSSF is an implementation option. 


Calling Party Number 





This IE may be used to identify the calling party. If present, it shall be included 
in the ISUP lAM for the Temporary Connection. Support of this IE in the 
gsmSSF is an implementation option. 
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Carrier contains the following information elements: 



Information element name 


Status 


Description 


Carrier Identification Code 


M 


This IE uniquely identifies a North American long distance carrier. 


Carrier Selection Information 


M 


This IE indicates the way the carrier was selected, i.e.: 

- dialled; 

- subscribed. 



4.6.2.14 Furnish Charging Information 



4.6.2.14.1 



Description 



This IF is used to request the gsmSSF to include call related information in the CAMEL specific logical call record. The 
logical call record is created when the Furnish Charging Information IF is received and a logical call record for that leg 
does not exist. For modelling purposes the logical call record is buffered in the gsmSSF. The gsmSSF completes logical 
call records as defined in the SDLs. Once the logical call record is completed, then the free format data are moved to the 
corresponding CDR and the logical call record is deleted. 

The gsmSCF can send multiple concatenated Furnish Charging Information IFs per leg for completion. The total 
maximum of free format data is 160 octets per leg. The 160 octets may be sent in one or more FCI IFs. If there are 
incomplete free format data and new Furnish Charging Information IF(s) is/are received to overwrite the non-completed 
data, then the non-complete data are discarded and the gsmSCF can send another 160 octets per leg. The SDLs of the 
present document define when logical call records are completed. After the completion the gsmSCF can send another 
160 octets of the free format data in one or more Furnish Charging Information IFs for the called leg. 



4.6.2.14.2 



Information Elements 



information element name 


Status 


Description 


FCI Billing Charging 
Characteristics 


M 


This IE is described in a table below. 



FCI Billing Charging Characteristics contains the following information element: 



Information element name 


Status 


Description 


FCIBCCCAMEL Sequence 1 


M 


This IE is described in a table below. 



FCIBCCCAMEL Sequence 1 contains the following information elements: 



Information element name 


Status 


Description 


Free Format Data 


M 


This IE contains the free format data to be inserted in the CAMEL logical call 
record. 


Party To Charge 


M 


This IE indicates the party for whom a CAMEL logical call record will be 
created. 


Append Free Format Data 





This IE indicates that the gsmSSF shall append the free format data to the 
logical call record. 

- If this IE is present and indicates "Append", the gsmSSF shall append the 
free format data received in this IF to the free format data already present in 
the logical call record for that leg of the call. 

- If this IE is absent or indicates "Overwrite", then the gsmSSF shall 
overwrite all free format data already present in the logical call record for that 
leg of the call, by the free format data received in this IF. 

If no logical call record exists for that leg of the call, then the gsmSSF shall 
ignore this IE. 
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4.6.2.15 Initiate Call Attempt 



4.6.2.15.1 



Description 



This IF is used to request the gsmSSF to create a new party in an existing call (NP), or to create a completely new call 
(NC). The created leg is an originating call. The address information provided by the gsmSCF is used. 



4.6.2.15.2 



Information Elements 



Information element name 


NC 


NP 


Description 


Destination Routeing Address 


M 


M 


This IE contains the called party number towards which the call is to be 

routed. 

For calls to an MS this can e.g. be (but shall not be limited to) the 

MSISDN (for routeing via a GMSC) or the MSRN received from the HLR 

(for routeing direct to the VMSC). 


Calling Party Number 


M 


- 


This IE identifies which number shall be regarded as the calling party for 
the created call. 


Leg To Be Created 


M 


M 


This IE indicates the leglD to be assigned to the newly created party. The 
leg ID shall be 3 or higher. 


New Call Segment 


M 


M 


This IE indicates the CS ID to be assigned to the newly created call 
segment. 


Call Reference Number 


M 




This IE may be used by the gsmSCF for inclusion in a network optional 
gsmSCF call record. The call reference number is included by the MSC 
in the call record. 


gsmSCF Address 


M 


- 


This IE contains the address of the gsmSCF which initiated the new call. 
This IE is required for a unique Call Reference. 


Suppress T-CSI 








This IE indicates that T-CSI shall be suppressed on the terminating leg. 



4.6.2.16 Move Leg 
4.6.2.16.1 Description 

This IF requests the gsmSSF to move a leg to CSIDl. After the move the source call segment is deleted. 

In moving the specified leg, the conditions of the leg: the armed EDPs, the Stored e-parameters, the Non-completed 
CAMEL logical call records, and the Call Information Report pending, are also applied for the same leg after the move. 



4.6.2.16.2 



Information Elements 



Information element name 


Status 


Description 


Leg ID To Move 


M 


This IE indicates the leg that shall be moved. 



4.6.2.17 Play Tone 



4.6.2.17.1 



Description 



This IF is used to play a variable sequence of tones to a particular leg or call segment using the MSC's tone generator. 
Refer to subclause 4.5.7.1.2 for a graphical representation of the variable sequence of tones. 

In order to avoid tone bursts being played in close succession to the same party or group of parties, the gsmSCF is 
responsible for careful use of this IF especially when warning tones have been scheduled using the Apply Charging IF. 
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4.6.4.17.2 



Information Elements 



Information element name 


Status 


Description 


Leg or Call Segment 


M 


This IE is described in a table below. 
This IE indicates the leg or call segment. 


Burst List 


M 


This IE is described in a table below. 

This IE indicates a variable sequence of bursts. 



Leg or Call Segment contains the following information elements: 



Information element name 


Status 


Description 


Call Segment ID 


E 


This IE indicates the call segment to which tones shall be played. 


Leg ID 


E 


This IE indicates the leg to which tones shall be played. 



Burst List contains the following information elements: 



Information element name 


Status 


Description 


Number of bursts 


M 


This IE indicates the number of bursts to be played. There may be up to three 
bursts. 


Burst interval 


M 


This IE indicates the time interval between successive bursts. 


Number of tones in burst 


M 


This IE indicates the number of tones to be played in each burst. There may 
be up to three tones per burst. The tone is fixed to 900 Hz. 


Tone Duration 


M 


This IE indicates the duration of each tone in a burst. 


Tone Interval 


M 


This IE indicates the time interval between successive tones in a burst. 



4.6.2.18 



Release Call 



4.6.2.18.1 Description 

This IF is used by the gsmSCF to tear down an existing call at any phase of the call for all parties involved in the call. 



4.6.2.18.2 



Information Elements 



Information element name 


Status 


Description 


Release Cause 


M 


This IE indicates the Release Cause for the call. This may be used by the 
MSC or GMSC for generating specific tones to the different parties in the call 
or to fill in the "cause" in the Release IF. 



4.6.2.19 Request Report BCSM Event 



4.6.2.19.1 



Description 



This IF is used to request the gsmSSF to monitor for a call-related event, then send a notification back to the gsmSCF 
when the event is detected (see Event Report BCSM). 



4.6.2.19.2 



Information Elements 



Information element 
name 


MO 


MF 


WIT 


VT 


NO 


NP 


TO 


Description 


BCSM Event 


M 


M 


M 


M 


M 


M 


M 


This IE specifies the event or events for which a report is 
requested. 
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BCSM Event contains the following information elements: 



Information element 
name 


IWO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Event type 


M 


M 


M 


M 


M 


M 


M 


Tliis IE specifies the type of event for which a report is 
requested. 


Leg ID 


C 


C 


C 


C 


C 


M 


C 


This IE indicates the party in the call for which the event 
shall be armed or disarmed. 


Monitor Mode 


M 


M 


M 


M 


M 


M 


M 


If this IE is "interrupted" then the event shall be reported 
as a request, if this IE is "notify and continue" then the 
event shall be reported as a notification, if this IE is 
"transparent" then the event shall not be reported. 


DP Specific Criteria 























This IE is described in a table below. 


Automatic Rearm 





















This IE indicates that the detection point shall be 

automatically rearmed by the gsmSSF when it is 

encountered. This IE may be present only if the Event 

Type is 0_Mid_Call, T_Mid_Call, 0_Change_Of_Position, 

T_Change_Of_Position, 0_Service_Change or 

T_Service_Change and the Monitor Mode is "notify and 

continue". 

The MF and MT cases apply for 0_Service_Change or 

T_Service_Change DPs only. 

The TO case applies for 0_Mid_Call and 

Service Change DPs only. 



DP Specific Criteria contains the following information elements: 



Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Application Timer 























This IE carries additional timer duration information (timer 
values for No_Answer event) required for arming the 
No_Answer EDPs in the gsmSSF. The TNRy timer (value 
defined between 1 seconds and 40 seconds) shall be 
shorter than the network no answer timer. 


Mid Call Control Info 



















This IE is described in a table below. 
This IE carries the criterion for the detection and reporting 
of the mid-call event. If this IE is absent, then mid-call 
triggering shall take place when the first digit has been 
entered by the user. 


Change of Position 
Control Info 


















This IE is described in a table below. It carries the list of 
criteria for the reporting of the change of position event. If 
the DP Specific Criteria IE is absent, then the criteria for 
any change of position shall be regarded as fulfilled. 


Number of Digits 

















This IE indicates the number of additional digits requested 
by the gsmSCF to be collected by the gsmSSF before the 
Collectedlnfo event is reported, excluding the digits 
reported already. It excludes the end of pulsing signal 
(ST) 


Inter Digit Timeout 

















This IE carries additional timer duration information 
required for arming the Collectedlnfo event in the 
gsmSSF. The IE indicates the maximum duration allowed 
between receipt of successive digits from the calling party. 
The Inter Digit timer value shall be shorter than the 
network inter-digit timer. 

The MSC/ gsmSSF shall use the network inter-digit timer 
duration as the default duration. If one or more 
Collectlnformation operations are received in a call then 
the latest received value overwrites the previous value. If 
the latest Collectlnformation does not include this IE then 
the previous value applies. 


NOTE If a Request Report BCSM Event information flow overwrites previous Request Report BCSM Event 
information flow which contained Application Timer IE for No_Answer DP, the behaviour of the gsmSSF is 
unpredictable. 
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Mid Call Control Info contains the following information elements: 



Information element 
name 


IVIO 


MF 


MT 


VT 


NC 


NP 


TO 


Description 


Minimum Number Of 
Digits 


M 






M 






M 


This IE indicates the minimum number of digits to be 
collected. The value of this IE includes the length of the 
Start digit string, if present, and the length of the End of 
reply digit string, if present. 


Maximum Number Of 
Digits 


M 






M 






M 


This IE indicates the maximum number of digits to be 
collected. The value of this IE includes the length of the 
Start digit string, if present, and the length of the End of 
reply digit string, if present. 
If triggering takes place due to the detection of the 
maximum number of digits and the End of reply digit 
string, if present, is partially detected, then the partially 
detected End of reply digit string shall be included in the 
digit string to be reported to the gsmSCF. 


End of Reply Digit 
String 



















This IE, if present, indicates the digit string that denotes 
the end of the digits to be collected. 
If triggering takes place due to the detection of the End of 
reply digit string, then this string shall be included in the 
digit string to be reported to the gsmSCF. 
If the interdigit timeout expires when the Start Digit String, 
if present, is complete and the Minimum Number Of Digits 
has been detected and the End Digit String, if present, 
has been partially detected then triggering shall take 
place. The partially detected End Of Reply Digit String 
shall be included in the string to be reported to the 
gsmSCF. 


Cancel Digit String 



















This IE, if present, indicates the digit string that indicates 
that the input shall be erased and that digit collection, 
including the start digit string, if present, shall start afresh. 


Start Digit String 



















This IE, if present, indicates the digit string that denotes 

the start of the digits to be collected. 

If this IE is absent, then the first digit entered forms part of 

the digits to be collected. 

When triggering takes place, then the Start digit string 

shall be included in the digit string to be reported to the 

gsmSCF. 


Inter Digit Timeout 


M 






M 






M 


This IE indicates the maximum duration allowed between 
receipt of successive digits from the MS. For the TO case, 
this IE indicates the maximum duration allowed between 
receipt of successive digits from the calling party. 



Change of Position Control Info contains a list of up to 10 instances of the following information element: 



Information element name 


IVIO 


MF 


MT 


VT 


NC 


NP 


Description 


Change Of Location 


M 






M 






Each Change Of Location IE is one of the 6 
possibilities indicated in the table below. If 
multiple instances of the Change Of 
Location IE have the same value, this is not 
an error. 
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Each instance of the Change Of Location IE contains one of the following information elements: 



Information element name 


MO 


MF 


MT 


VT 


NC 


NP 


Description 


Cell Global ID 


0,E 






0,E 






This IE indicates that the criteria are fulfilled 
if the mobile station performs handover 
across the boundary of the cell specified in 
this IE, i.e. handover into or out of the cell. 


Service Area ID 


0,E 






0,E 






This IE indicates that the criteria are fulfilled 
if the mobile station performs handover 
across the boundary of the service area 
specified in this IE, i.e. handover into or out 
of the service area. 


Location Area ID 


0,E 






0,E 






This IE indicates that the criteria are fulfilled 
if the mobile station performs handover 
across the boundary of the location area 
specified in this IE, i.e. handover into or out 
of the location area. 


Inter-System Handover 


0,E 






0,E 






This IE indicates that the criteria are fulfilled 
if the mobile station performs inter-system 
handover. 


Inter-PLMN Handover 


0,E 






0,E 






This IE indicates that the criteria are fulfilled 
if the mobile station performs Inter-PLMN 
handover. 


Inter-MSC Handover 


0,E 






0,E 






This IE indicates that the criteria are fulfilled 
if the mobile station performs Inter-MSC 
handover. 



4.6.2.20 



Reset Timer 



4.6.2.20.1 Description 

This IF is used to reset a timer. 



4.6.2.20.2 



Information Elements 



Information element name 


Status 


Description 


Timer Value 


M 


This IE specifies the value to which the indicated timer shall be set. 


Timer ID 





This IE indicates which timer shall be reset. It shall be set to 'Tssf . 


Call Segment ID 


M 


This IE indicates for which Call Segment in the gsmSSF the timer shall be 
reset. 



4.6.2.21 Send Charging Information 



4.6.2.21.1 



Description 



This IF is used to send e-parameters from the gsmSCF to the gsmSSF. If Charge Advice Information (CAI) is received 
from the gsmSCF, it shall replace the CAI which would be generated by the MSC and inhibit any further generation of 
CAI by the MSC. Further processing of the CAI by the MSC shall be in accordance with the Advice of Charge 
supplementary service. If the subscriber is not provisioned with the Advice of Charge supplementary service or if the 
VPLMN does not support this service, then no e-parameters shall be sent to the MS and no error due to this fact shall be 
sent back to the gsmSCF. 

The IF is only used in the MO case or in the VT case. 

NOTE: If CAI is received from the gsmSCF after charge information has been generated by the MSC and sent to 
the MS, the behaviour of the service may be unpredictable or incorrect; the service designer should 
therefore ensure that the first set of CAI is sent to the gsmSSF before charge information is sent to the 
MS. 
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4.6.2.21.2 



Information Elements 



Information element name 


IVIO 


MF 


MT 


VT 


NC 


NP 


Description 


SCI Billing Charging 
Characteristics 


M 






M 






This IE defines the Advice Of Charge related 
information to be provided to the Mobile 
Station. 


Leg ID 


M 


- 


- 


M 


- 


- 


This IE indicates the leg to which the 
charging information shall be sent. 



SCI Billing Charging Characteristics contains the following information elements: 



Information element name 


MO 


MF 


MT 


VT 


NC 


NP 


Description 


AoC After Answer 


S,E 






S,E 






This IE is described in a table below. 
This IE is present after an Answer event has 
been detected from the called party, the 
current connected SRF or the temporary 
connection. 


AoC Before Answer 


S,E 






S,E 






This IE is described in a table below. 
This IE is present before an Answer event 
has been detected from the called party, the 
current connected SRF or the temporary 
connection. 



AoC Before Answer contains the following information elements: 



Information element name 


MO 


MF 


MT 


VT 


NC 


NP 


Description 


AoC Initial 


M 


- 


- 


M 


- 


- 


This IE contains CAI elements as defined in 
3GPP TS 22.024 [3]. 


AoC Subsequent 





- 


- 





- 


- 


This IE is described in a table below. 



AoC Subsequent contains the following information elements: 



Information element name 


MO 


MF 


MT 


VT 


NC 


NP 


Description 


CAI Elements 


M 


- 


- 


M 


- 


- 


This IE contains CAI elements as defined in 
3GPP TS 22.024 [3]. 


Tariff Switch Interval 





- 


- 





- 


- 


This IE indicates the tariff switch time until 
the next tariff switch applies. 



AoC After Answer contains the following information elements: 



Information element name 


MO 


MF 


MT 


VT 


NC 


NP 


Description 


CAI Elements 


M 


- 


- 


M 


- 


- 


This IE contains CAI elements as defined in 
3GPP TS 22.024 [3]. 


Tariff Switch Interval 





- 


- 





- 


- 


This IE indicates the tariff switch time until 
the next tariff switch applies. 



4.6.2.22 Split Leg 
4.6.2.22.1 Description 

This IF is used to request the gsmSSF to separate a leg from CSIDl and move it to a new call segment. 

If CSIDl does not exist, then this IF is used to request the gsmSSF to move a leg into a newly created CSIDl. 

In splitting the specified leg, the conditions of the leg: the armed EDPs, the Stored e-parameters, the Non-completed 
CAMEL logical call records, and the Call Information Report pending, are also applied for the same leg after split. 



4.6.2.22.2 



Information Elements 



Information element name Status Description 
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Leg To Be Split 


M 


This IE indicates the leg in the call to be split. 


New Call Segment 


M 


This IE indicates the Call Segment ID to be assigned to the new call segment. 



4.6.3 Optional (Service logic dependent) gsmSCF to gsmSRF information 
flows 



4.6.3.1 



4.6.3.1.1 



Activity Test 
Description 



This IF is used to check for the continued existence of a relationship between the gsmSCF and gsmSRF. If the 
relationship is still in existence, then the gsmSRF will respond. If no reply is received, then the gsmSCF will assume 
that the gsmSRF has failed in some way and will take the appropriate action. 

4.6.3.1.2 Information Elements 

This IF contains no information elements. 



4.6.3.2 



Cancel 



4.6.3.2.1 Description 

This IF is used by the gsmSCF to request the gsmSRF to cancel a correlated previous IF. 



4.6.3.2.2 



Information Elements 



Information element name 


Status 


Description 


Invoke ID 


E 


This IE specifies the IF to be cancelled. This IE may be used when the Cancel 
IF is used in a single call segment CSA or when the Cancel IF is sent by the 
gsmSCF to an Intelligent Peripheral. 


Call Segment To Cancel 


E 


This IE may be used when the Cancel IF is used in a single call segment CSA 
or in a multi call segment CSA. This IE is described in a table below. 
This IE shall not be used when the Cancel IF is sent by the gsmSCF to an 
Intelligent Peripheral. 



Call Segment To Cancel contains the following information elements: 



Information element name 


Status 


Description 


Invoke ID 


M 


This IE specifies the IF to be cancelled. 


Call Segment ID 


M 


This IE specifies to which call segment the cancellation of the user interaction 
IF shall apply. 



4.6.3.3 



Play Announcement 



4.6.3.3.1 Description 

This IF is used for inband interaction. 



4.6.3.3.2 



Information Elements 



Information element name 


Status 


Description 


Information To Send 


M 


This IE is described in a table below. 


Disconnect From IP Forbidden 


M 


This IE indicates whether or not the gsmSRF may be disconnected from the 
user when all information has been sent. 


Request Announcement 
Complete Notification 


M 


This IE indicates whether or not a Specialized Resource Report shall be sent 
to the gsmSCF when all information has been sent. 
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Information element name 


Status 


Description 


Request Announcement Started 
Notification 


M 


This IE indicates whether or not a Specialized Resource Report shall be sent 
to the gsmSCF when the first announcement or tone starts. 


Call Segment ID 


S 


This IE indicates the call segment to which the user interaction shall apply. 
This IE shall be absent if this IF is sent by the gsmSCF to an Intelligent 
Peripheral. 



Information To Send contains the following information elements: 



Information element name 


Status 


Description 


Inband Info 


E 


This IE is described in a table below. 


Tone 


E 


This IE is described in a table below. 



Inband Info contains the following information elements: 



Information element name 


Status 


Description 


Message ID 


M 


This IE is described in a table below. 


Number Of Repetitions 


M 


This IE indicates the maximum number of times the message shall be sent to 
the end-user. 


Duration 





This IE indicates the maximum duration time in seconds that the message 
shall be played/repeated. Zero indicates endless repetition. 


Interval 





This IE indicates the time interval in seconds between two repetitions. 



Message ID contains the following information elements: 



Information element name 


Status 


Description 


Elementary Message ID 


E 


This IE indicates a single announcement 


Text 


E 


This IE indicates a text to be sent. The text shall be transformed to inband 
information (speech) by the gsmSRF. 


Elementary Message IDs 


E 


This IE indicates a sequence of announcements 


Variable Message 


E 


This IE indicates an announcement with one or more variable parts. 



Tone contains the following information elements: 



Information element name 


Status 


Description 


Tone ID 


M 


This IE indicates the tone to be sent. 


Duration 





This IE indicates the maximum duration in seconds that the message shall be 
played/repeated. Zero indicates endless repetition. 



4.6.3.4 



Prompt And Collect User Information 



4.6.3.4.1 Description 

This IF is used to interact with a call party in order to collect information. 



4.6.3.4.2 



Information Elements 



Information element name 


Status 


Description 


Collected Info 


M 


This IE is described in a table below. 


Information To Send 





This IE is described in subclause 4.6.3.3.2. 

This IE indicates an announcement or a tone to be sent to the end user by the 

gsmSRF. 


Disconnect From IP Forbidden 


M 


This IE indicates whether the gsmSRF may be disconnected from the user 
when all information has been sent. 


Request Announcement Started 
Notification 


M 


This IE indicates whether or not a Specialized Resource Report shall be sent 
to the gsmSCF when the first announcement or tone starts. 


Call Segment ID 


S 


This IE indicates the call segment to which the user interaction shall apply. 
This IE shall be absent if this IF is sent by the gsmSCF to an Intelligent 
Peripheral. 
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Collected Info contains the following information element: 



Information element name 


Status 


Description 


Collected Digits 


M 


This IE is described in a table below. 


Collected Digits contains the following information elements: 


Information element name 


Status 


Description 


Minimum Number Of Digits 


M 


This IE indicates the minimum number of valid digits to be collected. The value 
of this IE includes the length of the Start digit string, if present, and the length 
of the End of reply digit string, if present. 


Maximum Number Of Digits 


M 


This IE specifies the maximum number of valid digits to be collected. The 
value of this IE includes the length of the Start digit string, if present, and the 
length of the End of reply digit string, if present. 


End Of Reply Digit 





This IE indicates the digit(s) used to signal the end of input. 


Cancel Digit 





If this IE is present then the cancel digit can be entered by the user to request 
a possible retry. 


Start Digit 





If this IE is present then the start digit(s) indicates the start of the valid digits to 
be collected. 


First Digit Time Out 





If this IE is present then the first digit shall be received before the expiration of 
the first digit timer expiration. 


Inter Digit Time Out 





If this IE is present then any subsequent valid or invalid digit shall be received 
by the gsmSRF before the inter digit timer expires. 


Error Treatment 





This IE indicates what specific action shall be taken by the gsmSRF in the 
event of error conditions occurring. 


Interruptable Ann Ind 





If this IE is set to TRUE (default value) then the announcement is interrupted 
after the first valid or invalid digit received by the gsmSRF. If this IE is present 
and explicitly set to FALSE then the announcement will not be interrupted after 
the first digit is received by the gsmSRF. 


Voice Information 





If this IE is set to FALSE (default value) then all valid or invalid digits are 
entered by DTMF. If this IE is set to TRUE then the calling user is required to 
provide all valid or invalid information by speech. 


Voice Back 





If this IE is set to FALSE (default value) then no voice back information is 
given by the gsmSRF. If this IE is set to TRUE then the valid input digits 
received by the gsmSRF will be announced back to the calling user 
immediately after the end of input is received. 



4.6.4 gsmSRF to gsmSCF information flows 

4.6.4.1 Activity Test ack 

4.6.4.1.1 Description 

This IF is the response to the Activity Test. 

4.6.4.1.2 Information Elements 

This IF contains no information elements. 

4.6.4.2 Assist Request Instructions 

4.6.4.2.1 Description 

This IF is sent to the gsmSCF by a gsmSSF which is acting as the assisting gsmSSF or by a gsmSRF. 

4.6.4.2.2 Information Elements 



Information element name Status 



Description 
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Information element name 


Status 


Description 


Correlation ID 


M 


This IE is used to associate the Assist Request Instructions IF from an 
assisting gsmSSF or by a gsmSRF with the Initial DP IF from the initiating 
gsmSSF. 


IP SSP Capabilities 


M 


This IE indicates which SRF resources are attached, available and supported 
within the MSC where the gsmSSF resides or the IP in which the gsmSRF 
resides. 



4.6.4.3 



Prompt And Collect User Information ack 



4.6.4.3.1 Description 

This IF is used by the gsmSRF to indicate the result of a Prompt And Collect User Information IF. 



4.6.4.3.2 



Information Elements 



Information element name 


Status 


Description 


Digits Response 


C 


This IE indicates the digit sequence received from the end user. 



4.6.4.4 Specialized Resource Report 

4.6.4.4.1 Description 



This IF is used when a Specialized Resource Report was requested in a Play Announcement IF or in a Prompt and 
Collect User Information IF. 



4.6.4.4.2 



Information Elements 



information element name 


Status 


Description 


All Announcements Complete 


E 


This IE indicates that all the announcements and tones are complete. 


First Announcement Started 


E 


This IE indicates that the first announcement or tone has started. 



4.6.5 gsmSCF to Assisting SSF information flows 
4.6.5.1 Activity Test 



4.6.5.1.1 



Description 



This IF is used to check for the continued existence of a relationship between the gsmSCF and assistSSF. If the 
relationship is still in existence, then the assistSSF will respond. If no reply is received, then the gsmSCF will assume 
that the assistSSF has failed in some way and will take the appropriate action. 

4.6.5.1.2 Information Elements 

This IF contains no information elements. 



4.6.5.2 



Cancel 



4.6.5.2.1 Description 

This IF is used by the gsmSCF to request the assisting gsmSSF to cancel a correlated previous IF. 

4.6.5.2.2 Information Elements 



information element name Status 



Description 
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Information element name 


Status 


Description 


Invoke ID 


M 


This IE specifies the IF to be cancelled. 



4.6.5.3 



Connect To Resource 



4.6.5.3.1 Description 

This IF is described in subclause 4.6.2.7. The following difference applies: 
The Call Segment ID information element is not used. 



4.6.5.4 



Disconnect Forward Connection 



4.6.5.4.1 Description 

This IF is used to disconnect a connection with a gsmSRF previously established with a Connect To Resource IF. 

4.6.5.4.2 Information Elements 

This IF contains no information elements. 



4.6.5.5 



Play Announcement 



4.6.5.5.1 Description 

This IF is described in subclause 4.6.3.3. The following difference applies: 
The Call Segment ID information element is not used. 



4.6.5.6 



Prompt And Collect User Information 



4.6.5.6.1 Description 

This IF is described in subclause 4.6.3.4. The following difference applies: 
The Call Segment ID information element is not used. 



4.6.5.7 



Reset Timer 



4.6.5.7.1 Description 

This IF is described in subclause 4.6.2.20. The following difference applies: 
The Call Segment ID information element is not used. 

4.6.6 Assisting SSF to gsmSCF information flows 
4.6.6.1 Activity Test ack 

4.6.6.1.1 Description 

This IF is the response to the Activity Test. 

4.6.6.1.2 Information Elements 

This IF contains no information elements. 
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4.6.6.2 



Assist Request Instructions 



4.6.6.2.1 Description 

This IF is described in subclause 4.6.4.2. 



4.6.6.3 



Prompt And Collect User Information ack (received information) 



4.6.6.3.1 Description 

This IF is described in subclause 4.6.4.3. 



4.6.6.4 



Specialized Resource Report 



4.6.6.4.1 Description 

This IF is described in subclause 4.6.4.4. 

4.6.7 HLR to VLR information flows 



4.6.7.1 



Delete Subscriber Data 



4.6.7.1.1 Description 

This IF is used by an HLR to delete CAMEL subscription data from a VLR. It is specified in 3GPP TS 29.002 [34]. 

4.6.7.1.2 Information Elements 

The Delete Subscriber Data IF contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


CAMEL Subscription Info 
Withdraw 


0,E 


Tliis IE identifies that all CSIs shall be deleted from the subscriber data in the 
VLR. 


Specific CSI Witlidraw 


0,E 


This IE indicates that one or more specific elements of CAMEL Subscription 

Info shall be deleted from the VLR. 

The specific elements of CAMEL Subscription Info which may be deleted are: 

- 0-CSI with TDP criteria for 0-CSI; 

- TIF-CSI; 

- D-CSI; 

- VT-CSI with TDP criteria for VT-CSI. 

This IE should not be present when CAMEL Subscription Info Withdraw is 
present. 



4.6.7.2 



Insert Subscriber Data 



4.6.7.2.1 Description 

This IF is used by an HLR to update a VLR with certain subscriber data. This IF is specified in 3GPP TS 29.002 [34]. 

4.6.7.2.2 Information Elements 

Insert Subscriber Data contains the following CAMEL specific information elements for circuit switched call control: 



Information element name 


status 


Description 


0-CSI 





This IE is described in a table below. 

This IE identifies the subscriber as having originating CAMEL services. 


D-CSI 





This IE is described in a table below. 

This IE identifies the subscriber as having originating CAMEL dialled services. 
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Information element name 


Status 


Description 


VT-CSI 





This IE is described in a table below. 

This IE identifies the subscriber as having terminating CAMEL services in the 

VMSC. 


TIF-CSI 





See 3GPPTS 23.072 [16]. 



O-CSI contains the following information elements: 



Information element name 


Status 


Description 


gsmSCF Address 


M 


This IE is described in subclause 4.3.1 


Service Key 


M 


This IE is described in subclause 4.3.1 . 


Default Call Handling 


M 


This IE is described in subclause 4.3.1 . 


TDP List 


M 


This IE is described in subclause 4.3.1 . 


DP Criteria 





This IE is described in subclause 4.3.1 . 


CAMEL Capability Handling 


C 


This IE is described in subclause 4.3.1 . If this IE is absent, this indicates that 
CAMEL phase 1 support is requested. 



D-CSI contains the following information elements: 



Information element name 


Status 


Description 


gsmSCF Address 


M 


This IE is described in subclause 4.3.2. 


Service Key 


M 


This IE is described in subclause 4.3.2. 


Default Call Handling 


M 


This IE is described in subclause 4.3.2. 


DP Criteria 


M 


This IE is described in subclause 4.3.2. 


CAMEL Capability Handling 


M 


This IE is described in subclause 4.3.2. The CAMEL Capability Handling shall 
indicate CAMEL phase 3 or higher. 



VT-CSI contains the following information elements: 



Information element name 


Status 


Description 


gsmSCF Address 


M 


This IE is described in subclause 4.3.6. 


Service Key 


M 


This IE is described in subclause 4.3.6. 


Default Call Handling 


M 


This IE is described in subclause 4.3.6. 


TDP List 


M 


This IE is described in subclause 4.3.6. 


DP Criteria 





This IE is described in subclause 4.3.6. 


CAMEL Capability Handling 


M 


This IE is described in subclause 4.3.6. The CAMEL Capability Handling shall 
indicate CAMEL phase 3 or higher. 



4.6.7.3 Provide Subscriber Info 



4.6.7.3.1 Description 

This IF is described in TS 23.018 [12]; it is used by the HLR to request information (any one or more of subscriber 
state, subscriber location, IMEI & software version and MS classmark information for the CS domain) from the VLR at 
any time. 

4.6.7.4 Provide Roaming Number 

4.6.7.4.1 Description 

This IF is specified in 3GPP TS 23.018 [12]; it is used by the HLR to request a roaming number from the VLR. 

4.6.7.4.2 Information Elements 

Provide Roaming Number contains the following CAMEL specific information elements: 



Information element name Status 



Description 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



514 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Information element name 


Status 


Description 


Suppression Of Announcements 


S 


This IE indicates that announcements or tones generated as a result of 
unsuccessful call establishment shall be suppressed. It shall be present if the 
HLR received it in the Send Routeing Info IF. 


Call Reference Number 


M 


This IE carries the Call Reference Number provided by the GMSC or the 
gsmSCF in the Send Routeing Info IF. 


GMSC Or gsmSCF Address 


M 


This IE is the E.I 64 address of the GMSC for an MTcall or the E. 164 address 
of the gsmSCF for a gsmSCF initiated call. 


Alerting Pattern 


S 


This IE indicates the kind of Alerting Pattern to be applied. It shall be present if 
the HLR received it from the GMSC or the gsmSCF in the Send Routeing Info 
IF. 


Supported CAMEL Phases in 
Interrogating Node 


S 


This IE indicates the CAMEL Phases supported in the GMSC or the gsmSCF. 
It shall be present if the HLR received it from the GMSC or the gsmSCF in the 
Send Routeing Info. 


Offered CAMEL4 CSIs in 
Interrogating Node 


s 


This IE indicates the CAMEL phase 4 CSIs offered in the GMSC or the 
gsmSCF. It shall be present if the HLR received it from the GMSC or the 
gsmSCF in the Send Routeing Info. 
This IE is described in a table below. 


Suppress VT-CSI 


s 


This IE indicates that VT-CSI shall be suppressed for the called party. This IE 
shall be present if the HLR received it in the Send Routeing Info IF. 


OR not Supported In GMSC 


s 


This IE indicates that the VMSC should not attempt to invoke Optimal 
Routeing of late call forwarding. It shall be present if this IF was triggered by a 
Send Routeing IF for a gsmSCF initiated call. 



Offered CAMEL4 CSIs in Interrogating Node contains the following information elements: 



Information element name 



Status 



Description 



0-CSI 



This IE indicates the offer of CAMEL phase 4 0-CSI. It shall be present if the 
HLR received it from the GMSC or the gsmSCF in the Send Routeing Info. 



D-CSI 



This IE indicates the offer of CAMEL phase 4 D-CSI. It shall be present if the 
HLR received it from the GMSC or the gsmSCF in the Send Routeing Info. 



T-CSI 



This IE indicates the offer of CAMEL phase 4 T-CSI. It shall be present if the 
HLR received it from the GMSC or the gsmSCF in the Send Routeing Info. 



4.6.8 VLR to HLR information flows 



4.6.8.1 



Insert Subscriber Data ack 



4.6.8.1.1 



Description 



This IF is used by the VLR to indicate to the HLR the result of the Insert Subscriber Data IF. It is specified in 3GPP 
TS 29.002 [34]. 



4.6.8.1.2 



Information Elements 



Insert Subscriber Data ack contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


Supported CAMEL Phases 


S 


This IE identifies which CAMEL phases are supported by the VMSC/VLR. It 
shall be present when a CSI has been included in the Insert Subscriber Data 
IF. 


Offered CAMEL4 CSIs 


S 


This IE indicates the CAMEL phase 4 CSIs offered in the VMSC/VLR. It shall 
be present if a CSI has been included in the Insert Subscriber Data IF and the 
'Supported CAMEL Phases' IE indicates support of CAMEL phase 4. 



Offered CAMEL4 CSIs contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates the offer of CAMEL phase 4 0-CSI. 


D-CSI 


S 


This IE indicates the offer of CAMEL phase 4 D-CSI. 


VT-CSI 


s 


This IE indicates the offer of CAMEL phase 4 VT-CSI. 
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Information element name 


Status 


Description 


MT-SMS-CSI 


S 


This IE indicates the offer of CAIVIEL phase 4 IVIT-SIVIS-CSI. 



4.6.8.2 



Provide Subscriber Info ack 



4.6.8.2.1 Description 

This IF is described in TS 23.018 [12]; it is used by the VLR to provide the requested information to the HLR. 



4.6.8.3 



Update Location 



4.6.8.3.1 Description 

This IF is used by the VLR to provide information about supported CAMEL phases to the HLR. 



4.6.8.3.2 



Information Elements 



Update Location contains the following CAMEL specific information element: 



Information element name 


Status 


Description 


Supported CAMEL Phases 


S 


This IE indicates which phases of CAIVIEL are supported. It shall be present if 
a CAMEL phase higher than phase 1 is supported. Otherwise may be absent. 


Offered CAMEL4 CSIs 


S 


This IE indicates the CAMEL phase 4 CSIs offered in the VMSC/VLR. It shall 
be present if the "Supported CAMEL Phases" IE indicates support of CAMEL 
phase 4. 



Offered CAMEL4 CSIs contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates the offer of CAMEL phase 4 0-CSI. 


D-CSI 


S 


This IE indicates the offer of CAMEL phase 4 D-CSI. 


VT-CSI 


s 


This IE indicates the offer of CAMEL phase 4 VT-CSI. 


MT-SMS-CSI 


s 


This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI. 



4.6.8.4 



Restore Data 



4.6.8.4.1 Description 

This IF is used by the VLR to provide the information about supported CAMEL phases to the HLR. 



4.6.8.4.2 



Information Elements 



Restore Data contains the following CAMEL specific information element: 



Information element name 


Status 


Description 


Supported CAMEL Phases 


S 


This IE indicates which phases of CAMEL are supported. It shall be present if 
a CAMEL phase higher than phase 1 is supported. Otherwise may be absent. 


Offered CAMEL4 CSIs 


S 


This IE indicates the CAMEL phase 4 CSIs offered in the VMSC/VLR. It shall 
be present if the "Supported CAMEL Phases" IE indicates support of CAMEL 
phase 4. 



Offered CAMEL4 CSIs contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates the offer of CAMEL phase 4 0-CSI 


D-CSI 


S 


This IE indicates the offer of CAMEL phase 4 D-CSI 


VT-CSI 


s 


This IE indicates the offer of CAMEL phase 4 VT-CSI 
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Information element name 


Status 


Description 


MT-SMS-CSI 


S 


This IE indicates the offer of CAIVIEL phase 4 IVIT-SIVIS-CSI 



4.6.9 HLR to GMSC information flows 



4.6.9.1 



Send Routeing Info ack 



4.6.9.1.1 



Description 



This IF is specified in 3GPP TS 23.018 [12]; it is used by the HLR to transfer the requested routeing information to the 
GMSC. 



4.6.9.1.2 



Information Elements 



Send Routeing Info ack contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


Location Information 


C 


This IE indicates the location of the served subscriber. 


0-CSI 


S 


0-CSI is defined in subclause 4.3.1 . 

This IE identifies the subscriber as having originating CAMEL services. 

It shall be present if 0-CSI is active, and CPU or CFNRc has been invoked, or 

if both 0-CSI and T-CSI are active. 


D-CSI 


s 


D-CSI is defined in subclause 4.3.2. 

This IE identifies the subscriber as having originating CAMEL dialled services. 
It shall be present if D-CSI is active, and CPU or CPNRc has been invoked, or 
if both D-CSI and T-CSI are active. 


Subscriber State 


c 


This IE indicates the state of the MS. The possible values of the IE are: 

- CAMEL Busy: The VLR has indicated that the MS is engaged in a 
transaction for a mobile originating or terminated circuit-switched call. 

Network Determined Not Reachable: The HLR or VLR has indicated that 
the network can determine from its internal data that the MS is not reachable. 

- Assumed Idle: The VLR has indicated that the state of the MS is neither 
"CAMEL Busy" nor "Network Determined Not Reachable". 

Not Provided Prom VLR: The VLR did not provide any information on 
subscriber state even though it was requested. 


T-CSI 


s 


This IE is described in a table below. 

This IE identifies the subscriber as having terminating CAMEL services. 
It shall be present if T-CSI is active and no Suppress T-CSI indicator is 
present in the Send Routeing Info IP. 


Basic Service Code 


c 


This IE indicates the type of basic service, i.e. teleservice or bearer service. 


CUG Subscription Flag 


s 


This IE indicates if the called party has a CUG subscription. It shall be present 
only if the T-CSI is active and included in the Send Routing Information ack IP. 


Supported CAMEL Phases In 
VMSC 


s 


This IE indicates the supported CAMEL phases of the VLR. It shall be present 
if known by the HLR, otherwise it shall be absent. 


Offered CAMEL4 CSIs In VMSC 


s 


This IE indicates the CAMEL phase 4 CSIs offered in the VMSC. It shall be 
present if known by the HLR, otherwise it shall be absent. 


VMSC Address 


M 


This IE indicates the E.1 64 address of the VMSC in whose area the B 
subscriber is currently registered. 



Location Information is defined in 3GPP TS 23.018 [12]. The following differences apply: 



Information element name 


Status 


Description 


Service area ID 


C,E 


See 3GPPTS 23.018 [12]. 


Cell ID 


C,E 


See 3GPPTS 23.018 [12]. 


VLR Number 


C 


See 3GPP TS 23.018 [12]. The HLR shall include the internally stored VLR 
Number. 


Current Location Retrieved 


- 


Not applicable 


Location area ID 


C,E 


See 3GPP TS 23.003 [7]. 


Selected LSA Identity 


S 


This IE indicates the LSA identity associated with the current position of the 
MS. Shall be present if the LSA ID in the subscriber data matches the LSA ID 
of the current cell. If there are multiple matches the LSA ID with the highest 
priority shall be sent. See 3GPP TS 23.073 [18]. 
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T-CSI contains the following information elements: 



Information element name 


Status 


Description 


gsmSCF Address 


M 


This IE is described in subclause 4.3.5. 


Service Key 


M 


This IE is described in subclause 4.3.5. 


Default Call Handling 


M 


This IE is described in subclause 4.3.5. 


TDP List 


M 


This IE is described in subclause 4.3.5. 


DP Criteria 


S 


This IE is described in subclause 4.3.5. The HLR shall send only the criteria 
associated with DP T Busy or DP T No Answer, if available. 


CAIVIEL Capability Handling 


C 


This IE is described in subclause 4.3.5. If this IE is absent then this indicates 
that CAMEL phase 1 support is requested. 



Offered CAMEL4 CSIs In VMSC contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates the offer of CAMEL phase 4 0-CSI. It shall be present if 
known by the HLR, otherwise it shall be absent. 


D-CSI 


S 


This IE indicates the offer of CAMEL phase 4 D-CSI. It shall be present if 
known by the HLR, otherwise it shall be absent. 


VT-CSI 


s 


This IE indicates the offer of CAMEL phase 4 VT-CSI. It shall be present if 
known by the HLR, otherwise it shall be absent. 


MT-SMS-CSI 


s 


This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI. It shall be 
present if known by the HLR, otherwise it shall be absent. 



4.6.1 GMSC to HLR information flows 
4.6.10.1 Send Routeing Info 

4.6.10.1.1 Description 

This IF is described in 3GPP TS 23.018 [12]; it is used to request information from the HLR to route an MT call. 



4.6.10.1.2 



Information Elements 



Send Routeing Info contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


Alerting Pattern 


S 


This IE indicates the kind of Alerting Pattern to be applied. It shall be present if 
it was received from the gsmSCF or set by the gsmSSF. 


Suppression Of Announcement 


S 


This IE indicates that announcements or tones generated as a result of 
unsuccessful call setup shall be suppressed. 

It shall be present in the interrogation if available, i.e. when it has been 
received from the gsmSCF. 


Suppress T-CSI 


s 


This IE indicates that T-CSI shall be suppressed. 

It shall always be present in the second interrogation or if it was received from 

the gsmSCF due to an Initiate Call Attempt IF. 


Supported CAMEL Phases 


M 


This IE lists the supported CAMEL phases in the GMSC. 


Offered CAMEL4 CSIs 


M 


This IE indicates the CAMEL phase 4 CSIs offered in the GMSC. 
This IE is described in a table below. 


Call Reference Number 


M 


This IE carries the Call Reference Number allocated for the call by the GMSC. 
It shall be allocated once per call and present in both first and second 
interrogations. 


GMSC Address 


M 


This IE is the E.I 64 address of the GMSC. 


Call Diversion Treatment 
Indicator 


S 


This IE indicates whether or not the call can be forwarded using the Call 
Forwarding or Call Deflection supplementary services. 
It shall be present if it was received within Forward Service Interaction 
Indicator in Service Interaction Indicators Two from the ISUP Initial Address 
Message or previous CAMEL processing. 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



518 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Offered CAMEL4 CSIs contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates the offer of CAMEL phase 4 0-CSI. 


D-CSI 


S 


This IE indicates the offer of CAMEL phase 4 D-CSI. 


T-CSI 


s 


This IE indicates the offer of CAMEL phase 4 T-CSL 



4.6.1 1 VMSC to GMSC information flows 



4.6.1 1 .1 Resume Call Handling 



4.6.11.1.1 



Description 



This IF is described in 3GPP TS 23.079 [19], it is used to request the GMSC to take over handling the call so that it can 
be forwarded from the GMSC. 

4.6.11.1.2 Information Elements 

Resume Call Handling contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates that CAMEL handling applies for an optimally routed late 

forwarded call. 

This IE shall be present if CAMEL handling applies; othenwise it shall be 

absent. 

Trigger criteria for DP Collected Information, if present, shall be omitted from 

this IF. 

Trigger criteria for DP Route Select Failure, if present, shall be included in 

this IF. 


D-CSI 


S 


This IE indicates that CAMEL handling applies for an optimally routed late 

forwarded call. 

This IE shall be present if CAMEL handling applies; othenwise it shall be 

absent. 



4.6.12 MSC to VLR information flows 



4.6.12.1 



Send Info For ICA 



4.6.12.1.1 Description 

This IF is used to request the VLR to provide information to handle an outgoing call leg created by the gsmSCF. 



4.6.12.1.2 



Information Elements 



Information element name 


NP 


Description 


Called Number 


M 


This IE indicates the E.1 64 number of the call leg destination. 


IMSI 


M 


This IE is the IMSI of the served CAMEL subscriber. 


CUG Index 


C 


For the definition of this IE, see 3GPP TS 23.085 [22]. 


Suppress Preferential CUG 


C 


For the definition of this IE, see 3GPP TS 23.085 [22]. 


Suppress CUG Outgoing 
Access 


c 


For the definition of this IE, see 3GPP TS 23.085 [22]. 


Suppress Outgoing Call Barring 


c 


This IE indicates that outgoing call barrings shall be suppressed for the call leg. 


Suppress D-CSI 


s 


This IE indicates that D-CSI shall be suppressed. It shall always be present in the 
second interrogation. 


N-CSI Available 


s 


This IE indicates that N-CSI is available in MSC. It shall be present in the first 
interrogation if N-CSI is available in the MSC. 


Non-CUG Call 


s 


This IE indicates that no parameters for CUG should be used for the call. It shall 
be present if received from gsmSCF. 


CUG Interlock Code 


s 


For the definition of this IE, see 3GPP TS 23.085 [22]. It shall be present if 
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Information element name 


NP 


Description 






received from gsmSCF. 


Outgoing Access 


S 


For the definition of tliis IE, see 3GPP TS 23.085 [22]. It sliall be present if 
received from gsmSCF. 



4.6.12.2 Send Info For Incoming Call 



4.6.12.2.1 



Description 



This IF is described in 3GPP TS 23.018 [12]; it is used to request the VLR to provide information to handle an 
incoming call. 



4.6.12.2.2 



Information Elements 



Send Info For Incoming Call contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


Suppress VT-CSI 


S 


This IE indicates that VT-CSI shall be suppressed. It shall never be present in 
the first interrogation; it shall always be present in the second interrogation. 


Call Diversion Treatment 
Indicator 


S 


This IE indicates whether or not the call can be forwarded using the Call 
Forwarding or Call Deflection supplementary services. It shall be present if 
received within the Forward Service Interaction Indicator in the Service 
Interaction Indicators Two from the lAM or previous CAMEL processing. 



4.6.12.3 



Send Info For MT Reconnected Call 



4.6.12.3.1 Description 

This IF is used to request the VLR to provide information to handle a reconnected MT call. 

4.6.12.3.2 Information Elements 



information element name 


Required 


Description 


Called Number 


M 


E.I 64 number of the call destination. 



4.6.1 2.4 Send Info For Outgoing Call 



4.6.12.4.1 



Description 



This IF is described in 3GPP TS 23.018 [12]; it is used to request the VLR to provide information to handle an outgoing 
call. 

4.6.12.4.2 Information Elements 

Send Info For Outgoing Call contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


Suppress 0-CSI 


S 


This IE indicates that 0-CSI shall be suppressed. It shall always be present in 
the second interrogation. 


Suppress D-CSI 


S 


This IE indicates that D-CSI shall be suppressed. It shall always be present in 
the second interrogation. 


N-CSI Available 


s 


This IE indicates that N-CSI is available in MSC. It shall be present in the first 
interrogation if N-CSI is available in the MSC. 
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4.6.12.5 



Send Info For Reconnected Call 



4.6.12.5.1 Description 

This IF is used to request the VLR to provide information to handle a reconnected MO call. 



4.6.12.5.2 



Information Elements 



Information element name 


Status 


Description 


Called Number 


M 


This IE indicates the E.164 number of the call destination. 


Bearer Service 


S,E 


This IE indicates the bearer service required for the MO call, derived from the 
CS bearer capability information received in the setup request from the MS. 
One of bearer service or teleservice shall be present. 


Teleservice 


S,E 


This IE indicates the teleservice required for the MO call, derived from the CS 
bearer capability information received in the setup request from the MS or 
from the emergency setup request from the MS. One of bearer service or 
teleservice shall be present. 


CUG Index 


S 


For the definition of this IE, see 3GPP TS 23.085 [22]. It shall be present if it 
was received in the setup request from the MS. 


Suppress Preferential CUG 


S 


For the definition of this IE, see 3GPP TS 23.085 [22]. It shall be present if it 
was received in the setup request from the MS. 


Suppress CUG Outgoing 
Access 


S 


For the definition of this IE, see 3GPP TS 23.085 [22]. It shall be present if it 
was received in the setup request from the MS. 


Suppress 0-CSI 


S 


This IE indicates that 0-CSI shall be suppressed. It shall always be present in 
the second interrogation. 



4.6.13 VLR to MSC information flows 
4.6.13.1 Complete Call 

4.6.13.1.1 Description 

This IF is described in 3GPP TS 23.018 [12]; it is used to instruct the MSC to continue the connection of a call. 



4.6.13.1.2 



Information Elements 



Complete Call contains the following CAMEL specific information elements: 



Information element name 


IVIO 


MF 


MT 


VT 


NO 


NP 


Description 


0-CSI 


s 












This IE indicates that CAMEL handling 
applies for an MO call. It shall be present in 
the response to the first interrogation for an 
MO call if CAMEL handling applies; 
otherwise it shall be absent. It shall be 
absent from the response to the second 
interrogation for an MO call. 


D-CSI 


c 


- 


- 


- 


- 


C 


This IE identifies the subscriber as having 
originating CAMEL dialled services. 


Call Reference Number 








M 






This IE carries the Call Reference Number 
provided by the HLR in the Provide Roaming 
Number IF. 


GMSC Address 


- 


- 


- 


M 


- 


- 


This IE is the E.164 address of the GMSC. 



4.6.1 3.2 Continue CAMEL Handling 
4.6.13.2.1 Description 

This IF is used to instruct the MSC to continue the CAMEL specific handling. 
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4.6.13.2.2 



Information Elements 



Information element name 


Status 


Description 


VT-CSI 


M 


This IE identifies the subscriber as having terminating CAMEL services in the 
VMSC. 


IMSI 


M 


This IE contains the IMSI of the B subscriber. 


MSISDN 


S 


This IE contains the E.1 64 number of the B subscriber. It will be used to create 
the redirecting number presented to the C subscriber. It shall be present if the 
call is to be fonwarded or if it has been provided by the HLR in the Provide 
Roaming Number IF, otherwise it shall be absent. 


CUG Interlock 


S 


For the definition of this IE, see 3GPP TS 23.085 [22]. It shall be present if the 
VLR has determined that the fonwarded call is to be treated as a CUG call in 
accordance with the rules in 3GPP TS 23.085 [22], otherwise it shall be 
absent. 


CUG Outgoing Access 


s 


For the definition of this IE, see 3GPP TS 23.085 [22]. It shall be present if the 
VLR has determined that the fonwarded call is to be treated as a CUG call with 
outgoing access in accordance with the rules in 3GPP TS 23.085 [22], 
otherwise it shall be absent. 


Location Information 


s 


This IE contains the information to define the location of the MS: see definition 
in 3GPP TS 23.018 [12]. It shall be present if location information was 
requested and is available; otherwise it shall be absent. 


GIVISC- Address 


M 


This IE is the E.I 64 address of the GMSC which was received in the Provide 
Roaming Number. 


Call Reference Number 


M 


This IE carries the Call Reference Number provided by the HLR in the Provide 
Roaming Number IF. 


ExtBasic Service Code 


M 


This IE indicates the type of basic service, i.e. teleservice or bearer service. 


Subscriber State 


M 


This IE indicates the status of the MS. The states are: 

- CAMELBusy: The MS is engaged on a transaction for a mobile 
originating or terminated circuit-switched call. 

NetworkDeterminedNotReachable: The network can determine from its 
internal data that the MS is not reachable. 

- Assumedldle: The state of the MS is neither "CAMELBusy" nor 
"NetworkDeterminedNotReachable". 



4.6.1 3.3 Process Call Waiting 

4.6.13.3.1 Description 

This IF is described in 3GPP TS 23.018 [12]; it is used to instruct the MSC to continue the connection of a waiting calL 

4.6.13.3.2 Information Elements 

Process Call Waiting contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


Call Reference Number 


M 


This IE carries the Call Reference Number provided by the HLR in the Provide 
Roaming Number IF. 


GMSC Address 


M 


This IE is the E.I 64 address of the GMSC. 



4.6.13.4 Send Info For ICA negative response 



4.6.13.4.1 



Description 



This IF is used to indicate that the outgoing call leg for which the MSC requested subscription information shall not be 
connected. 
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4.6.13.4.2 Information Elements 

The negative response information elements can take the following values: 
Bearer service not provisioned; 
Call barred (Operator determined barring); 
Call barred (Supplementary service barring); 

CUG reject (Inconsistent access information - index incompatible with basic service); 
CUG reject (Inconsistent access information - no CUG selected); 
CUG reject (Outgoing calls barred within the CUG); 
- CUG reject (Unknown CUG index); 
Teleservice not provisioned. 

4.6.13.5 Send info For Incoming Call ack 



4.6.13.5.1 



Description 



This IF is described in 3GPP TS 23.018 [12]; it is used to indicate that the incoming call for which the MSC requested 
subscription information shall be forwarded. 



4.6.13.5.1 



Information Elements 



Send Info For Incoming Call ack contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates that originating CAMEL service handling applies for a 
forwarded call. It shall be present if originating CAMEL service handling 
applies; otherwise it shall be absent. 


D-CSI 


S 


This IE indicates that originating CAMEL dialled service handling applies for a 
forwarded call. It shall be present if originating CAMEL dialled service handling 
applies; otherwise it shall be absent. 


Suppression Of Announcement 


S 


This IE indicates that announcements or tones generated when the call is 
fonwarded shall be suppressed. It shall be present If it was received in the 
Provide Roaming Number for this call. 


Call Reference Number 


M 


This IE carries the Call Reference Number provided by the HLR in the Provide 
Roaming Number IF. 


GMSC Address 


M 


This IE is the E.I 64 address of the GMSC. 


Supported CAMEL Phases 


S 


This IE lists the supported CAMEL phases in the GMSC. It shall be present if 
the VLR received it from the HLR in the Provide Roaming Number. 



4.6.13.6 Send Info For Incoming Call negative response 



4.6.13.6.1 



Description 



This IF is described in 3GPP TS 23.018 [12]; it is used to indicate that the incoming call for which the MSC requested 
subscription information shall not be connected. 



4.6.13.6.2 



Information Elements 



Send Info For Incoming Call negative response contains the following CAMEL specific information element which 
may be attached as an IE to any of the negative response values defined in 3GPP TS 23.018 [12]: 



Information element name Status Description 
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Information element name 


Status 


Description 


Suppression Of Announcement 


S 


This IE indicates that announcements or tones generated as a result of 
unsuccessful call establishment shall be suppressed. It shall be present if it 
was received in the Provide Roaming Number for this call. 



4.6.13.7 



Send Info For MT Reconnected Call ack 



4.6.13.7.1 Description 

This IF is used to instruct the MSC to continue the connection of a reconnected MT call. 



4.6.13.7.2 



Information Elements 



Information element name 


Required 


Description 


0-CSI 


S 


This IE indicates that originating CAMEL service handling applies for 
the reconnected call. 

It shall be present if originating CAMEL service handling applies; 
otherwise it shall be absent. 


D-CSI 


S 


This IE indicates that originating CAMEL dialled service handling 
applies for the reconnected call. 

It shall be present if originating CAMEL dialled service handling 
applies; otherwise it shall be absent. 



4.6.13.8 Send Info For MT Reconnected Call negative response 



4.6.13.8.1 



Description 



This IF is used to indicate that the reconnected MT call for which the MSC requested subscription information shall not 
be connected. 

4.6.13.8.2 Information Elements 

The negative response information element can take the following value: 
- CUG reject 



4.6.13.9 



Send Info For Reconnected Call ack 



4.6.13.9.1 Description 

This IF is used to instruct the MSC to continue the connection of a reconnected MO call. 

4.6.13.9.2 Information Elements 

Send Info For Reconnected Call ack does not contain any information elements. 

4.6.1 3.1 Send Info For Reconnected Call negative response 



4.6.13.10.1 



Description 



This IF is used to indicate that the reconnected MO call for which the MSC requested subscription information shall not 
be connected. 

4.6.13.10.2 Information Elements 

The negative response information element can take the following value: 
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Call barred (Operator determined barring); 
Call barred (Supplementary service barring). 

4.6.14 Internal MSC information flows 
4.6.14.1 Perform Call Forwarding ack 

4.6.14.1.1 Description 

This IF is defined in 3GPP TS 23.018 [12]; it is used to inform the MSC that Call Forwarding is taking place. 



4.6.14.1.2 



Information Elements 



Perform Call Forwarding ack is defined in 3GPP TS 23.018 [12]. The following differences apply: 



Information element name 


Status 


Description 


Forwarded-to Number 


M 


If the Forwarded-to Number is not available due to CAMEL handling (a 
Disconnect Leg IF has been received for Leg 2), then the MSC shall populate 
this parameter with a dummy number. 



4.6.15 gsmSCF to HLR information flows 
4.6.15.1 Send Routeing Info 



4.6.15.1.1 



Description 



This IF is defined in 3GPP TS 23.018 [12] and subclause 4.6.10.1; it is used to request information from the HLR to 
route a gsmSCF initiated call. 

Refer to 3GPP TS 29.007 [35] for the usage of ISDN BC, ISDN LLC, ISDN HLC and MSISDN for the selection of the 
PLMN Basic Service. 



4.6.15.1.2 



Information Elements 



Send Routeing Info from the gsmSCF contains the following information elements: 



Information element name 


Status 


Description 


MSISDN 


M 


This IE indicates the MSISDN of the called subscriber. 


Alerting Pattern 





This IE indicates the kind of Alerting Pattern to be applied. 


CUG Interlock 





For the definition of this IE, see 3GPP TS 23.085 [22]. 


CUG Outgoing Access 





For the definition of this IE, see 3GPP TS 23.085 [22]. 


Suppression Of Announcement 





This IE indicates that announcements or tones generated as a result of 
unsuccessful call establishment shall be suppressed. 


Suppress T-CSI 


M 


This IE indicates that CAMEL subscription information should not be returned 
in the first Send Routeing Info ack (to avoid the need for a second 
interrogation). 


Supported CAMEL Phases 


M 


This IE indicates the CAMEL Phases supported by the gsmSCF. 


Offered CAMEL4 CSIs 


S 


This IE indicates the CAMEL phase 4 CSIs offered by the gsmSCF. This IE 
shall be present when the Supported CAMEL Phases IE indicates support of 
CAMEL Phase 4. 
This IE is described in a table below. 


Call Reference Number 


M 


This IE carries the Call Reference Number allocated for the call by the 
gsmSCF. 


GMSC Or gsmSCF Address 


M 


This IE is the E.I 64 address of the gsmSCF. 


Call Diversion Treatment 
Indicator 





This IE indicates whether or not the call is allowed to be forwarded on behalf 
of the called party using the Call Fonwarding supplementary service. 


Pre-paging Supported 


S 


This IE shall be present if the gsmSCF supports pre-paging, otherwise it shall 
be absent. 


Interrogation Type 


M 


This IE shall contain the value "Basic Call". 
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Information element name 


Status 


Description 


Long FTN Supported 





This IE indicates that the gsmSCF supports Long Forwarded to Numbers. 


gsmSCF Initiated Call 


M 


This IE indicates that the IF was originated by a gsmSCF. 


Suppress Incoming Call Barring 





This IE indicates that Incoming Call Barrings shall be suppressed for the called 
party. 


Suppress VT-CSI 





This IE indicates that VT-CSI shall be suppressed. 


ISDN BC 





ISDN bearer capability. See 3GPP TS 23.018 [12]. 


ISDN LLC 





ISDN lower layer compatibility. See 3GPP TS 23.018 [12]. 


ISDN HLC 





ISDN higher layer compatibility. See 3GPP TS 23.018 [12]. 


Suppress MT SS 





This IE indicates the MT supplementary services that shall be suppressed for 
the called party. 



Offered CAMEL4 CSIs contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates the offer of CAMEL phase 4 0-CSI. 


D-CSI 


S 


This IE indicates the offer of CAMEL phase 4 D-CSI. 


T-CSI 


s 


This IE indicates the offer of CAMEL phase 4 T-CSI. 



4.6. 16 HLR to gsmSCF information flows 
4.6.16.1 Send Routeing Info ack 



4.6.16.1.1 



Description 



This IF is described in subclause 4.6.9.1; it is used by the HLR to transfer the requested routeing information to the 
gsmSCF. 

4.6.16.2 Send Routeing Info negative response 



4.6.16.2.1 



Description 



This IF is described in 3GPP TS 23.018 [12]; it is used by the HLR to indicate that the routeing information is not 
available. 

4.7 Interaction with supplementary services 

When the gsmSCF initiates a call to a subscriber, the gsmSCF can indicate to the HLR the MT supplementary services 
that shall be suppressed for this call. 



4.7.1 



Line identification 



For a call subject to CAMEL control, the gsmSCF shall have the option to send the Calling Party Restriction Indicator 
to the gsmSSF. This information element will be sent to the MSC and shall indicate whether the CLI Presentation 
Indicator present in the Calling Party Number shall be set by CAMEL action to Restricted. 



4.7.2 Call forwarding services 



4.7.2.1 



Registration of Call Forwarding 



The functional behaviour for the registration of the Call Forwarding supplementary service is defined in 3GPP 
TS 23.082 [20]. The procedure specific to CAMEL is defined in this subclause: 

- CAMEL_Check_CF_Interaction. 
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Procedure CAMEL Check CF Interaction 



1(1) 



Procedure in the HLR to check the^ 
provision of TIF-CSI. 




No 

Result:= 
fail 




4.7.2.2 



Figure 4.120-1: Procedure CAMEL_Check_CF_lnteraction (sheet 1) 



Invocation of Call Forwarding 



The functional behaviour for the invocation of the Call Forwarding supplementary service is defined in 3GPP 
TS 23.018 [12] and 3GPP TS 23.082 [20]. The following additional requirements apply. 
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When Call Forwarding is invoked for a CAMEL subscriber with O-CSI, the gsmSSF shall send the FTN to the gsmSCF 
in the format in which it was received from the HLR. When Call Forwarding is invoked for a CAMEL subscriber with 
D-CSI or if an N-CSI is present in the forwarding MSC, then the FTN shall be treated as defined in subclause 4.2.1.2.2. 

If the Service Interaction Indicators Two parameter was included in the Initial Address Message, the Continue With 
Argument information flow or the Connect message, the appropriate indicator shall be applied for the forwarded call. 

An HLR shall not send an FTN which is not in international format to a GMSC which does not support CAMEL 
phase 2, i.e. if the HLR is handling a request from a GMSC for routeing information and the forwarded-to number is 
registered in a format other than international, the service logic in the HLR shall behave as if the call forwarding is 
provisioned but not registered. 



4.7.2.3 



Invocation of Call Deflection 



The functional behaviour for the invocation of the Call Deflection supplementary service is defined in 3GPP 
TS 23.018 [12] and 3GPP TS 23.072 [16]. The following additional requirements apply. 

When Call Deflection is invoked by a CAMEL subscriber with O-CSI, the gsmSSF shall send the DTN to the gsmSCF 
in the format in which it was received from the MS. When Call Deflection is invoked by a CAMEL subscriber with 
D-CSI or if a N-CSI is present in the VMSC, then the DTN shall be treated as defined in subclause 4.2.1.2.2. 

If the Service Interaction Indicators Two parameter was included in the Initial Address Message, the Continue With 
Argument information flow or the Connect information flow, the appropriate indicator shall be applied for the deflected 
call. 



4.7.3 Call Barring services 



When a CAMEL subscriber with O-CSI and TIF-CSI attempts to activate a conditional call barring service 
(BOIC,BOIC-exHC), the HLR shall not check the interactions with call forwarding. 

When the gsmSCF initiates a call to a subscriber, the gsmSCF can indicate to the HLR that incoming call barrings shall 
be suppressed for this call. 

When the gsmSCF creates an additional call leg in an existing call, the gsmSCF can indicate to the VLR (via the 
gsmSSF and MSC) that outgoing call barrings shall be suppressed for this call leg. 

4.7.4 Closed User Group 

For a CUG subscriber with CAMEL services: 

The HLR shall store (and transfer to the VLR) the necessary subscriber data to ensure that the served subscriber 
is not unnecessarily prevented by CUG constraints from originating calls. 

The HLR shall store the necessary subscriber data to ensure that the served subscriber is not unnecessarily 
prevented by CUG constraints from receiving calls. 

For an MO, MF or TO call, the CUG information for that call shall be sent to the gsmSCF in the Initial DP information 
flow. 

If the gsmSCF returns a Continue information flow, the call shall continue with the original CUG information 
unchanged. 

If the gsmSCF returns a Connect or Continue With Argument information flow, the CUG handling in table 4.7 applies. 
Table 4.7: CUG handling on receipt of Connect or Continue With Argument for an MO, MF or TO call 



CUG parameters in 
information flow 


Handling 


Non-CUGcall (note 1) 


Remove CUG information for the call and continue 
as a non-CUG call 


CUG information (note 2) 


Call shall continue with modified CUG information 


No CUG information 


Call shall continue with original CUG information 
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CUG parameters in 
information flow 



Handling 



NOTE 1 : Received in Service Interaction Indicators Two IE. 

NOTE 2: CUG information consists of at least one of CUG Interlock Code and 

Outgoing Access Indicator. 



For an MT call which is to be routed to the terminating subscriber, the CUG information shall be extracted from the 
Send Routeing Information ack and sent to the gsmSCF in the Initial DP, but the gsmSCF shall not have the ability to 
change the CUG information for the call. 

For an VT call which is to be routed to the terminating subscriber, the CUG information shall be extracted from the 
incoming ISUP lAM and sent to the gsmSCF in the Initial DP, but the gsmSCF shall not have the ability to change the 
CUG information for the call. 

For an MT or VT call which is subject to CAMEL forwarding, the gsmSCF shall return a Connect information flow and 
the CUG handling in table 4.7 applies. 



USSD to/from gsmSCF 



5.1 



Architecture 



5.1 .1 Functional Entities used for CAMEL 

This subclause describes the functional architecture needed to support CAMEL handling of USSD to/from gsmSCF. 
The functional model of USSD in an HLR that supports CAMEL is shown in figure 5.L The phase 2 USSD handler is 
defined in 3GPP TS 23.090 [24]. Phase 1 USSD information flows may be relayed from the HLR to the gsmSCF. 
CAMEL introduces a "CAMEL USSD application" which is invoked by the USSD handler. The CAMEL USSD 
functional entities and application behaviour is specified in this subclause. 



Home Network 




MAP 




gsmSCF 



MAP 



I 



r Msc j^ 



-> 



MS 



Visiting Network 



Figure 5.1 : Handling of USSD to and from a CAIVIEL subscriber 

HLR: The HLR stores for subscribers requiring CAMEL support the information relevant to the current subscription 
regarding U-CSI. The UG-CSI is stored as global data applicable to all subscribers. The U-CSI and the UG-CSI are 
stored in the HLR only. 

gsmSCF: see subclause 3.1. 
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5.1 .2 Interfaces defined for CAMEL 

This subclause describes the different interfaces applicable to CAMEL. It specifies on a high level the functions specific 
to CAMEL. 

5.1 .2.1 gsmSCF - HLR interface 

This interface is used for USSD information flows, both for gsmSCF-initiated dialogues and MS-initiated dialogues 
(relayed via HLR). It is a network operator option whether to support or not USSD information flows on this interface. 

5.2 Description of CAIVIEL Subscriber Data 
5.2.1 USSD CAIVIEL Subscription Information (U-CSI) 

The subscription information specified in this subclause is for information only. 

This subclause defines the contents of the USSD CAMEL Subscription Information (U-CSI). The U-CSI consists of a 
list of pairs of the following two parameters. 

5.2.1.1 Service Code 

Service code for a specific application in a gsmSCF which interacts with the user by USSD. 

5.2.1.2 gsmSCF address 

Address to be used to access the gsmSCF for a particular subscriber and a particular service code. The address shall be 
an E.164 number to be used for routeing. 

5.3 Content of the USSD General CAMEL Service Information 
(UG-CSI) 

The service information specified in this subclause is for information only. 

This subclause defines the contents of the USSD General CAMEL Service Information (UG-CSI). The allocation of the 
UG-CSI is independent from a particular subscriber. 

The UG-CSI consists of a list of pairs of the following two parameters. 

5.3.1 Service Code 

Service code for a specific application in a gsmSCF which interacts with the user by USSD. 

5.3.2 gsmSCF address 

Address to be used to access the gsmSCF for a particular service code. The address shall be an E.164 number to be used 
for routeing. 

5.4 Procedures 
5.4.1 MS Initiated USSD 

For the behaviour of the USSD handler in HLR when receiving a MS initiated USSD see 3GPP TS 23.090 [24]. 

When the USSD handler has determined that the service code present in the received USSD does not indicate that an 
USSD application in the HLR shall be invoked it shall route the USSD to the USSD application specific for CAMEL, 
i.e. the CAMEL USSD application. 
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The procedure at the CAMEL USSD appHcation at the HLR is implementation dependent. The following text describes 
a recommended procedure. 

The CAMEL USSD application shall check the U-CSI data assigned to the specific subscriber. If the service code is 
present in the U-CSI the USSD is routed to the gsmSCF given by the gsmSCF address stored against the service code in 
the U-CSI. 

If the service code is not present in the U-CSI (or the subscriber does not have U-CSI defined) then the CAMEL USSD 
application shall check the UG-CSI data assigned to the HLR. If the service code is present in the UG-CSI then the 
USSD is routed to the gsmSCF given by the gsmSCF address stored against the service code in the UG-CSI. 

If the service code is not present in U-CSI or UG-CSI an error (unknown application) is returned to the USSD handler. 

5.4.2 gsmSCF Initiated USSD 

The HLR may at any time receive a USSD information flow from the gsmSCF. If the subscriber can be contacted, the 
HLR shall set up a transaction to the VLR and forward the information flow unchanged. Any further information 
exchange between the gsmSCF and MSC shall be transparent to the VLR and the HLR. When one transaction is 
released, the HLR shall release the other. If an error is received from the MSC, the VLR shall release the transaction to 
the HLR and the HLR shall release the transaction to the gsmSCF. 

5.5 Description of information flows 

This subclause contains the detailed description of the information flows used by CAMEL for USSD handling. 

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Specific conditions (S) or Optional (O) in 
the "Status" column. 

An 'M' IE shall always be included. A 'C IE shall be included if the sending entity has the necessary information to 
populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column of the definition 
table. An 'O' IE may be included or omitted as required by the service logic. This categorization is a functional 
classification, i.e. it defines the requirements for the stage 2 information. It is not a stage 3 classification to be used for 
the ASN. 1 syntax of the protocol. 

The following principles apply for the handling of the lEs by the receiving entity: 

The gsmSCF may silently discard any IE which it does not functionally support. 

The HLR shall return an error if it does not functionally support an IE which it receives. 
Details of errors and exceptions to these rules are specified in are specified in 3GPP TS 29.002 [34]. 

5.5.1 gsmSCF to HLR information flows 
5.5.1 .1 Unstructured SS Request 

5.5.1.1.1 Description 

This IF is used for the gsmSCF to request data from the MS via the HLR. 

5.5.1.1.2 Information Elements 



Information element name 


Status 


Description 


USSD string 


M 


Tliis IE contains the string tliat will be sent to the MS. 


Data Coding Sclieme 


M 


This IE indicates the characteristics of the USSD string. 


IIVISI 


S,E 


This IE identifies the subscriber for which the information is requested. It shall 
be present if this IF is the first IF in a USSD dialogue, othenwise it shall be 
absent. 


MSISDN 


S,E 


This IE identifies the subscriber for which the information is requested. It shall 
be present if this IF is the first IF in a USSD dialogue, othenwise it shall be 
absent. 
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Information element name 


Status 


Description 


Alerting Pattern 





This IE indicates an alerting pattern to be sent to the MS. 



5.5.1.2 



Unstructured SS Notify 



5.5.1.2.1 Description 

This IF is used for the gsmSCF to send data to the MS via the HLR. 



5.5.1.2.2 



Information Elements 



Information element name 


Status 


Description 


USSD String 


M 


This IE contains the string that will be sent to the MS. 


Data Coding Scheme 


M 


This IE indicates the characteristics of the USSD string. 


IMS! 


S,E 


This IE identifies the subscriber for which the information is requested. It shall 
be present if this IF is the first IF in a USSD dialogue, othenwise it shall be 
absent. 


MSISDN 


S,E 


This IE identifies the subscriber for which the information is requested. It shall 
be present if this IF is the first IF in a USSD dialogue, othenwise it shall be 
absent. 


Alerting Pattern 





This IE indicates an alerting pattern to be sent to the MS. 



5.5.1.3 



Process Unstructured SS Data ack 



5.5.1.3.1 Description 

This IF is used for the gsmSCF to send the response to the MS via the HLR for the MS initiated IF. 

5.5.1.3.2 Information Elements 

The following information element is required: 



Information element name 


Status 


Description 


SS User Data 


C 


This IE contains the string that will be sent to the MS. 



5.5.1.4 



Process Unstructured SS Request ack 



5.5.1.4.1 Description 

This IF is used for the gsmSCF to send the response to the MS via the HLR for the MS initiated IF. 



5.5.1.4.2 



Information Elements 



information element name 


Status 


Description 


USSD String 


S 


This IE contains the string that will be sent to the MS. It shall be present if the 
Data Coding Scheme is present; otherwise it shall be absent. 


Data Coding Scheme 


S 


This IE indicates the characteristics of the USSD string. It shall be present if 
the Data Coding Scheme is present; otherwise it shall be absent. 
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5.5.2 HLR to gsmSCF information flows 
5.5.2.1 Unstructured SS Request ack 

5.5.2.1.1 Description 

This IF is used for the MS to send to the gsmSCF via the HLR for the gsmSCF initiated IF. 



5.5.2.1.2 



Information Elements 



Information element name 


status 


Description 


USSD String 


C 


Tliis IE contains the string that will be sent to the gsmSCF. It shall be present 
if the Data Coding Scheme is present; otherwise it shall be absent. 


Data Coding Scheme 


C 


This IE indicates the characteristics of the USSD string. It shall be present if 
the Data Coding Scheme is present; otherwise it shall be absent. 



5.5.2.2 



Unstructured SS Notify ack 



5.5.2.2.1 Description 

This IF is used for the MS to via the HLR acknowledge to the gsmSCF that the notification was received. 

5.5.2.2.2 Information Elements 

This IE contains no information element. 



5.5.2.3 



Process Unstructured SS Data 



5.5.2.3.1 Description 

This IF is used for the MS to request data from gsmSCF via the HLR. 

5.5.2.3.2 Information Elements 



Information element name 


status 


Description 


SS User Data 


M 


This IE contains the string that was received from the MS. 



5.5.2.4 



Process Unstructured SS Request 



5.5.2.4.1 Description 

This IF is used for the MS to request data from the gsmSCF via the HLR. 



5.5.2.4.2 



Information Elements 



Information element name 


Status 


Description 


USSD String 


M 


This IE contains the string that will be sent to the gsmSCF, including the 
Service Code. 


Data Coding Scheme 


M 


This IE indicates the characteristics of the USSD string 


IMSI 


M 


This IE identifies the subscriber. 


MSISDN 


S 


This IE contains the basic MSISDN of the subscriber who has requested the 
USSD IF. This IE is used as an operator option. 


Originating Entity Number 


M 


This IE identifies the functional entity initiating the information flow. 
In this case, this shall be the address of the HLR. 
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5.5.2.5 Begin Subscriber Activity 

5.5.2.5.1 Description 

This IF is used by the HLR to start subscriber activity towards the gsmSCF for USSD purposes. 

5.5.2.5.2 Information Elements 



Information element name 


Status 


Description 


IMSI 


M 


Tliis IE identifies tine subscriber. 


Originating Entity Number 


M 


Tliis IE identifies the functional entity initiating the subscriber activity. 
In this case, this shall be the address of the HLR. 





GPRS interworking 



6.1 



Architecture 



6.1 .1 Functional Entities used for CAMEL 

This subclause describes the functional architecture needed to support GPRS interworking for CAMEL. Figure 6.1 
shows the functional entities involved in a GPRS session requiring CAMEL support. The architecture is applicable to 
the third phase of CAMEL or higher. 



Home Network 




HLR 




.gsmSCFJ 



MAP 



^■■- 



■CAP 




Interrogating Network 



Visiting Network 



Home/Interrogating/Visiting Network 

Figure 6.1 : Functional architecture for support of CAMEL 

HLR: For subscribers requiring CAMEL support, the HLR stores the information relevant to the current subscription 
GPRS-CSI. 

SGSN: When processing GPRS Attach requests or Inter-SGSN Routeing Area Updates for subscribers requiring 
CAMEL support, the SGSN receives a GPRS-CSI from the HLR, indicating the SGSN to request instructions from the 
gprsSSF. The SGSN monitors on request the GPRS events and informs the gprsSSF of these events during processing, 
enabling the gprsSSF to control the execution of the GPRS session or individual PDP contexts in the SGSN. 

gprsSSF: see subclause 3.1. 

gsmSCF: see subclause 3.1. 
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6.1 .2 Interfaces defined for CAMEL 

6.1 .2.1 SGSN - gprsSSF interface 

This is an internal interface. The interface is described in the present document to make it easier to understand the 
handhng of DPs (arming/disarming of DPs, DP processing etc.). 

6.1 .2.2 gprsSSF - gsmSCF interface 

This interface is used by the gsmSCF to control a GPRS session or individual PDP Context in a certain gprsSSF. GPRS 
dialogues between the gprsSSF and the gsmSCF on this interface are opened as a result of the gprsSSF sending a 
request for instructions to the gsmSCF. A GPRS dialogue is composed of a sequence of TC dialogues linked together 
by the same reference. The GPRS dialogue handler allows the TC dialogue handling. 

6.1 .2.3 HLR - SGSN interface 

This interface is used to send CAMEL related subscriber data to a visited GPRS network, e.g. GPRS-CSI. 

6.2 Detection Points (DPs) 
6.2.1 Definition and description 

GPRS events may be made visible to the gsmSCF. The DPs are the points in association at which these events are 
detected. The DPs for GPRS Session and PDP Context are described in subclause 6.4.2 and subclause 6.4.3. 

A DP can be armed in order to notify the gsmSCF that the GPRS event was encountered, and to allow the gsmSCF to 
influence subsequent handling of the GPRS Session, or the PDP Context. If the DP is not armed, the processing entity 
continues the processing without gsmSCF involvement at this DP. 

Three different types of DPs are identified: 

Trigger Detection Point-Request (TDP-R); This detection point is statically armed and may initiate a CAMEL 
control relationship. This CAMEL control relationship is within a new GPRS dialogue. When the GPRS event is 
encountered and reported, processing is suspended. 

Event Detection Point- Request (EDP-R): This detection point is dynamically armed within the context of a 
CAMEL control relationship. When the GPRS event is encountered, and reported, processing is suspended and 
the gprsSSF waits for instructions from the gsmSCF. 

Event Detection Point-Notification (EDP-N): This detection point is dynamically armed within the context of a 
CAMEL control relationship. When the GPRS event is encountered and reported, processing is not suspended. 

Arming/disarming mechanism: 

A DP may be statically armed or dynamically armed. The following arming rules apply: 

- DPs for GPRS Session and PDP Context are statically armed as a result of the GPRS-CSI analysis in the SGSN. 

DPs may be dynamically armed by the gsmSCF within the context of a CAMEL control relationship. In 
scenario 1 which is described in the subclause 6.4.4.1, PDP context related DPs may be armed as generic DP or 
as non-generic DP. 

The following disarming rules apply: 

A statically armed DP is disarmed when the GPRS-CSI is withdrawn in the HLR. Only TDP-Rs can be disarmed 
using this mechanism. 

If the GPRS Session is released, then all EDPs related to the GPRS Session are disarmed. 

If a PDP context is released, then all non-generically armed EDPs related to that PDP context are disarmed. 
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If a non-generically armed EDP is met, then EDPs for the GPRS Session or that PDP Context are disarmed, in 
accordance with the impHcit disarming rule (see subclause 6.4.6). 

Armed EDPs may be explicitly disarmed by the gsmSCF by means of the Request Report BCSM Event 
information flow. 

6.2.2 Relationship, DP processing rules and GPRS dialogue 

A relationship between the State Models (in the gprsSSF) and the gsmSCF for the purpose of operator specific service 
processing is considered to be a CAMEL relationship. There are two types of CAMEL relationships: monitor 
relationship and control relationship. 

A CAMEL control relationship: the gsmSCF is able to influence the GPRS Session/PDP Context via the 
relationship for the given state model. 

A CAMEL monitor relationship: the gsmSCF is not able to influence the GPRS Session/PDP Context via the 
relationship for the given state model. 

A control relationship persists as long as there is one or more EDP-R armed for this instance of the state model, or if the 
gprsSSF is in the state Waiting For Instruction for this instance of state model. 

A control relationship changes to a monitor relationship if the conditions for a control relationship are no longer 
fulfilled and one or more EDP-N is armed or one or more Apply Charging Report GPRS is outstanding for this instance 
of the state model. If no EDP-Ns are armed and no Apply Charging Reports GPRS are outstanding for this instance of 
the state model, the relationship terminates. 

A GPRS dialogue exists between gprsSSF and gsmSCF if at least one of the following conditions is fulfilled: 

There is at least one EDP armed. 

At least one report is pending, 

gprsSSF is in state Waiting_For_Instructions. 

6.3 Description of CAMEL Subscriber Data 

6.3.1 GPRS CAIVIEL Subscription Information (GPRS-CSI) 

This subclause defines the contents of the GPRS CAMEL Subscription Information. 

6.3.1.1 gsmSCF Address 

Address to be used to access the gsmSCF for a particular subscriber. The address shall be an E.164 number to be used 
for routeing. 

6.3.1.2 Service Key 

The Service Key identifies to the gsmSCF the service logic that shall apply. 

6.3.1 .3 Default GPRS Handling 

The Default GPRS Handling indicates whether the GPRS session or PDP context shall be released or continued as 
requested in case of error in the gprsSSF to gsmSCF dialogue. 

6.3.1.4 TDPList 

The TDP List indicates on which detection point triggering shall take place. 
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6.3.1 .5 CAMEL Capability Handling 

CAMEL Capability Handling indicates the phase of CAMEL which is asked by the gsmSCF for the service. 

6.3.1.6 CSI state 

The CSI state indicates whether the GPRS-CSI is active or not. 



6.3.1.7 



Notification flag 



The notification flag indicates whether the change of the GPRS-CSI shall trigger Notification on Change of Subscriber 
Data or not. 

6.3.2 gsmSCF address list for CSI 

The gsmSCF address list contains a list of gsmSCF addresses to which Notification on Change of Subscriber Data is to 
be sent. This list is common to all CSI. 

6.4 Description of CAMEL State IVIodels 

GPRS can support multiple PDP contexts simultaneously for an attached subscriber, requiring the behaviour of a GPRS 
session to be modelled by two state models, one for the attach/detach procedures (GPRS Attach/Detach State Model) 
and the other for modelling individual PDP Contexts (GPRS PDP Context State Model). 



6.4.1 General Handling 



The GPRS State Model is used to describe the actions in an SGSN during processing of a GPRS session or PDP 
Contexts. 

The GPRS State Model identifies the points in basic GPRS processing when Operator Specific Service (OSS) logic 
instances (accessed through the gsmSCF) are permitted to interact with basic GPRS control capabilities. 

Figure 6.2shows the components that have been identified to describe a GPRS State Model. 



Transition 



DP 



Point in Association 
(PIA) 



Figure 6.2: GPRS State iVIodei Components 

6.4.2 GPRS Attach/Detach State Model 

The GPRS Attach/Detach State Model is used to model the behaviour of the GPRS attach/detach procedures. 

When encountering a DP the Attach/Detach State Model processing is suspended at the DP and the SGSN indicates this 
to the gprsSSF which determines what action, if any, shall be taken in case the DP is armed. 
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Figure 6.3: GPRS Attach/Detach State Model 
Table 6.1 : Description of GPRS Attach/Detach DPs in the SGSN 



CAMEL Detection Point 


DP Type 


Description 


DP Attach 


TDP-R 


A request to attach is received. 


DP Change of Position GPRS 
Session 


TDP-R'', EDP-N 


Routeing Area Update is accepted. 


DP Detach 


EDP-N, EDP-R 


A detach request is received either from the MS, the SGSN or a 
'Cancel Location' received from HLR or Inter SGSN Routeing 
update occurred in the old SGSN. 


Note 1 : Change of Position GPRS Session is reported as TDP-R in the case of Inter-SGSN Routeing Area Update 
(provided that this DP is statically armed in GPRS-CSI). 

Change of Position GPRS Session is reported as EDP-N in the case of Intra-SGSN Routeing Area Update 
(provided that this DP is dynamically armed by the Service Logic). 



6.4.2.1 



Description of the Attach/Detach model (PIAs) 



This subclause describes the model for the attach and detach a GPRS session in the SGSN. For each PIA a description 
can be found of the entry events, actions and exit events. 

6.4.2.1.1 Detached 

Entry events: 

Detach (user or network initiated) and clearing of a previous GPRS session. 

Processing of exceptional conditions. 
Actions: 

Interface is idled. 

Attach request is received from MS containing the IMSI/P-TMSI and the type of attach requested and, the 
identity of the MS is established (IMSI) (DP Attach), or Inter-SGSN Routeing Area Update Request is accepted 
(DP Change of Position GPRS Session). 

Information being analyzed, e.g. GPRS-CSI is analyzed. 
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Exit events: 

- GPRS-CSI is analyzed (DP Attach or DP Change of Position GPRS Session). 

6.4.2.1.2 Attached 

Entry events: 

- GPRS-CSI is analyzed (DP Attach). 
Actions: 

- MM contexts are estabhshed at the MS and the SGSN. 
Exit events: 

A GPRS Detach request is received from the MS or from the network (DP Detach). 

Intra-SGSN Routeing Area Update is accepted (DP Change of Position GPRS Session). 

An exception is encountered. 

The GPRS Attach/Detach State Model shall only have one or more GPRS PDP Context State Models associated with it 
when in the Attached state. A GPRS PDP Context State Model cannot exist without its associated GPRS Attach/Detach 
State Model being in the Attached state. Closure of the GPRS Attach/Detach State Model via a detach will result in the 
idhng of all associated GPRS PDP Context State Models and the release of the associated GPRS PDP Contexts. 

It shall not be necessary to trigger a relationship from the GPRS Attach/Detach State Model to the gsmSCF in order for 
triggering to occur in an associated GPRS PDP Context State Model. However, in this latter case a GPRS 
Attach/Detach State Model shall still exist at the SGSN. This is so that CSE-initiated detach events sent within a given 
GPRS PDP Context relationship shall result in the GPRS Attach/Detach State Model transiting to the Detached state. 
As noted above, in this state no PDP Contexts can exist and so all associated GPRS PDP Context State Models will 
transit to state Idle. 

6.4.3 GPRS PDP Context State Model 

The GPRS PDP Context State Model is used to model the behaviour for the GPRS PDP Context procedures. There is 
one PDP Context State Model per GPRS PDP context. 

When encountering a DP the PDP Context State Model processing is suspended at the DP and the SGSN indicates this 
to the gprsSSF which determines what action, if any, shall be taken in case the DP is armed. 
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Figure 6.4: GPRS PDP Context State Model 
Table 6.2: Description of GPRS PDP Context DPs in the SGSN 



CAMEL Detection Point 


DP Type 


Description 


DP PDP Context Establishment 


TDP-R'', EDP-R, 
EDP-N 


Activate PDP Context request is received from the MS. 


DP PDP Context Establishment 
Acknowledgement 


TDP-R"', EDP-R, 
EDP-N 


Create PDP Context response is received from the GGSN. 


DP PDP Context Disconnection 


EDP-N, EDP-R 


Deactivate PDP Context Request is received from the MS, Delete 
PDP Context request is received from the GGSN. Inter SGSN 
Routeing update occurred in old SGSN. 


DP Change of Position Context 


TDP-R", EDP-N, 
EDP-R 


Routeing Area Update is accepted. 


NOTE 1 : The PDP Context Establishment shall be reported as TDP-R (provided that this DP is statically armed in 

GPRS-CSI) if there is no relationship with the gsmSCF. If there is a relationship with the gsmSCF it shall be 

reported as EDP-R or EDP-N if armed so. 
NOTE 2: The PDP Context Establishment Acknowledgement shall be reported as TDP-R (provided that this DP is 

statically armed in GPRS-CSI) if there is no relationship with gsmSCF. If there is a relationship with the 

gsmSCF, it shall be reported as EDP-R or EDP-N if armed so. 
NOTE 3: Change of Position Context is reported as TDP-R in the case of Inter-SGSN Routeing Area Update (provided 

that this DP is statically armed in GPRS-CSI) if there is no relationship with the gsmSCF. 

Change of Position Context is reported as EDP-N or EDP-R in the case of Inter-SGSN Routeing Area Update 

(provided that this DP is armed as generic EDP) if there is a relationship with the gsmSCF. 

Change of Position Context is reported as EDP-N in the case of Intra-SGSN Routeing Area Update (provided 

that this DP is dynamically armed by the Service Logic). 



6.4.3.1 



Description of the PDP Context model (PIAs) 



This subclause describes the model for PDP Context State Model in the SGSN. For each PIA a description can be found 
of the entry events, actions and exit events. 
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6.4.3.1.1 Idle 

Entry events: 

Deactivation (user or network initiated) and clearing of a previous PDP Context. 

Processing of exceptional conditions. 
Actions: 

Interface is idled. 

Activate PDP Context request is received from MS (containing NSAPI, PDP Type, PDP Address, Access Point 
Name, QoS Requested, PDP Configuration Options), or Inter-SGSN Routeing Area Update is accepted (DP 
Change of Position Context). 

Information being analyzed, e.g. GPRS-CSI is analyzed. 

Exit events: 

- GPRS-CSI is analyzed (DP PDP Context Establishment or DP Change of Position Context, new SGSN). 

6.4.3.1 .2 PDP Context Setup 

Entry events: 

- GPRS-CSI is analyzed (DP PDP Context Estabhshment). 

Actions: 

APN and GGSN selection procedure is performed for a primary PDP context as specified in Annex A of 3GPP 
TS 23.060 [15]. APN and GGSN selection procedure is not performed for a secondary PDP context. 

Access Point Name is verified against the subscription. If the gsmSCF has provided an Access Point Name then 
the Access Point Name provided by the gsmSCF is checked against the subscription. For details refer to 3GPP 
TS 23.060 [15] Annex A. 

The operator determined barring category "Barring of all Packet Oriented Services " is checked and invoked if 
necessary. 

The operator determined barring category "Barring of Packet Oriented Services from access points that are 
within the HPLMN whilst the subscriber is roaming in a VPLMN" is checked and invoked if necessary. 

The operator determined barring category "Barring of Packet Oriented Services from access points that are 
within the roamed to VPLMN" is checked and invoked if necessary. 

The SGSN ensures that an already active PDP context is not reactivated. 

GGSN address is derived from the Access Point Name by interrogation of a DNS. The Access Point Name 
consists of a Network Identifier and an Operator Identifier. 

- Create PDP Context Request is sent to the GGSN. 
Exit events: 

Create PDP Context Response is received from the GGSN (DP PDP Context Establishment Acknowledgement). 
An exception is encountered. 

6.4.3.1 .3 PDP Context Established 

Entry events: 

GPRS-CSI is analyzed (DP PDP Context Establishment Acknowledgement or DP Change of Position Context). 
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Actions: 

- PDP context is established at the MS and the SGSN. 

Exit events: 

Deactivation of the PDP Context is received from the MS or the GGSN, or is due to an inter SGSN routing area 
update (DP PDP Context Disconnection, old SGSN). 

Intra-SGSN Routeing Area Update Request is received from the MS (DP Change of Position Context). 

- Inter-SGSN Routeing Area Update (DP Change of Position Context, new SGSN). 
An exception is encountered. 

6.4.3.1 .4 Change of Position Context 

Entry events: 

- Inter SGSN Routing Area update accepted (new SGSN). 

Intra SGSN Routeing Area update request received from the MS. 
Actions: 

- PDP Context (containing NSAPI, PDP Type, PDP Address, Access Point Name, QoS Requested, PDP 
Configuration Options) is reestablished in case of Inter-SGSN Routeing Area update accepted (new SGSN). 

- Intra SGSN Routeing Area updated. 

Exit events: 

reestablishement of the PDP context at the new SGSN and return to PDP context established in case of inter 
SGSN Routeing Area update accepted in new SGSN (PIA PDP context established). 

Routeing Area update completed in case of intra SGSN Routeing Area update (PIA PDP context established). 

6.4.4 GPRS CAMEL Scenarios 

Two different scenarios are applicable for CAMEL control of GPRS. 

Scenario 1: 

Scenario 1 allows CAMEL control of the GPRS session and of multiple PDP contexts related to this session within a 
single GPRS dialogue. 

Scenario 2: 

Scenario 2 allows CAMEL control of single PDP contexts. Multiple PDP contexts are controlled in this scenario via 

multiple GPRS dialogues. 

Scenario 1 and scenario 2 are mutually exclusive, i.e. it is not possible to use both for one GPRS session at the same 
time in one SGSN. A GPRS session is involved in GPRS CAMEL at one moment in time either by using scenario 1 or 
by using possible multiple instances of scenario 2. GPRS sessions in different SGSNs are independent from a CAMEL 
perspective. 

6.4.4.1 GPRS CAMEL Scenario 1 

Scenario 1 allows CAMEL control of the GPRS session and of multiple PDP contexts related to this session within a 
single GPRS dialogue (Session dialogue). 
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Figure 6.5: GPRS CAMEL Scenario 1 

A GPRS dialogue in scenario 1 always consists of one GPRS Attach/Detach State Model and optionally of additional 
multiple GPRS PDP Context State Models related to the Attach/Detach State Model for the GPRS session. There is at 
most one GPRS Attach/Detach State Model per non idle GPRS session in one SGSN and at most one PDP Context 
State Model per active GPRS PDP context in one SGSN. The various PDP Context State Models are treated 
independently of each other. 

The GPRS dialogue and the relationship between the GPRS Attach/Detach State Model and the gsmSCF are always 
initiated using the TDPs of the GPRS Attach/Detach State Model. 

The gsmSCf requests further control or monitoring of individual GPRS PDP contexts using the Request Report GPRS 
Event information flow. To be informed about new individual PDP contexts the gsmSCF arms the DP 'PDP Context 
Establishment' or the DP 'PDP Context Establishment Acknowledgement' generically, i.e. without a PDP ID, as an 
EDP. To be informed about the handed over PDP contexts the gsmSCF arms the DP 'Change of Position Context' 
generically as an EDP-N or EDP-R. 

Each GPRS PDP context is identified by a PDP ID. The PDP ID is assigned by the SGSN during PDP context 
establishment. The PDP ID is unique within one GPRS dialogue. The Request Report GPRS Event information flows to 
control new or handed over PDP contexts do not include a PDP ID. There is no 'PDP ID' related to the GPRS 
Attach/Detach State Model. 

The PDP Id is reported to the gsmSCF in the first event notification for that PDP context. 



6.4.4.2 



GPRS CAMEL Scenario 2 



Scenario 2 allows CAMEL control of single PDP contexts. Multiple PDP contexts are controlled in this scenario via 
multiple GPRS dialogues (PDP Context dialogues). 
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Figure 6.6: GPRS CAIVIEL Scenario 2 
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A GPRS dialogue in scenario 2 consists of a single GPRS PDP Context State Model. There is no GPRS Attach/Detach 
State Model involved in this scenario. There is at most one PDP Context State Model per active GPRS PDP context in 
one SGSN. 

There might be multiple GPRS dialogues in scenarios 2 for one GPRS session, each of the dialogues controlling a 
single GPRS PDP context. The various GPRS dialogues are independent of each other. 

The GPRS dialogue and the relationship between the GPRS PDP Context State Model and the gsmSCF are always 
initiated using the TDPs for the GPRS PDP Context State Model. 

Control of further individual GPRS PDP contexts in the same GPRS dialogue as in scenario 1 is not possible. There are 
no PDP IDs in this scenario. 

6.4.5 SGSN Routeing Area Update 

6.4.5.1 Intra-SGSN Routeing Area Update 

Intra-SGSN Routeing Area Update will be detected via the DP 'Change of Position GPRS Session' for the session using 
the GPRS Attach/Detach State Model and via the DPs 'Change of Position Context' for the individual PDP contexts 
using the GPRS PDP Context State Models. 

It will be reported via an EDP-N if the necessary EDP-N is armed. 

6.4.5.2 Inter-SGSN Routeing Area Update 

Inter-SGSN Routeing Area Update from the old SGSN to the new SGSN will be detected via the DP 'Change of 
Position GPRS Session' for the session using the GPRS Attach/Detach State Model and via the DPs 'Change of Position 
Context' using the GPRS PDP Context State Models for the individual PDP contexts which have been handed over. 

Scenario 1: 

Inter-SGSN Routeing Area Update from the old SGSN to the new SGSN will be detected in the new SGSN via the DP 
'Change of Position GPRS Session' for the session using the GPRS Attach/Detach State Model and in the new SGSN 
via the DPs 'Change of Position Context' using the GPRS PDP Context State Models for the individual PDP contexts 
which have been handed over. 

In this scenario the DP 'Change of Position GPRS Session' is armed as a TDP-R. If the Routeing Area Update is 
accepted the gprsSSF reports this TDP-R to the gsmSCF using the Initial DP GPRS information flow. To be informed 
about new PDP contexts the gsmSCF arms the DP 'PDP Context Establishment' or the DP 'PDP Context Establishment 
Acknowledgement' generically as EDP-R or EDP-N. The DPs 'Change of Position Context' for the PDP contexts which 
have been handed over will be reported with all necessary information to the gsmSCF when the gprsSSF is continued, 
i.e. it is not longer waiting for instructions. Contexts which are not continued in the new SGSN are not reported. The 
EDPs for new PDP contexts are reported as usual. 

The Detach in the old SGSN is reported to the gsmSCF, provided this event is armed. All outstanding reports in the old 
SGSN are sent to the gsmSCF and all open CDRs are closed. 

Scenario 2: 

Inter-SGSN Routeing Area Update from the old SGSN to the new SGSN will be detected in the new SGSN via the DPs 
'Change of Position Context' using the GPRS PDP Context State Models for the individual PDP contexts which have 
been handed over. 

In this scenario the DP 'Change of Position Context' is armed as TDP-R. If the Routeing Area Update is accepted the 
gprsSSF reports these TDP-Rs PDP contexts which have been handed over to the gsmSCF using the Initial DP GPRS 
information flows in multiple GPRS dialogues. 

The PDP Context Disconnection in the old SGSN is reported to the gsmSCF, provided this event is armed. All 
outstanding reports in the old SGSN are sent to the gsmSCF and the open CDR is closed. 
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6.4.6 Rules for Implicit Disarming of Detection Points 

The two tables below give the rules for implicit disarming of event detection points. 

Implicit EDP disarming rules are specified for the Attach/Detach State Model and PDP Context State Model. The tables 
specify which EDP's shall be disarmed (i.e. MonitorMode set to Transparent) if/when each EDP is encountered, 
irrespective of the EDP's MonitorMode (Transparent, Notify AndContinue, or Request). 

EDPs which are armed generically for GPRS PDP Context State Models shall only be implicitly disarmed at the end of 
the GPRS dialogue. Explicit disarming is possible. 

When EDP's are armed with MonitorMode 'Request' (EDP-Rs) are encountered, any implicit EDP disarming shall take 
place before reporting the EDP and transiting the gprsSSF to the WFI state (if not already suspended in the WFI state). 

The table entry 'X' means that if one DP occurs (independently of arming and reporting to the gsmSCF) the marked one 
is implicitly disarmed. It shall be possible to rearm explicitly an implicitly disarmed DP. 



Table 6.3: Implicit disarming rules for Scenario 1 (the rules apply for non-generically armed DPs) 
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Table 6.4: Implicit disarming rules for Scenario 2 (the rules apply for non-generically armed DPs) 
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6.5 



Procedures for CAMEL GPRS 



6.5.1 Overall SDL Architecture 



System CAMEL_GPRS 



1(1) 



gsmSCF 



CAP Interface 



GPRS 

Dialogue 

Handler 



Internal CAP Interface 



gprsSSF 



Internallnterface 



VlobileStation 


[ ] 




[ ] 


SGSN 


[ ] 




[ J 




GGSN 




A_lnterface 


^ 




GTP 







Figure 6.7: Architecture for CAIVIEL/GPRS interworking 



6.5.2 Handling GPRS in the SGSN 



The functional behaviour of the SGSN is specified in 3GPP TS 23.060 [15]. The procedures specific to CAMEL are 
specified in this subclause: 

- Procedure CAMEL_GPRS_Attach; 

- Procedure CAMEL_GPRS_Detach; 

- Procedure CAMEL_GPRS_Routeing_Area_Update_Session; 

- Procedure CAMEL_GPRS_Routeing_Area_Update_Context; 

- Procedure CAMEL_GPRS_PDP_Context_Establishment; 

- Procedure CAMEL_GPRS_Create_PDP_Context_Establishment_Acknowledgement; 

- Procedure CAMEL_GPRS_Change_Of_QoS; 

- Procedure CAMEL_GPRS_PDP_Context_Disconnection. 
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6.5.2.1 Actions of the SGSN on receipt of lnt_Error 

The SGSN checks the default GPRS Handling parameter in GPRS-CSI. 

If the default GPRS handling is release, a Detach indication is sent to the MS. The SGSN then releases all resources and 
the invoked CAMEL procedure ends. 

If the default GPRS handling is continue, the SGSN continues processing without CAMEL support. 

6.5.2.2 Actions of the SGSN on receipt of lnt_Continue 

The SGSN continues processing without any modification of GPRS parameters. 
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6.5.2.3 



Handling of GPRS Attach/Detach 



Procedure CAMEL_GPRS_Attach 

7* Procedure in the SGSN for CAME J\ 
handling of MS Attach 7 



1(2) 



Result := 
Continue 




/* Signals to/from the right are to/from the gprsSSF;[ 
signal from the left is from the access network. 7 



No 



_^PRS^XSI^ 
inYOcatio.n>^ 



Yes 



Store original 
parametdrs 



GPRS 



lntJnvoke_\ 
GPRS SSF/ 



/ WaitJor_ 
1GPRS_SSF 
\. invf^ked 



lnt_GPRS/ 
SSF_lnvoked 



lnt_DP_ 
Attach 



DP Attach 



> Abort 



lnt_GPRS_ 
Failure 



Result := 
Abort session 




Figure 6.8-1 : Procedure CAMEL_GPRS_Attach (sheet 1) 
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Procedure CAMEL_GPRS_Attach 

i/* Procedure in the SGSN for CAMEL^\ 
handling of MS Attach 7 



2(2) 



/* Signals from the right are from the gprsSSF.*/| 



DP Attach 



lnt_Release 
Session ^ 



No 



Result := 
elease sessioh 



Result := 
Abort session 





Int error 




lnt_Contin 
GPRS 



Default GPRS handling : 
Continue? 



Yes 



Result := 
Continue 




Figure 6.8-2: Procedure CAMEL_GPRS_Attach (sheet 2) 
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Procedure CAMEL_GPRS_Detach 

/* Procedure in the SGSN for CAMEL ^\ 
handling of MS or networl< indicated Detach */ 



1(1) 



/* Signals to/from the right are to/from the gprsSSF */L 



Result := 
Continue 




lnt_Contin 
GPRS 



No 




lnt_DP_ 
Detach 



DP Detach 



Int Continue 



Result := 
Continue 




Int error 



Figure 6.9-1 : Procedure CAMEL_GPRS_Detach (sheet 1) 
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6.5.2.4 



Handling of GPRS Routeing Area Update 



Procedure CAMEL_GPRS_Routeing_Area_Update_Session 

/* Procedure in the SGSN for CAMEL handling of: ' l /* Signals to/from the right are to/from the gprsSSF;[ 

- intra-SGSN Routeing Area Update, or signal from the left is from the access network. */ 

- inter-SGSN Routeing Area Update in the new SGSN 7 I 



1(2) 



No ^^SSF^ Yes 



Intra-SGSN 




Result ;= 
Continue 




Inter-SGSN 

No ^jQpRS^I 
s/ocatiop 

Yes 



lntJnvoke_\ 
GPRS SSF/ 



lnt_DP_Charqne_ 
Of_Position /Session 



/bP_ChangeJi 
Of !Position_Session 



Intra- or Inter-SGSN 
Routeing Area Update? 



/ Wait Jo r_^ 
IGPRS^SSF 
\ Invoked 



lnt_GPRS/ 
SSF involved 



> Abort 



lnt_DP_Char5C|e_ 
Of_Position /Session 



lnt_GPRS_ 
Failure 



/DP_Change_4 
Of 'Position Session 



Result := 
Abort session 




Figure 6.10-1: Procedure CAMEL_GPRS_Routeing_Area_Update_Session (sheet 1) 
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Procedure CAMEL_GPRS_Routeing_Area_Update_Session 



2(2) 



/* Procedure in the SGSN for CAMEL handling of; l\ 

- intra-SGSN Routeing Area Update, or 

- inter-SGSN Routeing Area Update in the new SGSN 7 



/* Signals from the right are from the gprsSSF.*/| 



/DP_ChangeJ 
Of Position Session 



lnt_Release 
Session ^ 



Int error 



No 




Int Continue 



IntContin 
GPRS 



Yes 



Default GPRS handling 
Continue? 



Result := 
elease sessioh 



Result := 
Abort session 



Result := 
Continue 






Figure 6.10-2: Procedure CAMEL_GPRS_Routeing_Area_Update_Session (sheet 2) 
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Procedure CAMEL_GPRS_Routeing_Area_Update_Context 



1(2) 



/* Procedure in the SGSN for CAMEL handling of: l\ 

- intra-SGSN Routeing Area Update, or 

- inter-SGSN Routeing Area Update in the new SGSN */ 



Intra-SGSN 



No 



Result := 
Continue 





/* Signals to/from the right are to/from the gprsSSF: 
signal from the left is from the access network. 7 



/* NOTE: See Table 7: 'Description of GPRS ^ 
PDP Context DPs in the SGSN' Note 3 for further 
explanation whether reporting occurs within a 
new gprsSSF or in an existing (invoked) one. */ 



Yes 



lntJnvoke_\ 
GPRS SSF/ 



lnt_DP_Cha 
Of Position 




/DP_Changej 
Of 'Position Context 



Intra- or Inter-SGSN 
Routeing Area Update? 



/ Wait Jo r_ 
iGPRS_SSF 
\ invriked 



lnt_GPRS / 
SSF invol<Sd 



> Abort 



lnt_DP_Chaf^e^ 
Of_Position /Context 



lnt_GPRS_ 
Failure 



/DP_ChangeJ: 
Of Position Context 



Result := 
Abort context 




Figure 6.11-1: Procedure CAMEL_GPRS_Routeing_Area_Update_Context (sheet 1) 
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Procedure CAMEL_GPRS_Routeing_Area_Update_Context 



2(2) 



/* Procedure in the SGSN for CAMEL handling of; l\ 

- intra-SGSN Routeing Area Update, or 

- inter-SGSN Routeing Area Update in the new SGSN 7 



/* Signals from the right are from the gprsSSF.7 



/DP_ChangeJ 
Of Position Context 



lnt_Releasi 
Context 



Int error 



No 




Int Continue 



IntContin 
GPRS 



Default GPRS handling : 
Continue? 



Yes 



Result := 
Release content 



Result := 
Abort context 



Result := 
Continue 






Figure 6.11-2: Procedure CAMEL_GPRS_Routeing_Area_Update_Context (sheet 2) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



554 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



6.5.2.5 Handling of PDP Context establishment and deactivation 



Procedure CAMEL GPRS PDP Context Establishment 



1(2) 



/* Procedure in the SGSN for CAMEL > ^ 
handling of PDP Context Establishment */ 



/* Signals to/from the right are to/from the gprsSSF;| 
signal from the left is from the access network. */ 



Result ;= 
Continue 





No 



GPRS^L 
Im/ocatioi] 

Yes 




Intjnvoke^ 
GPRS SSF/ 



/ WaitJor__ 
(GPRS_SSF 



invoked 



lnt_GPRS/ 
SSF invol<6d 



lnt_DP_PDI 

Context Establishment 




DF*_PDP_Context_ 
Establishment' 



lnt_DP_PDX 
Context_Establishment 
(PnP Id) / 



DP PDP_Contekt^ 

Establishment' 



> Abort 



lnt_GPRS_ 
Failure 



Result := 
Abort context 




Figure 6.12-1 : Procedure CAMEL_GPRS_PDP_Context_Establishment (sheet 1) 
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Procedure CAMEL GPRS PDP Context Establishment 



2(2) 



/* Procedure in the SGSN for CAMEL i\ 
handling of PDP Context Establishment */ 



/* Signals from the right are from the gprsSSF. */| 



DP_PDP_Context^ 
Establishment' 



lnt_Releasi 
Context 



Int error 



Nd 



Result := 
elease Content 




Result := 
Abort Context 



Yes 



Result ;= 
Continue 






Int Continue 



IntContin 
GPRS 



V 



lnt_Connei 
GPRS 



Set new APN 



Default GPRS handling^ 
Continue? 



Figure 6.12-2: Procedure CAMEL_GPRS_PDP_Context_Establishment (sheet 2) 
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Procedure CAMEL_GPRS_PDP_Context_Establishment_Acknowledgement 



1(2) 



/* Procedure in the SGSN for CAMEL > \ 
handling of PDP Context Establishment 
Acknowledgement */ 



/* Signals to/from the right are to/from the gprsSSF;| 
signal from the left is from the access network 
unless othenwise stated. 7 



Result := 
Continue 





^° ^J3PRS-CSl 
InvocatioA?^ 

Yes 



lntJnvoke_\ 
GPRS SSF/ 



/ Wait Jo r_ 
IGPRS SSF 



invoked 



lnt_GPRS / 
SSF invol<&d 



lnt_DP_PDT 
Context Esta 
(PnP \c 



3lishment 



DP_PDP_Conte?<t_ 

Establishmenti 
A dknowledgeme n t 



lnt^DP_P[^ 
Context_Establishment_ 
Acknowledgement (PDP Id) 



DP_PDP_ConteVt_ 
Establishment^ 



> Abort 



lnt_GPRS_ 
Failure 



Result := 
Abort context 




Figure 6.13-1: Procedure CAMEL_GPRS_PDP_Context_Establishment_Acknowledgement (sheet 1) 
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Procedure CAMEL_GPRS_PDP_Context_Establishment_Acknowledgement 

r Procedure in the SGSN for CAMEL i \ /* Signals from tine riglit are from fine gprsSSF. */| 

liandling of PDP Context Establislnment 

Acl^nowledgement */ I 



2(2) 



DP^PDP_Conte?<t_ 

Establisliment^ 
Ao knnwJR dgemf^ n t 



lnt_Releasi 
Context 



Int error 



No 




Yes 



Result := 
elease Contekt 



Result := 
Abort Context 



Result := 
Continue 






Int Continue 



IntContin 
GPRS 



Default GPRS handling : 
Continue? 



Figure 6.13-2: Procedure CAMEL_GPRS_PDP_Context_Establishment_Acknowledgement (sheet 2) 
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Procedure CAMEL_GPRS_Change_of_QoS 

/* Procedure in the SGSN for CAMEL ^\ 

handling a change of QoS for a PDP Context */ 



1(1) 



No 



/* Signal to the right is to the gprsSSF */ 




Yes 



lnt_QoS_Ch^nge 
(PDP Id) 



Result := 
Continue 




Figure 6.14-1 : Procedure CAMEL_GPRS_Change_Of_QoS (sheet 1) 
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Procedure CAMEL GPRS PDP Context Disconnection 



1(1) 



/* Procedure in the SGSN for CAMEL' 
handling of IVIS or networl< indicated 
PDP Context Disconnection 7 



Result := 
Continue 




lnt_Contin 
GPRS 



/* Signals to/from the right are to/from the gprsSSF */L 



No 




lnt_DP_PDfl 
Context Discbnnection 



/ DP_PDP_ \ 
' Context^ I 
Disconnectioh 



Int Continue 



Result := 
Continue 




Int error 



Figure 6.15-1: Procedure CAMEL_GPRS_PDP_Context_Disconnection (sheet 1) 



£75/ 



3GPP TS 23.078 version 1 0.1 .0 Release 1 560 ETSI TS 1 23 078 V1 0.1 .0 (201 2-01 ) 

6.5.3 Handling GPRS in the gprsSSF 

6.5.3.1 Process GPRS_SSF 

A relationship exists between the gsmSCF and the Attach/Detach State Model and/or between the gsmSCF and every 
PDP Context State Model. The relationship may be in controlling or monitoring mode. When a Continue GPRS, 
Connect GPRS or Request Report GPRS Event information flow is received, then the relationship between the gsmSCF 
and the Attach/Detach State Model, and between the gsmSCF and a PDP Context State Model may be downgraded 
from controlling to monitoring. 

When Tssf expires, the CAMEL procedures that are waiting for an instruction from the gsmSCF shall receive an 
Int_Error signal. The Default GPRS Handling parameter determines the subsequent action of those CAMEL 
procedures. 

If the Default GPRS Handling parameter is set to 'Release', then: 

if the GPRS Dialogue is controlling a GPRS Session, then the gprsSSF shall release the entire GPRS Session; 

if the GPRS Dialogue is controlling a single PDP Context, then the gprsSSF shall release the PDP Context. 

The task box 'Open GPRS Dialogue' comprises all the tasks that are required for starting a GPRS dialogue. This 
includes, amongst others, the allocation of a GPRS Reference Number and the allocation of resources. The task box 
'Terminate GPRS Dialogue' comprises all the tasks that are required for closing a GPRS dialogue. 

6.5.3.2 Process GPRS_Dialogue_Handler 

When process gprsSSF sends a TC_End request primitive to process GPRS_Dialogue_Handler, then the corresponding 
TC_End TC Message shall be sent to the gsmSCF only when the following conditions have been fulfilled: 

The gprsSSF has processed all information flows that the gprsSSF has received from the gsmSCF. 

No information flows remain to be sent from the gprsSSF to the gsmSCF. 

The gprsSSF is not waiting for a Result or Error component for any information flows that the gprsSSF has sent 
to the gsmSCF. 

6.5.3.3 Procedure Handle_AC_GPRS 

Procedure Handle_AC_GPRS is called from process gprsSSF with the following input parameters: 

'Session'. The Apply Charging GPRS procedure shall be executed for the Session 

'PDP Id'. The Apply Charging GPRS procedure shall be executed for the indicated PDP Context. 

Sheet 3 in procedure Handle_AC_GPRS contains a check for the PDP Context duration (Tcp(PDP Id)) and PDP 
Context volume (Vc(PDP Id)). If the PDP Context delta timer (Dcp(PDP Id)) is equal to or larger than the duration 
threshold received in the Apply Charging GPRS operation or the PDP Context delta counter (Dc(PDP Id)) is equal to or 
larger than the volume threshold received in the Apply Charging GPRS operation, then the gprsSSF shall generate an 
internal signal to trigger the sending of an Apply Charging Report GPRS. 

If a QoS change has occurred prior to receiving Apply Charging GPRS but after the sending Apply Charging Report 
GPRS, then the gprsSSF shall generate an internal signal to trigger the sending of an Apply Charging Report GPRS, 
including the negotiated QoS. 

6.5.3.4 Procedure Handle_ACR_GPRS 

Procedure Handle_ACR_GPRS is called from process gprsSSF with the following input parameters: 

'Session'. The Apply Charging Report GPRS procedure shall be executed for the Session. This procedure checks 
if a Session Period report is pending and if so, sends this report to the gsmSCF. 
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'PDP Id'. The Apply Charging Report GPRS procedure shall be executed for the indicated PDP Context. This 
procedure checks if a Context Volume report is pending and if so, sends this report to the gsmSCF. The 
procedure then checks if a Context Period is pending and if so, sends this report to the gsmSCF. 

'Session + PDPs'. The Apply Charging Report GPRS procedure shall be executed for the Session and all PDP 
Contexts. The sequence of checking the reports shall be as follows: 

1) The procedure checks the pending Volume and Period reports for each PDP Context. 

2) The procedure then checks the pending Period report for the Session. 

When a PDP Context Volume counter or PDP context Period timer expires or an Apply Charging GPRS is received 
when QoS change report is pending, then the procedure Apply Charging Report GPRS procedure is called with the PDP 
Id as input parameter. The procedure will then check both reports for that PDP Context. 

6.5.3.5 Procedure Complete_FCI_Record_GPRS 

Procedure Complete_FCI_Record_GPRS is called from process gprsSSF with the following input parameters: 

'Session'. The Complete_FCI_Record_GPRS procedure shall be executed for the Session. 

'PDP Id'. The Complete_FCI_Record_GPRS procedure shall be executed for the indicated PDP Context. 

'Session + PDPs'. The Complete_FCI_Record_GPRS procedure shall be executed for the Session and all PDP 
Contexts. 

6.5.3.6 Procedure Handle_SCI_GPRS 

For terminology see subclause 4.5.7.2.1. 

The gsmSCF may send e-parameters to the Session and to individual PDP Contexts. 

When e-parameters are sent for the Session, the SGSN will forward these e-parameters directly to the Mobile Station. 

When e-parameters are sent for a PDP Context and that PDP Context is not yet acknowledged (= active), then the 
SGSN shall retain these parameters (pending parameters). These parameters will be sent to the Mobile Station when the 
PDP Context is acknowledged. 

The gsmSCF may send two sets of e-parameters and a Tariff Switch for the Session or a PDP Context. The first set of 
e-parameters shall be sent to the SGSN and the second set of e-parameters shall be stored. This second set of 
e-parameters shall be sent to the SGSN when the tariff switch expires. 

When the Tariff Switch for the Session expires, then the stored e-parameters for the Session shall be sent to the SGSN. 

When the Tariff Switch for a PDP Context expires before that PDP Context is acknowledged, then the pending 
e-parameters for that PDP Context shall be replaced by the stored e-parameters for that PDP Context. 

The stored e-parameters for that PDP Context shall be discarded. 

When the Tariff Switch for a PDP Context expires after that PDP Context has been acknowledged, then the stored 
e-parameters for that PDP Context shall be sent to the SGSN. 

6.5.3.6.1 Handling of SCI_GPRS for the Session 

1) Precondition: no Tsw running for the Session: 

if 1 set of e-parameters received — > send e-parameters to the SGSN; 

if 2 sets of e-parameters received — > error; 

if 1 set of e-parameters and Tariff Switch received — > error; 

if 2 sets of e-parameters and Tariff Switch received — > send l'"' set of e-parameters to the SGSN/start Tsw 

(Session)/store 2"'' set of e-parameters. 
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2) Precondition: Tsw running for the Session and no e-parameters stored for the Session: 
if 1 set of e-parameters received — > error; 

if 2 sets of e-parameters received — > send 1^' set of e-parameters to the SGSN/store 2"'' set of e-parameters; 
if 1 set of e-parameters and Tariff Switch received — > error; 
if 2 sets of e-parameters and Tariff Switch received — > error. 

3) Precondition: Tsw running for the Session and e-parameters stored for the Session: 
if 1 set of e-parameters received — > error; 

if 2 sets of e-parameters received — > error; 

if 1 set of e-parameters and Tariff Switch received — > error; 

if 2 sets of e-parameters and Tariff Switch received — > error. 

6.5.3.6.2 Handling of SCI_GPRS for a PDP Context 

1) Precondition: before a PDP Context Establishment Acknowledgement event is detected and no Tsw running for 
this PDP Context: 

if 1 set of e-parameters received — > send e-parameters to the SGSN; 

if 2 sets of e-parameters received — > error; 

if 1 set of e-parameters and Tariff Switch received — > error; 

if 2 sets of e-parameters and Tariff Switch received — > send T' set of e-parameters to the SGSN/start Tsw(PDP 
Id)/store 2""* set of e-parameters; 

2) Precondition: before a PDP Context Establishment Acknowledgement event is detected and Tsw running for this 
PDP Context and no e-parameters stored for this PDP Context: 

if 1 set of e-parameters received — > error; 

if 2 sets of e-parameters received — > send 1st set of e-parameters to the SGSN/store 2"'' set of e-parameters; 

if 1 set of e-parameters and Tariff Switch received — > error; 

if 2 sets of e-parameters and Tariff Switch received — > error. 

3) Precondition: before a PDP Context Establishment Acknowledgement event is detected and Tsw running for this 
PDP Context and e-parameters stored for this PDP Context: 

if 1 set of e-parameters received — > error; 

if 2 sets of e-parameters received — > error; 

if 1 set of e-parameters and Tariff Switch received — > error; 

if 2 sets of e-parameters and Tariff Switch received — > error. 

4) Precondition: after a PDP Context Establishment Acknowledgement event is detected and no Tsw running for 
this PDP Context: 

if 1 set of e-parameters received — > send e-parameters to the SGSN; 

if 2 sets of e-parameters received — > error; 

if 1 set of e-parameters and Tariff Switch received — > start Tsw(PDP Id)/store e-parameters; 

if 2 sets of e-parameters and Tariff Switch received — > send l'"' set of e-parameters to the SGSN/start Tsw(PDP 
Id)/store 2""* set of e-parameters. 
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5) Precondition: after a PDP Context Establishment Acknowledgement event is detected and Tsw running for this 
PDP Context and no e-parameters stored for this PDP Context; 

if 1 set of e-parameters received — > store e-parameters; 

if 2 sets of e-parameters received — > send 1^' set of e-parameters to the SGSN/store 2"'' set of e-parameters; 

if 1 set of e-parameters and Tariff Switch received — > error; 

if 2 sets of e-parameters and Tariff Switch received — > error. 

6) Precondition: after a PDP Context Establishment Acknowledgement event is detected and Tsw running for this 
PDP Context and e-parameters stored for this PDP Context: 

if 1 set of e-parameters received — > error; 

if 2 sets of e-parameters received — > error; 

if 1 set of e-parameters and Tariff Switch received — > error; 

if 2 sets of e-parameters and Tariff Switch received — > error. 

6.5.3.7 Procedure Handle_PDP_Acknowledgement 

Procedure Handle_PDP_Acknowledgement is called when an event occurs that may signal the activation (= 
Acknowledgement) of a PDP Context. The event signal is passed on to the Handle_PDP_Acknowledgement procedure. 



6.5.3.8 



GPRS duration and volume control 



6.5.3.8.1 
CSE 



Examples of information flows for GPRS session and PDP context control 
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Apply Charging Report GPRS 



Apply Charging GPRS 
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i' 



Tsp 



Dsp 



i- 



Tsp 



Dsp 



GPRS Attach / 

Change of Position Session 



GPRS Detach 



Figure 6.16-1 : Example of information flows for GPRS session duration at GPRS attach and change 

of position session 
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Figure 6.16-2: Example of information flows for PDP context duration control at context activation 

and change of position context 



CSE 



gprsSSF/SGSN 



MS 



Initial DP GPRS 



Apply Charging GPRS 



Continue GPRS / Connect GPRS 



Apply Charging Report GPRS 



Apply Charging GPRS 



Apply Charging Report GPRS 



Release GPRS 



Tsw 
(PDP Id) 



I Dc 
▼(PDP Id) 



I Dc 
▼(PDP Id) 



Vc 
(PDP Id) 



Vc 
(PDP Id) 



PDP Context Activation/ 
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Figure 6.16-3: Example of information flows for PDP context volume control at context activation and 

change of position context 
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Vc 
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Dc 
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Vc 
(PDP Id) 
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- Note 1 

Dcp 
(PDP Id) 



Tcp 
(PDP Id) 



Note 2 



PDP Context Activation/ 
Change of Position Context 



PDP Context Disconnection 



Note1 : Vc threshold reached, Tcp is stopped. 
Note2: Tcp time out, Vc is stopped. 
Figure 6.16-4: Example of information flows for PDP context volume and duration control at context 

activation and change of position context 

These figures 6.16-1 to 6.16-4show examples of handling of the timers that are used in the process gprsSSF and in the 
procedures Handle_AC_GPRS and Handle_ACR_GPRS. 

Duration timers (Tsp for the GPRS session and one Tcp for each PDP context) are used if the charging is on duration of 
the GPRS session or a PDP context. 

Tariff Switch Timers (Tsw(Session) for the GPRS session and one Tsw(PDP Id) for each PDP context) define the start 
point of a new Tariff. Tsw(Session) is used for charging on duration. Tsw(PDP Id) is used for both methods of 
charging: duration charging and volume charging. If a PDP context is charged on duration and volume, only one 
Tsw(PDP Id) timer will be accepted from the gsmSCF for that PDP context. 

Delta timers measure the response time of the gsmSCF after an Apply Charging Report GPRS information flow: 

Dsp for the GPRS session; this delta timer is used for GPRS session period timing. 

Dcp for each PDP context; these delta timers are used for PDP context period timing. 

Dc for each PDP context; these delta counters are used for PDP context volume counting. 

After the sending of Apply Charging Report GPRS, the gsmSCF may reply either with: 

Apply Charging GPRS, if the gsmSCF sends a new duration because of the expiration of the previous period or 
because of QOS change. 

Release GPRS, if the gsmSCF decides to release the GPRS session or PDP context. 

For a more detailed example of the handling of the Apply Charging GPRS and Apply Charging Report GPRS 
information flows, see Annex A. 
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6.5.3.8.2 TC guard timer 

6.5.3.8.2.1 General 

When the gprsSSF sends an Apply Charging Report GPRS information flow to the gsmSCF, with SessionActive or 
ContextActive variable set to TRUE, then the gprsSSF shall start the TC guard timer. The gprsSSF shall also mark for 
the Session or PDP Context for which the Apply Charging Report GPRS was sent, that a corresponding Apply Charging 
GPRS information flow from the gsmSCF is expected. 

When the gprsSSF receives an Apply Charging GPRS information flow or a Release GPRS information flow, then the 
'Waiting-for-AC marking(s) for the Session or PDP Context shall be removed. The gprsSSF shall then check if the TC 
guard timer shall be stopped (task box 'Check TC guard timer'). The TC guard timer shall be stopped if there are no 
more Apply Charging GPRS information flows expected for the Session and all PDP Contexts. 

When an event occurs that results in the termination of a PDP Context, then the 'Waiting-for-AC markings for that PDP 
Context shall be removed. The gprsSSF shall then check if the TC guard timer shall be stopped (task box 'Check TC 
guard timer'). The TC guard timer shall be stopped if there are no more Apply Charging GPRS information flows 
expected for the Session and all PDP Contexts. 

When the TC guard timer expires in state Monitoring, then the gprsSSF shall close the TC dialogue, provided that all 
conditions for closing the TC dialogue are fulfilled, i.e. there are no information flow results expected from the 
gsmSCF, no information flows or errors to be sent to the gsmSCF and no information flows from the gsmSCF received 
and waiting to be processed. 

When the TC guard timer expires in state Waiting_for_Instructions, then no action shall be taken. 

Service Designers should note that there may be additional timer(s) in the gprsSSF to supervise the response from the 
gsmSCF on the Apply Charging Report GPRS procedure. As a result of this, if the gsmSCF does not send an Apply 
Charging GPRS, Release GPRS or Cancel GPRS in response to an Apply Charging Report GPRS when the gprsSSF is 
awaiting such response, then service behaviour may be unpredictable. 

6.5.3.8.2.2 Check TC guard timer 

This clause describes the actions to be taken in the task box 'Check TC guard timer'. 

The tasks to be executed in the 'Check TC guard timer' box depend on the event that resulted in execution of the task 
box. 

6.5.3.8.2.2.1 Apply Charging GPRS 

If 'Check guard timer' is executed as a result of an Apply Charging GPRS information flow from the gsmSCF, then the 
appropriate 'Waiting-for-AC marker shall be removed, depending on the information received in the Apply Charging 
GPRS information flow: 

if the Apply Charging GPRS information flow carries a Session Time threshold, then the Session-Period 
'Waiting-for-AC marker shall be removed. 

if the Apply Charging GPRS information flow carries a PDP Context Volume threshold, then the PDP Context- 
Volume 'Waiting-for-AC marker shall be removed. 

if the Apply Charging GPRS information flow carries a PDP Context Time threshold, then the PDP Context - 
Period 'Waiting-for-AC marker shall be removed. 

The gprsSSF then checks if there is any 'Waiting-for-AC marker for the Session or any PDP Context. If there is no 
'Waiting-for-AC marker remaining, then the TC guard timer shall be stopped. 

6.5.3.8.2.2.2 Release GPRS 

If 'Check TC guard timer' is executed as a result of a Release GPRS information flow from the gsmSCF, then the 
appropriate 'Waiting-for-AC markers shall be removed, depending on the information received in the Release GPRS 
information flow: 

if the Release GPRS information flow is for the Session, then the Session 'Waiting-for-AC markers shall be 
removed. 
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if the Release GPRS information flow is for the PDF Context, then the PDP Context 'Waiting-for-AC markers 
shall be removed. 

The gprsSSF then checks if there is any 'Waiting-for-AC marker for the Session or any PDP Context. If there is no 
'Waiting-for-AC marker remaining, then the TC guard timer shall be stopped. 

6.5.3.8.2.2.3 PDP Context Disconnect 

If 'Check TC guard timer' is executed as a result of a PDP Context Disconnect signal from the SGSN, then the 'Waiting- 
for-AC markers for that PDP Context shall be removed. 

The gprsSSF then checks if there is any 'Waiting-for-AC marker for the Session or any PDP Context. If there is no 
'Waiting-for-AC marker remaining, then the TC guard timer shall be stopped. 
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6.5.3.9 SDL diagrams for process GPRS_SSF and procedures 
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Figure 6.17-1 : Process GPRS_SSF (sheet 1) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



2(23) 



/* Signals from the left are from the SGSN; 

signal to the right is to the GPRS_Dialogue_Handler. 71 
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Figure 6.17-2: Process GPRS_SSF (sheet 2) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



3(23) 



/* Signals to the left are to the SGSN; [\ 
signals to/from the right are to/from the 
GPRS_Dialogue_Handler. */ 
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Figure 6.17-3: Process GPRS_SSF (sheet 3) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



4(23) 



/* Signals from the right are from the 
GPRS_Dialogue_Handler. */ 
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Figure 6.17-4: Process GPRS_SSF (sheet 4) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



5(23) 



/* Signals to the left are to the SGSnA 
signals to/from the right are to/from the 
GPRS_Dialogue_Handler. */ 
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Figure 6.17-5: Process GPRS_SSF (sheet 5) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 

I 
Since ODB is checl^ed in i 
a PIA the input can arrive ' ' 
only because another PDPid 
or session is at DP. 
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signals to the right are to the GPRS_Dialogue_Handler. 
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Figure 6.17-6: Process GPRS_SSF (sheet 6) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



7(23) 



/* Signals to/from the left are to/from the SGSN; 
signals to the right are to the GPRS_Dialogue_Handler. 
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Figure 6.17-7: Process GPRS_SSF (sheet 7) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 
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Figure 6.17-8: Process GPRS_SSF (sheet 8) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



9(23) 



/* Signal from the left is from the SGSNL 
or internal GPRS SSF.V 



WaitingJor_ 
, Instructions 



,lnt_QoS_Change 
(PDP Id) 



No 




Any outstanding report 
for this PDP Context? 



Yes 



Waiting for Apply 
- eh^rging GPflS^ 

(PDP^icty? 

Yes 



No 



QoS (PDP Id) 
Ifending := True 



Ha|idle_ACR_GF^BS 
(PDP Id) 



Set Tssf to last 

used interval 

and re start Ts sf 



WaitingJor_ 
Instructions 



gprsSSF shall check whether it is 
'expecting an Apply Charging GPRS 
for this PDP Context 



Figure 6.17-9: Process GPRS_SSF (sheet 9) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



10(23) 



/* Notes: [\ 

- The period timers are received from an entity internal 
to the gprsSSF when the threshold has been reached 

- The volume counters are received from an entity 

internal to the gprsSSF when the threshold has been 
reached. 
7 



>Tsp 



' Internal 



j WaitingJor_ 
\ Instructions 



>Tcp 
(PDP Id) 



,Vc 
(PDPId) 



Hartdle_ACR_GF?FiS 
(Session) 



Hahdle_ACR_GF?pS 
(PDP Id) 



Hartdle_ACR_GF?RS 
(PDP Id) 



Set Tssf to last 

used interval 

and re start Ts sf 



WaitingJor_ 
Instructions 



Figure 6.17-10: Process GPRS_SSF (sheet 10) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



1 1 (23) 



/* Signal to the right is to the GPRS_Dialogue_Handler. 
Signals to the left are to the SGSN. */ 



Waiting_for_ j 
, Instructions ' 



>Tssf 



' Internal 



TC Abort 



Int Error 



Decrement 
Instruction cour 



nier 




structiori^.^ 

nter =,Q? No 




Continue 



Release 



lnt_Release_ 
Session 



(^ 



(:;omplete_FCI 

F^ecord_GPR$ 

lession +PD P 



U) 



Terminate 
(3PRS Dialogue 



Idle 



Figure 6.17-11 : Process GPRS_SSF (sheet 11) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



Waiting_for_ j 
Instructions ,' 



^TC guard 
timer 



WaitingJor_ 
Instructions 



' Internal 



12(23) 



Figure 6.17-12: Process GPRS_SSF (sheet 12) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



13(23) 



/* Signals to/from the right are to/from the 
GPRS_Dialogue_Handler. 7 



CAP_Appl;^ 
ChargingjQPRS 



Handle_AC 
GPRS 

(flession/EDPJtII) 



TC End 



Monitoring 



Any EDPs armed or 
reports outstanding? 



Monitoring 



CAP_Cancer_ 
GPRS \ 



Disarm all 
EDPs 
(Session /P DP 



Id) 



Cancel all 
reports 
(Session /P DP 



Id) 



3omplete_FCI 

jecords_GPRS 

Session/RDRIJ) 




No 



TC End 



Monitoring 



CAP_ 

FurnishCh^ng_ 
InformationGPRS 



(Se; 



Handle_FCL 
GPRS 
ssion/PDP la) 



TC End 



Monitoring 



(:;omplete_FCI 
F^ecord_GPRS 

(8ession±EDPB; 



TC End 



Terminate 
GPRS dialogue 



Idle 



CAP_ / 

SendChar^ng_ 

InformationGPRS 



Handle_SCI_ 
GPRS 

(Session /P DP Id) 



TC End 



^ 



Monitoring 



Figure 6.17-13: Process GPRS_SSF (sheet 13) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



Session 



lnt_Release_ 
Session 



SessionActive 
:= false 



Context Active 

(all POP'S) 

:=false 



Handle_ACR 
GPRS 
ssinn+PDP'k 



(Sei 



(:;omplete_FCI 
F^ecord_GPRS 

(Session +P DPi 



TC End 



Terminate 
GPRS dialogue 



Idle 



Monitoring 



14(23) 



/* Signals to the left are to the SGSN; K 
signals to/from the right are to/from the 
GPRS_Dialogue_Handler. 7 




Context 



Any EDPs armed or 
reports outstanding? 



lnt_Release_ 
Context 




Check TC 
guard timer 



ContextActive 

(PDPId) 
:= false 



Handle_ACR 
3PRS (PDPId) 



(:;omplete_FCI 

Fiecord_GPR$ 

(PDP Id) 



TC End 




Yes 



<::omplete_FCI.. 
Records_GPR5; 
(Session +P DPJ 



Monitoring 



Terminate 
GPRSdialogu^ 



Idle 



Figure 6.17-14: Process GPRS_SSF (sheet 14) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



Any EDPs armed or 
reports outstanding? 



IVIonitoring 



CAP_ 

RequestRdport_ 



Perform disarming 

of events 
(Session/PDP Id) 



Yes 




i:;omplete_FCI 
F^ecord_GPR$ 
(Session /P DP 



IH) 



TC End 




Yes 



Set monitor relatiorship 
for the session cpr 

Vd 




Yes 



15(23) 



/* Signals to/from the right are to/from the 
GPRS_Dialogue_Handler. 7 



Any armed EDP or 

outstanding report for 

the Session or this PDP Context 



Any armed EDP-R for the 
Session or this PDP Context? 



i:;omplete_FCI 
F^ecord_GPRS 

(Sessiori +PD Pi 



Monitoring 



Terminate 
GPRS dialogu^ 



Idle 



Figure 6.17-15: Process GPRS_SSF (sheet 15) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



Not 
existing 



Any EDPs armed or 
reports outstanding? 



16(23) 



Jnt_ODB 
(PDPid) 



Monitoring 



/* Signals to/from the left are ^ 
to/from the SGSN; 
signals to the right are to 
the GPRS_Dialogue_Handler. 7 




Type of relationship for 
this PDPid? 



Monitoring, 
Controlling 



Context Active 

(PDP Id) 
:= false 



Handle_ACR 
tiPRS (PDP Id) 



CAP_Entity_Released_ 
GPRS (PDP/ld) 



(:;omplete_FCI 
FHecord_GPRS 
(POP Id) I 



TC End 



)isarm all EDPs 
for this PDPid 




No 



Yes 



Monitoring 



SGSN sends this internal signal 
'when PDB context meets 
Operator Determined Barring (ODB) 
No actual SDL process of 3GPP TS outputs 
this signal, it is used for modelling purposes. 



i:;omplete_FCI 
F^ecord_GPRS 

( KRS.qinn+PnP'k 



Terminate 
GPRS dialogu4 



Idle 



Figure 6.17-16: Process GPRS_SSF (sheet 16) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



17(23) 



/* Signals to/from the left are to/from the SGSN; 
signals to the right are to the GPRS_Dialogue_Handler. 



/ 



Monitoring 



lnt_DP_Change_Of_Position_Session, 
lnt_DP_Change_Of_Position_Context, 
lnt_DP_PDP_Context_Establishment, 
lnt_DP_PDP_Context_Establishment_Acknowledgement 



perform Implicit 
Disarming 



Handle_PDP_ 

A(;knowledgem(!ht 

[ ( input signal ) ! 




lnt_Continije 
(Session/PDP Id) 



Monitoring 



Any EDPs armed or 
reports outstanding? 



EDP-N 



CAP_Event_Report_GPRS 
(DP, notify &^ontinue) 



EDP-R 



CAP_Event_Report_GPRS 
(DP, interruDted) 



lnt_Continue 
(Session/PDP Id) 



Set Tssf to last 

used interval 

and re start Ts s' 



TC End 



lnstruction_ 
counter := 1 




No 



' WaitingJor_ j 
': Instructions i 



Yes 



i:;omplete_FCI 
F^ecord_GPRS 

(Hessinn +PPPJ ' 



Terminate 
GPRS dialogue: 



Monitoring 



Idle 



Figure 6.17-17: Process GPRS_SSF (sheet 17) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



18(23) 



Monitoring 



perform implici 
disarming of 
DPS 



Checl< TC 
guard timer 




Any EDPs armed or 
reports outstanding? 



/* Signals to/from the left are to/from the SGSN; 
signals to the right are to the GPRS_Dialogue_Handler. 



/* Note: Change Of Position Complete is reported as a l^ 

lnt_DP_PDP_Context_Disconnection 

with the cause 'Change of Position'. */ 



Int DP PDP Context Disconnection 



No 



ContextActive 

(PDP Id) 
:= false 



Handle_ACR 
CiPRS (PDP Id 



Complete_FCI 
lf!ecord_GPRS 
(PDP Id) I 



lnt_Contin 
(PDP Id) 



ue 



CAP_Entity_Released_ 
GPRS (PDP/tcl) 



TC End 




No 



Yes 



Monitoring 



EDP-N 



EDP-R 



CAP_Event_Report_G PRS 
(DP, notify &^continue) 



ContextActive 

(PDP Id) 
:= false 



ContextActive 

(PDP Id) 
:= false 



Handle_ACR 
GPRS (PDP Id I 



Handle_ACR 
GPRS (PDP Id 



CAP_Event_Report_G P RS 
(DP, interrupted) 



i:;omplete_FCI 

F^ecord_GPR$ 

(PDP id) 



Set Tssf to last 

used interval 

and re start Ts s' 



lnt_Contin 
(PDP Id) 



ue 



ln!;truction_cour 
:=1 



nler 



WaitingJor_ 
, Instructions 



i:;omplete_FCI 
F^ecord_GPRS 

( Ressinn+PnP'k 



Terminate 
GPRS dialogue 



Idle 



Figure 6.17-18: Process GPRS_SSF (sheet 18) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



19(23) 



/* Signal from the left is from the SGSNL 
or internal GPRS SSF.V 



Monitoring 



,lnt_QoS_Change 
(PDP Id) 



No 




Any outstanding report 
for this PDP Context? 



Yes 



Waiting for Apply 
- eh^rging GPflS^ 

(PDP^icty? 

Yes 



No 



QoS (PDP Id) 
Ifending := True 



Ha|idle_ACR_GF^BS 
(PDP Id) 



Monitoring 



gprsSSF shall check whether it is 
I expecting an Apply Charging GPRS 
for this PDP Context 



Figure 6.17-19: Process GPRS_SSF (sheet 19) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



20(23) 



/* Notes: [\ 

- The period timers are received from an entity internal 
to the gprsSSF when the threshold has been reached 

- The volume counters are received from an entity 

internal to the gprsSSF when the threshold has been 
reached. 
7 



>Tsp 



' Internal 



Monitoring 



>Tcp 
(PDP Id) 



(PDP Id) 



Hartdle_ACR_GF?FiS 
(Session) 



Hahdle_ACR_GF?pS 
(PDP Id) 



Hartdle_ACR_GF?RS 
(PDP Id) 



Any EDPs armed or 
reports outstanding? 




Yes 



(:;omplete_FCI 
F^ecord_GPRS 

(Session +P DPJ 



Terminate 
GPRS dialogu^ 



Monitoring 



Idle 



J 



Figure 6.17-20: Process GPRS_SSF (sheet 20) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



21 (23) 



/* Signals to the right is to the GPRS_Dialogue_Handler *l\ 



Monitoring 



TC guard __J|nternal 
timer 



TC End 



( \ 

Monitoring 



Figure 6.17-21 : Process GPRS_SSF (sheet 21) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the i\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. 7 



22(23) 



/* Signals to/from the left are to/from the SGSN; ^ 

signals to the right are to the GPRS_Dialogue_Handler. 7 



Perform implicit 
disarming of 
DPS 




Waiting for Instructions, ^* '^°*^- '-"^ Change Of Position SessionComplete is [^ 
Monitoring ~ ' signaled with lnt_DP_Detach with the cause 
'Change of Position'. 7 



Int DP Detach 



No 



Stop Tssf 



SessionActive 
:= false 



ContextActive 

(all POP'S) 
:= false 



Handle_ACR 
GPRS 

iSsiori +P fOP't; 



(Se; 



lnt_Contii 
(Session) 



nue 



CAP^Entity\ 

Released_GF!S 

(Session) 



i:;omplete_FCI 
F^ecord_GPRS 

(SessioniPErf) 



TC End 



Terminate 
GPRS dialogue 



EDP-N 



EDP-R 



Stop Tssf 



SessionActive 
:= false 



CAP_Event>^eport_GPRS CoritextActiye 
(DP, notify &tontinue) (all^PDPs) 



SessionActive 
:= false 



Handle_ACR 
GPRS 

(8essiori +PD P'^ 



ContextActive 

(all POP'S) 
:= false 



CAP_Event_Report_GPRS 
(DP, interrupted) 



Handle_ACR 
GPRS 

(Session + PDP'^ 



Set Tssf to last 

used interval 

and re start T ssf 



IntContir 
(Session) 



i:;omplete_FCI 

F^ecord_GPRS 

(Sessiori + PDP't; 



nue 



Increment 
Instruction cour 



nier 



Waiting_for_ \ 
Instructions ) 



TC End 



Terminate 
f3PRS dialoguei 



Idle 



Figure 6.17-22: Process GPRS_SSF (sheet 22) 
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Process GPRS_SSF 

/* Process in the gprsSSF for the l\ 
handling of CAMEL interaction with 
a GPRS Session and PDP Context. */ 



23(23) 



/* Signals to the left are to the SGSN 7 




Set stored 
e-parameters 
as applicable 



Send_ 
e-paramet^rs 



Waiting forjnstructions, 
Monitoring 



' Internal 



No 



J No stored e-parameters 
exist after this setting 



,Tsw 
(PDPId) 




viy store 

^parametesf^ 

Yes 




This provokes the SGSN 
I to send e-parameters to 
the MS if the AoC is supported 
by the SGSN 



Conte>; 
-ActiveiPDPId)- 
=^e? 

Yes 

Set stored 
e-parameters 
as applicable 



No 



Send_ 
e-parameters 



^ 



Overwrite pending 
e-parameters by stored 
e-parameters. Discard 
stored e-parameters. 



Figure 6.17-23: Process GPRS_SSF (sheet 23) 
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Process GPRS_Dialogue_Handler 

/* Handling of GPRS dialogues */[\ 



> any signal 



inTC_BEGIN 
(Dialogue ID=j) 



Open TCAP 
dialogue 



same signal 



Opening 



From gprsSSF ' — / any signal 



1(3) 



/* Signals to/from the left are to/from the gprsSSF;| 
signals to/from the right are to/from the gsmSCF. */ 



/* Messages are sent from the gprsSSF via theK 
GPRS_Dialogue_Handler to the gsmSCF 
and vice versa. 7 



/* A new GPRS Dialogue is created when a [^ 
CAP_lnitialDP_GPRS is to be sent. 
It is deleted by 'Terminate GPRS dialogue'. 
The receipt of TC-End signal closes the TCAP 
dialogue. */ 



Idle 



-any signal < 



JinTC_BEGIN 
(Dialogue ID=j) 



any signal f 



Open TCAP 
dialogue 



same signal 



Active 



;inTC_CONTINUE 
(Dialogue ID=j) 



same signal 



Active 



Figure 6.18-1 : Process GPRS_Dialogue_Handler (sheet 1) 
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Process GPRS_Dialogue_Handler 

/* Handling of GPRS dialogues */[\ 



2(3) 



/* Signals to/from the left are to/from the gprsSSF; 
signals to/from the right are to/from the gsmSCF. */ 



Active, 
Opening 



>TC_Abort 
(Dialogue 



ID=j) 



,TC_End 

' (Dialogue p=j) 



TC_ABOF!J 
(Dialogue ID^j) 



any signal \ 



TC_ABORf\ 
(Dialogue ip4) 



Close TCAP 
dialogue 



Idle 



tc_begin/ 

(Dialogue ID^k) 




messatre s 
ffered? 

No 



TC_END \ 
(Dialogue ip4) 



Yes 



TC_Abort 
(Dialogue 



D=j) 



same Signal PAP-U-ABORT-RE/VSON 
^ -^overlapping-dialcgue 



J Refer to 
subclause 6.5.3.2 



Discard all 
buffered messagbs 



TC_ABORt\ 
(Dialogue ip/k) 



Close TCAP 
dialogue 



Idle 



JinTC_END 
(Dialogue ID=j) 



Figure 6.18-2: Process GPRS_Dialogue_Handler (sheet 2) 
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Process GPRS_Dialogue_Handler 

/* Handling of GPRS dialogues */[\ 



3(3) 



/* Signals to/from the left are to/from the gprsSSF;| 
signals to/from the right are to/from the gsmSCF. */ 



Active 



> any signal 



any signal < 



JinTC_CONTINUE 
(Dialogue ID=j) 



samesignal>-i"TC_CONTINUE / same sign 
^ / '{Dialogue ID=j) \ ^ 



9l 



Active 



Figure 6.18-3: Process GPRS_Dialogue_Handler (sheet 3) 
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Procedure Handle_AC_GPRS 

r N 

/* Procedure in the gprsSSF for handling of' 
ApplyChargingGPRS. */ 



No 




Start 
Tsw(Session) 



Stop delta 
measurement 
(DSP^ 1 



Tsp := 
Tsp - Dsp 



Start Tsp 



Tsp pending 
:= true 



Check TC 
guard timer 




No 



Yes 



1(3) 





Figure 6.19-1 : Procedure Handle_AC_GPRS (sheet 1) 
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Procedure Handle_AC_GPRS 

r N 

/* Procedure in the gprsSSF for handling of' 
ApplyChargingGPRS. */ 




Yes Vc(PDP1 
aendina?- 



No 




Start 
Tsw(PDP Id) 



No 




Stop delta 
measurement 



Vc{PDP Id) := 

Vc{PDPId)- 

nc(PnPld) 



Start 
Vc{PDP Id) 



Vc{PD PId) 

pending 
:= true 



Check TC 
guard timer 





Volume ^.Type^^, 
ireshok 



Time 



No 




Yes 



Start 
Tsw(PDP Id) 



No 



^PontextAdtive 
(POP^Id)=tr:u€? 

'■JYes 

Stop delta 
measurement 
l(ncp(P, n P I d )) 



rcp(PDP Id) : 
Tcp(PDP Id) 



Start 
Tcp(PDP Id) 



Tcp(PDP Id) 

pending 
:= true 



Check TC 
guard timer 




2(3) 




Figure 6.19-2: Procedure Handle_AC_GPRS (sheet 2) 
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Procedure Handle_AC_GPRS 

r N 

/* Procedure in the gprsSSF for handling of' 
ApplyChargingGPRS. */ 




Q0S(PD^1d)^ 

^^-Rending^-^ 

-<^ True 

False 



PDPl 
xpired^ 



Yes 



No 



Vc (PDP Id) 




True 



Q0S(PD>1d)^ 
^endina^^ 



lnt_QoS_Ch^nge 
(PDP Id) / ^ 



False 



No 



Tep^PDHd) 
?xpired^ 



-X- 



Yes 



Top (PDP Id)) 




' Internal 



3(3) 



Figure 6.19-3: Procedure Handle_AC_GPRS (sheet 3) 
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Procedure Handle_ACR_GPRS 

r N 

/* Procedure in the gprsSSF for handling o{\ 
ApplyCharging Report. */ 



No 




No 



Stop 
Tsw(Session) 



e^^rameters 
(Session! 

No sti 

Yes 



sion),--' 
,ed? 



Discard 
e-parameters 
(Session) 




Yes 



No 



1(2) 



/* Signals to the right are to the 
GPRS_Dialogue_Handler. V 




Stop Tsp 



Start delta 
measurement 
Dsp 



Tsp pending 
:= false 



No 



CAP_Apply\ 
ChargingRepbrt_ 
GPRS / 



^essionAdttv 
: true?/ 



Yes 



Start 



TO guard tinjier; 
'Ap(Tsp) expected' 




Figure 6.20-1 : Procedure Handle_ACR_GPRS (sheet 1) 
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Procedure Handle_ACR_GPRS 

r N 

/* Procedure in the gprsSSF for handling of' 
ApplyCharging Report. */ 



No 
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Stop 
Tsw{PDP Id) 
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^Vc{PDF 
^ pending - 
=me? Yes 
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Stop 
Vc{PDP Id) 



Start delta 
measurement 



Vc{PDP Id) 

pending 
:= false 



CAP_Apply\ 
ChargingRepbrt_ 
APRS / 



No 




Start TC guard timer; 
7^C(Vc(PDP Id)) 
expected ' : = t rue 
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No 
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/* Signals to the right are to the 
GPRS_Dialogue_Handler. */ 
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Figure 6.20-2: Procedure Handle_ACR_GPRS (sheet 2) 
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Procedure Handle_FCI_GPRS 

I N 

/*Procedure in the gprsSSF to handle \ 
FumishCharginglnformationGPRS*/ 
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Figure 6.21-1 : Procedure Handle_FCI_GPRS (sheet 1) 
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Procedure Complete_FCLRecord_GPRS 

/* Procedure in the gprsSSF to l\ 
write Furnisli Clnarging Information 
data to a PDP context for tlie specified 
PDP Id, or session. */ 



1(1) 



Non-completed Logical 
CAMEL record exists for 
this PDP context or session? 




CampleteCAMEiL 
logical GPRS 
record 




Figure 6.22-1 : Procedure Complete_FCI_Record_GPRS (sheet 1) 
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Procedure Handle_SCI_GPRS 

r N 

/* Procedure in the gprsSSF for handling of' 

SendCharginglnformationGPRS> 

Refer also to subclause 6.5.3.6. *./ 
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Figure 6.23-1 : Procedure Handle_SCI_GPRS (sheet 1) 
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Procedure Handle_SCI_GPRS 

r N 

/* Procedure in the gprsSSF for handling of' 

SendCharginglnformationGPRS> 

Refer also to subclause 6.5.3.6. *./ 



2(3) 
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Figure 6.23-2: Procedure Handle_SCI_GPRS (sheet 2) 
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Procedure Handle_SCI_GPRS 

r N 

/* Procedure in the gprsSSF for handling of' 

SendCharginglnformationGPRS> 

Refer also to subclause 6.5.3.6. *./ 
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Error 
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Figure 6.23-3: Procedure Handle_SCI_GPRS (sheet 3) 
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Procedure Handle_PDP_Acknowledgement 

/* Procedure in the gprsSSF for \ 
the handling of PDP Context 
Acl^nowledgement. */ 
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other 
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Figure 6.24-1 : Procedure Handle_PDP_Acknowledgement (sheet 1) 
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6.6 Description of information flows 

This subclause contains the detailed description of the information flows used by CAMEL for GPRS control. 

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Specific conditions (S) or Optional (O) in 
the "Status" column. 

An 'M' IE shall always be included. A 'C IE shall be included if the sending entity has the necessary information to 
populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column of the definition 
table. An 'O' IE may be included or omitted as required by the service logic. This categorization is a functional 
classification, i.e. it defines the requirements for the stage 2 information. It is not a stage 3 classification to be used for 
the ASN. 1 syntax of the protocol. 

Details of errors and exceptions to these rules are specified in 3GPP TS 29.002 [34] and TS 29.078 [36]. 

6.6.1 gprsSSF to gsmSCF Information Flows 

6.6.1.1 Activity Test GPRS ack 

6.6.1.1.1 Description 

This IF is the response to the Activity Test GPRS. 

6.6.1.1.2 Information Elements 

This IF contains no information elements. 

6.6.1 .2 Apply Charging Report GPRS 
6.6.1.2.1 Description 

This IF is used by the gprsSSF to report to the gsmSCF the information requested in the Apply Charging GPRS IF. In 
addition, this IF is used to notify the gsmSCF of changes in QoS. Note that there are several possible QoS profiles 
defined by the combinations of the different QoS attributes as defined in 3GPP TS 23.060 [15]. A PLMN may only 
support and charge on a limited subset of those QoS. It is recommended that changes in QoS are only reported in Apply 
Charging Report GPRS for those QoS profiles. 



6.6.1.2.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


This IE consists of a number assigned by the gprsSSF and a number 
assigned by the gsmSCF. It is used for TCAP dialogue segmentation. 
Refer to 3GPP TS 29.078 [36] for the usage of this element. 


Charging Result 


M 


This IE contains the charging information for the PDP provided by the 
gprsSSF. It is a choice between elapsed time and data volume. 


Quality Of Service 


C 


This IE is described in a table below. 


Active 


M 


This IE indicates if the GPRS session or PDP context is still established, or if 
it has been detached or deactivated. 


PDPID 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then the Apply Charging Report 
GPRS applies to the GPRS Session. If this IE is present in the 
IF, then the Apply Charging Report GPRS applies to the 
indicated PDP Context. 

Scenario 2: This IE is not used in the IF. 


Cliarging Roll Over 


C 


This IE indicates which parameter(s) of the Charging Result have overflowed. 
Refer to 3GPP TS 29.078 [36] for the usage of this element. 
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Quality of Service contains the following information element: 



Information element name 


Status 


Description 


Negotiated QoS 


C 


Tliis IE identifies tine QoS wliich was negotiated between tlie user, tlie SGSN 

and the GGSN, as a result of a 'IVIodify PDP Context' request. 

Tliis IE shall be included only if sending of the Apply Charging Report GPRS 

was triggered by a change in Quality of Service. 

This IE shall contain the negotiated QoS as on the time of sending the Apply 

Charging Report GPRS. 


Negotiated QoS Extension 


S 


This IE contains a supplement to the Negotiated QoS. It shall be present if the 
Negotiated QoS IE is present and one or more of the following was negotiated 
between the MS, the SGSN and the GGSN: 

- Source Statistics Descriptor; 

- Signalling Indication; 

Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Otherwise, it shall be absent. 



6.6.1.3 



Entity Released GPRS 



6.6.1.3.1 



Description 



This IF is used by the gprsSSF to inform the gsmSCF at any phase that a GPRS Session has been detached or a PDP 
Context has been disconnected without reporting any EDP. 



6.6.1.3.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


This IE consists of a number assigned by the gprsSSF and a number assigned 
by the gsmSCF. It is used for TCAP dialogue segmentation. 
Refer to 3GPP TS 29.078 [36] for the usage of this element. 


GPRS Cause 


M 


This IE contains the Cause value indicating the reason for the GPRS Session 
Detach event or the PDP Context Disconnection event. 


PDP ID 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then the Entity Released GPRS 
applies to the GPRS Session. If this IE is present in the IF, then the Entity 
Released GPRS applies to the indicated PDP Context. 
Scenario 2: This IE is not used in the IF. 



6.6.1.4 



Event Report GPRS 



6.6.1.4.1 



Description 



This IF is used to notify the gsmSCF of a GPRS event previously requested by the gsmSCF in a Request Report GPRS 
Event IF. 
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6.6.1.4.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 





Tliis IE consists of a number assigned by tine gprsSSF and a number assigned 
by tlie gsmSCF. It is used for TGAP dialogue segmentation. 
Refer to 3GPP TS 29.078 [36] for the usage of this element. 


GPRS Event Type 


M 


This IE specifies the type of event that is reported. 


Misc GPRS Info 


M 


This IE indicates the DP type (EDP-N or EDP-R). 


GPRS Event Specific 
Information 


M 


This IE is described in a table below. 

This IE contains information specific to the reported event. 


PDPID 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then the Event Report GPRS 
applies to the GPRS Session. If this IE is present in the IF, then the Event 
Report GPRS applies to the indicated PDP Context. 
Scenario 2: This IE is not used in the IF. 



If the GPRS Event Type contains DP Change of Position GPRS Session, then the GPRS Event Specific Information IE 
contains the following information elements: 



Information element name 


Status 


Description 


Location Information In SGSN 


M 


See subclause 7.6.1.2.2. 



If the GPRS Event Type contains DP Change of Position Context, then the GPRS Event Specific Information IE 
contains the following information elements: 



Information element name 


Status 


Description 


Access Point Name 


S 


This IE identifies the Access Point Name to which the MS is connected. 
It shall be present, if available, at inter-SGSN routing area update. 
It shall be absent at intra-SGSN routing area update. 


Charging ID 


S 


This IE contains the Charging ID received from the GGSN for the PDP 

context. 

It shall be present, if available, at inter-SGSN routing area update. 

It shall be absent at intra-SGSN routing area update. 


Location Information In SGSN 


M 


See subclause 7.6.1.2.2. 


End User Address 


S 


See subclause 6.6.1 .5.2. 

It shall be present, if available, at inter-SGSN routing area update. 

It shall be absent at intra-SGSN routing area update. 


Quality Of Service 


s 


This IE is described in a table below. 

It shall be present, if available, at inter-SGSN routing area update. 

It shall be absent at intra-SGSN routing area update. 


Time And Time Zone 


s 


This IE contains the time that the gprsSSF met the detection point, and the 

time zone the gprsSSF resides in. 

It shall be present, if available, at inter-SGSN routing area update. 

It shall be absent at intra-SGSN routing area update. 


GGSN Address 


s 


This IE contains the GGSN address for control plane to which the MS is 

connected, see 3GPP TS 23.003 [7]. 

The SGSN shall report the GGSN address in the same IP version as in the 

S-CDR. See 3GPP TS 32.251 [38]. 

It shall be present, if available, at inter-SGSN routing area update. 

It shall be absent at intra-SGSN routing area update. 



If the GPRS Event Type contains DP Detach or DP PDP context disconnection, then the GPRS Event Specific 
Information IE contains the following information elements: 



Information element name 


Status 


Description 


Initiating Entity 


M 


This IE identifies the entity that has initiated the disconnection or detachment. 


Routeing Area Update 


C 


This IE indicates that the Detach or Disconnection is due to inter-SGSN 
routeing area update. 
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If the GPRS Event Type contains DP PDP context establishment, then the GPRS Event Specific Information IE contains 
the following information elements: 



Information element name 


Status 


Description 


Access Point Name 


C 


This IE identifies the Access Point Name the MS has requested to connect to. 


End User Address 


C 


See subclause 6.6.1 .5.2. 


Quality Of Service 


M 


This IE is described in a table below. 


Location Information In SGSN 


M 


See subclause 7.6.1.2.2. 


Time And Time Zone 


M 


This IE contains the time that the gprsSSF met the detection point, and the 
time zone the gprsSSF resides in. 


PDP Initiation Type 


M 


This IE indicates whether a PDP context was established as a result of a 
network-initiated request or as a result of a subscriber request. 


Secondary PDP Context 


C 


This IE indicates that the PDP context activation was requested for a 
secondary PDP context. See 3GPP TS 23.060 [15]. 



If the GPRS Event Type contains DP PDP context establishment acknowledgement, then the GPRS Event Specific 
Information IE contains the following information elements: 



Information element name 


Status 


Description 


Access Point Name 


M 


This IE identifies the Access Point Name to which the MS is connected. 


Charging ID 


M 


This IE contains the Charging ID received from the GGSN for the PDP 
context. 


End User Address 


M 


See subclause 6.6.1 .5.2. 


Quality Of Service 


M 


This IE is described in a table below. 


Location Information In SGSN 


M 


See subclause 7.6.1.2.2. 


Time And Time Zone 


M 


This IE contains the time that the gprsSSF met the detection point, and the 
time zone the gprsSSF resides in. 


GGSN Address 


M 


This IE contains the GGSN address for control plane to which the MS is 
connected, see 3GPP TS 23.003 [7]. 

The SGSN shall report the GGSN address in the same IP version as in the 
S-CDR. See 3GPP TS 32.251 [38]. 



Quality of Service contains the following information elements: 



Information element name 


Status 


Description 


Requested QoS 


C 


This IE identifies the QoS requested by the subscriber for the PDP Context. It 
shall be included if the EventReportGPRS is sent at PDP Context 
Establishment, at PDP Context Establishment Acknowledgement and at 
Change of Position Context. 


Subscribed QoS 


C 


This IE identifies the subscribed QoS. It shall be included if the 
EventReportGPRS is sent at PDP Context Establishment, at PDP Context 
Establishment Acknowledgement and at Change of Position Context. 


Negotiated QoS 


c 


This IE identifies the QoS which was negotiated between the user, the SGSN 
and the GGSN. It shall be included if the EventReportGPRS is sent at PDP 
Context Establishment Acknowledgement and at Change of Position Context. 


Requested QoS Extension 


s 


This IE contains a supplement to the Requested QoS IE. It shall be present if 
the Requested QoS IE is present and the MS requested one or more of the 
following for the PDP context: 

- Source Statistics Descriptor; 

- Signalling Indication; 

Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Otherwise, it shall be absent. 


Subscribed QoS Extension 


s 


This IE contains a supplement to the Subscribed QoS IE. It shall be present if 
the Subsribed QoS IE is present and one or more of the following is part of the 
subscription profile in the HLR: 

- Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Otherwise, it shall be absent. 


Negotiated QoS Extension 


s 


This IE contains a supplement to the Negotiated QoS. It shall be present if the 
Negotiated QoS IE is present and one or more of the following was negotiated 
between the MS, the SGSN and the GGSN: 

- Source Statistics Descriptor; 

- Signalling Indication; 

Maximum bit rate for downlink (extended); 
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Information element name 


Status 


Description 






- Guaranteed bit rate for downlink (extended). 
Otiierwise, it shall be absent. 



6.6.1.5 



Initial DP GPRS 



6.6.1.5.1 



Description 



This IF is generated by the gprsSSF when a trigger is detected at a DP in the GPRS state models, to request instructions 
from the gsmSCF. 



6.6.1.5.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


M 


This IE consists of a number assigned by the gprsSSF. It is used for TCAP 

dialogue segmentation. 

Refer to 3GPP TS 29.078 [36] for the usage of this element. 


ServiceKey 


M 


This IE indicates to the gsmSCF the requested CAMEL Service. It is used to 
address the required application/SLP within the gsmSCF. 


GPRS Event Type 


M 


This IE indicates the armed GPRS DP event resulting in the Initial DP IF. 


MSISDN 


M 


This IE contains the basic MSISDN of the MS. 


IMS! 


M 


This IE identifies the mobile subscriber. 


Time and Time zone 


M 


This IE contains the time that the gprsSSF was triggered, and the time zone in 
which the gprsSSF resides. 


GPRS MS Glass 


C 


This IE contains the MS network and radio access capabilities. 


End User Address 


C 


This IE is described in a table below. 


Quality of Service 


C 


This IE is described in a table below. 


Access Point Name 


C 


This IE identifies the Access Point Name: 

- At DP Change Of Position Context contains the selected APN. 

- AT DP PDP Context Establishment contains the APN which the MS has 
requested. 

- AT DP PDP Context Establishment Acknowledgement contains the 
selected APN. 


Charging ID 


C 


This IE contains the Charging ID received from the GGSN for the PDP 
context. 


SGSN Capabilities 


C 


This IE specifies the capabilities of the SGSN to support the CAMEL 
interworking, e.g. support of Advice of Charge. 


Location Information in SGSN 


M 


This IE is described in subclause 7.6.1.2.2. 


PDP Initiation Type 


C 


This IE indicates whether a PDP context was established as a result of a 
network-initiated request or as a result of a subscriber request. 


GGSN Address 


C 


This IE contains the GGSN address for control plane to which the MS is 
connected, see 3GPP TS 23.003 [7]. 

The SGSN shall report the GGSN address in the same IP version as in the 
S-CDR. See 3GPP TS 32.251 [38]. 


Secondary PDP context 


c 


This IE indicates that the PDP context activation was requested for a 

secondary PDP context. See 3GPP TS 23.060 [15]. 

This IE is not sent if this IF is initiated at DP Change of Position Context. 


IMEI (with software version) 


c 


This IE contains the IMEISV (as defined in 3GPP TS 23.003 [7]) of the ME in 
use by the served subscriber. 



Quality of Service contains the following information elements: 



Information element name 


Status 


Description 


Requested QoS 


C 


This IE identifies the QoS requested by the subscriber for a new PDP Context. 
It shall be included if the InitialDPGPRS is sent at PDP Context Establishment, 
at PDP Context Establishment Acknowledgement and at Change of Position 
Context. 


Subscribed QoS 


C 


This IE identifies the subscribed QoS. It shall be included if the InitialDPGPRS 
is sent at PDP Context Establishment, at PDP Context Establishment 
Acknowledgement and at Change of Position Context. 


Negotiated QoS 


c 


This IE identifies the QoS which was negotiated between the user, the SGSN 
and the GGSN. It shall be included if the Initial DP GPRS is sent at PDP 
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Information element name 


Status 


Description 






Context Establisliment Acl<nowledgement and at Change of Position Context. 


Requested QoS Extension 


S 


Tliis IE contains a supplement to tlie Requested QoS IE. It shall be present if 
the Requested QoS IE is present and the MS requested one or more of the 
following for the PDP context: 

- Source Statistics Descriptor; 

- Signalling Indication; 

- Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Qtherwise, it shall be absent. 


Subscribed QoS Extension 


S 


This IE contains a supplement to the Subscribed QoS IE. It shall be present if 
the Subsribed QoS IE is present and one or more of the following is part of the 
subscription profile in the HLR: 

- Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Qtherwise, it shall be absent. 


Negotiated QoS Extension 


s 


This IE contains a supplement to the Negotiated QoS. It shall be present if the 
Negotiated QoS IE is present and one or more of the following was negotiated 
between the MS, the SGSN and the GGSN: 

- Source Statistics Descriptor; 

- Signalling Indication; 

- Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Qtherwise, it shall be absent. 



End User Address shall be populated as follows: 

- At DP Change Of Position Context in an Inter-SGSN Routeing Area Update: Initial DP GPRS and 
EventReportGPRS contain the selected value; 

- At DP PDP Context Establishment: Initial DP GPRS and Event Report GPRS contain the value which the MS 
has requested; 

- At DP PDP Context Establishment Acknowledgement: Initial DP GPRS and Event Report GPRS contain the 
selected value. Note that the PDP Address is not always available at this DP. 

For details see 3GPP TS 23.060 [15]. 

End User Address contains the following information elements: 



Information element name 


Status 


Description 


PDP Type Organization 


C 


This IE identifies the PDP Type Organisation (e.g. IETF). 


PDP Type Number 


C 


This IE identifies the PDP type, e.g. IPv4 or IPv6. 


PDP Address 


c 


This IE identifies the address of the subscriber for a new PDP Context. 



6.6.2 gsmSCF to gprsSSF Information Flows 



6.6.2.1 



Activity Test GPRS 



6.6.2.1.1 



Description 



This IF is used to check for the continued existence of a relationship between the gsmSCF and gprsSSF. If the 
relationship is still in existence, then the gprsSSF will respond. If no reply is received, then the gsmSCF will assume 
that the gprsSSF has failed in some way and will take the appropriate action. 



6.6.2.1.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


This IE consists of a number assigned by the gprsSSF and a number assigned 
by the gsmSCF. It is used for TCAP dialogue segmentation. 
Refer to 3GPP TS 29.078 [36] for the usage of this element. 
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6.6.2.2 Apply Charging GPRS 

6.6.2.2.1 Description 



This IF is used for interacting from the gsmSCF with the gprsSSF charging mechanisms to control the charging of a 
GPRS session or a PDP Context. 



6.6.2.2.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


This IE consists of a number assigned by the gprsSSF and a number assigned 
by the gsmSCF. It is used for TCAP dialogue segmentation. 
Refer to 3GPP TS 29.078 [36] for the usage of this element. 


Charging Characteristics 


M 


This IE specifies the charging related information to be provided by the 
gprsSSF and the conditions on which this information has to be provided back 
to the gsmSCF. It is a choice between granted volume and granted time for 
the data transfer. 

Time charging may be applied to GPRS Session or PDP Contexts; volume 
charging may be applied to PDP Context only. 


Tariff Switch Interval 





This information element specifies the time until the next tariff switch 
occurrence. 


PDP ID 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then the Apply Charging GPRS 
applies to the GPRS Session. If this IE is present in the IF, then the Apply 
Charging GPRS applies to the indicated PDP Context. 
Scenario 2: This IE is not used in the IF. 



6.6.2.3 



Apply Charging Report GPRS ack 



6.6.2.3.1 Description 

This IF is the response to the Apply Charging Report GPRS. 

6.6.2.3.2 Information Elements 

This IF contains no information elements. 



6.6.2.4 



Cancel GPRS 



6.6.2.4.1 Description 

This IF is used by the gsmSCF to request the gprsSSF to cancel all EDPs and reports. 



6.6.2.4.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


This IE consists of a number assigned by the gprsSSF and a number assigned 
by the gsmSCF. It is used for TCAP dialogue segmentation. 
Refer to 3GPP TS 29.078 [36] for the usage of this element. 


PDP ID 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then all pending reports of the 
GPRS Session and all pending reports of the PDP Contexts shall be cancelled 
and all armed events of the GPRS Session, all armed events of the PDP 
Contexts and all generically armed events shall be disarmed. If this IE is 
present in the IF, then all pending reports of the indicated PDP Context shall 
be cancelled and all armed events of the indicated PDP Context shall be 
disarmed. 
Scenario 2: This IE is not used in the IF. 
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6.6.2.5 



Connect GPRS 



6.6.2.5.1 



Description 



This IF is used by the gsmSCF to request the gprsSSF to modify the APN used when establishing a PDP Context. This 
IF shall not be used for a secondary PDP context or for a network initiated PDP context. 



6.6.2.5.2 



Information Elements 



Information element name 


Status 


Description 


Access Point Name 


M 


This IE contains the Access Point Name (APN) to be used when establishing 
the PDP Context. The gsmSCF should provide an APN which is allowed by 
the served subscriber's subscription. The APN provided by the gsmSCF is 
used for selecting the primary PDP context as specified in 3GPP 
TS 23.060 [15]. The gsmSCF provided APN may consist of Network Identity 
(Nl) only, or Network Identity and Operator Identity (01). The APN provided by 
the gsmSCF replaces entirely the APN requested by the MS. If the gsmSCF 
does not provide 01 in APN then the SGSN selects the 01 independent of MS. 


PDP Id 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : There shall always be this IE present in this IF. This IE indicates 
the PDP Context to which the Connect GPRS applies. 
Scenario 2: This IE is not used in the IF. 



6.6.2.6 



Continue GPRS 



6.6.2.6.1 



Description 



This information flow requests the gprsSSF to proceed with processing at the DP at which it previously suspended 
processing to await gsmSCF instructions. The gprsSSF completes DP processing, and continues processing (i.e. 
proceeds to the next point in the Attach/Detach State Model or PDP Context State Model) without substituting new data 
from the gsmSCF. 



6.6.2.6.2 



Information Elements 



Information element name 


Status 


Description 


PDP ID 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then the Continue GPRS 
applies to the GPRS Session. If this IE is present in the IF, then the Continue 
GPRS applies to the indicated PDP Context. 
Scenario 2: This IE is not used in the IF. 



6.6.2.7 



Entity Released GPRS ack 



6.6.2.7.1 Description 

This IF is the response to the Entity Released GPRS. 

6.6.2.7.2 Information Elements 

This IF contains no information elements. 



6.6.2.8 



Event Report GPRS ack 



6.6.2.8.1 Description 

This IF is the response to the Event Report GPRS. 
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6.6.2.8.2 Information Elements 

This IF contains no information elements. 



6.6.2.9 



Furnish Charging Information GPRS 



6.6.2.9.1 Description 

This IF is used to request the gprsSSF to include information in the CAMEL specific logical call record. 

The logical call record is created when FCI-GPRS is received and a logical call record for that state model does not 
exist. For modelling purposes the logical call record is buffered in the gprsSSF. The gprsSSF completes logical call 
records as defined in the SDLs. Once the logical call record is completed, then its free format data are moved to the 
corresponding CDR and the logical call record is deleted. 

In the SGSN there is a separate Logical call record for the attach/detach state model and for each PDP context. 

The CSE can send multiple concatenated FCIs per Logical Call Record for completion. The total maximum of free 
format data is 160 octets per Logical Call Record. The 160 octets may be sent in one or more FCI IF. If there is 
incomplete free format data and one or more new FCI IFs is/are received to overwrite the incomplete data, then the 
incomplete data are discarded and the gsmSCF can send another 160 octets per CDR. 



6.6.2.9.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


This IE consists of a number assigned by the gprsSSF and a number assigned 
by the gsmSCF. It is used for TCAP dialogue segmentation. 


FCI GPRS Billing Charging 
Characteristics 


M 


This IE is described in a table below. 



FCI GPRS Billing Charging Characteristics contains the following information: 



Information element name 


Status 


Description 


FCIBCCCAMEL Sequence 1 


M 


This IE is described in a table below. 



FCIBCCCAMEL Sequence 1 contains the following information: 



Information element name 


Status 


Description 


Free Format Data 


M 


This IE contains free format data to be inserted in the CAMEL logical call 
record. 


Append Free Format Data 





This IE indicates that the gprsSSF shall append the free format data to the 
Logical call record. In the SGSN there is a separate Logical call record for the 
attach/detach state model and for each PDP context. 

- If this IE is present indicating "Append", the gprsSSF shall append the free 
format data received in this IF to the free format data already present in the 
Logical call record for that GPRS session or PDP Context. 

- If this IE is absent or indicates "Overwrite", then the gprsSSF shall 
overwrite all free format data already present in the Logical call record for that 
GPRS session or PDP Context, by the free format data received in this IF. 

If no Logical call record exists yet for that GPRS session or PDP Context, then 
the gprsSSF shall ignore this IE. 


PDP Id 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then the Furnish Charging 

Information GPRS applies to the GPRS Session. If this IE is present in the IF, 

then the Furnish Charging Information GPRS applies to the indicated PDP 

Context. 

Scenario 2: This IE is not used in the IF. 
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6.6.2.10 



Release GPRS 



6.6.2.10.1 Description 

This IF is used by the gsmSCF to tear down an existing GPRS session or PDP Context at any time. 



6.6.2.10.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 





This IE consists of a number assigned by tlie gprsSSF and a number assigned 
by tlie gsmSCF. It is used for TGAP dialogue segmentation. 


GPRS Cause 


M 


This IE contains the Cause value indicating the reason for releasing the GPRS 
session or PDP context. 


PDP ID 





This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then the Release GPRS applies 
to the GPRS Session, in which case the GPRS Session and all PDP Contexts 
shall be released. If this IE is present in the IF, then the Release GPRS 
applies to the indicated PDP Context, in which case the indicated PDP 
Context shall be released. 
Scenario 2: This IE is not used in the IF. 



6.6.2.1 1 Request Report GPRS Event 



6.6.2.11.1 



Description 



This IF is used to request the gprsSSF to monitor for an event and send a notification back to the gsmSCF when the 
event is detected (see Event Report GPRS IF). 



6.6.2.11.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


This IE consists of a number assigned by the gprsSSF and a number assigned 
by the gsmSCF. It is used for TCAP dialogue segmentation. 


GPRS Event 


M 


This IE specifies the event or events of which a report is requested. 


PDP ID 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IF is used to arm an event related to the GPRS Session, 
then this IF shall not include this IE. If this IF is used to arm an event related to 
a specific PDP Context, then this IF shall include this IE for that PDP Context. 
If this IF is used to genetically arm a PDP Context related event, then this IF 
shall not include this IE. 
Scenario 2: This IE is not used in the IF. 



GPRS Event contains the following information elements: 



Information element name 


Status 


Description 


GPRS Event type 


M 


This IE specifies the type of event of which a report is requested. 


Monitor Mode 


M 


This IE indicates how the event shall be reported. 



6.6.2.12 



Reset Timer GPRS 



6.6.2.12.1 Description 

This IF is used to refresh the gprsSSF timer. 
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6.6.2.12.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


Tliis IE consists of a number assigned by tine gprsSSF and a number assigned 
by tlie gsmSCF. It is used for TCAP dialogue segmentation. 


Timer ID 


M 


This IE specifies the default value for the Tssf timer. 


Timer Value 


M 


This IE specifies the value to which the timer Tssf shall be set. 



6.6.2.13 Send Charging Information GPRS 



6.6.2.13.1 



Description 



This IF is used to send e-parameters from the gsmSCF to the gprsSSF. If charge advice information is received from the 
gsmSCF, it shall replace the charge advice information which would be generated by the SGSN and inhibit any further 
generation of CAI by the SGSN. Further processing of the charge advice information by the SGSN shall be in 
accordance with the Advice of Charge supplementary service. 

If the SGSN supports Advice of Charge, then the gsmSCF may use this IF to send e-parameters to the gprsSSF. 
However, if the subscriber is not provisioned with the Advice of Charge supplementary service, then no e-parameters 
shall be sent to the MS and no error due to this fact shall be sent back to the gsmSCF. 

If the SGSN does not support Advice of Charge, then the gsmSCF shall not send e-parameters to the gprsSSF. 

The SGSN's support of Advice of Charge is indicated in the Initial DP GPRS IF. 

NOTE: If charge advice information is received from the gsmSCF after charge information has been generated by 
the SGSN and sent to the MS, the behaviour of the service may be unpredictable or incorrect; the service 
designer should therefore ensure that the first set of charge advice information is sent to the gprsSSF 
before charge information is sent to the to the MS. 



6.6.2.13.2 



Information Elements 



Information element name 


Status 


Description 


Gprs Reference Number 


C 


This IE consists of a number assigned by the gprsSSF and a number assigned 
by the gsmSCF. It is used for TCAP dialogue segmentation. 


SCI GPRS Billing 
ChargingCharacteristics 


M 


This IE defines the Advice Of Charge related information to be provided to the 
Mobile Station, if supported by the SGSN. 



GPRS SCI Billing Charging Characteristics contains the following information elements: 



Information element name 


Status 


Description 


AOC GPRS 


M 


This IE is present after an Activate PDP Context Accept or Attach Accept has 
been received from the SGSN. This IE defines the Advice Of Charge related 
information to be provided to the Mobile Station, if supported by the SGSN. 


PDPId 


C 


This IE identifies the PDP Context to which the IF applies. 

Scenario 1 : If this IE is not present in the IF, then the Send Charging 

Information GPRS applies to the GPRS Session. If this IE is present in the IF, 

then the Send Charging Information GPRS applies to the indicated PDP 

Context. 

Scenario 2: This IE is not used in the IF. 



AOC GPRS contains the following information elements: 



Information element name 


Status 


Description 


AOC Initial 


M 


This IE contains CAI elements as defined in 3GPP TS 22.024 [3]. 


AOC Subsequent 





This IE is described in a table below. 
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AOC Subsequent contains the following information elements: 



Information element name 


Status 


Description 


CAI Elements 


M 


This IE contains CAI elements as defined in 3GPP TS 22.024 [3]. 


Tariff Switch Interval 





This IE indicates the tariff switch time until the next tariff switch applies. 



6.6.3 HLR to SGSN Information Flows 



6.6.3.1 



Delete Subscriber Data 



6.6.3.1.1 Description 

This IF is used by the HLR to delete CAMEL subscription data from an SGSN. It is specified in 3GPP TS 29.002 [34]. 

6.6.3.1.2 Information Elements 

The Delete Subscriber Data IF contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


CAMEL Subscription Info 
Withdraw 





This IE identifies that all CSIs shall be deleted from the subscriber data in 
SGSN. 


Specific CSI Withdraw 





This IE is used to indicate that only GPRS-CSI shall be deleted from the 
SGSN. This IE should not be present when CAMEL Subscription Info 
Withdraw is present. 



6.6.3.2 



Insert Subscriber Data 



6.6.3.2.1 Description 

This IF is specified in 3GPP TS 29.002 [34] and used by the HLR to insert subscriber data in the SGSN. 

6.6.3.2.2 Information Elements 

Insert Subscriber Data contains the following CAMEL specific information element: 



Information element name 


Status 


Description 


GPRS-CSI 





This IE identifies the subscriber as having CAMEL GPRS services. 



GPRS-CSI contains the following information elements: 



Information element name 


Status 


Description 


GsmSCF Address 


M 


See subclause 6.3. 1.1. 


Service Key 


M 


See subclause 6.3.1.2. 


Default Session Handling 


M 


See subclause 6.3.1.3. 


TDP List 


M 


See subclause 6.3.1.4. 


CAMEL Capability Handling 


M 


See subclause 6.3.1.5. 



6.6.4 SGSN to HLR Information Flows 



6.6.4.1 Insert Subscriber Data ack 



6.6.4.1.1 Description 

This IF is used by the SGSN to indicate to the HLR the result of the Insert Subscriber Data IF. It is specified in 3GPP 
TS 29.002 [34]. 
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6.6.4.1.2 Information Elements 

Insert Subscriber Data ack contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


Supported CAMEL Phases 


S 


This IE identifies which CAIVIEL phases are supported by the SGSN. It shall be 
present when a CSI has been included in the Insert Subscriber Data IF. 


Offered CAMEL4 CSIs 


S 


This IE indicates the CAMEL phase 4 CSIs offered in the SGSN. It shall be 
present if a CSI has been included in the Insert Subscriber Data IF. 



Offered CAMEL4 CSIs contains the following information elements: 



Information element name 


Status 


Description 


MT-SMS-CSI 


S 


This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI. It shall be present 
if a CSI has been included in the Insert Subscriber Data IF. 


MG-CSI 


S 


This IE indicates the offer of CAMEL phase 4 MG-CSI. It shall be present if a 
CSI has been included in the Insert Subscriber Data IF. 


PSI Enhancements 


s 


This IE indicates the offer of CAMEL phase 4 Enhancements of Provide 
Subscriber Information. 



6.6.4.2 Update GPRS Location 

6.6.4.2.1 Description 



This IF is used by the SGSN to indicate to the HLR the CAMEL phases supported by the SGSN. It is specified in 3GPP 
TS 29.002 [34]. 

6.6.4.2.2 Information Elements 

Update GPRS location contains the following CAMEL specific information element: 



Information element name 


Status 


Description 


Supported CAMEL Phases 


S 


This IE identifies which CAMEL phases are supported by the SGSN. The 
SGSN may indicate support of CAMEL phase 3 or higher. It shall be present 
when the SGSN supports CAMEL. 


Offered CAMEL4 CSIs 




This IE indicates the CAMEL phase 4 CSIs offered in the SGSN. It shall be 
present if the "Supported CAMEL Phases" IE indicates support of CAMEL 
phase 4. 



Offered CAMEL4 CSIs contains the following information elements: 



Information element name 


Status 


Description 


MT-SMS-CSI 


S 


This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI. 


MG-CSI 


S 


This IE indicates the offer of CAMEL phase 4 MG-CSI. 


PSI Enhancements 


s 


This IE indicates the offer of CAMEL phase 4 Enhancements of Provide 
Subscriber Information. 



Short Message Services 



7.1 



Architecture 



7.1 .1 Functional Entities used for CAMEL 

This subclause describes the functional architecture needed to support Mobile Originating Short Message Service (MO 
SMS) and Mobile Terminating Short Message Service (MT SMS) interworking for CAMEL. Figures 7.1-1 and 7.1-2 
show the functional entities involved in MO SMS or MT SMS requiring CAMEL support. Further details of the 
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architecture needed to support Mobile Originating Short Message Service (MO SMS) and Mobile Terminating Short 
Message Service (MT SMS) are given in 3GPP TS 23.040 [14]. 

Home Network 




Home/Visited Network 



Figure 7.1-1 : Functional architecture for support of CAIUIEL control of lUISC switched MO and lUIT SMS 



Home Network 




HomeA/isited Network 



Figure 7.1-2: Functional architecture for support of CAMEL control of SGSN switched MO and MT 

SMS 

HLR: The HLR stores MO-SMS-CSI and/or MT-SMS-CSI. MO-SMS-CSI contains subscription information for 
subscribers that require CAMEL support of MO SMS. MT-SMS-CSI contains subscription information for subscribers 
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that require CAMEL support of MT SMS. One or both of MO-SMS-CSI and MT-SMS-CSI are transferred to the VLR 
or to the SGSN on Location Update and Restore Data or when MO-SMS-CSI or MT-SMS-CSI has changed. 

VLR: The VLR receives the MO-SMS-CSI and MT-SMS-CSI for the subscriber from the HLR. MO-SMS-CSI and 
MT-SMS-CSI are used by the MSC to determine whether a Service Logic shall be invoked for an MO SMS submission 
or MT SMS deUvery. 

MSC: The MSC receives MO-SMS-CSI and MT-SMS-CSI from the VLR and uses this to determine whether a Service 
Logic shall be invoked for an MO SMS submission or MT SMS delivery. 

SGSN: The SGSN receives the MO-SMS-CSI and MT-SMS-CSI for the subscriber from the HLR. The SGSN uses the 
MO-SMS-CSI and MT-SMS-CSI to determine whether a Service Logic shall be invoked for an MO SMS submission or 
MT SMS delivery. 

gprsSSF: see subclause 3.1. 

gsmSSF: see subclause 3.1. 

gsmSCF: see subclause 3.1. 

SMSC: The Short Message Service Centre accepts messages submitted by an MS or other MO short message entity, 
stores them and delivers them to the destination MS or other MT short message entity. 

SMS-GMSC: The Short Message Service Gateway MSC receives short messages from the SMSC, interrogates the 
HLR for routeing information to deliver each short message and forwards each short message to the serving node (MSC 
or SGSN) for delivery to the destination MS. The SMS-GMSC may be physically integrated with the SMSC or with the 
MSC for the destination subscriber. 

SMS-IWMSC: The Short Message Service InterWorking MSC terminates the MAP signalling from the MSC or the 
SGSN for MO short message submission, and transfers the short message to the SMSC, The SMS-IWMSC may be 
physically integrated with the SMSC or with the MSC for the originating subscriber. 

7.1 .2 Interfaces defined for CAMEL 

7.1.2.1 HLR - VLR interface 

This interface is used to send CAMEL related subscriber data (MO-SMS-CSI and MT-SMS-CSI) to a visited 
MSC/VLR or to remove CAMEL related subscriber data from a visited MSC/VLR. 

7.1 .2.2 HLR - SGSN interface 

This interface is used to send CAMEL related subscriber data (MO-SMS-CSI and MT-SMS-CSI) to a visited SGSN or 
to remove CAMEL related subscriber data from a visited SGSN. 

7.1 .2.3 gsmSSF - gsmSCF interface 

This interface is used by the gsmSCF to control the handling of MO SMS and MT SMS in the MSC. A relationship on 
this interface is opened as a result of the gsmSSF sending a request for instructions to the gsmSCF. 

7.1 .2.4 gprsSSF - gsmSCF interface 

This interface is used by the gsmSCF to control the handling of MO SMS and MT SMS in the SGSN. A relationship on 
this interface is opened as a result of the gprsSSF sending a request for instructions to the gsmSCF. 

7.1 .2.5 MSC - gsmSSF interface 

This is an internal interface. The interface is described in the present document to make it easier to understand the 
handling of DPs (arming/disarming of DPs, DP processing etc.). 
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7.1 .2.6 SGSN - gprsSSF interface 

This is an internal interface. The interface is described in the present document to make it easier to understand the 
handling of DPs (arming/disarming of DPs, DP processing etc.). 

7.1.2.7 MSC - VLR interface 

This is an internal interface. The interface is described in the present document to make it easier to understand the 
internal information flow within the MSC/VLR. 

7.1 .2.8 MSC - SMSC interface 

This interface is used by the MSC to submit a SM to the SMSC and to deliver a SM to the MSC. 

7.1 .2.9 SGSN - SMSC interface 

This interface is used by the SGSN to submit a SM to the SMSC and to deliver a SM to the SGSN. 

7.2 Detection Points (DPs) 

For the general handling of the DPs, see subclause 4.2. 

7.2.1 Criteria at DP SIVIS Delivery Request 

The HLR may store a criterion that indicates when triggering shall take place. The criterion for 
DP SMS_Delivery_Request consists of a list of TPDU types. Refer to 3GPP TS 23.040 [14] for the available TPDU 
types. When the TPDU type of the Short Message is present in the list of TPDU types, then triggering shall take place. 
Otherwise, triggering shall not take place. 

If no criterion is defined for a subscriber, then triggering shall take place regardless of the TPDU type of the Short 

Message. 

7.3 Description of CAIVIEL Subscriber Data 

Note: CAMEL Phase 3 specifies SMS-CSI for MO SMS CAMEL Services. CAMEL Phase 4 specifies 
MO-SMS-CSI for MO SMS CAMEL Services and MT-SMS-CSI for MT SMS CAMEL Services. 
SMS-CSI and MO-SMS-CSI are, however, syntactically and functionally identical. 

7.3.1 IVIobile Originating Short IVIessage Service CAIVIEL Subscription 
Information (MO-SMS-CSI) 

This subclause defines the contents of the Short Message Service CAMEL Subscription Information. 

7.3.1.1 gsmSCF address 

Address to be used to access the gsmSCF for a particular subscriber. The address shall be an E.164 number to be used 
for routeing. 

7.3.1.2 Service Key 

The Service Key identifies to the gsmSCF the service logic. 

7.3.1 .3 Default SMS Handling 

The Default SMS Handling indicates whether the Short Message submission shall be released or continued as requested 
in the case of error in the dialogue between gsmSCF and gsmSSF or gprsSSF. 
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7.3.1.4 TDPList 

The TDP List indicates on which detection point triggering shall take place. For MO-SMS-CSI only 
DP SMS_Collected_Info is used. 

7.3.1 .5 CAMEL Capability Handling 

CAMEL Capability Handling indicates the phase of CAMEL which is asked by the gsmSCF for the service. This 
parameter shall be set to CAMEL Phase 3 

7.3.1.6 CSI state 

The CSI state indicates whether the MO-SMS-CSI is active or not. 

7.3.1.7 Notification flag 

The notification flag indicates whether the change of the MO-SMS-CSI shall trigger Notification on Change of 
Subscriber Data or not. 

7.3.2 Mobile Terminating Short Message Service CAMEL Subscription 
Information (MT-SMS-CSI) 

This subclause defines the contents of the Mobile Terminating Short Message Service CAMEL Subscription 
Information. 

7.3.2.1 gsmSCF address 

Address to be used to access the gsmSCF for a particular subscriber. The address shall be an E.164 number to be used 
for routeing. 

7.3.2.2 Service Key 

The Service Key identifies to the gsmSCF the service logic. 

7.3.2.3 Default SMS Handling 

The Default SMS Handling indicates whether the Short Message delivery shall be released or continued as requested in 
the case of error in the dialogue between gsmSCF and gsmSSF or gprsSSF. 

7.3.2.4 TDP List 

The TDP List indicates on which detection point triggering shall take place. For MT-SMS-CSI only 
DP SMS_Delivery_Request is used. 

7.3.2.5 DP criteria 

The DP criteria indicate whether the SMS_SSF shall request the gsmSCF for instructions. 

7.3.2.6 CAMEL Capability Handling 

CAMEL Capability Handling indicates the phase of CAMEL which is asked by the gsmSCF for the service. This 
parameter shall be set to CAMEL Phase 4. 

7.3.2.7 CSI state 

The CSI state indicates whether the MT-SMS-CSI is active or not. 
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7.3.2.8 Notification flag 

The notification flag indicates whether the change of the MT-SMS-CSI shall trigger Notification on Change of 
Subscriber Data or not. 

7.3.3 gsmSCF address list for CSI 

The gsmSCF address list indicates a list of gsmSCF addresses to which Notification on Change of Subscriber Data is to 
be sent. This list is common to all CSI's. 

7.4 Description of SIVIS State IVIodels 

7.4.1 General Handling 

See subclause 4.4. 1 . 

The State Model for MO SMS handling contains Points in Association (PIA's) instead of Points in Call (PIC's). 

7.4.2 Mobile Originating SIVIS State Models 
7.4.2.1 Description of MO SMS state model 

The MO SMS state model is used to describe the actions in an MSC and in a SGSN during Mobile Originating SMS. 



SMS Null & Start & 
Authorize 



SMS_Exception 



DP SMS_Collected_lnfo 



SMS Analyse & 
Routing 



T 



DP 0_SMS_Submitted 



DP 0_SMS_Failure 



0_SMS_Exception 



Figure 7.2: MO SMS State Model 
Table 7.1 : Description of MO SMS DPs in the MSC and SGSN 



CAMEL Detection Point 


DP Type 


Description 


DP SMS_Collected_lnfo 


TDP-R 


Indication tliat tine IVIO-SMS-CSI is analysed and a mobile originated 
short message is received. 


DP 0_SMS_Failure 


EDP-N, EDP-R 


Indication that the SM submission to the Short Message Service 
Centre failed 


DP 0_SMS_Submitted 


EDP-N, EDP-R 


Indication that the SM has been successfully submitted to the Short 
Message Service Centre. 
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7.4.2.1 .1 Description of the MO SMS state model (PI As) 

This subclause describes the state model for originating SMS transfer. For each PIA a description can be found of the 
entry events, actions and exit events. 

7.4.2.1 .1 .1 SMS Null & Start & Authorize 
Entry events: 

- Previous MO SMS transfer to the SMSC completed (DP 0_SMS_Submitted). 
Exception event is reported. 

Actions: 

Interface is idled. 
Authentication. 

- Ciphering. 

- MO SMS subscription check. 

RP-MO-DATA message containing the User Data and the SMSC address is received from MS. 
The supplementary service "barring of all outgoing calls" is checked and invoked if necessary. 
The ODB category "barring of all outgoing calls" is checked and ODB is invoked if necessary. 
Exit events: 

- MO-SMS-CSI is analysed. 

An exception condition is encountered. 

7.4.2.1.1.2 SMS Analyse & Routing 
Entry events: 

- MO-SMS-CSI is analysed (DP SMS_Collected_Info). 
Actions: 

- Information being analysed and/or translated to determine routeing address of the SMSC. 

Outgoing barring services and ODB categories not already applied are checked and invoked if necessary. If any 
of the barring services or ODB categories prevents the submission of the MO-SMS, then the MSC or SGSN 
shall generate the "0_SMS_Failure" event. The cause code to be used in that case shall be "sM-Deli very Failure". 

The short message is sent to the SMSC. 

Exit events: 

- Acknowledge from the SMSC is received. (DP 0_SMS_submitted). 
A positive acknowledgement is sent to the MS. 

An exception condition is encountered - this leads to the SMS_Exception PIA. 
A negative acknowledgement is sent to the MS. 

- Attempt to select the route for the SMS fails (DP 0_SMS_Failure). 
A negative acknowledgement is sent to the MS. 

Negative acknowledgement from the SMSC is received (DP 0_SMS_Failure). 
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A negative acknowledgement is sent to the MS. 



7.4.2.1.1.3 
Entry events: 



SMS_Exception 



An exception condition is encountered. In addition to specific examples listed above, exception events include 
any type of failure, which means that the normal exit events for a PIA cannot be met. 

Actions: 

Default handling of the exception condition is applied. This includes general actions necessary to ensure that no 
resources remain inappropriately allocated such as: 

If a relationship exists between the gsmSCF and gsmSSF or gprsSSF send an error information flow closing 
the relationship and indicating that any outstanding Short Message handling instructions will not run to 
completion. 

The MSC/gsmSSF or SGSN/gprsSSF shall make use of vendor-specific procedures to ensure release of 
internal resources. 

Exit events: 

Default handling of the exception condition by MSC/gsmSSF or SGSN/gprsSSF completed. 

7.4.3 Mobile Terminating SMS State Model 
7.4.3.1 Description of MT SMS state model 

The MT SMS state model is used to describe the actions in an MSC and in a SGSN during Mobile Terminating SMS. 



SMS Null & Start & 




SMS Exception 


Authorize 










1 


' 


i 


1 



DP SMS_Delivery_Requeft—'- 




DP T SMS Failure 



T_SMS_Exception 



Figure 7.3: MT SMS State Model 
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Table 7.2: Description of IVIT SMS DPs in the IVISC and SGSN 



CAMEL Detection Point 


DP Type 


Description 


DP SMS_Delivery_Request 


TDP-R 


Indication that the MT-SMS-CSI is analysed and a mobile 
terminating short message or status report is received. 


DPT SMS Failure 


EDP-N, EDP-R 


Indication that the SM delivery to the Mobile Station has failed 


DP T_SMS_Delivered 


EDP-N, EDP-R 


Indication that the SM has been successfully delivered to the Mobile 
Station. 



7.4.3.1 .1 Description of the MT SMS state model (PIAs) 

This subclause describes the state model for terminating SMS transfer. For each PIA a description can be found of the 
entry events, actions and exit events. 

7.4.3.1 .1 .1 SMS Null & Start & Authorize 
Entry events: 

- MAP-MT-FORWARD-SHORT-MESSAGE message is received from SMS-GMSC. 

- Previous MT SMS transfer to the MS completed (DP T_SMS_Delivered). 
Exception event is reported. 

Actions: 

Interface is idled. 

- MT SMS subscription check. 

- MT-SMS-CSI is received from the VLR (in the MSC only). 
Exit events: 

- MT-SMS-CSI is analysed. 

An exception condition is encountered. 

7.4.3.1.1.2 SMS Delivery 
Entry events: 

- MT-SMS-CSI is analysed. (DP SMS_Dehvery_Request). 
Actions: 

- Subscriber paging is performed, if required. 
The short message is delivered to the MS. 

Exit events: 

Acknowledge from the MS is received. (DP T_SMS_Delivered). 

A positive acknowledgement is sent to the SMSC. 

An exception condition is encountered - this leads to the SMS_Exception PIA. 

A negative acknowledgement is sent to the SMSC. 

Negative acknowledgement from the MS is received (DP T_SMS_Failure). 

A negative acknowledgement is sent to the SMSC. 
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7.4.3.1.1.3 SMS_Exception 

Entry events: 

An exception condition is encountered. In addition to specific examples listed above, exception events include 
any type of failure, which means that the normal exit events for a PIA cannot be met. 

Actions: 

Default handling of the exception condition is applied. This includes general actions necessary to ensure that no 
resources remain inappropriately allocated such as: 

If a relationship exists between the gsmSCF and gsmSSF or gprsSSF send an error information flow closing 
the relationship and indicating that any outstanding Short Message handling instructions will not run to 
completion. 

The MSC/gsmSSF or SGSN/gprsSSF shall make use of vendor-specific procedures to ensure release of 
internal resources. 

Exit events: 

Default handling of the exception condition by MSC/gsmSSF or SGSN/gprsSSF completed. 
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7.5 



Procedures for CAMEL SMS 



7.5.1 Functional architecture for CAMEL MO SMS services 



gsmSCF 



HLR 



CAP interface 



MAP.Jnterface 



gsmSSF or 
gprsSSF 







Internal interface / 












0_SM_MSC/VLR 

or 

SGSN 


SMS-IWMSC 


SMSC 


Mobile 
Station 


SM-CP 


MAP 

interface 


SMRSE 
interface 









Short Message Relay Layer (SM-RL) 



RP-MO-DATA RPDU 



RP-MO-DATA RPDU 



RP-MO-DATA RPDU 



■> 



■> 



■> 



Short MessageTransmission Layer (SM-TL) 



SMS-SUBMIT TPDU 



SMS -COMMAND TPDU 



Note 1 : The functional entities depicted by means of darl< shaded boxes in the figure 7.4 are not affected by 

CAIVIEL interaction with MO-SIVIS. 
Note 2: The Relay Protocol between the MS and the MSC or SGSN is described in 3GPP TS 24.01 1 [31]. The 

Relay Protocol between the MSC or SGSN and the SMS-GMSG is described in 3GPP TS 29.002 [34]. The 

Relay Protocol between the SMS-GMSC and the SMSC is not standardised. Examples of this protocol are 

described in GSM TR 03.47 [42]. 

Figure 7.4: MO SMS via MSC or SGSN 



7.5.2 Handling of mobile originating SMS 



7.5.2.1 



Handling of mobile originating SMS in the originating MSC or SGSN 



The functional behaviour of the originating MSC or SGSN is specified in 3GPP TS 29.002 [34] and 3GPP 
TS 23.060 [15]. The procedures specific to CAMEL are specified in this subclause: 

- Procedure CAMEL_0_SMS_INIT; 

- Procedure CAMEL_0_SMS_SUBMITTED; 

- Procedure CAMEL_0_SMS_FAILURE. 

A CAMEL Service may be invoked for the following Mobile Originated short message types: 

- Short Message Submission (TPDU type = SMS-SUBMIT) 

- Short Message Command (TPDU type = SMS-COMMAND) 
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Refer to 3GPP TS 23.040 [14] for a description of the various TPDU types and to 3GPP TS 24.011 [31] for a 
description of the protocol elements of the Short Message Relay Layer (RPDUs). 

7.5.2.1 .1 Actions of the MSC or SGSN on receipt of lnt_Error 

The MSC or SGSN checks the default SMS Handling parameter in MO-SMS-CSI. 

If the default SMS handhng is 'releaseTransaction', a A_RP_ERROR is sent to the MS. The MSC or SGSN then 
releases all resources and the procedure CAMEL_0_SMS_1N1T ends. 

If the default SMS handling is 'continueTransaction', the MSC or SGSN continues processing without CAMEL support. 

7.5.2.1 .2 Actions of the MSC or SGSN on receipt of lnt_Continue_SMS 

The MSC or SGSN continues processing with modified SM parameters. The MSC or SGSN shall transparently modify 
the SMS parameters with the received information. Parameters which are not included in the Int_Continue_SMS signal 
are unchanged. 

7.5.2.1 .3 Actions of the MSC or SGSN on receipt of lnt_Connect_SMS 

The MSC or SGSN continues processing with modified SM parameters. The MSC or SGSN shall transparently modify 
the SMS parameters with the received information. Barring is checked with the modified parameters. Parameters which 
are not included in the Int_Connect_SMS signal are unchanged. 

7.5.2.1 .4 Actions of the MSC or SGSN on receipt of lnt_Release_SMS 

A_RP_ERROR is sent to the MS and the Short Message is deleted. The SMS cause received in the Int_Release_SMS 
signal is used. The MSC or SGSN then releases all resources and the procedure CAMEL_0_SMS_INIT ends. 

7.5.2.1 .5 Allocation of SMS Reference Number 

During the CAMEL handling of a Mobile Originated Short Message, the MSC or SGSN shall allocate an SMS 
Reference Number. This SMS Reference Number shall be placed in the SMS-MO Call Detail Record, together with the 
MSC Address or SGSN Number. This SMS Reference Number shall also be sent to the gsmSCF in the Initial DP SMS 
Information Flow, together with the MSC Address or SGSN Number. The combination of SMS Reference Number and 
MSC Address or SGSN Number forms a globally unique pair. This pair may be used for correlation of CDRs produced 
in the MSC or SGSN with CDRs produced in the gsmSCF. 

An SMS Reference Number shall be generated and placed in the SMS-MO Call Detail Record, for every Short 
Message, including the case when a Short Message forms part of a set of concatenated Short Messages. 

7.5.2.2 Handling of A_MM_Release and A_LLC_Release 

If the radio link with the subscriber is lost during the handling of a CAMEL procedure in the MSC or SGSN, then the 
MSC or SGSN sends signal A_MM_Release_ind or A_LLC_Release_ind to that procedure. This results in the 
termination of that CAMEL procedure. (Refer to 3GPP TS 29.002 [34] for details.) 

7.5.2.3 Handling of time-out from SMSC 

If the MSC or SGSN does not receive a confirmation from the SMSC after submission of a Short Message, then the 
MSC or SGSN calls procedure CAMEL_0_SMS_FAILURE. (Refer to 3GPP TS 29.002 [34] for details.) 
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Procedure CAMEL_0_SMS_INIT 

/* A procedure in the MSC a SGSN 

to perform CAMEL handing of mobile originated 

SMS submission request.*/ 



1(3) 



/* Sgnals to/from the right are to/from 
gsmSSF/gprsSSF (SMS_SSF). 
Signals from the left are from MS, 
unless otherwise stated. 7 



T\ 



No 



Result := 
Continue 




A_MM_RELEASEJnd, 
A LLC RELEASE ind 



lnt_SMS_ 
Failure 



Result := 
SMS Aborted 





Allocate SMS 
Fieference Number 



lntJnvoke__ 

SMS_SSF 

(MaSMS-CSl) 



/ Wait_fa_ 
1 SMS_SSF_ 

' Invoked 



lnt_SMS_ / 
SSF Invok^ 



lnt_DP_SMS\ 
Cdlectedjnfo/ 



DP_SMS_ 
Collected_ 
Info 



Figure 7.5-1 : Procedure CAMEL_0_SMS_INIT (sheet 1) 
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Procedure CAMEL_0_SMS_INIT 

/* A procedure in the MSC or SGSN ^\ 

to perform CAMEL handling of mobile originated 
SMS submission request.*/ 



2(3) 



/* Signals from the right are fromL 
gsmSSF/gprsSSF (SMS_SSF).*/ 



/ DP_SMS_ \ 
Collected J nfd 



lnt_Releasei 
SMS \ 



Int Error 



Int Continde SMS 



qe_ 



Int Connect SMS 



^ef^ltBMS 
\tiandling ==> 
continue? 
No 



Yes 



N/|odify SMS parameter^ 

in accordance with 
the received information 



Modify 



tl-ie 



SMS parameter^ 
in accordance with 
received information 



S;etRP ERROR 



Result := 
Release SMS 



Result := 
Continue 



Result := 
Redirect SMS 






Figure 7.5-2: Procedure CAMEL_0_SMS_INIT (sheet 2) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



631 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_0_SMS_INIT 

/* A procedure in the MSC or SGSN 

to perform CAMEL handling of mobile originated 

SMS submission request.*/ 



3(3) 



/*Sgnaltotherightisto K 

gsmSSF/gprsSSF {SMS_SSF). 
Signals from the left are from MS.*/ 



DP_SMS_ ; 
Collected Info, 



A_MM_RELEASEJnd, 
A LLC RELEASE ind 



lnt_SMS_ 
Failure 



Result := 
SMS Aborted 




Figure 7.5-3: Procedure CAMEL_0_SMS_INIT (sheet 3) 
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Procedure CAMEL_0_SMS_SUBMITTED 

/* Procedure in the MSC or SGSN ^\ 

{SMS_SSF) to report successful submission 
to gsmSCF of CAIVIEL V 



1(1) 



/* Signals to/from the right are to/from 
gsmSSF/gprsSSF {SMS_SSF). *l 





lnt_0_SMS^ 
Submitted 



,DP_O^SMS^ 
\ Submitted 



Int Continue SMS Int error 



Int Continde 






Figure 7.6-1 : Procedure CAMEL_0_SMS_SUBMITTED (sheet 1) 
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Procedure CAMEL_0_SMS_FAILURE 

/* Procedure in the MSC or SGSN ^\ 
to handle CAMEL notification to gsmSCF 
about unsuccessful! submission. */ 



1(1) 



/* Signals to/from the right are to/from 
gsmSSF/gprsSSF (SMS_SSF). 7 



No 





lnt_^0_SMS:^ 
Failure 



[DP_0_SMS. 

\ Failure 



Int Continue SMS 




Int error 



Int Continue 





7.5.2.4 



Figure 7.7-1 : Procedure CAMEL_0_SMS_FAILURE (sheet 1) 



Handling of mobile originating SMS in the VLR 



The functional behaviour of the VLR is specified in 3GPP TS 29.002 [34] The handUng specific to CAMEL is specified 
in the following procedure: 
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Procedure CAMEL_MO_SMS_VLR. 



Procedure CAMEL_MO_SMS_VLR 

/* Procedure called in the process ' \ 
MO_SMS_VLR (3GPP TS 29.002) */ 



1(1) 



/* Signals to/from the left are 
to/from the MSC. 7 



Result := 
Pass 




No 




-SMS-CSI. 
^^fovisioried? 



Set 
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MO-SMS-CSI 
parameter 



MAP_CONTINUE_CAMEL_ 
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i Wait_For__ 
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MAP_U 
ABORT iri 



MAP_SENDJNFO_FOR_ 
MO SMS ind 



Result := 
Fail 



Result :: 
Pass 




Figure 7.8-1 : Procedure CAMEL_MO_SMS_VLR (sheet 1) 
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7.5.3 Functional architecture for CAMEL MT SMS services 



gsmSCF 



HLR 



CAP interface 



MAP \ 
inti^rface \ 



gsmSSF or 
gprsSSF 



MAP 

interface 







Internal interface / 




\ 








T_SM_MSC/VLR 

or 

SGSN 


SMS-GMSC 


SMSC 


Mobile 
Station 


SM-CP 


MAP 
interface 


SMRSE 
interface 









Short Message Relay Layer (SM-RL) 

RP-MT-DATA RPDU RP-MT-DATA RPDU RP-MT-DATA RPDU 



<- 



^ 



^ 



Short MessageTransmission Layer (SM-TL) 



^ 



SMS-DELIVER TPDU 



^ 



SMS-STATUS-REPORT TPDU 



Note 1 : The functional entities depicted by means of dark shaded boxes in the figure 7.9 are not affected by 

CAMEL interaction with MT-SMS. 
Note 2: The Relay Protocol between the MS and the MSC or SGSN is described in 3GPP TS 24.01 1 [31]. The 

Relay Protocol between the MSC or SGSN and the SMS-GMSC is described in 3GPP TS 29.002 [34]. The 

Relay Protocol between the SMS-GMSC and the SMSC is not standardised. Examples of this protocol are 

described in GSM TR 03.47 [42]. 

Figure 7.9: MT SMS via MSC or SGSN 

7.5.4 Handling of mobile terminating SMS 

7.5.4.1 Handling of mobile terminating SMS in the terminating MSC or SGSN 

A CAMEL Service may be invoked for the following Mobile Terminated short message types: 

- Short Message Dehvery (TPDU type = SMS-DELIVER) 

- Short Message Status Report (TPDU type = SMS-STATUS-REPORT) 

Refer to 3GPP TS 23.040 [14] for a description of the various TPDU types and to 3GPP TS 24.011 [31] for a 
description of the protocol elements of the Short Message Relay Layer (RPDUs). 

The functional behaviour of the terminating MSC or SGSN is specified in 3GPP TS 29.002 [34]. The procedures 
specific to CAMEL are specified in the following subclauses: 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 636 ETSI TS 123 078 V10.1.0 (2012-01) 

7.5.4.1 .1 Procedure CAMEL_T_SMS_INIT; 

This procedure is called when a Short Message delivery attempt is received from the SMS-GMSC. If MT-SMS-CSI is 
present for the subscriber, then the SMS_SSF shall be invoked. Otherwise, the Short Message delivery attempt proceeds 
without CAMEL. 

When the SMS_SSF is invoked and the SMS_SSF has requested the gsmSCF for instructions, the MSC or SGSN may 
receive the following responses from the SMS_SSF: 

- Int_Continue_SMS 

The gsmSCF has indicated that SM delivery may proceed. It may have supplied the SMS_SSF with a modified 
Calling Party Number. This Calling Party Number shall replace the TP-Originating- Address in the SMS- 
DELIVER TPDU. 

- Int_Release_SMS 

The gsmSCF has force -released SM delivery. The RP Cause received from the gsmSCF shall be conveyed to the 
SMS-GMSC in the RP-Cause component, in the RP-ERROR RPDU. 

Int_Error 

A Tssf time-out or an internal SMS_SSF error has occurred; the SM has not been forwarded to the Mobile 
Station. If Default SMS Handling equals 'Continue', the SM delivery proceeds. Otherwise, SM delivery shall be 
aborted. In the latter case, the RP-Cause component, in the RP-ERROR RPDU shall be set to 
EquipmentProtocoIError, in accordance with 3GPP TS 29.002 [34]. 

7.5.4.1 .2 Procedure CAMEL_T_SMS_DELIVERED 

This procedure is called when the MSC or SGSN has detected that delivery of the SM to the Mobile Station has 
succeeded. No event specific information is sent to the gsmSCF. 

When Short Message delivery attempt success has been reported to the gsmSCF, then the MSC or SGSN may receive 
the following responses from the SMS_SSF: 

- Int_Continue_SMS 

The event was reported to the gsmSCF in interrupt mode. The gsmSCF has concluded CAMEL processing and 
has terminated the Service Logic. 

Int_Continue 

The event was not reported to the gsmSCF or was reported in notification mode. 

Int_Error 

A Tssf time-out has occurred. 

In all the above cases, the SM processing in the MSC or SGSN continues. 

7.5.4.1 .3 Procedure CAMEL_T_SMS_FAILURE 

This procedure is called when the MSC or SGSN has detected that delivery of the SM to the Mobile Station has failed. 
If the delivery failure is due to RP-ERROR RPDU received from the MS, then the MT SMS Cause in the event report to 
the gsmSCF shall be set to the RP-Cause component in the RP-ERROR-RPDU. Otherwise, if the delivery failure is due 
to internal failure in the MSC or SGSN, CP-ERROR from MS or time-out from the MS, then the MT SMS Cause in the 
event report to the gsmSCF shall be set to "Protocol error, unspecified", as defined in 3GPP TS 24.011 [31]. 

When Short Message delivery attempt failure has been reported to the gsmSCF, then the MSC or SGSN may receive 
the following responses from the SMS_SSF; 

- Int_Continue_SMS 

The event was reported to the gsmSCF in interrupt mode. The gsmSCF has concluded CAMEL processing and 
has terminated the Service Logic. 
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Int_Continue 

The event was not reported to the gsmSCF or was reported in notification mode. 
Int_Error 

A Tssf time-out has occurred. 
In all the above cases, the SM processing in the MSC or SGSN continues. 

7.5.4.1 .4 Allocation of SMS Reference Number 

During the CAMEL handling of a Mobile Terminating Short Message, the MSC or SGSN shall allocate an SMS 
Reference Number. This SMS Reference Number shall be placed in the SMS-MT Call Detail Record, together with the 
MSC Address or SGSN Number. This SMS Reference Number shall also be sent to the gsmSCF in the Initial DP SMS 
Information Flow, together with the MSC Address or SGSN Number. The combination of SMS Reference Number and 
MSC Address or SGSN Number forms a globally unique pair. This pair may be used for correlation of CDRs produced 
in the MSC or SGSN with CDRs produced in the gsmSCF. 

An SMS Reference Number shall be generated and placed in the SMS-MT Call Detail Record, for every Short 
Message, including the case when a Short Message forms part of a set of concatenated Short Messages. 
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Procedure CAMEL_T_SMS_INIT 

/* A procedure in the MSC or SGSNi \ 
to perform CAMEL handling of mobile 
terminated SMS delivery request.*/ 



Result := 
Continue 




1(2) 



/* Signals to/from the right are to/from 
gsmSSF/gprsSSF (SMS_SSF).V 



No 




Store original 
$MS parameteris 



Allocate SMS 
Resference Number 



lnt_lnvoke_ 
SMS SSF 




/ Wait Jo r_ 
! SMS_SSF_ 
\ invoked 



lnt_SMS_ / 
SSF involved 



int^DP^SMSv 
Delivery_Rec|3est 



/ DP_SMS_ ] 
Delivery_Request 



Figure 7.10-1 : Procedure CAMEL_T_SMS_INIT (sheet 1) 
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Procedure CAMEL_T_SMS_INIT 

/* A procedure in the MSC or SGSNi \ 
to perform CAMEL handling of mobile 
terminated SMS delivery request.*/ 



2(2) 



/* Signals from the right are from 
gsmSSF/gprsSSF (SMS_SSF).7 



/ DP_SMS_ \ 
[ielivery_Request 



lnt_Releasi 
SMS 



Int Error 



Int Continue SMS 



DefSiultSMS 
^handling 
contirme? 



N^odifySMS parameter^ 

in accordance with 
the received informatioh 



Yes 



No 



Result := 
Release SMS 



Result := 
Continue 





Figure 7.10-2: Procedure CAMEL_T_SMS_INIT (sheet 2) 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



640 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Procedure CAMEL_T_SMS_FAILURE 

/* Procedure in the MSC or SGSN ^\ 
to handle CAMEL notification to gsmSCF 
about unsuccessful! delivery. 7 



1(1) 



/* Signals to/from the right are to/from 
gsmSSF/gprsSSF (SMS_SSF). */ 



No 





lnt_T_SMS: 
Failure 



DP_T_SMSJ 
Failure I 



Int Continue SMS Int error 





Int Continae 




Figure 7.11-1 : Procedure CAMEL_T_SMS_FAILURE (sheet 1) 
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Procedure CAMEL T SMS DELIVERED 



1(1) 



/* Procedure in the MSC or SGSN 
(SMS_SSF) to handle CAMEL notification 
to gsmSCF about successful delivery. 7 



/* Signals to/from the right are to/from 
gsmSSF/gprsSSF (SMS_SSF). 7 



No 





lnt_T_SMS_ 
Delivered 



/DP_T_SMS_ 
Delivered 



Int Continue SMS 




Int error 




Int Continue 




Figure 7.12-1 : Procedure CAMEL_T_SMS_DELIVERED (sheet 1) 
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7.5.4.2 Handling of mobile terminating SMS in the VLR 

The functional behaviour of the VLR is specified in 3GPP TS 29.002 [34]. The handling specific to CAMEL is 
specified in the following procedure: 

- Procedure CAMEL MT SMS VLR. 
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Procedure CAMEL_MT_SMS_VLR 

/* Procedure called in the process ' :, 
MT_SM_VLR (3GPP TS 29.002) */ 



1(1) 



/* Signals to/from the left are to/from the MSC.*/| 



MT-SMS-CSI 
provisioned? 




Yes 



Set 

MT-SMS-CSI 

parameter 



MAP_CONTINUE_ 
CAMEL SMS_ 
.HANOI ING_req 



j Wait Jo r_ j 
SIF MT SMS 



MAP_U 
ABORT iri 



Result : 
Fail 



MAP_SEIS1D_INF0_ 
FOR MT SMS ind 



Result :: 
Pass 





Figure 7.13-1 : Procedure CAMEL_MT_SMS_VLR (sheet 1) 
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7.5.4.3 CAMEL subscription check for mobile terminating SMS in the SGSN 

The functional behaviour of the SGSN for delivery of MT shrt message is specified in 3GPP TS 29.002 [34]. The 
procedure for checking CAMEL capability and subscription information is specified in the following procedure: 

- Procedure CAMEL MT SMS SGSN. 
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Procedure CAMEL_MT_SMS_SGSN 

/* Procedure in the SGSN to check whether \ 
a CAMEL dialogue should be opened for 
MT SMS delivery. Called from the process 
MT_SM_SGSN (3GPP TS 29.002) 7 



1(1) 



MT-SMS-CSI 
provisioned? 




Yes 



Result := 
CAMEL 
handling 



Result := 
Continue 





Figure 7.14-1 : Procedure CAMEL_MT_SMS_SGSN (sheet 1) 
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7.5.5 Handling of mobile originating and mobile terminating SMS in the 
gsmSSF or gprsSSF 

7.5.5.1 Process SMS_SSF 

Sheet 1 The Int_Invoke SMS_SSF signal dictates which TDP shall be armed. For a Mobile Originated SMS service, 
the SMS_Collected_Info TDP shall be armed. For a Mobile Terminated SMS service, the 
SMS_Delivery_Request TDP shall be armed. 

Sheet 2 The Int_SMS_Failure signal may be received only for a MO-SMS service. It is received when a MS detach 
event occurs before the SMS_SSF is invoked. 

Sheet 3 The SMSC Address and Destination Subscriber Number may be received in CAP ConnectSMS only for a 
MO-SMS service. 

Sheet 4: For a MO-SMS service, the following events may be armed or disarmed: 0_SMS_Submission, 

0_SMS_Failure. For a MT-SMS service, the following events may be armed or disarmed; T_SMS_Delivery, 
T_SMS_Failure. 

Sheet 5: For a MO-SMS service, the gsmSCF may place free-format charging data in the 'MOSMSRecord' CDR (in 
the MSC) or in the S-SMO-CDR (in the SGSN). 

For a MT-SMS service, the gsmSCF may place free-format charging data in the 'MTSMSRecord' (in the 
MSC) or in the S-SMT-CDR (in the SGSN). 

Refer to 3GPP TS 32.250 [37] and 3GPP TS 32.251 [38] for a description of these CDR types. 

Sheet 6: The Int_SMS_Failure signal in state Waiting_For_Instructions may be received for a MO-SMS service only. 
It is received when a MS detach event occurs before the gsmSCF has given instruction to continue SM 
processing. 

Sheet 7: When the SM submission or failure event occurs, both MO-SMS events shall be disarmed. 

When the SM delivery or failure event occurs, both MT-SMS events shall be disarmed. 

7.5.5.2 Process Complete_SMS_FCI_Record 

Sheet 1 : For a MO-SMS service, the 'MOSMSRecord' or 'S-SMO-CDR' shall be closed. For a MT-SMS service, the 
'MTSMSRecord' or 'S-SMT-CDR' shall be closed. 
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Process SMS SSF 



1(7) 



/* Process to handle MO/MT SMS. l\ 

Locates either in the gsmSSF or gprsSSF.*/ 



7* K 

The following timer is defined: 
- Tssf: gsmSSF or gprsSSF state machine timer. 
This timer has a default value range of 1 to 20 seconds 

7 



/* Signals to/from the left are to/from MSC or [ 
SGSN; signals to/from the right are to/from 
the gsmSCF, unless otherwise stated.*/ 



Idle 



lnt_lnvoke 
^SMS SSF 




MO-SMS-CSI 



MT-SMS-CSI 



Arm DP 



\ DP SMS_Collected_lnfo 
shall be armed as TDP. 



Arm DP 



] DP SMS_Delivery_Request 
I shall be armed as TDP. 



lnt_SMS_ 
SSF Invoked 



lnt_SMS_ 
SSF Invoked 



,' Wait_For_ \ 
\ Request ] 



\ 



Wait_For_ \ 
Request ) 



Figure 7.15-1 : Process SMS_SSF (sheet 1) 
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Process SMS SSF 



/* Process to handle MO/MT SMS. l\ 

Locates either in the gsmSSF or gprsSSF.*/ 



Wait_For. 
\ Request / 



lnt_DP_ 
^ Delivery_ 



SMS_ 
Request 



lnt_DP_ 

^Collected 



Sf/IS 



Info 



Chdk_Criteria_S|li/IS_ 
D(!livery_Requeist 




Idle 



Set Tssf to 
default value 
and start Tssf 



Open Control 
Relationship 



CAP_lnitiaL 
DP SMS 



Waiting for_', 
, Instructions ' 



2(7) 



/* Signals to/from the left are to/from MSC or [ 
SGSN; signals to/from the right are to/from 
the gsmSCF, unless otherwise stated.*/ 



lnt_SMS_ 
Failure 



Idle 



Figure 7.15-2: Process SMS_SSF (sheet 2) 
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Process SMS SSF 



3(7) 



/* Process to handle MO/MT SMS. l\ 

Locates either in the gsmSSF or gprsSSF.*/ 



/* Signals to/from the left are to/from MSC or [ 
SGSN; signals to/from the right are to/from 
the gsmSCF, unless otherwise stated.*/ 



/Waiting_for^\ 
, Instructions / 



CAP_Rese{^ 
Timer SMS 



Set Tssf to 

received time 

interval and 

restart Tssf 



CAP_Contifrue 
SMS 



('Waiting_for_ 
\ Instructions 




Internal 



Timer expiry 
""Tssf \ 



Abort 



SMSC Address or 
Destination Subscriber 
Number present In 
Connect SMS? 



EDP-N 



Type^^^ None 
emaining,^ 
arrned,EDP? 



EDP-R 



Terminate 

Control 
relationship 



Terminate Control 
relationship and open I 
monitor relationship 



Change type 
of relationship 



Monitoring 



/ 



Int Error 



Co 



mplete_SM$ 
FCI record 



Idle 



Figure 7.15-3: Process SMS_SSF (sheet 3) 
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Process SMS SSF 



4(7) 



/* Process to handle MO/MT SMS. l\ 

Locates either in the gsmSSF or gprsSSF.*/ 



/* Signals to/from the left are to/from MSC or [ 
SGSN; signals to/from the right are to/from 
the gsmSCF, unless otherwise stated.*/ 



/Waiting_for_ 
1 Instructions 



CAP_Reque^t_ 
Report_SIVIS_ 
Fvent \ 

Set Tssf to las! 
used time interval 



Arm EDP 

and/or 
di.qarm FDP 



fWaitingfor^i 



\_ 



Instructions I 



CAP_Rele?iSe_ 
SMS 



Stop Tssf 



Terminate 

Control 
relationship 



lnt_Relea9e_ 
SMS 



q|)mplete_SM$ 
FCI record 



Idle 



Figure 7.15-4: Process SMS_SSF (sheet 4) 
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Process SMS SSF 



5(7) 



/* Process to handle MO/MT SMS. l\ 

Locates either in the gsmSSF or gprsSSF.*/ 



/* Signals to/from the left are to/from MSC or [ 
SGSN; signals to/from the right are to/from 
the gsmSCF, unless otherwise stated.*/ 



/Waiting_for_ 
Instructions 



_/ 



CAP_Furnisfi_Charging_ 
InformatiorrxSMS 



Set Tssf to last 
used time interval 



Non-completed CAMEL logical SMS 
record exists? 



"Append" 




Not present, 
"Ovenwrite" 



Append FCI data 

to existing 
logical SiyiS record 



Already completed 
records are \ 

not affected 



Ovbnwrite all CAME 
" logical SMS recprd 
data 



Create CAMEL. 

logical 

SMS recnrri 



iri 



Write FCI data 
CAMEL 
SMS recnrri 



. logical 



Waiting_for_ 
Instructions 



Figure 7.15-5: Process SMS_SSF (sheet 5) 
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Process SMS SSF 



/* Process to handle MO/MT SMS. l\ 

Locates either in the gsmSSF or gprsSSF.*/ 



/Waiting_for_\ 
\ Instruction I 



lnt_SMS_ 
'Failure 



Application_\ 
End / 



q|)mplete_SMS_ 
FCI record 



Idle 



6(7) 



/* Signals to/from the left are to/from MSC or [ 
SGSN; signals to/from the right are to/from 
the gsmSCF, unless otherwise stated.*/ 



Figure 7.15-6: Process SMS_SSF (sheet 6) 
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Process SMS_SSF 

/* Process to handle MO/MT SMS. ^ \ 

Locates either in the gsmSSF or gprsSSF.7 



7(7) 



/* Signals to/from the left are to/from MSC or | 
SGSN; signals to/from the right are to/from 
the gsmSCF, unless otherwise stated.*/ 



Monitoring 



^lnt_DP_Oj 
SMS Submitted 



^lnt_DP_0_ 
SMS_FailLre 



Jnt_DP_T_ 
SMS Delivered 



^lnt^DP_T 
SMS Failu 



re 



DP 



Ifnplicitly disarnp 
O SMS Fail 



Lire 



Implicitly disarm 
DPO SMS Submitted 



not armed 
Int Continue 



Application_ 
End 



DP 



Ifnplicitly disarm 
T SMS Failure 




EDP-N 
Int Continue 



CAP_Event\ 

Report_SMS> 

LCopifinue) 



Terminate 
relationship 



Cbmplete_SM^. 
FCLrecord 



Idle 



DP 



Implicitly disarm 
T SMS Delivered 



EDP-R 

Set Tssf to last 

used time interval 

and start Tssf 



ICAP_Event\ 

Report_SMS/ 
-(interrupted) 



Disarm 
this event 



The event which 
^occurred shall be 
disarmed. 



Waiting_For_ 
Instructions 



Figure 7.15-7: Process SMS_SSF (sheet 7) 
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Procedure Check_Criteria_SMS_Delivery_Request 

/* Procedure to check the criteria for DP i \ 
SI\/IS_Delivery_Request in the SI\/IS_SSF. 7' 



1(1) 



Result 
:=Pass 




Yes 




No 



Result 
:=Fail 




TPDU Type of the Short Message is 
present in the list of TPDU types in 
the trigger criterion? 



Figure 7.16-1 : Procedure Check_Criteria_SMS_Delivery_Request (Sheet 1) 
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Procedure Complete_SMS_FCI_record 

/* Procedure in the MSC/SGSN (either in gsmSSF orgprsSSp]^ 
to complete logical CDRs created by 
FurnishChargingJnformationSMS operations.*/ 



Non-completed CAMEL 
logical SMS record 
exists? 




Complete CAM^L 

logical SMS 

record 



No 




1(1) 



Figure 7.17-1 : Procedure Complete_SMS_FCI_record (sheet 1) 
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7.6 Description of information flows 

This subclause contains the detailed description of the information flows used by CAMEL for SMS control. 

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Optional (O), Specific conditions (S), 
mutually Exclusive (E), or not applicable (-) for each different traffic case: Mobile Originating SMS (MO) and Mobile 
Terminating SMS (MT). If the lEs in one table apply in both the MO and MT cases, then the lEs are marked in the 
"Status" column. 

An 'M' IE shall always be included. A 'C IE shall be included if the sending entity has the necessary information to 
populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column of the definition 
table. When a set of 'E' lEs is shown in the definition of an Information Flow or compound IE, only one of those lEs 
may be included. An 'O' IE may be included or omitted as required by the service logic. A '-' IE shall always be omitted. 
This categorization is a functional classification, i.e. it defines the requirements for the stage 2 information. It is not a 
stage 3 classification to be used for the ASN. 1 syntax of the protocol. 

The distinction between MO and MT SMS applies only to the Information Flows between the gsmSCF and the gsmSSF 
or gprsSSF. 

Details of errors and exceptions to these rules are specified in 3GPP TS 29.002 [34], TS 29.078 [36]. 

7.6.1 gsmSSF or gprsSSF to gsmSCF information flows 
7.6.1.1 Event Report SMS 



7.6.1.1.1 



Description 



This IF is used to notify the gsmSCF of an event previously requested by the gsmSCF in a Request Report SMS Event 
IF. 



7.6.1.1.2 



Information Elements 



Information element name 


MO 


MT 


Description 


Event Type 


M 


M 


This IE specifies the type of event that is reported. 


Event Specific Information 


C 


C 


This IE indicates the SMS related information specific to the event. 


Misc SMS Info 


M 


M 


This IE indicates the DP type. 



If the Event Type IE indicates 0_SMS_Failure, then the Event Specific Information contains the following information 
element: 



Information element name 


MO 


MT 


Description 


MO SMS Cause 


M 


- 


This IE indicates the reason of submission failure. 



If the Event Type IE indicates T_SMS_Failure, then the Event Specific Information contains the following information 
elements: 



Information element name 


MO 


MT 


Description 


MT SMS Cause 


- 


M 


This IE indicates the reason of delivery failure. 



If the Event Type IE indicates 0_SMS_Submitted or T_SMS_Delivered, then no Event Specific Information shall be 
sent to the gsmSCF. 



7.6.1.2 



Initial DP SMS 



7.6.1.2.1 



Description 



This IF is generated by the gsmSSF or gprsSSF when a trigger is detected at a DP in the state model, to request 
instructions from the gsmSCF. 
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7.6.1.2.2 



Information Elements 



Information element name 


MO 


MT 


Description 


Destination Subscriber Number 


M 




This IE contains a number to identify the Destination short message 
entity. The Destination Subscriber Number shall be retrieved from the 
TP-Destination-Address in the SMS-SUBMIT TPDU or the SMS- 
COMMANDTPDU. 


Called Party Number 




M 


This IE contains a number to identify the subscriber for whom the Short 
Message is destined. The Called Party Number shall be the MSISDN of 
the served subscriber. 


Calling Party Number 


M 


C 


For MO SMS: 

This IE contains a number to identify the subscriber who requests the SM 

submission. The Calling Party Number shall be the MSISDN of the 

served subscriber. 

For MT SMS: 

This IE contains the address of the submitter of the short message. For 

SMS-DELIVER TPDU, the Calling Party Number shall be retrieved from 

the TP-Originating-Address in the SMS-DELIVER TPDU. For SMS- 

STATUS-REPORT TPDU, this element shall not be included in this IF. 


Event Type 


M 


M 


This IE indicates the armed event resulting in the Initial DP SMS IF. 


IMSI 


M 


M 


This IE identifies the mobile subscriber. 


Location Information In MSC 


C 


C 


This IE is described in a table below. 


Location Information In SGSN 


C 


C 


This IE is described in a table below. 


Service Key 


M 


M 


This IE indicates to the gsmSCF the requested CAMEL Service. It is 
used to address the required application/SLP within the gsmSCF. 


Time And Timezone 


M 


M 


This IE contains the time that the gsmSSF or gprsSSF was triggered, 
and the time zone the gsmSSF or gprsSSF resides in. 


TP Short Message Specific 
Information 


M 


M 


This IE contains the first octet of the applicable TPDU. 
For SMS-SUBMIT, the following elements may be included: 

- Message Type Indicator 

- Reject Duplicates 

- Validity Period Format 

- Status Report Request 

- User Data Header Indicator 

- Reply Path 

For SMS-COMMAND, the following elements may be included: 

- Message Type Indicator 

- User Data Header Indicator 

- Status Report Request 

For SMS-DELIVER, the following elements may be included: 

- Message Type Indicator 

- More Messages to Send 

- Status Report Indication 

- User Data Header Indicator 

- Reply Path 

For SMS-STATUS-REPORT, the following elements may be included: 

- Message Type Indicator 

- More Messages to Send 

- Status Report Qualifier 

- User Data Header Indicator 

Refer to 3GPP TS 23.040 [1 4] for an indication of which elements of this 
1*" octet are Mandatory and which elements are Conditional. 


TP Protocol Identifier 


M 


C 


This IE indicates the protocol used above SM-Transfer Layer. 
The TP Protocol Identifier shall be retrieved from the applicable TPDU. 
For SMS-STATUS-REPORT, the sending of this IE is Conditional, 
depending on its presence in the SMS-STATUS-REPORT TPDU. 


TP Data Coding Scheme 


C 


C 


This IE indicates the data coding scheme of the TP-User Data field, and 

may indicate a message class. The message class may indicate e.g. the 

originator of the Short Message. 

The TP Data Coding Scheme shall be retrieved from the applicable 

TPDU. 

For SMS-COMMAND, this IE shall not be included in this IF. 
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Information element name 


MO 


MT 


Description 


TP Validity Period 


S 




This IE indicates the length of the validity period or the absolute time of 
the validity period termination. This IE is used only for the SMS-SUBMIT 
TPDU. 

The TP Validity Period, if available, shall be retrieved from the SMS- 
SUBMIT TPDU. 
For other TPDU, this IE shall not be included in this IF. 


SUSC Address 


M 


M 


For MO SMS: 

This IE defines the address of the SMSC to which the MO short message 

is intended to be submitted. It shall be retrieved from the RP-Destination- 

Address in the RP-MO-DATA RPDU. 

For MT SMS: 

This IE identifies the address of the SMSC from which the MT short 

message is originating. It shall be retrieved from the RP-Originating- 

Address in the RP-MT-DATA RPDU. 


SMS Reference Number 


M 


M 


This IE carries the SMS Reference Number. This Reference Number is 
allocated by the MSC or SGSN that processes the Short Message. It 
may be used by the gsmSCF for inclusion in a gsmSCF SMS record. 


MSC Address 


S 


S 


This IE carries the E.I 64 MSC Address. This IE shall be present if the 
Short Message processing takes place in an MSC. Otherwise shall be 
absent. 


SGSN Number 


S 


S 


This IE carries the Global Title of the SGSN. See 3GPP TS 23.060 [1 5]. 
This IE shall be present if the Short Message processing takes place in 
an SGSN. Otherwise shall be absent. 


GPRS MS Class 


c 


- 


This IE contains the MS network and radio access capabilities if the short 
message is being transferred through an SGSN. 


MS Classmark 2 


c 


- 


This IE contains the MS classmark 2 if the short message is being 
transferred through an MSC. 


IMEI (with software version) 





- 


This IE contains the IMEISV (as defined in 3GPP TS 23.003 [7]) of the 
ME in use by the served subscriber. 


Note: Refer to 3GPP TS 23.040 [14] for a description and encoding of the various TP-DUs and RP-DUs. 



Location Information in MSC is based on the Location Information IE defined in 3GPP TS 23.018 [12]. The following 
differences apply: 



information element name 


MO 


MT 


Description 


Service area ID 


C,E 


C,E 


See 3GPPTS 23.018 [12]. 


Cell ID 


C,E 


C,E 


See 3GPPTS 23.018 [12]. 


Location area ID 


C,E 


C,E 


See 3GPPTS 23.018 [12]. 


VLR number 


M 


M 


See 3GPPTS 23.018 [12]. 


Age of location information 


- 


M 


See 3GPPTS 23.018 [12]. 


Current Location Retrieved 


- 


- 


Not applicable 


Selected LSA Identity 


S 


S 


This IE is applicable only if SoLSA is supported by the MSC. 

This IE indicates the LSA identity associated with the current position of 

the MS. It shall be shall be present if the LSA ID in the subscriber data 

matches the LSA ID of the current cell. In the case of multiple matches 

the LSA ID with the highest priority shall be present. See 3GPP 

TS 23.073 [18]. 


User CSG Information 


c 


C 


See 3GPPTS 23.060 [15]. 



Location Information in SGSN is based on the Location Information For GPRS IE defined in the subclause 1 1.3.6.1.2. 
The following differences and clarifications apply: 



Information element name 


MO 


MT 


Description 


Service area ID 


C,E 


C,E 


See 3GPPTS 23.018 [12]. 


Cell ID 


C,E 


C,E 


See 3GPPTS 23.018 [12]. 


Location area ID 


C,E 


C,E 


See 3GPPTS 23.018 [12]. 


Routeing area ID 


C 


C 


See 3GPP TS 23.003 [7]. 


Geographical information 


C 


C 


See 3GPPTS 23.032 [13]. 


Geodetic information 


- 


- 


Not applicable 


Age of location information 


- 


- 


Not applicable 


Current Location Retrieved 


- 


- 


Not applicable 


User CSG Information 


C 


C 


See 3GPPTS 23.060 [15]. 
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7.6.2 gsmSCF to gsmSSF or gprsSSF information flows 
7.6.2.1 Connect SMS 



7.6.2.1.1 



Description 



This IF is used to request the gsmSSF or gprsSSF to perform the actions to route the Short Message to a specific 
destination (for MO SMS) or to dehver the Short Message to the MS (for MT SMS). 



7.6.2.1.2 



Information Elements 



Information element name 


MO 


MT 


Description 


Calling Partys Number 








This IE indicates the subscriber who sent the SMS; possibly changed by 

the gsmSCF. 

If the Short Message type is SMS-SUBMIT or SMS-COMMAND, then 

this IE, if present, it shall replace the RP-Originating-Address in the RP- 

MO-DATA RPDU (CHOICE set to MSISDN). 

If the Short Message type is SMS-DELIVER, then this IE, if present, shall 

replace the TP-Originating-Address in the SMS-DELIVER TPDU. 

If the Short Message type is SMS-STATUS-REPORT, then this IE, if 

present, shall be ignored. 


Destination Subscriber Number 







This IE identifies the Destination short message entity; possibly changed 
by the gsmSCF. 

This IE, if present, shall replace the TP-Destination-Address in the SMS- 
SUBMIT TPDU or SMS-COMMAND-TPDU. 


SMSC Address 







This IE indicates the SMSC address to which the MO short message 
shall be submitted; possibly changed by the gsmSCF. 
This IE, if present, shall replace the RP-Destination-Address in the RP- 
MO-DATA RPDU (CHOICE set to serviceCentreAddressDA). 



7.6.2.2 



Continue SMS 



7.6.2.2.1 



Description 



This information flow requests the gsmSSF or gprsSSF to proceed normally. The gsmSSF or gprsSSF completes DP 
processing, and continues with the SMS handling. 

7.6.2.2.2 Information Elements 

This IF contains no information elements. 



7.6.2.3 Furnish Charging Information SMS 

7.6.2.3.1 Description 



This IF is used to request the gsmSSF or gprsSSF to include information in the CAMEL specific logical MO SMS or 
MT SMS record. 

The logical call record is created when FCI-SMS is received and a logical call record for that short message does not 
exist. For modelling purposes the logical call record is buffered in the gsmSSF or gprsSSF. The gsmSSF or gprsSSF 
completes logical call records as defined in the SDLs. Once the logical call record is completed, then its free format 
data are moved to the corresponding CDR and the logical call record is deleted. 

The gsmSCF can send multiple concatenated FCIs per Short Message for completion. The total maximum of free 
format data is 160 octets per SM. The 160 octets may be sent in one or more FCI IFs. If there are incomplete free 
format data and new FCI IFs is/are received to overwrite the incomplete data, then the incomplete data are discarded 
and the gsmSCF can send another 160 octets per SM. 
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7.6.2.3.2 



Information Elements 



Information element name 


MO 


MT 


Description 


FCI Billing Cliarging 
Cliaracteristics 


IVI 


IVI 


This IE is described in a table below. 



FCI Billing Charging Characteristics contains the following information element: 



Information element name 


MO 


MT 


Description 


FCIBCCCAMEL Sequence 1 


M 


M 


This IE is described in a table below. 



FCIBCCCAMEL Sequence 1 contains the following information elements: 



Information element name 


MO 


MT 


Description 


Free Format Data 


M 


M 


This IE contains free format data to be inserted in the CAMEL logical call 
record. 


Append Free Format Data 








This IE indicates that the gsmSSF or gprsSSF shall append the free 
format data to the Logical MO SMS or MT SMS record. 

- If this IE is present indicating "Append", the gsmSSF or gprsSSF 
shall append the free format data received in this IF to the free format 
data already present in the Logical MO SMS or MT SMS record. 

- If this IE is absent or indicates "Ovenwrite", then the gsmSSF shall 
overwrite all free format data already present in the Logical MO SMS or 
MT SMS record, by the free format data received in this IF. 

If no Logical MO SMS or MT SMS record exists yet, then the gsmSSF or 
gprsSSF shall ignore this IE. 



7.6.2.4 



Release SMS 



7.6.2.4.1 Description 

This IF is used to tear down by the gsmSCF an existing SMS transfer. 



7.6.2.4.2 



Information Elements 



Information element name 


MO 


MT 


Description 


RP Cause 


M 


M 


SMS Cause. Indicates the SMS specific cause of the release. The cause 

is reported to the MS (in the case of MO SMS) or SMSC (in the case of 

MTSMS). 

For MO SMS, the RP Cause value shall be used to set the RP-Cause in 

the RP-ERROR RPDU sent to the MS. 3GPP TS 24.01 1 [31] specifies 

which RP-Cause values may be sent to the MS. 

For MT SMS, the RP Cause value shall be used to set the RP-Cause in 

the RP-ERROR RPDU sent to the SMSC. 3GPP TS 29.002 [34] 

specifies which RP-Cause values may be sent to the SMSC. 



7.6.2.5 



Request Report SMS Event 



7.6.2.5.1 



Description 



This IF is used to request the gsmSSF or gprsSSF to monitor for an event and to send a notification to the gsmSCF 
when the event is detected (see Event Report SMS IF). 



7.6.2.5.2 



Information Elements 



Information element name 


MO 


MT 


Description 


SMS Event 


M 


M 


This IE specifies the event or events of which a report is requested. 
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Information element name 


MO 


MT 


Description 


Event Type 


M 


M 


This IE specifies the type of event of which a report is requested. 


Monitor Mode 


M 


M 


This IE indicates how the event shall be reported. 



7.6.2.6 



Reset Timer SMS 



7.6.2.6.1 Description 

This IF is used to refresh a gsmSSF or gprsSSF timer. 



7.6.2.6.2 



Information Elements 



Information element name 


MO 


MT 


Description 


Timer Value 


M 


M 


This IE specifies the value to which the indicated timer shall be set. 


Timer ID 








This IE indicates which timer shall be reset. It shall be set to 'Tssf. 



7.6.3 HLR to VLR or SGSN information flows 
7.6.3.1 Delete Subscriber Data 

7.6.3.1.1 Description 

This IF is used by the HLR to delete CAMEL subscription data from a VLR or SGSN. It is specified in 3GPP 
TS 29.002 [34] 

7.6.3.1.2 Information Elements 

The Delete Subscriber Data IF contains the following CAMEL specific information elements: 



Information element name 


status 


Description 


CAMEL Subscription Info 
Withdraw 





This IE identifies that all CSIs shall be deleted from the subscriber data in VLR 
or SGSN. 


Specific CSI Withdraw 





This IE is used to indicate that only MO-SMS-CSI or MT-SMS-CSI shall be 

deleted from the VLR or SGSN. 

This IE should not be present when CAMEL Subscription Info Withdraw is 

present. 



7.6.3.2 



Insert Subscriber Data 



7.6.3.2.1 Description 

This IF is used by the HLR to insert subscriber data in the VLR or SGSN. It is specified in 3GPP TS 29.002 [34]. 

7.6.3.2.2 Information Elements 

The Insert Subscriber Data contains the following CAMEL specific information elements: 



Information element name 


Status 


Description 


MO-SMS-CSI 





This IE identifies the subscriber as having MO SMS CAMEL services. 


MT-SMS-CSI 





This IE identifies the subscriber as having MT SMS CAMEL services. 
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MO-SMS-CSI contains the following information elements: 



Information element name 


Status 


Description 


gsmSCF Address 


M 


See subclause 7.3.1.1. 


Service Key 


M 


See subclause 7.3.1.2. 


Default SMS Handling 


M 


See subclause 7.3.1.3. 


CAIVIEL Capability Handling 


M 


See subclause 7.3.1.5. 


SMS Triggers 


M 


See subclause 7.3.1.4. 

It includes the following trigger: SMS Collected Info 



MT-SMS-CSI contains the following information elements: 



Information element name 


Status 


Description 


gsmSCF Address 


M 


See subclause 7.3.2.1 . 


Service Key 


M 


See subclause 7.3.2.2. 


Default SMS Handling 


M 


See subclause 7.3.2.3. 


CAMEL Capability Handling 


M 


See subclause 7.3.2.6. 


SMS Triggers 


M 


See subclause 7.3.2.4. 

It includes the following trigger: SMS Delivery Request. 


SMS Trigger Criteria 


C 


See subclause 7.3.2.5. 



7.6.4 VLR or SGSN to HLR information flows 

7.6.4.1 Insert Subscriber Data ack 

See subclause 4.6.8.1. This information flow is sent by the VLR. 

7.6.4.2 Update Location 

See subclause 4.6.8.3. 

7.6.4.3 Update GPRS Location 
7.6.4.3.1 Description 

This IF is used by the SGSN to indicate to the HLR the CAMEL phases and CAMEL phase 4 CSIs offered by the 
SGSN. It is specified in 3GPP TS 29.002 [34]. 



7.6.4.3.2 



Information Elements 



Update GPRS location contains the following CAMEL specific information element: 



Information element name 


Status 


Description 


Supported CAMEL Phases 


S 


This IE indicates which CAMEL phases are supported by the SGSN. The 
SGSN may indicate support of CAMEL phase 3 or higher. It shall be present 
when the SGSN supports CAMEL. 


Offered CAMEL4 CSIs 


S 


This IE indicates the CAMEL phase 4 CSIs offered in the SGSN. It shall be 
present if the "Supported CAMEL Phases" IE contains support of CAMEL 
phase 4. 



Offered CAMEL4 CSIs contains the following information elements: 



Information element name 


Status 


Description 


MT-SMS-CSI 


S 


This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI 
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7.6.5 VLR to MSC Information Flows 



7.6.5.1 



Continue CAMEL SMS Handling 



7.6.5.1.1 Description 

This IF is used to instruct the MSC to continue the CAMEL specific handling. 



7.6.5.1.2 



Information Elements 



Information element name 


Status 


Description 


MT-SMS-CSI 


M 


This IE contains tine CAIVIEL Subscription Information for MT SMS. 


IMS! 


M 


IMSI of the served subscriber. 


MSISDN 


M 


MSISDN of the served subscriber. 



7.6.5.2 



Send Info For MO SMS ack 



7.6.5.2.1 



Description 



This IF is used to transport MO SMS related subscription data from the VLR to the MSC. It is specified in 3GPP 
TS 29.002 [34]. 



7.6.5.2.2 



Information Elements 



Information element name 


Status 


Description 


MO-SMS-CSI 


C 


This IE contains the CAMEL Subscription Information for MO SMS. 


ODB Data 


C 


This IE contains ODB data. This information is used to apply ODB for a 
reconnected Short Message, if needed. 


CB SS Data 


c 


This IE contains CB SS data. This information is used to apply CB for a 
reconnected Short Message, if needed. 



7.6.6 MSC to VLR Information Flows 



7.6.6.1 



Send Info For MT SMS 



7.6.6.1.1 



Description 



This IF is described in 3GPP TS 29.002 [34]; it is used to request the VLR to provide information to handle an MT 
SMS. 

7.6.6.1.2 Information Elements 

Send Info For MT SMS contains the following CAMEL specific information element: 



Information element name 


Status 


Description 


Suppress MT-SMS-CSI 


S 


This IE indicates to the VLR that it shall not return MT-SMS-CSI to the MSC. 
This IE shall not be present in the first interrogation; it shall be present in the 
second interrogation. 
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8 SS Notifications 

8.1 Architecture 

8.1 .1 Functional Entities used for CAMEL 

This subclause describes the functional architecture needed to support Supplementary Service (SS) Notifications. 
Figure 8.1 shows the functional entities involved in sending SS Notifications. The architecture is applicable to the third 
phase of CAMEL or higher. 

Home Network 

HLR y — -MAP- 




MAP 



K WlbO ; Visited Network 

Figure 8.1 : Functional architecture for support of SS Notifications 

HLR: For subscribers requiring CAMEL support, the HLR stores the information relevant to the current subscription 
regarding SS-CSI. The SS-CSI is sent to the VLR at Location Update, on Data Restoration or if the SS-CSI is updated 
by administrative action. When processing an invocation of the CCBS supplementary service, the HLR shall send a 
notification of the invocation of the supplementary service to the gsmSCF if required by the SS-CSI. 

MSC: When processing an invocation of any of the supplementary services ECT, CD and MPTY, the MSC may 
receive an SS-CSI from the VLR, indicating that a notification of the invocation of the supplementary service shall be 
sent to the gsmSCF. 

VLR: The VLR stores the SS-CSI as a part of the subscriber data for subscribers roaming in the VLR area. 

gsmSCF: The gsmSCF receives the SS Invocation Notification from the MSC or HLR. 

8.1 .2 Interfaces defined for SS Notifications 

This subclause describes the different interfaces applicable to SS Notifications. It specifies on a high level the functions 
specific to SS Notifications. 

8.1 .2.1 MSC - gsmSCF interface 

This interface is used by the MSC to send supplementary service invocation notifications to the gsmSCF. The SS 
invocations that can be notified to the gsmSCF via this interface are Call Deflection (CD), Explicit Call Transfer (ECT) 
and Multi Party (MPTY). 

8.1 .2.2 HLR - gsmSCF interface 

This interface is used by the HLR to send supplementary service invocation notifications to the gsmSCF. The SS 
invocation that can be notified to the gsmSCF via this interface is Call Completion to Busy Subscriber (CCBS). 
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8.1 .2.3 VLR - MSC interface 

This interface is used by the VLR to transfer SS-CSI to the MSC. 

8.1.2.4 HLR-VLR interface 

This interface is used by the HLR to send the SS-CSI to the VLR or to remove SS-CSI from the VLR. 

8.2 Description of CAIVIEL Subscriber Data 

8.2.1 Supplementary Service Invocation Notification CAMEL Subscription 
Information (SS-CSI) 

This subclause defines the contents of the Supplementary Service Invocation Notification CAMEL Subscription 
Information (SS-CSI). 

8.2.1.1 Notification criteria 

This data indicates for which supplementary services notifications shall be sent. The supplementary services which may 
be indicated are ECT, CD, CCBS and MPTY. 

8.2.1.2 gsmSCF address 

Address to be used to access the gsmSCF for a particular subscriber. The address shall be an E.164 number to be used 
for routeing. 

8.2.1.3 CSI state 

The CSI state indicates whether the SS-CSI is active or not. 

8.2.1.4 Notification flag 

The notification flag indicates whether the change of the SS-CSI shall trigger Notification on Change of Subscriber 
Data or not. 

8.2.2 gsmSCF address list for CSI 

The gsmSCF address list indicates a list of gsmSCF addresses to which Notification on Change of Subscriber Data is to 
be sent. This list is common to all CSI. 

8.3 Procedures for CAIVIEL 

8.3.1 Handling of Supplementary Service Invocation Notification 

At the invocation of any of the services ECT, CD and MPTY the VLR checks whether the criteria for sending a 
notification are fulfilled, i.e. whether the subscriber is provisioned with the SS-CSI and the particular invoked 
supplementary service is marked in the SS-CSI. If this is the case a notification is sent to the gsmSCF given by the 
gsmSCF address contained in the SS-CSI. The processing of the particular SS invocation is not suspended. If the 
notification criteria are not fulfilled the processing of the particular supplementary service continues unchanged and no 
notification is sent. 

The sending of the notification is independent of call related CAMEL processing, i.e. processing indicated by 
O/D/T/VT-CSI. 

On invocation of ECT, the VLR shall include the SS-CSI in the Invoke ECT response message (see Process MAF027 in 
3GPP TS 23.091 [25]) to the MSC if applicable for ECT. 
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On invocation of MPTY, the VLR shall include the SS-CSI in the Process MPTY message (see Process 
MPTY_MAF026 in 3GPP TS 23.084 [21]) to the MSC if appHcable for MPTY. 

On invocation of CD, the VLR shall include the SS-CSI in the Send Info For Incoming Call ack information flow to the 
MSC if applicable to CD (see 3GPP TS 23.072 [16]). 

When a subscriber activates a CCBS request, the HLR checks whether the criteria for sending a notification are 
fulfilled, i.e. whether 

The subscriber is provisioned with an active SS-CSI, and 

- CCBS is marked in the SS-CSI. 

If the criteria are fulfilled, a notification is immediately sent to the gsmSCF given by the gsmSCF address contained in 
the SS-CSI and the processing of the CCBS request continues. Whenever the state of the CCBS request changes (see 
3GPP TS 23.093 [26]), an additional notification is immediately sent to the gsmSCF and the processing of the CCBS 
request continues. 

If the criteria are not fulfilled, the processing of the CCBS request continues unchanged and no notifications are sent. 

At the invocation of the CCBS supplementary service, the HLR checks whether the criteria for sending a notification 
are fulfilled, i.e. whether the subscriber is provisioned with the SS-CSI and the particular invoked supplementary 
service is marked in the SS-CSI. If this is the case, a notification is sent to the gsmSCF given by the gsmSCF address 
contained in the SS-CSI. The processing of the SS invocation is not suspended. If the notification criteria are not 
fulfilled the processing of the particular supplementary service continues unchanged and no notification are sent. 

8.4 Description of information flows 

This subclause contains the detailed description of the information flows used by CAMEL for notification of 
Supplementary Service invocation. 

Each Information Element (IE) is marked as Mandatory (M), Specific conditions (S) or Optional (O) in the "Status" 
column. 

An 'M' IE shall always be included. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column 
of the definition table. An 'O' IE may be included or omitted as required by the service logic. This categorization is a 
functional classification, i.e. it defines the requirements for the stage 2 information. It is not a stage 3 classification to be 
used for the ASN. 1 syntax of the protocol. 

The following principles apply for the handling of the lEs by the receiving entity: 

The gsmSCF may silently discard any IE which it does not functionally support. 

Details of errors and exceptions to these rules are specified in are specified in 3GPP TS 29.002 [34]. 

8.4.1 IVISC to gsmSCF information flows 
8.4.1.1 SS Invocation Notification 

8.4.1.1.1 Description 

This IF is generated by the MSC when it shall notify the gsmSCF of a supplementary service invocation. 
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8.4.1.1.2 



Information Elements 



Information element name 


Status 


Description 


Notification Event 


M 


Tliis IE indicates the supplementary service invocation, resulting in the SS 
Invocation Notification IF. Only the following supplementary services are 
allowed: Explicit Call Transfer, Call Deflection, Multi Party. 


Notification Event Specific 
Information 


S 


In the case of ECT, the sending entity shall include the called party for each 

call originated by the subscriber and relevant to the ECT invocation. Note: the 

subscriber may have originated zero, one or two calls relevant to the ECT 

service. 

In the case of CD, the deflected to number shall be included in this IE. 

In the case of MPTY, this IE shall be omitted. 


IIVISI 


M 


This IE identifies the mobile subscriber who has invoked the supplementary 
service to be notified. 


MSISDN 


M 


This IE identifies the mobile subscriber who has invoked the supplementary 
service to be notified. 



8.4.2 HLR to VLR information flows 



8.4.2.1 



Delete Subscriber Data 



8.4.2.1.1 Description 

This IF is used by the HLR to delete CAMEL subscription data from a VLR. li is specified in 3GPP TS 29.002 [34]. 

8.4.2.1.2 Information Elements 

The Delete Subscriber Data IF contains the following CAMEL specific information elements for SS Notifications: 



Information element name 


Status 


Description 


CAMEL Subscription Info 
Withdraw 





This IE identifies that all CSIs shall be deleted from the subscriber data in the 
VLR. 


Specific CSI Withdraw 





This IE is used to indicate that only SS-CSI shall be deleted from the VLR. 
This IE should not be present when CAMEL Subscription Info Withdraw is 
present. 



8.4.2.2 



Insert Subscriber Data 



8.4.2.2.1 Description 

This IF is used by an HLR to update a VLR with certain subscriber data. This IF is specified in 3GPP TS 29.002 [34]. 



8.4.2.2.2 



Information Elements 



The Insert Subscriber Data contains the following CAMEL specific information element for SS Notifications: 



Information element name 


Status 


Description 


SS-CSI 





This IE is described in subclause 8.2.1 . 

This IE identifies the subscriber as having supplementary service invocation 
notification services. It contains the Notification Criteria and gsmSCFAddress. 
When SS-CSI is sent to the VLR, it shall not contain a marking for CCBS. 



8.4.3 HLR to gsmSCF information flows 
8.4.3.1 SS Invocation Notification 

This IF is generated by the HLR when it shall notify the gsmSCF of a supplementary service invocation. 
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8.4.3.1.2 



Information Elements 



Information element name 


Status 


Description 


Notification Event 


M 


Tliis IE indicates the supplementary service invocation, resulting in the SS 
Invocation Notification IF. 

Only the following supplementary services are allowed: Completion of Calls to 
Busy Subscriber 


IMS! 


M 


This IE identifies the mobile subscriber who has invoked the supplementary 
service to be notified. 


MSISDN 


M 


This IE identifies the mobile subscriber who has invoked the supplementary 
service to be notified. 


B-Number 


M 


This IE indicates the destination address of the CCBS request. 


CCBS Request State 


M 


This IE identifies the current state of the CCBS request. It can be one of: 

- Request; 

- Recall; 

- Active; 

- Completed; 

- Suspended; 

- Frozen; 

- Deleted. 



8.4.4 VLR to MSC information flows 



8.4.4.1 



Invoke SS result 



8.4.4.1.1 Description 

This IF is used by the VLR to send SS-CSI to the MSC. This IF is specified in 3GPP TS 29.002 [34]. 



8.4.4.1.2 



Information Elements 



The Invoke SS result contains the following CAMEL specific information element for SS Notifications: 



Information element name 


Status 


Description 


SS-CSI 


C 


This IE is included when it is available in the VLR and either ECT or MPTY 
has been successfully invoked and that supplementary service has been 
marked for notification. 



8.4.4.2 



Send Info For Incoming Call ack 



8.4.4.2.1 Description 

This IF is used by the VLR to send SS-CSI to the MSC. This IF is specified in 3GPP TS 23.018 [12]. 



8.4.4.2.2 



Information Elements 



The Send Info For Incoming Call ack contains the following CAMEL specific information elements for SS 
Notifications: 



Information element name 


Status 


Description 


SS-CSI 


S 


This IE is included when it is available in the VLR and CD has been 
successfully invoked and that supplementary service has been marked for 
notification. 



£75/ 



3GPP TS 23.078 version 1 0.1 .0 Release 1 669 ETSI TS 1 23 078 V1 0.1 .0 (201 2-01 ) 

9 Mobility IVIanagement 

9.1 Architecture 

9.1 .1 Functional Entities used for CAMEL 

This subclause describes the functional architecture required to support Mobility Management in CAMEL. Figures 9.1- 
1 and 9.1-2 show the functional entities involved in CAMEL support of Mobility Management. The architecture in the 
figure 9.1-1 is applicable to the third phase of CAMEL or higher and the architecture in the figure 9.1-2 is applicable to 
the fourth phase of CAMEL. 





MS , 

Home/Interrogating/Visited Network 

Figure 9.1-1 : Functional architecture for CS subscriber support of CAIVIEL 





MS . 

Home/Interrogating/Visited Network 

Figure 9.1-2: Functional architecture for GPRS subscriber support of CAMEL 

gsmSCF: see subclause 3.1. 

HLR: The HLR contains Mobility management CAMEL Subscription Information (M-CSI) for those CS subscribers 
that require CAMEL control of Mobility Management events and Mobility management GPRS CAMEL Subscription 
Information (MG-CSI) for those GPRS subscribers that require CAMEL control of Mobility Management events. 
M-CSI is sent to the VLR during the Location Update and Restore Data procedures or when M-CSI is modified in the 
HLR. The M-CSI is deleted in the VLR with the Delete Subscriber Data procedure. MG-CSI is sent to the SGSN during 
the GPRS Location Updating procedure or when MG-CSI is modified in the HLR. The MG-CSI is deleted in the SGSN 
with the Delete Subscriber Data procedure. 
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MS: Mobile Station. 

MSC: see subclause 4.1. 

VLR: After having completed a Mobility Management event from a CS subscriber, the VLR may find it necessary to 
send a notification to the gsmSCF. The content of M-CSI indicates which Mobility Management events shall be 
reported to the gsmSCF. 

SGSN: After having completed a Mobility Management event from a GPRS subscriber, the SGSN may find it 
necessary to send a notification to the gsmSCF. The content of MG-CSI indicates which Mobility Management events 
shall be reported to the gsmSCF. 

9.1 .2 Interfaces defined for CAMEL 

This subclause describes the different interfaces applicable to CAMEL control of Mobility Management events. It 
specifies on a high level the functions specific to CAMEL. 

9.1 .2.2 VLR - gsmSCF interface 

This interface is used by the VLR to send Mobility Management event notifications to the gsmSCF. When processing a 
mobility management event, the VLR may find it necessary to send a notification to the gsmSCF, depending on the 
presence of M-CSI for the subscriber and the contents of M-CSI. 

9.1 .2.3 SGSN - gsmSCF interface 

This interface is used by the SGSN to send Mobility Management event notifications to the gsmSCF. When processing 
a mobility management event, the SGSN may find it necessary to send a notification to the gsmSCF, depending on the 
presence of MG-CSI for the subscriber and the contents of MG-CSI. 

9.2 Description of CAMEL Subscriber Data 

9.2.1 IVIobility IVIanagement CAIVIEL Subscription Information (M-CSI) 

This subclause specifies the contents of the Mobility Management CAMEL Subscription Information (M-CSI). 

9.2.1 .1 Mobility Management Triggers 

This data indicates which Mobility Management events shall result in a notification to the gsmSCF. One or more events 
may be marked per subscriber. These events are: 

Location update in the same VLR service area. 

Location update to another VLR service area. 

- IMSI attach. 

- MS initiated IMSI detach (explicit detach). 

- Network initiated IMSI detach (implicit detach). 

9.2.1.2 gsmSCF address 

This is the address of the gsmSCF where the Mobility Management event notification shall be sent to. The gsmSCF 
address is in E.164 format. 

9.2.1.3 Service Key 

The Service Key is included in the notification information flow to the gsmSCF. It indicates to the gsmSCF which 
Service Logic shall be applied. 
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9.2.1.4 CSI State 

The CSI state indicates whether the M-CSI is active or not. 

9.2.1.5 Notification flag 

The notification flag indicates whether the change of the M-CSI shall trigger Notification on Change of Subscriber Data 
or not. 

9.2.2 Mobility Management for GPRS CAMEL Subscription Information 
(MG-CSI) 

This subclause specifies the contents of the Mobility Management for GPRS CAMEL Subscription Information 
(MG-CSI). 

9.2.2.1 Mobility Management Triggers 

This data indicates which Mobility Management events shall result in a notification to the gsmSCF. One or more events 
may be marked per subscriber. These events are: 

Routeing area update of MS to a different SGSN service area (update from mew SGSN); 

Routeing area update of MS to a different SGSN service area (disconnect by detach); 

Routeing area update of MS within the same SGSN service area; 

GPRS attach (e.g. MS switched on, successful routeing area update after network initiated transfer to "MS not 
reachable for paging"); 

- MS-initiated GPRS detach (e.g. MS switched off); 

Network-initiated GPRS detach. 

Network-initiated transfer to the "not reachable for paging" state (the network has not received a periodic 
routeing area update from the MS and assumes that the MS is unreachable). 

9.2.2.2 gsmSCF address 

This is the address of the gsmSCF where the Mobility Management event notification shall be sent to. The gsmSCF 
address is in E.164 format. 

9.2.2.3 Service Key 

The Service Key is included in the notification information flow to the gsmSCF. It indicates to the gsmSCF which 
Service Logic shall be applied. 

9.2.2.4 CSI state 

The CSI state indicates whether the MG-CSI is active or not. 

9.2.2.5 Notification flag 

The notification flag indicates whether the change of the MG-CSI shall trigger Notification on Change of Subscriber 
Data or not. 

9.2.3 gsmSCF address list for CSI 

The gsmSCF address list indicates the gsmSCF addresses to which Notification on Change of Subscriber Data shall be 
sent. This list is common to all CSI. 
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9.3 Procedures for Mobility management 

9.3.1 Procedures for IVIobility management for CS subscriber 

The different procedures for Mobility Management are shown in Figures 9.2-1 to 9.2-5. 

Figure 9.2-1; Location Update within a single VLR Service Area. (The VLR Service area may be in the HPLMN or 
in the VPLMN.); 

Figure 9.2-2: Location Update from one VLR Service Area to another VLR Service Area. (Both VLR Service 
Areas are in the HPLMN or in the same VPLMN.); 

Figure 9.2-3: Location Update from one PLMN to another PLMN; 

- update from HPLMN to VPLMN; 

- update from VPLMN to HPLMN; 

- update from one VPLMN to another VPLMN. 
Figure 9.2-4: IMSI Detach (in HPLMN or in VPLMN); 

explicit detach (the MS has been switched off by the subscriber); 

implicit detach (the network has not received a periodic paging update from the MS and assumes that the MS 
is switched off or unreachable). 

Figure 9.2-5: IMSI Attach (in HPLMN or in VPLMN); 

attach (the MS has been switched on by the subscriber - subscription data is still available in the VLR, no 
location update is needed). 



Home Network 
(HPLMN) 



Serving Network 
(HPLMNA/'PLMN) 




MS 

(subscriber moves within "^ 
VLR Service Area) 



Figure 9.2-1 : Location Update witliin a single VLR Service Area 



Home Network 
(HPLMN) 




(subscriber moves to other 

VLR Service Area within 

same PLMN) 



Serving Network 
(HPLMNA^PLMN) 



(^JV 



( MSC ) 




Figure 9.2-2: Location Update from one VLR Service Area to another VLR Service Area 
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Home Network 
(HPLMN) 



Serving Network B 
(HPLMNA^PLMN) 




(subscriber moves to 
other PLMN) 



Figure 9.2-3: Location Update from one PLIVIN to another PLIUIN 



Serving Network A 
(HPLMNA^PLMN) 

( IVISC ) 




Home Network 
(HPLMN) 



Serving Network 
(HPLMNA'PLMN) 




MS is switched off 
or detached 



Figure 9.2-4: IIVISI Detachi (implicit/explicit) 



Home Network 
(HPLMN) 




gsmSCF)<- 



MAP 



(notification) 



Serving Network 
(HPLMN/VPLMN) 




MS is switched on 



Figure 9.2-5: IIVISI Attach 

When a Mobility Management Event has taken place and the processing has been completed, then the VLR may find it 
necessary to send a notification to the gsmSCF. The processing of the Mobility Management event in the VLR is not 
suspended by the sending of the notification nor is it in any way affected by the notification. 

The sending of a Mobility Management notification to gsmSCF is independent of other CAMEL subscription data for a 
subscriber. E.g. a subscriber may have M-CSI without O-CSI or VT-CSI. 

The sending of a Mobility Management event notification is subscription based. 

Refer to subclause 9.2. 1 for a description of M-CSI and the different Mobility Management events that may lead to a 
notification to the gsmSCF. 
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9.3.1 .1 Procedure descriptions 

9.3.1 .1 .1 Procedure Set_Notification_Type 

This procedure is called from process Update_Location_VLR in 3GPP TS 23.012 [10]. It checks the information 
element 'Location Update Type', which the VLR receives from the MSC via MAP_UPDATE_LOCATION_AREA 
service. This element identifies the type of Location Update requested by the mobile station. 

The possible values of this parameter are specified in 3GPP TS 24.008 [30]. 

The type of Location Update that was requested by the mobile station determines which Mobility Management 
notification information flow shall be sent to the gsmSCF. 

The values 'Periodic Updating' and 'Reserved' shall not lead to a Mobility Management notification to the gsmSCF. 
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Procedure Set_Notification_Type 

/* Determining tlie type of Mobility' \ 
Management event notification 
to be sent to tfie gsmSCF. */ 



1(1) 



Location 
4Jpclate Type?^ 



'IMSI Attach' 



Notify := 
Attach 




'Nomal 

Location 

Updating' 



'Reserved' 

or 

'Periodic Updating 




No 



Yes 



Notify := Location 

update in the same 

VLR Service Area 



Notify := Location 
update to the new 
VLR Service Area 



No notification 
required 



Figure 9.-1 a: Procedure Set_Notification_Type (sheet 1) 
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9.3.1 .1 .2 Procedure Notify_gsmSCF 

This procedure is called from the process 'Update_Location_Area_VLR' and process 'Detach_IMSI_VLR' in 3GPP 
TS 23.012 [10]. It is also called from the process 'Update_Location_VLR' in 3GPP TS 29.002 [34]. 

The calling process passes on the variable 'Notify' to the procedure 'Notify_gsmSCF'. This variable indicates which 
Mobility Management notification may be necessary to be sent to the gsmSCF. If this variable has a value NULL, then 
no notification shall be sent to the gsmSCF. 

If a notification may be necessary to be sent to the gsmSCF, then the procedure checks the presence of M-CSI. 

If M-CSI is present and the Mobility Management event indicated in the variable 'Notify' is marked in M-CSI, 
then a notification shall be sent to the gsmSCF. 

If M-CSI is not present or the Mobility Management event indicated in the variable 'Notify' is not marked in 
M-CSI, then no notification shall be sent to the gsmSCF. 
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Procedure Notify_gsmSCF 

/* Sending a notification to \he[\ 
gsmSCF, if needed. */ 




Send IVIIVI Event 
Notification 



Waiting_for_ 
NotificationReply 



Send IVIIVI Event 
Notification ( 
Positive Response 




1(1) 



/* Signals to/from the right are[\ 
to/from the process 
'MM_Event_Notification_VLR' 
in 3GPPTS 29.002.*/ 



Send MM Event 
Notification < 
Negative Respon 



Figure 9.3-1 : Procedure Notify_gsmSCF (sheet 1) 
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9.3.2 Procedures for Mobility management for GPRS subscriber 

The different procedures for Mobility Management are shown in figures 9.4-1 to 9.4-5. 



Home Network 
(HPLMN) 



Serving Network 
(HPLMN/VPLMN) 




MS 

(subscriber moves within 'm- 
SGSN Service Area) 



Figure 9.4-1 : Routeing Area Update within SGSN Service Area 



Home Network 
(HPLMN) 



Serving Network 
(HPLMN/VPLMN) 




(subscriber moves to 
SGSN Service Area within 
same PLMN) 



Figure 9.4-2: Routeing Area Update from one SGSN Service Area to anotlier SGSN Service Area 



Home Network 
(HPLMN) 



Serving Network B 
(HPLMN/VPLMN) 




(subscriber moves to 
PLMN) 



Serving Network A 
(HPLMN/VPLMN) 



Figure 9.4-3: Routeing Area Update from one PLIUIN to anotlier PLIVIN 
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Home Network 
(HPLMN) 




gsmSCF)"^ 



MAP 



(notification) 



Serving Network 
(HPLMN/VPLMN) 




SGSN 



MS is switched on 



Figure 9.4-4: Attach of MS 



Home Network 
(HPLMN) 




gsmSCP)"^ 



MAP 



(notification) 



Serving Network 
(HPLMNA'PLMN) 




SGSN 



MS is switched off 
or detached 



Figure 9.4-5: GPRS detachi 

When a Mobility Management Event has taken place and the processing has been completed, then the SGSN may have 
to send a notification to the gsmSCF. 

The sending of a Mobility Management notification to gsmSCF is independent of other CAMEL subscription data for a 
subscriber. E.g. a subscriber may have MG-CSI without GPRS-CSI. 

The sending of a Mobility Management event notification is subscription based. 

Refer to subclause 9.2.2 for a description of MG-CSI and the different Mobility Management events that may lead to a 
notification to the gsmSCF. 



9.3.2.1 



Procedure CAMEL PS Notification 



This procedure is called from processes in 3GPP TS 23.060 [15]. When this procedure is called, it checks the presence 
of MG-CSI. If there is no MG-CSI, then no notification is sent to the gsmSCF. 
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Procedure CAMEL_PS_Notification 

I N 

/* procedure in the SGSN for mobility' \ 
management for GPRS subscriber 7 




No 



Set_PS_ 

otificationTyde 



Notify_ 
PS^gsmSCF 



Result := 
Continue 




1(1) 



Figure 9.5-1 : Procedure CAMEL_PS_Notification (sheet 1) 
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Procedure Set_PS_Notification_Type 

/* Determining tlie type of Mobility' \ 
Management event notification 
to be sent to tfie gsmSCF. */ 



1(1) 



MS not reachable 
for paging 




Routeing area update 




'Attach' 



'PS Detach' 



Notify:=MS not 
reachable for paging 



'Nomal Routeinc 
Area Update' 




Due to routeing 
area update 



Others 



notification 
required 



Other 



Notify := 
Attach 



Notify:= 
Detach 



^,Previous 
muteing Area" 
in this SOSN? 



Yes 



No 



(2) 



(3) 




(1 ) Notify : 

(2) Notify : 

(3) Notify : 



Routeing Area Update to new SGSN Service Area (disconnect by detach)[\ 

Routeing Area Update in the same SGSN Service Area 

Routeing Area Update to new SGSN Service Area (update from new SGSN) 



Figure 9.6-1 : Procedure Set_PS_Notification_Type (sheet 1) 
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Procedure Notify_PS_gsmSCF 

/* Sending a notification to tlie^ _, 
gsmSCF, if needed. 7 



No 



Event notificatfer 
required? 



Yes 



Send Ml\/I Event 
Notification 



Waiting_for_ 
^ NotificationReply 



Send MIVI Event 
Notification 
Positive Response 




1(1) 



/* Signals to/from the riglit are ^ 

to/from the process 
'l\/ll\/l_Event_Notification_VLR/SGSN' 
in3GPPTS29.002.7 



Send MM Event 
Notification 
Negative Respond 



Figure 9.7-1 : Procedure Notify_PS_gsmSCF (sheet 1) 
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9.4 Description of information flows 

This subclause contains the detailed description of the information flows used by CAMEL for Mobility Management 
control. 

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Specific conditions (S), mutually 
Exclusive (E), Optional (O) or not applicable (-) for each different entity involved: VLR (VLR) and SGSN (SGSN) 
where distinction is applicable. If the lEs in one table apply in both VLR and SGSN, then the lEs are marked in the 
"Status" column. 

An 'M' IE shall always be included. A 'C IE shall be included if the sending entity has the necessary information to 
populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column of the definition 
table. When a set of 'E' lEs is shown in the definition of an Information Flow or compound IE, only one of those lEs 
may be included. An 'O' IE may be included or omitted as required by the service logic. A '-' IE shall always be omitted. 
This categorization is a functional classification, i.e. it defines the requirements for the stage 2 information. It is not a 
stage 3 classification to be used for the ASN.l syntax of the protocol. 

The following principles apply for the handling of the lEs by the receiving entity: 

The gsmSCF may silently discard any IE which it does not functionally support; 

The VLR shall functionally support all lEs which can be sent to it; 

The SGSN shall functionally support all lEs which can be sent to it. 

9.4.1 VLR or SGSN to gsmSCF information flows 



9.4.1.1 



Mobility Management event Notification 



9.4.1.1.1 Description 

This IF is generated by the VLR or SGSN to notify the gsmSCF of a Mobility Management event. 



9.4.1.1.2 



Information Elements 



Information element name 


VLR 


SGSN 


Description 


Event Met 


M 


M 


This IE indicates the type of Mobility Management event that lead to 
the notification. Refer to subclause 9.2.1 .1 for the CS subscriber and 
subclause 9.2.2.1 for the GPRS subscriber. 


Service Key 


M 


M 


This IE indicates the Service Logic that the gsmSCF shall apply. 


IMS! 


M 


M 


This IE identifies the mobile subscriber to whom the Mobility Event 
applies. 


Basic MSISDN 


M 


M 


This IE identifies the mobile subscriber to whom the Mobility Event 
applies. 


Location Information for CS 
subscriber 


C 


- 


This IE is described in a table below. 

This IE indicates the current location of the MS. 


Location Information for GPRS 
subscriber 


- 


C 


This IE indicates the current location of the MS which is equivalent to 
the location info SGSN IE in subclause 7.6.1.2. 


Supported CAMEL Phases 


M 


M 


This IE indicates the CAMEL Phases that are supported by the 
sending entity (VMSC/VLR or SGSN) in which the MS is registered 
after the mobility management event. 


Offered CAMEL4 Functionalities 


M 




This IE is described in subclause 4.6.1 .8. 

It indicates the CAMEL phase 4 functionalities offered by the 

VMSC/VLR. 



Location Information for CS subscriber is defined in 3GPP TS 23.018 [12]. The following differences apply: 



Information element name 


Status 


Description 


Service area ID 


C,E 


See 3GPPTS 23.018 [12]. 


Cell ID 


C,E 


See 3GPPTS 23.018 [12]. 


VLR Number 


M 


See 3GPPTS 23.018 [12]. 


Current Location Retrieved 


- 


Not applicable 
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Information element name 


Status 


Description 


Location area ID 


C,E 


See 3GPP TS 23.003 [7]. 


Selected LSA Identity 


S 


This IE indicates the LSA identity associated with the current position of the 
MS. It shall be present if the LSA ID in the subscriber data matches the LSA 
ID of the current cell. In the case of multiple matches the LSA ID with the 
highest priority it shall be present. See 3GPP TS 23.073 [18]. 


User CSG Information 


C 


See 3GPPTS 23.060 [15]. 



9.4.2 SGSN to HLR information flows 
9.4.2.1 Update GPRS Location 

See subclause 6.6.4.2. 

9.4.3 VLR to HLR information flows 

9.4.3.1 Update Location 

See subclause 4.6.8.3. 

9.4.3.2 Restore Data 

See subclause 4.6.8.4. 



9.4.4 HLR to VLR or SGSN information flows 



9.4.4.1 



Delete Subscriber Data 



9.4.4.1.1 



Description 



This IF is used by an HLR to delete CAMEL subscription data from a VLR or SGSN. It is specified in 3GPP 
TS 29.002 [34]. 



9.4.4.1.2 



Information Elements 



The Delete Subscriber Data IF contains the following CAMEL specific information elements for Mobility 
Management: 



Information element name 


VLR 


SGSN 


Description 


CAMEL Subscription Info 
Withdraw 








This IE identifies that all CSIs shall be deleted from the subscriber 
data in VLR or SGSN. 


Specific GSI Withdraw 








This IE is used to indicate that only M-GSI or MG-CSI shall be 
deleted from the VLR or SGSN respectively. It should not be present 
when CAMEL Subscription Info Withdraw is present. 
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9.4.4.2 



Insert Subscriber Data 



9.4.4.2.1 



Description 



This IF is used by an HLR to update a VLR or SGSN with certain subscriber data. This IF is specified in 3GPP 
TS 29.002 [34]. 

9.4.4.2.2 Information Elements 

Insert Subscriber Data contains the following CAMEL specific information elements for Mobility Management: 



Information element name 


VLR 


SGSN 


Description 


M-CSI 







This IE identifies tine CS subscriber as having mobility management 
notification services. It contains the events that shall be reported, the gsmSCF 
Address and the Service Key. 


MG-CSI 







This IE identifies the GPRS subscriber as having mobility management 
notification services. It contains the events that shall be reported, the gsmSCF 
Address and the Service Key. 



M-CSI contains the following information elements: 



Information element name 


Status 


Description 


GsmSCF Address 


M 


This IE is described in subclause 9.2.1 . 


Service Key 


M 


This IE is described in subclause 9.2.1 . 


Mobility Management Triggers 


M 


This IE indicates which Mobility Management events shall be reported to the 
gsmSCF. It shall contain one or more of the following elements: 

- Location update in the same VLR service area 

- Location update to another VLR service area 

- IMSI attach 

- MS initiated IMSI detach (explicit detach) 

- Network initiated IMSI detach (implicit detach) 



MG-CSI contains the following information elements: 



Information element name 


Status 


Description 


GsmSCF Address 


M 


This IE is described in subclause 9.2.2. 


Service Key 


M 


This IE is described in subclause 9.2.2. 


Mobility Management Triggers 


M 


This IE is described in subclause 9.2.2. 
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10 Control and interrogation of subscription data 

Support of the procedures described in this clause in CAMEL Phase 4 is a network operator option. 

10.1 Architecture 

10.1.1 Functional Entities used for CAMEL 

This subclause describes the functional architecture required to support control and interrogation of subscription data. 
Figure 10.1 shows the functional entities involved in CAMEL support of control and interrogation of subscription data. 

Home Network , , 

HLR )< M^P >(gsmSCF. 




Figure 10.1 : Functional architecture for support of control and interrogation of subscription data 

gsmSCF: see subclause 3.1. 

HLR: The HLR may provide an interface to the gsmSCF for the Any Time Subscription Interrogation and Any Time 
Modification procedures. The gsmSCF may provide an interface to the HLR for the Notify Subscriber Data Change 
procedure. 

1 0.1 .2 Interfaces defined for CAMEL 

This subclause describes the interface applicable to CAMEL control of subscription data. It specifies on a high level the 
functions specific to CAMEL. 

10.1.2.1 gsmSCF -HLR 

This interface is used by the gsmSCF to interrogate or modify information in the HLR. As a network operator option, 
the HLR may refuse to provide or modify the information requested by the gsmSCF. This interface is also used by the 
HLR to notify the gsmSCF of a change of subscriber data. 

1 0.2 Procedures for CAMEL 

1 0.2.1 Any Time Subscription Interrogation 

Handling of Any Time Interrogation for Subscription Information Retrieval involves the following process: 

- CAMEL_ATSI_HLR. 

If an OSS needs the Subscription Information, the gsmSCF initiates a transaction to the HLR by sending an Any Time 
Subscription Interrogation Request. 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



687 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Process CAMEL_ATSLHLR 

I N 

/* Process in the HLR receiving i \ 

an Any Time Subscription Interrogation' 
request from gsmSCF. 7 



1(2) 



/* Signals to/from the left are to/from 
thegsmSCF. 7 



Idle 




ubscription 
n Request 



Yes 




Error := 
"Unknown 
jer" 



Error := 
"ATSI Not 
A llowed" 



Any Time 
Interrogati 
response 



ubscription 
negative 
|Error) 



ion 



Idle 



Figure 1 0.2-1 : Process CAMEL_ATSI_HLR (sheet 1) 
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Process CAMEL_ATSI_HLR 

/* Process in the HLR receiving 
an Any Time Subscription Interrogation 
request from gsmSCF. */ 



2(2) 



/* Signals to/from the left are to/frl 
the gsmSCF. */ 



Set pointer 
to the next 



request 



Set pointer 
to the first 

— request — 





SS data 



CSI 
Supported CAMEL phases 
ODB data 



No 



Requested interrogation is valid? 

(refer to 3GPP TS 23.01 1 , 23.081 , 

23.082, 23.083, 23.088 and 23.091) 



Requesited SS 
isPFrCB> 
^ECT, Ci 



Yes 



Append requested 
data to return 
resu l t 




Error := 

"Information 

Not Ava il ab l e" 




No 



Set E rror Accord i n g to 

3GPF'TS 23.011, 23.081, 

23.( |82, 23.083, 23 .088 

and 23.091 



Error := 
"Unexpected 
Data Va l ue" 



At least one of the 
requested data was 
available? 



No 



Any Time Subscription 
Interrogation ack 



Any Tim 3 Subscription 
Interrogation negative 
response (Error) 



Idle 



Figure 10.2-2: Process CAMEL_ATSI_HLR (sheet 2) 
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1 0.2.2 Any Time Modification 

Handling of Any Time Modification involves the following process; 

- CAMEL_ATM_HLR. 

The following procedures are involved: 

- ATM_Modify_Data 

This procedure checks which data shall be modified and calls the appropriate data modification procedure. 

- ATM_Modify_CSI_Data 

If the CSI indicated in the ATM request is not available in the HLR, then an error is returned. 
Otherwise, the CSI state and/or Notification-to-CSE flag are set as instructed with the ATM request. 

- ATM_Modify_CF_Data 

When only the SS-code and (optionally) a Basic Service code are present in the ATM request, then all Call 
Forwarding data belonging to this SS code and basic service code is erased, the associated notificationToCSE 
flag is unchanged and the SS-Status is amended according to the state transition model defined in 3GPP 
TS 23.082 [20]. 
Otherwise, the behaviour is as follows: 

If a valid SS state is present in the ATM request, then an SS state transition is performed. 

If a valid FTN, FTN sub address or No Reply Condition Time is present in the ATM request, then the 
indicated variable is modified. 

Before modification of CF data (SS state changed to 'registered', insert or change of FTN), the interaction 
checks between CF and ODB and between CF and CB shall be performed as described in 3GPP 
TS 23.015 [11] and TS 23.082 [20] respectively. The CF data shall only be modified if the changed new CF 
data does not conflict with the existing ODB or CB entries. 

If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification- 
to-CSE flag is modified. 

If the modification is partially successful (e.g. succeeds for one Basic Service but fails for another Basic 
Service), then the operation is partially accepted by the HLR. The accepted changes are made in the HLR and 
the changed data is sent in the ATM acknowledgement. 

- ATM_Modify_CB_Data 

When only the SS-code and (optionally) a Basic Service code are present in the ATM request, then all Call 

Barring belonging to this SS code and basic service code is deactivated, the associated notificationToCSE flag is 

unchanged and the SS-Status is amended according to the state transition model defined in 3GPP 

TS 23.088 [23]. 

Otherwise, the behaviour is as follows: 

If a valid SS state is present in the ATM request, then an SS state transition is performed. 

Before modification of CB data (SS state), the interaction checks between CF and CB shall be performed as 
described in 3GPP TS 23.088 [23]. The CB data shall only be modified if the changed new CB data does not 
conflict with the existing CF entries. 

If a valid Password or 'Wrong password attempt counter' is present in the ATM request, then the indicated 
variable is modified. 

If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification- 
to-CSE flag is modified. 

- ATM_Modify_ODB_Data 

If ODB data is not present in the ATM request, then it is assumed that the ODB data is not modified. When 
present, the modification is done by overwriting the existing ODB data. 

If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification- 
to-CSE flag is modified. 
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If the modification is partially successful (e.g. succeeds for one Basic Service but fails for another Basic 
Service), then the operation is partially accepted by the HLR. The accepted changes are made in the HLR and 
the changed data is sent in the ATM acknowledgement. 

- ATM_Modify_IP-SM-GW_Data 

If Modification Instruction is "activate", the IP-SM-GW address is stored if not already pre-configured in the 
HLR and the process Subscriber_Present_HLR is invoked (see 3GPP TS 23.012 [10]). 

If Modification Instruction is "deactivate" and there is no IP-SM-GW address pre-configured in the HLR, the 
stored IP-SM-GW address is deleted. 

- ATM_Modify_CW_Data 

- If a valid SS-status is present in the ATM request, then all Call Waiting state is changed accordingly, 

- If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification-to- 
CSE flag is modified. 

- ATM_Modify_CH_Data 

- If a valid SS-status is present in the ATM request, then all Call Hold state is changed accordingly, 

- If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification-to- 
CSE flag is modified. 

- ATM_Modify_ECT_Data 

- If a valid SS-status is present in the ATM request, then all Explicit Call Transfer state is changed accordingly, 

- If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification-to- 
CSE flag is modified. 

- ATM_Modify_CLIP_Data 

- If a valid SS-status is present in the ATM request, then all Calling Line Identification Presentation state is 
changed accordingly, 

- If the Override Category is present, the Override Category is change accordingly. 

- If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification-to- 
CSE flag is modified. 

- ATM_Modify_CLIR_Data 

- If a valid SS-status is present in the ATM request, then all Calling Line Identification Restriction Waiting 
state is changed accordingly, 

- If the Override Category is present, the CLIR Restriction Option is change accordingly. 

- If an instruction to modify the notification-to-CSE flag is present in the ATM request, then the notification-to- 
CSE flag is modified. 

After having executed the Any Time Modification instruction from the gsmSCF, the HLR calls the procedure 
CAMEL_NSDC_HLR, which sends notifications to gsmSCF(s), if required. 
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Process CAMEL_ATM_HLR 

/* Process in the HLR receiving i\ 
an Any Time Subscription Modification 
request from gsmSCF. */ 



1(1) 



/* Signals to/from tlie left are to/from K 
the gsmSCF, unless otherwise indicated^ 



Idle 



Any Time 
^Modification 
request I 




RequestecTdata 
/ailable?-'^ 



No 



No 



No 



|\TM_Modify 
Data 




Fail 



Set Result to 
modified data 



Any Time 
Modificatiqn 
ack 



q;AMEL_NSDq; 

HLR 



Idle 



Set UE= 
"Not available" 



Set UE= 
"Unknown 
subscriber" 



Set UE= 
"ATM Not 
Allowed" 



Dwe 



<Any Time 
Modificatiqn 
Frrpr I 



Figure 10.3-1 : Process CAMEL_ATM_HLR (sheet 1) 
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Procedure ATMModifyData 



1(2) 



/* Procedure in the HLR to modify subscriber 
data as a result of an ATM request. */ 





CF Data 



CB Data 



,TM_Modify 
CF Data " 



ODB Datci 



IP-SM-(3WData 



,TM_Modify 
CB Data " 



TM_Modify 
ODB Data 



OK 




Not OK ^ ^\^ Not OK ^^ ^\ Not OK 
Result? > 1 < Result? 




ATM_Modify 

IP-SM-GW 

J Data 



Set UE:= 
InformationNot 
Ava il ab l e" — 



Set 



UE in accordance Set 



witfi 3GPP TS 23. 
and 23.082 



^ 



011 



UE in accordance 



witfi 3GPP TS 23. 
and 23.088 



Oil 




Set Result:: 
"Pass" 



Set Result:: 
"Fail" 




Figure 10.4-1 : Procedure ATM_Modify_Data (sheet 1) 
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Procedure ATMModifyData 

/* Procedure in the HLR to modify subscriber 
data as a result of an ATM request. */ 



2(2) 



CW Data 




Not OK 



— Set BE i n — 

accordance 

with 3GPP TS 

23.011 

and 23.083 



— Set BE i n — 

accordance 

with3GPPTS 

23.011 

and 23.083 

' M- 



Set BE i n 



accordance 
with3GPPTS 
23.011 
and 23.091 — 



Set BE i n 



accordance 
with3GPPTS 
23.011 
and 23.081 — 



Set BE i n 





accordance 
with3GPPTS 

23.011 
and 23.081 — 



Figure 10.4-2: Procedure ATM_Modify_Data (sheet 2) 
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Procedure ATM_Modify_CSI_Data 

\r Procedure in the HLR to modify CSI data\ 
as a result of an ATM request. */ 



1(1) 






( 
V 




J 














No 


^^ 




Requested CSI 








available in HLR? 




Yes 








No 


Yes 




Modify CSI state 










requested? 










Modify CSI 
state 
















No 










Yes 




Modify notification 










flag requested? 










Modify 
lotification flag 






















Set Result= 
"Not OK" 




Set Result= 
"OK" 





Figure 10.5-1 : Procedure ATM_Modify_CSI_Data (sheet 1) 
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Procedure ATM_Modify_CF_Data 

I N 

/* Procedure in the HLR to modify Call' \ 
Forwarding data, as a result of an 
ATM request. 7 



1(2) 



Set Results 
"Not OK" 



; Result is "OK" 
if anything succeeds 



Yes 



Yes 



Erase Call 

Forwarding 

Data 




$et notification ■ 
to-CSE flag 



No 



Only SS-code and (optionally) 
Basic Service present in ATM? 



Notification flag instruction 
present in ATM? 



Basic Service code 
present in ATM? 



Set Call 
Forwarding statb 



Set Result:= 
"OK" 



Break All Basic Services 
into elementary group 
Basic Service Codes 




Compound basic 
service code? 



Break compound code 
into elementary Basic 
Service group codes 




Note1 

When ATM contains "BasicService", then 

the changes to CF apply to that BasicService only. 

When ATM does not contain "BasicService", then 

the changes to CF apply to all BasicServices. 

Note 2 

Changes to Call Fonwarding data shall be done 
in accordance with 3GPP TS 23.082 and 
3GPPTS 23.011. 



Take next/first 
Basic Service 
group 



Yes 




No 





Figure 10.6-1 : Procedure ATM_Modify_CF_Data (sheet 1) 
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Procedure ATM_Modify_CF_Data 

I N 

/* Procedure in the HLR to modify Call' \ 
Forwarding data, as a result of an 
ATM request. 7 



Note1 
Note 2 



No 



No 



No 



No 



No 



No 





Set Call 

Fonwarding 

stale 




Set Result= 
"OK" 



2(2) 



SS-status present in ATM? 



Requested CF state transition valid? 

(refer 3GPP TS 23.082 and 3GPP TS 23.01 1 ) 



Check interaction with ODB data pass? 
(refer 3GPPTS 23.01 5) 



Check interaction with CB data pass? 

(by equivalent function to CFU1 , CFU2, CFU3 

or CFU4. See 3GPP TS 23.082) 



FTN, FTN sub address or 
No Reply Condition Time 
present in ATM? 



Requested FTN, FTN sub address or 

No Reply Condition Time valid? 

(refer 3GPP TS 23.082 and 3GPP TS 23.01 1 ) 



Set FTN, FTN sub address or 
No Reply Condition Time 



Figure 10.6-2: Procedure ATM_Modify_CF_Data (sheet 2) 
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Procedure ATM_Modify_CB_Data 

I N 

/* Procedure in the HLR to modify Call' \ 
Barring data, as a result of an 
ATM request. 7 



1(2) 



Set Results 
"Not OK" 



; Result is "OK" 
if anything succeeds 



Yes 



Yes 




Erase Call 

Barring 

Rata 




5et notification 
to-CSE flag 




No 












\ 








/ 




Set Call 
Barring status 


^^^'""^^ 


^^^^^.-^ 








No 


Set Result:= 
"OK" 




















Bre 
into 
Ra? 


ak All B 

eleme 

.in Serv 


asic Se 
Itary gr 
c.p. Cnrl 


rvices 
oup 

fiS 







Only SS-code and (optionally) 
Basic Service present in ATM? 



Notification flag instruction 
present in ATM? 



Basic Service code 
present in ATM? 



Yes 




Compound basic 
service code? 



Break compound code 
into elementary Basic 
Service group codes 




Note1 

When ATM contains "BasicService", then 

the changes to CB apply to that BasicService only. 

When ATM does not contain "BasicService", then 

the changes to CF apply to all BasicServices. 

Note 2 

Changes to Call Barring data shall be done 
in accordance with 3GPP TS 23.088 and 
3GPPTS 23.011. 




Take next/first 
Basic Service 
group 



Codes lej 
Yes 



No 





Figure 10.7-1 : Procedure ATM_Modify_CB_Data (sheet 1) 
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Procedure ATM_Modify_CB_Data 

I N 

/* Procedure in the HLR to modify Call' \ 
Barring data, as a result of an 
ATM request. 7 



Note 1 I / 

Note 2 ' ^" 




No 



No 



No 




Set Call 
Barring status 



No 



No 




Set Result= 
"OK" 



2(2) 



SS-status present in ATM? 



Requested CB state transition valid? 

(refer 3GPP TS 23.088 and 3GPP TS 23.01 1 ) 



Check interaction with CF data pass? 
(by equivalent function to B03 or BI2. 
See 3GPPTS 23.088) 



Password or 'wrong password attempt counter' 
present in ATM? 



Password or 'wrong password attempt counter' valid? 
(refer 3GPP TS 23.088 and 3GPP TS 23.01 1 ) 



Set Password or 'wrong password attempt counter' 



Figure 10.7-2: Procedure ATM_Modify_CB_Data (sheet 2) 
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Procedure ATM_Modify_ODB_Data 

I r> 

/* Procedure in the HLR to modify CSI data \ 
as a result of an ATM request. 7 



No 



No 




Modification of ODB 
Data requested? 



Yes 



Cliange 
ODB Data 



Overwrite tlie existing ODB data 
witfi tfie ODB data in ATM 



Re-evaluate _ J Set or reset "Subscriber Status" 
ibscriber status ' See 3GPPTS 23.008 




Modify notification 
flag requested? 



Modify 
notification flag 



Set result : 
"OK" 




1(1) 



Figure 10.8-1 : Procedure ATM_Modify_ODB_Data (sheet 1) 
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procedure ATM_ModifyJP_SM_GW_Data 

/* Procedure in the HLR to modify IP-SIVI-GW datal^^^ 
as a result of an ATM request. */ ^ 



i(i: 




activate 



deactivate 



Yes 




\ IP-SIVI-GW address 
preconfigured in tfie HLR 




\ IP-SM-GW address 
preconfigured in the HLR 



No 

Store 

IP-SM-GW 

Address 



No 



Delete stored 

IP-SM-GW 

Address 



Subscriber_ 
Present HLR 



1 see 3GPPTS 23.012 




Figure 10.9-1 : Procedure ATM_Modify_IP-SM-GW_Data (sheet 1) 



ETSI 



3GPP TS 23.078 version 10.1.0 Release 10 



701 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



procedure ATM_Modify_CH_Data 

/* Procedure in the HLR to modify CM data 
as a result of an ATIVI request. */ 



Modify Notification 
Flag 



Set Result= 
"OK" 




1(1) 




SS-status present? 



Modify Notification Flag 
requested? 



Figure 10.10-1: Procedure ATM_Modify_CH_Data (sheet 1) 
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procedure ATM_Modify_CW_Data 

/* Procedure in the HLR to modify CWdata 
as a result of an ATIVI request. */ 



1(1) 




SS-status present? 



IVIodify Notification Flag 
requested? 



Modify Notification 
Flag 



Set Result= 
"OK" 




Figure 10.11-1 : Procedure ATM_Modify_CW_Data (sheet 1) 
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procedure ATM_Modify_ECT_Data 

r Procedure in the HLR to modify ECT data 
as a result of an ATIVI request. */ 



1(1) 



NO 



NO 




SS-status present? 



IVIodify Notification Flag 
requested? 



Modify Notification 
Flag 



Set Result= 
"OK" 




Figure 10.12-1 : Procedure ATM_Modify_ECT_Data (sheet 1) 
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procedure ATM_Modify_CLIP_Data 

r Procedure in the HLR to modify CLIP data 
as a result of an ATM request. */ 



NO 



YES 




Modify the 
Override catagory 




Modify Notification 
Flag 



Set Result= 
"OK" 




1(1) 



SS-status present? 



Override catagory 
present? 



Modify Notification Flag 
requested? 



Figure 10.13-1 : Procedure ATM_Modify_CLIP_Data (sheet 1) 
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procedure ATM_Modify_CLIP_Data 

r Procedure in the HLR to modify CLIP data 
as a result of an ATM request. */ 



NO 



YES 




1(1) 



SS-status present? 



Override catagory 
present? 



Modify the 
Override catagory 




Modify Notification Flag 
requested? 



Modify Notification 
Flag 



Set Result= 
"OK" 




Figure 10.14-1 : Procedure ATM_Modify_CLIR_Data (sheet 1) 

1 0.2.3 Notify Subscriber Data Cinange 

Changes of CSI, Call Forwarding data. Call Barring data. Call Waiting data. Call Hold data. Explicit Call transfer data. 
Calling line Identification Presentation data. Calling line Identification Restriction data or ODB data shall be notified 
only if the corresponding data is marked with the Notification-to-CSE flag. 

The HLR maintains a list of gsmSCF address(es) for Call Forwarding Data, Call Barring Data, ODB, Call Waiting data, 
Call Hold data. Explicit Call transfer data. Calling line Identification Presentation data. Calling hne Identification 
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Restriction data and CSI. When any of these items has been modified, a notification shall be sent to each gsmSCF in the 
corresponding list. 

The sending of a notification to the gsmSCF may be triggered by the following processes: 

subscriber data change by administrative procedure; 

subscriber data changed by subscriber; 

subscriber data changed by Any Time Modification request from gsmSCF; 

subscriber data changed due to a change of other subscriber data; 

subscriber data change due to Location Update. 

When a change of subscriber data is requested by Any Time Modification, Any Time Modification acknowlegement is 
returned to the requesting gsmSCF confirming the status of the altered data. Separate Notifications of subscriber data 
change shall also be returned to the requesting gsmSCF for each other piece of altered data, but these shall not contain 
the requested change. 

Each gsmSCF shall be notified only once. Multiple occurrence of gsmSCF Address in these lists shall not lead to 
multiple notification. 

Handling of Notify Subscriber Data Change involves the following procedure: 

- CAMEL_NSDC_HLR. 

If a change of subscriber data needs to be notified to the gsmSCF, then the HLR initiates a transaction to the gsmSCF 
by sending Notify Subscriber Data Change information flow. 
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Procedure CAMEL_NSDC_HLR 

r N 

/* Procedure in the HLR to notify^ 
the gsmSCF about a change in 
subscriber data. 7 




Yes 




Nofity_Subscriber 
Data_Change 



Wait for 
response 



Nofity_Subscriber 
^Data_Change 
re s p onse 



Go to next 
position in list 




1(1) 



/* Signals to/from the left are to/froni\ 
the gsmSCF. 7 



Notification flag set for this data item? 



Start at position 1 of gsmSCF address list 
associated with this data item. 



End of gsmSCF address list? 



Valid gsmSCF address? 



Data modification requestd by ATM 
from this gsmSCF? 



Figure 10.9-1: Procedure CAMEL_NSDC_HLR (sheet 1) 
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1 0.3 Description of information flows 



This subclause contains the detailed description of the information flows used by CAMEL for control and interrogation 
of subscription data. 

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Specific conditions (S), mutually 
Exclusive (E) or Optional (O) in the "Status" column. 

An 'M' IE shall always be included. A 'C IE shall be included if the sending entity has the necessary information to 
populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column of the definition 
table. An 'O' IE may be included or omitted as required by the service logic. This categorization is a functional 
classification, i.e. it defines the requirements for the stage 2 information. It is not a stage 3 classification to be used for 
the ASN. 1 syntax of the protocol. 

The following principles apply for the handling of the lEs by the receiving entity: 

The gsmSCF and the IP-SM-GW may silently discard any IE which it does not functionally support. 
The HLR shall return an error if it does not functionally support an IE which it receives. 

Details of errors and exceptions to these rules are specified in 3GPP TS 29.002 [34]. 

1 0.3.1 gsmSCF to HLR information flows 
1 0.3.1 .1 Any Time Modification Request 
10.3.1.1.1 Description 

This IF is used to modify information in the HLR at any time. 



10.3.1.1.2 



Information Elements 



Information element name 


Status 


Description 


gsmSCF Address 


M 


This IE indicates the address of the interrogating gsmSCF. The gsmSCF 
Address shall be in international E.I 64 format. 


Subscriber Identity 


M 


This IE identifies the subscriber for which the information is requested. The 
identity shall be either: 

- IMSI,or 

- MSISDN 


Modification Request For Call 
Forwarding SS Data 


E 


This IE is described in a table below. 

This IE indicates the data of Call Forwarding data to be modified. 


Modification Request For Call 
Barring SS Data 


E 


This IE is described in a table below. 

This IE indicates the data of call barring data to be modified. 


Modification Request For 
Operator Determined Barring 
Data 


E 


This IE is described in a table below. 

This IE indicates the data of operator determined barring data to be used. 


Modification Request For 
CAMEL Subscription 
Information 


E 


This IE is described in a table below. 

This IE indicates the Modification Request for CAMEL Subscription 

Information. 


Modification Request For Call 
Waiting SS Data 


E 


This IE is described in a table below. 

This IE indicates the data of Call Waiting data to be modified. 


Modification Request For Call 
Hold SS Data 


E 


This IE is described in a table below. 

This IE indicates the data of Call Hold data to be modified. 


Modification Request For Calling 
Line Identification Presentation 
SS Data 


E 


This IE is described in a table below. 

This IE indicates the data of Calling Line Identification Presentation data to be 

modified. 


Modification Request For Calling 
Line Identification Restriction SS 
Data 


E 


This IE is described in a table below. 

This IE indicates the data of Calling Line Identification Restriction data to be 

modified. 


Modification Request For 
Explicit Call Transfer SS Data 


E 


This IE is described in a table below. 

This IE indicates the data of Explicit Call Transfer data to be modified. 
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Modification Request For Call Forwarding SS Data contains the following information elements: 



Information element name 


Status 


Description 


SS Code 


M 


Tliis IE indicates Call Fonwarding supplementary service as defined in 3GPP 
TS 22.004 [2]. Due to a restriction of the Any Time Modification 
acknowledgement IF, only the following supplementary service codes are 
allowed for this IE; 

- call forwarding unconditional; 

- call fonwarding on mobile subscriber busy; 

- call forwarding on no reply; 

- call fonwarding on mobile subscriber not reachable. 


Basic Service 





See 3GPP TS 29.002 [34]. 


SS Status 





See 3GPP TS 23.01 1 [9]. Provisioning and withdrawal are not allowed for the 
gsmSCF. 


Forwarded-to Number 





See 3GPP TS 23.082 [20]. 


Forwarded-to Subaddress 





See 3GPP TS 29.002 [34]. 


No Reply Condition Time 





See 3GPP TS 23.082 [20]. 


Modify Notification Flag 





This IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 



Modification Request For Call Barring SS Data contains the following information elements: 



Information element name 


Status 


Description 


SS Code 


M 


This IE indicates Call Barring supplementary service as defined in 3GPP 
TS 22.004 [2]. Due to a restriction of the Any Time Modification 
acknowledgement IF, only the following supplementary service codes are 
allowed for this IE; 

- barring of all outgoing calls; 

- barring of outgoing international calls; 

- barring of outgoing international calls except those directed to the home 
PLMN; 

- barring of all incoming calls; 

- barring of incoming calls when roaming outside home PLMN Country. 


Basic Service 





See 3GPP TS 29.002 [34]. 


SS Status 





See 3GPP TS 23.01 1 [9]. Provisioning and withdrawal are not allowed for the 
gsmSCF. 


Password 





See 3GPP TS 23.01 1 [9]. 


Wrong password attempts 
counter 





See 3GPP TS 23.01 1 [9]. 


Modify Notification Flag 





This IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 



Modification Request For Operator Determined Barring Data contains the following information elements: 



Information element name 


Status 


Description 


ODB data 





This IE contains ODB General Data and ODB HPLMN Specific Data to be 
imposed by this IF. 


Modify Notification Flag 





This IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 



Modification Request For CAMEL Subscription Information contains the following information elements: 



Information element name 


Status 


Description 


Requested CSI 


M 


This IE indicates which CSI shall be modified. Only one CSI may be changed 
in one ATM Request. 


Modify Notification Flag 





This IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 


Modify CSI State 





This IE contains an instruction to activate or de-activate the CSI. 



Modification Request For Explicit Call Transfer Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 





See 3GPP TS 23.01 1 [9]. 
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Information element name 


Status 


Description 


Modify Notification Flag 





Tliis IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 



Modification Request For Call Hold Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 





See 3GPP TS 23.01 1 [9]. 


Modify Notification Flag 





This IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 



Modification Request For Call Waiting Data contains the following information elements; 



Information element name 


Status 


Description 


SS Status 





See 3GPP TS 23.01 1 [9]. 


Modify Notification Flag 





This IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 



Modification Request For Calling Line Identification Presentation Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 





See 3GPP TS 23.01 1 [9]. 


Override Category 





See 3GPP TS 23.01 1 [9]. 


Modify Notification Flag 





This IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 



Modification Request For Calling Line Identification Restriction Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 





See 3GPP TS 23.01 1 [9]. 


GLI Restriction Option 





See 3GPP TS 23.01 1 [9]. 


Modify Notification Flag 





This IE contains an instruction to activate or de-activate the Notification-to- 
CSE flag. 



1 0.3.1 .2 Any Time Subscription Interrogation Request 
10.3.1.2.1 Description 

This IF is used to request subscription information from the HLR at any time. 
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10.3.1.2.2 



Information Elements 



Information element name 


Status 


Description 


GsmSCF Address 


M 


Tliis IE indicates the address of tine interrogating gsmSCF. Tlie gsmSCF 
Address shall be in international E.164 format. 


Requested Info 


M 


This IE indicates the type of subscriber information being requested: 
This shall consist of one or more of the following list: 

- supplementary service; this information is described in a table below, 

- Operator Determined Barring; 

- CAMEL Subscription Information; this information is described in a table 
below, 

- supported CAMEL phases in VLR; 

- supported CAMEL phases in SGSN; 

- MSISDNs and Basic Service Codes associated with the Subscriber 
Identity. 

- CSG Subscription Data, see 3GPP TS 29.002 [34]; 

- Call Waiting SS Data see 3GPP TS 29.002[34]; 

- Call Hold SS Data see 3GPP TS 29.002[34]; 

- Explicit Call Transfer Data see 3GPP TS 29.002[34]; 

- Calling Line Identification Presentattion Data see 3GPP TS 29.002[34]; 

- Calling Line Identification Restriction Data see 3GPP TS 29.002[34]. 


Subscriber Identity 


M 


This IE identifies the subscriber for which the information is requested. The 
identity shall be either: 

- IMSI,or 

- MSISDN. 



Supplementary service contains the following information elements: 



Information element name 


Status 


Description 


SS Code 


M 


This IE indicates a supplementary service as defined in 3GPP TS 22.004 [2]. 
Due to a restriction of the Any Time Subscription Interrogation 
acknowledgement IF, only the following supplementary service codes are 
allowed for this IE; 

- call fonwarding unconditional; 

- call fonwarding on mobile subscriber busy; 

- call forwarding on no reply; 

- call forwarding on mobile subscriber not reachable; 

- barring of all outgoing calls; 

- barring of outgoing international calls; 

- barring of outgoing international calls except those directed to the home 
PLMN; 

- barring of all incoming calls; 

- barring of incoming calls when roaming outside home PLMN Country. 


Basic Service 





See 3GPP TS 29.002 [34]. 



CAMEL subscription information shall contain one of the following information elements: 



Information element name 


Status 


Description 


CAMEL Subscription Info 


S,E 


This IE indicates which CAMEL Subscription Information is requested. It shall 
be one of the following elements: 
0-CSI/T-CSI/VT-CSI/TIF-CSI/GPRS-CSI/MO-SMS-CSI/SS-CSI/M-CSI/D-CSI. 


Additional Requested CAMEL 
Subscription Info 


S,E 


This IE indicates which CAMEL Subscription Information is requested. It shall 
be one of the following elements: 
MT-SMS-CSI/ MG-CSI. 



1 0.3.1 .3 Notify Subscriber Data Change response 
10.3.1.3.1 Description 

This IF is used by the gsmSCF to respond to the HLR of the change of subscriber data notify. 
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10.3.1.3.2 Information Elements 

This IF contains no information elements. 

1 0.3.2 HLR to gsmSCF information flows 

1 0.3.2.1 Any Time Modification ack 

10.3.2.1.1 Description 

This IF is used by the HLR to provide the modified information to the gsmSCF. 
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10.3.2.1.2 



Information Elements 



Information element name 


Status 


Description 


Call Forwarding SS Data 


S 


This IE is described in a table below. It shall be present if it was modified. 


Call Barring SS Data 


S 


This IE is described in a table below. It shall be present if it was modified. 


Operator Determined Barring 
Information 


s 


This IE is described in a table below. It shall be present if it was modified. 


CAMEL Subscription 
Information 


s 


This IE is described in a table below. It shall be present if it was modified. 


Call Waiting SS Data 


s 


This IE is described in a table below. It shall be present if it was modified. 


Call Hold SS Data 


s 


This IE is described in a table below. It shall be present if it was modified. 


Calling Line Identification 
Presentation SS Data 


s 


This IE is described in a table below. It shall be present if it was modified. 


Calling Line Identification 
Restriction SS Data 


s 


This IE is described in a table below. It shall be present if it was modified. 


Explicit Call Transfer SS Data 


s 


This IE is described in a table below. It shall be present if it was modified. 



Call Forwarding SS Data contains the following information elements: 



Information element name 


Status 


Description 


SS Code 


S 


This IE indicates Call Fonwarding supplementary service as defined in 3GPP 

TS 22.004 [2]. 

Only the SS code for which the modification applies is sent. 


Fonwarding Feature List 


S 


This IE is described in a table below. 

If a Forwarding Feature List item is modified then all applicable fields within 

the item shall be sent. All modified Forwarding Feature List items shall be 

returned. 


Notification-to-CSE Flag 


S 


This IE indicates whether the gsmSCF is notified of a change of Call 

Forwarding SS data. 

The IE shall be sent if it was modified. 



Forwarding Feature List contains 1 to 32 items of the following information elements: 



Information element name 


Status 


Description 


Basic Service 


C 


See 3GPP TS 29.002 [34]. 


SS Status 


C 


See 3GPP TS 23.01 1 [9]. 


Forwarded-to Number 


c 


See 3GPP TS 23.082 [20]. 


Forwarded-to Subaddress 


c 


See 3GPP TS 29.002 [34]. 


Subscription Options 


c 


See 3GPP TS 23.082 [20]. 


No Reply Condition Timer 


c 


See 3GPP TS 23.082 [20]. 



Call Barring SS Data contains the following information elements: 



Information element name 


Status 


Description 


SS Code 


S 


This IE indicates Call Barring supplementary service as defined in 3GPP 

TS 22.004 [2]. 

Only the SS code for which the modification applies is sent. 


Call Barring Feature List 


S 


This IE is described in a table below. 
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Information element name 


Status 


Description 






If a Call Barring Feature List item is modified then all applicable fields within 
the item shall be sent. All modified Call Barring Feature List items shall be 
returned. 


Password 


S 


See 3GPP TS 23.01 1 [9]. 

The IE shall be sent if it was modified. 


Wrong Password Attempts 
Counter 


S 


See 3GPP TS 23.01 1 [9]. 

The IE shall be sent if it was modified. 


Notification-to-CSE Flag 


s 


This IE indicates whether the gsmSCF is notified of a change of Call Barring 

SS data. 

The IE shall be sent if it was modified. 



Call Barring Feature List contains 1 to 32 items of the following information elements: 



Information element name 


Status 


Description 


Basic Service 


C 


See 3GPP TS 29.002 [34]. 


SS Status 


C 


See 3GPP TS 23.01 1 [9]. 



Operator Determined Barring Information contains the following information elements: 



Information element name 


Status 


Description 


ODB Data 


C 


See subclause 10.3.2.3 


Notification-to-CSE Flag 


C 


This IE indicates whether the gsmSCF is notified of a change of ODB data. 



CAMEL Subscription Information contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


See subclause 4.3.1 . It shall be present if it was modified. 


D-CSI 


S 


See subclause 4.3.2. It shall be present if it was modified. 


T-CSI 


s 


See subclause 4.3.5. It shall be present if it was modified. 


VT-CSI 


s 


See subclause 4.3.6. It shall be present if it was modified. 


TIF-CSI 


s 


See subclause 4.3.4. It shall be present if it was modified. 


GPRS-CSI 


s 


See subclause 6.3.1 . It shall be present if it was modified. 


MO-SMS-CSI 


s 


See subclause 7.3.1 . It shall be present if it was modified. 


MT-SMS-CSI 


s 


See subclause 7.3.2. It shall be present if it was modified. 


SS-CSI 


s 


See subclause 8.2.1 . It shall be present if it was modified. 


M-CSI 


s 


See subclause 9.2.1 . It shall be present if it was modified. 


MG-CSI 


s 


See subclause 9.2.2. It shall be present if it was modified. 



Explicit Call Transfer Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


S 


It shall be present if it was modified. 


Notification-to-CSE Flag 


S 


This IE indicates whether the gsmSCF is notified of a change of Explicit Call 

Transfer SS data. 

The IE shall be sent if it was modified. 



Call Hold Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


S 


It shall be present if it was modified 


Notification-to-CSE Flag 


S 


This IE indicates whether the gsmSCF is notified of a change of Call Hold SS 

data. 

The IE shall be sent if it was modified. 



Call Waiting Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


S 


It shall be present if it was modified 


Notification-to-CSE Flag 


S 


This IE indicates whether the gsmSCF is notified of a change of Call Waiting 
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Information element name 


Status 


Description 






SS data. 

The IE shall be sent if it was modified. 



Calling Line Identification Presentation Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


S 


It shall be present if it was modified 


Override Category 


S 


It shall be present if it was modified 


Notification-to-CSE Flag 


s 


This IE indicates whether the gsmSCF is notified of a change of Calling Line 
Identification Presentation SS data. 
The IE shall be sent if it was modified. 



Calling Line Identification Restriction Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


S 


It shall be present if it was modified 


CLI Restriction Option 


S 


It shall be present if it was modified 


Notification-to-CSE Flag 


s 


This IE indicates whether the gsmSCF is notified of a change of Calling Line 
Identification Restriction SS data. 
The IE shall be sent if it was modified. 



10.3.2.2 Any Time Subscription Interrogation ack 

10.3.2.2.1 Description 

This IF is used by the HLR to provide the requested subscription information to the gsmSCF. 



10.3.2.2.2 



Information Elements 



Information element name 


Status 


Description 


Call Forwarding SS Data 


C 


This IE is described in a table below. 


Call Barring SS Data 


C 


This IE is described in a table below. 


Operator Determined Barring 
Data 


c 


This IE is described in a table below. 


CAMEL Subscription 
Information 


c 


This IE is described in a table below. 


Supported CAMEL Phases In 
VLR 


c 


This IE indicates the CAMEL phase supported In the VLR. 


Offered CAMEL4 CSIs In VLR 


s 


This IE indicates the CAMEL phase 4 CSIs offered in the VMSC/VLR. It shall 
be present if the "Supported CAMEL Phases In VLR" IE indicates CAMEL 
phase 4. 


Supported CAMEL Phases In 
SGSN 


c 


This IE indicates the CAMEL phase supported in the SGSN. 


Offered CAMEL4 CSIs In SGSN 


s 


This IE indicates the CAMEL phase 4 CSIs offered in the SGSN. It shall be 
present if the "Supported CAMEL Phases In SGSN" IE indicates support of 
CAMEL phase 4. 


MSISDN-BS-List 


c 


This IE indicates the subscriber"s MSISDN(s) and their associated Basic 
Service Codes. (Note) 


Call Waiting SS Data 


c 


This IE is described in a table below. 


Call Hold SS Data 


c 


This IE is described in a table below. 


Calling Line Identification 
Presentation SS Data 


c 


This IE is described in a table below. 


Calling Line Identification 
Restriction SS Data 


c 


This IE is described in a table below. 


Explicit Call Transfer SS Data 


c 


This IE is described in a table below. 


NOTE: The BASIC MSISDN is always first in the list. 



Call Forwarding SS Data contains the following information elements: 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



715 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Information element name 


Status 


Description 


Forwarding Feature List 


C 


This IE is described in a table below 


Notification-to-CSE Flag 


C 


This IE indicates whether the gsmSCF is notified of a change of Call 
Forwarding SS data. 



Forwarding Feature List contains 1 to 32 items of the following information elements: 



Information element name 


Status 


Description 


Basic Service 


C 


See 3GPP TS 29.002 [34]. 


SS Status 


C 


See 3GPP TS 23.01 1 [9]. 


Forwarded-to Number 


c 


See 3GPP TS 23.082 [201. 


Forwarded-to Subaddress 


c 


See 3GPP TS 29.002 [34]. 


Subscription Options 


c 


See 3GPP TS 23.082 [20]. 


No Reply Condition Time 


c 


See 3GPP TS 23.082 [20]. 



Call Barring SS Data contains the following information elements: 



Information element name 


Status 


Description 


Call Barring Feature List 


C 


This IE is described in a table below. 


Password 


C 


See 3GPP TS 23.01 1 [9]. 


Wrong Password Attempts 
Counter 


c 


See 3GPP TS 23.01 1 [9]. 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of Call Barring 
SS data. 



Call Barring Feature List contains 1 to 32 items of the following information elements: 



Information element name 


Status 


Description 


Basic Service 


C 


See 3GPP TS 29.002 [34]. 


SS Status 


C 


See 3GPP TS 23.01 1 [9]. 



Operator Determined Barring Bata contains the following information elements: 



Information element name 


Status 


Description 


ODB General Data 


C 


This IE indicates the set of subscribers features that the network operator or 
the service provider can regulate. 


ODB HPLMN Specific Data 


C 


This IE indicates the set of subscribers features that the network operator or 
the service provider can regulate only when the subscriber is registered in the 
HPLMN. 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of ODB data. 



CAMEL Subscription Information contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


C 


See subclause 4.3.1. 


D-CSI 


C 


See subclause 4.3.2. 


T-CSI 


c 


See subclause 4.3.5. 


VT-CSI 


c 


See subclause 4.3.6. 


TIF-CSI 


c 


See subclause 4.3.4. 


GPRS-CSI 


c 


See subclause 6.3.1. 


MO-SMS-CSI 


c 


See subclause 7.3.1. 


MT-SMS-CSI 


c 


See subclause 7.3.2. 


SS-CSI 


c 


See subclause 8.2.1. 


M-CSI 


c 


See subclause 9.2.1. 


MG-CSI 


c 


See subclause 9.2.2. 



Offered CAMEL4 CSIs in VLR contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


This IE indicates the offer of CAMEL phase 4 0-CSI 
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Information element name 


Status 


Description 


D-CSI 


S 


This IE indicates the offer of CAMEL phase 4 D-CSI 


VT-CSI 


S 


This IE indicates the offer of CAMEL phase 4 VT-CSI 


MT-SMS-CSI 


s 


This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI 



Offered CAMEL4 CSIs in SGSN contains the following information elements: 



Information element name 


Status 


Description 


MT-SMS-CSI 


S 


This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI 


MG-CSI 


S 


This IE indicates the offer of CAMEL phase 4 MG-CSI 


PSI Enhancements 


s 


This IE indicates the offer of CAMEL phase 4 Enhancement of Provide 
Subscriber Information 



Explicit Call Transfer Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


C 


It shall be present if it was requested by the gsmSCF 


Notification-to-CSE Flag 


C 


This IE indicates whether the gsmSCF is notified of a change of Explicit Call 
Transfer SS data. 



Call Hold Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


C 


It shall be present if it was requested by the gsmSCF 


Notification-to-CSE Flag 


C 


This IE indicates whether the gsmSCF is notified of a change of Call Hold SS 
data. 



Call Waiting Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


C 


It shall be present if it was requested by the gsmSCF 


Notification-to-CSE Flag 


C 


This IE indicates whether the gsmSCF is notified of a change of Call Waiting 
SS data. 



Calling Line Identification Presentation Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


C 


It shall be present if it was requested by the gsmSCF 


Override Category 


C 


It shall be present if it was requested by the gsmSCF 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of Calling Line 
Identification Presentation SS data. 



Calling Line Identification Restriction Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


C 


It shall be present if it was requested by the gsmSCF 


CLI Restriction Option 


C 


It shall be present if it was requested by the gsmSCF 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of C Calling Line 
Identification Restriction SS data. 



1 0.3.2.3 Notify Subscriber Data Change 



10.3.2.3.1 



Description 



This IF is used by the HLR to notify to the gsmSCF of the change of subscriber data. This IF is sent at each time 
subscriber data is changed. 
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10.3.2.3.2 



Information Elements 



Information element name 


Status 


Description 


IMS! 


M 


The IMSI is used to identify the subscriber. 


MSISDN 


M 


The MSISDN is used to identify the subscriber. 


Call Forwarding SS Data 


C 


This IE is described in a table below. 


Call Barring SS Data 


C 


This IE is described in a table below. 


Operator Determined Barring 
Data 


c 


This IE is described in a table below. 


CAMEL Subscription 
Information 


c 


This IE is described in a table below. 


CSG Subscription Data 


c 


See 3GPP TS 29.002 [34]. It shall be present if it was modified. 


Call Waiting SS Data 


c 


This IE is described in a table below. 


Call Hold SS Data 


c 


This IE is described in a table below. 


Calling Line Identification 
Presentation SS Data 


c 


This IE is described in a table below. 


Calling Line Identification 
Restriction SS Data 


c 


This IE is described in a table below. 


Explicit Call Transfer SS Data 


c 


This IE is described in a table below. 



Call Forwarding SS data contains the following information elements: 



Information element name 


Status 


Description 


SS Code 


C 


This IE indicates Call Fonwarding supplementary service as defined in 3GPP 
TS 22.004 [2]. 


Fonwarding Feature List 


C 


This IE is described in a table below. 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of Call 
Forwarding SS data. 



Forwarding Feature List contains 1 to 32 items of the following information elements: 



Information element name 


Status 


Description 


Basic Service 


C 


See 3GPP TS 29.002 [34]. Compound basic service codes can also be used 
in this IF if the subscriber has used a compound code when modifying the SS 
(e.g. all bearer services compound code). 


SS Status 


C 


See 3GPP TS 23.01 1 [9]. 


Forwarded-to Number 


c 


See 3GPP TS 23.082 [20]. 


Forwarded-to Subaddress 


c 


See 3GPP TS 29.002 [34]. 


Subscription Options 


c 


See 3GPP TS 23.082 [20]. 


No Reply Condition Timer 


c 


See 3GPP TS 23.082 [20]. 



Call Barring SS data contains the following information elements: 



Information element name 


Status 


Description 


SS Code 


C 


This IE indicates Call Barring supplementary service as defined in 3GPP 
TS 22.004 [2]. 


Call Barring Feature List 


C 


This IE is described in a table below. 


Password 


c 


See 3GPP TS 23.01 1 [9]. 


Wrong Password Attempts 
Counter 


c 


See 3GPP TS 23.01 1 [9]. 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of Call Barring 
SS data. 



Call Barring Feature List contains 1 to 32 items of the following information elements: 



Information element name 


Status 


Description 


Basic Service 


C 


See 3GPP TS 29.002 [34]. Compound basic service codes can also be used 
in this IF if the subscriber has used a compound code when modifying the SS 
(e.g. all bearer services compound code). 


SS Status 


C 


See 3GPP TS 23.01 1 [9]. 
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Operator Determined Barring Data contains the following information elements: 



Information element name 


Status 


Description 


ODB General Data 


C 


This IE indicates the set of subscribers features that the network operator or 
the service provider can regulate. 

When the ODB general data is removed for the subscriber, this IE indicates 
that the set of subscribers features is empty. 


ODB HPLMN Specific Data 


C 


This IE indicates the set of subscribers features that the network operator or 

the service provider can regulate only when the subscriber is registered in the 

HPLMN. 

When the ODB HPLMN specific data is removed for the subscriber, this IE 

indicates that the set of subscribers features is empty. 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of ODB data. 



CAMEL Subscription Information contains the following information elements: 



Information element name 


Status 


Description 


0-CSI 


S 


See subclause 4.3.1 . It shall be present if it was modified. 


D-CSI 


S 


See subclause 4.3.2. It shall be present if it was modified. 


T-CSI 


s 


See subclause 4.3.5. It shall be present if it was modified. 


VT-CSI 


s 


See subclause 4.3.6. It shall be present if it was modified. 


TIF-GSI 


s 


See subclause 4.3.4. It shall be present if it was modified. 


GPRS-CSI 


s 


See subclause 6.3.1 . It shall be present if it was modified. 


MO-SMS-GSI 


s 


See subclause 7.3.1 . It shall be present if it was modified. 


MT-SMS-GSI 


s 


See subclause 7.3.2. It shall be present if it was modified. 


SS-CSI 


s 


See subclause 8.2.1 . It shall be present if it was modified. 


M-CSI 


s 


See subclause 9.2.1 . It shall be present if it was modified. 


MG-CSI 


s 


See subclause 9.2.2. It shall be present if it was modified. 


Specific GSI Deleted List 


s 


This IE indicates that one or more specific elements of GAMEL Subscription 
Information have been deleted from the HLR. It shall indicate any of the 
following; 

- 0-GSI (with TDP criteria for 0-GSI); 

- T-GSI (with TDP criteria for T-GSI); 

- TIF-GSI; 

- D-GSI; 

- VT-GSI with TDP criteria for VT-GSI; 

- GPRS-GSI; 

- MO-SMS-GSI; 

- MT-SMS-GSI with TDP criteria for MT-SMS-GSI; 

- SS-GSI; 

- M-GSI; 

- MG-GSI. 

This IE shall be present if GSI is/are deleted. 



Explicit Call Transfer Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


G 


It shall be present if it was modified 


Notification-to-GSE Flag 


G 


This IE indicates whether the gsmSGF is notified of a change of Explicit Gall 
Transfer SS data. 



Call Hold Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


G 


It shall be present if it was modified 


Notification-to-GSE Flag 


G 


This IE indicates whether the gsmSGF is notified of a change of Gall Hold SS 
data. 



Call Waiting Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


G 


It shall be present if it was modified 
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Information element name 


Status 


Description 


Notification-to-CSE Flag 


C 


This IE indicates wlietlier the gsmSCF is notified of a change of Call Waiting 
SS data. 



Calling Line Identification Presentation Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


C 


It shall be present if it was modified 


Override Category 


C 


It shall be present if it was modified 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of Calling Line 
Identification Presentation SS data. 



Calling Line Identification Restriction Data contains the following information elements: 



Information element name 


Status 


Description 


SS Status 


C 


It shall be present if it was modified 


CLI Restriction Option 


C 


It shall be present if it was modified 


Notification-to-CSE Flag 


c 


This IE indicates whether the gsmSCF is notified of a change of C Calling Line 
Identification Restriction SS data. 



1 0.3.3 IP-SM-GW to HLR information flows 
10.3.3.1 Any Time Modification Request 
10.3.3.1.1 Description 

This IF is used to register the IP-SM-GW for a subscriber in the HLR. 



10.3.3.1.2 



Information Elements 



Information element name 


Status 


Description 


IP-SM-GW Address 


M 


This IE indicates the address of the interrogating IP-SM-GW. The IP-SM-GW 
Address shall be in international E.I 64 format. 


Subscriber Identity 


M 


This IE identifies the subscriber for which the information is requested. The 
identity shall be either: 

- IMSLor 

- MSISDN 


Modification Request For IP- 
SM-GW Data 


E 


This IE is described in a table below. 

This IE indicates the IP-SM-GW data to be modified. 



Modification Request For IP-SM-GW Data contains the following information elements: 



Information element name 


Status 


Description 


Modify Registration Flag 


M 


This IE contains an instruction to register or de-register the IP-SM-GW. 



1 0.3.4 HLR to IP-SM-GW information flows 



10.3.4.1 Any Time Modification ack 



10.3.4.1.1 



Description 



This IF is used by the HLR to acknowledge the registration or deregistration for a subscriber of the IP-SM-GW to the 
IP-SM-GW. 
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10.3.4.1.2 Information Elements 

This IF contains no information elements. 

1 1 Subscriber Location and State retrieval 

Support of the procedures described in this clause in CAMEL Phase 4 is a network operator option. 

11.1 Architecture 

11.1.1 Functional Entities used for CAMEL 

This subclause describes procedures for the retrieval of subscriber location and subscriber state information. Location 
Services is only supported in CAMEL Phase 3 and higher. 

1) The gsmSCF may request location information of a mobile station from the GMLC via Location Services. The 
information flow of Location Services is described in 3GPP TS 23.271 [28] and 25. 305 [32]. Figure 11.1-1 
indicates the functional entities involved in the procedures for the retrieval of location information via location 
services. 

2) The gsmSCF may request any of location information, subscriber state information, IMEI and MS Class of a 
mobile station from the HLR. Any of location information, subscriber state information, IMEI and MS Class 
may be requested either from the circuit switched or the packet switched domain. 

If any of location information, subscriber state information, IMEI and MS Class is requested by the gsmSCF, 
then the HLR may retrieve this information via the Provide Subscriber Information procedure from either the 
MSC/VLR or the SGSN. This procedure is defined in subclause 4.5.9 of the present document. 

The interface for the provision of subscriber location and state information between HLR and MSC/VLR is 
described in 3GPP TS 23.018 [12]. The interface for the provision of subscriber location and state information 
between HLR and SGSN is described in this chapter. Figure 11.1-2 indicates the functional entities involved in 
the procedures for the retrieval of location information and/or subscriber state information from the circuit 
switched or packet switched domain. 

HPLMN 





GMLC)-^ ►( gsmSCF) 

MAP 

Figure 11.1-1 : Functional architecture for CAIUIEL Support of Location Services 
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HPLMN 




HPLMN/VPLMN 



Figure 11.1-2: Functional architecture for Any Time Interrogation 

gsmSCF: see subclause 3.1. 

GMLC: A functional entity that allows external LCS Clients to request real-time information about a Mobile Station. 
The information that can be requested from the GMLC is the location of the mobile station. 

HLR: see subclause 4.1. 

MSC/VLR: see subclause 4.1. 

SGSN: see subclause 6.1.1. The SGSN stores location and state information for each subscriber. Upon request this 
information is provided to the HLR. 

The information flows between the GMLC and functional entities other than the gsmSCF, have not been indicated in 
the functional architecture shown in figures 11.1. These information flows are outside the scope of the present 
document. 

11.1.2 Interfaces defined for CAMEL 

This subclause describes the interfaces applicable to CAMEL. It specifies on a high level the functions specific to 
CAMEL. 

11.1.2.1 gsmSCF - GMLC interface 

This interface is used by the gsmSCF to request information (Mobile Station location) from the GMLC at any time. 

11.1.2.2 GMLC - gsmSCF interface 

This interface is used by the GMLC to return the requested information (Mobile Station location) to the gsmSCF as 
requested by the gsmSCF via the Any Time Interrogation procedure. 

11.1.2.3 gsmSCF -HLR 

This interface is used by the gsmSCF to interrogate the HLR. As a network operator option, the HLR may refuse to 
provide the information requested by the gsmSCF. 



£75/ 



3GPP TS 23.078 version 1 0.1 .0 Release 1 722 ETSI TS 1 23 078 V1 0.1 .0 (201 2-01 ) 

11.1.2.4 HLR-gsmSCF 

This interface is used by the HLR to return the requested information to the gsmSCF as requested by the gsmSCF via 
the Any Time Interrogation procedure. 

11.1.2.5 HLR-SGSN 

This interface is used by the HLR to request information from the SGSN. 

11.1.2.5 SGSN -HLR 

This interface is used by the SGSN to return the requested information to the HLR. 

1 1 .2 Procedures for CAMEL 
1 1 .2.1 Location Services 

Handling of Any Time Interrogation to obtain Location Information involves the following process: 

- CAMEL_ATI_GMLC. 

If an OSS needs to retrieve the active location of a Mobile Station, the gsmSCF initiates a transaction to the GMLC by 
sending a Any Time Interrogation Request. 
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Process CAMEL_ATI_GMLC 

I 

/* Process in the GMLC Receiving an Any Time 
Interrogation request from the gsmSCF. 7 



Procedure in GIVILC 
See 3GPP TS 22.071 



Any Time 

'-■ Interrogation 
-Request 




No 



Obtain Location 
Information 



Any Time 
Interrogation 
^_ack I I 



1(1) 



/* Signals to/from the left are to/from 
the gsmSCF. 7 



VVTI 



Set UE= 
Not Allowed" 



/ Any Time 
^ Interrogation 
vNegatii^e response 



Idle 



Figure 11 .2-1 : Process CAMEL_ATI_GMLC (sheet 1) 
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1 1 .2.2 Any Time Interrogation 



Handling of Any Time Interrogation to obtain Subscriber State and Location Information involves the following 
process: 

- CAMEL_ATI_HLR. 

If an OSS needs the Subscriber State and/or the Location Information, the gsmSCF initiates a transaction to the HLR by 
sending an Any_Time_Interrogation Request. 
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Process CAMEL_ATI_HLR 

I N 

/* Process in the HLR receiving an Any Time' 
Interrogation request from gsmSCF.7 



Idle 



Any Time 
interrogation 
request 



No 



Requested Domain 
:= "circuit switched" 




No 



No 



am 



CAMEL_Provide_ 
Subscriberjnfo 

rinput data= 
requested info*/ 



Result^ 
Pass? 

Yes 



Any Time 

Interrogation 

ack 



Idle 



1(1) 



/* Signals to/from the left are to/from 
the gsmSCF. 7 




Any Time 
Interrogation 
negative 
response 



Figure 11.3-1: Process CAMEL_ATI_HLR (sheet 1) 
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1 1 .2.3 Provide Subscriber Information in tine SGSN 

The provision of Subscriber State and Location Information involves the following process and procedures: 

- CAMEL_Provide_Subscriber_Info_SGSN; 

- CAMEL_Active_Info_Retrieval_SGSN; 

- Retrieve_GPRS_MS_Class_If_Required; 
Retrieve_IMEI_If_Required. 

1 1 .2.3.1 Procedure CAMEL_Provide_Subscriber_lnfo_SGSN 

If the SGSN receives a Provide Subscriber Info request, it performs procedures to obtain the requested information. 

The test "Active retrieval required" takes the "Yes" exit if any one or more of current location, GPRS MS class or IMEI 
is indicated in the Provide Subscriber Info request. 

1 1 .2.3.2 Procedure CAMEL_Active_lnfo_RetrievaLSGSN 

If the SGSN data show that the MS is in the "lu Connected" state (i.e. it has an lu connection established), the SGSN 
performs the Location Reporting Control procedure (Direct report) which is defined in 3GPP TS 25.413 [33]. 

The test "Report on change of service area" takes the "Yes" exit if the SGSN has performed the Location Reporting 
Control procedure with the Request Type IE set to "Change of service area". 

If the SGSN data show that the MS is in the "A/Gb Ready" state (i.e. it is transferring packet data over an A/Gb access 
connection) then the currently stored location information is up to date, and no further action is required. 



£75/ 



3GPP TS 23.078 version 10.1.0 Release 10 



727 



ETSI TS 123 078 VI 0.1.0 (2012-01) 



Process CAMEL_Provide_Subscriber_lnfo_SGSN 

:/* Process in the SGSN to handle [\ 
a request from the HLR for ; 

subscriber information. 7 i 



i(i; 



Yes 



q;M\/IEL_Activ(! 
ifo_Retrieval 



Set 

subscriber 

stale 



CD 



Idle 



Provide 
> Subscribe 
Jnin 



No 





.ocation info:= 
Stored 

Innatinn infn 



No 




Set 

subscriber 

stale 



/* Signals to/from the left are 
to/from the HLR. 7 



^ 



No 



No 



■^e- 




Slibscriber state: 
"Detached" 



Provide_ 
SubscribetJnfo 
ads 



Idle 



Figure 11.4-1: Process CAMEL_Provide_Subscriber_lnfo_SGSN (sheet 1) 
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Procedure CAMEL Active Info Retrieval SGSN 



1(2) 



/* Procedure in the SGSN to retrieve l\ 
information by establishing a connectioni 
with the MS 



/* Signals to/from the left 
are to/from the RAN 7 




No 



Yes 

MS reachable 
Dagjigr^ 

Yes 



No 




lu Connected 




sjDon 
^ange o 
servtee-afea? 
T No 

Location 
Reporting 
lonlrol 



Yes 



Else 



A/Gb Ready 



Page 



! Wait For ', 



UpcationRepoh 



Location info:= 

Stored 

location info 



f Wait_For_ ^i 

Page_ I 

V Re sponse ' 





MS 

^connection 
established 



Stop page 

response 

tirner 



undetermined? 
Tyos 



Location info 

Stored 
location info 




Location info:= 

Retrieved 

l o cation info 



Location info 

Retrieved 
locati on infn 





Derive location number, 
geodetic location and 
geographical information 



Location info/ 

Stored 
locati on info 




^Page respp 
timer expi 



mse 



red 



Location info: 

Stored 
locati on info 




Derive location number, 
geodetic location and 
geographical information 



Figure 11.5-1: Procedure CAMEL_Active_lnfo_Retrieval_SGSN (sheet 1) 
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Procedure CAMEL Active Info Retrieval SGSN 



/* Procedure in the SGSN to retrieve l\ 
information by establishing a connectioni 
with the MS 




A/Gb Ready, 
lu Connected 



trieve_GPRS_ 
S_Class_lf_ 

Re quire d T 



lietrieve_IMEI 
lf_Required 





Else 




Page 



/ Wail^For^ \ 

Page_ 
\ R esponse / 



MS 

^connection 
established 



-^ 



krieve^GPRS 

MS_Class_lt 

R equire d T 



l^etrieve_IMEI 
lf_Required 



Release 
Transaction 




2(2) 



/* Signals to/from the left 
are to/from the RAN 7 




^Page respp 
timer expii 



inse 



red 




Figure 11.5-2: Procedure CAMEL_Active_lnfo_Retrieval_SGSN (sheet 2) 
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Procedure Retrieve_GPRS_MS_Class_lf_Required 



Procedure in the SGSN to retrieve' 
GPRS classmarl< information if 
required by the HLR 




'RS\ No 
jyiS class^ 
rebuirfiff? 



GPRS IVIS class:= 

stored GPRS l\/IS 

class 




1(1) 



Figure 11.6-1: Procedure Retrieve_GPRS_MS_Class_lf_Required (sheet 1) 
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Procedure Retrieve_IMEI_lf_Required 



Procedure in the SGSN to retrieve' 
the IIVIEI if required bytheHLR 




Yes 



Send IMEI 



yVait_ForJIVIEl 



^Release 
transaction 



>ME\ 



MB:= 

Retrieved 

IMEI 




1(1) 



/* Signals to/from the left 
are to/from the RAN 7 




Figure 11.7-1: Procedure RetrieveJMEIJfRequired (sheet 1) 
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1 1 .3 Description of information flows 

This subclause contains the detailed description of the information flows used by CAMEL for the retrieval of 
information about the location and state of a subscriber. 

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Specific conditions (S), mutually 
Exclusive (E) or not applicable (-) in the "Status" column. 

An 'M' IE shall always be included. A 'C IE shall be included if the sending entity has the necessary information to 
populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column of the definition 
table. When a set of 'E' lEs is shown in the definition of an Information Flow or compound IE, only one of those lEs 
may be included. A '-' IE shall always be omitted. This categorization is a functional classification, i.e. it defines the 
requirements for the stage 2 information. It is not a stage 3 classification to be used for the ASN. 1 syntax of the 
protocol. 

The following principles apply for the handling of the lEs by the receiving entity: 

The gsmSCF may silently discard any IE which it does not functionally support. 

The GMLC shall return an error if it does not functionally support an IE which it receives. 

Details of errors and exceptions to these rules are specified in 3GPP TS 29.002 [34]. 

1 1 .3.1 gsmSCF to GIVILC information flows 
1 1 .3.1 .1 Any Time Interrogation Request 

11.3.1.1.1 Description 

This IF is used to request information (Mobile Station location) from the GMLC. 

1 1 .3.1 .1 .2 Information Elements 



Information element name 


Status 


Description 


gsmSCF Address 


M 


Tliis IE indicates the address of tlie interrogating gsmSCF. line gsmSCF 
Address shall be in international E.I 64 format. 


Requested Info 


M 


This IE indicates the type of information that is requested. It shall have the 

following value: 

- Mobile Station location 


Mobile Station Identity 


M 


This IE identifies the Mobile Station of which the information is requested. The 
identity shall be either: 

- IMSI,or 

- MSISDN 



1 1 .3.2 GMLC to gsmSCF information flows 
1 1 .3.2.1 Any Time Interrogation acl< 

11.3.2.1.1 Description 

This IF is used by the GMLC to provide the requested information to the gsmSCF. 

1 1 .3.2.1 .2 Information Elements 



Information element name 


Status 


Description 


Location Information 


C 


This IE indicates the location of the Mobile Station. 
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Location Information is defined in 3GPP TS 23.018 [12]. The following differences apply: 



Information element name 


Status 


Description 


Location number 


- 


Not applicable 


Service area ID 


- 


Not applicable 


Cell ID 


- 


Not applicable 


Geographical information 


C 


See 3GPP TS 23.032 [13]. The GMLC receives Extended Geographical 
Information from the MSC. The Extended Geographical Information shall be 
converted to the Geographical Information by the GMLC. 


VLR number 


- 


Not applicable 


Current Location Retrieved 


- 


Not applicable 


MSC number 


c 


The GMLC receives the MSC number from the HLR in the 
SendRoutinglnfoForLCS MAP message. 


SGSN number 


c 


The GMLC receives the SGSN number from the HLR in the 
SendRoutinglnfoForLCS MAP message. 


User CSG Information 


c 


See 3GPPTS 23.060 [15]. 



1 1 .3.3 gsmSCF to HLR information flows 
1 1 .3.3.1 Any Time Interrogation Request 



11.3.3.1.1 



Description 



This IF is used to request information (any one or more of subscriber state, subscriber location, IMEl (with software 
version) and MS classmark information for the requested domain) from the HLR at any time. 



11.3.3.1.2 



Information Elements 



Information element name 


Status 


Description 


Subscriber Identity 


M 


This IE identifies the subscriber for which the information is requested. The 
identity shall be either: 

- IMSI,or 

- MSISDN. 


Requested Info 


M 


This IE indicates the type of subscriber information being requested. This IE is 
described in a table below. 


gsmSCF Address 


M 


This IE indicates the address of the interrogating gsmSCF. The gsmSCF 
Address shall be in international E.I 64 format. 



Requested Info contains the following information elements: 



Information element name 


Status 


Description 


Location Information 





This IE indicates that the Location Information is requested. 


Subscriber State 





This IE indicates that the Subscriber State is requested. 


Current Location 


o,s 


This IE indicates that the Current Location is requested. This IE shall not be 
present if Location Information is not present in Requested Info. 


Location Information in EPS 
Supported 


o,s 


This IE indicates by its presence that Location Information in EPS is 
supported. This IE should be present if Location Information is present in 
Requested Info and Location Information in EPS is supported. This IE shall not 
be present if Location Information is not present in Requested Info. 


Requested Domain 


M 


This IE indicates for which domain the subscriber info is requested. It shall be 
one of the following: 

- circuit switched domain; 

- packet switched domain. 


IMEl (with software version) 





This IE indicates that the IMEl (with software version) is requested. 


MS class mark information for 
the requested domain 





This IE indicates that the MS classmark information for the indicated domain is 
requested. 



Requested Info shall contain one or more of the following information elements: 
Location Information; 
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- Subscriber State; 

IMEI (with software version); 

MS classmark information for the requested domain. 

1 1 .3.4 HLR to gsmSCF information flows 
1 1 .3.4.1 Any Time Interrogation ack 



11.3.4.1.1 



Description 



This IF is used by the HLR to provide the requested subscriber location and/or subscriber state information to the 
gsmSCF. 



11.3.4.1.2 



Information Elements 



Information element name 


Status 


Description 


Location Information 


C, E1 


This IE indicates the location of the served subscriber in the MSC/VLR. It shall 
be present only if requested by the gsmSCF. 


Location Information For GPRS 


C, E1 


This IE indicates the location of the served subscriber in the SGSN. It shall be 
present only if requested by the gsmSCF. 


Subscriber State 


S, E2 


This IE indicates the state of the MS in the CS domain. It shall be present only 
if requested by the gsmSCF. The possible values of the IE are: 

CAMELBusy: The VLR has indicated that the MS is engaged in a 

transaction for a mobile originating or terminated circuit-switched call. 

NetworkDeterminedNotReachable: The HLR or VLR has indicated that the 

network can determine from its internal data that the MS is not reachable. 
- Assumedldle: The VLR has indicated that the state of the MS is neither 

"CAMELBusy" nor "NetworkDeterminedNotReachable". 

NotProvidedFromVLR: The VLR did not provide any information on 

subscriber state even though it was requested. 


PS Domain Subscriber State 


S, E2 


This IE indicates the state of the MS in the PS Domain. It shall be present only 
if requested by the gsmSCF. The possible values of the IE are: 

Detached (see subclause 1 1 .3.5.1). 

CAMEL attached, MS not reachable for paging (see subclause 1 1 .3.5.1). 

CAMEL attached, MS may be reachable for paging (see 

subclause 11.3.5.1). 

CAMEL PDP active, MS not reachable for paging (see 

subclause 11.3.5.1). 

CAMEL PDP active, MS may be reachable for paging (see 

subclause 11.3.5.1). 

Not provided from SGSN: The SGSN does not support Provide Subscriber 

Info or it did not provide any information on subscriber state even though it 

was requested. 

NetworkDeterminedNotReachable: The HLR has indicated that the 

network can determine from its internal data that the MS is not reachable. 


PDP Context Information List 


C 


This IE indicates the PDP context information (see the table in 
subclause 1 1 .3.5.1 ) for each PDP context which is active for the MS. It shall 
be present if the PS domain Subscriber State has the value "CAMEL PDP 
active, MS not reachable for paging' or 'CAMEL PDP active, MS may be 
reachable for paging"; othenwise it shall be absent. 


IMEI (with software version) 


C 


This IE contains the IMEISV (as defined in 3GPP TS 23.003 [7]) of the ME in 
use by the served subscriber. It shall be present only if requested by the 
gsmSCF. 


MS Classmark 2 


C 


This IE contains the MS classmark 2, which is returned by the MS when it 
responds to paging in the CS domain. It shall be present only if requested by 
the gsmSCF. 


GPRS MS Class 


C 


This IE contains the MS network and radio access capabilities. It shall be 
present only if requested by the gsmSCF. 
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Location Information is defined in 3GPP TS 23.018 [12]. The following differences apply: 



Information element name 


Status 


Description 


Service area ID 


C,E 


See 3GPPTS 23.018 [12]. 


Cell ID 


C,E 


See 3GPPTS 23.018 [12]. 


VLR Number 


C 


See 3GPP TS 23.018 [12]. The HLR shall include the internally stored VLR 
Number. 


Location area ID 


C,E 


See 3GPP TS 23.003 [7]. 


Selected LSA Identity 


C 


This IE indicates the LSA identity associated with the current position of the 
MS. It shall be present if the LSA ID in the subscriber data matches the LSA 
ID of the current cell. In the case of multiple matches the LSA Id with the 
highest priority it shall be present. See 3GPP TS 23.073 [18]. 


MSC number 


C 


E.I 64 number which identifies the VMSC in whose area the subscriber is 
currently registered. See 3GPP TS 23.003 [7]. If the HLR receives the MSC 
number from the VLR in the Provide Subscriber Info ack IF then the HLR shall 
ignore the MSC number. 


User CSG Information 


C 


See 3GPPTS 23.060 [15]. 


E-UTRAN Cell ID 


C, E 


See 3GPPTS 23.018 [12]. 


Tracking area ID 


C, E 


See 3GPPTS 23.018 [12]. 



Location Information for GPRS is defined in the subclause 11. 3. 6. 1.2. The following differences apply: 



Information element name 


Status 


Description 


SGSN Number 


C 


See subclause 1 1 .3.6.1 .2. The HLR shall include the internally stored SGSN 
Number. 



1 1 .3.5 HLR to SGSN information flows 



11.3.5.1 



Provide Subscriber Info 



11.3.5.1.1 Description 

This IF is used by the HLR to request information (subscriber state and/or location) from the SGSN at any time. 

1 1 .3.5.1 .2 Information Elements 

This IF is defined in 3GPP TS 23.018 [12]. The following differences apply: 



Information element name 


Status 


Description 


LMSI 


- 


Not applicable. 


Requested Info 


M 


This IE indicates which of the following information the HLR requires: 

- Subscriber location; 

- Subscriber state; 

- Current location; 

- IMEI & Software version; 

- GPRS MS classmark information. 



1 1 .3.6 SGSN to HLR information flows 



11.3.6.1 



Provide Subscriber Info ack 



11.3.6.1.1 



Description 



This IF is used by the SGSN to provide the requested subscriber location and/or subscriber state information to the 
HLR. 
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11.3.6.1.2 



Information Elements 



This IF is defined in 3GPP TS 23.018 [12]. The following differences apply: 



Information element name 


Status 


Description 


Subscriber State 


- 


Not applicable. 


PS domain Subscriber State 


C 


This IE indicates the status of the MS in the PS Domain. It shall be present 
only if requested by the HLR. The possible values of the IE are: 

- Detached: The SGSN has determined from its internal data that the MS is 
not attached to the network. 

- CAMEL attached, MS not reachable for paging: The SGSN has determined 
from its internal data that the MS is attached to the network, but there is no 
PDP Context active, and the MS is not reachable for paging. 

- CAMEL attached, MS may be reachable for paging: The SGSN has 
determined from its internal data that the MS is attached to the network, but 
there is no PDP Context active; the SGSN has not determined from its internal 
data that the MS is not reachable for paging. 

- CAMEL PDP active, MS not reachable for paging: The SGSN has 
determined from its internal data that the MS is attached to the network there 
is at least on PDP context active, and the MS not reachable for paging. 

- CAMEL PDP active, MS may be reachable for paging: The SGSN has 
determined from its internal data that the MS is attached to the network and 
there is at least one PDP context active; the SGSN has not determined from 
its internal data that the MS is not reachable for paging. 


PDP Context Information List 


S 


This IE is described in a table below. 

This IE indicates the PDP context information for each PDP context which is 

active for the MS. 

It shall be present if the PS domain Subscriber State has the value "CAMEL 

PDP active, MS not reachable for paging' or 'CAMEL PDP active MS may be 

reachable for paging"; othenwise it shall be absent. 


Location Information For GPRS 


c 


This IE is described in a table below. 

It indicates the location of the MS. 

It shall be present only if requested by the HLR. 


IIVIEI (witli software version) 


c 


This IE contains the IMEI & software version of the ME in use by the served 
subscriber. It shall be present only if requested by the HLR. 


GPRS MS Glass 


c 


This IE contains the MS network and radio access capabilities. It shall be 
present only if requested by the HLR. 



PDP Context Information includes the following information elements: 



Information element name 


Status 


Description 


PDP Context Identifier 


M 


Index of the PDP context. 


PDP State 


C 


Packet data protocol state, INACTIVE or ACTIVE. 


PDP Type 


C 


PDP type, e.g., PPP or IP. 


PDP Address 


c 


PDP address, e.g., an IP address. 


APN Subscribed 


c 


The APN received from the HLR. 


APN in Use 


c 


The APN currently used. 


NSAPI 


c 


Network layer Service Access Point Identifier. 


Tl 


c 


Transaction Identifier. 


TElDforGn/Gp 


c 


Tunnel Endpoint Identifier for the Gn and Gp interfaces. 


TElDforlu 


c 


Tunnel Endpoint Identifier for the lu interface. 


GGSN Address in Use 


c 


The IP address of the GGSN currently used. 

The SGSN shall report the GGSN address in the same IP version as in the 

S-CDR. See 3GPP TS 32.251 [38]. 


Subscribed QoS 


c 


The quality of service profile subscribed. 


Requested QoS 


c 


The quality of service profile requested. 


Negotiated QoS 


c 


The quality of service profile negotiated. 


Charging ID 


c 


Charging identifier, identifies charging records generated by SGSN and 
GGSN. 


PDP Context Charging 
Characteristics 


c 


The charging characteristics of this PDP context, e.g., normal, prepaid, flat- 
rate, and/or hot billing. 


RNC Address In Use 


c 


The IP address of the RNC currently used. 
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Information element name 


Status 


Description 


Requested QoS Extension 


S 


Tliis IE contains a supplement to tlie Requested QoS IE. It shall be present if 
the Requested QoS IE is present and the MS requested one or more of the 
following for the PDP context: 

- Source Statistics Descriptor; 

- Signalling Indication; 

- Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Qtherwise, it shall be absent. 


Subscribed QoS Extension 


S 


This IE contains a supplement to the Subscribed QoS IE. It shall be present if 
the Subsribed QoS IE is present and one or more of the following is part of the 
subscription profile in the HLR: 

- Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Qtherwise, it shall be absent. 


Negotiated QoS Extension 


s 


This IE contains a supplement to the Negotiated QoS. It shall be present if the 
Negotiated QoS IE is present and one or more of the following was negotiated 
between the MS, the SGSN and the GGSN: 

- Source Statistics Descriptor; 

- Signalling Indication; 

- Maximum bit rate for downlink (extended); 

- Guaranteed bit rate for downlink (extended). 
Qtherwise, it shall be absent. 



Location Information For GPRS includes the following information elements: 



Information element name 


Status 


Description 


Service area ID 


C,E 


See 3GPPTS 23.018 f1 21. 


Cell ID 


C,E 


See 3GPPTS 23.018 f1 21. 


Location area ID 


C,E 


See 3GPPTS 23.018 [12]. 


Routeing area ID 


C 


See 3GPP TS 23.003 [7]. 


Geographical information 


C 


See 3GPPTS 23.032 [131. 


Geodetic information 


C 


See ITU-T Q.763 [431. 


Age of location information 


C 


See 3GPPTS 23.018 [121. 


Current Location Retrieved 


C 


See 3GPPTS 23.018 [121. 


SGSN number 


M 


Global Title of the SGSN. See 3GPP TS 23.060 [151. 


Selected LSA Identity 


C 


This IE is applicable only if SoLSA is supported by the SGSN. 
This IE indicates the LSA identity associated with the current position of the 
MS. It shall be present if the LSA ID in the subscriber data matches the LSA 
ID of the current cell. In the case of multiple matches the LSA ID with the 
highest priority it shall be present. See 3GPP TS 23.073 [181 


User CSG Information 


C 


See 3GPPTS 23.060 [151. 



12 Subscriber Mobile Number Portability status retrieval 

Support of the procedures described in this clause in CAMEL Phase 4 is a network operator option. 

12.1 Architecture 

12.1.1 Functional Entities used for CAMEL 

This clause describes procedures for the retrieval of subscriber Mobile Number Portability (MNP) information. 

The gsmSCF may request subscriber MNP information of a mobile station from the MNP Signalling Relay Function 
(MNP SRF). 

Figure 12.1 indicates the functional entities involved in the procedures for the retrieval of MNP information. 
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Home PLMN / 
Recipient Network 




Home PLMN / 
Number Range Holder Network 




gsmSCF 

MAP 

Figure 12.1 : Functional architecture for CAIVIEL Support of providing IVINP information 

gsmSCF: see subclause 3.1. 

MNP SRF: A functional entity that supports the mobile number portability of a mobile station, which is described in 
3GPPTS 23.066 [17]. 

Recipient Network: Network that receives the number in the porting process. This network becomes the subscription 
network when the porting process is complete. See 3GPP TS 23.066 [17]. 

Number Range Holder Network: Network to which the number range containing the ported number has been 
allocated. See 3GPPTS 23.066 [17]. 

12.1.2 Interfaces defined for CAMEL 

This subclause describes the interfaces applicable to CAMEL. It specifies on a high level the functions specific to 
CAMEL. 

12.1.2.1 gsmSCF- MNP SRF interface 

This interface is used by the gsmSCF to request MNP information from the MNP SRF at any time. 

12.1.2.2 MNP SRF - gsmSCF interface 

This interface is used by the MNP SRF to return the requested MNP information to the gsmSCF, as requested by the 
gsmSCF via the Any Time Interrogation procedure. 

1 2.2 Procedures for CAMEL 

12.2.1 Provide MNP Information 

12.2.1 .1 CAMEL_Provide_MNPJnfo with ATI 

The process for providing MNP information with Any Time Interrogation (ATI) is the following: 

- CAMEL_ATI_MNP. 

Sheet 1 : Details of the task box 'Query Number Portability Database' may be obtained from 3GPP TS 23 .066 [17]. The 
task box returns an indication whether the MSISDN is known or not. 
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Process CAMEL_ATI_MNP 

I 

/* Process in the MNP SRF receiving an Any Time 
Interrogation request from gsmSCF.7 



Idle 



Any Time 
>lnterrogatio 
request 




No 



Yes 



Query Number 
Portability Database 




Yes 



Result ■- MNP 
Information Result 



Any Time 

Interrogation 

ack 



Idle 



1(1) 



/* Signals to/from the left are to/from | 
thegsmSCF. 7 



'RefertoSGPPTS 23.066 



Set UE ■- 
"Unknown subscriber" 



Set UE := 
"ATI Not Allowed" 



Any Time 
Interrogation 
negative 
response 



Figure 12.2-1 : Process CAMEL_ATI_MNP (sheet 1) 
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12.3 Description of information flows 

This subclause contains the detailed description of the information flows used by CAMEL for the retrieval of MNP 
information about a subscriber. 

Each Information Element (IE) is marked as Mandatory (M), Conditional (C), Specific conditions (S), mutually 
Exclusive (E) or not applicable (-). 

An 'M' IE shall always be included. A 'C IE shall be included if the sending entity has the necessary information to 
populate the IE. The conditions for the inclusion of an 'S' IE are shown in the 'Description' column of the definition 
table. When a set of 'E' lEs is shown in the definition of an Information Flow or compound IE, only one of those lEs 
may be included. A '-' IE shall always be omitted. This categorization is a functional classification, i.e. it defines the 
requirements for the stage 2 information. It is not a stage 3 classification to be used for the ASN. 1 syntax of the 
protocol. 

The following principles apply for the handling of the lEs by the receiving entity: 

The gsmSCF may silently discard any IE which it does not functionally support. 

The MNP SRF shall return an error if it does not functionally support an IE which it receives. 
Details of errors and exceptions to these rules are specified in 3GPP TS 29.002 [34]. 

1 2.3.1 gsmSCF to IVINP SRF information flows 
12.3.1.1 Any Time Interrogation Request 

12.3.1.1.1 Description 

This IF is used by the gsmSCF to request the MNP information for subscribers from the MNP SRF at any time. 

12.3.1.1.2 Information Elements 



Information element name 


Status 


Description 


gsmSCF Address 


M 


Tliis IE indicates the address of tine interrogating gsmSCF. line gsmSCF 
Address shall be in international E.I 64 format. 


Requested Info 


M 


This IE indicates the type of subscriber information that is requested. It shall 
have the following value: 
- MNP Requested Info. 


Subscriber Identity 


M 


This IE identifies the subscriber for which the information is requested. The 
identity shall be: 
- MSISDN. 



1 2.3.2 IVINP SRF to gsmSCF information flows 
12.3.2.1 Any Time Interrogation acl< 

12.3.2.1.1 Description 

This IF is used by the MNP SRF to provide the requested MNP information for the subscriber to the gsmSCF. 

12.3.2.1.2 Information Elements 



Information element name 


Status 


Description 


MNP Information Result 


M 


This IE contains the MNP information for the subscriber. It is described in a 
table below. 
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MNP Information Result contains the following information: 



Information element name 


Status 


Description 


Routeing Number 


C 


Tliis IE shall be present, if requested by the gsmSCF. Refer to 3GPP 
TS 23.066 f1 71. 


IMS! 


C 


This IE shall be present, if requested by the gsmSCF. Refer to 3GPP 
TS 23.066 [17]. 


MSISDN 


c 


This IE shall be present, if requested by the gsmSCF. Refer to 3GPP 
TS 23.066 [17]. 


Number Portability Status 


c 


This IE shall be present, if requested by the gsmSCF. It may have one of the 
following values: 

Not Known To Be Ported; 

Own Number PortedOut; 

Foreign Number Ported To Foreign Network; 

Own Number Not Ported Out; 

Foreign Number Ported In. 
Refer to 3GPP TS 23.066 [17]. 
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Annex A (informative): 

Handling of Apply Charging GPRS and Apply Charging 

Report GPRS 

This Annex provides an example to demonstrate the handUng of Apply Charging GPRS and Apply Charging Report 
GPRS. 
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MSC GPRS AC ACR 



gprsSSF 



gsmSCF 



PDP Context Activation 



2000 



2000 



1500 



500 



2000 



700 



1300 



500 



1500 



a) ApplyChargingGPRS(maxTransferreclVolume=2000) 



b) ApplyChargingReportGPRS(volumelfNoTariffSwitch=2000) 



c) ApplyCharglngGPRS(maxTransferredVolume=2000) 



d) ApplyChargingReportGPRS(volumelfNoTariffSwitch=4000) 



e) ApplyGhargingGPRS(maxTransferredVolume=2000,tarlffSwitchlnterval=Tsw) 



j(Tsw) 



f) ApplyChargingReportGPRS(volumelfTariffSwitch.volumeSinceLastTariffSwitch=500, 
volumelfTariffSwitch.volumeTariffSwitclilnterval=5500) 



g) ApplyGliargingGPRS(maxTransferredVolume=2000) 



h) ApplyChargingReportGPRS(volumelfTariffSwitch.volumeSinceLastTariffSwitch=2500) 



i) ApplyChargingGPRS(maxTransferredVolume=2000,tariffSwitchlnterval=Tsw) 



^QoS change) 
j) ApplyGhargingReportGPRS(volumelfTariffSwitch.volumeSinceLastTariffSwitch=3200) 



k) ApplyGhargingGPRS(maxTransferredVolume=1 300) 



I) ApplyChargingReportGPRS(volumelfTariffSwitch.volumeSinceLastTariffSwitch=4500) 



m) ApplyChargingGPRS(maxTransferredVolume=2000,tariffSwitchlnterval=Tsw) 



(Tsw) 



n) ApplyGhargingReportGPRS(volumelfTariffSwitch.volumeSinceLastTariffSwitch=l500, 
volumelfTariffSwitch.volumeTariffSwitchlnterval=5000) 



Figure A.I : Example of Handling of Apply Charging GPRS and Apply Charging Report GPRS 

In Figure A. 1, data volumes transferred for the active PDP context are listed on the left-hand side of diagram. The 
following is a description of the example: 

a) Apply Charging GPRS threshold set to 2000, no tariff switch timer set. 
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b) After 2000 units of data have been transferred, an Apply Charging Report GPRS is sent to the gsmSCF. 

c) The gsmSCF sends another Apply Charging GPRS with a 2000 unit threshold. 

d) After 2000 units of data have been transferred, an Apply Charging Report GPRS is sent to the gsmSCF. 

e) Another threshold (2000) is set by the gsmSCF in Apply Charging GPRS, and a tariff switch timer is set. 

f) After 2000 units have been transferred. Apply Charging Report GPRS is sent to the gsmSCF, as a tariff switch 
timer has expired since the last Apply Charging GPRS, values for volumeTariffSwitchlnterval and Volume 
transferred since the tariff switch are sent. The gsmSCF stores the value volumeTariffSwitchlnterval. 

g) The gsmSCF sends another Apply Charging GPRS with a 2000 unit threshold. 

h) After 2000 units of data have been transferred, an Apply Charging Report GPRS is sent to the gsmSCF. 

i) Apply Charging GPRS sets a tariff switch timer, which does not expire before the next Apply Charging Report 
GPRS. 

j) A change in QoS is reported so Apply Charging Report GPRS is returned to the gsmSCF containing 

VolumelfNoTariffS witch as no tariff switch has occurred since the last Apply Charging Report GPRS. The 
gsmSCF should store this value if the volume of data transferred at each QoS level is to be calculated. The Tsw 
sent in the previous Apply Charging GPRS is stopped. In this example the tariff switch timer (Tsw) does not 
expire before this QoS change. If Tsw had expired the Apply Charging Report GPRS would report the 
volumeTariffSwitchlnterval in the normal way. 

k) An Apply Charging GPRS is sent giving a new threshold. This threshold is service logic dependent and does not 
rely on any previous value sent. In the example it is 'previous threshold - volume transferred since last threshold 
was set'. 

1) The VolumeSinceLastTariffS witch is reported in the Apply Charging Report GPRS. Note: this includes data 
transferred before and after the QoS change. 

m) Note that a tariff switch timer is set and expires. 

n) A final Apply Charging Report GPRS is returned containing the data volume transferred since the last tariff 
switch, and also the total volume transferred at the previous tariff. 

The calculations made by the gsmSCF in this example are: 

a) Total Data Volume Transferred in this example: Total of all volumeTariffSwitchlnterval received + final 
volumeSinceLastTariff switch is (5500 + 5000) + 1500 = 12000 units of data 

b) Data Volume transferred for each tariff: (periods separated by Tsw in figure A.l) 

1st Tariff: taken from Apply Charging Report GPRS (signal f)) volumeTariffSwitchlnterval = 5500 units of 
data 

2nd Tariff: taken from Apply Charging Report GPRS (signal n)) volumeTariffSwitchlnterval = 5000 units of 
data 

3rd Tariff: taken from VolumeSinceLastTariffS witch (signal n)) volumeTariffSwitchlnterval = 1500 units of 
data 

c) Data Volume Transferred at each QoS level (One QoS Change Occurs in figure A.l) 

1st QoS level (up to signal 10): All volumeTariffSwitchlntervals + final VolumeSinceLastTariffSwitch at 
QoS change is 5500 + 3200 = 8700 units of data. 

2nd QoS level (from signal 10 onwards): (Value of first VolumeTariffSwitchlnterval received after QoS 
change - VolumeNoTariffS witch Received directly after QoS change ) + Volume transferred since this tariff 
switch is (5000-3200) + 1500 = 3300 units of data. 

Note: The volume reported to the gsmSCF in an Apply Charging Report GPRS may exceed the threshold sent 
in the previous Apply Charging GPRS, e.g. if the delta timer exceeds the threshold received in the 
subsequent Apply Charging GPRS or a data packet is transferred causing the threshold to be exceeded. 
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CAMEL MT CTR(sheet4) 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


732 




Redundantly modifying call parameter in 
CAMEL MT GMSC Notify CF 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


733 




Correcting SDL of Process CS_gsmSSF(sheet 7) 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


735 


2 


Appended a note in Process CAMEL_ICA_MSC 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


737 




Correction to CAP SCI for calls with multiple CAP 
dialogues 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


738 




Correction to CAMEL ICA MSC1 and 
CAMEL ICA MSC2 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


739 




Removal of Int Exception from CAMEL OCH MSC2 
and CAMEL MT GMSC DISC5 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


740 




Correction to CAMEL_Modify_CUG_lnfo 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


741 




Correction to CAMEL_EXPORT_LEG_MSC procedure 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


743 




Correction to CS_gsmSSF for EDS 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


744 




Correction to CS_gsmSSF for Top expiry 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


745 




Correction to Handle_ACR procedure for Tccd timer 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


747 




Correction to any Time Interrogation 


6.2.0 


6.3.0 


2004-09 


CN#25 


NP- 
040406 


730 


1 


Editorial correction 


6.2.0 


6.3.0 


2004-12 


CN#26 


NP- 
040525 


748 


5 


Clarification on Outstanding Request Counter (ORC) 
handling at EDP-R or TDP-R resumption 


6.3.0 


6.4.0 


2004-12 


CN#26 


NP- 
040544 


749 


2 


Correcting SDL of Process CS_gsmSSF (sheet 62) 


6.3.0 


6.4.0 


2004-12 


CN#26 


NP- 
040544 


752 




Correction to Change of Position handling in gsmSSF 


6.3.0 


6.4.0 


2004-12 


CN#26 


NP- 
040544 


753 


1 


Correction in Sheet 18 of Process CSAgsmSSF 


6.3.0 


6.4.0 


2004-12 


CN#26 


NP- 
040544 


757 


1 


Warning Tone 


6.3.0 


6.4.0 
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2005-01 










CS gsmSSF SDL file updated 


6.4.0 


6.4.1 


2005-03 


CN#27 


NP- 
050051 


762 


1 


CR 693 not implemented 


6.4.1 


6.5.0 


2005-06 


CT#28 


CP- 
050097 


763 


1 


Correction to DP T_No_Answer 


6.5.0 


6.6.0 


2005-06 


CT#28 


CP- 
050097 


765 




Correction to conditional triggering for SCUDIF call 


6.5.0 


6.6.0 


2005-06 


CT#28 


CP- 
050083 


767 


1 


Correction to CAMEL_MO_Dialled_Services 


6.5.0 


6.6.0 


2005-06 


CT#28 


CP- 
050097 


769 




Correction to Outstanding Request Counter setting at 
IDP handling 


6.5.0 


6.6.0 


2005-06 


CT#28 


CP- 
050083 


772 




Correction to No Answer handling in 
CAMEL ICA MSC2 


6.5.0 


6.6.0 


2005-06 


CT#28 


CP- 
050083 


774 




Correction to CAMEL_ICA_MSC1 and 

CAMEL ICA MSC2 for gsmSSF process checking 


6.5.0 


6.6.0 


2005-06 


CT#28 


CP- 
050083 


776 




Correction to EDP-N handling for ICA legs in Process 
CS gsmSSF 


6.5.0 


6.6.0 


2005-06 


CT#28 


CP- 
050097 


780 


4 


NoReply Timer clarification 


6.5.0 


6.6.0 


2005-06 


CT#28 


CP- 
050103 


764 


1 


CAMEL procedures for trunk originated services 


6.6.0 


7.0.0 


2005-09 


CT#29 


CP- 
050312 


781 


1 


Trunk Originated CAMEL triggering - SDLs (re- 
introduce CR770) 


7.0.0 


7.1.0 


2005-09 


CT#29 


CP- 
050312 


784 


2 


Additions and clarifications for CAMEL trunk originated 
services 


7.0.0 


7.1.0 


2005-09 


CT#29 


CP- 
050309 


786 




Adding a missing reference 


7.0.0 


7.1.0 


2005-09 


CT#29 


CP- 
050309 


789 




Correction on Outstanding Request Counter handling 


7.0.0 


7.1.0 


2005-09 


CT#29 


CP- 
050309 


791 




Correction on TDisconnect handling 


7.0.0 


7.1.0 


2005-12 


CT#30 


CP- 
050626 


0792 


2 


Trunk Originated CAMEL triggering - DTMF and 
Collectlnfo parameters in SDL 


7.1.0 


7.2.0 


2005-12 


CT#30 


CP- 
050626 


0793 


1 


Modification Procedure CAMEL OCH LEG1 MSC 

11(13) 


7.1.0 


7.2.0 


2006-03 


CT#31 


CP- 
060082 


0794 




Specification of gsmSCF Address format in AnyTime 
request messages 


7.2.0 


7.3.0 


2006-06 


CT#32 


CP- 
060311 


0796 


1 


Addition of information related to service change 


7.3.0 


7.4.0 


2006-06 


CT#32 


CP- 
060336 


0797 


2 


List of MSISDNs and Basic Service Code for MAP Any 
Time Subscription Interrogation. 


7.3.0 


7.4.0 


2006-06 


CT#32 


CP- 
060300 


0798 


1 


Corrections of Process CS_gsmSSF 


7.3.0 


7.4.0 


2006-09 


CT#33 


CP- 
060414 


0806 


1 


Response to ATI for GPRS information when PSI not 
supported in the SGSN 


7.4.0 


7.5.0 


2006-09 


CT#33 


CP- 
060414 


0807 




SGSN number to be included in the ATI response 


7.4.0 


7.5.0 


2006-12 


CT#34 


CP- 
060695 


0810 


1 


Optional Suppress Terminating Services Bit String in 
SRI 


7.5.0 


7.6.0 


2007-03 


CT#35 


CP- 
070030 


0813 


1 


Addition of SMS over IP functionality 


7.6.0 


7.7.0 


2007-06 


CT#36 


CP- 
070328 


0815 




Mobile Termination whilst the MS is moving to another 
MSC 


7.7.0 


7.8.0 


2007-06 


CT#36 


CP- 
070326 


0816 


1 


Correction of IP-SM-GW update in the HSS 


7.7.0 


7.8.0 


2007-06 


CT#36 


CP- 
070325 


0822 


2 


Adding a Information Element to Continue Camel 
Handling Information Flow 


7.7.0 


7.8.0 


2007-06 


CT#36 


CP- 
070325 


0823 




Mutually exclusive elements in Location Information in 
MSC for Initial DP SMS 


7.7.0 


7.8.0 


2007-06 


CT#36 


CP- 
070325 


0824 


1 


Correction to DTMF detection in alerting phase 


7.7.0 


7.8.0 


2007-09 


CT#37 


CP- 
070540 


0814 


4 


AC/ACR Handling 


7.8.0 


7.9.0 


2007-09 


CT#37 


CP- 
070540 


0826 




Correction to the Send Info For Incoming Call ack 
Information Flow 


7.8.0 


7.9.0 


2008-12 


CT#42 








Upgrade to Release 8 without technical change 


7.9.0 


8.0.0 
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2009-09 


CT#45 


CP- 
090524 


0831 


2 


Correction on ACR and Warning Tone Play Handling of 
Leg 1 when successful move of a leg 


8.0.0 


8.1.0 


2009-12 


- 


- 


- 


- 


Update to Rel-9 version (MCC) 


8.1.0 


9.0.0 


2010-03 


CT#47 


CP- 
100029 


0832 


1 


User CSG Information for CAMEL 


9.0.0 


9.1.0 


2010-09 


CT#49 


CP- 
100449 


0835 


1 


Correction for SMS via SGs charging 


9.1.0 


9.2.0 


2010-09 


CT#49 


CP- 
100467 


0836 


2 


Addition of SS codes to the ATSI and ATM procedures 


9.2.0 


10.0.0 


2011-12 


CT#54 


CP- 
110780 


0840 


1 


Provide Subscriber Information handling for UE under 
LTE 


10.0.0 


10.1.0 
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